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The  Internationa!  Library  of  Technology  is  the  outgrowth 
of  a  large  and  increasing  demand  that  has  arisen  for  the 
Reference  Libraries  of  the  International  Correspondence 
Schools  on  the  part  of  those  who  are  not  students  of  the 
Schools.  As  the  volumes  composing  this  Library  are  all 
printed  from  the  same  plates  used  in  printing  the  Reference 
Libraries  above  mentioned,  a  few  words  are  necessary 
regarding  the  scope  and  purpose  of  the  instruction  imparted 
to  the  students  of — and  the  class  of  students  taught  by — 
these  Schools,  in  order  to  afford  a  clear  understanding  of 
their  salient  and  unique  features. 

The  only  requirement  for  admission  to  any  of  the  courses 
offered  by  the  International  Correspondence  Schools,  is  that 
the  applicant  shall  be  able  to  read  the  English  language  and 
to  write  it  sufficiently  well  to  make  his  written  answers  to  the 
questions  asked  him  intelligible.  Each  course  is  complete  in 
itself,  and  no  textbooks  are  required  other  than  those  pre- 
pared by  the  Schools  for  the  particular  course  selected,  The 
students  themselves  are  from  every  class,  trade,  and  profession 
.  and  from  every  country ;  they  are,  almost  without  exception, 
busily  engaged  in  some  vocation,  and  can  spare  but  little 
time  for  study,  and  that  usually  outside  of  their  regular 
working  hours.  The  information  desired  is  such  as  can  be 
immediately  applied  in  practice,  so  that  the  student  may  be 
enabled  to  exchange  his  present  vocation  for  a  more  con- 
genial one,  or  to  rise  to  a  higher  level  in  the  one  he  now 
pursues.  Furthermore,  he  wishes  to  obtain  a  good  working 
knowledge  of  the  subjects  treated  in  the  shortest  time  and 
in  the  most  direct  manner  possible. 
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In  meeting  these  requirements,  we  have  produced  a  set  of 
books  that  in  many  respects,  and  particularly  in  the  general 
plan  followed,  are  absolutely  unique.  In  the  majority  of 
subjects  treated  the  knowledge  of  mathematics  required  is 
limited  to  the  simplest  principles  of  arithmetic  and  mensu- 
ration, and  in  no  case  is  any  greater  knowledge  of  mathe- 
matics needed  than  the  simplest  elementary  principles  of 
algebra,  geometry,  and  trigonometry,  with  a  thorough, 
practical  acquaintance  with  the  use  of  the  logarithmic  table. 
To  effect  this  result,  derivations  of  rules  and  formulas  are 
omitted,  but  thorough  and  complete  instructions  are  given 
regarding  how,  when,  and  under  what  circumstances  any 
particular  rule,  formula,  or  process  should  be  applied ;  and 
whenever  possible  one  or  more  examples,  such  as  would  be 
likely  to  arise  in  actual  practice — together  with  their  solu- 
tions— ^are  given  to  illustrate  and  explain  its  application. 

In  preparing  these  textbooks,  it  has  been  our  constant 
endeavor  to  view  the  matter  from  the  student's  standpoint, 
and  to  try  and  anticipate  everything  that  would  cause  him 
trouble.  The  utmost  pains  have  been  taken  to  avoid  and 
correct  any  and  all  ambiguous  expressions — both  those  due 
to  faulty  rhetoric  and  those  due  to  insufficiency  of  statement 
or  explanation.  As  the  best  way  to  make  a  statement, 
explanation,  or  description  clear  is  to  give  a  picture  or  a 
diagram  in  connection  with  it,  illustrations  have  been  used 
almost  without  limit.  The  illustrations  have  in  all  cases 
been  adapted  to  the  requirements  of  the  text,  and  projec- 
tions and  sections  or  outline,  partially  shaded,  or  full-shaded 
perspectives  have  been  used,  according  to  which  will  best 
produce  the  desired  results.  Half-tones  have  been  used 
rather  sparingly,  except  in  those  cases  where  the  general 
effect  is  desired  rather  than  the  actual  details. 

It  is  obvious  that  books  prepared  along  the  lines  men- 
tioned must  not  only  be  clear  and  concise  beyond  anything 
heretofore  attempted,  but  they  must  also  possess  unequaled 
value  for  reference  purposes.  They  not  only  give  the  maxi- 
mum of  information  in  a  minimum  space,  but  this  infor- 
mation is  so  ingeniously  arranged  and  correlated,  and  the 
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indexes  are  so  full  and  complete,  that  it  can  at  once  be  made 
available  to  the  reader.  The  numerous  examples  and 
explanatory  remarks,  together  with  the  absence  of  long 
demonstrations  and  abstruse  mathematical  calculations,  are 
of  great  assistance  in  helping  one  to  select  the  proper  for- 
mula, method,  or  process  and  in  teaching  him  how  and 
when  it  should  be  used. 

The  numerous  questions  and  examples,  with  their  answers 
and  solutions,  which  have  been  placed  at  the  end  of  each 
volume,  will  prove  of  great  assistance  to  all  who  consult 
the  Library. 

This  volume  gives  an  unusually  clear  explanation  of  the 
principles  involved  in  the  design  of  electrical  machinery  for 
direct  and  alternating  currents,  together  with  a  detailed 
treatment  of  the  theory  of  alternating  currents  and  alterna- 
ting-current apparatus.  In  presenting  the  latter  subject 
the  graphical  method  has  been  freely  used,  since  it  is  more 
easily  grasped  and  conveys  a  clearer  idea  of  the  principles 
involved  than  the  analytical  method.  By  using  specially 
prepared  diagrams  and  supplementing  them  by  practical 
examples,  this  usually  difficult  subject  is  here  made  exceed- 
ingly simple  without  sacrificing  thorough  treatment.  In 
connection  with  the  design  of  electrical  apparatus,  all  the 
fundamental  principles  and  methods  involved  are  given, 
and  the  manner  of  applying  them  fully  illustrated.  No 
attempt  has  been  made  to  give  data  on  a  large  number  of 
machines,  as  such  data  soon  becomes  obsolete  and,  more- 
over, is  of  little  use  when  applied  to  special  cases. 

As  mentioned  above,  this  volume  is  printed  from  the 
plates  used  in  printing  the  Reference  Libraries  of  the  Inter- 
national Correspondence  Schools.  On  account  of  the  omis- 
sion of  certain  papers,  the  material  contained  in  which  is 
given  in  better  form  elsewhere,  there  are  several  breaks  in 
the  continuity  of  the  page  numbers,  formula  numbers,  article 
numbers,  etc.  This,  however,  does  not  impair  the  value  of 
the  volume,  as  the  index  has  been  reprinted  and  made  to 
conform  to  the  present  arrangement. 

International  Textbook  Company. 
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FACTORS  LIMITING   OUTPUT. 

3541.  The  output  of  a.  constant-potential  dynamo  i3 
limited  by  two  factors:  the  carrying  capacity  of  the  arma- 
ture conductors,  and  the  distortion  of  the  field  by  armature 
reaction.  The  evidence  of  a  machine  having  reached  the 
limit  in  the  first  of  the  above  cases  is  the  development  of 
serious  heat  in  the  armature;  distortion  of  the  field  is  indi- 
cated by  excessive  sparking  at  the  commutator. 

3542.  The  question  of  sparking  must  be  considered 
fully  in  the  design  of  a  dynamo;  for  it  is  not  merely  a  mat- 
ter of  shifting  the  brushes  which  should  be  relied  upon  to 
prevent  sparking,  nor  yet  an  excessive  strength  of  field,  as 
this  is  wasteful  of  energy.  In  a  well-designed  dynamo, 
sparking  should  not  occur  within  the  limits  of  the  working 
range,  which  may  include  an  overload  above  the  rated 
output  of  15  or  20  per  cent. 


HEATING  OF  MACHINE. 
3543.  The  heat  that  is  being  continually  generated 
in  the  machine,  owing  to  the  resistance  which  the  conduct- 
ors present  to  the  passage  of  current,  is  given  off  from  the 
surface  of  the  armature  and  of  the  whole  machine  to  the 
surrounding  air.  This  giving  off  of  heat  can  occur  only 
when  the  dynamo  is  hotter  than  the  air,  for  if  two  bodies 
are  equally  hot,  one  can  not  give  any  heat  to  the  other. 
Conversely,  the  greater  the  ditference  in  temperature  be- 
tween two  bodies,  such   as  a  dynamo  armature  and  the 

Pot  nolico  or  eopyrlKlit,  Me  p«gc  inimeiltBtely  (ollowing  the  title  pAge. 
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surrounding  air,  the  more  heat  will  be  given  from  the  hot 
body  to  the  cold. 

When  a  dynamo  is  first  started,  it  is  at  about  the  same 
temperature  as  the  surrounding  air,  so  that  when  the  losses 
in  the  armature  begin  to  generate  heat,  this  heat  can  not 
pass  off  to  the  air;  but,  instead,  it  raises  the  temperature  of 
the  armature  until  it  is  enough  hotter  than  the  surrounding 
air  to  cause  all  the  heat  being  generated  to  be  given  off. 

With  a  constant  load,  the  amount  of  heat  generated  will 
become  constant,  and  it  will  be  given  off  as  fast  as  it  is  de- 
veloped; but  with  an  increase  of  load,  the  temperature  will 
again  rise  until  the  armature  is  enough  hotter  than  the  air 
to  give  off  all  this  increased  amount  of  heat. 

3544.  The  copper  and  iron  parts  of  the  machine  can 
stand  a  rather  high  increase  of  temperature  without  serious 
effects;  but  the  insulating  materials,  such  as  cotton,  silk, 
shellac,  paper,  etc.,  will  become  axrbonizcd^  that  is,  charred, 
or  otherwise  rendered  useless  for  their  specific  purpose.  For 
a  short  time  these  materials  will  withstand  a  temperature 
considerably  above  the  boiling-point  of  water  ifiVl^  F.),  but 
it  has  been  found  that  if  they  are  continually  subjected  to  a 
temperature  greater  than  about  180°  F.,  they  will  gradually 
become  carbonized.  Hence,  as  armatures  are  expected  to  last 
for  several  years,  they  should  never  be  subjected  to  a  con- 
tinual temperature  greater  than  about  170°  F.  Con- 
sequently, the  amount  of  current  which  will  cause  a  dynamo 
armature  to  heat  to  about  170°  F.  is  the  limiting  amount 
which  that  armature  can  safely  give. 

3545.  Since,  for  a  given  output,  the  temperature  of 
the  armature  will  rise  a  certain  amount  above  that  of 
the  surrounding  air,  it  is  evident  that,  if  the  air  is  originally 
of  a  high  temperature,  the  armature  will  actually  have  a 
higher  temperature  when  giving  off  a  certain  amount  of 
heat  than  if  the  air  were  cooler;  that  is,  for  a  certain 
amount  of  heat  generated,  the  temperature  of  the  armature 
will  rise  to  a  certain  number  of  degrees  above  the  temj)era- 
ture  of  the   air.     The   average  temperature  of  the  air  in 
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I  places  where  dynamos  are  installed  is  often  as  high  as  90°  F., 
t  eo  the  allowable  rise  in  temperature  of  the  armature  above 
I  that  of  the  air  is  about  80°  F.,  and  dynamos  are  usually 
rated  according  to  this  rise  in  temperature. 


HEATING  IN  AKMATURB. 

3546*    The  chief  source  of  heat  in  a  dynamo  is  usually 

'   that  due  to  the  flow  of  current  through  the  armature.    This 

being  proportional  to  the  square  of  the  current  and  to  the 

resistance,  is  frequently  termed  the  C  R  loss.     In  order  to 

reduce  this  loss,  the  armature  resistance  should  be  made 

L  very  low.     It  is  not  possible  to  go  beyond  certain  limits, 

1  Jiowever,  in  the  size  of  conductor,  as  the  winding  space  can 

I  not  be  indefinitely  increased.     The  watts  lost  in  heat  gener- 

lalty  vary  according  to  the  size  of  the  machine,  a  smaller 

Idynamo  being  less  efficient  in  this  respect  than  a  larger  one, 

Rowing  to  the  lack  of  suitable  ventilation  and  the  high  resist- 

lance  of  the  winding.     It  is  usual  to  provide  a  certain  pro- 

Iportion  of  armature  surface  per  watt  expended  in  heating, 

'a  order  to  allow  of  the  heat  being  radiated  at  a  sufficiently 

Ate  to  prevent  excessive  rise  in  temperature.     A  safe 

I'touse,  and  one  which  is  confirmed  in  practice,  is  1.11 

B  inches  of  surface  per  watt  lost,  equivalent  to  .9  watt 

Fper  square  inch,  for  peripheral  speeds  ranging  from  3,500  to 

1.3,500  feet  per  minute.     A  rule  given  by  Esson,  applicable  to 

tfise  of  temperature  for  any  particular  case,  is  the  following; 

(SS9.) 


j(l  +  0.()O01Si')' 
=  temperature  rise  in  degrees  Fahrenheit; 
=  watts  expended  in  heat; 
=  surface  of  armature  in  square  inches; 
=  peripheral  velocity  in  feet  per  second. 

The  rise  in   temperature  of  an  armature  is  equal  to  99 
]^imes  ike  watts  lost,  divided  by  the  exposed  surface  in  square 
tcfus  multiplied  by  1  plus  O.OOOIS  times  the  velocity  in  feet 
r  second. 


I 
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FIG.13C. 


larger  capacity,  a  100  K.  W.  dynamo  haTing  sl  C^  R  loss  of 
about  2  per  cent,  of  the  input. 

3548.  Heatings  of  the  armature  is  due,  not  alone  to  the 
C  R  loss,  but  also  to  convection  from  the  copper  conduct* 
ors,  to  eddy  currents  in  them,  and  to  hysteresis  Ring 
armatures  usually  present  a  greater  surface  to  the  cooling 
effect  of  the  air  than  do  drum-wound  armatures,  for  it  is 
not  only  the  outer  cylindrical  surface  which  is  to  be  consid- 
ered, but  likewise  the  ends  of  the  cores  and  all  exposed  por- 
tions of  the  winding.  The  inner  turns  of  the  ring  armature 
are  not,  however,  as  efficient  in  dissipating  heat  as  the  outer 
turns. 
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SPEED  OF  ARMATURE. 


3549.     In  Fig.  1347  ; 


I  the  peripheral  speeds  of 


I 


armatures  in  feel  per  minute.  Curve  B  shows  the  speeds 
adopted  by  a  well-known  manufacturer  for  dynamos  of 
^  kilowatt  to  about  10  kilowatts,  all  of  bipolar  construction. 
The  general  range  of  larger  machines  is  from  2,800  to 
3,600  feet  per  minute,  as  indicated  on  curve  C.  It  need  not 
be  considered  indispensable  that  a  steady  increase  of  speed 
should  accompany  increase  in  size.  Some  manufacturers 
adopt  a  fi.xed  peripheral  velocity  which  is  adhered  to 
through  a  wide  range;  for  the  smaller  sizes,  up  to,  say,  25 
horsepower,  the  velocity  may  be  3,100  feet  per  minute,  and 
for  all  larger  machines  a  velocity  of  about  3,500  feet  per 
minute.  All  these  figures  are  for  the  usual  high-speed  type 
cf  dynamo;  the  moderate-speed  type  is  run  at  about  two- 
thirds  of  the  above  velocity. 

Large  direct-connected  multipolar  dynamos  of  100  kilo- 
watts and  upwards  have  usually  a  peripheral  velocity  of 
3,200  to  2,500  feet  per  minute,  as,  for  instance,  those  built 
by  the  General  Electric  Company.  Railway  generators  for 
belt-driving  are  frequently  designed  for  a  surface  speed  of 
5,000  feet  per  minute;  the  pulleys,  however,  should  be  of 
smaller  diameter  than  the  armatures,  as  the  belt  should  not 
run  at  a  higher  speed  than  about  4,500  feet  per  minute. 
The  adoption  of  a  high  peripheral  speed  for  the  armature 
is  to  be  commended,  on  account  of  a  reduction  in  weight 
for  a  given  output;  but  due  consideration  must  be  given  to 
mechanical  strength.  A  very  high  speed  also  demands  very 
careful  balancing  of  the  rotating  parts,  in  order  to  avoid 
injury  to  the  insulation  through  vibration. 


HEATING  OF  FIELD  SPOOLS. 
3550<  The  field  spools  of  the  dynamo  must  be  designed 
iirith  a  view  to  presenting  sufficient  surface  to  the  air  to  dis- 
Upate  the  heat  developed.  The  ends  of  the  spool  assist 
materially  in  radiating  heat,  as  does  also,  to  some  extent, 
the  inner  surface  which  lies  against  the  magnet  core.     A 
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useful  formula,  taking  into  account  the  cooling  effect  of  a 
little  space  at  least  on  one  side  between  the  spool  and  mag- 
net, is  the  following : 

/  =  ^.  (560.) 

where  /  =  temperature  rise  of  spool  in  degrees  Fahrenheit; 
tt'  =  watts  expended  in  coils; 
s  =  surface  of  spools  (wire  only)  in  square  inches. 

Expressed  in  words,  this  formula  states  that  t/ie  rise  in 
temf^craturc  of  the  field  spools  is  equal  to  80  times  the  watts 
expcftded  in  the  coils^  divided  by  the  exposed  surface  of  the 
xvirc  in  square  inches. 

With  a  permissible  rise  in  temperature  of  75°  or  80°  F.,  it 
will  bo  found  that  about  1.1  square  inches  per  watt  will  be 
r<M|uirrd.  Such  a  proportion  is,  in  fact,  frequently  used, 
allhnuj»;h  it  is  perhaps  a  better  plan  to  allow  1.5  or  2  square 
inches  per  wait,  because  the  lesser  rise  in  temperature  thereby 
occasioned  will  cause  less  variation  in  the  exciting  current 
(hirin^f  the  lime  when  the  machine  is  slowly  warming  up.  In 
any  case,  it  must  be  remembered  that  the  shape  of  the  spools 
and  I  heir  position  with  regard  to  neighboring  portions  of  the 
ma>;nc*ti(*  circuit  will  have  considerable  influence  in  deter- 
mining the  allowable  surface  of  winding.  The  formula 
nivfn  al)ov<!  refers  to  magnet  spools  as  ordinarily  cou- 
nt rintcd.  It  is  also  most  imjiortant  that  the  depth  of  wind- 
ing should  not  W.  too  great — not  over  2A- inches,  as  a  rule — 
as  the  temperature  of  the  inner  turns  may  otherwise  become 
Very  high,  ^^)r  small  machines  the  usual  depth  of  winding 
is  ('onsi(lcral)ly  less  than  this  figure,  being  from  1  inch  to 
]  J-  in(!hes. 

355  1  •  The  advantage  attending  the  use  of  short  spools 
with  comj)aratively  small  winding  volume  is  that  a  compact 
magnetic  circuit  is  secured  and  the  weight  of  copper  is 
reduced.  On  the  other  hand,  since  a  given  magnetizing 
force  is  required,  the  ampere-turns  must  remain  the  same; 
if,  then,  the  number  of  turns  is  reduced,  the  current  must 
be  increased.     The  losses  arc,  however,  proportional  to  the 
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[  square  of  the  current,  and  only  vary  directly  with  the  resist- 
^ance;  so  that  it  is  more  economical  to  reduce  the  current 
I  and  increase  the  resistance  than  the  reverse.  It  will  then 
rbe  seen  that  here  the  number  of  square  inches  of  winding 
[  surface  per  watt  lost  in  the  coils  is  a  compromise  between 
I  efficiency  of  the  machine  on  the  one  hand,  and  first  cost  of 
I  (x>pper  on  the  other;  for  if  we  desire  the  loss  in  heating  to 
I  be  small,  we  must  use  a  greater  weight  of  wire.  It  will  be 
I  shown  in  the  following  pages  that  compromises  of  this  kind 
I  must  be  made  continually  through  the  entire  subject  of 
I  dynamo  design. 

3552.  In  shunt-wound  dynamos,  the  loss  of  energy  in 
I  the  field  winding  is  from  about  10  per  cent,  for  a  1  K.  W. 
I  machine  to  about  1.5  per  cent,  for  a  100  K.  W.  machine. 


ARMATURE  REACTION— SMOOTH  CORE. 


BPFECX  OF  ARMATURB  AMPBRE-TUKKIS. 

3553*     The  subject  of  armature  reaction  has  previously 
[  been  referred  to  in  a  general  way,  and  we  will  now  consider 


tmore  in  detail  with  reference  to  actual  design.     We  have 

sen  that  the  magnetic  effect  of  the  armature  ampere-turns 

Wis  at  right  angles  to  the  direction  of  the  lines  of  force  due  to 

he  field  winding,  so  that  a  cross-magnetization  is  produced. 


«o> 


es^^ 


\N 
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For  the  purjx^se  of  studying:  the  field  induced  by  the 
armature  current,  we  will  show  the  distribution  of  the  lines 
of  force  as  it  would  occur  if  the  disturbing^  effect  of  the  field 
ami>ere-turns  were  not  present.  In  Fig.  1348  are  repre- 
sented the  armature  and  pole-pieces  of  a  bipolar  dynamo; 
the  conductors  are  indicated  bv  the  small  circles  on  the 
periphery  of  the  armature,  and  the  direction  of  the  flow  of 
current  in  them  is  shown  by  their  marking,  the  cross  repre- 
senting a  current  flowing  upwards  through  the  paper,  and 
the  full  black  circle  representing  a  current  flowing  away 
from  the  observer.  The  lines  of  force,  it  will  be  noticed, 
spread  evenly  over  the  jx^le -pieces  and  complete  the  circuit 
through  the  iron  of  the  armature  core.  The  reluctance  of 
the  path  through  the  iron  of  the  jx>le-pieces  and  core  is 
almost  negligible,  compared  with  the  reluctance  offered  by 
the  air-gap,  so  that  it  is  evident  that  the  magnetomotive 
force  (M.  M.  F.)  of  the  armature  ampere-turns  is  almost 
wholly  expended  in  driving  the  lines  of  force  through  the 
air-gap.  The  greatest  difference  of  magnetic  potential  due 
to  the  armature  amjK're-turns  is  at  the  pole-tips  at  nearly 
diametrically  op[H>site  [XMUts,  and  the  least  difference  of 
potential  is  at  the  horizontal  center  line,  where  it  is  reduced 
to  zero.  This  maximum  difference  of  magnetic  potential  is, 
then,  proportional  to  the  armature  ampere-turns,  or  to  the 
cross  M.  M.  F.,  and  may  also  be  expressed  in  terms  of  any 
angle.     For  example, 

Let  C  =  current  flowing  through  armature; 

c  =  number  of  conductors  on  periphery  of  armature. 

Then,  for  any  angle  /,  Fig.  1350, 

C  I 

cross  M.  M.  F.  =  3.11V>  x  --  X  ^  X  -rrf,- 

"4  obi) 

Since  the  greatest  magnetic  difference  of  potential  exists 
between  the  upper  and  lower  ends  of  the  pole-pieces,  that  is, 
at  opposite  ends  of  the  armature,  the  cross  M.  M.  F.  will  be 

3.192  X  ^  X  r  X  —  =  3.192  X  -r-.  (561.) 
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This  cross  M.  M.  F.  maybe  considered  as  expending  nearly 
1  its  force  on  the  air-gaps  at  the  ends  of  the  pole-pieces,  at 
rtop  and  bottom,  since  the  effect  diminishes  to  zero  at  the 
L  horizontal  center  line,  provided  also  that  the  area  of  the 
L  pole-pieces  is  sufficiently  great  to  allow  of  practically  unob- 
kStructcd  passage  of  the  lines  of  force. 


OF  CROSS  AMPERE-TUBNS. 

3554.  We  may  now  proceed  to  an  investigation  of  the 
effect  of  field  distortion.  Fig.  lUO  shows  the  resulting  field 
when  armature  ampere-turns  and  field  ampere-turns  are 
simultaneously  acting  upon  the  magnetic  circuit. 

The  direction  along  which  the  M.  M.  P.  of  the  armature 

ampere-turns  acts  is  shown  by  the  heavy  dotted  lines.     It 

will  be  seen  that  this  is  directly  opposed  to  the  M.  M.  F.  of 

the  field  ampere-turns  at  the  leading  pole  tips  a  and  f,  with 

I  the  result  that  a  decided  neutralization  of  induction  occurs; 

J  but  at  the  following  pi^le  tips  f, /"the  induction  is  strength- 

■■rened,  because  the  two  M.  M.  F.'s  act  in  conjunction  and 

f  build  up  a  stronger  field.     It  should  be  pointed  out  that  the 

I  total  number  of  lines  of  force  in  the  air-gap  is  not  changed, 

Lbut  their   distribution  is  altered,  so  that  the  density  varies 

(accordingly. 

3SfiS.    In  the  calculations  to  determine  the  ampere-turns 

Necessary  for  the  field -magnets,  a  certain  number  is  taken  for 

»ch  portion  of  the  magnetic  circuit,  as  will  be  explained  in 

ifluetime.     Let  At^  represent  the  field  ampere- turns  required 

■eluctance  of  the  air-gaps  {twice  the  radial 

Bdistance  from  pole-piece  to  core).     Then  the  M.  M.  F  at  one 

ir-gap,  due  to  the  field  ampere-turns,  is  equal  to 


At, 


(562.) 


We  have  found,  however,  by  formula  561,  that  the  cross 
!.  M,  F,  of  the  armature  over  the  two  air-gaps  a  b  and  cd\% 
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Cc 
3.192  X  -7-;  therefore  the  cross  M.  M.  F.  for  one  air-gap 

will  be 

3.192  X  ^  X  -^  =  3.192  X  ^.  (563.) 

The  algebraic  sum  of  these  two  equations  will,  then,  give 
us  the  resultant  M.  M.  F.  at  the  pole  tips.  We  must  have 
regard  to  the  sign  of  formula  563,  as  it  is  in  one  case  posi- 
tive and  in  one  case  negative.  At  the  upper  end  of  the  left- 
hand  pole-piece,  the  cross  M.  M.  F.  opposes  the  field  M.  M.  F., 
so  that  for  the  air-gap  ^  ^  at  the  leading  pole  tip  the  result- 
ant M.  M.  F,  is 

(t  -  t)-      '»<^) 


3.192 


At  the  lower  end  of  the  same  pole-piece,  the  M.  M.  F.  *s  are 
in  the  same  sense,  and  the  resultant  M.  M.  F.  for  the  air- 
gap  c  d  is 


1.192(4^  +  ^).  (565.) 


3556.  From  the  above  equations  we  may  directly  obtain 
the  values  of  the  induction  in  the  air-gap,  since  it  is,  in  such 
a  case,  represented  by  the  M.  M.  F.  divided  by  the  length  of 
the  circuit.     Then, 

If         h\  =  density  of  lines  of  force  per  square  inch  in 

leading  pole  tip; 
Ig  =  length  of  single  air-gap  in  inches, 

3.102  (^^e_^f) 

B',  = ^ 5^.  (566.) 

The  density  of  magnetic  lines  offeree  under  the  leading  pole 
tip  is  equal  to  3.  W2  times  the  difference  betiveen  the  field  ampere- 
turns  required  for  one  air-gap  and  one-half  the  cross  ampere- 
turns,  divided  by  the  length  of  the  single  air-gap. 
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3557.     Also,  if  B'^  =  density  of  the  following  pole  tip, 


/, 


(567.) 


The  density  of  the  magnetic  lines  of  force  under  the  follow- 
iHg  pole  tip  is  equalio3.193  times  the  sum  of  the  field  ampere- 
'urns  required  for  one  air-gap  and  one-half  the  cross  ampere- 
^kurns,  divided  by  the  length  of  the  single  air-gap. 

3558.  At  the  horizontal  center  line  it  has  been  shown 
l.that  the  cross  M.  M.  F,  is  zero;  therefore,  the  density  in  the 
I.jiir-gap  at  this  point  will  be  due  only  to  the  ampere-turns 
jo£  the  field.  Let  B^  represent  the  induction  at  the  center 
|lme;  then 

^'^'^ 

XVi%At. 


3.192  - 


^ 


'IL 


(568.) 


That  is,  the  density  of  magnetic  lines  of  force  at  the  center 
'  the  pole-piece  ts 
t^ual  to  S.192  timts 
\ike  field  ampere 
\turns  required  for 
\tke  gap,  divided  by 
mtwice  the  length  of 
\tke  single  air-gap. 

3559.     The  air 
[gap     between     tht 
It. armature    core  an  i 
"■the  right-hand  polL 
piece     (Fig.     134i») 
may  be   considered 
in  exactly  the  same  vta.  ihs, 

manner,  the  magnetic  density  being  least  at  the  leading  pole 
tip  e  and  greatest  at  the  following  pole  tipy. 
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EFFECT  OF  BACK  AMPBRE-TURN8. 

3560.     We  have  thus  far  referred  only  to  the  effect  pro- 
duced  by  the  cross  ampere-turns  of  the  armature.     It  is  not 

possible,  however,  to 
run  the  dynamo  with 
the  brushes  set  exactly 
midway  between  the 
pole  tips,  and  a  certain 
angle  of  lead  must  be 
given,  as  shown  in  the 
discussion,  in  a  previ- 
ous section,  of  the 
theory  of  the  dynamo. 
In  Fig.  1350  the  angle 
of  lead  =  r,  or  one-half 
the  angle  represented 
Fig.  1350.  by  2  r,  this  being  the 

angular  distance  through  which  the  brushes  must  be  moved  in 
order  to  obtain  sparkless  commutation.  The  turns  embraced 
within  twice  this  angle  r,  multiplied  by  the  current  which  each 
conductor  carries,  constitute  the  back  ampere-turns.  The 
direction  of  the  lines  of  force  induced  by  these  turns  is  indi- 
cated by  the  small  arrows  on  the  armature  core,  and  the 
direction  of  the  field  lines  of  force  is  shown  by  the  small 
arrows  on  the  pole-pieces.  It  is  evident,  then,  that  the  back 
ampere-turns  neutralize  a  certain  equal  number  of  ampere- 
turns  on  the  fieid-magnets,  so  that  this  must  be  borne  in 
mind  later,  when  the  total  field  ampere-turns  are  calculated. 

3561.  For  a  bipolar  dynamo,  the  value  of  the  current 
flowing  through  any  one  conductor  is  one-half  the  total 
armature  current,  there  being  only  two  circuits.  Also,  the 
number  of  conductors  enclosed  within  the  double  angle  of 

"Xr 
lead  2  r  is  ecjual  to  7^—-  of  the  total  number,   since  r  is  ex- 
pressed in  degrees,  and  there  are  3(10  degrees  to  the  circle. 
Then  the  value  of  the  back  amj)ere-turns  of  the  armature 


-         C       _2r  _  Crc 


(569.) 
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lere  C  =  total  armature  current ; 

r  =  angle  of  lead  of  brushes  ; 
c  =  total  number  of  conductors. 
The  back  ampere-turns  of  the  armature  of  a  bipolar  dynamo 
are  equal  to  the  armature  current  in  amperes  multiplied  by 
the  angle  of  lead  and  the  total  number  of  conductors,  and 
\divided  by  S60. 

VALUB  OP  CnOSS  AMPGRB-TURNB. 

3562.  The  cross  ampere-turns  are  included  within  the 
angle  /,  Fig.  1350,  which  is  equal  to  130°  —  2/-,  that  is,  to 
the  whole  number  of  armature  ampere-turns  less  the  back 
ampere-turns.  We  may  then  write  the  following  expres- 
rion  for  the  value  of  the  cross  ampere-turns  : 

vhere  C  =  total  armature  current ; 

/  =  180°  less  twice  the  angle  of  lead  ; 
c  =  total  number  of  armature  conductors. 
The  cross  ampere-turns  of  the  armature  of  a  bipolar  dy- 
\mo  are  equal  to  half  the  armature  current  multiplied  by  the 
futmber  of  conductors  enclosed  within  an  angle  equal  to  ISO" 
less  twice  the  angle  of  lead. 

3563.  Although,  as  we  have  seen,  the  cross  ampere- 
tarns  do  not  change  the  total  number  of  lines  of  force,  hut 
only  de6ect  them,  the  tendency  of  this  cross  M.  M.  F.  is  to 
weaken  the  field  at  the  leading  pole  tip  by  diverting  the 
lines  of  force  from  that  point.  A  certain  strength  of  field 
is,  however,  necessary  for  commutation,  so  that  there  exists 
in  all  cases  a  critical  value  of  cross  M.  M.  F.  beyond  which 
it  is  impossible  to  go  without  causing  destructive  sparking. 
We  have  found,  by  formula  561 ,  that  if  the  angle  embraced 
by  the  conductors  producing  the  cross  ampere-turns  is  180°, 

their  magnetomotive  force  =  3.193  x  -^  X  ;"  X  ^^-      If  we 
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now  substitute  for  180  the  angle  /,  the  M.  M.  F.  of  the  cross 

C  I 

ampere-turns  =3.102x-rX^X  -.iT.T:,    and   this    M.  M.  F.  is 

expended  over  two  air-gaps,  one  at  the  upper  pole  tip  and 
the  other  at  the  lower  pole  tip.  The  value,  then,  of  the  cross 
M.  M.  F.  at  one  pole  tip  is 

3.mX^-x|x4.  <"!•) 

If  this  value  should  equal  the  magnetomotive  force  of  the 
field  ampere-turns  of  the  air-gap,  the  field  at  this  pole  tip 
would  be  entirely  neutralized,  in  which  case  the  machine 
would  be  unworkable  owing  to  the  excessive  and  violent 
sparking  at  the  brushes.  It  follows,  therefore,  that,  for  the 
leading  pole  tip, 

3. 1!)3  -!^  >  3. 193  X  §X  I  X  gly.  (572.) 

The  viagnctomotivc  force  of  the  field  ampcrC'turns  for  the 
single  air-gap  must  be  greater  thav  the  magnetomotive  force 
due  to  one-half  the  cross  ampere-turns  of  the  armature. 


LIMITING  VALUB  OP  AIR-GAP  DENSITY. 

3564.  We  may  also  specify  the  above  requirement  in 
terms  of  the  density  in  the  air-gap,  since  this  density  is 
equal  to  the  M.  M.  F.  divided  by  the  length  of  air-gap. 
The  following  value,  then,  must  be  a  positive  quantity  : 

B',  = L- \'^-^J^"lA,  (573.) 

where  B',^  =  density  of  field  under  leading  pole  tip  ; 
At,,  =  field  ainj)ere-turns  required  for  air-gap  ; 
C   =  total  armature  current  ; 
c    =  total    number  of   conductors  on    periphery    of 

armature  ; 
/    =  180'^  less  twice  the  angle  of  lead  ; 
/g    =  length  of  single  air-gap,  in  inches. 
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It  is  not  enough  to  make  this  equation  a  positive  quantity 
oly  ;  the  field  at  this  point  must  be  sufficiently  strong  to 
ivercome  the  self-induction  of  the  coil  which  is  being  short- 
t^ircuited  and  generate  in  it  a  current  in  the  opposite  direc- 
'o  ensure  satisfactory  working,  the  M.  M.  P.  in  the 
:  to  the  iield,  should  be  at  least  li  to  3  times  the 
n'oss  M.  M,  F.  applied  to  the  gap,  even  when  a  large  angle 
P*f  lead  is  employed.  It  might  appear  that  the  demagneti- 
zing action  of  the  back  ampere-turns  would  prevent  a  position 
of  sparklessness  being  found,  when  a  heavy  current  necessi- 
tated a  large  angle  of  lead;  but  it  must  be  remembered 
that,  as  the  back  ampere-turns  are  increased,  the  cross 
ampere-turns  are  decreased,  so  that,  although  the  field  is 
reduced  in  strength,  its  distribution  is  more  uniform.  A 
point  is,  therefore,  usually  found  where  the  reversing  field 
is  sufficiently  strong  for  commutation,  and  it  is  only  when 
an  excessive  current  is  taken  from  the  machine  that  the 
■  back  ampere-turns  weaken  the  field  to  such  an  extent  as  to 
;clude  sparkless  operation. 

35B5>  A  further  disadvantage  of  a  weak  field  at  the 
lading  pole  tip  is  that  a  large  angle  of   lead  is  required, 

lereby  bringing  the  short-circuited  coil  very  close  to  the 

ge  of  the  pole-piece.  At  this  point  there  is  a  more  or 
abrupt  change  in  magnetic  density,  and  any  uneven 

laoing  of  the  conductors  will  cause  them  to  be  short- 
'circuited  at  different  points,  relative  to  the  pole-piece, 
thereby  causing  sparking,  A  variation  in  load  will  also  be 
more  likely  to  give  rise  to  sparking  when  the  point  of  com- 
mutation is  under  the  pole  tip. 

3566.  We  will  now  find  it  convenient  to  introduce  an- 
ler  method  of  denoting  the  value  of  the  cross  ampere- 
turns.  The  back  turns  extend  only  to  the  point  where  com- 
mutation occurs,  and  this  is  at  the  entering  fringe  of  the 
pole-piece.  Then,  we  may  say  that  the  cross-turns  are 
those  conductors  which  He  under  the  pole-piece  and  under  tht 
magnetic  fringe  at  the  edges.  For  all  practical  purposes, 
tre  may  designate  this  fringe  as  equal  to  about  four-fifths 


^^th< 


J 
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of  the  length  of  the  air-gap.  The  value  of  the  cross 
ampere-turns-^/^ still  remains  the  same  as  in  formula  570, 
only  substituting  this  more'  correct  definition  of  /,  which 
takes  into  account  the  commutating  fringe  and  dispenses 
with  the  reference  to  the  value  of  the  back  ampere-turns. 

3567.  We  have  said  that  the  M.  M.  F.  in  the  gap,  due 
to  the  field,  should  be  at  least  1^-  to  2  times  the  cross 
M.  M.  F.  of  the  armature.  We  may  compare  the  ampere- 
turns  in  the  two  cases,  since  they  are  proportional  to  the 
magnetomotive  force.  The  field  ampere-turns  expended  in 
the  gap  (A/g)  take  into  account  both  the  air-gaps,  and  the 
cross  ampere-turns  (At^)  also  act  through  two  air-gaps,  at 
the  top  and  bottom  of  the  pole-pieces,  respectively  (see  Fig. 
1349).  Then,  we  may  say  that  the  field  ampere-turns  for 
the  air-gaps  must  be  1^-  to  2  times  the  cross  ampere-turns. 
The  smaller  value  is  to  be  used  in  calculations  for  drum 
armatures,  and  the  larger  value  for  ring  armatures.  The 
difference  in  these  coefficients  is  due  to  the  fact  that  in  the 
ring  armature  there  is  a  greater  amount  of  self-induction  in 
the  coils  when  short-circuited,  and  this  requires  a  greater 
angle  of  lead,  thereby  reducing  the  total  effective  field  and 
requiring  at  the  same  time  a  more  powerful  field  for  rever- 
sal, with  the  same  number  of  conductors  and  coils  as  a 
drum  armature.  In  order  to  counteract  this  effect  as  much 
as  possible,  a  high  density  is  used  in  the  core  of  the  ring 
armature,  so  that  the  self-induced  current  can  not  reach  a 
high  value,  as  the  collapse  of  the  extra  lines  of  force,  due  to 
its  current  before  short-circuiting,  develops  only  a  low 
E.  M.  F.  Nevertheless,  the  self-induction  is  higher  than  in 
the  loop  of  a  drum  winding.  When  a  ring  armature  is  con- 
structed with  many  turns  to  a  section,  it  may  become  neces- 
sary even  to  exceed  the  figure  given.  Another  reason  call- 
ing for  a  higher  coefficient  in  the  case  of  ring  armatures  is 
that  the  extra  amount  of  lead  which  must  be  given  to  the 
brushes  would  bring  the  short-circuited  coils  very  near  to 
the  pole  tip,  where  the  change  in  magnetic  density  is  abrupt. 
To  avoid  this,  a  stronger  commutating  fringe  is  required 
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I  Also  there  are  some  lines  of  force  which  leak  across  the  in- 
^side  of  the  core.  With  a  drum  winding,  these  lines  are  of 
I  no  account;  but  they  cut  the  inner  turns  of  the  ring  coils, 
L  inducing  an  E.  M.  F,  which  opposes  that  of  the  outer  turns. 


3568.  Returning  to  the  consideration  of  the  cruss 
I  ampere-turns,  we  have  found  that  they  should  be  limited  to 
I  a  value  equal  to  two-thirds  of  the  field  ampere-turns  re- 
tquired  for  the  air-gap  in  the  case  of  a  bipolar  drum  arma- 
■  ture;  for  j4/,  equals  1  J- ,4/„  whence 

^(.=  M<,  =  ^',  (574.) 

tirhere  At,  ^  cross  ampere-turns,  drum  armature ; 

Atf  =  ampere-turns  of  field  required  for  two  air-gaps. 
For  a  drum-wound  bipolar  armature,  the  limiting  value  of 
I  ike  cross  ampere-turns  is  the  value  they  have  when  they  are 
^  equal  to  two-thirds  the  field  ampere-turns  tequtred  for  the 
air-gaps. 

13569.  We  may  here  introduce  an  expression  for  the 
total  ampere-turns  of  the  armature,  which  are  equal  to  the 
8ura  of  the  cross  ampere-turns  and  the  back  ampere-turns; 
or,  the  armature  ampere- turns 
At^  =  Ai,-\-  At^. 
We  have  seen  {formula  570)  that  the  cross  ampere-turns 
Ihet 


A.  (^  I 

iien  formula  574  may  be  written: 


360 


But  the  total  armature  ampere-turns  are  obviously  equal 
(for  a  bipolar   machine)   to   one-half  the  total  number  of 
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conductors  on  the  surface  of  the  armature  multiplied  by  the 
current  carried  by  each,  that  is,  by  one-half  the  total 
armature  current.     We  may  then  write 

^/a  =  f  X  |.  (576.) 

Each  term  of  formula  575  may  be  divided  by  2,  so  that 

2  ^  360  ^  2        3  ' 

whence  £x^=^X^  =  i?^^ 

wnence  ^x^-gX^-       ^— «• 

C      c 
Since  At^  ^  T  ^  2  ^^^  formula  576), 

At^^^^^-^.  (577.) 

714^  maximum  number  of  ampere-turns  which  a  bipolar* 
drum  armature  may  carry  is  equal  to  120  times  the  field 
ampere-turns  required  for  the  air-gaps^  divided  by  the  angle 
embraced  by  one  pole-piece. 


LIMITING    VALUE    OP   CROSS    AND  ARMATURB  AMPBRB« 

TURNS,  RING  MTINDING. 

35 70.  In  the  case  of  a  bipolar  ring-wound  armature,  we 
have  seen  (Art.  3564)  that  the  field  ampere-turns  required 
for  the  air-gap  must  be  equal  to  twice  the  cross  ampere- 
turns.     Then, 

At.  =  ^,         (578.) 

where  At„=  cross  ampere-turns,  ring  armature; 

Atg  =  ampere-turns  of  field  required  for  two  air-gaps. 

For  a  ring-zvound  bipolar  armaturi\  the  limiting  value  of 
the  cross  ampcre-turiis  is  when  they  arc  equal  to  one-half  the 
field  a^npere-turns  required  for  the  air-gaps. 

3571*    In  the  same  manner  as  has  already  been  proved, 
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It  may  be  shown  that  the  cross  ampere-turns  are  equal  to 

C        I 

—  X  ^^TT  X  c,  and,  therefore,  that 


At^ 


C  , 


.-j/„    300    mAt. 


(579.) 


That  is,  Ihe  maximum  nuniber  of  ampere-turns  which  a 
bipolar  ring  armature  may  carry  t's  equal  to  90  times  the 
field  ampere-turns  required  for  the  air-gaps,  divided  by  the 
^^ngle  embraced  by  one  pole-piece. 

3572.  For  the  same  total  number  of  conductors  on  the 
1  jwriphery  of  the  armature,  the  ring-armature  core  carries 
I  twice  as  many  ampere-turns  as  the  drum-armature  core.  It 
nust  be  remembered,  however,  that  the  density  of  the  lines  of 
feforce  due  to  these  turns  would  remain  the  same;  so  that,  if 
pthe  two  cores  were  of  the  same  cross- sectional  area,  as,  for 
instance,  in  the  annular  construction  of  core  disks,  the  in- 
'  duction  would  be  the  same  in  both  cases.  As  another  ex- 
ample, suppose  a  magnet  requires  500  ampere-turns  to 
develop  an  induction  of  50,000  lines  of  force  per  square  inch, 
and  it  is  then  split  in  two  longitudinally ;  each  of  the  separate 
parts  will  require  500  ampere-turns  to  ^vetbe  same  density 
of  lines  o£  force  as  before. 

V 

^Bbossible  output  of  a  dynamo,  we  will  adopt  an  expression  for 

^^Rhe  total  amount  of  current  which  the  armature  carries. 

Let  r=  number  of  conductors  on   periphery  of  armature, 

and  C  =  current  flowing  in  each  conductor.     We  will  call 

the  whole  sheet  of  current  flowing  across  the  armature  the 

Polume  of  current,  and    represent  it    by  the  letter   V. 
hen, 
V=C'c.  (580.) 

TIte  volume  of  current  is  equal  to  the  current  flffwing  in  one 
conductor  multiplied  by  the  number  of  conductors  on  the 
feriphery  of  the  armature. 


LIMITING  VOI-CMB  OF  CURRENT. 

3573<     For  the  purpose  of  determining  the  maximum 


I 
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3674*  We  may  arrive  at  once  at  a  figure  for  the  value 
of  V  for  bipolar  armatures.  We  have  seen,  by  formula 
5769  that  the  ampere-turns  of  the  armature  are  equal  to 
one-half  the  total  number  of  conductors  multiplied  by  the 

C      c 

current  carried  by  each,  that  is,  equal  to—  X  5-.      But  in 

this  case,  —  =  C\  so  that  the  armature  ampere-turns 

By  formula  580,  F=  C  c\ 

therefore,  V^%At^.  (581.) 

Wo  have  seen,  by  formula  577,  that  for  a  bipolar  drum 
winding  the  armature  ampere*turns  may  have  a  maximum 

value  of  -^^^-p — 2;  wherefore, 

yJl^jAt^^         (582,) 

The  maximum  volume  of  current  which  a  drum^  armature 
may  carry  is  equal  to  2J^0  times  the  field  ampere-turns  re- 
quired  for  the  air-gaps^  divided  by  the  angle  embraced  by  one 
pole-piece, 

3575.  We  have  also  found,  by  formula  579,  that  for  a 
bipohir  ring  winding  the  armature  ampere-turns  may  have 

a  maximum  value  of  - — j-^\  wherefore, 

V=  m^.         (583.) 

The  maximum  volume  of  current  which  a  ring  armature 
may  carry  is  equal  to  ISO  times  the  field  ampcre-turns  re- 
quired  for  the  air-gaps^  divided  by  the  angle  embraced  by  one 
pole-piece. 

3576.  It  will  be  noticed  that  in  expressing  in  words  the 
above  formulas  (582  and  583)  for  volume  of  current,  we 
have  omitted  mention  of  the  term  **  bipolar."  It  will  be 
shown  presently  that  these  formulas  are  true,  not  only  for  hu 
polar  machines,  but  also  for  those  of  multipolar  construction. 


kJM^ 
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ARMATURE  AMPBRE-TURNS  |    MULTIPOLAR  DYNAMO. 

3577.  In  Fig.  1351  the  cross  turns  on  a  multipolar 
armature  are  shown  by  the  full-line  curves,  and  the  back 
turns  are  repre- 
sented by  the  dotted 
curves.  The  same 
notation  is  used  as 
in  the  case  of  the 
bipolar  armatures, 
■  2r  being  the  double 
angle  qf  lead  and  / 
the  angle  embraced 
by  one  pole-piece. 
The  cross  ampere- 
turns  and  back  am- 
pere-turns together 
constitute  the  arma- 
ture ampere -turns, 
as  before;  that  is, 
Af^  +  At^  =  At„. 
The  cross    ampere- 

turns,  by  formula  570}  are  equal  to 

one-half  the  armature  current,  represents  the  current 
carried  by  the  conductor,  so  that  we  may  substitute  C\  and 
rewrite  formula  570  thus: 


A,.=  C'x^xc. 


(584.) 


where'  At^=  cross  ampere-turns; 

C  =  current  carried  by  each  conductor; 
/    =  angle  embraced  by  pole-piece; 
c   =  total  number  of  conductors. 

The  cross  ampere-turns  are  equal  to  the  current  carried  by 
one  conductor  multiplied  by  the  number  of  conductors  within 
the  polar  embrace. 
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3578«  The  back  ampere-tums  may  in  like  manner  be 
written 

^^6  =  ^'  X  ^  X  c.  (585.) 

The  back  ampere-turns  are  equal  to  the  current  carried  by 
one  conductor  multiplied  by  t/te  number  of  conductors  enclosed 
within  the  double  angle  of  lead, 

3579.  In  the  case  of  a  bipolar  dynamo,  the  sheet  of 
current  on  one  side  of  the  armature,  that  is,  opposite  one 
pole-piece,  constituted  the  armature  ampere-turns,  and  com- 
prised the  cross  ampere-turns  and  the  back  ampere-turns. 
In  the  case  of  a  multipolar  dynamo  the  same  reasoning  holds 
good,  and  the  armature  ampere-turns -^/^  =  At^  -f-  ^If  The 
armature  ampere-turns  are  also  evidently  equal  to  the  cur- 
rent in  one  conductor  multiplied  by  the  number  of  conduct- 

C'  c 
ors  per  pole-piece;  that  is,  At^  =  — p-,  where P=  number  of 

poles.     We  have  seen,  by  formula  580,  that  C  c  is  equal  to 
the  volume  of  current  F,  so  that  we  may  say 

A^a  =  ^.  (586.) 

I'he  maximum  number  of  ampere-turns  which  an  armature 
may  carry  is  equal  to  the  volume  of  current  flowing  through 
the  conductors  divided  by  the  number  of  field-magnet  poles. 

This  formula  is  true  of  all  machines,  whether  bipolar  or 
multipolar,  and  whether  the  winding  be  in  many  parallel 
circuits  or  whether  it  form  a  two-circuit  series,  or  wave, 
winding. 

3580.  If  a  parallel  or  multiple-circuit  winding  is  used, 
the  current  in  each  conductor  is  equal  to  the  total  current 
divided  by  the  number  of  poles,  for  there  is  one  circuit  for 

C 
each  pole-piece;  thus,  C  =  yj.     In  the  case  of  a  two-circuit 

winding,  the  current  C  in  any  conductor  is  one-half  the 


DYNAMO-ELECTRIC  MACHINE  DESIGN.  2413 

C 

armature  current;  or  C*  =  — .     Then,  for  a  multiple-circuit 

winding,  the  armature  ampere-turns 

C'c      C       c       Cc 

-n-ta  ^^     p    ^^  "^  X  -p-  =  -p^*  (OoT.) 

The  armature  ampere-turns  for  a  multiple-circuit  winding 
are  equal  to  the  armature  current  multiplied  by  the  number  of 
conductors^  and  divided  by  the  square  of  the  number  of  poles. 

3581.  For  a  two-circuit  winding, 

C'c      C       c       Cc 
-^/o  =  -^  =  "2"  X  77  =  27'  (688.) 

The  armature  ampere-turns  for  a  two-circuit  winding  are 
equal  to  the  armature  current  multiplied  by  the  number  of 
conductors^  and  divided  by  twice  the  number  of  poles. 

3582.  Since  the  same  number  of  magnetizing  ampere- 
turns  are  used  on  the  field  whether  the  winding  be  multiple 
or  two-circuit,  the  above  values  of  the  armature  ampere- 
turns  (formulas  587  and  588)  must  be  the  same  in  each 
case.  That  it  actually  is  so  may  be  proved  by  a  simple  ex- 
ample. Let  us  take  a  6-pole  dynamo  with  90  conductors 
on  the  armature,  and  let  us  suppose  a  current  of  10  amperes 
to  flow  through  any  one  conductor.  Then,  for  a  multiple- 
circuit  winding,  there  will  be  6  circuits;  the  armature  cur- 
rent C  will  be  60  amperes;  the  number  of  poles  P  will  be  6; 
the  number  of  conductors  c  will  be  90.  By  formula  587, 
the  armature  ampere-turns 

For  a  two-circuit  winding,  the  armature  current  will  be 
2  X  10  =  20  amperes,  and  by  formula  588  the  armature 
ampere-turns 

-     _Cc  _20X90_ 
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a 

We  may  also  apply  formula  588  to  this  case,  and  we 
have 

^..  =  ^=^  =  l«^  =  150. 

35S3.  The  maximum  value  which  the  cross  ampere- 
turns  may  have  is  found  by  the  same  formula  as  w?s  applied 
to  bipolar  dynamos.     For  a  drum-wound  armature^  formula 

574  shows  that  .4/,  =  ^.     By  formula  584,  we   know 
that  At^z=  C  X-^X  c;  therefore, 

Cc       At.      360      240^/- 
P        1.5  ^  PI  PI 

We  have  seen  that       At^=.  -^ ; 
then,  At  -  ^*Q  ^^^ 

»  ■'■'•a  —  n/       • 

By  formula  586,  Ai^  =  -p; 

therefore,  V=  ?12j1^». 

3584.  In  the  same  manner,  the  maximum  value  of  the 
volume  of  current  for  a  ring-wound  multipolar  armature  is 

found  to  be  V=y^Jy, 

If 

It  must  be  remembered  that  these  values  for  the  volume 

of  current  are  not  to  be  exceeded,  and  a  margin  should  be 

allowed,   suited  to  the  work  required  of  the  machine,  for 

cases  of  temporary  overload. 

3585.  By  the  above  formulas,  which  are  identical  with 
formulas  5^2  and  583,  it  will  be  seen  that  the  permissible 
volume  of  current  varies  directly  as  At^,  the  field  ampere- 
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turns  required  for  the  air-gaps,  that  is  to  say,  as  the  length 
and  density  of  the  air-gap — but  inversely  as  the  polar  etn- 

This  latter  is  generally  of  an  average  value  in  bipolar 
dynamos,  so  that  the  volume  of  current  is  affected  only  by 

the  length  and  density  of  the  air-gap.  In  this  type  of 
machine,  therefore,  increased  capacity  may  be  obtained  by 
increasing  the  size  of  the  armature;  but  a  longer  air-gap  or 
a  greater  density  must  also  be  provided  to  overcome  the 
effect  of  the  increased  volume  of  current.  With  a  multi- 
polar field,  however,  the  angle  of  polar  embrace  may  be 
reduced,  so  that  the  same  armature  may  be  made  to  furnish 
a  greater  output,  although  both  the  length  and  the  density 
of  the  air-gap  remain  the  same. 

II  CDRRBNT  DENSITY   IN   ARMATURE 

I  CONDUCTORS. 

358rt.  The  current  densities  used  in  armature  con- 
ductors vary  within  considerable  limits,  some  makers  pre- 
ferring to  keep  to  a  low  value  and  others  using  high 
densities.  Much  depends  upon  the  mechanical  construction 
of  the  winding  and  upon  provision  for  ventilating,  also 
upon  the  conditions  under  which  the  machine  will  operate. 
In  ordinary  cases  it  is  not  usual  to  go  below  600  circular 
mils  per  ampere,  and  COO  to  700  is  a  safe  figure.  For  special 
purposes,  a  density  of  500  circular  mils  per  ampere  may  be 
~&sed,  and  again,  when  conditions  are  such  that  a  heavy 
Overload  is  to  be  carried  at  times,  or  the  temperature  of  the 
'  engine  room  is  very  high,  a  density  of  1,000  circular  mils 
per  ampere  may  be  employed. 


(ARMATURE  REACTION— SLOTTED  CORES. 
3587.     Many  devices  have  from  time  to  time  been  sug- 
gested for  eliminating  armature  reaction;  but  an  effective 
method  of  reducing  it,  and  one  which  is  universally  used,  is  to 
construct  the  armature  core  of  slotted  disks.     The  different 
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forms  of  teeth,  due  to  this  slotting,  will  be  described  in 
their  proper  place,  but,  for  the  present,  we  will  consider  a 
representative  form,  as  shown  in  Fig.  1352. 

The  teeth  /,  /,  etc.,  taper  somewhat  towards  the  root,  as 
the  slots  between  them  must  be  parallel,  to  allow  of  sym- 
metrical winding.  With  this  construction  of  core,  it  will  be 
seen  that  the  density  of  the  lines  of  force  in  the  teeth  must 
be  considerably  greater  than  the  density  in  the  air-gap,  and, 
in  fact,  a  very  appreciable  reluctance  is  thus  added  to  the 
magnetic  circuit.     The  density  is  usually  carried  to  100,000 


Fig.  1352. 

lines  per  square  inch,  or  more,  so  that,  saturation  being  so 
nearly  attained,  the  effect  of  the  cross  ampere-turns  of  the 
armature  is  far  less  noticeable.  This  saturation  of  the 
teeth,  by  introducing  reluctance  into  the  magnetic  circuit, 
obviates  the  necessity  for  a  large  air-gap  between  the 
armature  core  and  the  pole  face.  The  clearance  is  then 
determined,  not  only  by  the  relation  of  the  cross  ampere- 
turns  acting  on  the  air-gap  to  the  field  ampere-turns 
required  for  the  air-gap,  but  also  by  the  effect  produced  on 
the  magnet  faces  by  the  moving  teeth. 
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In  considering  armature  reaction  with  reference  to  slotted 
cores,  we  can  allow  a  larger  volume  of  current  than  could  be 
permitted  with  a  smooth  core,  on  account  of  distortion  of 
the  field  being  so  much  less,  and  conditions  favorable  to 
satisfactory  results  will  usually  be  secured  by  allowing  suf- 
ficient cross-section  in  the  armature  conductors  and  a  high 
density  in  the  armature  teeth,  together  with  a  well-propor- 
I  tioaed  air-gap.  In  general,  we  may  allow  a  volume  of  cur- 
I  rent  equal  to  about  1^  times  that  carried  by  a  smooth-core 
armature  of  the  same  class. 


LENGTH   OP  I 

3588.     Fig.  1353  s 


of  lines  of  force 


It  will  be  seen  that  the  induction  i 


"■^^^mmjfij. 


along  the  pole  face. 
not  even,  but  is 
more  dense  opposite 
',  the  teeth.  When 
the  armature  is  re- 
rapid 
changes  of  magnet- 
ization produced  by 
the  motion  of  the 
teeth  result  in  the 
I  heating  of  the  pole 

I  faces  by  generation  ''"^'  "^' 

E  of  eddy  currents.  The  eddy-current  loss  may  assume  serious 
I  proportions  when  the  changes  in  magnetic  density  are  Large. 
J  When  the  air-gap  is  long,  that  is,  when  the  distance  from 
p  surface  of  the  teeth  to  the  pole  face  is  great  as  compared 
Jie  width  of  the  slot,  the  lines  of  force  spread  out  and 
IBity  at  the  pole  face  becomes  more  uniform.  It  will 
t  «irident  that  the  ratio  of  length  of  air-gap  to  width  of  slot 
nust  vary  somewhat,  according  to  the  density  in  the  air- 
;ap,  a  higher  density  requiring  a  longer  air-gap  for  the  same 
width  of  slot.  In  small  dynamos  the  density  in  the  air-gap 
is  rarely  over  32,000  lines  of  force  per  square  inch,  and  in 
such   cases  the  length  of  air-gap  should  be  not  less  than 


2418  DYNAMO-ELECTRIC  MACHINE  DESIGN. 

one-third  the  width  of  the  slot.  For  higher  densities,  this 
length  of  air-gap  is  not  suflBcient;  in  large  machines  the  den- 
sity may  be  carried  even  as  high  as  GO, 000  lines  of  force  per 
square  inch,  and  in  that  case  the  length  of  air-gap  should  be 
more  than  one-half  the  width  of  slot,  while  for  an  inter- 
mediate value,  such  as  50,000  lines  per  square  inch,  it  will 
be  safe  to  make  the  length  of  air-gap  equal  to  one-half  the 
width  of  slot. 

3589.  We  will  repeat  the  above  determinations  in  the 
shape  of  a  formula  for  more  ready  reference. 

Let  /  =  length  of  single  air-gap  (see  Fig.  1353) ; 

ci'  =  width  of  armature  slot  (see  Fig.  1353). 

Then,  for  densities  approximating  32,000  lines  of  force  per 
square  inch, 

/>y.  (589.) 

The  length  of  the  single  air-gap  must  be  greater  than  one- 
third  the  ividth  of  slot^  ichen  the  air-gap  density  is  about 
32,000  lines  of  fore  e  per  square  inch, 

3590.  For  densities  approximating  50,000  lines  of  force 
per  square  inch, 

/  =  J.  (590.) 

The  length  of  the  single  air-gap  should  be  equal  to  one-half 
the  width  of  slot,  ivhen  the  air-gap  detisity  is  about  50ft00 
Hues  of  force  per  square  inch, 

3591.  Also,  for  high  densities, 

/>'^.         (591.) 

Tke  length  of  tJie  single  air-gap  must  bi 
Jialf  the  width  of  slot,  when  the  air*gap 
CO  ^(KK)  lines  of  force  per  square  inch* 
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ARMATURE  REACTION— CONSTANT-CURRENT 
DYNAMOS. 
3592.  We  may  compare  snme  of  the  foregoing  prin- 
ciples with  reference  to  their  application  to  constant-current 
dynamos.  In  these  machines  armature  reaction  is  made  use 
of  as  a  regulating  influence,  so  that  it  is  not  advisable  to 
counteract  it,  as  in  the  case  of  constant-potential  dynamos. 
The  armature  ampere-turns  have  almost  as  high  a  value  as 
the  field  ampere-turns,  so  that  any  incfease  of  current  will 
produce  considerable  distortion  and  even  induce  a  partly 
negative  field  by  reason  of  the  lines  of  force  crossing  the  in- 
tervening space  between  the  magnet  poles  and  entering  the 
armature.  When  a  constant-current  dynamo  is  short-cir- 
cuited, a  rise  of  current  takes  place;  but  its  value  can  not 
increase  to  a  dangerous  extent  before  the  field  is  completely 
neutralized  and  the  current  dies  out.  A  constant-current 
dynamo  is,  therefore,  radically  different  from  a  constant- 
potential  dynamo,  and  in  some  respects  a  good  design  lor 
the  former  type  of  machine  would  prove  an  exceedingly  poor 
design  for  the  latter.  The  iield-magnets  of  an  arc  dynamo 
.are  large  in  area  at  the  air-gap,  and  present  a  weak  field, 
-which  is  very  susceptible  to  effects  of  armature  reaction ;  on 
the  other  hand,  as  we  have  seen,  the  field  of  a  constant- 
potential  dynamo  is  strong,  being  designed  to  resist  distor- 
tion by  the  armature  current. 


k  SMOOTH    AND    SLOTTED    ARMATURES. 

3593.  Both  smooth-core  and  toothed-cure  armatures 
have  special  features  which  make  it  desirable  or  necessary 
to  use  one  or  the  other  form  in  any  particular  case.  The 
distinguishing  characteristic  of  the  toothed  armature  is  its 
small  armature  reaction;  so  that  when  carbon  brushes  are 
used  to  take  off  the  current,  it  does  not  become  necessary  to 
change  the  angle  of  lead  for  variations  in  load,  as  the  high 
resistance  of  carbon  will  effect  sparkless  commutation  under 
these  conditions,  as  already  explained  in  Arts.  31  lO  to 
3112.     Further,  since  the  smooth-core  armature  requires 
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itt.ii  111*  I  MiM  I II  If  n'f  1  he- brushes  be  changed  for  every  change 
.  I  l...«it  ii  will  In-  iit  <iiur  underslv*c»d  wherein  lie  the  sr*ciai 
.«|.|iln  .»! !■•••>  •■!  thr  iwo  ivpcs  of  machines.  For  eiectric- 
{{{Jtiiiii:  .1\  n.HiHi'v,  uhctf  ihc  load  comes  on  at  a  steacr  rate, 
uutt.ni    ,--•  mmIiIi    flin  inati'iTis,  and  alwavs  at  the  same  h-i-ur 

,  (  .1., »     iIm   mi ih  «  Mil*  armature  is  preferable:  bi:t  in  rail- 

i»  .4 iiil  .•i.iii«»ii    u«»tk   ihr    load  is  constantly  varvinc:. 

.■..HM  uiiM  :«  \MiliMi  \*  I  V  w idf  limits,  and  as  it  is  imT"K:»>sitIe 
I.I  Ml.  I .  (Ii.  Ill  h^Iji -^  |.»  suit  siirh  a  load,  the  t'xnhed  armature 
J.  .nl.  (•(••t  |.  I  iln^r  jJKu  hiiifs.  It  may  further  l:»e  said 
11... (    |.  I  ilii>  .).,•■' Ill    \\t>ik  llic  t<xnhed  armature  must  be 

•  I  .  .1  It  MMi.  Ill  Im  rupp.iHrd  that  the  advantages  of  a  stiff 
hi  1.1  (!..«(  i..  .1  (i.  1.1  luc  liMin  distortion,  would  be  so  evi- 
.1^  ..I    1 1... I  .♦  (...I  Ii.  .1  .11  m;tinic  sht)uld  l>e  used  under  all  cir- 

......  i .        riii>    l.»Mn    of    armature   has,    however,    its 

.li.....h  ...I..;..  ■  llu  .  .mIn  Ixiiitr  wound  between  projecting 
1...  t..ii,  . .  M  i.i.  I  ihl.  v<  11  I  iuhirlit>n  occurs  when  the  coils 
....  .  I  .  .  i  .  M  .  Mil.  .1.  w  lo.  h.  t»r  ot>urse,  tends  to  produce 
.,...1.  i..f.        I  I.,'.  (I..  I  \\\,\\  !>»' I'ounltTacted  to  a  large  extent 

I 1.1.,..  ii..   .1.  M  itx  in  ih.- 1(  (Mh  v<M-yhigh.   There  will  then 

I.   I.      .1........   iMth.   miml>i  I  oi"  linrs  of  force  when  a  coil  is 

.  I.   . »  ....  ...I .  .1  .,1  ( I,.    I.  .i.lini;  poU»  tip,  <n\'ing  to  the  satura- 

u   ..   .  I    1 1..   I.  .  ill   I  \   Im.  •.  .1   tiMit'  from  the  field-magnet. 

I ..  ..    ....  .  1 1,  .  .  , .  Ml  ..  \\\^\^  .  .  .Mup.n  ativcly  little  self-induction 

•  I I    I   ■. M   in  t  1.1  t lii- liiilu  Station  an  attend- 

..-■j  I     .In  ., ^  .  .,i  I,  ,.,.1    ill.   :.i  n-lu-N  ran  easily  be  adjusted,  at 

•  "•••'..  I        i  .     ill.     I.    I.I     I      1 1    J  r.  •*  .M    talis. 

^%TM%  I       I  .  I  .  1. .  I . .  ,  1  iinu,  w  lu  ir  luMvv  currents  are  car- 

»i..l  II  I  ■  i..i|  .  1 1  ,1.1  ii»,i  th.  -ill  iiuinotitMi  should  be  kept 
■»  '  1    »v  ..  •  I  .    .'.I  I.     .,n,i  -m.s^ih  t  ow*  maohinos  are  therefore 

It      >    >l     1  >     I      I   111    •     U    .     I   I, 

«(r^tl«S.      In  .1   i.-.M  h.  .1  .  ,M.    .umatir.o   tho  lines  of  force 

•  ' »i"  H'l'i't'i^  .1.1.-  \\\,  \\\\k wkwva'^  >|uoos  between  the 
i  'il'  .■•'II...I  ..i.i\  .iiii.nl-.  .11.*  .»::r..^>:  cntirolv  eliminated 
I-'  ti"  »  .11. In.  I. -I  >  1,1  m\w.,m!^  ..^:t'  iv.av^b.inos.  on  the  other 
i^  oi.l  ii..  » .  ii.lu.  I,  I  •.  ...n\t  t\U'i.  liia.'r.ialiy  under  the  influ- 
»  iu  V  v(  llu  p. 'I.  pi. . .  ,  >o  ih.ii  ii  ilu\  l^.avr  much  width,  eddy 
^.uucuia  ale  i»c\  \\\\  111  ih%  lu,  aiui  I  ho  K^ss  due  to  this  cause 
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may  even  in  some  cases  be  as  great  as  the  armature  C  H 
loss.  When  the  conductors  on  a  smooth-core  armature  must 
necessarily  be  of  large  area,  in  order  lo  carry  the  current, 
they  may  be  stranded  and  twisted  into  a  cable,  or  they  may 
be  twisted  once  at  a  point  midway  across  the  armature  face, 
so  that  the  strand  which  is  the  first  to  enter  under  the  pole  tip 
at  one  portion  of  the  active  length  shall  be  the  last  to  enter  at 
the  second  portion.  This  will  prevent  longitudinal  currents 
being  set  up  in  the  different  strands,  which,  being  connected 
together  at  the  ends,  would  form  closed  loops  in  which  a  cur- 
rent would  circulate  when  the  conductor  was  entering  under 
or  leaving  the  pole  tips. 

3596.  A  considerable  advantage  offered  by  the  toothed- 
core  construction  is  that  the  conductors  are  driven  positively 
and  directly  by  the  projecting  teeth,  making  a  specially  val- 
uable construction  for  cases  in  which  an  essential  require- 
ment is  that  a  powerful  torque  shall  be  exerted.  In  the 
smooth-core  winding,  the  conductors  may  be  prevented  from 
slipping  by  the  in.sertion  of  driving  pins;  but  this  method 
of  building  can   not  be   used    when   heavy   loads  are  fre- 

[uently  applied.  Another  advantage  of  the  toothed  arma- 
lure  is  the  ease  of  ventilating,  for  the  armature  core  is 
ixposed  at  the  teeth,  and  ventilating  spaces  may  be  provided 
h  conduct  streams  of  air  radially  through  the  core. 
^The  smooth-core  armature  being  entirely  covered,  this  sys- 
;em  of  ventilation  can  not  be  followed, 

3597.  The  toothed  armature  requires  somewhat  less 
npere-turnsfor  the  air-gap  and  teeth  than  the  smooth-core 

Jsrmature  for  the  air-gap;  but  the  greater  advantage  lies  in 
■he  lesser  distortion  of  the  field. 


MAGNETIC    DENSITIES. 


DISSSITV   IS   TEETH. 

3598.  We  have  seen  tliat  there  are  two  reasons  which 
call  for  a  high  density  of  lines  of  force  in  the  teeth  of  a  slot- 
led  armature:  the  introduction  of  reluctance  into  the  mag- 
letic  circuit  of  the  cross  ampere-turns,  and  the  dampening 
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of  self-induction  in  the  short-circuited  coils.  The  usual  den« 
sity  in  the  teeth  is  about  HX>,000  lines  of  force  per  square 
inch;  but  it  is  frequently  much  higher,  and  may  reach 
120,000  lines  per  square  inch. 

In  the  design  of  quite  small  dynamos  with  toothed  arma- 
tures, it  is  not  advisable  to  use  a  very  high  density  in  the 
teeth,  because  a  too  large  percentage  of  the  possible  output 
of  the  machine  will  be  required  to  maintain  the  field,  the 
eflBciency  being,  at  the  best,  rather  low. 


DENSITY  IN  MAGNET  CORC 

3599.  The  density  is  carried  to  a  rather  high  point  in 
the  field-magnet  core,  in  order  to  guard  against  instability 
of  E.  M.  F.  If  the  working  point  is  situated  below  the  knee 
of  the  curve,  any  slight  drop  in  speed  will  cause  an  appreci- 
able decrease  in  the  number  of  lines  of  force,  which  will  react 
on  the  armature  and  lower  the  E.  M.  F.  When  the  work- 
ing point  is  higher  up  on  the  curve,  slight  variations  in 
speed  are  not  so  noticeable.  It  is,  however,  sometimes  desir- 
able to  work  rather  low  on  the  curve,  in  order  to  allow  for 
the  effect  of  series  turns  in  compounding;  when  a  dynamo 
is  considerably  overcompounded,  it  becomes  necessary  to 
have  a  comparatively  low  density  at  no  load.  The  magnet 
cores  may  be  made  of  cast  iron,  cast  steel,  or  wrought-iron 
forgings.  Cast  iron  may  be  worked  up  to  about  40,000  or 
50,000  lines  per  square  inch,  although,  since  the  curve  of 
magnetization  is  rather  straight,  we  may  go  above  this  lat- 
ter point  when  necessary.  Cast  steel  and  wrought-iron  fcr- 
gings  run  quite  close  together,  the  working  density  being 
about  95,000  to  105,000,  or  more,  lines  per  square  inch. 


I>EN8ITY   IN  YOKE. 

3600.  The  density  in  the  yoke  should  not  be  as  great 
as  in  the  core,  as  there  would  be  too  much  energy  expended 
in  maintaining  the  field,  and  no  useful  juirpose  is  served  by 
having  a  high  reluctance  in  this  part  of  the  magnetic  circuit. 
For  cast  iron,  the  density  should  be  about  30,000  lines  per 
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I   square  inch;  for  cast  steel,  about  75,000  lines  per  square 
I  inch;  and  for  wrought-iron  forgings,  about  85,000  lines  per 
square  inch.  

DENSITV  IN  ARMATURC  CORB. 

3601.     It  is  well  to  keep  the  density  somewhat  lower  in 

the  armature  core  than  in   the  teeth,  in  order  to  avoid  loss 

due  to  hysteresis;  for  the  density  is  continually  changing 

from  zero  to  a  maximum  in  any  one  part  of  the  armature. 

The  lines  of  force  from  the  field-magnet  divide  where  they 

enter  the  core  and  pass  through  the  upper  and  lower  halves 

to  Che  farther  pole-piece,  producing,  therefore,  a  minimum 

I   density  at  the  point  of  division  and  a  maximum  density  op- 

'  posite  the  neutral  space  between  the  poles.     The  density  in 

the  armature  core  may  be  taken  as  about  85,0(H)  or  90,000 

lines  of  force  per  square  inch,  for  drum  armatures.     For 

ring  armatures  it  is  usual  to  adopt  a  higher  density,  for  the 

eame  reason  that  the  teeth  should  be  saturated,  namely,  to 

r  prevent  the  generation  of  large  currents  due  to  self-induc- 

I  tion.     The  same  values  for  density  may  then  be  taken,  that 

I  is,  from  100,000  to  110,000,  or  even  as  high  as  120,000,  lines 

I  of  force  per  square  inch. 


CALCULATION    OF    FIELD    AMPEHE-TUHNS. 

3602.     We  will  now  consider  the  calculation  of  the  am- 

Ipere-turns  on  the  field- magnets.    Curves  of  magnetization 

Isnd  of  permeability  have  already  been  given  in  the  section 

Bon  the  Principles  of  Electricity  and  Magnetism.     In  the 

design  of  dynamos  it  is,  however,  much  more  convenient  to 

replace  the  magnetizing  force  H  in  the  magnetization  curve 

by  the  ampere-turns  per  inch  length  of  circuit.    The  curve, 

with  this  modification,  is  laid  out  in  Fig.  1354,  and  the  re- 

kquired  value  of  the  ampere-turns  for  any  magnetic  circuit 

lean  be  read  off  at  once,  being  simply  dependent,  for  any 

fiven  metal,  upon  the  length  of  circuit  and  the  density  of 

Jie  lines  cf  force.      Suppose,  for  example,  a  wrought-irc-n 

ring  has  a  circumference  o£  6  inches,  and  a  cross-section  of 
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I  square  inch ;  then,  to  produce  a  density  of  100,000  lines  of 
force  per  square  inch,  it  would  be  necessary  to  wind  on 


y.\'  X  0  =  822  ampere-turns.    The  figure  137  is  found  at  the 
intersection  of  the  ordinate  100,000  with  the  curve  marked 
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'  *' Wrought-Iron  Forgings, "  by  following  the  vertical  line 
(  downwards  to  the  lower  line  of  numbers. 

I  3603.  In  discussing  the  theory  of  the  dynamo,  we 
found  that  the  fundamental  e<]uation  for  E.  M.  F.  is  based 
on  three  variables:  the  number  of  conductors  on  the  arma- 
ture surface,  the  number  of  lines  of  force  cut  by  those  con- 
ductors, and  the  speed  of  rotation  in  revolutions  per 
minute.  In  a  smooth-core  dynamo,  the  depth  of  armature 
winding  should  not  ordinarily  exceed  -j^  inch  or  |  inch,  as 
the  heat  generated  is  not  quickly  given  off  with  a  deep 
winding,  unless  special  ventilation  is  provided ;  also,  the  area 
of  conductor  should  not  be  less  than  500  circular  mils  per 
ampere,  and  may  require  to  be  more  in  large  machines. 
Therefore,  the  number  of  conductors  for  any  particular 
armature  may  usually  be  closely  approximated  at  first,  and 
changed  subsequently  if  it  should  be  found  necessary.  In 
designing  a  dynamo  of  a  similar  type  to  some  already  built, 
it  is  usually  possible  to  determine  the  number  of  conductors 
:,  with  very  little  preliminary  work, 

3604.  The  diameter  of  the  armature  being  known 
from  the  space  occupied  by  the  winding,  the  revolutions  per 
(ininute  at  which  the  machine  should  nm  may  be  determined 
5  soon  as  the  peripheral  speed  is  decided,  which,  as  we  have 
jeen,  may  be  from  2,000  to  3,000  feet  per  minute.  In  the 
'formula  for  electromotive  force  above  referred  to,  we  find, 
therefore,  that  the  number  of  lines  of  force  may  be  more  or 
less  accurately  predetermined.  It  then  remains  to  find  the 
number  of  field  ampere-turns  which  will  be  required  to  force 
^these  lines  through  the  several  paths  composing  the  inag- 
|ietic  circuit  of  the  dynamo. 

3005.  These  paths  in  the  magnetic  circuit  may  be  di- 
led  under  well-defined  heads,  namely,  the  magnet  cores, 
a  yoke,  the  pole-pieces,  the  armature  core,  the  teeth,  and 
2  air-gap.     An  additional  number  of  ampere-turns  must 

klso  be  added,  to  counteract  the  effect  of  the  back  ampere- 

Xtras  of  the  armature. 


J 
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DESIGN  OF  12-HORSEPO\^"ER  DYNAMO, 


ARMATURE   CONDUCTORS. 

3606«  For  puri>oses  of  illustration,  it  will  be  conve- 
nient to  consider  an  actual  example,  and  we  will  therefore 
work  out  the  field  ampere- turns  required  for  a  bipolar 
12-horsepower  dynamo,  sh<^wn  dia'^rammatically  in  Fig. 
1355.     This,  it  will  be  seen,  is  the  familiar  horseshoe  type  of 


machine,  with  the  armature  above  the  magnet  frame.  The 
field-magnets  are  wrought-iron  forgings,  fitted  closely  into  a 
cast-iron  yoke.  AVe  will  first  determine  the  size  of  ct)n- 
ductor  in  the  armature.  If  the  E.  ^I.  F.  is  to  be  115  volts, 
the  current  corresponding  to  12-horsepower  is  about  78 
amj)crcs.  We  will  all(-)W  for  a  sui)posed  field  loss  of  2  per 
cent.,  so  that  the  shunt  current  will  be  about  1.5  amperes. 
The  tr)tal  current  will  then  be  7'.). 5  amperes.  We  will  sup- 
pose conditions  are  such  as  to  require  a  very  low  current 
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density.  «:.r^c  wt  vill  kZiw  2.«»j  Tzrczlar  rrr.'i^  per  ampere 
We  hhii.li  t-u^  Tt^ziiTt  i  t.'iil  srt:*  :•:  Tv'.ft  ••!•  circular  mils. 
The   <irir:2it:irt   '--rreiit,  bivfTtr.  diTrifts  fit:,  ivo  circuits, 

so  that  the  rec-irts:  jires.  ■:•:  the  ci'ZiCz^czi^T  i>  — '-—^—  =  3$*,ToO 

circiilar  mils.  Bj  referring  ::»  Table  210,  it  '■tL  lie  found 
that  No.  4  Tire  i^  the  nearest  ti-  this  size.  It  is  rather 
above  the  area  required,  and  vMud  aI>-:»  b^e  hard  to  wind 
and  to  connect  to  the  ci-mmntatir.  >:•  we  will  see  if  we  can 
not  li&e  another  size.  Tw:.  N:-.  7's  maj  be  substituted,  or 
three  No.  1^*5,  the  latter  size  giving  the  closest  approxima- 
tion to  the  desired  cross-section, 

3007.  We  wil:  adopt  as  a  preliminary  estimate  a  total 
number  of  25*2  conductors,  and  we  will  wind  the  armature 
according  to  the  diagram  in  Fig.  1171,  in  the  section  on 
Applied  Electricity.  A  difference  of  potential  of  about  15 
volts  between  commutator  bars  will  call  for,  say,  ^^  =  about 
8  segments  clear  between  brushes,  or  a  total  of  IS  segments 
for  the  whole  commutator,  so  that  the  winding  spaces  on 
the  armature  are  18  X  2  =  30  =71'.     By  formula  483  in  the 

section  referred  to,  w  =  2  j'  ±  2,  whence  the  pitch  j  =  — - — 

=  17  or  19.     As  pointed  out  in  connection  with  this  formula, 
the  smaller  number  (17)  should  be  used. 


SIZE    OF    TEETH. 

3608.  Having  decided  on  the  number  of  winding  spaces, 
that  is,  on  •  the  number  of  s/o/s,  for  this  style  of  winding, 
we  will  see  how  we  can  get  the  wires  in.  On  consulting  the 
tabic  of  sizes  of  wire,  we  find  that  if  we  put  three  turns  of 
No.  9  double  cotton-covered  wire  side  by  side,  they  will  oc- 
cupy a  space  of  about  .43  inch.  Allowing  for  a  thickness  of 
insulation  of  .035  inch  each  side  between  the  wire  and  the 
teeth,  we  have  .43  +  .07  =  .5  inch.  We  have  taken  36  slots 
for  the  armature;  therefore,  the  turns  per  slot  will  be  *^  = 
7,  which  means  that  we  must  provide  7  layers  of  the  three 
conductors.     The  wires  will   not   bed  down  between  each 
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I  other,  as  there  is  only  sufficient  width  in  the  slot  to  accom- 
I  modate  the  three  wires,  so  that  the  7  layers  will  occupy  a 
f  depth  of  about  1  inch.  Then,  allowing  for  insulation  and 
for  a  piece  of  hard  wood  which  is  driven  in  above  the  wire, 
I  the  depth  of  the  slot  will  be  1,25  inches. 

3609>     Knowing  the  dimensions  of  the  slot,  we  may 

now  calculate  the  width  of  the  tooth.     Since  the  slot  is  par- 

I   allel-sided,  the  teeth  must  taper;  let  us   then   take  as  the 

,  average  width  of  the  tooth  that   at   a   point  ^  inch  from 

L  the  edge.     The  circumference  of  a  circle  passing  through 

this  point,  concentric  with  the  outer  edge  of  the  disk,  will 

'  be  9}  X  «  =  30.63  inches.     Each  slot  being  ,5  inch  wide,  the 

I  total  figure  will  be  3G  x  .5  ^  18  inches.     Then,  30.63  —  18 

:  12.63  inches,  which  is  the  space  available  for  the  teeth. 

There  are  36  teeth;  therefore  the  average  width  of  each  is 

12.63        „„  .     . 
^^  =  .35mch. 

3610.  The  tooth  and  slot  are  drawn  to  scale  in  Fig, 
[  135G,  which  also  shows  a  method  of  securing  the  strip  of 
I  wood  w.    Notches  are  cut  in  the  teeth,  and  the  wood  is  shaped 

as    to    drivi 
I  making     a     dovetail  \ 
t  joint.    Binding  v 
I  must,    however,    not 
\  be     omitted,   as    ex- 
I  plained  later  on. 

3611.  The  ef- 
L  £ective  length  of  the 
I  armature    is   not   "!{ 

iches,    as    given   in  *'"^'  "^'^ 

P  the  diagram,  Fig,  i:J55;  each  disk  is  separated  from  its 
leighlxir  by  some  insulating  substance,  whether  it  be  paper, 
or  varnish,  or  simply  the  oxide  which  is  upon  the  surface,  so 
that  the  actual  length  of  armature  iron  is  reduced  by  about 
12  per  cent.  In  this  case,  therefore,  the  effective  length  is 
.88  X  7.25  =  6.38  inches.  The  average  area  of  one  tooth 
will  be  .35  X  0.38  =  2.233  square  inches. 
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361 2*  The  average  polar  span,  Fig.  1355,  is  125**;  then, 
the  number  of  teeth  under  one  pole  will  be  ^^  x  36  =  12. 
The  total  area  of  the  teeth  under  the  magnet  pole  will  be  12  X 
!^.^;»3  ei^uals,  siiy,  ^G.S  square  inches.  The  density  of  lines 
of  fv^rvx"^  in  the  teeth  must  be,  as  we  have  seen,  about  110,000 
lines  [H*r  square  inch;  therefore,  the  total  number  of  lines  of 
fi^rvH*  in  the  teeth,  and  also  in  the  air-gap,  will  be  110,000  X 
ler^S  equals,  s;iy,  :i,l>50.lX)0. 

It  is  sometimes  desirable,  in  order  to  avoid  the  necessity 
for  a  large  numlHi^r  of  slots  of  small  size,  to  place  two  coils  in 
one  slot*  One  side  of  each  coil  will  then  occupy  the  lower 
half  \»f  v>ne  slot,  and  the  other  side  of  the  coil  will  be  laid  in 
the  up|HT  half  of  a  slot  under  the  succeeding  pole.  With 
thin  arrangement,  the  c\^ils  should  first  be  wound  on  a  form 
Xo  the  prv>|HT  sha|H\  then  taped,  shellaced,  and  dried,  after 
whiv  h  tlu\v  may  Ih^  put  in  place,  with  a  layer  of  insulating 
material  K^twtH^n  c\nls  in  each  slot,  because  there  will  be  a 
lariio  dIrtVivnoe  of  jxHential  between  them. 


SPKKU  OF  ROTATION. 

!I(IIU«      rhe   »>ivliminary    values  are   now  determined, 

wilh  iho  \  \vvptiv»n  v»f  the  sjH^ed  of  rotation  of  the  armature. 

ri\ju   wo  can  v^btain  by   m^^nlification   of  formula  480  in 

£"  X  60  X  10' 
A|»|»lu^d   KUvlricily,  and  we  have  5=-^^ -j^ ,  where 

/.  (»*  \\\\^  Iv^ial  K.  M.  V\  v>f  the  dynamo,  c  is  the  total  number 
Ml  \  \^\\\\\w{\^\\  and  A'  is  the  linos  v>f  force  from  one  pole-piece. 
\Vm  iu.^n  valvulalo  the  prv^Kiblo  amount  of  drop  in  E.  M.  F. 
iln»»»Uih  \\w  aunaUuo»  which  it  is  necessary  to  determine 
|.t  Imu«  \\\^  \  au  Iv  U  what  F  is.  There  are  six  No.  9  wires  in 
»Muln|»K.  wluvh  varry  the  total  armature  current  of  79.5 
.^H»|M  u  •  V\\s'  \\'\\\^\\\  v^t  v»no  wire  on  the  armature  surface 
)..  ,  I  hu  lu  ..  iv  0\i^  wv^  avM  the  length  of  one  of  theendcon- 
,,  I  ,,  .  .\\\\  uu  hv  N  making  a  total  length  of  21^^  inches 
I  .,  ,  ,,  h  i«i  \Uv  \^^.^  s  v^xnIuv  ivMs.  As  a  means  of  simplifying 
III  tit  nl  iih«n.  NW'  will  lake  v»no  ot  the  six  wires,  and  find  its 
»     I  i  \su  \'      \'W\\  \'\  U\c  si\  ciivuits  passes  through  18  slots 
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before  it  reaches  the  opposite  point  on  the  commutator,  and 
there  are  7  turns  per  slot.  Then  the  length  of  one  circuit  is 
18  X  7  X  21i  =  2,677  inches  =  223  feet.  The  resistance  of 
No.  9  wire  is  .792  ohm  per  thousand  feet;  then,  223  feet  = 
.223  X  .792  =  .1766  ohm,  and  for  the  whole  armature  it  will 

be  - — - —  =  .0294  ohm.     Allowing  for  a  temperature  rise  of 

70°  F.,  the  resistance  becomes  .0338  ohm,  and  the  drop  in 
potential  will  be  C  x  R  =  (78  +  1.5)  X  .0338  =  2.687  volts, 
allowing  1. 5  amperes  for  the  shunt.  There  is  some  resistance 
in  the  commutator  connections,  also  in  the  brushes  at  the 
contact  point;  if  the  brushes  are  of  carbon,  there  will  be 
additional  resistance,  due  to  their  length.  .  If  we  then  take 
an  armature  drop  of  4  volts,  we  shall  have  sufficient  margin. 
We  may  now  write  out  the  formula  for  the  speed  : 

^       119  X  60  X  10* 

^  =  252  X  2,950,000  =  ^'^  ^^^^  ^^'  "^^^- 

3614.  The  diameter  of  the  armature  is  11  inches,  and 
the  circumference  is  34.55  inches  =  2.88  feet.  The  periph- 
eral velocity  will  then  be  2,765  feet  per  minute. 

3615*  We  might  use  either  40  or  32  slots  in  this  arma- 
ture, but  it  would  be  found  that  a  higher  speed  would  be  re- 
quired in  each  case,  and  the  teeth  would  be  rather  thin  at 
the  root  if  there  were  40  of  them.  Also,  when  the  number 
of  teeth  is  small,  the  current  is  not  likely  to  be  so  steady. 


DENSITIES  IN  MAGNETIC  CIRCUIT. 


DBNSITY  IN  AIR-GAP. 

3616.  In  determining  the  density  in  the  air-gap,  we 
may  assume  a  length  of  ^  inch.  The  bore  of  the  fields  will 
then  be  11^  inches,  and  the  circumference  =  36.13  inches. 
The  average  polar  span  is  125°,  therefore  the  width  of  face 
will  be  ^11  X  36.13  =  12.5  inches.  The  length  of  face  will 
be  7i  inches,  allowing  ^  inch  for  fringe,  and  the  area  of  the 
air-gap  =  7.25  X  12.5  =  90.625    square    inches.     Then    the 
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density  will  be  "'"     J^,     =  32,550  lines  of  force  per  square 

inch.  By  formula  589  we  see  that,  when  the  density  is 
about  32,000  lines  of  force  per  square  inch,  the  length  of  air- 
gap  should  be  greater  than  one-third  the  width  of  slot.  The 
slot  is  .5  inch  wide,  so  that  the  air-gap  should  be  greater 
than  i  X  i  inch  =  |  inch  =  .1G7.  We  may  therefore  safely 
adopt  a  length  of  -f^  inch  =  .1875. 


DENSITY  IN    MAGNET  CORE. 

3617.  We  are  now  in  a  position  to  find  the  number  of 
lines  of  force  in  the  magnet  core.  There  will  be  a  greater 
number  of  lines  required  than  are  used  in  the  armature,  on 
account  of  magnetic  leakage,  and  the  coefficient  by  which 
the  armature  induction  is  multiplied  varies  with  different 
designs  of  magnetic  circuit.  For  this  form  which  we  have 
under  consideration  we  mav  use  a  coefficient  of  1.25.  The 
lines  of  force,  then,  in  the  field  core  will  be  1.25  X 
2,050, (HX>  =  3,r»ST,50i\  The  core  is  wrought  iron,  7  inches  in 
diameter,  the  area  being  3S.4S  square  inches,  and  the  density 

IS  — :^  ^      —  =  *>(»,lX>(^  lines  per  square  mch. 


nENSITV   IN  YOKE  ANI>  IN   POLE-PIECES. 

3618*     The  yoke  is  cast  iron,  8  inches  by  13  inches,  the 

1    •        ,ni                      1           T»      1       •.     •     3,(587,500 
area  being  104  square  inches.     The  density  is — - —  = 

35,500  lines  of  force  per  square  inch. 

The  average  length  of  path  of  the  lines  in  the  pole-pieces 
is  5  inches  in  each,  or  a  total  o(  10  inches.  The  density 
may  be  taken  as  about  one-half  that  in  the  core,  or,  say, 
50,tXH>  lines  per  square  inch. 


ARK.\    OF    ARM.VTURE  CORE. 

3619*  In  the  armature  the  value  of  the  induction  may 
be  taken  as  S5,oOO  linos  per  square  inch,  net.  The  actual 
width  of  the  core  is  7/25  inches,  hut  we  have  only  88  per 
cent,  of  iron,  the  otTective  width  being  C.38  inches.     The 
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,,  area  of  the  armature  core  is 


:  17. 35  square  inches. 


8o,00U 

half  the  lines  of  force   passing  above  the  shaft   and   half 

17.35 


below.     Then  the  radial  depth  of  the  core  is  t.".,"."  =  2.72 

inches,  or,  say,  2J  inches.  Subtracting  double  this  length 
and  double  the  length  of  teeth  from  the  diameter  of  the 
armature,  11  inches,  we  have  a  3-inch  circle  in  the  center 
of  the  disks,  which  will  serve  for  the  shaft. 


TOTAL,  AMPERE.TUHN9. 

3620.     The  densities  in  every  portion  of  the  magnetic 

K'Circuit  being  known,  we  may  calculate  the   total  ampere- 

j  turns.      We  find  the  ampere-turns  required  for  the  magnet 

[.cores,  the    yoke,  the    pole-pieces,    the    armature    core,    the 

l-teeth,  and  the  air-gaps.     To  these  we  must  add  the  back 

Ampere-turns  of  the  armature.      When  a  slotted  armature  is 

vnsed,  the  armature  reaction,  as  we  have  pointed  out,  is  com- 

Iparatively  slight.     This  requires  only  a  moderate  displace- 

f  ment   of   the   brushes,  and   since,  in    the    machine    under 

[,  consideration,  the  pole  tips  are  pointed,  we  may  find  a  suf- 

Ificiently  strong  field  for  reversing  without  the  necessity  of 

Ijproviding  a  large  angle  of   lead,  especially   when   carbon 

^brushes  are  used,  as  we  have  supposed  to  be  the  case.     We 

frill  allow,  then,  for  two  slots  within  the  double  angle  of 

|lead;  there  are  7  turns  per  slot,  and  each  set  of  three  con- 

jductors  carries  one-half  the  armature  current,  or  3i>.1'5  am- 

►cres;  calling  this,  in  round  numbers,  40,  the  back  ampere- 

5  will  then  be  2  x  7  X  40  =  SCO.     The  length  of  the  two 

magnet  cores  is  11  inches,  and  the  density  is  96.1)00  lines  of 

Fforce  per  square  inch.     By  reference  to  the  magnetizatiun 

f  cuives  of  Fig.  1354,  we  find  that  wrought-iron  forgings  at 

1  this  density  require  100  ampere-turns  per  inch  length,  or  a 

^totalof  100  X  11  =  1,100  ampere-turns.      The  cast-iron  yoke 

quires  66  ampere-turns  per  inch  at  the  density  we  have 

[iven,  namely,  35,500  lines  per  square  inch;  the  length  of 


M.  E.    IV.- 


2434  DYNAMO-ELECTRIC  MACHINE  DESIGN. 

circuit  being  11.5  inches,  the  required  ampere -turns  are 
66  X  11.5  =  759.  The  pole-pieces,  which  are  part  of  the 
magnet  forgings,  have  a  total  average  length  of  10  inches, 
and,  at  a  density  of  50,000  lines  per  square  inch,  require 
10  arapere-tums  per  inch,  or  a  total  of  10  X  10  =  100.  In 
the  armature  core  we  have  a  density  of  85,000  lines  per 
square  inch,  for  which  we  must  provide  34  ampere-tums 
per  inch  length,  or  34  X  9  =  306  ampere-turns.  The  teeth 
have  a  higher  density,  namely,  110,000,  and  the  ampere- 
turns  per  inch  must  be  118.  The  total  length  of  the  teeth 
is  2  X  1.25  =  '2.5  inches,  and  the  ampere-turns  will  be  119  X 
2.5  =  207.  For  the  determination  of  the  amp)ere-turns  of 
the  air-gap  we  will  refer  to  the  section  on  Principles  of 
Electricity  and  Magnetism,  Art.  2400»  where,  by  trans- 
position of  the  formula  for  density  B,  we  find  that  for  air, 
which  has  a  permeability  of  1,  the  ampere-turns  required  for 
a  given  density  are  equal  to  the  density  multiplied  by  the 

B  / 

length  and  divided  by  3. 192 ;  or,  ampere-turns  =  .     In 

(5. 19/0 

this  case  the  density  is  32,550  lines  of  force  per  square  inch  = 

B  ;  the  length  of  double  air-gap  is  f  =  .375  inch  =  /;  and 

f      .u      '                 32,550  X. 375      ^  ^^, 
the  ampere-turns  for  the  air-gap  = 'fTKo ~  3,824 


3621.     We  will  now    sum  up  the   total  ampere-turns 
required  for  the  magnetic  circuit,  as  follows: 


Length.      Area.     Density. 


Magnet  Core  11         38.48 

Cast-iron  Yoke  11^     104 

Pole-Pieces  10 

Armature  Core  9 

Teeth  2^ 
Air-Gap  f 

Back  Ampere-Turns 

Total  Ampere-Turns  for  Field 


17.35 

20.8 


96,000 
35,500 
50,000 
85,000 
110,000 
32,550 


Ampere- 
Turns 
per  Inch. 

100 
66 
10 
34 

118 


Total 
Ampere- 
Turns. 

1,100 
759 
100 
306 
295 

3,824 
560 


6,944 
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SIZE  OF  SHUNT  WIRE. 

3622.  In  determining  the  size  of  wire  to  be  used  for  the 
shunt  winding,  we  know,  approximately,  the  length  of  one 
turn,  as  we  can  allow  a  certain  amount  for  depth  of  winding. 
In  any  case,  variation  in  this  dimension  will  not  affect  the 
size  of  wire  necessary  for  the  machine,  which  size  is  always 
the  same  for  any  given  dynamo,  whether  the  amount  of  wire 
used  be  great  or  small.  The  explanation  is  that,  if  double 
the  number  of  turns  be  put  on,  this  will  approximately 
double  the  resistance,  thereby  reducing  the  current  by  one- 
half,  so  that  the  total  number  of  ampere-turns  remains  the 
same.  There  is,  however,  a  disadvantage  in  using  a  small 
amount  of  wire,  as  this  necessitates  a  larger  current.  The 
loss  in  the  field  coils  is  proportional  to  the  square  of  the  cur- 
rent and  only  directly  proportional  to  the  resistance;  there- 

f.fore,  it  is  better  to  increase  the  length  of  wire,  so  that  the 

L  iratts  lost  in  heating  may  be  as  few  as  possible.  On  the  other 
J  hand,  an  excessive  amount  of  wire  is  expensive,  and  the 
i"Weight  to  be  used  must  therefore  constitute  a  mean  between 

fcost  of  energy  for  maintaining  the  field  and  cost  of  copper 

lln  the  field  coils. 

3623.  Another  consideration  may  also  influence  the 
^amount  of  wire  used,  namely,  the  available  space  for  wind- 
iin^.  In  machines  of  special  construction,  space  may  be  so 
■limited  that  only  a  little  wire  can  be  wound  on  the  cores. 
jln  that  event  it  is  necessary  to  point  out  that  ample  venti- 
lation should  be  provided  to  carry  off  the  heat  produced. 
5^he  particular  disadvantage,  from  a  working  point  of  view, 

I  amount  of  wire  is  that  the  regulation  of  E.  M.  F. 

i  troublesome;  for  the  difference  in  resistance  when  hot  and 
irhen  cold  is  considerable,  which  causes  a  continual  falling 

i  E.  M.  F.  as  the  fields  become  warm,  so  that  a  constant 
lifference  of  potential  is  obtained  only  after  the  machine  has 

lecn  running  for  some  time. 

3624.  The  size  of  the  shunt  wire  may  be  found  at  once 
r  the  following  formula: 

^=154%^',  (592.) 
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in  which  A  =  area  of  cross-section  in  circular  mils ; 

/^  =  mean  length  in  feet  of  one  turn  of  wire; 
^/=  ampere-turns  for  the  magnetic  circuit; 
£5=  E.  M.  F.  at  the  brushes; 
e  =  drop  of  potential  through  field  regulator. 

The  cross-sectional  area  of  the  wire  for  the  shunt  winding 
of  a  dynamo  is  found  by  multiplying  12  times  the  mean  length 
of  turn  by  the  ampere-turns  and  dividing  this  product  by  the 
E,  M.  F,  at  the  brushes^  less  the  drop  in  volts  through  the  field 
regulator. 

In  this  formula  the  factor  e  may  be  omitted  when  it  is  not 
proposed  to  use  a  field  regulator  in  ordinary  working,  after 
the  field  coils  are  heated  up. 

3625«  The  coefficient  12  is  derived  from  the  resistance 
of  1  mil-foot  of  copper,  which,  at  75**  F.,  is  10.8  ohms.  In 
this  formula  we  have  allowed  for  a  rise  in  temperature  of  55° 
F.,  which  increases  the  value  of  the  coefficient  to  12.  This 
will  be  found  to  be  a  good  general  figure  to  use,  but  it  may 
of  course  be  modified  to  suit  any  other  rise  in  temperature. 

3626.  In  applying  the  formula  to  the  present  case,  we 
will  determine  the  probable  length  of  one  turn,  to  give  the 
value  of  /^.  The  diameter  of  the  field  core  is  7  inches.  The 
inside  diameter  of  the  spool  is  perhaps  7^  inches,  and  the 
diameter  on  the  winding  surface  7^  inches.  We  have  a 
total  winding  length  on  the  core  of  about  5J  inches,  and  if 
we  allow  \  inch  at  top  and  bottom  for  spool  flanges,  there  will 
be  a  net  length  available  of  4 J  inches.  With  a  flange  1^  inches 
deep,  we  may  wind  to  a  thickness  of  about  1^  inches,  and 
the  average  length  of  turn  will  be  8§^  X  3.1416  =  27.1  in.  = 
2.26  feet.  Allowing  for  the  use  of  a  field  regulator  only 
until  the  field  coils  are  warm,  and  dispensing  with  it  after 
that,  the  size  of  shunt  wire  will  be,  by  formula  592, 

-       12  X  2.26  X  6,944       .  ^..^    .       ,  ., 

A  = -— =  1,638  circular  mils. 

115 

From  Table  110  it  will  be  seen  that  this  area  corresponds 
almost  exactly  to  No.  18  B.  &  S.,  which  is,  therefore,  the  cor- 
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rect  size  to  use.  A  slight  variation  from  the  exact  size  deter- 
mined by  the  formula  is  immaterial ;  for  if  the  wire  is  a  trifJe 
small,  a  very  little  increase  in  speed  will  suffice  to  bring  up 
the  E.  M.  F.  to  the  required  point. 

3627.  When  designing  a  dynamo  which  is  to  be  built 
on  original  lines,  it  is  well  to  allow  some  margin  for  regula- 
ting, about  15  per  cent,  drop  through  the  regulator  being 
desirable.  For  standard  machines,  however,  the  less  exter- 
nal resistance  is  used  the  better. 


I 

I 


VALUE  OP  SHUNT  CURRENT. 

3628>  We  may  now  determine  the  current  in  the  field. 
If  we  wind  the  spools  to  a  depth  of  IJ  inches,  the  cross-sec- 
tional area  of  the  single  spool  will  be  1^  X  4J  =  5.34  square 
inches,  or  for  two  spools  the  area  =  10.08  square  inches. 
By  reference  to  the  table  of  magnet  wirct  the  wire  being 
usually  single  cotton-covered,  we  find  that  we  can  put  in  448 
'  turns  of  No.  18  wire  to  the  square  inch.  We  would  then  have 
a  total  number  of  10.08  X  448  =  4,784  turns  =  2.3!)2  turns 
per  spool.  The  winding  will  have  about  20  turns  to  the  inch, 
or,  for  the  full  length  of  spool,  about  05  to  a  layer.    Then,  since 

I  it  is  desirable  to  have  only  complete  layers,  we  will  choose  25, 
and  the  turns  per  spool  will  be  95  X  25  =  2,375,  or,  for  both 
Spools,  4,750  turns.  The  total  number  of  ampere-turns  is 
Am 
ilti 


|6,944:   therefore,   the   current   to   be   used   is  -  '^      =  1.46 
atmperes,  this  being  controlled  by  the  field  regulator. 


3629.  We  are  now  able  to  determine  the  actual  lemper- 
Ikture  rise  by  the  application  of  formula  560.  The  outside 
"diameter  of  the  spools,  when  overlaid  with  a  layer  of  cord, 
will  be  about  level  with  the  edge  of  the  flange,  or  10  inches, 
and  the  circumference  is  31.4  inches.  The  width  being  4} 
I  inches,  the  radiating  surface  of  each  coil  is  3 1.4  X  4.75=  149.3 
quare  inches,  and  for  the  two  spools  there  is  a  radiating  sur- 
:  of  wire  of  298.6,  say  300  square  inches.     The  watts 


J 
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expended  in  the  winding  are  1.46  X  115  =  168.     Then,  by 
formula  56O9  the  temperature  rise 

/  =  — — — — -  =  44.8  degrees  Fahrenheit. 

It  will  be  seen  by  this  result  that  we  might  use  less  wire 
on  our  fields  without  an  excessive  rise  in  tem|>erature; 
but  the  amount  we  have  chosen  will  probably  be  more 
satisfactory. 

3630«  No  material  modification  is  introduced  if  we 
substitute  for  the  coefficient  12  in  formula  592  another 
coefficient  based  on  a  rise  of  45°  F.  This  would  be  about 
11.8,  and  would  alter  the  size  of  wire  only  in  correspond- 
ing ratio;  the  area  would  be  about  1,605  circular  mils. 

3B31*  We  might  allow  for  the  permanent  use  of  a  field 
regulator  for  this  dynamo  by  taking  the  next  larger  wire, 
No.  17;  but  its  resistance  is  such  that  it  would  be  necessary 
to  introduce  too  much  external  resistance  in  series  with  it 
to  produce  an  efficient  machine.  It  is  therefore  much  bet- 
trr  to  use  No.  18,  and,  if  necessary,  to  slightly  increase  the 
jiprrd;  or,  if  tl»e  speed  is  fixed,  a  combination  winding  can 
br  in.idr  of  Nos.  17  and  18. 


UKHIHTAI^Ct:  OP  SHUNT. 

3032*  It  '\^i^  simple  calculation  to  determine  the  resist- 
MtiM'  of  thr  slnint  winding.  We  have  found  the  average 
Imiilli  ol  turn  to  be  *iri{)  feet;  the  number  of  turns  we  use 
U  l.7rM».  Ihnrlorethe  total  length  is  2.26  X  4,750  =  10,735 
I.  »  I  Thr  H'^islanre  per  1,(H>0  feet  of  No.  18  wire,  at 
Miiliiiii  V  lrin|Miaturc,  is  i;.;Jl)  ohms,  and  the  total  resistance 
j.,  10  ^  •  i  ;ni  r.s  M7  ohms.  Applying  formula  461  in 
II,.  Miiil  .\I«M  am-mruts  ft)r  increase  of  resistance  with 
,..,,,)..  I  iMiir.  /,  i;s.:ir  (I  +  .00-2156  X  45)  =  75  ohms  with 
I  ,  I  II  I  riu-  10.  M.  F.  at  the  terminals  being  115  volts, 
,  I,  ...iMMMMii  |M»-.^il»lf  tuirrciit  after  the  temperature  has 
,,  M  N\  .11  )"  •/..'  I  r»:5  amperes.  We  require  only  a  cur- 
,    ,,,     .J    I    hi  iiii|M  ir-.,  so  that  this  size  of  wire  will  allow  of 

,,,i.  .1  ..|  I      M    I'.  l»y  means  of  a  field  regulator. 
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RBLATION  OF  SHUNT  TO  ARMATURB  RB8I8TANCB. 

3633.  We  have  said  that  the  question  of  electrical  effi- 
ciency is  affected  by  the  amount  of  wire  used  in  the  shunt, 
a  higher  resistance  giving  better  efficiency.  The  result  of 
a  high  shunt  resistance  in  parallel  circuit  with  a  low  arma- 
ture resistance,  as  in  a  shunt  dynamo,  is  a  smaller  propor- 
tion of  current  subtracted  from  the  total  output;  therefore, 
it  is  desirable  that  both  these  ends  should  be  attained.  The 
following  formula  is  given  by  S.  P.  Thompson  as  showing 
the  efficiency,  with  a  favorable  resistance  in  the  external 
circuit: 

E  = ^=,  (593.) 

where  E  =  electrical  efficiency; 

ra=  resistance  of  armature; 
r,  =  resistance  of  shunt. 

T/ie  electrical  efficiency  of  a  dynamo  is  equal  to  the  recipro* 
Ciil  of  the  sum  of  1  and  twice  the  square  root  of  the  quotient 
obtained  by  dividing  the  armature  resistance  by  the  shunt 
resistance, 

3634.  We  may  apply  this  formula  to  the  machine  we 
have  been  designing  as  a  check  on  the  efficiency.  The 
formula  is  useful  rather  as  a  means  of  finding  at  once  what 
the  resistance  of  the  shunt  should  be,  in  order  to  give  a  cer- 
tain predetermined  electrical  efficiency.     In  our  case  we  have 

supposed  there  is  a  fall  of  potential  of  4  volts  through  the 

4 

armature  at  full  load,  so  that  the  resistance  will  be  r-— -  =  .05 

71).  5 

ohm.     The  shunt  current  is  1.42  amperes,  and  the  terminal 

115 
E.  M.  F.  being  115  volts,  the  resistance  =  — -*-  =  81  ohms. 

1. 4/0 

Then,  by  formula  593,  the  electrical  efficiency 
E  = -T^^  =  .95,  or  95  per  cent. 


^.05 


1  +  ^'    81 
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3A35.  Talcing  formula  593  as  a  basis,  and  an  electri- 
caJ  efficiency  of  ftO  per  cent,  as  a  low  figure,  we  find  that,  to 
'/•j'^ln  this  efficiency,  the  resistance  of  the  shunt  must  be  at 
lea^t  324  times  that  of  the  armature. 


MAGXETIZATION  CURVES. 

303A.  In  order  to  demonstrate  graphically  the  behavior 
'A  a  dynamo  and  to  assist  in  determining  the  additional 
anjpere-turns  required  for  the  series  coils  in  compound  wind- 
ir^g,  it  is  convenient  to  lay  out  a  curve  of  macocti- 
This  is  obtained  from  the  known  valties  of  the 


/■ 

V 

^ 

^ 

Y 

J 

f" 

/ 

/ 

i 

/ 

/' 

Fio,  lasT. 
1.1'  lion  in  the  armature  and  the  corresponding  ampere- 
ti>.  rcjuirtd,  and  is  txtremeiy  useful,  as  showing  what  the 
I'.triKiTi'  <;  •^{  the  dvnamo  is  likolv  to  be,  and  whether  the 

M.  J-,  will  be  stable. 
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3637. 


i  given  in  Fig.  1357, 


magnetizalio 
ites  the  action  of  the  dynamo  we  have  been 
'  considering.  Of  the  curves  sliown,  that  marked  /  is  the  no- 
load  curve  and  //is  the  full-load  curve  {80  amperes).  It  is 
possible  to  lay  out  these  curves  either  by  calculation  or  by 
experiment.  Taking  the  full-load  curve  first,  the  value  of 
the  ampere-turns  is  marked  on  the  scale  of  abscissas  at  the 
bottom — such,  for  instance,  as  the  full  number  G,944  pre- 
viously calculated — and  on  the  scale  of  ordinates  the  corre- 
sponding value  of  the  induction  in  the  armature.  This  would 
be  2,!)50,000  in  the  case  supposed;  the  intersection  of  verti- 
cal and  horizontal  lines  drawn  from  these  points  gives  one 
point  on  the  curve.  The  required  ampere-turns  are  also 
calculated  for  other  values  of  armature  induction,  and,  the 
points  being  laid  off,  form  the  curve.  A  value  may  be  taken, 
for  example,  of  2,500,000  lines  of  force  in  the  armature; 
then,  by  the  same  methods  of  reasoning  as  those  already  ex- 
piained,  the  total  ampere-turns  are  to  be  calculated.  The 
termination  of  the  curve  at  the  lower  end  indicates  the 
probable  point  where  the  field  would  become  too  weak  to 
prevent  destructive  sparking. 

3638<  The  no-load  curve  is  laid  off  in  the  same  manner 
as  the  full-load  curve,  except  that  the  back  ampere-turns 
are  omitted,  the  curve  lying,  therefore,  higher  for  a  given 
magnetizing  force.  This  curve  does  not  in  actual  practice 
come  down  to  the  origin  0,  as  there  is  always  some  residual 
magnetism  in  the  iron,  and  we  have  therefore  shown  the 
outward  curvature  at  this  jiortion,  although  theoretically  we 
might  consider  the  curve  to  end  at  0.     We  may  also  work 

I  put  the  magnetization  curve  for  any  other  load,  which  wil! 
uien  lie  between  the  limits  of  curves  /  and  //  in  Pig,  1357. 
\^ 
incf 


MAGNETIZATION  CURVES  FROM  TESTS. 
3639>     Magnetization  curves  may  be  plotted  from  read- 
■ings  taken  when   testing  a  dynamo  that  is  already   built. 
The  curves  are  developed  from  the  fundamental  formula 
C'VS      ^__„  .„,.,.,.    ,,_    £x  60X10* 


for  E.  M.  F. 


from  which  N  = 


cS 


1 
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When  the  no-load  curve  is  required,  the  E.  M.  F.  at  the 
brushes  may  be  considered  to  be  the  same  as  the  total 
E.  M.  F.,  E^  which  takes  into  account  the  armature  drop. 
The  only  current  through  the  armature  is  that  for  the 
shunt,  and  the  resistance  being  so  low,  the  drop  is  negli- 
gible. The  armature  is  then  run  at  different  speeds,  and 
readings  are  taken  of  the  E.  M.  F.  at  the  brushes,  of  the 
speed,  and  of  the  shunt  current.  From  the  first  two  of  the 
above  the  number  of  lines  of  force  in  the  armature  is  calcu- 
lated, and  the  number  of  turns  on  the  shunt  coils  being 
known,  the  reading  of  the  shunt  current  enables  the  corre- 
sponding ampere-turns  to  be  determined.  For  example,  sup- 
pose the  speed  of  the  machine  is  850  revolutions  per  minute, 
and  simultaneous  readings  show  that  the  E.  M.  F.  at  the 
brushes  is  90  volts  and  the  shunt  current  is  .96  ampere. 
Then  the  corresponding  number  of  lines  of  force  in  the 

QO  V  fiO  V  10" 
armature  is  iV^  =     J^^    ^,'     =  2,521,000.     There  are  4,750 

turns  in  the  shunt  winding,  therefore  the  ampere  turns  are 
.90x4,750  =  4,560.  If  these  values  for  induction  and 
ampere-turns  are  laid  off  to  a  suitable  scale,  as  was  shown 
in  Fig.  1357,  their  intersection  will  give  a  point  on  the 
no-load  curve. 

3640,  When  the  curve  for  full  load  or  for  any  inter- 
mediate load  is  desired,  the  same  readings  are  taken  as  for 
the  no-load  curve;  but  between  the  readings  taken  at  the 
different  speeds,  the  resistance  of  the  external  circuit  must 
be  changed,  in  order  to  keep  the  current  at  the  constant 
value  represented  by  the  curve. 

3641.  We  see  that  the  curves  of  Fig.  1357  resemble 
the  saturation  curves  of  iron  and  steel  in  Fig.  1354,  and  in 
fact  they  constitute  saturation  curves  for  the  magnetic  cir- 
cuit of  the  dynamo  as  a  whole,  and  are  frequently  called  by 
that  name.  It  is  necessary  for  the  machine  to  be  worked 
above  the  knee  of  the  curve  in  order  to  give  stability  to  the 
E.  M.  F.     When,  however,  it  is  necessary  to  allow  for  the 


I 
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series  turns  of  compound  winding,  such  a  high  point  of 
saturation  is  not  desirable  with  the  shunt  alone,  but  may  be 
reached  at  full  load. 


I 


CURVES  APPLIED  TO  COMPOUND  WINDING. 

3642.  The  magnetization  curve  may  be  used  in  deter- 
mining the  series  ampere-turns  necessary  for  compound 
winding.  The  induction  in  the  armature  for  any  given 
E.  M.  F.  and  speed  may  readily  be  calculated,  as  we  have 
shown,  and  the  corresponding  field  ampere-turns  may  be 
found  by  reference  to  the  curve.  The  values  of  the  ampere- 
turns  are  thus  found  for  no  load  and  for  full  load,  the  E.  M.  F. 
and  speed  being  usually  specified  for  these  two  points.  Then 
the  difference  between  the  values  for  the  ampere-turns 
constitutes  the  ampere-turns  required  for  the  series  winding. 


3643.  In  order  to  facilitate  the  application  of  such  cal- 
culations, we  will  consider  a  compound  winding  for  the 
dynamo  of  Fig.  1355.  Let  us  suppose  the  following  specifi- 
cations are  laid  down:  The  dynamo  is  to  have  an  E.  M.  P. 
at  no  load  of  110  volts,  the  speed  being  1,040  revolutions 
per  minute.  At  full  load  the  E.  M.  F.  must  be  120  volts, 
the  current  output  75  amperes,  and  the  speed  1,000  revolu- 
tions per  minute.  The  number  of  conductors  c  in  the 
armature  is  252,  as  before;  then  thenumberof  lines  of  force 
at  no  load 


N^ 


gX  60  X  10'_I10X  GO  X  10*. 


cS 


252  X  1,040 


2.518,315. 


""By  referring  to  the  no-load  curve  in  Fig.  1357,  we  see  that 
this  induction  corresponds  to  4,500  field  ampere-turns.  At 
full  load  the  armature  loss  may  be  taken  as  4  volts,  and  we 
will  allow  for  the  series  winding  a  further  drop  in  potential 
of  1  volt;  so  that  the  E.  M.  F.  at  full  load  =  120+  4+  1  = 
125  volts.      For  the  induction  in  the  armature  at  full  load 


B  then  have 


_i25x  no  X  10"  _ 
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On  the  full-load  curve  of  Fig.  1357  we  find  the  corresponding 
ampere-turns  to  be  7,600. 

3644.  There  is  a  choice  of  two  ways  in  which  the  shunt 
coils  may  be  connected;  the  two  methods  are  the  Ions 
shunt  and  the  short  shunt.    For  purposes  of  comparison, 

the  two  styles  of  connection  are 
shown  diagrammatically  in  Fig. 
1358.  The  long  shunt  (a)  shows 
that  the  shunt  current  passes 
through  the  series  coil  c,  then 
through  the  shunt  coil  s;  while  in 
the  short  shunt  {b)  the  shunt  coil 
Fig.  1358  is   entirely    independent    of    the 

series  coil,  being  connected  directly  across  the  brushes.  In 
the  present  example  we  will  suppose  the  short  shunt  (6)  to 
be  employed,  as  this  is  the  more  usual  method. 

3645.  We  have  taken  the  armature  drop  as  4  volts,  at 
full  load;  then,  the  total  E.  M.  F.  generated  being  125  volts, 
the  E.  M.  F.  at  the  shunt  terminals  is  125  —  4  =  121  volts. 
We  found  that  for  110  volts  at  the  terminals  the  ampere- 
turns  were  4,500;  then,  for  an  E.  M.  F.  of  121  volts  the 
shunt  ampere-turns  will  be  4|}  X  4,500  =  4,950.  The  full- 
load  ampere-turns  are  7,600;  therefore  the  required  num- 
ber of  series  ampere-turns  is  7,000  —  4,950  =  2,650.  The 
full-load  current  is  given  as  75  amperes,  and  the  series  turns 

2  650 
will  therefore  be  ■  '^^     =  35.4,  or,  say,  36  turns,  18  turns  on 


75 


each  spool. 


PROPORTION  OP  SHUNT  AND  8BRIB8  WINDINGS. 

3646.  The  simple  number  of  ampere-turns  for  shunt 
and  series  windings  is  not  sufficient  as  a  guide  to  the  actual 
number  of  turns  of  each  which  must  be  supplied.  There 
must  be  a  proper  proportioning  of  the  two  windings,  so  that 
the  total  loss  of  energy  is  suitably  divided;  for  if  the  series 
coil,  for  instance,  were  to  be  designed  for  an  extremely  low 
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loss,  the  weigfht  of  wire  would  be  excessive,  and  if  the  wire 
were  made  too  small,  the  rise  in  temperature  would  be  too 
great.  The  easiest  manner  of  winding  is  to  determine  the 
iize  and  weight  of  the  shunt  wire  according  to  the  direc- 
tions and  formulas  already  given,  and  then  to  wind  over  it 
the  series  coil  and  proportion  it  with  this  rule  in  view: 

Rule. —  The  energy  loss,  in  watts,  of  the  shunt  and  series 

windings  of  a  compound  dynamo  should  be  proportioned  to 

w^iu  respeciix'e  ampere-turns  carried  by  each  coil. 

H  Suppose,  for  example,  that   the   shunt   coils   have   2,000 

^ampere- turns,  and   the   loss   in   watts   is   100;  then,  if  the 

series  coils  have  500  ampere-turns,  the  loss  in  them  should 

be,  approximately,  25. 

3647.  It  is  not  quite  so  easy  to  calculate  the  series 
winding  if  It  is  to  occupy  part  of  the  spool  at  one  end,  but 
it  is  on  some  accounts  a  better  way  of  arranging  it.  Sup- 
pose, then,  for  our  dynamo  we  decide  on  this  method  of 
winding.  Our  spool  is  4}  inches  long,  and  we  may  wind  to 
a  depth  of  about  IJ  inches.  Then,  the  mean  length  of  one 
turn  is  8.025X3.14  =  27.1  inches,  or  2.26  feet,  and  the 
ampere-turns  to  be  supplied  being  3,050,  the  area  of  cross- 
section  of  the  wire  is,  by  formula  592, 
L  .       12  X  2.26  X  2,C50 


1 


-  =  71,800  circular  mils. 


A  wire  of  this  size  would  have  to  be  made  to  order, 
which  is  out  of  the  question ;  but  it  would  in  any  case  be  too 
large  for  convenient  use,  and  it  is  better  to  choose  two  or 
three  smaller  wires  of  equivalent  cross-section.  We  might 
choose  two  No.  5's,  but  their  combined  areas  would  be  rather 
too  small;  No.  C  has  an  area  of  2(j,250  circular  mils,  and 
three  of  this  size  will  be  the  best  to  use.  In  order,  then,  to 
have  an  even  winding,  we  must  have  the  width  of  coil  such 
that  the  wires  of  one  layer  are  a  multiple  of  3;  also  the 
number  of  turns  is  to  be  IR,  that  is,  the  total  number  of 
wires  will  be  54.  If  we  choose  9  wires  for  one  layer,  we 
shall  have  exactly  6  layers.      By  reference  to  Table  110,  we 
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see  that  we  caa  wind  nearly  6  turns  to  the  inch,  and  9  wires 
will  lie  in  a  space  of  If  inches. 

30-iS«  Allowing  for  a  piece  of  vulcanized  fiber  ^  inch 
thick  between  the  shunt  and  series  coils,  the  available  s|>ace 
for  the  shunt  winding  will  be  4 J  —  1 J  =  3  inches.  The  shunt 
ampere-turns  are  4,0.>*>,  and  the  E.  M.  F.  at  the  terminals  is 
121  vclts.     Then,  by  formula  592, 

-       12  X  2.26  X  4,95*)      ,  ,.  .    -       ,  .. 

A  = z-— =  1,1«»?>  circular  mils. 

121 

This  size  of  wire  is  between  Nos.  19  and  20,  but  the  differ- 
ence is  too  great  for  us  to  take  either  one,  and  it  is  not  good 
engineering  to  require  special  wire  drawn.  If  we  use  No. 
20  we  can  not  obtain  the  necessary  ampere-turns,  and  if  we 
take  No.  19  we  must  keep  a  field  regulator  or  external 
resistance  constantlv  in  circuit.  The  most  usual  method 
of  overcoming  the  difficulty  is  to  use  the  smaller  wire  and 
increase  the  sjxred.  If,  however,  it  should  be  necessary  to 
keep  to  the  speed  specified,  we  may  effect  such  a  combina- 
tion of  the  two  wires  on  each  spool  that  the  number  of 
turns  will  be  correct  as  well  as  the  resistance,  hence,  also, 
the  ampere-turns.  The  winding  area  is  3  X  li  =  3f ,  or 
3.3T5,  square  inches,  and  we  shall  divide  it  between  the  two 
sizes  of  wire  in  inverse  proportion  to  the  resistance  of  each. 

Let      A  =  total  winding  area  in  cross-section* 
yl,=  required  area  for  larger  wire; 
A^=  required  area  for  smaller  wire; 
/^^=  specific  resistance  of  larger  wire, 
A\=  specific  resistance  of  smaller  wire; 
K  =  sum  of  the  specific  resistances  of  the  two  wires. 

Then,    ^.l  =  ^^  whence  A^  =  '  ^  ^  \  (594.) 

^'-  =  ^,      and     .J.  =  lL><^.  (595.) 

The  resistance  per  1,000  feet — which  we  may  call  here  the 
8[>ecific   resistance — of  No.  19  wire  is  8.29  ohms  =  ^j;  the 
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resistance  per  1,000  feet  of  No.  20  wire  is  10.163  ohms  =  R^; 
the  sum  of  these  is  18.45  =  -^.  The  total  winding  area  = 
3.375  square  inches  =  A,  Then,  by  formula  594,  the  area 
to  be  wound  with  the  larger  wire 

.        3.375X10.163      ^  ..  .     , 

A.  = TTT-r? =  1-86  square  inches. 

18. 45 

By  formula  595,  the  area  required  for  the  smaller  wire 

.       3.375X8.29      ,  ^_  .     , 

-^t  ~ TqTk ~  1.515  square  mches. 

lo.  4o 

No.  19  wire  winds  about  567  turns  to  the  square  inch; 
therefore  the  turns  required  will  be  567  X  1.86  =  1,054. 
No.  20  wire  has  about  763  turns  per  square  inch,  and  the 
turns  of  this  size  will  be  763  X  1.515  j:::  1,157.  The  total 
turns  per  spool  =  2,211. 

3649.  In  order  to  check  these  figures,  we  will  calculate 
the  resistance  of  the  coil.  The  average  length  of  turn  is 
2.26  feet.  The  resistance  of  No.  19  wire  is  8.29  ohms  per 
1,000  feet,  and  that  of  No.  20  is  10.16  ohms.  Then,  the  re- 
sistance of  each  is  : 

No.  19,  1.054  X  2.26  X  .00829  =  19.7  ohms,  cold;  or,  22.16  ohms,  hot. 
No.  20,  1,157  X  2.26  X  .01016  =  26.5  ohms,  cold;  or.  29.8    ohms,  hot 

Resistance,  hot.  per  spool    =   51.96  ohms. 
Resistance,  hot.  two  spools  =  103.92  ohms. 

The  hot  resistance  is  calculated  for  a  rise  in  tempera- 
ture of  58°  F.     The  maximum  possible  current  which  will 

121 
flow  through  the  heated  shunt  coils  is  =  1.16  amperes. 

lUt).  o 

The  number  of  turns  is  2,211  X  2  =  4,422,  and  the  ampere- 
turns  would  be  5,129,  which  allows  a  slight  margin  over  the 
required  number  of  4,950.     The   working   current   in   the 

4  950 
shunt  coils  =  ^^^^  =  11^  amperes,  and  the  watts  expend- 
ed =1.12  X  121  =  135.5. 

3650.  The  diameter  of  the  outside  of  the  coil,  when 
covered  with  a  layer  of  cord  for  the   sake   of  neatness  of 
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finish,  will  be  10  inches.  Then  the  radiating  surface  of  the 
coil  =  31.4  X  3  =  04.2,  and  for  two  spools  =  188.4  square 
inches.     By  formula  560,  the  rise  in  temperature 

80  X  135.5         ^  -o  17 

3651.  Returning  to  the  series  coils,  we  have  a  surface 
for  radiation  of  31.4  X  1.G25  =  51.1  square  inches  per  spool, 
or  10*2.2  square  inches  total.  Then  the  watts  lost  in  the 
series  coil  will  be  75  X  1  =  75,  and  the  rise  in  temperature 

3652.  If  the  increase  in  temperature  involved  with  this 
winding  is  not  considered  desirable,  a  lower  final  tempera- 
ture may  be  obtained  by  using  a  larger  size  of  wire  for  the 
series  coil,  leaving  the  width  of  coil  the  same,  but  having  a 
depth  of  winding  of  perhaps  1.5  inches.  The  shunt  coil  may 
be  increased  to  the  same  depth,  the  additional  wire  being 
added  in  the  same  proportion  of  the  two  sizes.  The  rise  in 
temperature  under  these  conditions  will  be  only  about  40°  F. 

3653.  An  e.xact  predetermined  drop  in  potential  through 
the  series  coils  can  not  be  obtained  with  ordinary  sizes  of 
wire,  and  when  it  is  important  that  this  should  be  the  case, 
a  length  of  strip  copper  is  i^sed  instead  of  wire.     This  is,  in- 
deed, a  more  usual  proceeding,  and  we  might  use  such  strip 
copper  in  the  dynamo  we  have  under  consideration,  by  which 
nieans  we  could  obtain  the  exact  drop  of  one  volt,  which  we 
have  sf>ecified.     A  difference,  however,  of  a  fraction  of  one 
volt  is  not  sufficient  to  debar  us  from  using  the  round  cop- 
|ier,  which  is  more  easily  obtainable,  unless  we  were  consid- 
ering the  design  of  a  line  of  machines  of  various  sizes,  or 
unless  we  desired  to  construct  a  large  number  of  one  size. 

3654,  When  designing  the  series  winding  for  an  over- 
compounded  dynamo,  it  is  frequently  the  practice  to  allow 
for  much  larger  increase  in  potential  than  that  which  is  to 
be  used,  and  to  provide  a  shunt  across  the  terminals  of  the 
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series  coil,  which  may  be  varied  as  required.  This  shunt 
must  be  of  large  carrying  capacity,  as  it  may  have  to  allow 
30  per  cent,  of  the  full  output  to  pass. 

3BS5>  Compound-wound  dynamos  which  are  worked  on 
the  upper  portion  of  the  curve  of  magnetization  give  a  more 
uniform  increase  of  potential  than  those  worked  on  the  lower 
portion,  although,  as  has  been  pointed  out,  a  larger  number  of 
ampere-turns  is  required  than  would  be  the  case  if  a  lower 
part  of  the  curve  were  selected.  When  the  lower  part  is 
used,  the  effect  is  to  cause  the  E.  M.  F.  to  rise  rapidly  at  the 
outset;  but  with  heavier  loads  the  increase  in  E,  M.  F.  is 
more  gradual.  In  the  design  of  generators  for  power  circuits, 
a  large  amount  of  over-compounding  is  required,  and  it  is 
then  necessary  to  use  the  lower  portion  of  the  curve,  as  a 
large  range  is  covered,  and  it  would  otherwise  call  for  an  ex- 
cessive weight  of  wire  on  the  field. 


I 


CHARACTERISTIC   CURVES. 


THE    METHOD    OF    DERIVING    EXTERNAL 
CHARACTERISTICS. 

3656.     From  the  formula  for  efecti-omotive  force,  £  = 

c  Vi' 
— ^ — — -„  it  is  evident  that  the  E.  M.  F.  is  proportional  to 
(JO  X  lU"  ^     ^ 

the  number  of  lines  of  force  jV,  provided  that  the  speed  is 
kept  constant.     The  shunt  ampere-turns  may  be  expressed 

p 
aa  At  =  ^X  f,    where  E^.  =  the  E.  M.  F.  at  the  brushes, 

which  is  the  same  as  that  at  the  shunt  terminals  tn  the  short- 
shunt  connection,  Ji  =  resistance  of  the  shunt  winding,  and 
t  =  number  of  shunt  turns.  It  follows,  therefore,  that  the 
E  M.  F.  at  the  terminals  of  the  shunt  field  winding  is  pro- 
portional to  the  ampere-turns,  when  the  resistance,  which  is 
the  only  other  variable,  is  kept  constant.  After  the  machine 
has  been  running  for  some  time,  a  steady  temperature  is 
attained,  and  the  resistance  then  remains  unchanged.     It 
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will  therefore  be  seen  that  it  is  possible  to  lay  out  the  values 
r,f  lines  of  force  and  corresponding  ampere-turns,  expressed 
in  the  curves  of  Fig.  1357,  in  terms  of  E.  M.  F.  generated 
and  E.  M.  F.  at  field  terminals.  Such  a  transformation  has 
!ift':n  effected  in  Fig.  1359,  which  shows  the  three  curves  of 
Fi}{.  i'M>7.  Curve  /is  the  no-load  curve  and  curve  //is  the 
full-load  curve.     Intermediate  between  them  is  curve  ///, 
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liiiif  half  load.  It  will  be  noticed  that  this  line  is 
,'iii<:r  to  the  no-load  curve  than  to  the  full-load 
!.'.'  h  is  aucuunted  for  by  the  fact  that  the  number 
»,i,.-f(r.turnsis  less  than  at  full  load,  so  that  a  higher 
s  j,r'.'lin>-d  for  the  same  field  excitation.  At  first 
;i  II. ay  l/i;  siipiKjsed  that  the  E.  M,  F.  at  the  arma- 
;:ii^U  and  that  at  the. field  terminals  must  necessa- 
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rily  be  of  the  same  value,  when  laid  off  by  the  magnetization 
curve.  Nevertheless  this  is  not  the  case,  for  we  should  then 
have  simply  a  straight  line  for  the  curve  of  Fig.  1359,  run- 
ning diagonally  across  from  0  to  P. 

3657.  We  will  look  into  the  method  of  construction  of 
the  curves.  Let  us  take,  for  example,  the  following  values 
from  curve  /  of  Fig.  1357:  A'=2,00O,0UO;  y//  =  3,250. 
In  the  machine  we  are  considering,  the  number  of  armature 
conductors  is  252  =  c,  and  the  speed  i"  =  900  revolutions 

.      .         „.  c'      252  X  2.000,000  X  960       ^„  ^       ,^ 

permmute.  Then.£=  ^0  X  100,000,000  =^^-^^-''^- 
The  field  winding  has  4,750  turns,  with  a  resistance  of  75 
ohms,  hot.    Then  the  E.  M.  F,  at  the  shunt  terminals  will  be 


_At  X  y?_  3,250  X  75_ 


51.3  volts. 


H  '  /  4,750 

These  two  values  for  E.  M.  F.  are  laid  off  on  the  ruled  sheet, 
and  the  point  is  marked  where  the  lines  drawn  from  the  mar- 
ginal numbers  meet.  In  this  manner,  by  taking  any  corre- 
sponding values  of  lines  of  force  and  ampere-turns  from  the 
magnetization  curves,  those  curves  may  be  transferred  to 
this  sheet. 

3658.  In  a  shunt-wound  dynamo,  the  E.  M.  P.  at  the 
armature  terminals  is  of  course  the  same  as  that  at  the  field 
terminals;  therefore  it  follows  that  there  are  only  two  pos- 
sible values  of  E.  M.  F.  with  any  particular  current,  and 
these  are  at  the  points  where  the  curves  cross  the  diagonal 
O  P.  Curves  //and  //fgive  the  value  of  the  full  armature 
E.  M.  F.  for  the  corresponding  loads;  but  when  it  is  desired 
to  know  the  external  E.  M.  F.,  that  is,  the  E.  M.  F.  avail- 
able for  the  external  circuit,  it  is  necessary  to  subtract  the 
loss  of  volts  through  the  armature.  For  the  full  load  of 
about  80  amperes  (inclusive  of  shunt  current)  we  have  taken 
a  drop  of  4  volts;  then  the  full-load  curve.  Fig.  1359,  modi- 
fied in  this  respect,  becomes  that  which  lies  below  curve  //, 
namely,  curve  /F,  and  the  half-load  curve  is  that  marked  V. 
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The  iiHersection,  then,  of  the  full-line  curves  of  Fig.  1359 
with  the  diagonal  C'  P  shows  the  external  E.  M.  F.  which 
the  machine  in  question  will  give  under  varying  loads. 


BXTRHXAl.  CHARACTBBISTICS  OF  SHCNT  DYNAMOS. 

Iltt^tt.  The  performance  of  a  dynamo  under  load  may 
1)0  mor«  graphically  shown  by  means  of  what  is  called  a 
tthurMct«rl»ttc  curve,  or,  simply,  characteristic,  which 
lUiiy  l>c  at  onv-e  constructed  from  the  data  given  in  Fig.  1359. 
The  external  characteristic  of  the  shunt  dynamo  described 
in  ilrawu  iu  Kig.  I3i>0.     The  ordinates  represent  the  external 


ii:"'-       ^"^    "^v--^ 

I"          /  i       ^  5 

51"            '     ■            'i 

s-            ^        •           J    7 

!             '      ^        -.            A^ 

.        3  ^/ '"^ 

^7,, 

r.    '    ^^z-' 

'     *"     ■?■'' 

";V-  '^^  ± 

Fio.  IMO. 

.illi,  ,nnl  the  abscissas  the  current  in  the  exter- 
,Mii|vus.  these  values  being  ordinarily  laid  out 

i>.»le,  .»■«  slu'wti.  as  this  ensures  uniformity  in  the 

11. Hue  I'l  ihc  ch;ir«cteristics. 

,.ii  (he  nvliMil  curve  are  atd  and  0.    In  deter- 

1.1 1  ill  s'li  ihe  curve  for  any  load,  as,  for  example, 
uilei-eclii'nof  the  half-load  curve  in  Fig,  1359 
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with  the  diagonal  is  noted;  from  the  half-load  current  of, 
say,  40  amperes  is  deducted  the  shunt  current,  and  the  val- 
ues for  E.  M.  F.  and  current  are  marked  on  the  character* 
istic  at^.  In  the  same  manner  the  full-load  current  less  the 
shunt  current  is  marlted  at  c.  The  lower  values  of  E.  M,  F. 
for  these  external  currents  are  also  laid  off  at  i/and  c.  If 
still  larger  currents  were  shown  on  the  curves  of  magnetiza- 
tion, they  might  be  transferred  to  the  curve  of  the  external 
characteristic,  but  a  limit  is  reached  after  a  time,  when  no 
further  decrease  in  the  external  resistance  will  cause  the  cur- 
rent to  increase.  This  is  at  the  point/,  where  the  charac- 
teristic begins  to  bend  around  and  fall  very  rapidly. 


RESISTANCE  IN  THE  CHARACTERISTIC. 

3660.  The  current  and  E.  M.  F.  being,  as  we  have  said, 
laid  off  to  the  same  scale,  the  slope  of  a  line  drawn  from  the 
origin  0  to  any  point  on  the  curve,  such  as  f,  gives  the  value 
of  the  external  resistance  with  that  load.  The  resistance  is 
equal  to  the  electromotive  force  divided  by  the  current. 
Suppose  that,  at  the  point  c,  the  E.  M.  F.  is  11-5  volts,  and 
the  current  is  78  amperes;  then  the  resistance  is  J,'^  =  1,476 
ohms.     But  in  the  triangle  c  o  h  the  side  c  h  represents  115 

divisions,  and  the  side  o  kt%  divisions;  also,  — r  is  the  tan- 
gent of  the  angle  r\  therefore,  the  resistance  of  the  external 
circuit  corresponding  to  any  point  on  the  characteristic  is  equal 
to  the  tangent  of  the  angle  of  slope  of  a  line  drawn  from  the 
origin  to  that  point. 

^B^  3661 .  It  is  usually  not  possible  to  so  overload  a  dynamo 
^  (  as  to  cause  it  to  work  on  the  rounded  portion  of  the  curve, 
because  there  would  be  great  trouble  from  heating,  and  the 
armature  would  be  in  danger  of  destruction.  It  is  certainly 
not  advisable  to  so  design  the  machine  as  to  require  working 
beyond  the  comparatively  straight  portion  of  the  character- 
istic. When  the  machine  is  delivering  the  maximum  cur- 
rent, its  performance  will  be  unsatisfactory,  for  any  slight 
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change  in  the  external  resistance  will  greatly  affect  the 
E.  M.  F.,  the  field  magnetism  being  unstable.  If  the  re- 
sistance should  fall  so  that  the  slope  of  the  line  coincides 
with  the  line  o  d^  which  is  almost  a  straight  line,  the  E.  M.  F. 
and  current  will  vary  within  wide  limits,  even  though  the 
resistance  remains  practically  constant.  This  is  called  the 
critical  rcBlBtancc 

3662.  The  fall  of  the  characteristic  from  the  point  of 
no  load,  when  the  E.  M.  F.  is  highest,  is  due  to  drop  of  po- 
tential through  the  armature  and  to  the  weakening  and  de- 
magnetizing action  of  the  armature  current.  In  laying  out 
this  curve,  we  have  taken  the  armature  drop  at  full  load  as 
being  4  volts.  This  is  allowing  a  good  margin,  since  we 
found  the  actual  resistance  of  the  copper  conductors  to 
be  only  .0338  ohm,  corresponding  to  a  loss  of  2.7  volts.  It 
is  possible  that,  if  the  drop  at  full  load  were  measured 
after  the  machine  is  constructed,  the  loss  might  be  less. 
The  effect  on  the  shape  of  the  characteristic  would  then  be 
to  lengthen  out  the  curve,  so  that  it  might  pass  through  the 
pointy.  It  is,  then,  evident  that  by  lowering  the  resistance 
of  the  armature  we  increase  the  range  of  the  dynamo;  not 
that  it  becomes  advisable,  necessarily,  to  carry  more  load, 
but  the  working  range  becomes  more  extended,  so  that  a 
heavy  overload  may  be  taken  with  less  fall  in  E.  M.  F.  at 
the  terminals  of  the  external  circuit.  Also,  the  critical  re- 
sistance is  reduced,  as  is  seen  by  the  slope  of  the  lower 
portion  of  the  curve. 


CHARACTERISTIC  FROM  TB8T8. 

3663«  The  characteristic  may  be  constructed  by  test 
on  the  machine  itself.  The  dvnamo  is  run  at  a  constant 
sj>eed,  and  the  external  resistance  is  varied,  thereby  produ- 
cing variation  in  the  current  output.  Simultaneous  readings 
are  then  taken  of  the  E.  M.  F.  and  current  by  means  of  a 
voltmeter  and   an   ammcicr,    and   these   readings  furnish 
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points  on   the    required    curve.     There  are  two   possible 
values  of  E.  M.  P,  for  each  value  of  the  external  current, 

except  the  maximum,  these  values  depending  upon  the  re- 
sistance of  the  esterna\  circuit.  At  no  load,  for  example, 
the  E.  M.  F,  maybe  119  or  0,  the  resistance  being  in  the  first 
case  infinitely  large,  and  in  the  second  case  the  armature 
terminals  would  be  short-circuited,  giving  a  resistance  prac- 
tically equal  to  zero.  If  the  resistance  is  gradually  in- 
creased from  0,  the  shunt  current  will  begin  to  energize  the 
field  as  soon  as  the  critical  resistance  is  passed,  which,  in 
the  dynamo  under  consideration,  would  be  in  the  neighbor- 
[hood  of  .5  ohm, 

F  3664.  The  characteristic  of  Pig.  13C0  has  been  calcu- 
lated for  a  speed  of  MO  revolutions  per  minute,  and  It  is  cor- 
rect for  that  speed  alone.  With  the  same  magnetizing 
ampere-turns  and  a  higher  speed,  the  induction  in  the  air- 
gap  being  the  same,  the  E.  M.  P.  would  be  higher;  this  in 
its  turn  would  increase  the  field  ampere-turns,  again  raising 
the  external  E.  M.  F.  by  a  slight  amount.  Fora  higher  speed. 
therefore,  the  characteristic  will  lie  higher  on  the  upper 
part  than  for  a  lower  speed,  will  make  a  smaller  angle 
with  the  horizontal  line  at  the  lower  portion,  and  will  ex- 
tend correspondingly  outwards  towards  the  right-hand  side 
of  the  sheet,  as  shown  by  the  dotted  line.  An  increase  in 
speed  will,  then,  increase  the  output  of  the  machine;  for  if 
the  current  is  limited,  as  before,  by  the  healing  of  the  con- 
ductors, the  product  of  electromotive  force  and  current  will 
be  greater,  that  is,  the  watts  output  will  be  a  higher  figure. 


^^n< 


3665.     The  value  of  the  falling  characteristic  is  that  if 

le  machine  is  short-circuited  by  accident,  the  E.  M.  P.  will 
Yall  to  zero  and  the  output  will  cease.  If  the  engine  is  well 
governed  no  harm  will  result,  except  it  be  through  sudden 
discharge  of  the  field,  which  may  be  a  serious  matter  in  the 

ise  of  a  high-voltage  machine  with  many  turns  in  the  field 

inding. 
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CHARACTERISTICS  OF  SERIES  DYNAMOS. 
3666>  The  shape  of  the  characteristic  of  a  series 
dynamo  is  quite  different  from  that  of  a  shunt  dynamo. 
Since  almost  the 
only  use  to  which 
a  series  dynamo  is 
put  is  to  supply  con- 
stant current  for 
arc  lighting,  a  char- 
acteristic must  be 
chosen  of  such 
shape  at  the  work- 
ing point  that  vari- 
ation in  the  resist- 
ance of  the  circuit 
will  have  little  ef- 
fect upon  the  cur- 
rent. Entire  re- 
liance can  not  be 
placed  upon  this 
method  of  regula* 
tion,  however,  and 
the  usual  current 
regulators  must  al- 
ways be  employed. 
KTu,T<in~  F'g-  1361  shows  the 

Udit-rul   fiiim   nf   ihi"  st-rit-s  external   characteristic   for  a 
ilyuiinto  tJ'^''"K  ■>  '"urront  of  45  amperes  at  75  volts. 

Utttl7.  ll  will  K-  notittil  that  the  critical  resistance  is 
iiui»  whii'h  in /f. ■.>/.»■  th;>u  the  working  resistance,  instead  of 
IfNS,  ,is  ill  t  \\t'  hhiiut  ilyuiimo.  The  general  form  of  the  char- 
(iiii-iisii.-  iKMiiiil.iv  !>>;»  v'lirvoof  in.*ignetiza  tion,  and  it  would 
a|i|>i.<(t.  h  it  m.iio  tu-.ulv  ii  ihe  Iot.-\l  E.  M.  F.  were* laid  off, 
iii-<ii'.iil  ..t  th.-  cviiiitiil  I'.  M,  F,  The  droop  of  the  charac- 
t<■ll^^^.■  1^  .In.'  I..  l,ws  ,>!'  p.>!i-ii!i.»l  through  the  armature, 
.•«i.ij;  I.' Ill  n, . .  -.s.iiiU  liij;h  ii-*i-.'..>:i.f  aiui  its  self-induction; 
()U>i|>>lli>'t.t.  I  .>(  ilt.<^iiiu:iiui-c  boiug  highly  saturated  before 
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the  fie  Id -mag  nets  reach  that  state,  and  to  the  demagnetizing 
action  of  the  back  ampere-turns,  as  in  a  shimt  dynamo. 
These  effects  increase  with  the  current,  but  the  increase  in 
E.  M.  F.  being  continually  smaller,  it  reaches  a  point  where 
the  losses  overpower  it,  producing  thereby  the  droop  in  the 


^ 


EFFICIENCY. 


(596.) 


ELECTRICA.L,  EFFICIENCV. 
3668.     The  electrical  efficiency  is  tlie  ratio  of  the  useful 
output  to  the  total  output,  and  is  therefore  usually  high. 
This  ratio  may  be  expressed  in  percentage  as  follows: 

■  " ~    AC„  ■ 

^nrbere  t  =  E.  M,  F.  at  brushes; 

^B  £  =  total  E.  M.  F.  generated; 

^H  C  =  current  available  for  outside  circuit; 

^^^  C  =  total  current  in  armature. 

T/if  eUctrical  efficiency  of  a  dynamo  is  equal  to  100  times 
ike  product  of  the  E.  M.  F.  at  the  brushes  and  the  eurrcnt  in 
the  external  circuit,  divided  by  the  product  of  the  total  E.  M,  F. 
of  the  dynamo  and  the  total  armature  current. 

3660.     In  applying   this  formula  to  our  dynamo,  we 

I  should  get  the  same  result.     Then, 


E=  * 


ll'J  X  7».43 


=  05  per  cent. 


COMMERCI.\L  EFFICIEXCV. 

3670.  The  commercial  or  net  efficiency  is  always  lower 
than  the  electrical  efficiency,  because  it  expresses  the  rela- 
tion between  the  useful  output  e  C  and  the  power  required 
to  drive  the  machine,  which  latter  is  required  to  overcome 
all  inherent  losses  caused  by  friction,  hysteresis,  and  eddy 
currents,  as  well  as  the  C*  R  losses  of  armature  and  iield. 
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• 

It  is  usually  understood,  when  the  term  efficiency  is  applied 
to  a  dynamo,  that  commercial  efficiency  is  referred  to,  and 
it  i»  to  be  so  taken  in  connection  with  the  discussion  following. 

In  a  dynamo  the  mechanical  energy  delivered  to  the  arma- 
ture shaft  is  usually  called  the  Input ;  the  electrical  energy 
appearing  in  the  external,  circuit  from  the  brushes  is  called 
the  €>utput ;  and  the  energy  converted  into' heat  directly  or 
indirectly  in  the  dynamo  itself  is  termed  energry  losses,  or 
»imply  lonseti.  This  last  term  is  not  a  strictly  true  one;  for 
the  energy  converted  into  heat  in  the  dynamo  is  lost  only  in 
relation  to  its  utility — it  can  not  be  utilized  to  an  advantage, 
and,  if  too  intense,  endangers  the  life  of  the  machine. 

From  what  has  been  stated,  it  will  be  seen  that  the  input 
to  a  dynamo  is  always  equal  to  the  output  at  the  brushes 
plu»  the  losses  in  the  machine  itself;  or,  in  other  words,  the 
|/mH#TH  in  the  dynamo  are  equal  to  the  difference  between  the 
input  and  the  output.  It  is  assumed  in  the  above  statement 
that  the  inputs  output y  and  losses  are  reduced  to  the  same 
unitn.  For  example,  suppose  that  20  horsepower  is  delivered 
Vt\\u\  armature  shaft  of  a  dynamo  where  the^i///j^/  from  the 
f/fiuhiTH  to  the  external  circuit  is  13,428  watts.  Reducing 
f  h/:  'm  horsepower  to  watts  gives  20  X  746  =  14,920  watts; 
if^'ftfjz^  the  losses  in  the  dynamo  are  equal  to  the  difference 
^/^  f  w^^'ri  the  input  of  14,920  watts  and  the  output  of  13,428 
V4nn,  or  14,920  —  13,428  =  1,492  watts. 

H4i7 1  •     It  is  more  convenient,  however,  to  express  the 
f*  hfhon  of  the  input,  output,  and  losses  of  a  dynamo  in  per- 
'  '»* •*»<'• ;  •hat  is,  the  output  as  well  as  the  losses  may  be  ex- 
j//'  ^:.*t\  ;»5»  a  orrtain  per  cent,  of  the  input. 

\,*x  I      the  input  of  a  dynamo,  or  the  power  applied  at 
Uh:  i>ulley; 
()    ;  ih':  output; 
E  -  -  th':  i>cr  cent,  commercial  efficiency. 

'\  /,< },.  «!.*:  j/«:r  cent,  efficiency  of  a  dynamo  may  be  found 
v^  '.,',c  /'/r inula 

E  =  122^.  (597.) 
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That  is,  to  find  the  per  cent,  efficiency  of  a  dynamo^  divide 
the  output  in  watts  by  the  input  in  watts  and  multiply  by 
100, 

For  instance,  in  the  above  example,  the  efficiency,  by  for- 
mula 597) 

g  =  ^"^1^9^^^^  =  90  per  cent. 

3672.  The  relation  of  the  input  to  the  heat  losses  in  a 
dynamo,  expressed  in  percentage,  is  termed  the  per  cent, 
loss. 

Thus,  letting  L  =  the  per  cent,  loss,  the  per  ceat.  loss  in  a 
dynamo  may  be  found  by  the  following  formula : 


L  =  L00(^.  (5»8.) 


To  find  the  total  per  cent,  loss  in  a  dynamo^  divide  the 
difference  between  the  input  and  the  output  in  watts  by  the 
input  in  watts  and  multiply  by  100, 

Example. — (a)  What  is  the  per  cent,  efficiency  of  a  dynamo,  if  10 
horsepower  is  delivered  to  the  armature  shaft  and  the  output  from  the 
brushes  is  equivalent  to  6,841  watts  ?  {b)  What  is  the  total  per  cent, 
loss  in  the  dynamo  when  running  under  these  conditions  ? 

Solution.— Reducing  the  input  of  10  H.  P.  gives  10  X  746  =  7,460 
watts  input    {a)  By  formula  597,  the  efficiency 

-      100x6,841      o^  ^      . 

=  — 7455 —  =  ^  P^^  c®^^     A^^ 

{b)  By  formula  598,  the  total  loss 

100  (7,460- 6,841)  _ 
<,4oU 

3673.  When  the  output  of  a  dynamo  and  its  corre- 
sponding efficiency  are  given,  the  input  necessary  may  be 
found  by  the  following  formula: 

/=MX^.  (599.) 

The  input  necessary  to  drive  a  dynamo^  when  its  output 
and  efficiency    at   that  output  are  givcn^    is    obtained  by 
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dividing  the  output  by  the  per  cent,  efficiency  and  multiplying 
the  quotient  by  100. 

Example. — The  efficiency  of  a  constant-potential  dynamo  is  found 
to  be  85^  when  giving  an  output  of  6,341  watts;  find  the  input  in  horse- 
power necessary  to  drive  its  armature  shaft  under  these  conditions. 

100  X  6,341 


Solution. — By  formula  599,the  necessary  input  /  = 


85 
7.460 


7,460  watts.     The  equivalent  of  7,460  watts  in  horseppwer  is  _ 

10  horsepower,  which  is  the  power  required  to  drive  the  armature 
shaft  of  the  dynamo  under  the  stated  conditions.     Ans. 

3674.  When  the  input  of  a  dynamo  and  its  corre- 
sponding efficiency  are  given,  the  output  may  be  found  by 
the  following  formula: 

0  =  ^-  (600.) 

The  output  of  a  dynamo^  of  which  the  input  and  the  effi* 
ciency  at  that  input  are  giveft^  is  obtained  by  multiplying  the 
input  by  the  per  cent,  efficiency  and  dividing  by  100, 

Example. — An  input  of  35  horsepower  is  delivered  to  the  shaft  of  a 
dynamo;  '*f  its  efficiency  at  that  input  is  89. 5j^,  find  its  output  in  watts. 

Solution. — The  equivalent  of  35  horsepower  is  85  X  746  =  26,110 

watts.     By  formula  600,  the  output  of  the  dynamo  under  these  con- 

,.^.         ^      26,110  X  89.5      ^^  ^.Q  .^       ^^        . 

ditions,  O  =  — - — zrprTz =  23,368.45  watts.     Ans. 

lUu 

3675«  The  efficiency  of  a  dynamo  depends  upon  its 
character,  construction,  condition  when  tested,  its  capacity 
(or  output),  losses,  and  various  other  conditions;  in  fact, 
two  dynamos  of  the  same  construction  and  capacity  seldom 
show  exactly  the  same  efficiencies.  The  following  list,  how- 
ever, will  give  the  student  a  general  idea  of  the  approxi- 
mate per  cent,  efficiencies  which  should  be  obtained  from 
constant-potential  machines  of  different  capacities,  or  out- 
puts, under  ordinary  conditions  to  be  met  with  in  practice: 

From  750  to  1,500  watts  output,  inclusive,  about  75^ 
efficiency. 

From  3,000  to  5,000  watts  output,  inclusive,  about  80^ 
efficiency. 
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From  7,500  to  10.000  watts  output,  inclusive,  about  85^ 
efficiency. 

From  15,000  to  100,000  watts  output,  inclusive,  about  90;* 
efficiency. 

From  150,000  watts  output  and  upwards,  from  91  to  935^ 
efficiency. 


LOSSES. 

3676.  The  total  loss  of  power  in  a  dynamo 
arated  into  smaller  losses,  depending  upon  the 
which  the  loss  is  produced  and  the  part  of  the  dynamo  in 
which  it  occurs.  In  ordinary  cases,  all  the  losses  will  come 
under  one  of  the  following  heads: 

II.     Mechanical  friction  loss. 
2.     Core  loss. 
3.     Field  loss. 
4.     Armature  loss. 
FRICTIOK    LOSSES. 

3677.  The  larger  part  of  the  loss  due  to  mechanical 

friction  takes  place  usually  between  the  bearings  and  jour- 
nals. The  brushes  rubbing  on  the  commutator  also  produce 
friction,  in  some  cases  this  being  equal  to  bearing  friction 
and  air  friction  combined.  The  per  cent,  of  power  lost  in 
mechanical  friction  necessarily  depends  upon  the  construc- 
tion and  condition  of  the  bearings  and  journals,  upon  the 
size  of  the  machine,  and  to  some  extent  on  the  method  of 
driving  the  armature  shaft.  Under  ordinary  conditions, 
the  loss  in  mechanical  friction  should  not  exceed  bit  of  the 
input  of  dynamos  from  1.500  up  to  about  10,000  watts  out- 
put, and  'if,  of  the  input  of  dynamos  from  15,000  to  100,000 
watts  output.  For  example,  suppose  that  a  dynamo  has  an 
efficiency  of  88^  at  its  rated  output  of  33,000  watts,  and  a 
test  shows  that  3.5;(  of  the  input  is  lost  in  mechanical  fric- 
tion. The  total  loss  in  the  machine  is  100  —  88=  ia;<,  of 
which  2.5!<  is  lost  in  friction;  the  remaining  9.6;*  loss  is  due 
to  other  causes.      The  total  input  to  the   machine,   from 
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formula  600,  is  ^^—^r— x  100  =  25,000  watts;  hence,   the 
power  lost  in  friction  is  — *         — —  =  625  watts. 


CORE  L08SBS. 

307S*  The  corr  /irss  is  the  energy  converted  into  heat 
in  the  iron  disks  of  the  armature  core  when  they  are  rotated 
in  the  magnetic  field.  A  small  portion  of  this  loss  is  due  to 
eddy  currents  generated  in  the  revolving  core  disks;  the 
larger  portion  of  the  loss  is  due  to  a  magnetic  friction  which 
occurs  whenever  the  direction  of  the  lines  of  force  is  rapidly 
changed  in  a  magnetic  substance.  When  the  magnetism  of 
an  electromagnet  is  rapidly  reversed,  that  is,  when  the 
direction  of  the  lines  of  force  is  suddenly  changed  several 
times  in  rapid  succession  by  reversing  the  direction  of  the 
magnetizing  current,  the  iron  or  steel  in  the  core  becomes 
heated,  which  necessitates  a  certain  amount  of  energy  being 
ej[pended.  This  effect  is  called  liystcresis  (pronounced 
his-ter-ee'-sis). 

3879.  The  eneixv  expended  bv  hvsteresis  is  furnished 
by  the  force  which  causes  the  change  in  the  magnetism, 
and,  in  the  case  of  an  elect romai: net  where  the  magnetism 
is  reversed  by  the  magnet:i;::g  current  being  reversed,  the 
energy  is  supp'iexi  by  the  magnet iiing  current. 

The  same  effect  :>  pr^xiuoed  when  the  iron  of  the  arma- 
ture ov^re  is  rapidly  rvna:e\i  in  the  constant  magnetic  field  of 
the  viynaniv^:  this  case  differs  frc^m  the  electromagnet  only 
in  the  favn  that  the  n:acT:et:v"  lir.es  of  fv>Tce  remain  at  rest 
ar.d  the  irv^n  core  is  maoe  tv^  rv^tate.  Since  the  core  is  ro- 
tatev!  fr.^ni  the  ar:r..i:v.re  sh.*:T.  the  ener^x  lost  in  hvsteresis 

% 

The  '.  <s  V :  er.erv:y  .:v.o  :  ^  hY>:ercs:s  depends  (1)  upon  the 
h,%r.:ncs>  .ir.v!  cr.,»',::Y  .  f  :>.o  :r.,iC"*t:c  substance  in  which 
:ho  :r.;^r.>'::v^  v^Ar.o"  t^kes  r\;v^,  -t^  uron  the  amount  of 
r.:c;ul  :::  which  the  rex-nersil  t.ixcs  jxace^  ^5)  upon  tlic  num* 
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ber  of  complete  reversals  of  magnetism  per  second,  and  (4) 
upon  the  maximum  density  of  the  lines  of  force  in  the 
metal.  Building  the  core  of  iron  disks  does  not  affect  the 
hysteretic  loss;  it  only  reduces  the  eddy  currents.  Hyster- 
etic  loss  is  greatly  reduced  by  using  soft  annealed  iron, 
which  exhibits  only  slight  traces  of  residual  magnetism; 
for  where  the  residual  magnetism  is  large,  the  loss  due 
to  hysteresis  is  large  in  proportion.  The  hysteretic  loss 
increases  in  a  certain  ratio  with  the  magnetic  density 
and  the  number  of  reversals  per  second;  hence,  these 
quantities  are  kept  within  reasonable  limits,  The  mag- 
netic density  in  the  armature  rarely  exceeds  85,000  lines 
of  force  per  square  inch;  and  the  maximum  number  of 
complete  reversals  of  magnetism  in  the  armature  core  is 
about  133  per  second.  In  bipolar  dynamos  the  number  of 
complete  reversals  of  magnetism  in  the  armature  is  equal  to 
the  number  of  revolutions  per  second  at  which  the  armature 
shaft  is  driven;  in  multipolar  machines  the  number  of  re- 
versals is  equal  to  the  number  of  revolutions  of  the  arma- 
ture shaft  multiplied  by  the  number  oi  pairs  of  poles.  For 
example,  if  the  armature  of  a  four-pole  dynamo  is  driven  at 
COO  revolutions  per  minute,  or  10  revolutions  per  second, 
the  number  of  complete  reversals  of  magnetism  in  the 
armature  core  ts  10  X  2  =  20  per  second. 

In  a  well-designed  dynamo,  the  core  loss,  including  eddy 
currents  and  hysteresis,  should  not  exceed  2^  of  its  input 

I  when  delivering  its  rated  output  from  the  brushes. 
I  FIELD  LOSSES, 

f  3680>  In  self-exciting  dynamos,  a  portion  of  the  elec- 
nical  energy  generated  in  the  armature  is  required  to  excite 
the  field-magnets.  This  energy  is  considered  as  one  of  the 
losses  of  the  dynamo,  since  it  does  not  appear  in  the  external 
circuit  and  is  entirely  dissipated  in  the  form  of  heat. 

In  a  series-connected  dynamo,  where  the  total  current 
from  the  armature  passes  through  the  magnetizing  coils, 
the  power  in  watts  is  equal  to  the  square  of  the  current, 
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multiplied  by  the  resistance  of  the  series  turns.  If,  then,  C 
is  the  total  current  from  the  armature,  r  is  the  total  resist- 
ance of  the  series  ct>ils,  and  IT  is  the  watts  lost  in  the  series 
coils,  then,  \V^=iC^r,  For  example,  suppose  that  a  series 
dynamo  generates  •2«>»  volts  between  its  terminals  when  a 
current  of  1<»  amperes  is  flowing  from  its  brushes  through 
its  series  coils  and  though  the  external  circuit.  The  total 
output  of  the  dynamo  is  then  IW  X  2«X>  =  20,000  watts. 
If  the  t<->tal  resistance  of  the  series  coils  is  .1  ohm,  then  the 
number  of  watts  ( H)  required  to  excite  the  field-magnets  is 
O  r=  1«>V  X  .1  =  100  X  IW  X  .1  =  1,<-M»  watts. 

36S1«  In  a  shunt  dynamo  which  generates  a  nearly 
constant  potential  for  limited  strengths  of  current  in  the 
armature,  the  field  coils  usually  consist  of  a  large  number  of 
turns  of  fine  wire,  offering  a  high  resistance  compared  with 
the  field  coils  of  a  series  dynamo.  The  p)ower  in  watts  IJ'  = 
C  E\  that  is,  it  is  equal  to  the  current  in  amperes  flowing 
through  the  shunt  coils  multiplied  by  the  difference  of 
potential  in  volts  between  the  terminals  of  the  shunt  coils. 
We  will  suppose,  for  example,  that  the  current  ^=2  amperes 
and  the  E.  M.  Y,  E—  110  volts;  then  »'=  2  X  110  =  220 
watts,  which  represents  the  power  required  by  the  field- 
magnets. 

Since  the  power  in  watts  can  be  expressed  in  terms  of  re- 
sistance and  electromotive  force,  or  resistance  and  strength 
of  current,  the  number  of  watts  dissipated  in  the  shunt  coil 

E^ 

may  also  be  expressed  as    jr=  dT*  ^,  or  IJ'=  —^  where  R  = 

resistance  of  shunt. 

3682.  All  other  conditions  being  similar,  the  same  num- 
ber of  watts  will  be  dissipated  in  a  shunt  field  coil  as  in  a 
series  coil,  provided  an  equal  amount  of  magnetizing  force 
is  produced  in  the  two  cases. 

3683.  In  a  compound-wound  dynamo,  the  field  loss  con- 
sists of  two  losses,  one  in  the  series  coil  and  the  other  in  the 
shunt  coil.  The  loss  in  the  series  coil  depends  upon  the 
strength  of  current  flowing  from  the  dynamo,  as  in  the  case 
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of  a  simple  series  dynamo ;  while  the  loss  in  the  shunt  coil  is 
constant,  irrespective  of  the  load  on  the  machine;  provided, 
of  course,  the  dynamo  generates  a  constant  electromotive 
force  for  all  loads.  This  can  readily  be  understood  from  the 
following  example  :  A  dynamo  is  compounded  to  generate 
220  volts  between  its  terminals  for  all  loads  up  to  its  rated 
capacity;  that  is,  when  the  current  from  the  armature  be- 
comes stronger  and  the  difference  of  potential  between  the 
terminals  tends  to  fall,  the  current  in  passing  through  the 
series  coil  strengthens  the  field-magnets  sufficiently  to  keep 
a  difference  of  exactly  220  volts  between  the  terminals  of  the 
dynamo,  Assume  the  resistance  of  the  shunt  coil  to  be  275 
ohms  and  that  of  the  series  coil  to  be  .055  ohm.  At  a  rated 
output  of  4,i00  watts,  the  current  flowing  through  the  series 

coil  and  into  the  externa!  circuit  is  ~- —  =  20  amperes  (assu- 
ming the  connections  are  made  for  a  s/iort  s/iunt).     At  all 

loads,  the  current  in  the  shunt  coil  is  C.  =  -rr=^rw^=  -8 
A'.       275 

ampere;  and  the  loss  of  power  in  the  shunt  coil  is  IK,  =  £,  X 

C.  =  220  X  .8  =  17fi  watts ;  even  when  the  external  circuit  is 

open  the  loss  in  the  shunt  coil  remains  constant,  or  17C  watts 

in  this  particular  case.      The  loss  in  the  series  coil,  however, 

varies  directly  with  the  square  of  the  current  passing  through 

it.      In  this  example,  the  loss  in  the  series  coil  is  IV  =  C  X  r 

=  20'  X  .055  =  23  watts;    at  half  load,   or  10  amperes,  the 

loss  is  IV  =  10'  X  .055  =  5.5  watts,  etc.;  at  no  load  there  is 

no  current  in  the  series  coil,  and,  consequently,  no  loss.     The 

total  field  loss  in  a    compound    dynamo  is  the  sum  of  the 

losses  in  the  series  and  shunt  coils.     For  instance,  in  this 

example,  the  total  field  loss  at  full  load  is  1!)8  watts;  at  half 

load  181.5  watts,  and  at  no  load  170  watts. 


H  ARAIATITRE  LOSSES. 

H  3684.     The  principal  armature  loss  is  that  produced  by 
"the  current  in  flowing  against  the  internal  resistance  of  the 

armature,  that  is,  the  resistance  of  the  ar m^iure  cotit/uc/ors. 

The  ^ore  [ones  previously  described  could  also  be  classed  as 


Jf.  £.    IV.— 14 
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part  of  the  armature  losses ;  but  it  is  usual  to  consider  them 
apart.  The  armature  loss  proper  is  usually  termed  the  cop- 
per or  wire  loss,  since  it  is  due  to  the  resistance  of  the  arma- 
ture conductors,  which  are  composed  of  copper  wire  or  bars. 
The  internal  resistance  of  an  armature  is  an  exceedingly 
variable  quantity,  depending  upon  the  form,  construction^ 
size,  number  of  conductors,  size  of  conductors,  etc.  In  con- 
stant-potential dynamos,  generally  speaking,  the  internal 
resistance  of  the  armature  must  necessarily  be  comparatively 
small,  since  it  determines  the  maximum  strength  of  current 
that  can  be  obtained  from  the  dynamo,  as  will  be  seen  sub- 
sequently. 

3685.  The  armature  loss  depends  upon  the  amount  of 
internal  resistance  and  upon  the  strength  of  current  flowing 
through  the  armature  conductors.  In  a  given  armature  the 
internal  resistance  remains  constant  at  equal  temperatures, 
while  the  strength  of  current  varies  with  the  load  upon  the 
dynamo  at  that  particular  moment ;  in  other  words,  this  loss 
occurs  only  when  there  is  a  current  flowing  through  the 
armature — the  stronger  the  current,  the  greater  is  the  loss, 
and  vice  versa.  In  an  armature  the  number  of  watts  lost  in 
the  armature  conductors  is  equal  to  the  square  of  the  cur- 
rent in  amperes  flowing  through  the  armature  multiplied  by 
the  internal  resistance  in  ohms  of  the  armature,  from  the 
positive  to  the  negative  brush. 


BDDY-CURRENT    LOSSBS. 

3686*  Aside  from  the  four  principal  losses  mentioned, 
other  small  losses  occur  in  some  machines  when  the  arma- 
ture is  revolving.  If  large  conductors  are  used  in  the  wind- 
ing of  the  armatures,  a  difference  of  potential  is  sometimes 
generated  between  the  edges  of  the  conductor  in  such  a  man- 
ner as  to  give  rise  to  small  eddy,  or  local,  currents  in  the 
conductors  themselves,  but  the  currents  do  not  appear  in  the 
external  circuit  and  are  useless.  In  some  cases  these  local 
currents  dissipate  considerable  energy  and  heat  the  arma- 
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ture  badly  when  the  machine  is  not  loaded;  but  in  a  well- 
designed  dynamo  they  are  too  small  to  be  considered. 

3687.  In  a  slotted  armature  the  projecting  teeth  have 
a  tendency  to  disturb  the  position  of  the  lines  of  force 
where  they  enter  and  leave  the  polar  faces,  as  we  have 
already  seen.  As  in  the  previous  case,  a  well-designed  dy- 
namo will  show  but  few  traces  of  these  eddy,  or  Foucault  cur- 
rents, as  they  are  called  in  honor  of  the  man  who  first  rec- 
ognized their  existence.  Other  local  currents  may  occur  in 
various  parts  of  some  dynamos  on  account  of  bad  design,  but 
it  is  only  necessary  here  to  treat  specifically  upon  such  losses 
as  are  common  to  all  dynamos  and  impossible  to  eliminate. 

3688.  From  the  previous  articles,  the  following  sum- 
mary will  be  a  help  to  establish  the  rules  of  efficiency  and 
losses  : 

Input  =  the  power  driving  the  dynamo,  which  is  derived 
from  some  outside  agency. 

Output  =  input  minus  the  total  losses. 

Total  losses  =  the  sum  of  the  friction,  core,  field,  arma- 
ture, and  other  losses. 

^  ^^   .  input  minus  total  losses       ^^^ 

Per  cent,  efficiency  =  —^ ; X  100. 

mput  ' 

or  en^PHi  X 100. 

mput 

w^  ^    -         .     ^  .     .  friction  losses       ,^^ 

Per  cent,  loss  In  friction  = ; X  100. 

mput 

w^              ^   *         .                    core  losses      ^^^ 
Per  cent,  loss  In  core  =  — ; X  100. 

mput 

field  losses 
Per  cent,  loss  in  field  =  — -. X  100. 

mput 

_.  ^    .         .  .  armature  losses      ^^^ 

Per  cent,  loss  in  armature  = : X  100. 

input 
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MECHAMCAK  CONSTRUCTION. 

MAGNETIC    CIRCUITS. 
3«8tt.     In   our    calculations   for   finding    the    required 
iinin:rc-turns  for  a  dynamo,  we  have  considered  in  detail  the 

^-  -— —  different  parts  of  the  magnetic  cir- 

Jf^ '\\        cuit.     In  a  bipolar   dynamo  of  the 

/'nBErV'T ISSS  type  we  have  considered  there  is  but 
one  such  circuit.  Although  this  sub- 
ject has  been  referred  to  in  the  sec- 
tion on  Applied  Electricity,  it  may 
■  be  well  to  repeat  a  few  of  the  impor- 
tant remarks  there  made  respecting 
the  number  of  circuits  in  different 
styles  of  field  frames. 

CIAIMK  The  single-circuit  salient-pole  type  shown  in  Fig. 
HKi'J  has  one  magnetizing  coil  W  which  drives  the  lines  of 
fi.ni:  t  hrouKh  the  circuit  M  and  the  armature  A.  If,  now, 
wr  divide  the  field  frame  into  two  portions,  each  of  one-half 
tlic  rrosN-seclionof  the  frame  in  Fig.  1363,  we  shall  have  two 
( iniiitH,  in  each  of  which  the  density  will  be  the  same  as  in 
I'lK.  \'M\-i..  The  appearance  of  the  frame  will  be  as  drawn 
iti  I'ig.  \'M\;\,  where  the  two 
( \ti\\W*  M,  il/'take  the  place 
>A  tin;  Kirigle  circuit  of  Fig. 

Ili'-.i.     Suppose  Fig.  13«2  re- 
([iiiri'i    ii    fiitld    winding    of 

I'l/Mrfi  iiinpcre  turns;  it  is  all 

in  '.tie  criil,  and  the  difference 

'■(  |»<i''iitial  across  its  termi- 

t.  .I-,  i.;  M.;.i  <.f  the  armature,  Fio-im 

./  I.«i  v'llis.     Now,  in  Fig.  i;iC3  each  of  the  coils  If,  W 

M'(i.i('.;  l(),(Krti  ami>ere-turns  (approximately),  because  the 

;i.  p,.-.ih'  -:  ;irc,  I  hi-,  same,  also  the  lengths,  except  the  length  of 

.'   I' ,   •■l.ii  1i  i'l  a  trifle  less.     But  two  circles  whose  areas  are 

■  '1.1  li,iv<-  rirruinfcrcnccs  of  a  ratio  1  to  .707,  so  that  the 

■  ■  .;  1'  i>Hil.'.(  win:  for  the  double  circuit  will  be  about  1.414 
r..f.'.4  n..)l   icipiired  for  a  single  circuit.     The  size  of  wire 
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Lay  be  found  by  applying  formula  S92.  If  only  one  mag- 
Wtic  circuit  JS  considered,  it  will  be  necessary  to  take  60 
s  the  E.  M,  F.  across  its  terminals,  because  the  two 
»iis  are  to  be  connected  in  series. 


3691.     In  the  four-pole  dynamo  of  Fig.  1364  (a),  there 
e  four  paths  along  which  the  lines  of  force  flow;  but  the 


Iiagnetic  circuits  to  be  considered  in  determining  the  ampere- 
urns  are  only  two.  Another  disposition  of  the  field  frame 
and  yokes,  as  at  {i),  does  not  change  the  number  of  circuits 
through  the  armature,  or  the  distribution  of  the  lines  of 
force ;  yet  in  this  case  there  are  evidently  only  two  magnetic 
circuits  for  which  the  ampere-turns  are  to  be  calculated.  If, 
therefore,  we  determine  the  densities  in  the  different  mate- 
rials forming  the  path  a  be  de,  we  may  calculate  the  ampere- 
turns  required  for  the  length  of  that  composite  path  or  cir- 
cuit, and  double  this  number  of  ampere-turns  will  be  required 

for  the  whole  machine,  or  one-half  this  number  will  be  placed 

;ach  of  the  four  coils.  In  like  manner,  a  six-pole  dynamo 
may  he  considered  as  having  three  magnetic  circuits,  or  as 
tequiring  for  the  whole  machine  three  times  the  number  of 
npere-turns  calculated  for  a  single  complete  magnetic  cir- 
n  eight-pole  dynamo  will  have  four  magnetic  circuits, 
nd  so  on. 


[  3092*    It  is  possible  to  construct  a  bipolar  dynamo  for 

output,  but  this  form  is  not  advisable  for  machines  of 

lore  than  about  15  or  20  horsepower,  as  they  become  too 
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heavy.  There  is  a  saving  in  iron  by  subdividing  the  circuits, 
and  we  have  already  jx>inted  out  how  the  volume  of  current 
may  be  increased  by  the  multipolar  construction.  In  small 
machines,  the  extra  expense  of  multipolar  fields  is  not  war- 
ranted, as  the  labor  bears  a  much  greater  proportion  to  the 
weight  than  is  the  case  with  large  machines. 


3693.     The  leakage  factor  which  determines  the  size  of 
the  magnet  core  is  not  always  to  be  taken  as  1.25,  as  in 

the  foregoing  calcula- 
tions. In  those  machines 
having  the  yokes  lying 
close  to  the  pole-pieces, 
as,  for  example,  that 
shown  in  Fig.  1365,  there 
may  be  considerable  leak- 
age across  from  the  pole 
tips,  along  the  circuits 
Fig.  188B.  indicated  by  the   dotted 

lines.  A  factor  of  1.5  may  then  be  necessary,  or  even  a 
higher  figure.  Leakage  is  increased  by  proximity  of  iron  or 
steel  masses,  such  as  bearings  and  their  pedestals;  hence, 
they  should  be  placed  as  far  away  from  the  pole-pieces  as  is 
convenient,  or  if  they  are  necessarily  close,  the  castings 
should  be  of  non-magnetic  metals.  With  a  high  degree  of 
saturation  in  the  armature,  leakage  is  increased.  Some  loss 
in  magnetizing  force  due  to  leakage  is  unavoidable,  but  even 
a  comparatively  large  leakage  represents  but  a  small  per 
cent,  of  the  cutput  of  the  machine,  so  that  the  loss  in  this 
regard  is  not  excessive. 


ARMATURE  CORES. 

3694.  The  ratio  of  the  diameter  of  an  armature  to  its 
length  is  usually  readily  determined  by  the  peripheral  speed 
at  which  it  is  desired  to  run  and  by  the  density  of  lines  of 
force  in  the  armature  core.     For  purposes  of  comparison,  it 
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lay,  however,  be  stated  that  a  proportion  of  about  1^  or  3 
So  1  for  diameter  to  length  will  be  found  suitable  for  dyna- 
s  of  about  5  horsepower  and  under,  while  the  proportion- 
ate length  of  armature  may  be  somewhat  less  for  machines 
of  about  100  horsepower,  four-pole  construction.  Direct- 
connected  dynamos  are  usually  of  large  diameter  and  nar- 
row across  the  armature,  in  order  to  economize  space.  In 
this  type,  the  diameter  may  be  three  or  four  times  the 
length  of  armature,  and  the  peripheral  speed  is  usually 
between  2.000  and  3,000  feet  per  minute,  as  in  the  smaller 
belt-driven  machines. 

ARMATCRE  DISKS. 

3695.  Armature  disks  may  be  either  plain  or  slotted. 
The  disk  is  punched  out  of  the  sheet,  and  a  hole  for  the 
shaft,  or  the  spider,  is  usually  made  by  a  second  operation, 
a  keyway  being  also  cut  out  at  the  same  time.  When  a 
slotted  armature  is  required,  the  disk  is  then  placed  under  a 
punching-press  with  a  revolving  table  for  the  disk,  which  is 
automatically  moved  a  certain  distance  between  each  stroke. 

,  36t)6<     Some  forms  of  armature  slots  are  shown  in  Fig. 
The  plain  slot  is  at  (a),  and  a  disk  with  round  holes 


(a^  fW  CeJ 

wjim 


t  contain  the  conductors  is  at  (d).  Form  {c)  is  a  simple 
idiiication  of  (a),  and  is  used  for  small  ring-wound  arma- 
Form  (i/)  is  a  compromise  between  (a)  and  (d).  The 
conductors  are  held  securely  by  means  of  a  hardwood  strip, 
which  is  driven  in  above  them  and  is  held  by  the  projecting 
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edj^es  of  the  teeth.  The  cutting  away  of  the  connecting 
bridge  has  the  effect  of  lessening  the  self-induction  of  the 
coil,  which  is  rather  large  when  the  pierced  disk  {6)  is  used. 
The  form  shown  at  d)  is  that  which  was  mentioned  in  con- 
nection with  the  dvnamo  for  which  calculations  were  made. 

3CJ07.  Disks  are  made  of  one  piece  up  to  a  diameter  of 
25  or  150  inches,  or  whatever  width  of  sheet  may  be  obtain- 
able. When  the  diameter  is  so  great,  it  is  of  course  neces- 
sary to  cut  another  circular  piece  from  the  center,  forming 
the  disk  for  another  and  smaller  machine.  The  thickness  of 
the  disk  is  usually  about  .022  inch,  and  the  material  should 
be  the  best  s^^ft  charcoal  iron,  specially  manufactured  for  the 
purpose.  The  outer  disks  being  usually  unsupported  at  the 
outer  edge,  thicker  sheets  should  be  used,  about  r^  inch 
thick.  Three  of  these  at  each  end  will  be  enough  to  hold 
up  the  teeth  and  prevent  them  from  spreading. 


ARMATURB    8PIDBR8. 

3698«  Fig.  13G7  shows  the  method  of  mounting  the 
disks  for  a  ring  armature  of  about  12  inches  diameter.  The 
inside  diameter  of  the  disks  being  perhaps  7  inches,  they 


Fig.  larr. 

are  threaded  over  two  npider^  s,  s'  having  each  four  arms. 
Kae))  spider  has  a  ring  r  r  at  the  back,  which  is  faced  up  in 
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f  the  lathe,  and  the  edges  of  the  arms  are  also  turned  true,  so 
I  that  the  disks  wiil  slide  over  them  and  fit  accurately.     A 
f  small  key  k  runs  the  full  width  of  the  armature,  in  a  key- 
way  cut  in  corresponding  arms  of  both  spiders,  and  a  similar 
I  keyway  in  the  disks  enables  them  to  be  securely  held  in  the 
proper  position,  so  that  they  will  not  shift  when  the  machine 
I  is  working.     The  spider  arm  is  only  about  -^  inch  wide  at 
I  the  part  where  this  key  is  fitted,  in  order  to  allow  space  for 
f  the  winding;  therefore  the  key  is  made  about  ^  inch  wide, 
but  the  thickness  is  about  double,  measiired  radially.     At 
I  the  point  where  the  arms  join  the  hub,  they  should  widen, 
\  in  order  to  give  strength  to  resist  the  twisting  action  com- 
I  municated  through  the  shaft.     It  will  be  noticed  that  the 
I  arms  are  continued  outwards  in  the  form  of  wings;  these 
I  are  intended  to  give  strength  to  the  rings  r,  r',  that  they 
j'  may  hold  up  the  disks  tightly  without  bending  at  the  outer 
edge.     The  wings  should  not  project  beyond  the  line  of  the 
winding,  in  a  horizontal  direction.     The  arms  are  shown  in 
the  end  elevation  as  being  spaced  equally,  and  for  conve- 
nience in  making  shop  drawings  they  may  be  so  put  in;  but 
it  is  important  to  remember  that  the  arms  must  be  exactly 
I  opposite  teeth.     If,  then,  an  armature  has,  for  example,  57 
I  teeth,  the  pattern  must  be  so  constructed  that  the  arms  are 
I  opposite  1, 15,  29,  and  43. 

3699*     It  is  always  necessary  to  carefully  check   the 
winding  volume  on  the  inside  of  the  core,  to  see  that  there 
Eiis  room  between  the  arms  of  the  spider  for  the  armature 
Iwires.     It  should  be  remembered  that  space  is  required  for 
Pinsulation  between  the  winding  and  the  core  and  between 
I  the  winding  and  the  arms.     A  sixteenth  of  an  inch  of  mica 
Lftnd  calico,  or  micanite  and  calico,  will  usually  suffice.    This 
'  must  be  very  carefully  put  on  and  shellaced.     When  com- 
puting the  number  of  turns  which  will  lie  on  the  inside, 
sufficient  clearance  must  be  allowed  for  winding  and  manipu- 
lation, so  that  the  actual  net  volume  can  not  be  counted  on, 

3700.     In  order  that  the  disks  may  be  readily  slipped 
over  the  spiders,  which  is  done  before  they  are  put  together, 
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each  spider  is  provided  with  two  lengths  of  arm.  Opposite 
arms  are  of  the  same  length,  as  seen  in  full  lines  in  the  cross- 
sectional  view  of  Fig.  13G7;  but  two  are  shorter  than  the 
other  two,  as  is  indicated  by  the  dotted  lines  at  a.  Each 
spider  may  thus  have  a  number  of  disks  laid  over  it,  up  to 
the  full  extent  of  the  longer  arms,  and  the  two  spiders  are 
then  pressed  together  with  clamps.  It  is  better  to  leave  a 
small  clearance  space  between  the  ends  of  opposite  arms, 
and  allow  the  hubs  to  meet  on  the  shaft.  The  small  key  k 
should  be  shorter  than  the  width  occupied  by  the  disks  by  a 
little  less  than  the  thickness  of  one  of  the  end  disks.  After 
the  disks  are  all  in  place,  the  spiders  containing  them  are 
pressed  on  the  shaft,  and  the  nut  ;/  is  screwed  up  to  hold 
them,  instead  of  the  clamps,  these  being  then  removed.  A 
set-screw  /  should  be  used  to  prevent  the  nut  from  loosening. 

3701.  For  the  purpose  of  reducing  magnetic  leakage, 
the  spider  is  nearly  always  made  of  bronze  for  small 
machines.  A  key  k'  is  fitted  in  the  shaft  for  driving;  suit- 
able sizes  for  keys  will  be  given  when  we  take  up  the  design 
of  shafts.  For  large  armatures,  bronze  would  be  too  expen- 
sive, and  cast  iron  may  be  used.  In  such  cases,  however, 
the  arms  should  connect  between  poles  of  the  same  sign,  so 
that  lines  of  force  will  not  leak  across,  as  would  occur  if  the 
arms  were  opposite  N"  and  S  poles  at  one  time. 

3702.  It  is  only  in  small  machines  that  it  is  advisable 
to  use  a  nut  on  the  shaft  for  holding  the  spiders  in  place  and 
clamping  the  disks.  When  the  diameter  of  the  armature  is 
large,  this  method  of  construction  should  give  place  to  a 
more  secure  means  of  fastening.  In  Fig.  1368  is  shown  a 
design  in  which  bolts  are  used  to  draw  up  the  disks  to  a 
solid  body.  In  other  respects  the  manner  of  assembling  is 
the  same  as  in  Fig.  1307.  The  spiders  are  cast  with  thick- 
ened arms  at  the  part  a  where  the  bolts  are  intended  to  pass, 
and  holes  are  drilled  through,  into  which  the  bolts  are  fitted. 
It  is  cheaper  to  use  through  bolts,  as  shown  in  the  figure, 
than  to  put  in  cap-screws,  which  would  require  that  one  of 
the  holes  be  drilled  smaller  and  tapped.     The  arms  should 
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'  be  faced  at  those  parts  where  the  head  of  the  bolt  and  the 
nut  are  to  bear.  The  washer  under  the  nut  is  a  lock 
washer,  split  and  bent  in  such  a  way  as  to  prevent  the  nut 
from    loosening  after  it  is  once   tightened    up.       The    bolt 

■  itself  must  then  also  be  held  from  turning,  which  may  be 


L  accomplished  by  using  a  square-headed  bolt  and  so  shaping 
1  the  spider  arm  at  b  as  to  almost  touch  the  flat  side  of  the 
bolt-head. 

3703>  In  order  to  prevent,  as  far  as  possible,  the  gen- 
l  eratiun  of  eddy  currents  in  the  spider  rings,  these  may  be 
cut  away  on  the  inner  side,  as  at  r,  without  thereby  sacrifi- 
cing any  necessary  strength.  A  central  rib  d  may  be  left,  if 
the  ring  is  so  large  as  to  be  likely  to  bend  between  the 
supporting  arms. 

I  3704<  A  method  of  strengthening  the  spider  rings 
Pwhen  used  in  connection  with  drum  winding  is  shown  in 
Fig.  1369,  which  represents  a  complete  armature  for  a  direct- 
connected  machine.  This  consists  in  the  addition  of  a  flange 
b,  following  the  curve  of  the  spider  arm  c,  and  continued 
around  the  full  circle.  On  the  other  side  is  a  separate  ring 
,  held  in  place  by  tap-bolts  (/ at  each  arm.  The  armature 
I  winding  //  is  drawn  in,  to  show  the  space  occupied  by  it,  and 
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not  the  exact  shape  of  one  coil,  for  the  coils  are  bent  around 
through  an  angle  o£  60°  to  enter  the  fields  of  two  pole-pieces 
simultaneously.  Two  iron  flanges  f,  f  are  used  lo  press  in 
the  inner  portions  of  the  coils  and  hold  them  in  position.  At 
the  end  of  one  of  the  arms  a,  a  groove  is  milled,  into  which 
fits  a  corresponding  tongue  on  each  disk,  thereby  dispensing 
rith  the  use  of  a  key.  The  resulting  notch  in  the  central 
itamplng  cut  from  this  disk  is  cut  out  again  when  the  slots 
»re  punched  for  a  smaller  armature,  so  that  the  disk  is  not 
Spoiled. 

ARMATCRB  CONDUCTORS. 

3705.     When  armatures  are  of  such  a  diameter  that  the 

sks  can  not  be  made  in  one  piece,  some  method  of  building 

up  the  core  must    be  devised.      The  iron  sheets  may  form 

segments  of  a  ring,  with  holes  very  close  to  the  inside  edge, 

shown  in  Fig.  1370,  through  which  insulated  steel  pins 


.re  passed.  Each  sheet  has  two  such  holes,  «,  b.  Fig.  1^70, 
■o  spaced  that  adjoining  layers  of  disks  may  overlap  at  the 
joints.  Another  plan  is  to  make  dovetailed  notches  in  the 
lower  edges  and  to  use  steel  keys  of  the  same  shape,  which 
fit  into  these  notches  and  are  held  at  the  outer  ends  in  the 
Bpider  rings, 

3706>  The  insulation  of  the  armature  conductors  must 
very  thoroughly  carried  out.  The  slots  should  have  a 
lining  of  mica  and  calico,  with  an  aggregate  thickness  of 
about  .035  inch  each  side.  Micanite  may  be  substituted, 
this  material  being  usually  reliable. 


% 
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«k.i     ,^     ...     •..■'>«t.  ■' 't    "?.'    .,   jt^.-t-     — 't    l_"rl-*t-.-    Z.  IS  :-i;«^    in. 

Tr.i.s  .-.  i  -r^.;-.:  r.    :  i  tv  -Ij.  -^r  Trir.-f-r.-^:  ihere- 
:  r-*,  1-1  rx^l^i-.-ri  ir.  Art.  3154,  the  :t>  on- 

'--'^--^.-s  ^^  .  r:    -rr.TF-^-r—   — r: rr  . -..   C.L-crence 

o:  pot'tr.tii.  .:  :-*  CTr-im  i- :  ziusi  be  we*l 
iri-^.-'/.^l^d  :T;rr.  es.:ii  ■:th'!rr.  I"  the  sectional 
vl^w  shjirr..  the  :■  niuiror^  are  >eDara:ed  bv  a 
^:  strip  ''>:  i-:-:- h  vul.ar.Lze^i  f/:er/"  The  hard - 
▼'^yyl  ?itr::>  li'  s^r^ur*^  the  ccnd_::t'  rs  in  ilaoe:  usual! v  this  is 
in  two  pieces,  each  of  ^^ne-ha'.f  the  ler.jTth  •  :  the  armature,  and 
they  are  presfied  in  from  each  end,  meetir-^  in  the  middle. 

3707*  The  use  of  end  connectors  has  already-  been  ex- 
plained in  Art.  3152«  The  end  cnncct'-rs  need  n«»t  have 
the  same  sectional  area  as  the  conductors,  as  thev  are  ex- 
p^/fted  to  the  air.  We  may  allow  6*X»  or  7«»».»  circular  mils 
jKrr  amjxjre,  which  would  give  us  for  the  conductor  shown 
in  Fi^.  13T1  a  width  of  ^  inch  and  a  thickness  of,  say,  -^\ 
inch.  With  an  armature  of  10  or  20  inches  diameter,  these 
dimensions  would  be  alx>ut  correct,  allowing  for  a  four-pK)le 
magnet  frame.  As  already  stated,  the  end  connectors 
should  be  laid  out  on  the  drawing-board,  and  the  most  suit- 
able curve  found  for  the  spiral.  This  must  be  such  that  the 
space  lK;tw<!en  succeeding  spirals  is  as  regular  as  possible; 
but  it  should  not  be  necessary  to  construct  the  spiral  of 
mon;  than  three  or  four  curves.  The  copper  strip,  about 
1  ,'|  inches  wide,  has  a  ,\-inch  cut  carried  down  from  one  end 
to  withirj,  say,  g  inch  of  the  other  end,  and  the  two  ribbons  so 
formed  an!  bent  on  a  form  to  such  curves  that,  on  springing 
loose,  th<!y  will  have  the  shape  intended  and  laid  out  on  the 
drawing. 

3708.  There  is  a  choice  of  two  methods  of  securing  the 
end  conncclor  to  the  bar.  One  side  of  the  bar  may  be 
niilird  olT,  as  at  (^/),  Fig.  l'JT2,  or  the  bar  may  be  cut 
throtij^h,  as  at  (/'),  and  lh(!  connector  inserted.  The  con- 
nectors are  held  by  rivets,  and  the  joint  should  also  be  care- 
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fully  soldered,  in  order  to  reduce  the  armature  resistance  as 
much  as  possible.     Of  the  two  methods,  the  first  is  easier  to 


Pig.  1BJ2. 

manipulate,  but  the  second   may  form  a  more  rigid  con- 
nection. 

Fig.  1373  shows  how  the  connections  are  drawn  in  for  a 
bar-wound  armature.     The  conductor  bars  are^,  d,  the  end 


•~i 


6  P"^  \ 

t1  \ 


connector  is  c,  and  the  commutator  connection  is  /;  a  com- 
mutator segment  is  shown  at  s.  The  connector  is  not  ac- 
tually put  in  as  drawn,  but  one  end,  in  the  case  of  a  four- 
pole  machine,  is  carried  around  to  a  conductor  situated 
90  degrees  beyond.  The  shape  of  this  connector  is  a  double 
spiral,  as  has  already  been  pointed  out. 

3709.  Since  the  commutator  is  a  rigid  body,  and  the 
bars  d  are  also  firmly  held,  it  is  not  an  easy  matter  to  make 
the  connections  with  the  strips  /  if  they  also  are  rigid.  It 
is  therefore  better  to  make  these  pieces  of  a  number  of  thin 
strips  of  copper  and  to  corrugate  them  slightly,  in  order  that 
they  may  make  a  flexible  connection.  They  are  soldered 
and  riveted  on  the  commutator  segments  before  assembling 
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the  commutator,  and  are  made  fast  to  the  projecting  arma- 
ture conductors  after  the  commutator  is  placed  ia  position 
on  the  shaft. 

3710.  An  armature  designed  for  a  high  E,  M,  F.  has 
generally  several  turns  per  coil.  It  has  been  shown  that 
these  coils,  as  far  as  the  inactive  portion  is  concerned,  are 
bent  round  in  the  same  way  as  the  end  connectors  just  men- 
tioned. The  ends  of  the  wire  are  then  secured  to  the  ccm- 
mutator  segments  by  means  of  screws,  or  are  soldered,  as 
will  be  explained  later, 

37 11.  A  peculiar  form  of  winding  has  been  introduced, 
in  which  the  end  connectors  are  carried  out  in  line  with  the 
winding  surface  of  the  armature,  thereby  giving  the  arma- 
ture a  much  greater  length.  Itspeculiar  shape  has  suggested 
the  name  of  barrel  winding.  A  strong  claim  made  for 
this  winding  is  that  its  connectors  are  more  thoroughly 
exposed  to  the  cooling  action  of  the  air,  so  that  the  arma- 
ture will  stand  a  greater  load  per  pound  of  weight  than  can 
otherwise  be  secured. 

ARMATURE  VENTILATION. 

3712.  Ventilation  of  the  armature  should  be  promoted 
as  far  as  possible.  On  this  account  it  is  inadvisable  to  cover 
—  ■  I  I- 1  .— — .  .^  up  an  armature  with  a  canvas 
— *'        ''        *'       '^ '*—    heading,  except   when   the  ma- 

~-^jr^     chine   is   likely  to   give   trouble 

il       Ij       i;       //  from  Sparking  before  it  will  heat 

li       //  excessively.     The  utility  of  the 

ij      h  canvas  covering  is  that  it  pre- 

]•      ji  vents  the  entrance  of  copper  dust 

Ij     //  from  the  commutator,  or  carbon 

L     jl  dust  from  the  brushes,  and  on 

/.'  this    account    it    is   to   be    rec- 

V'  Ij         Ij  ommended.     This     covering     is 

\l         l|        jl  stretched  tightly  across  from  the 

_ij- — ^ — -^  edge  of  the  armature  core  to  the 

Pig.  1374.  commutator  ears,  and  is  bound 

down  closely  at  each  of  these  places- 


^  11 
\  'J 


I 
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Some  method  of  internal  ventilation  is  necessary  for  slot- 
ted arm;itures  that  have  a  very  high  carrying  capacity.  One 
means  of  accomplishing  this  is  to  put  in  one  or  more  brass 
castings  of  disk  form  at  a  little  distance  apart  along  the 
armature  core.  These  disks  may  have  radial  ribs  which 
w  of  a  clear  space  through  the  core,  through  which  air 
is  forced  by  centrifugal  action  when  the  armature  is  turning. 
The  space  occupied  by  these  ventilators  is  as  little  as  possi- 
ble, consistent  with  the  accomplishment  of  their  purpose, 
and  they  are  about  ^  inch  wide.  Fig.  1374  shows  the  general 
appearance  of  an  armature  ventilator,  but  there  are  many 
different  forms. 

BINDING    WIUES. 

3713.  After  the  winding  is  in  place,  it  must  be  secured 
'ith  bands  of  wire.  The  materia!  used  is  steel,  hard  brass, 
or  phosphor-bronze,  varying  in  thickness  from  No.  18  to  21  or 
82.  This  is  wound  on  at  intervals  of  four  or  five  inches  along 
the  armature,  each  winding  being  about  half  an  inch  wide. 
The  turns  are  secured  against  working  loose  by  soldering 
together,  and  small  strips  of  tinned  brass  are  sometimes 
introduced  beneath  the  turns  and  their  ends  bent  over  and 
soldered  to  prevent  the  wires  from  spreading. 


THE  COMMUTATOR. 
3714.  The  commutator  is  a  most  delicate  part  of  a 
dynamo,  requiring,  as  it  does,  to  be  built  up  in  a  solid  man- 
ner when  part  of  the  material  used  is  ill  fitted  for  the  pur- 
pose. A  commutator  for  a  small  dynamo  is  shown  in  crnss- 
■ection  in  Fig.  1375,  an  end  view  also  being  given.  The 
main  casting  is  the  shell  a,  which  at  one  end  supports  the 
segments  f;  at  the  other  end  a  thread  is  cut,  upon  which 
the  nut  »  screws.  A  wedge-shaped  piece  i  is  the  rlns, 
which  fits  into  the  segments  in  the  same  manner  as  the  shelj 
Bt  the  other  end.  The  prolongation  iif  the  segment  at  the 
back  end  is  called  the  ear  or  the  lug.  Its  purpose  is  to 
afford  a  means  of  securing  the  leads  from  the  armature. 


i 
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The  segment  at  the  level  of  the  brush  surface  is  not,  as  a 
rule,  sufficiently  wide  to  accommodate  the  screws  which  are 
used  to  tighten  the  leads,  and  the  diameter  must  therefore 
be  increased  by  means  of  the  lugs.  The  lug  at  the  |>oint  e 
is  only  of  sufficient  width  to  give  the  necessary  rigidity  to 


S^ja^:^^'^, 


n 


FlO.  1875. 


this  part,  but  at  the  upper  end  it  must  be  expanded  in  the 
direction  of  the  shaft,  in  order  to  allow  room  for  the  two 
headless  screws  and  for  the  recess  r.  This  is  used  for  bind- 
ing on  the  calico  which  is  used  to  protect  the  winding,  as 
previously  described. 

COMMUTATOR    SEGMENTS. 

3715.  The  segment  is  of  hard  copper.  Plenty  of 
metal  should  be  allowed  for  turning  down  the  commutator 
on  the  surface  covered  by  the  brushes.  The  bars  are  made 
to  order,  generally,  but  some  standard  sizes  are  carried  in 
stork  by  large  dealers.  If  bars  are  required  for  a  commutator 
which  is  to  be  (5  inches  in  diameter  at  the  brush  surface,  and 
tho  insulation  between  bars  is  .035  inch,  then  it  is  best  to 
allow  in  the  estimate  of  size  for  a  diameter  of  about  6^ 
inches.  Supjmso  there  are  to  be  GO  segments.  The  cir- 
cumference of  a  circle  (J 4  inches  in  diameter  is  10.242  inches. 

This  allows   for  each   segment 


GO 


-.035  =  .286    inch 


DYNAMO-ELECTRIC  MACHINE  DESIGN.   24S3 

of  width.     If  we  allow  for  a  depth  of  1^  inches  below  the 
finished  surface,  tlje  thickness  of  the  segment  at  its  lower 


width  of  the  lug  for  the  armature  leads  is  .35  inch,  the 


diameter  at  this  point  will  be 


(.35  + -035)  X  60 
3.14 


7|  inches. 


The  segments  are  finished  so  carefully  by  a  reliable  man- 
ufacturer that  they  need  no  machining,  except  after  they 
are  set  up  with  the  insulation  between,  when  the  exposed 
portion  is  turned  all  over, 

3716.  The  slots  in  the  lugs  for  the  armature  leads 
should  be  made  just  wide  enough  and  deep  enough  to 
accommodate  the  wires;  but  there  must  be  enough  material 
left  for  the  screws  to  be  securely  held,  and  they  must  not 
penetrate  the  side  of  the  lug  so  as  to  reach  the  insulation. 
The  shell,  ring,  and  nut  are  made  of  bronze. 

3717.  In  the  design  shown  in  Fig.  1375,  the  angle  of 
the  head  and  ring  where  they  close  in  upon  the  segments  is 


^ 


:i 


I 


7o°.  This  angle  has  been  found  in  practice  to  give  good 
results;  but  there  are  many  other  designs  of  commutator  in 
which  some  different  angle  is  used,  as,  for  example,  that 
shown  in  Fig.  I3TG.  Here,  only  a  single  bevel  is  employed, 
which  construction  effects  a  possible  saving  in  the  machine- 
shop,  although  it  is  more  or  less  a  question  of  personal  fancy 
vbetber  the  single  or  the  double  bevel  is  used. 


A 
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COMMUTATOR  SHBLL. 

3718.  To  return  to  Fig.  1375:  The  segments  maybe 
cut  out  at  the  corners  at  r,  d^  to  prevent  the  head  of  the 
shell  or  the  ring  from  coming  in  contact  with  the  segments 
by  reason  of  the  insulation  being  pressed  aside.  On  this 
account,  also,  it  is  well  to  allow  the  insulation  to  project 
into  this  corner,  as  drawn.  It  will  be  noticed  that  the  insu- 
lation is  made  to  extend  beyond  the  segments  at/*,  y,  also 
at  ,1,'*,  beyond  where  the  head  of  the  shell  touches  it.  The 
reason  is  that  this  method  of  construction  allows  of  higher 
insulation  resistance  being  obtained,  by  providing  a  larger 
surface  of  insulating  material  between  the  segments  and  the 
body  of  the  commutator.  It  will  be  seen  that  considerable 
clearance  is  allowed  between  the  shell  at  a  and  the  seg- 
ments; this  space  should  not  be  less  than  ^  inch,  and  may 
be  \  inch,  or  more.  Any  unevenness  in  the  setting  of  the 
segments  will,  then,  not  cause  them  to  approach  too  nearly 
to  the  shell. 

3719.  It  is  most  important  that  the  shell  at  //  be  strong 
enough  to  withstand  firmly  the  severe  pressure  which  is 
brought  to  bear  on  it  when  the  commutator  is  tightened  up; 
for  if  the  head  should  spring  back,  the  segments  are  no 
longer  held  along  the  whole  width  of  the  bevel,  and  the  in- 
sulation is  liable  to  be  crushed  at  those  points  where  the 
pressure  becomes  concentrated.  It  is  unnecessary  that 
the  shell  should  bear  on  the  shaft  throughout  its  whole 
length,  and  to  save  boring  it  should  be  cored  out  as  shown, 
leaving  about  an  inch  at  each  end  for  support.  It  is  not 
well  to  trust  to  the  commutator  holding  in  place  on  the 
shaft  by  making  a  close  fit,  for  it  is  quite  likely  to  work 
loose,  and  would  drag  at  the  armature  connections.  A 
small  key  k  should  therefore  be  set  into  the  shaft,  and  may 
be  held  in  place  by  means  c^f  a  flat-headed  machine-screw. 

3720.  The  nut  ;/  may  be  hexagonal  or  may  be  round 
and  provided  with  holes  for  a. spanner.  It  may  be  advisable 
in  some  cases  to  add  a  second  nut.     The  set-screw  should 
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^^kot  press  directly  on  the  thread,  as  this  will  injure  it.  but  a 
^Kbrass  plug  should  be  interposed  between  them. 

^M  3721.  The  insulation  maybe  mica  or  roicanite.  The 
^Blatter  is  very  useful  and  wel!  adapted  for  commutators. 
^HFor  use  in  the  bevels,  the  thickness  should  be  about -jij- inch, 
^Band  the  shape  of  each  ring,  at  top  and  bottom,  should  be 
^■carefully  ascertained  by  laying  out  on  the  drawing-board. 
^BThc  insulation  between  the  bars  should  be  about  .03a  inch 
^BtO  .04  inch  and  should  completely  fill  the  space  between 
^Beegments. 

^H  LABGB  COMMUTATORS. 

^H     3722<     Commutators  for^  large  machines,  especially  of 

^Htfae  direct-connected   type,  require   to   be   mounted   on  a 

^Bcpider,  somewhat  after  the  manner  of  an  armature.    Acom- 

^■tDutator  of  this  type  is  drawn  in  Fig.  1377.     A  cast-iron 

^Htpider  a  also  forms  the  shell  and  extends  round  to  one  side 

^Bof  the  segments.     The  ring  d  is  turned  to  fit  over  the  shell, 

^B^nd  is  drawn  up  into  place  by  means  of  the  tap-bolts  shown. 

^B  Lock  washers  are  used,  as  previously  described,  in  order  to 

prevent  the  bolts  from  working  loose.     The  bolts  may  be 

placed  on  the  outside  of  the  commutator  or  on  the  inside. 

The  advantage  of  having  them   outside  is   that  they  are 

^Lmore  accessible;  but  when  they  are  placed  on  the   inside 

^Bthey  effect  a  saving  of  space,  as  will  be  seen  by  the  figure, 

^H  Rnd    this   is  a  very  desirable   object    in    direct-connected 

machinery.     The  spider  is  intended  to  be  fitted  to  the  hub 

of   the   armature   spider,  which   enters  at  c,  and  they  are 

^^  locked  together  by  a  suitable  key.     Other  details  on  the 

^Ldrawing  will  be  readily  understood  by  reference  to  the  pre- 

^^Keding  articles  explaining  the  smaller  commutator. 

^H     3723.     Commutators   for    constant -potential   dynamos 

^Bvhould  not  have  more  than    15    or    lU   volts  difference    of 

^Vpotential  between  bars,  and  it  is  better  to  make  it  less.     If 

we  provide  7  or  8  bars  for  each  100  volts  that  the  machine 

gives,  multiplied  by  the  number  of  pole-pieces,  this  will  give 

a  safe  working  rule.     Thus,  a  500-volt  four-pole  dynamo  will 
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have  7  X  fj?  X  4  =  140  bars,  and,  the  maximum  difference 
of  potential  being  between  adjacent  poies,  the  number  of 
bars  spanning  500  volts  is  JJ"  =  :i5,  giving  a  difference  of 


^m  potential  between  each  of   H.3S  volts.      For  a  ring-wound  I 

^M  arc-light  dynamo,  the  number  of  bars  should  be  four.or  five.| 

^K  for  each  lamp. 
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3724.  In  deciding  upon  the  clearance  between  arma- 
ture and  commutator,  enough  space  must  be  left  for  fasten- 
ing the  armature  leads,  so  that  repairs  may  be  easily 
accomplished  and  the  wires  be  not  too  much  crowded  to- 
jgether. 

3725.  The  question  of  the  required  surface  of  com- 
iinutator  may  be  considered  under  the  head  of  brushes.  A 
jCertain  clearance  beyond  the  edge  of  the  brush  is  necessary, 
to  allow  for  longitudinal  motion  of  the  armature;  about 
one-quarter  of  an  inch  is  usually  sufficient.     For  direct-con- 

lected  machines  the  brushes  may  run  within  an  eighth  of 
in  inch  of  the  edge,  as  there  is  no  relative  motion  in  the 
direction  of  the  shaft. 

3726.  The  ratio  of  diameter  to  length  of  commutators 
for  belted  machines  may  be  taken  as  about  1.3  to  1 ;  that  is, 
the  diameter  is  1.3  times  the  length.      For  a  diameter,  then,. 

of  6  inches  the  length  would  be —^  =  5  inches.     This  rule 

may  be  observed  for  machines  up  to  about  75  horsepower; 
"bat  beyond  this  it  may  be  advisable  to  increase  the  ratio,  in 
order  to  save  in  total  length  of  machine. 


BRUSHES. 

3727.  Commutator  brushes  may  be  made  of  brass, 
copper,  or  carbon.  The  brass  and  copper  may  be  in  the 
form  of  leaf  metal  or  gauze.  Copper-gauze  brushes  are 
useful  in  the  case  of  constant-potential  dynamos  for  light- 
ing, when  the  E.  M.  P.  is  low.  These  machines  require  con- 
stant attention,  so  that  no  advantage  is  secured  by  the  use  of 
carbon  brushes,  which  add  resistance  to  the  circuit  without 
It  being  possible  to  fully  profit  by  the  lesser  sparking  at 
Commutation.  The  current  density  at  the  contact  area 
idiould  ordinarily  not  exceed  150  amperes  per  square  inch 
for  copper  brushes,  liiO  amperes  for  brass  brushes,  and  30 
amperes  for  carbon  brushes. 

Single  brushes  should  never  be  used  to  collect  the  current, 
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as  it  should  be  possible  to  take  out  a  brush  while  the  ma- 
chine is  running,  in  order  to  trim  or  replace  it. 

3728.  Since  carbon  brushes  may  be  relied  upon  to 
commutate  a  large  part  of  the  current,  they  are  more  used 
than  copper  brushes,  being  smoother  in  their  action  and  less 
wearing  to  the  commutator.  Gauze  brushes  are  made  from 
sheet  gauze  folded  on  itself  a  number  of  times  until  the 
required  thickness — about  j\  inch — is  obtained.  The  fold- 
ing is  diagonal,  so  that  there  is  no  trouble  from  wire  threads 
slipping  off  at  the  ends.  After  being  compressed  and  ham- 
mered into  rectangular  shape,  four  or  five  inches  long  and 
perhaps  one  and  one-half  inches  wide,  the  end  which  enters 
the  brush  holder  is  dipped  into  solder  to  cause  it  to  hold  its 
shape.  The  commutator  end  is  then  filed  to  a  bevel,  and 
the  brush  is  ready  for  use. 

3729*  Carbon  brushes  are  simply  blocks,  copper  plated 
or  plain,  which  are  fitted  into  a  clamp  and  press  directly 
down  on  the  commutator.  It  is  the  general  practice  to 
make  the  brushes  radial;  but  some  manufacturers  adopt  an 
inclined  position,  somewhat  between  that  of  the  tangential 
copper  brush  and  the  radial  brush. 


SIZB  OF  BRUSHES. 

3730*  The  thickness  of  carbon  brushes  varies  with  the 
size  of  machine.  On  small  dynamos  the  brushes  are  gener- 
ally larger  in  proportion  than  on  large  dynamos,  as  it  is  not 
necessary  to  economize  space  to  the  same  extent.  The 
thickness  might  be  about  j^  ^"^^  or  f  inch  on  the  smallest 
sizes,  with  a  width  of  about  1  inch  and  a  length  of  2  inches. 
On  larger  dynamos,  10  horsepower  and  upwards,  the  thick- 
ness should  increase  to  one-half  or  three-quarters  of  an 
inch.  The  rule  already  given,  that  the  density  per  square 
inch  should  not  exceed  30  amperes,  will  be  a  guide  to  the 
thickness  required. 

The  thickness  of  a  copper-leaf  brush  is  generally  from  | 
inch  to  ^  inch. 
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BRUSH  HOLDERS. 

3731.  The  brush  holder  should  be  designed  with  the 
following  points  in  view: 

The  carbons  must  be  held  firmly,  so  that  they  will  not 
Prattle  or  afford  poor  contact  with  the  metallic  frame. 

An  adjustable  spring  pressure  must  be  provided,  in 
Border  to  keep  the  carbons  down  to  the  commutator  with  just 
enough  pressure  to  prevent  cutting  of  the   surface  while 
maintaining  good  contact. 

3.  The  brushes  must  be  capable  of  being  raised  and  held 
clear  of  the  commutator. 

4.  Working  joints  must  not  be  relied  upon  to  carry  the 
^nll  current  from  the  brush. 

3732.  The  really  perfect  brush  holder  has  doubtless 
tt  to  be  designed,  for  there  are  some  faults  to  be  found 


nearly  ail  forms.     The  brush   holder   shown  in  Fig, 

I  fair  specimen,  but  we  will  suggest,  as  useful  exer- 

i  for  the  student,  that  he  design  one  himself,  and  try  to 
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embody  in  it  all  the  points  mentioned  above,  and,  in  addi- 
tion, perhaps  a  parallel  motion. for  the  brush. 

3733*  With  regard  to  the  first  condition,  as  exemplified 
in  Fig.  1378,  the  carbon  c  is  held  firmly  in  a  clamp  in  which 
it  is  an  easy  fit  when  the  screw  s  is  loose.  On  tightening 
the  screw,  the  carbon  is  pressed  in  at  the  two  ends  and 
also,  by  reaction,  at  the  sides.  The  brass  casting  a,  of 
which  this  is  part,  extends  back  to  a  stud  which  supports  it, 
passing  through  the  hole  b^  upon  which  stud  it  is  free  to  move. 
The  frame  a  is  cut  away  in  the  middle  sufficiently  to  allow 
a  central  casting  d  to  enter,  which  may  be  clamped  to  the 
stud  by  means  of  the  screw  attached  to  the  handle  h,  A  pin 
e  is  passed  through  the  screw  and  handle  to  prevent  the 
screw  from  turning  in  the  handle.  The  ends  of  the  pin 
should  be  below  the  surface,  in  order  to  avoid  giving  a  shock 
to  the  person  adjusting  the  brushes.  The  clamp  d  is  pro- 
vided with  an  arm  at  its  lower  side,  and  a  tension-spring  / 
connects  it  to  the  frame  a^  thereby  covering  the  second 
condition  mentioned  above,  regarding  adjustment.  By 
loosening  the  handle  and  pressing  it  downwards,  the  spring 
is  compressed  and  the  brush  may  be  raised  from  the  com- 
mutator, as  required  by  the  third  condition.  Then,  in  order 
to  provide  adequate  carrying  capacity  without  having  re- 
course to  movable  joints,  a  strip  of  copper  braid  g  is  screwed 
to  the  casting  a  at  one  end  and  to  the  central  clamp  d  at  the 
other  end. 

3734.  A  brush  holder  which  has  been  put  to  consider- 
able use  is  one  in  which  a  simple  frame  like  that  of  Fig. 
1378  is  used  for  the  carbon,  but  without  any  such  clamping 
device.  The  frame  is  stationary,  and  the  carbon  is  pressed 
downwards  through  it  to  the  commutator  by  means  of  a 
spring  above,  operating  a  lever  arm.  This  type  of  brush 
holder  is  liable  to  rattle,  as  the  carbon  is  not.  properly  held, 
and,  furthermore,  the  contact  between  the  brush  holder  and 
the  carbon  is  not  good,  so  that  additional  resistance  is 
introduced  into  the  circuit  at  this  point. 


^ 
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3735.  A  form  of  brush  holder  coming  into  very  wide 
is  what  is  called  the  reaction  brush  bolder,  illus- 
trated in  Fig.  137(1,  The  prin- 
cipal feature  of  this  holder  is 
that  the  brush  b  is  wedged  in  be- 
tween it  and  the  commutator, 
without  any  support  on  the 
outer  side,  as  in  the  more  general 
forms  of  holders.  The  brush  is 
beveled  on  the  top,  and  a  curved 
lever/,  pressingdown  wards,  forces 
the  brush  against  the  flat  surface 
at  the  end  of  the  holder.  The 
lever  is  actuated  by  a  spring  s, 
which  may  be  set  into  any  one 
of  the  notches  n  on  the  lever, 
thus  providing  for  different  de- 
grees of  tension.  The  frame /is  cast  in  one  piece  and  car- 
ries as  many  levers  and  springs  as  may  be  needed— one  for 
;ach  brush.  It  is  essential  that  the  brushes  be  quite  flat  on 
the  side  which  is  pressed  against  the  holder,  and  on  this  ac- 
count it  is  best  to  use  carbons  which  are  ground  or  sawn 
true  and  well  plated.  The  angle  a  between  the  bevel  of  the 
brush  and  the  surface  of  the  holder  should  be  about  45°,  and 
the  angle  e  between  the  surface  of  the  holder  and  the  tangent 
to  the  commutator  at  that  point  should  be  about  liO".  These 
angles  may  be  varied,  as  is  done,  for  instance,  by  the 
C.  &  C,  Co.,  who  use  a  much  larger  angle  between  the  com- 
mutator and  the  holder,  and  put  straps  around  the  brushes. 

The  direction  of  rotation  is  intended  to  be  right-handed 
when  put  on  as  shown  in  Fig.  13?9;  that  is,  from  the  holder 
towards  the  brush.  Some  builders  run  the  armature  in  the 
reverse  direction,  but  the  brush  works  well  either  way. 
When  the  brush  is  worn  down,  the  lever  is  held  by  a  pro- 
jecting tooth  which  rests  upon  the  edge  of  the  frame  and  is 
prevented  from  touching  the  commutator.  A  very  light 
pressure  may  be  used  with  this  type  of  brush  holder,  and 
carbons  last  a  long  time. 
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fif.me  of  the  advantages  of  the  reactioQ  bmsb  bolder  are : 
it  may  h>e  set  very  close  to  the  commutator,  thereby  intro- 
fiurin({  a  minimum  of  resistance  into  the  circuit;  the  move- 
mentof  the  brush  is  in  a  straight  line, so  that  there  is  always 
at.earinKf.verthe  whole  of  the  end  surface;  the  bnjsbcs  may 
f>e  [ilaced  alongside  and  touching  each  other,  thus  utilizing 
the  whole  width  of  the  commutator;  and  they  may  be  very 
eamly  and  quiclcly  removed,  for  when  the  lever  is  raised  the 
brush  may  be  slipped  out,  even  while  the  machine  is  running. 


BR  CSH- HOLDER   BTCV. 

3736,  The  stud  for  the  brush  holders  described  in  Art. 
3732  is  shown  in  Fig.  1380.  This  is  a  brass  casting,  and 
fihonid  l>c  large  enough  to  give  rigidity  to  the  brush  holders 


1 

u 

Q 

and  prevent  undue  vibration.  The  stud  a  is  circular  in  cross- 
'i'ltioii,  iw'i  brush  hold(;rs  being  shown  in  dotted  lines  in 
Iio-.jlion.  U  may  here  be  remarked  that  the  width  of  the 
holder  ill  the  ])art  where  the  stud  passes  through  should  be 
about  I'u  iiirh  grcati'r  than  the  width  of  the  carbon  holder  at 
thi;  other  (;nd,  and  in  drawing  the  brush  holder,  additional 
nllowancc  must  be  made  for  machine  finish  at  the  stud  end. 

3737.  The  slnd  has  a  square  collar  at  i,  as  seen  in  the 
'11(1  view,  anfl  the  part  beyond  is  square  as  far  as  the  two 
lines  whieh  indicate  a  return  to  the  circular  cross-section. 
The  insulating  washers  c,  c  are  also  square,  with  rounded 
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corners,  and  the  bushing  d  is  square.  The  washers  and 
bushing  are  of  hard  rubber,  the  former  about  ^  or  J  inch 
thick,  and  the  latter  ^  or  ^j  inch,  except  in  very  large  ma- 
chines, where  these  dimensions  may  be  suitably  increased. 
At  f  isa  circular  washer  of  brass,  and  yis  a  cable  tip,  which 
is  used  to  make  connection  with  the  main  leads  which  carry 
the  current  to  the  point  of  distribution.  A  nut  ^  is  put  on 
',ast  to  hold  the  stud  firmly  in  place.      It  may  be  necessary 

I  to  put  an  additional  nut  on,  for  the  sake  of  greater  security. 
I  ROCKER-ARM. 

L  3738.  The  brush-holder  studs  are  held  in  position  by 
faieans  of  a  rocker-arm  h,  which  is  shown  again  in  Fig. 
13^1.  This  represents  a  rocker-arm  for  a  bipolar  dynamo. 
It  is  to  be  fitted  over  the  end  of  the  bearing  next  to  the  com- 
rnutator,  and  is  provided  with  a  wing  nut  «/,  by  means  of 


which  it  may  be  clamped  in  any  desired  position.  The  square 
recesses  r,  r  are  seen,  into  which  the  studs  are  fitted.  The 
reason  for  this  shape  is  that  the  studs  must  be  prevented 
from  turning,  as  they  would  if  simply  clamped  in  a  circular 
hole,  owing  to  the  reaction  of  the  brushes  when  pressed 
against  the  commutator. 

3739.     At  one  end  is  a  projecting  boss  a,  tapped  for  a 
screw  which  holds  the  handle  in  place,  by  means  of  which 
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the  rocker-arm  is  moved  when  it  is  necessary  to  change  the 
position  of  the  brushes.  In  Fig.  1382  is  given  a  view  of  the 
handle  alone.     It  is  made  of  maple  or  some  such  wood,  and 


FIO.  1882. 


has  a  bolt  b  through  the  center,  which  screws  into  the  rocker- 
arm,  the  lower  part  of  the  handle  itself  entering  also  a  little 
distance. 


CABLE  TIPS. 

3740.     In  the  description  of  Fig.  1380  the  cable  tip  was 
briefly  mentioned.     Fig   1383  shows  one  of  these  more  fully. 

It  will  be  seen  that  there 
are  two  sizes  of  recesses; 
the  smaller  recess  a  is  in- 
tended to  receive  the  bare 
wire  of  the  cable,  which  is 
soldered  into  place,  and 
the  recess  b  is  made  larger 
in  order  to  accommodate 
the  insulation.  By  this 
means  a  neat  and  strong 
connection  may  be  made 
to  the  main  leads,  and  if 
Fig.  1383.  for  any  purpose  it  may  be 

necessary  to  remove  the  cables,  the  tips  are  easily  discon- 
nected from  the  studs.  The  cable  tips  are  of  cast  brass; 
they  should  be  made  light,  so  that  they  do  not  require  ex- 
treme or  long-applied  heat  to  solder  in  the  wires.  The  usual 
diameters  for  the  stranded  cable,  bare,  are  from  -^  inch  for, 
say,  8  or  10  amperes  to  §  inch  for  about  300  amperes,  and 
the  thickness  of  insulation  at  one  side  will  be  from  -j^  for  the 
smaller  sizes  to  ^  of  an  inch  for  the  larger  sizes. 
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SHAFT. 

3741.  The  design  of  the  armature  shaft  should  be 
undertaken  with  a  full  recollection  of  the  principles 
explained  in  the  section  on  Mechanics.  Beyond  this,  it  is 
only  necessary  to  point  out  some  of  the  details  of  con- 
struction. To  begin  with,  then,  the  diameter  and  length  of 
the  bearings  should  first  be  decided  upon;  for  if  we  were 
tn  determine  the  diameter  at  the  armature  first,  we  might 
find  that  the  bearings  came  out  much  too  small.  We  must 
throughout  have  good  proportions  to  give  the  prime 
requisite,  stiffness;  the  shoulders  at  the  bearings  must  be 
large  enough  to  prevent  any  possibility  of  the  shaft  being 
driven  in  if  the  bolts  of  the  bearings  are  slackened;  there 
must  be  sufficient  end  play  between  bearings  to  avoid  any 
liability  of  the  shaft  expanding  sufficiently  to  hold  fast  and 
in  order  to  produce  a  smooth  wearing  of  the  commutator, 
which  is  promoted  by  a  slight  oscillation  of  the  armature 
while  running. 


3742.  The  journals  of  the  shaft  should  be  as  small  as 
possible,  consistent  with  proper  strength,  as  the  friction  is 
proportional  to  the  diameter  of  shaft,  other  things  being 
equal.  In  Fig.  1384  we  have  given  the  dimension  of  a  shaft 
such  as  would  be  suitable  for  a  10-horsepower  dynamo.    We 


have  taken  a  diameter  at  the  journals  of  1|  inches,  and  a 
length  at  the  pulley  end  of  three  times  this  diameter,  or 
5  inches.  At  the  commutator  end  the  journal  need  not  be 
so  long,  and  we  have  made  it  4  inches  in  length.  The  shaft 
should  be  turned  down  a  little  smaller  than  this  diameter 
for  the  pulley,  and  we  may  make  it  1^  inches  diameter,  and 
about  the  same  length,  say  5^  inches.     There  must   be  a 
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good  shoulder  at  the  journal,  and  we  will  increase  the 
diameter  by  half  an  inch  at  the  part  where  the  commutator 
is  driven  on,  making  it  2^  inches.  For  the  other  journal  we 
will  provide  the  same  amount  of  shoulder,  making  the  shaft 
for  a  short  distance  2}  inches  diameter.  The  armature  is 
driven  on  at  this  end  up  to  a  shoulder  s^  and  a  thread  is  cut 
on  the  shaft  to  take  a  nut  ;/,  by  which  the  armature  is  held 
in  position.  It  is  not  well  to  cut  the  thread  down  by  the 
shoulder  for  the  journal,  and  an  addition  to  the  diameter 
must  be  made,  such  that  the  bottom  of  the  thread  will  be  a 
larger  diameter  than  2^  inches.  We  may  in  the  present 
example  take  a  diameter  for  the  shaft  of  2^  inches  at  this 
part.  Since  the  armature  is  pressed  up  to  a  stop  at  j,  we 
will  allow  a  further  increase  of  diameter  at  this  part  of  a 
quarter  of  an  inch,  making  2^  inches.  This  largest  diameter 
may  be  that  of  the  rough  forging,  because  nothing  has  to  fit 
over  it,  and  if  it  were  turned,  it  would  mean  turning  so 
much  more  metal  from  the  whole  length  of  the  shaft. 

3743.  The  shoulders  at  the  journals  must  be  carefully 
rounded,  sharp  corners  being  always  avoided,  as  this  intro- 
duces a  serious  weakness  by  concentrating  the  strain  at  one 
point  instead  of  distributing  it  over  a  larger  area. 

3744*  The  ratio  of  length  to  diameter  of  journal  at  the 
pulley  end  should  be,  for  machines  of  about  IQ  horsepower, 
3  to  1 ;  for  machines  of  100  horsepower,  about  4  to  1 ;  and  for 

still  larger  machines  it  is  well  to  increase 
the  ratio  still  further.  A  100-horsepower 
dynamo  would  have  the  diameter  of 
journals  about  4  inches. 

The  shaft  should  be  provided  with  oil- 

throwing  ridges,  in  order  to  prevent  oil 

from  reaching  the  commutator  or  arma- 

Fig.  1885.  ture.  The  shape  of  these  ridges  is  shown 

in   Fig.  1385.     They  should   be  covered  by  the  cap  to  the 

bearing,  as  indicated  in  the  sketch,  so  that  the  oil  that  is 


¥ 
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thrown  off  will  fall  within  the  casing  and  be  returned  to  the 
oil-well,  if  self-oiling  bearings  are  used,  or  to  the  waste 
pocket  when  sight-feed  lubricators  are  employed. 

3745.  We  must  caution  the  student  against  making 
use  in  his  designs  of  the  very  bad  construction  of  shaft 
shown  in  Fig.  1386,  in  which  the  end  of  the  shaft  carrying 


^pthe  pulley  is  larger  in  diameter  than  it  n  in  the  bearing. 
The  result  of  such  design  is  that  the  continual  pull  of  the 
belt  produces  in  the  shoulder  s  violent  strains,  constantly 
changing  from  one  direction  to  the  opposite,  as  the  shaft 
revolves,  and  these  reversals  of  load  produce  in  time  a  crys- 
tallization  of  the  metal  which  will  cause  it  to  break  down  at 
probably  the  most  important  time,  that  is,  when  the  load  is 
heaviest.  If  the  shaft  must  be  of  such  a  small  diameter  in 
the  bearing,  let  the  size  be  the  same  under  the  pulley,  but 
not  greater.  By  far  the  better  plan  is,  as  we  have  drawn  it 
in  Fig.  1384,  to  make  the  journal  sufficiently  large  that 
there  shall  be  no  necessity  to  have  the  shaft  larger  at  the 
pulley  end. 


3746.     The  following  table  gives  the  siiea  of  steel  keys 
for  different  diameters  of  shafts  : 


I 
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TABLE  111. 

sizes  OP  KEYS. 


Diameter 

of  Shaft. 

Width. 

Thickness. 

i 

tV 

A 

f 

A 

tV 

i 

i 

A 

ft 

•*!r 

A 

i 

A 

i 

i 

A 

i 

1 

i 

A 

li 
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A 
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A 

11 
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A 
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f 

i 

1ft 

ft 

i 

i» 

ft 

i 

1* 

ft 

i 

i 

i 

A 

n 

i 

A 

H 

i 

A 

n 

ft 

ft 

n 

ft 

ft 

2ft 

ft 

ft 

2} 

•  ft 

ft 

2i 

i 

A 

3 

ft 

A 

1  Diameter 

of  Shaft. 

Width. 

Thickness. 

3* 

ft 

A 

H 

ft 

A 

3ft 

ft 

ft 

3i 

ft 

ft 

3ft 

ft 

4 

3i 

ft 

ft 

31 

1 

ft 

4 

1 

ft 

H 

1 

ft 

H 

1ft 

ft 

^ 

Ift 

ft 

5 

U 

ft 

H 
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ft 

54 

u 

ft 

6 

1ft 

H 

6* 

1ft 

1 

7 

1ft 

lA 

H 

1ft 

ift 

8 

2 

ift 

Si 

2ft 

Ift 

9 

H 

Ift 

H 

2ft 

Ift 

10 

2i 

Ift 

PULLEYS. 

3747*  The  pulleys  used  to  drive  high-speed  armatures 
must  of  necessity  also  run  at  high  s^>eed  ;  therefore  it  is 
imjHntant  that  they  be  as  perfectly  balanced  as  possible. 
To  ensure  this,  it  is  best  to  employ  webl>ed  pulleys,  which 
mav  be  turncvl  all  over,  and  this  dosivrn  mav  be  used  on  all 
sires  of  dynamos  up  to  liK>  horsejK^wer.     The  ratio  of  diame- 
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ler  to  length  may  be  taken  as  about  ] .  2  to  1  for  very  small 

machines,  while  for  sizes 

above  5  horsepower  a  ratio 

of  1.3:  1  to  1.45  :  1  will  be 

found  to  conform  to  good 

practice. 

Fig.  1387  shows  a 
webbed  pulley  such  as 
would  be  suitable  for  a  10-  i 
horsepower  dynamo.  The 
peripheral  speed  of  webbed 
pulleys  may  be  taken  as 
2,200  to  3,000  feet  per 
minute,  the  higher  figure 
corresponding  to  the 
larger  sizes  of  machine. 


■ 

}■:    -. . 

■-: 

f 

— i 

BEARINGS. 

374S>  Bearings  for  dynamos  are  usually  made  self- 
i  oiling,  instead  of  being  fitted  with  sight-feed  lubricators,  A 
self-centering  bearing  with  oil-rings  is  shown  in  Fig.  138S; 
which  gives  two  views,  one  being  a  longitudinal  cross-section 
and  the  other  a  transverse  section  through  the  bearing  at 
'■  one  of  the  oil-rings.  The  bearing  proper,  or  box,  is  com- 
posed of  two  parts  a  and  b,  the  upper  and  the  lower,  which 
are  supported  by  the  pedestal  d  and  secured  by  the  cap  c, 
which  is  held  in  place  by  four  bolts  e.  Two  oil-rings _^,  /"are 
introduced  into  openings  cut  for  this  purpose  in  the  upper 
box,  and  rest  upon  the  shaft,  dipping  into  the  oil  contained 
in  the  reservoir  below.  When  the  shaft  is  revolved,  the 
'  rings  take  up  oi!  and  carry  it  to  the  shaft.  The  boxes  should 
have  oilways  cut  in  them,  as  shown  by  the  dotted  lines,  and 
their  arrangement  should  be  such  as  to  lubricate  the  whole 
of  the  bearing  with  one  ring,  in  case  one  of  the  rings  should 
become  immovable.  It  is  possible  that  a  ring  may  adhere 
I  so  closely  to  the  edge  of  the  slot  by  the  capillary  action  of 
Ltbe  oil  as   to  stop  turning.     On   this   account  it  may  be 
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advJKable  to  make  the  ring  of  a  winding  form  so  that  it  can 
not  lie  close  against  the  box,  A  small  cover  ^  is  provided 
to  Hpan  the  top  of  the  slot,  to  guard  against  the  ring  climb- 
ing up  on  the  top  of  the  box.  The  two  halves  of  the  bearing 
are  fitted  with  a  tongue  joint,  so  that  they  can  not  slip  side- 
ways. It  will  be  seen  that  the  upper  box  is  not  cut  through 
by  the  oil-ring  slot,  but  that  a  small  connecting  bridge  h  is 


left,  which  holds  the  three  parts  together.  The  oil-rings 
should  not  be  so  large  in  diameter  as  to  be  in  danger  of 
touching  the  sides  of  the  oil  chamber ;  it  must  be  re- 
membered that  a  theoretical  static  clearance  is  not  sufficient, 
as  the  ring,  when  turning,  is  carried  over  slightly  to  one 
side.  If  the  box  were  allowed  any  twisting  motion,  such  as 
it  might  derive  from  the  shaft,  the  bridges  h  would  touch  the 
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oil-rings  and  prevent  them  from  turning;  therefore  the  lower 
box  is  fitted  with  two  pins,  f,  (',  whicli  are  so  spaced  as  to  touch 
against  the  walls  of  the  central  oil  chamber.  For  purposes 
of  inspection  of  the  rings  and  for  supply  of  oil,  two  openings 
k,  k  are  made  in  the  pedestal  cap,  which  may  be  covered  by 
small  hinged  lids  to  prevent  the  entrance  of  dust  or  other 
foreign  matter.  With  the  same  end  in  view  of  keeping  the 
oil  clean,  a  plate  /  may  be  screwed  on  the  end  of  the 
pedestal;  it  should  not  be  made  fast  to  the  cap  also,  as  it 
would  have  to  be  moved  every  time  the  cap  was  taken  otf. 
An  oil-gauge  in,  to  show  at  a  glance  the  amount  of  oil  in  the 
reservoir,  will  be  found  to  be  a  valuable  addition,  as  there 
is  then  much  less  possibility  of  the  level  of  the  oil  falling 
below  the  edge  of  the  rings.  A  drain-cock  n  should  be 
provided  for,  in  order  that  the  oil  may  be  drained  off  and 
filtered,  or  fresh  oil  supplied. 

374d>  The  pedestal  and  cap  for  the  commutator  end 
are  turned  at  o  to  receive  the  rocker-arm.  At  the  pulley 
end  of  the  machine  the  bearing  is  symmetrical  at  both  ends. 
It  will  be  observed  that  a  greater  thickness  of  metal  is 
allowed  at  /  than  at  other  parts  of  the  pedestal.  The 
reason  for  this  is  that  the  cores  of  the  oil  chamber  and  of 
the  interior  of  the  pedestal  may  vary  a  little  in  setting,  and 
the  extra  clearance  is  allowed  in  order  that  the  iron  may 
not  be  too  thin  at  this  part. 

3750.  In  the  drawing  we  have  supposed  the  two  boxes 
to  be  held  together  by  the  clamping  of  the  outer  bolts  on 
the  cap.  In  addition  to  this,  we  might  wish  to  bolt  the 
boxes  together  independently.  This  should,  indeed,  be  done 
in  the  case  of  a  long  bearing,  and  is  a  simple  matter  of 
design.  Care  should  be  taken  that  the  tap-bolts  used  do 
not  come  too  close  to  the  inner  surface  of  the  cap,  and  due 
allowance  must  be  made  for  side  play.  It  would  probably 
be  necessary  to  cast  small  bosses  on  the  upper  and  lower 
boxes,  the  upper  ones  to  bear  against  the  heads  of  the  bolts, 
»nd  the  lower  ones  to  form  a  sufficiently  solid  mass  to  tap 
into. 
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3751.  The  tKjIts  in  the  cap  should  fit  closely,  that  the 
cap  may  not  move  from  its  position.  The  holes  after  being 
(]rill(;d  bhouid  be  reamed  out  to  the  correct  size. 


3762.  Babbitted  bearings  are  generally  used  on  large 
mar.'hineit,  where  the  twxes  are  of  cast  iron.  The  Babbitt 
lining  should  be  very  thoroughly  secured  by  dovetailed 
joint!),  Ko  that  there  will  be  no  possibility  of  it  stripping  off 
at  the  edges.  

FRAME. 
3753.  The  dynamo  frame  may  include  the  pedestal,  as 
in  Fig.  13SS,  or  the  pedestals  may  be  separate  castings.  For 
bi[Kilar  machines,  it  is  necessary  that  the  pedestals  should 
be  removable,  in  order  that  the  armature  and  shaft  may  be 
entered  between  the  pole-pieces.  In  the  multipolar  con- 
fltructiou,  however,  the  field  is  cast  in  two  parts,  the  upper 


one  Iwing  bolted  to  the  lower,  and  the  armature  may  at  any 
time  bo  removed  by  taking  off  the  upper  field  and  the 
jH-destal  caps, 

37A4.  Fiff.  i;t8'.>  shows  two  elevations  of  a  bipolar 
fr.inu'  wilh  wrounlu-iron  liokls  bolted  down,  the  bolts  enter- 
injT  from  bolow  at  /•,  f:  For  the  sake  of  convenience  in 
h.iiidHiin,  the  pi'iU-stals  are  made  only  Kirge  enough  to  allow 
\Mom  for  the  armature  l>>  pass  when  they  are  removed.  The 
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centers  of  the  bearings  are  not  directly  over  the  centers  of 
the  supporting  pillars  a,  a,  but  are  set  to  one  side.  On  the 
commutator  end  this  is  done  to  allow  clearance  for  the 
brush-holder  studs  and  cable  tips  when  the  rocker-arm  is 
moved  round,  and  on  the  other  end  this  construction  allows 
the  rim  of  the  pulley  to  come  closer  to  the  center  of  the 
machine  than  would  otherwise  be  the  case. 


3755.     The  frame  of  a  circular  field  four-pole  dynamo 
shown    in    Fig.   1390.    The    bearings   are   of   different 


ingths,  the  commutator  bearing  being  shorter.  It  will  also 
be  noticed  that  the  rocker-arm  is  supported  in  a  rather 
different  manner  from  that  described  in  connection  with 
smaller  machines.  The  frame  as  a  whole  is  fitted  to  a  base- 
plate b,  and  slides  along  it  in  a  direction  perpendicular  to  the 
line  of  shaft,  being  guided  by  planed  tongues  a,  a,  which  fit 
into  corresponding  recesses  in  the  frame.  This  movement 
is  intended  to  take  up  the  slack  in  the  bell,  and  should  be 
provided  for  in  all  belt-driven  machines.  A  screw  passes 
through  the  hole  c  and  engages  in  a  nut  fastened  to  the 
frame.  A  ratchet-and-pawl  mechanism  is  used  in  connec- 
tion with  a  lever  to  turn  the  screw  and  move  the  machine 
back  and  forth. 

^  375€>     The  rocker-arm  support  is  a  separate  casting, 
3  is  independent  of  the  pedestal  cap,  so  that  the  cap  may 
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be  removed  without  disturbing  the  rocker-arm.  A  detail  of 
the  rocker-arm  support  is  given  in  Fig.  1391.  Being  open 
at  the  top,  it  allows  of  the  removal  of  the  shaft  without 
taking  off  this  support,  and  being  fastened  only  below  the 


center  line,  the  cap  may  be  loosened  or  taken  off  without  the 
necessity  of  dismantling  the  rocker-arm.  Flat-headed  screws 
are  used  in  the  holes  a,  a,  and  they  pass  through  and  enter 
into  bosses  cast  on  the  pedestal.  The  groove  for  the  rocker- 
arm  is  V-shaped. 


3757.  The  following  are  dimensions  for  eye-bolts  for 
screwing  into  the  frame,  such  as  is  shown  in  Fig.  1390  and 
detailed  in  Fig.  1392. 
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TABLE   112. 

SIZES  OF  STA>-nAHI>  EVE-BOLTS. 
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3758.     The  length 
given  in  the  accompanying  laoie,  win  i 
actual  designing  of  the  parts  of  dynamos. 


ind  diameters  of  standard  tap-bolts, 
table,  will  be  found  useful  in 


Diameter  of  Screw 

Short  Diameter  of  Head 
Long  Diameter  of  Head 
Length  Under  Head 


Diameter  of  Screw 
Short  Diameter  of  Head 
Long  Diameter  of  Head 
Length  Under  Head 


If 

1.59 
I   -2105 


PPO  LG-P 1 BCES. 
3759.  The  shape  of  the  pole-pieces  is  an  important 
matter.  In  a  two-pole  field  there  must  be  plenty  of  metal 
at  the  ends  of  the  pole.pieces,  that  is,  they  must  not  be 
tapering.  The  object  is  to  diminish  the  reluctance  as  far  as 
possible,  so  that  the  lines  of  force  will  distribute  themselves 
evenly  over  the  whole  air-gap  and  not  be  concentrated 
near  the  end  where  they  emerge  from  the  magnet  core. 
This  effect  may  be  produced  by  placing  the  armature  a 
little  out  of  the  center,  in  the  direction  of  the  pole  tips. 
When  an  inverted  form  of  dynamo  is  used,  such  as  the  Edi- 
son bipolar,  the  pole-pieces  must  be  separated  from  the  base- 
plate by  a  footstep  of  zinc,  usually  four  or  five  inches  deep, 
in  order  to  diminish  the  leakage. 


J 
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3760.  The  pole  tips  must  not  end  abruptly,  as  we  have 
already  pointed  out,  but  a  commutating  fringe  must  be  pro- 
vided. The  shape  of  the  pole  tip  may  be  as  shown  in  Fig. 
1393,  with  pointed  ends  at  the  leading  and  following  tips,  or 


Fig.  189S. 

with  rounded  ends.  The  thickness  at  a  should  be  compara- 
tively small,  as  this  dimension  affects  the  diameter  of  the 
frame;  but  it  should  not  be  so  small  as  to  cause  the  pole  tips 
^,  b  to  be  thin,  as  they  extend  farther  from  the  core  and  are 
intended  to  carry  a  large  number  of  lines  of  force.  Also,  if 
the  pole  tips  are  made  thin,  the  casting  is  liable  to  be  hard 
at  those  parts  and  to  have  a  lower  permeability.  The 
upper  part  of  the  core  c  is  to  be  fitted  to  a  hole  bored  in  the 
yoke,  unless,  as  presently  to  be  described,  the  yoke  is  cast 
around  it.  The  surface  of  the  cylinder  c  must  be  greater 
than  the  area  of  cross-section  of  the  magnet  core,  in  order 
that  there  may  be  no  throttling  of  the  lines  of  force  as  they 
pass  into  the  yoke.  When  the  yoke  is  of  cast  iron,  the 
density  will  not  usually  be  more  than  35,000  or  40,000  lines 
per  square  inch,  so  that  the  area  of  contact  between  the 
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core  and  yoke  should  be  nearly  double  the  cross -sectional 
area  of  the  core. 

The  pole-piece  is  intended  to  be  secured  by  means  of  two 
bolts  at  (/,  d.  These  should  fit  closely  in  the  holes  in  the 
yoke,  in  order  that  the  pole-piece  may  not  shift.  In  case 
one  bolt  is  used  instead  of  two,  a  dowel-pin  should  also  be 
provided  to  guard  against  any  twisting  of  the  pole-piece. 

3761.  When  the  pole-piece  is  to  be  cast  into  the  yoke, 
it  is  usually  a  wrought-iron  forging,  and  the  shape  must  be 
such  as  to  be  firmly  held  in  ( 
place.  Any  design  may  be 
adopted  that  is  likely  to  s< 
this  end.  The  end  of  the  pole- 
piece  may  be  hollowed  out,  as 
in  Fig.  1394  at  <?,  as  this  will 
afford  a  little  more  contact  sur- 
face than  if  it  were  flat,  and  will 
also  reduce  the  weight  of  the 
forging.  Plenty  of  metal  must 
be  left  around  the  top  of  the 
pole  piece  and  on  the  sides,  in  Pio,  lao*. 

order  that  the  castings  may  be  sound  and  strong.  In  such 
a  design  as  this,  pole  tips  can  not  be  used  unless  they  are 
bolted  on  after  the  spool  is  in  place.  The  pole  tip  then  forms 
a  flange  as  shown  in  Fig.  1395,  which  supports  the  spool, 

»i  I  The  surfaces  at  s  must  be  well 

I               ^  I  fitted,  in  order  to  eliminate  all 

I H ^\         unnecessary  reluctance.     The 

'  ™  ^*  two   screws   which    hold    the 

pole  tip  in  position  should  be 
'  well  fitted,  in  order  that  the 
Fw.  laos.  tip  jnay  j,o^   move,    and   the 

clearance  holes  around  the  head  must  be  as  small  in  diame- 
ter and  as  shallow  as  possible,  while  allowing  the  head  of  the 
screw  to  be  beneath  the  surface.  If  the  pole  tip  is  so  small 
that  only  one  screw  is  considered  necessary,  a  dowel-pin 
should  be  used  to  prevent  the  pole  tip  from  turning, 


I 
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LAMINATED  FIELDS. 

3762«  There  may  be  considerable  loss  of  power  due  to 
eddy  currents  in  the  fields  as  the  teeth  of  a  slotted  armature 
move  past  the  pole  tips.  This  loss  is  made  evident  by  a  local 
heating,  and  may  be  almost  entirely  removed  by  laminating 
either  the  whole  pole-piece  or  simply  the  pole  tips.  One 
method  proposed  is  to  use  a  mass  of  laminated  sheet  iron  for 
a  pole  tip  such  as  that  described  in  connection  with  Fig.  1395. 
Some  makers  prefer  to  construct  the  whole  pole-piece  of 
laminated  iron  firmly  bolted  together  and  cast  into  the  yoke. 
It  is  probably  sufficient  to  provide  lamination  for  the  pole 
tip  alone.  

CROSS-SECTION  OP  CORES. 

3763*  Magnet  cores  should  preferably  be  made  oircular 
in  cross-section,  as  the  circle  encloses  a  larger  area  for  a 
given  periphery  than  any  other  geometrical  shape.  For  pur- 
poses of  comparison,  therefore,  the  following  table,  given  by 
S.  P.  Thompson,  will  prove  useful,  as  it  shows  the  relative 
lengths  of  wire  required  to  wind  around  sections  of  various 
forms  enclosing  equal  areas: 

Circle 3.540 

Square 4.000 

Rectangle  2:1 4.240 

Rectangle  3:1 : 4.620 

Rectangle  10:1 6.910 

Oblong,  made  of  one  square  between  two  semicircles .   3. 760 
Oblong,   made  of   two  squares  between  two  semi- 
circles   4.280 

Two  circles,  side  by  side 4. 997 

Two  circles,  but  wire  wound  around  both  together.  4.100 
Three  circles,  wire  wound  around  each  separately. .  6.130 
Four  circles,  wire  wound  around  each  separately. . .   7.090 


SPOOLS. 
3764.     Magnet  spools  should  be  substantially  built,  in 
order  to  stand  handling  and  perhaps  rough  usage  without 
risk  of  falling  apart.     Fig.  1396  shows  the  details  of  con- 
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struction  of  a  spool  such  as  would  be  suitable  for  a  10-horse- 
power  dyDamo.  The  actual  frame  of  the  spool  consists  of 
two  sheet-iron  cylinders  rt,  b,  one  within  the  other,  having 


flanges  r,  d  which  are  pressed  close  in  to  the  end  rings  e,  f 
and  hold  them  securely  in  place.  These  rings  are  made  of 
hard  vulcanized  fiber  for  small  spools.  The  surface  of  the 
outer    cylinder    b    is    then    covered    with     thinner    fiber 


wound  on  to  a  thickness 
an  inch,  after  which  the  w 
end  of  the  wire  may 
be  brought  out 
through  a  hole  in  the 
end  ring  e  ox  f,  on  a 
Isvel  with  the  first 
layer.  An  even  num- 
ber of  layers  will  re- 
sult in  bringing  the 
ends  out  close  to- 
gether, and  wi ! 
render  connections 
easily  made. 

3765.   For  heavy 
spools,   it   is  best   to 


of  about    three -sixteenths    of 
re  is  put  in  place.     The   inner 


8510  DYNAMO-ELECTRIC  MACHINE  DESIGN. 

huve  metal  flanges,  preferably  of  brass,  in  order  to  prevent 
leakage  annind  the  coil.  Fig.  1397  shows  the  construction 
of  a  flange  of  this  description,  also  the  manner  of  bringing 
out  the  inner  end  of  the  wire.  The  flange /"is  cored  out  on 
the  inside  for  the  sake  of  lightness.  A  slight  recess  is  turned 
at  *i»  tv>  receive  the  flange  of  the  sheet-iron  cylinder  b.  In- 
sulating linings  r,  d  are  provided,  as  in  Fig.  139G,  to  hold 
the  wire*  The  end  of  the  wire  is  at  e\  before  winding,  a 
uanvw  strip  of  thin  coppery  is  soldered  to  it  and  wrapped 
thi\»ughv>ut  its  length  with  tape.  After  the  spool  is  filled, 
thi'*  eiul  is  bent  over,  and  a  brass  connector  h  is  soldered  on, 
a*  j»hv»wn.  The  strip  is  then  held  in  place  by  the  cord  i,  with 
which  the  whale  spool  is  served. 


TERMINAL  CONNECTIONS. 

\t7Hti»    The  ci>nnections  between  the  dynamo  and  the 

i^\l\M  ual  circuit  are  made  on  a  terminal  board.    This  is  a 

|ki\^'o  \»t'  wvhhI  sha|HHl  to  receive  the  terminals,  and  may  be 

ol  the  t\»rm  shown  in  Fig.  1398,  although  there  is  a  large 


Q 


< 


PIG.  ISHl. 

\.ul\U  o(  \lcHi>»ns  used.  The  terminals  are  cast  brass 
I.I .^  K  ..  v'l  U\c  same  width  as  the  terminal  board  in  the 
iPiMiw.  s\\\\\  aic  Mvurcd  to  the  board  by  means  of  screws 
tiiiMiiu*  lu'iu  brncalh  and  countersunk  sufficiently  to  be 
y^^  II  \\\\\  \»l  ihc  uu^tallic  support.  To  further  ensure  the 
.  I.  w  .  vkion^it  ^u'cidcutal  contact  with  the  frame,  a  piece  of 
iiiiM  iiIm  t  lu.w  Iv  cut  to  the  shape  of  the  board,  and  placed 
mmI<  i    w.  hv»lo?>  Unu^  made  to  pass  the  two  holding-down 
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^ 


u 


TERMINAL  BLOCKS. 

3767.  In  Fig.  i:j!)'J  is  shown  a  terminal  block  which 
would  be  suitable  for  the  board  in  Fig.  i;j()8.  Two  holes 
n,  a  are  drilled  through  from  side  to  side,  and  the  cable  tips 
to  which  the  leads  are  soldered  are  turned  to  fit  these  holes, 
the  set-screws  being  used  to 
secure  them.  The  screw  s 
holds  the  terminal  block  in 
place.  When  it  is  necessary 
to  have  an  extra  connection 
for  the  shunt,  a  small  hole 
must  be  drilled,  as  shown  at 
s,  in  Fig.  1400,  for  the  accom- 
modation of  the  cable  tip. 

3768.  A  different  method 
is  given  for  the  clamping  of  the 
main  lead  cable  tips.  Slots  are 
cut  through  at  a,  a,  Fig.  1400, 
so  that,  when  the  screws  d,  b 
are  lightened,  the  tips  are  held 
firmly.  The  terminal  block 
can  not  now  be  fastened  by  one 
screw,  as  there  is  no  room  in  ^ 
the  center,  so  two  screws  are  used,  located  near  the  outer 
edge  at  c,  c.  In  laying  out  the  holes  for  the  cable  tips,  suf- 
iicient  clearance  must  be  allowed  for  the  body  of  the  tips,  so 

lat  they  will  not  touch  each  other  when  all  are  in  place. 

3769.  The  cable  tip  used  for  the  terminal   blocks  is 
Bshown  in  Fig.  1401.     The  end  a  is  of  such  a  size  as  to  enter 

easily  into  the  hole  in  the  block,  and  is  intended  to  be  flush 
with  the  edge  of  the  block  when  in  position.  The  lead  is 
soldered  in,  as  already  described.  The  edge  c  should  not  be 
left  square,  but  must  be  rounded,  as  shown,  in  order  that  the 
insulation  of  the  cable  be  not  damaged.  The  cable  tips  are 
_  btASS  castings, 

t3770.     For  shunt  connections  the  terminal  block  shown 


ficier 
^Bshow 


II  Fig.  1103  is  suitable.     It  is  designed  on  ihe  same  lines  as 


"»*t 


-    ^-*T 


A 


1 


lZI 


C 


i««. 


:::^s  cr.tor  only  half  the  distance 
.^ne  frv^m  eiiher  side. 


^^p 
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377 1.  For  a  compound-wound  dynamo,  the  connections 
of  the  series  coils  to  each  other  are  made  with  cast-brass 
clamps,  like  that  shown  in  Fig.  1403.  These  should  be  thick 
enough  to  stand  the  pressure  of  the  bolt  without  bending 
back,  so  as  to  afford  good  contact  and  diminish  the 
resistance. 

CONNECTION   DIAGRAMS. 

SHUNT-WOUND    DYNAMO. 

3772.  A  connection  diagram  is  given  in  Fig.  1404  £or 
a  shunt-wound   dynamo   fitted   with  terminal    bo^.rds  and 


M.  E.    !V.^i7 
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terminais,  as  fiescribed  in  zhe  preceding  pages.  The 
righc-hand  board  has  t-ar-j  biixri^s:  one.  that  aE  a,  being 
<iimiiar  t<;  Fig.  1399.  and  :he  other,  tetrered  3.  like  Fig 
1402.  On  me  other  terminal  boarri  are  similar  blocks. 
A  permanent  connection  is  made  at  4-  t'3  complete  the 
^hnnt  circuir;  this  ia  done  in  order  that  the  field  reg- 
ulator mav  be  inserted  on  either  side  ot  the  cnachine, 
as  may  be  (Convenient.  The  two  wires  e.  f  go  to  the 
regulator,  as  drawn.  The  system  ot  connection  will 
doubtless   be   quite  clear  from   the   diagram. 
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ASSEMBLED    MACHINES. 


COMPOUND-WOUND  DYNAMO. 
3773.  Fig.  1405  shows  the  connection  for  a  compound- 
wound  dynamo.  On  Ihe  left-hand  board  the  series  shunt  s 
is  shown  by  a  wavy  line.  This  may  be  connected  by  solder- 
ing to  special  tips.  The  terminal  a  is  detailed  in  Fig.  1399. 
The  series  cable  tip  is  only  half-length,  because  the  shunt 
tip  occupies  the  rest  of  the  hole.  The  same  applies  to  the 
cable  tips  in  d,  which  is  similar  to  Fig.  1400. 

t3774.  A  perspective  view  of  a  standard  bipolar  dynamo 
shown  in  Fig.  1406.  In  the  figure  the  machine  is  repre- 
sented as  ready  for 
operating,  and  is 
mounted  upon  sli- 
ding rails,  which  are 
attached  to  the 
wooden  bed-plate. 
Two  adjusting 
screws,  one  on  each 
side  of  the  ma- 
chine, are  used  to 
roovii  the  dynamo 
along  tne  rails, 
thereby  loosening 
or  tightening  the 
belt,  as  the  circum- 
stances may  require.  An  incandescent  lamp  is  connected 
between  the  main  terminals  of  the  connection  board,  placed 
on  top  of  the  machine,  and  is  used  to  indicate  when  the 
machine  is  generating  its  normal  E.  M.  F.  A  lamp  used 
for  this  purpose  is  usually  called  a  pilot  lamp.  This  is 
really  nothing  more  than  a  cheaper  substitute  for  a  voltmeter. 


5.     In    Fig.    1407    is    shown    a    four-pole    dynamo 
inted  on  a  cast-iron  bed-plate,  with  a  belt-tightening 
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wntral  pKJsition.     The  details  of  construction  will  readily  be 
iin'lerstood  from  the  preceding  descriptioa. 


MOTOR  DESIGN. 

(CONTINUOUS-CURRENT.) 


PRINCIPLES  OF  OPERATION. 
3776.  Electric  motors  designed  to  be  operated  by  con- 
tinuous current  were  in  use  before  the  dynamo  was  invented. 
Such  motors  were  operated  by  batteries,  and  usually  were 
made  up  by  arranging  pieces  of  iron  so  that  they  would  be 
successively  attracted  by  electromagnets,  and  thus  give  rise 
to  motion.  Several  styles  of  such  motors  were  made,  and 
although  they  operated  after  a  fashion,  they  ultimately 
proved  failures,  and  attempts  to  utilize  electricity  as  a  source 
of  mechanical  eaergy  by  this  means  proved  fruitless.  The 
cause  of  this  failure  was  twofold.  In  the  first  place,  bat- 
teries proved  to  be  a  very  expensive  means  of  generating  the 
current  necessary,  and,  secondly,  motors  built  on  the  lines 
indicated  above  were  very  inefficient,  delivering  only  a  very 
small  amount  of  power  at  the  pulley  compared  with  the 
amount  of  power  supplied  to  them.  The  invention  of  the 
dynamo  afforded  a  cheap  and  convenient  means  of  genera- 
ting current,  so  that  after  its  invention  attention  was  again 
given  to  electric  motors.  Shortly  after  the  invention  of  the 
dynamo,  it  was  found  that  the  same  machine  which  operated 
as  a  dynamo  could  also  be  run  as  a  motor  if  it  were  fed  with 
current  from  an  outside  circuit;  in  other. words,  that  the 
ordinary  continuous-current  dynamo  was  reversible  in  its 
action.  It  was  also  found  that  an  electric  motor  designed 
on  the  same  lines  as  the  dynamo  would  convert  electrical 
energy   into  mechanical  energy  quite  as  efficiently  as  the 

rnoilceof  mpyrixhi,  «i>  p;ii;p  immEJlate])- toUuwi.itf  the  liile  p«ge. 
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dynamo  would  perform  the  reverse  operation.  Direct- 
current  motors  came  into  rapid  use  for  transmitting  power, 
and  although  the  alternating-current  motor  is  beginning  to 
take  their  place  in  some  cases,  there  are  still  large  numbers 
of  them  used.  The  most  extended  use  of  direct-current 
motors  at  present  is  probably  in  connection  with  street- 
railways,  the  alternating  current  having  been  used  very 
little  for  this  purpose  as  yet. 


DYNAMOS  AND  MOTORS  COMPARED. 

3777.  A  dynamo  may  be  defined  as  a  machine  for  the 
generation  of  an  electromotive  force  and  current  by  the 
motion  of  conductors  through  a  magnetic  field.  This  motion 
and  the  force  necessary  to  maintain  it  must  be  supplied  by 
a  steam-engine  or  other  source  of  power.  On  the  other  hand, 
a  motor  may  be  defined  as  a  machine  for  supplying  mechan- 
ical power  when  supplied  with  an  electric  current  from  some 
outside  source.  The  motion  and  the  force  necessary  to 
maintain  it  is  in  this  case  supplied  by  the  reaction  between 
the  current  flowing  in  a  set  of  conductors  and  the  magnetic 
field  in  which  the  conductors  are  placed. 

3778.  As  far  as  the  electrical  features  of  a  continuous- 
current  motor  are  concerned,  they  are  almost  identical  with 
those  of  the  continuous-current  dynamo.  The  differences 
in  the  two  which  occur  in  practice  are  very  largely  differ- 
ences in  mechanical  details  which  are  necessary  to  adapt  the 
motor  to  the  special  work  which  it  has  to  do.  This  is 
notably  the  case  with  street-railway  motors,  motors  used  in 
mining  and  hoisting  work,  etc.  The  class  of  work  which 
such  motors  have  to  perform  renders  it  necessary  that  they 
should  be  enclosed  as  much  as  possible.  No  matter  what 
the  mechanical  design  of  such  motors  may  be,  they  all  con- 
sist of  the  same  essential  parts  as  the  dynamo,  namely, 
field-magnet,  and  armature  with  its  commutator,  brush 
holders,  etc. 
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ACTION    OF    MOTOR. 

3779.  It  is  necessary  to  consider  carefully  the  forces 
acting  in  a  motor,  in  order  to  understand  clearly  the  behavior 
of  different  kinds  of 
motors  when  oper- 
ated  under  given  con- 

I  ditions.     In  order  to 

w  do  this,  we  will  con- 

I  sider  the  force  acting 
a  conductor  which 

r  is  carrying  a  current 

I  across  a  magnetic  field.     Suppose  the  arrows,   Fig.   1408, 

I  represent  magnetic  lines  of  force  flowing  between  the  pole 
faces  of  the  magnet 
JV  S,  and  let  a  rep- 
resent the  cross-sec- 
tion of  a  wire  lying 
at  right  angles  to  the 
lines.  So  long  as 
no  current  flows 
through  the  wire, 
the  field  will  not  be  distorted,  and  there  will  be  no  tendency 
for  the  wire  to  move.     If  the  ends  of  the  wire  are  connected 

►  to  a  battery  so  that  a 
current  flows,  say, 
down  through  the 
paper,  this  current 
will  tend  to  set 
lines  of  force  arou 

kthe  wire,  as  shown  by 
the      dotted     circles,  Hm,  uio, 

Tig.  1409.  It  will  be  noticed  that  these  lines  tend  to  oppose 
the  original  field  below  the  wire  and  make  it  more  dense 
above  the  wire.  The  resultant  effect  is  that  the  field  is 
distorted,  as  shown  in  Fig.  1410,  and  the  wire  is  forced 
L  downwards. 

3780.  The  action  described   in   the  simple  case  just 
^given  is  essentially  that  which  takes  place  in  an  electric 


motTjxr.  Thi&  ma^^Txetnc  ittld  s  iupciieti  ij  liie  ield-magiiet. 
Tbi:j  magpiet  is  -is.iiiiii  ^7  Jieiirrrf  .c  iurr^n.i  rakeri  fr-ici  the 
TnaJTT'^  r*>  Triich.  -Lie  3n:c.:r  i*  :-tine^ritL  Ciirr^ni  Dn^cn  the 
line  13  Led  biz.-i  the  ■imii.mr^  -^Jidin^is  cj  mear:.s  of  the  com- 
mntarcr  and  bnshes.  and  this  iniar:ir*  rarrect  reacts  on 
the  field,  thus  ^iriTim^  the  irTniirari  irrim*!.  The  ciDmmii- 
tator  '£C:e:DS  the  relation.  cetTr=ien  ihe  •z-.xrrent  la  the  con- 
dactijrs  and  the  neid  :5'tich  that  the  riristinij  Dr-rce  or  t«3rque 
acting  OG  the  arrnatar^  is  :-:c.r.z.-i«:ii:j,  izd  a  Tiniform  rotary 
motion  is  the  result.  The  eif  :rt  exerteti  bj  the  reaction 
between  the  neld  and  the  'rarr^nt  in  each  tn^iividual  03n- 
dnctor  maj  be  qnite  small ;  but  it  mnst  be  remembered  that 
the  armature  is  osnally  pn^Tid-iii  with  1  larare  number  of 
condnctors,  30  that  the  total  resulting  t-^rque  may  be  qnite 
large. 

3781  •  By  referring  tt^  Fig.  1410.  it  will  be  seen  that  in 
a  motor  the  conductors  are  rWcctl  across  the  field  bv  the 
reaction  of  the  armature  current  on  the  field.  That  is,  /A*' 
force  exerted  by  the  magnetic  jield  upon  the  armature  con- 
ductOTS  of  a  motor  is  in  the  same  direction  as  the  motion  of 
the  armature.  This  force  is  made  use  of  for  doing  mechan- 
ical work.  Compare  this  wiih  the  action  of  a  dynamo. 
The  dynamo  armature  \s  driven  by  means  of  a  steam-engine 
or  other  source  of  power,  and  the  armature  conductors  are 
made  to  cut  across  the  magnetic  field,  this  motion  causing 
the  generation  of  an  E.  M.  F.  When  the  outside  circuit  is 
closed,  so  that  current  flows  through  the  armature  con- 
ductors, this  current  reacts  on  the  field  in  such  a  way  as  to 
oppose  the  motion  of  the  armature.  The  more  current  the 
dynamo  supplies,  the  greater  is  this  opposing  torque  action 
between  armature  and  field  and  the  more  work  the  steam- 
engine  has  to  do  to  keep  the  dynamo  operating.  In  the 
case  of  a  motor,  the  greater  the  load  applied  to  the  pulley  the 
greater  must  be  the  torque  action  between  the  armature 
and  field  to  keep  up  the  motion,  and  the  greater  the  amount 
of  current  which  must  be  supplied  from  the  line.  It  is  thus 
teen  that  as  regards  the  torque  action  between  the  armature 
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and  field,  the  motor  is  just  the  opposite  of  the  dynamo,  the 
force  action  in  the  former  case  being  with  the  direction  of 
motion  and  in  the  latter  case  against  it. 


rj   Al 
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3782>  It  was  shown,  in  connection  with  the  study  of  the 
theory  of  the  dynamo,  that  whenever  a  conductor  is  moved 
in  a  magnetic  field  so  as  to  cut  lines  of  force,  an  E.  M.  F.  is 
induced  in  the  conductor.  In  the  case  of  a  dynamo,  an 
E.  M,  F.  is  generated  in  this  way,  and  this  E.  M.  F.  is  made 
use  of  to  set  up  currents  in  outside  circuits.  In  other 
words,  the  E.  M,  F.  is  the  cause  of  the  flow  of  current,  and 
consequently  the  E.  M.  F.  is  in  the  same  direction  as  the 
current. 

In  a  motor  we  have  all  the  conditions  necessary  for  the 
generation  of  an  E.  M.  F.  in  the  armature ;  that  is,  we  have 
an  armature  revolving  in  a  magnetic  field  and  conductors 
cutting  across  lines  of  force.  It  is  true  that,  in  the  case  of 
a  motor,  the  armature  is  not  driven  by  a  belt  as  in  the  case 
of  a  dynamo,  but  is  driven  around  by  the  force  action 
between  the  field  and  armature.  This,  however,  makes  no 
difference  as  far  as  the  generation  of  an  E.  M.  F.  is  con- 
cerned. 

When  a  motor  is  in  operation,  there  must  be  an  E.  M.  F. 
generated  in  its  armature,  and  for  the  present  we  will  term 
it  the  motor  E.  M.  F.  Take  the  simple  case  shown  in 
Fig.  lilO :  as  the  conductor  is  forced  down,  it  will  pass  across 
the  magnetic  field,  and  an  E.  M,  F.  will  be  induced  in  it. 
Also,  by  applying  the  rule  for  determining  the  direction  of 
induced  E.  M.  P.,  we  see  that  it  must  be  directed 
ipwards,  that  is,  towards  us  along  the  conductor  (the  direc- 
tion of  motion  being  down  and  the  direction  of  the  field 
from  left  to  right).  The  current  flowing  in  the  conductor  is 
flowing  away  from  us,  or  is  being  opposed  by  the  E.  M,  P. 
We  may  state,  then, 

In  an  electric  motor  the  E.  M.  F.  generated  in  the  armature 
is  opposed   to  the  current  which   is  Rowing   through  the 
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armature.  Owing^  to  ihe  facr  that  the  motor  E.  M.  F.  is 
opp«jsed  to  the  curreiit.  it  is  conunociij  spoken  of  as  the 
coostcr  E.  11.  F.  <:c  the  ni'icor.  It  is  important  that  the 
student  should  ciearlj  anderstand  the  generation  of  this 
counter  E.  iL  F.  and  its  relati«:)n  to  the  current.  As 
rej^ards  the  greneration  «jt  E.  iL  F.,  the  motor  is  the  oppo- 
site ot  the  dynamo,  as  in  the  latter  case  the  E.  M.  F.  is 
alwavs  in  the  same  direction  as  the  current. 


37S3.     In  order  that  a  current  may  be  sent  through 
the  armature  of  a  motor,  the  E.  M.  F.  of  the  dynamo  sup- 
piving  the  current  must  be 


greater  than  that  of  the 
motor.  Suppose  a  dynamo 
A^  Fig.  1411,  is  supplying 
current  to  the  motor  B. 
Let  £  be  the  E.  M.  F. 
maintained  'between  the 
mains  bv  the  dvnamo  A. 
We  will  suppose  £"  to  be 
kept  constant  independ- 
ently of  the  current  deliv- 
ered. The  motor  when 
running  will  generate  a 
certain  counter  E.  M.  F. 
which  we  will  call  E^. 
Part  of  the  line  pressure 
will  be  used  in  overcoming 
the  counter  E.  M.  F.,  E^^  of 
the  motor,  and  the  remain- 
der    in     overcoming     the 


MH^rMd 
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resistance  of  the  armature.  If  the  field  coil  were  connected 
in  series  with  the  armature  instead  of  in  shunt  as  shown,  a 
small  part  of  E  would  also  be  required  to  overcome  the 
resistance  of  the  field  winding.  For  the  present  we  will 
consider  the  case  shown.  If  t'  is  the  current  flowing  through 
the  armature,  we  must  have  the  relation 

E  =  E^+CR„         (601.) 
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where  R^  is  the  resistance  of    the  armature.      This  must 
hold  true  for  any  value  of  the  current. 

3784.  It  is  evident  from  formula  601  that  if  the  cur- 
rent flowing  is  very  small  (which  is  the  case  if  the  load  on 
the  motor  is  very  Sight),  the  counter  E.  M.  F.,  £„,  is  very 
nearly  equal  to  the  E.  M.  F.  E  maintained  between  the  lines 
by  the  dynamo.  If  E  and  E„  were  exactly  equal,  no  current 
would  flow  in  the  circuit.  In  practice,  £„  never  becomes 
quite  equal  to  E,  because  it  always  takes  a  small  amount  of 
current  to  run  a  motor  even  if  no  load  is  applied  to  the  pul- 
ley. There  is  always,  therefore,  a  slight  amount  of  the  line 
pressure  taken  up  in  overcoming  the  armature  resistance, 
and  £„  i.s  less  than  E,  as  shown  by  formula  601* 


EFFIcmHiCV. 

3785.  There  are  certain  unavoidable  losses  in  a  motor 
just  as  there  are  in  a  dynamo.  There  is  the  loss  in  the  field 
windings,  the  C^R  loss  in  the  armature  coils,  the  core  loss 
due  to  hysteresis  and  eddy  currents,  and  the  loss  due  to 
mechanical  friction.  The  cotntnercial  efficiency  of  the  motor 
is  the  ratio  of  the  useful  power  delivered  at  the  pulley  to 
the  total  power  supplied  from  the  mains.  The  electrical 
power  utilized  by  the  motor  armature  will  be  the  product  of 
the  current  flowing  through  the  armature  and  the  counter 
E,  M.  F.  generated,  just  as  the  electrical  energy  generated 
in  the  armature  of  a  dynamo  is  the  product  of  the  E.  M.  F. 
generated  and  the  current  flowing.  We  will  call  this  elec- 
trical power  taken  up  by  the  armature  w'  and  the  total  power 
supplied  to  the  motor  W.  The  «amount  of  power  which  is 
delivered  at  the  pulley  will  be  less  than  w'  by  the  amount 
lost  in  friction  and  core  losses;  we  will  denote  the  power 
dehvered  at  the  pulley  by  iv.     Then 

Commercial  efficiency  = 


■  w 


Electrical  efficiency  = 


W 


Efficiency  of  conversion  =  - 


3 
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Neglecting  for  the  present  the  power  taken  up  by  the 
field,  we  have,  if  C  is  the  current  flowing  through  the 
armature, 

Total  power  taken  from  mains  =  JK=  CE. 

Total  power  in  the  armature 

ze/  =  C£^. 

The  electrical  efficiency 


IV  CE  "  £' 


(602.) 


It  is  thus  seen  that  the  higher  the  counter  E.  M.  F.  com- 
pared with  the  line  E.  M.  F.  the  higher  will  be  the  efficiency. 
It  is  also  evident  from  formulas  601  and  602  that  if  the 
resistance  of  the  motor  armature  be  high,  the  counter 
E.  M.  F.  is  bound  to  be  considerably  below  the  line  E.  M.  F., 
thus  making  the  efficiency  low.  This  simply  means  that  a 
considerable  part  of  the  line  E.  M.  F.  is  used  up  in  over- 
coming the  resistance  instead  of  overcoming  counter 
E.  M.  F.  and  enabling  the  motor  to  do  work.  It  also  fol- 
lows that  a  low-resistance  armature  is  one  of  the  requisites 
of  a  good  motor  just  as  much  as  it  is  of  a  good  dynamo,  and 
in  general  it  will  be  found  that  anything  which  causes  low 
efficiency  in  a  dynamo  will  also  cause  low  efficiency  in 
a  motor. 


TORQUB. 

3786.  Suppose  a  current  C  to  be  sent  through  a  motor 
the  field  of  which  is  fully  excited,  and  suppose  the  armature 
be  held  from  turning.  A  strong  turning  or  twisting  effort 
will  be  exerted  on  the  armature  conductors,  but  as  they  are 
unable  to  move,  no  power  is  developed.  In  such  a  case,  all 
the  E.  M.  F.  applied  by  the  mains  is  used  up  in  forcing  a 
current  through  the  armature  against  its  resistance,  and  the 
current  is  determined  by  Ohm's  law, 
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where  i?„  is  the  armature  resistance.  The  watts  supplied  are 
used  up  wholly  in  heating  the  armature  conductors.  I£  the 
armature  is  allowed  to  turn,  a  counter  E.  M.  F.  is  at  once 
generated  by  the  motion  of  the  conductors  through  the  field. 
The  motor  is  now  in  a  position  to  deliver  power,  and  the 
current  which  flows  is  such  that  it  will  enable  the  motor  to 
carry  its  load  and  make  up  for  the  losses.  The  current  is 
now  determined  by  the  relation 


where  E„  is  the  counter  E.  M.  F.  generated  at  the  load 
represented  by  C,.  The  E.  M.  F.  which  is  now  effective  in 
forcing  current  through  the  armature  is  the  difference 
between  E  and  E„,  and  t",  E„  represents  the  electrical 
energy  which  is  active  in  the  armature,  the  greater  part  of 
which  is  available  at  the  pulley. 

3787.  The  torque  exerted  by  a  motor  may  be  deter- 
mined as  follows:  The  counter  E.  M.  F.  of  the  motor  is 
determined  in  the  same  way  as  the  E.  M.  F.  of  a  dynamo, 
that  is, 


£^  =  - 


10' 


where  E„  is  the  counter  E.  M.  F.  in  volts,  it  the  speed  in 
revolutions  per  second,  C  the  total  number  of  conductors  on 
the  armature,  and  TV  the  total  magnetic  flux.  The  total 
torque  exerted  by  the  armature  must  be  equal  to  the  torque 
exerted  at  the  pulley  plus  the  constant  torque  required  to 
overcome  friction.  Let  P  be  the  difference  in  the  pull 
between  the  tight  and  loose  sides  of  the  belt  and  r  the 
radius  of  the  pulley.  Then  the  useful  torque  exerted  at  the 
pulley  will  be  Pr.  The  total  torque  will  be  equal  to  Pr  -\-  F, 
where  F\s  the  torque  necessary  to  overcome  friction.  The 
power  w  delivered  at  the  pulley  is  %i!nrP=:  2'!n  T,  where 
7"  is  the  useful  torque.  The  total  power  developed  in  the 
armature  will  be  w'  =  2  jt  «  T',  where  T'  ^  Pr  +  F.     If  we 


A 
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express  r  in  feet,  P  in  pounds,  and  n  in  revolutions  per 
minute,  then  the  power  developed  in  the  armature  will  te 

If  we  neglect  the  core  losses,  we  must  have 

==  b.^  C 

33aXX> 

where  C»  i^  the  current  flowing  through  the  armature; 

nCX 


but»  £.  = 


10 


•  » 


and  r.  -^«  =    ,  ^I    X  C-  watts. 

If  we  express  «  in  revolutions  per  minute  instead  of  revo- 
lutions jxT  second  and  divide  by  746  to  reduce  to  horse* 
power,  we  may  write 

iU^AXV  ~  in»  \  :44>  X  10** 

or       r  =-  .f^'^"!?. —  x.vrtV  (604.) 

This  iv^rmu:a  will  be  tVur.vi  n^ore  c\>nvenient  in  the  form 

-•  =.lV:::-\^;^        (605.) 

This  gives  the  tv^tu!  :orv;v.e  exerted  on  the  armature  in 
ivxn-:v^ur-d2v  The  :or\;v.;r  cxenevi  a:  :he  o'jilev  would  be  less 
than  this  by  the  :orv;ue  ::eO[^ssary  :c^  overcome  friction,  and 
the  vul!  a:  the  rini  o:  the  t^«!!ey  wv*,:'d  be  the  useful  torque 
i::  :\v^:-iv^unds  viivuiesi  *ry  the  radius  v  •  the  pulicy  expressed 
i:t  :V^:  It  w/,1  l^e  :u^t:v>rvl  that  th;r  s:>f^i  r  has  canceled  out 
V*:  th-TT  aS.>vf  e-\vn^^^^i.>'.^  :\"r  th?r  t /re *.:<?.  ar.>i  the  equation 
sh.w^:ha:  the  :s^r\;*.ie  vltrtv".xl>  v.:v::  the  strer.^h  of  field, 

i  .\  V >s.  y ..  i .  -  A  V . : .  r  ji'  '.v-a:  u  •  v  ■  >  y  r  •.-  \  .-. ;  «A  ■*  :  -  iOi>  c»*'c.i3cr?cs.  The 
CTZ-TT';::-:  >./L-.'..:^i  :v  ^J!^  iTT-.^jL^vv  ->  ■>».■■  ir •. xr-^rs  JL'.''.!.  ::'.•?  t.'til  =tagiietic 
i\n  i>  5.  .■•.•.■.■A*.'  Li-j<^      •  ii^  r*^-^>'  ^  ^  *-  ■  -  w:*ijrc:T;r  xzsi  tiSe  torque 
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: .00117  X 


3  foot-pounds.     Ana. 


necessary  to  overcome  friction  is  i  foot-pound,  (a)  What  will  be  the 
total  torque  exerted  on  the  armature?  {i)  What  will  be  the  puU 
exerted  at  the  rim  of  the  pulley  ? 

^ Solution. — (a)  We  have  for  the  tota.1  torque 
7..        ^,,™.,  8.000.000  X  250  X 
Tht 
m 
Mce 


The  useful  torque  wiU  be  36.8  -  ,5  =  3B.tJ  ft.-lb. 
(^)    The  radiuH  of  the  pulley  is  4|  In.  =  ^  or  )  ft 


ARMATUtie  RBACTION. 

3788.     Armature  reaction   is   present   in  motors  i 
dynamos,   but    its  etfecti 


Fig.  1412  represent  the  pole-pieces  and  armature  of  a  two- 
pule  motor,  and  suppose  current  to  be  sent  into  the  armature 


re 

J 
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so  that  it  flows,  say,  downwards  through  the  paper  in  the 
right-hand  conductors  and  upwards  in  those  on  the  left. 
We  will  suppose  for  the  present  that  the  brushes  are  directly 
on  the  neutral  line  midway  between  the  poles,  as  shown. 
The  effect  of  the  armature  currents  will  be  to  cross-mag- 
netize the  field,  as  shown  by  the  dotted  lines,  and  by  consid- 
ering the  direction  of  the  cross-magnetism  as  related  to  the 
armature  currents,  it  will  be  seen  that  the  resultant  effect  is 
to  weaken  the  pole  corners  ^,  b  and  strengthen  a^  a.  It  is 
also  evident,  from  the  relation  of  the  field  and  current  in 
the  armature,  that  the  direction  of  rotation  will  be  as  shown 
by  the  arrow,  the  effect  of  the  cross-magnetization  being  to 
shift  the  field  backwards  as  regards  the  direction  of  rotation 
instead  of  forwards,  as  in  the  case  of  a  dynamo.  It  follows, 
then,  that  in  order  to  keep  the  brushes  at  the  non-sparking 
point,  they  must  be  shifted  backwards. 


Pig.  1418. 


3789.  Fig.  1413  shows  the  same  armature  with  the 
brushes  shifted  back  to  the  non-sparking  point.  The  shift- 
ing of  the  brushes  brings  into  play  the  back  ampere-turns 
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which  are  included  between  the  double  angle  of  lead.  It 
will  also  be  seen  that  these  back  ampere-turns  tend  to 
demagnetize  the  field,  as  shown  by  the  dotted  arrow  at  a^  the 
action  of  the  armature  in  this  respect  being  the  same  as  the 
action  in  a  dynamo.  It  may  also  be  noted  here  that  if  it 
were  possible  to  operate  the  motor  without  sparking,  with  a 
forivard  lead  of  the  brushes,  the  back  ampere-turns  would 
tend  to  magnetize  the  field.  Small  motors  have  been  built 
to  operate  in  this  way,  but  it  is  not  possible  to  so  operate  a 
motor  of  any  considerable  size  without  sparking.  It  is 
important  that  motors  be  designed  so  that  the  shifting  of 
the  sparking  point  from  no  load  to  full  load  shall  be  small. 
This  means  that  the  field  should  be  **  stiff  "  or  powerful,  and 
the  effects  of  armature  reaction  made  weak  either  by  using 
a  small  amount  of  wire  on  the  armature  or  properly  pro- 
portioning the  air-gap.  In  modern  motors  of  good  design 
the  shifting  of  the  neutral  point  is  very  slight.  Carbon 
brushes  are  used  almost  exclusively,  and  the  brushes  may  be 
left  in  the  same  position  from  no  load  to  full  load  without 
sparking. 

3790.  It  is  instructive  to  note,  in  connection  with  motor 
armature  reaction,  that  if  the  brushes  have  any  lead  forwards 
or  backwards  and  a  current  be  sent  through  the  armature 
alone,  the  field  being  unexcited,  the  armature  will  revolve 
because  the  armature  reaction  will  set  up  a  field  for  the 
armature  currents  to  react  on.  The  torque  produced  would, 
of  course,  be  very  small,  because  the  field  set  up  in  this  way 
would  be  very  weak. 

CLASSES  OF  MOTORS. 

3791  •  Continuous-current  motors,  like  dynamos,  are 
generally  classed  according  to  the  methods  adopted  for 
exciting  the  field-magnets.  This  naturally  divides  motors 
into  the  following  classes: 

1.  Shunt-wound. 

2.  Series-wound. 

3.  Compound  or  differentially  wound, 

M.  E.    IV.— 2^  . 
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Motors  may  also  be  operated  with  separately  excited  fields, 
but  this  is  seldom  dime  in  practice.  By  far  the  larger  part 
of  the  motors  in  use  !>e!o(ig  to  the  first  two  classes,  the 
third  class  lieing  used  only  to  a  limited  extent,  DifTer- 
«ntiany-woiind  motors  are  used  in  some  cases  where  very 
:lose  speed  regulation  is  required,  and  motors  with  a  com- 
bination of  scries  and  shunt  windings  are  used  to  some 
extent  for  the  operation  of  electric  vehicles.  Nearly  all 
motors  are  operated  on  foiislanl-poienlialQXTcahs,  the  voltage 
across  the  terminals  being  maintained  constant  or  nearly  so 
by  the  dynamo  supplying  the  system  and  the  current  taken 
by  the  motor  varying  with  the  load.  In  a  few  cases  motors 
are  operated  on  constant-current  arc-light  circuits,  but  their 
use  is  very  limited.  In  this  case  the  current  through  the 
motor  remains  constant,  and  the  voltage  across  its  termi- 
nals increases  with  the  load. 


SHUNT  MOTORS. 
3702*  Outside  of  railway  work,  the  shunt  motor  is  more 
largely  used  than  any  other  type  because  of  the  valuable 
speed-regulating  qualities  which  render  it  well  adapted  for 
the  operation  of  all  kinds  of  machinery.  The  shunt-wound 
motor  is  identical,  so  far  as  its  electrical  construction  is  con- 
cerned, with  the  shunt-wound  dyna- 
mo. These  motors  are  operated  od 
constant-jjoteiitial  systems,  the  motor 
being  conrifctcd  directly  across  iht 
mains  when  running,  as  shuwii  in 
Fig,  1414,  wliere  A  is  the  armalunp 
and  F  is  the  field.  If  E,  the  B.  M.  I»r 
between  the  mains,  is  mailltaiDedt:i>n- 
stant,  theiurrciil  flowing  through  I'l 
shunt  field  will  be  vanMaAt^^^tt^^" 
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coils  v" 


magnetizing  force,  no 
may   be   taking  from 
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would  be  practically  constant  if  there  were  no  demagneti- 
zing action  of  the  armature.  Take  the  case  where  the  motor 
is  running  free  and  the  only  load  which  the  armature  cur- 
rents have  to  overcome  is  the  friction  and  other  losses  within 
the  armature.  The  amount  of  energy  which  the  motor 
will  take  from  the  line  will  just  be  sufficient  to  counterbal- 
ance these  losses,  and  the  armature  will  run  up  to  a  speed 
such  that  the  counter  E.  M.  F.  will  allow  just  sufficient 
current  to  flow  Jto  supply  this  loss  of  energy.  Since  this  cur- 
rent is  very  small  in  a  good  motor,  the  counter  E.  M.  F. 
when  the  motor  is  running  light  is  very  nearly  equal  to  the 
line  E.  M.  F.,  ^.  * 


ACTION  OF  SHUNT  MOTOR. 

3793.  When  a  load  is  applied,  the  motor  must  take 
sufficient  current  to  enable  the  armature  to  produce  a  torque 
sufficient  to  carry  the  load.  In  order  to  allow  this  current 
to  flow,  the  counter  E.  M.  F.  must  lower  slightly,  and  as  the 
field  is  nearly  constant,  this  means  a  slight  lowering  of  speed, 
because  the  counter  E.  M.  F.,  E^^  is  given  by  the  expres- 
sion 

^   _nCN 

and  C  and  N  are  practically  fixed.  At  the  same  time  it  must 
be  remembered  that  the  back  ampere-turns  will  make  N 
slightly  less  when  the  motor  is  loaded  than  when  it  is  not 
loaded,  and  this  weakening  of  the  field  tends  to  keep  the 
speed  up.  The  net  result  is,  therefore,  that  a  shunt  motor 
operated  on  a  constant-potential  circuit  falls  off  slightly  in 
speed  as  the  load  is  applied,  but  if  the  motor  is  well  designed 
and  has  a  low-resistance  armature,  the  falling  off  in  speed 
from  no  load  to  full  load  will  be  very  small.  It  is  this  speed- 
regulating  feature  which  makes  the  shunt  motor  so  widely 
used.  If  the  load  should  be  accidentally  thrown  off,  there  is 
no  tendency  to  race,  and  the  motor  automatically  adjusts 
itself  to  changes  in  load  without  materially  changing  its  speed 
and  without  the  aid  of  any  mechanical  regulating  devices. 


2532  MOTOR  DESIGN. 

SPEED  REGULATION. 

3794.  The  speed  of  a  shunt  motor  fed  from  constant- 
potential  mains  may  be  varied  either  by  cutting  down  the 
applied  E.  M.  F.,  -£,  or  by  changing  the  field  strength.  For 
any  given  load  the  motor  has  to  generate  a  certain  counter 
E.  M.  F. 

77        nCN 


10' 


Solving  this  for  w,  we  have 


E'  10" 

It  follows  from  formula  606  that  if  the  field  strength  N 
be  decreased,  the  speed  ;/  will  be  increased,  the  line  E.  M.  F. 
remaining  the  same;  also,  if  the  field  be  strengthened, 
the  speed  will  be  decreased.  This  simply  means  that  with 
a  strong  field  the  motor  does  not  have  to  run  as  fast  to 
generate  a  given  counter  E.  M.  F.  as  it  would  if  the  field 
were  weak.  The  method  of  regulating  the  speed  of  a  shunt 
motor  by  varying  its  field  strength  is  sometimes  used.  It  is 
the  most  efficient  method  for  regulating  speed,  as  it  only 
necessitates  cutting  down  the  small  field  current  by  means 
of  a  resistance.  The  method  described  in  the  next  article 
is,  however,  more  generally  used,  though  it  causes  a  much 
larger  waste  of  energy,  and  it  is  doubtful  if  it  will  not 
be  displaced  eventually  by  the  field  method.  In  using  the 
field  method  of  control,  care  must  be  taken  to  see  that  the 
weakest  field  used  will  allow  the  machine  to  operate  without 
sparking. 

3795.  The  speed  may  also  be  regulated  by  leaving  the 
field  at  its  full  strength  and  cutting  down  the  voltage  applied 
to  the  armature  by  inserting  an  adjustable  resistance  in  series 
with  it.  The  connections  for  this  method  of  speed  regulation 
are  shown  in  Fig.  1415,  the  adjustable  rheostat  R  being 
connected  in  series  with  the  armature  A^  and  the  field  F 
connected  directly  across  the  mains.  This  method  is  rather 
wasteful  of  energy,  but  it  is  the  one  generally  employed 
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when  It  IS  desired  to  control  the  speed  of  a  shunt  machine. 
If  a  shunt  motor  be  overloaded  or  stalled  in  any  way,  the 
current  becomes  excessive,  and  the  armature  is  burned  out, 
unless  it  is  protected  by  fuses  or  other  safety  device.  Care 
should  also  be  taken  never  to  open  the  field  circuit  of  such  a 
machine  while  its  armature  is  connected  to  the  circuk.     If 

MaiH . 


r 
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Pig.  1416. 


the  field  circuit  is  opened,  the  machine  is  unable  to  generate 
any  counter  E.  M.  F.,  and  the  consequence  is  a  large  rush  of 
current  through  the  armature,  which  is  at  least  apt  to  burn 
the  commutator,  and  if  not  interrupted  by  means  of  fuses 
will  in  a  short  time  burn  x)ut  the  armature. 


SERIES   MOTORS. 

3796*  These  motors  are  constructed  in  the  same  way 
as  series-wound  dynamos;  that  is,  the  fields  are  excited  by 
connecting  the  field  coils  in  series  with  the  armature,  so  that 
all  the  current  which  the  motor  takes  from  the  mains  flows 
through*  the  field  windings.  The  most  extensive  use  of  these 
motors  is  in  connection  with  street-railways.  They  are  also 
used  to  some  extent  for  operating  hoists,  cranes,  and  other 
machinery  of  this  class  which  requires  a  variable  speed. 
Nearly  all  series  motors,  like  shunt  motors,  are  operated  on 
constant-potential  circuits.     For  example,  the  pressure  of  a 
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street-railway  system  is  maintained  approximately  constant 
at  500  volts.  Crane  and  hoist  motors  are  usually  operated 
at  pressures  of  110,  220,  or  500  volts.  Series  motors  are 
operated  to  a  limited  extent  on  constant'Cnrrent  arc-light 
circuits,  but  the  number  so  operated  is  insignificant  com- 
pared with  those  operated  on  constant-potential. 


SBRIBS  MOTOR  ON  CONSTAIVT-POTBNTIAL  CIRCUIT. 

3797,     Let  yi,  Fig.  1410,  rei5resent  the  armature  of  a 
series  motor  connected  in  series  with  the  field  F  across  the 
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Fig.  1416. 


mains,  as  shown.  The  pressure  between  the  mains  is  main- 
tained constant.  We  will  denote  this  constant  line  pressure 
by  E,     We  must  have,  then,  the  following  relation: 

E=R„^  CR„  +  CR„  (607.) 

where  E^  is  the  counter  E.  M.  F.  of  the  motor,  C  the 
current  corresponding  to  any  given  load,  and  R^  and  Ry  the 
resistances  of  the  armature  and  field,  respectively.  The  last 
two  terms  represent  the  drop  in  pressure  due  to  these  resist- 
ances, and  the  smaller  the  value  of  these  terms  the  greater 
is  the  efficiency  of  the  motor. 

3798.  First,  we  will  consider  the  case  where  the  motor 
is  running  light.  Under  this  condition  of  load,  the  motor 
will  take  just  enough  energy  from  the  line  to  make  up 
for  the  losses  due  to  friction,  core  losses,  etc.  As  the  arma- 
ture speeds  up,  the  counter  E.  M.  F.  increases  and  the  cur- 
rent rapidly  decreases.     Now  the  field  is  in  series  with  th© 
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armature,  so  that  as  the  current  decreases  the  field  strength 
also  decreases  and  the  armature  has  to  run  still  faster  to 
generate  its  counter  E.  M.  F.,  which  at  no  load  is  jlist  about 
equal  to  the  E.  M.  F.  between  the  mains.  The  current 
necessary  to  supply  the  losses  is  usually  very  small  if  the 
motor  is  well  designed,  consequently  the  no-load  current  is 
very  small,  and  the  speed  necessary  to  generate  the  counter 
E.  M.  F.  becomes  excessively  high.  In  many  cases  this 
speed  might  be  high  enough  to  burst  the  armature.  On 
account  of  this  tendency  to  race,  it  is  not  safe  to  throw  the 
load  completely  off  a  series  motor  unless  there  is  some  safety 
device  for  automatically  cutting  off  the  current.  Of  course 
in  street-railway  work  there  is  always  some  load  on  the 
motors,  so  that  no  injury  from  racing  is  liable  to  result. 

3799.  When  the  motor  is  loaded,  the  counter  E.  M.  F. 
decreases  slightly,  and  this  allows  more  current  to  flow. 
This  current  Strengthens  the  field,  and  a  correspondingly 
strong  torque  is  produced.  It  should  be  noted  here  that 
the  torque  of  a  series  motor  depends  directly  upon  the  current 
which  is  flowing  through  it.  This  will  be  seen  by  referring 
to  formula  605.  The  torque  is  proportional  to  N and  C^; 
but  the  field  strength  in  a  series  motor  depends  upon  6"^, 
so  that  the  torque  depends  only  on  the  current.  This 
quality  renders  the  series  motor  valuable  for  street-railway 
work,  as  a  strong  starting  torque  can  be  produced  by  allow- 
ing a  heavy  current  to  flow  through  the  motor  while  the  car 
is  being  started.  Since  the  field  strength  of  a  series  motor 
increases  as  the  load  is  applied,  it  follows  that  the  speed  will 
decrease  with  the  load  and  there  will  be  a  different  speed  for 
each  load.  This  variable  speed  renders  the  series  motor 
generally  unsuitable  for  stationary  work,  such  as  operating 
machinery,  etc.,  but  is  an  advantage  for  street-railway  work 
where  a  wide  range  of  speed  is  desired.  Series  motors  are 
more  substantial  and  cheaper  to  build  than  shunt  motors, 
on  account  of  the  fine  field  winding  required  by  the  latter. 
The  field  coils  of  series  motors  consist  of  a  comparatively 
small  number  of  turns  of  heavy  wire,  making  a  coil  which  is 


2536 


MOTOR  DESIGN. 


less  liable  to  burn-outs  than  the  fine  wire  shunt  coils  and 
better  fitted  to  stand  the  hard  service  connected  with  all 
street-railway  work. 

If  a  series  motor  be  connected  across  the  mains,  the  cur- 
rent which  flows  has  to  pass  through  the  field  as  well  as  the 
armature,  thus  giving  a  good  field  for  the  armature  currents 
to  react  on  and  produce  the  required  starting  torque. 
When  a  shunt  machine  is  used,  the  field  must  first  be  con- 
nected to  the  mains  and  the  current  then  allowed  to  flow 
through  the  armature.  If  this  is  not  done,  the  current  will 
all  flow  through  the  low-resistance  armature  in  preference 
to  the  high-resistance  field  when  the  motor  is  first  connected, 
and  a  very  small  starting  torque  will  be  the  result. 


SPBBD  RBGULATION. 


3800.     The  speed  of  a  series  motor  may  be  regulated 
either  by  varying  the  strength  of  the  field  or  by  inserting  a 
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Fig.  1417. 

resistance  in  series  with  the  motor.  The  field  strength  may 
be  regulated  by  having  the  field  coils  wound  in  a  number  of 
sections,  and  cutting  these  in  or  out,  thus  varying  the  effect- 
ive number  of  turns.  Anotlier  method  is  to  shunt  the  fields 
by  an  adjustable  resistance,  thereby  varying  the  amount 
of  current  which  flows  throuj>h  the  series  coils.  Both 
these  methods  have  been  used  for  controlling  the  speed  of 
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street-car  motors.  In  the  resistance  method  of  control,  an 
adjustable  rheostat  is  connected  directly  in  series  with  the 
motor,  as  shown  in  Fig.  1417,  thus  cutting  down  the  E.  M.  F. 
across  the  motor  terminals.  This  method  has  also  been 
used  quite  largely  on  street-cars  and  also  for  crane  and  hoist 
motors. 

3801.  The  field-magnets  of  series  motors  are  some- 
times provided  with  such  a  large  number  of  turns  that  the 
field  becomes  fully  magnetized  v;hen  the  current  flowing  is 
only  a  fraction  of  the  full-load  current  of  the  motor.  This 
gives  a  field  which  does  not  change  greatly  in  strength  for  a 
considerable  range  of  load,  and  thus  tends  to  make  the  speed 
vary  less  with  changes  in  the  load,  and  also  keeps  the  motor 
from  sparking  at  moderate  loads,  on  account  of  the  strong 
field  obtained.  Street-railway  motors  are  generally  **  over- 
wound "  in  this  way. 


SBRIBS  MOTOR  ON  CONSTANTS URRBNT  CIRCUIT. 

3802.     It  has  already  been  mentioned  in  Arts.  3791 
and  3796  that  series  motors  are  operated  to  a  limited 
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Fig.  1418. 

extent  on  constant-current  circuits.  We  will  therefore 
examine  briefly  the  action  of  the  motor  on  such  a  circuit. 
Fig.  1418  shows  a  series  motor  J/ connected  in  an  arc-light 
circuit,  the  current  in  v/hich  is  kept  at  a  constant  value  by 
means  of  a  regulator  on  the  dynamo  D,  Since  the  current 
flowing  through  the  field  F  of  the  motor  is  constant,  the 
strength  of  fiold  will  be  constant  and  the  torque  will  also  be 
constant.     If  the  armature  were  allowed  to  run  free,  it  would 
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;t  .;rT^:ip-t;i:-^ly  :.;i  «i--wn  as  the 
is  ;-.  this  cij-e  :i,*  current  is  kept 
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i  t-e  ur.i'ui title  :.r-:-L-era:ing  machin- 
1  ir.&ke  su-ch  i^t  -ri  rur.  a:  a  nearly  oon- 
■/^n'ient'.y  -.f  the  I -ad.  ihey  are  provided 
device  raiua"Y  a  centrifugal  guvernor  of 
either  shifts  the  brashes  or  cuts  sections 


of  till!  liolil  wiiuiidK  in  ;i»d  out  in  such  a  way  as  to  main- 
tain a   iirarly  cmistant  sliced.      Fig.   1419  shows  a  motor  . 
iiiUiiiicd  for  operation  on  a  constant-current  circuit.      In 
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this  case  the  centrifugal  governor  on  the  end  of  the  shaft 
operates  a  switch  which  alters  the  effective  number  of  turns 
oil  the  field.  The  fly-wheel  is  provided  to  smooth  out  any 
fluctuations  in  speed  caused  by  the  gnvernor  not  acting 
instantaneously. 

3803.  The  use  of  motors  on  constant-current  arc 
circuits  is  not  as  general  now  as  it  once  was.  It  is  the 
general  practice  now  to  run  special  constant-potential  lines 
for  the  operation  of  motors.  Series  motors  on  arc  circuits 
are  always  more  or  less  dangerous  on  account  of  the  high 
pressures  generated  by  arc  dynamos.  Also,  if  the  output  of 
the  motor  is  at  all  considerable,  the  pressure  across  its 
terminals  at  full  load  may  be  quite  high.  For  example,  a 
10  K.  W.  motor  operating  on  an  8-ampere  circuit  would  at 
full  load  have  a  potential  of  -LK-jjlu  =1,350  volts  across  its 
terminals. 


DIFFERENTIALLY-WOUND   MOTORS. 
3S04.     These  motors  are  essentially  the  same  in  con- 
1  struction  as  the  compound-wound  dynamo,  except  that  the 
I  series  coils    are    con- 


'  nected  so  as  to  oppose 
the  shunt  coils  instead 
of  aid  them  as  in  the 

I   dynamo.      The  object 

I  of  this  arrangement 
is   to   secure  constant 

[  speed  when  the  voltage 

f  of  the  dynamo  supply- 

1  ing  the  motor  is  con- 
stant. The  series  coiis 
decrease     the    field 

strength  slightly,  and  by  thus  weakening  the  fiel 
counter  E.  M.  F.  sufficiently  without  the  speed  dei 
These  motors  are  not  used  as  generally  now  as  they  once 
were,  because  it  is  found  that  a  well-designed  shunt-wound 
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motor  will  give  sufBoiently  close  speed  regulation  for  nil  1 
practical  purposes.     Fig.  1420  shows  the  connections  of  i 
differential    motor,   the   coils  being  intended   to  represent 
windings  in  opposite  directions,  one  right-hand,  the  other 
left-hand-  

AUXILIARY  APPAKATUS. 

STARTING  KHEOSTATS. 
380S.  When  motors  are  operated  on  const  ant -potential 
circuits,  it  is  necessary  to  insert  a  resistance  in  series  with 
the  armature  when  starting  the  motor.  Of  course,  in  the 
case  of  a  series  motor,  this  starling  resistance  is  also  in  series 
with  the  field.  The  resistance  of  a  motor  armature  is  very 
small  in  any  type  of  motor,  and  in  the  case  of  a  series  motor 
the  field  resistance  is  also  small,  so  that  if  the  machine  were 
connected  directly  across  the  circuit  while  standing  still, 
there  would  be  an  enormous  rush  of  current,  because 
the  motor  is  generating  no  counter  E.  M.  P.  Take,  for 
example,  a  shunt  motor  of  which  the  armature  resistance  is 
.1  ohm.  If  this  armature  were  connected  across  a  110-volt 
circuit  while  the  motor  was  at  a  standstill,  the  current  which 

would  flow  momentarily  would  be  — —  =  1,100  amperes,  the 

amount  being  limited  only  by  the  resistance  of  the  armature. 
In  the  case  of  a  series  motor,  the  rush  of  current  would  not  be 
quite  as  bad,  as  the  field  winding  would  help  to  choke  the 
current  back,  but  in  either  case  it 
is  necessary  to  insert  a  resistance 
and  gradually  cut  it  out  as  the 
motor  runs  up  to  speed  and  gen- 
erates a  counter  E.  M.  F.  which 
is  able  to  regulate  the  current 
S- 

3806.  The  starting  rheostat, 
or  starting  box,  as  it  is  often 
called,  is  simply  a  resistance  divi- 
ded up  into  a  number  of  sectipoa. 


MOTOR  DESIGN.  2541 

and  connected  to  a  switch,  by  means  of  which  these  sec- 
tions can  be  cut  out  as  the  motor  comes  up  to  speed. 
When  the  motor  is  running  at  full  speed,  this  resistance 
is  completely  cut  out,  so  that  no  energy  is  lost  in  it. 
Fig.  1421  shows  a  simple  form  of  motor-starting  rheostat, 
the  resistance  wire  in  this  particular  type  being  bedded  in 
enamel  on  the  back  of  an  iron  plate,  while  the  ribs  r  on 
the  front  are  intended  to  present  additional  cooling  surface 
to  the  air.  Starting  rheostats  are  not  designed  to  carry 
current  continuously,  and  should  therefore  never  be  used 
for  regulating  the  speed  of  the  motor.  The  resistance  wire 
is  made  of  such  a  size  as  to  be  capable  of  carrying  the 
current  for  a  short  time  only,  and  if  the  current  is  left 
on  continuously  the  rheostat  will  be  burned  out.  The 
handle  h  of  the  rheostat  shown  is  provided  with  a  spiral 
spring  J,  tending  to  hold  it  against  the  stop  ^,  which  makes 
it  impossible  to  leave  the  contact  arm  on  any  of  the  inter- 
mediate points.  On  the  last  point  a  clip  c  is  placed  to 
hold  the  arm  of  the  rheostat. 


SHUNT-MOTOR  CONNECTIONS. 

3807.  The  method  of  connecting  up  a  shunt  motor  to 
constant-potential  mains  is  shown  in  Fig.  1422.  The  lines 
leading  to  the  motor  are  connected  to  the  mains  through  a 
fuse  block  Z>,  from  which  they  are  led  to  a  double-pole  knife 
switch  B,  One  end  of  the  shunt  field  F  is  connected  to  ter- 
minal 1  of  the  motor,  and  one  brush  is  also  connected  to  the 
same  terminal.  The  other  field  terminal  is  connected  to 
the  motor  terminal  ^,  and  the  other  brush  leads  to  the  third 
terminal  8,  One  side  of  the  main  switch  connects  to  ter- 
minal 1  ;  the  other  side  connects  to  S  through  the  starting 
rheostat  C,  Terminal  2  connects  to  the  same  side  of  the 
switch  as  the  starting  rheostat.  It  will  be  seen  from  the 
figure  that  as  soon  as  the  main  switch  is  closed,  current  will 
flow  through  the  field  /%  and  thus  magnetize  it  before  any 
current  flows  through  the  armature  A  (the  first  contact  on 
the  rheostat  being  a  dead  point).     When  the  rheostat  arm 
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is  moved  over,  current  flow>  throui^h  the  armature,  and  a 
strong  starting  effort  is  produced,  because  the  field  is  already 
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Fig.  1422. 

majjnetized.     The  handle  is  then  moved  over  slowly  and  left 
on  the  hist  point  when  the  motor  has  attained  its  full  speed. 


SRRIKS-MOTOK    CONNECTIONS. 

38()8.  The  connections  for  a  series  motor  are  shown 
in  V\^,  14*23.  ConncctiiMi  is  made  to  the  mains  through  a 
switch  and  fuse  block  as   before.     The   motor  connections 
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are  somewhat  simpler  than  in  the  last  case,  one  terminal  of 
the  armature  A  being  connected  at  a  to  one  terminal  of  the 
field,  c  and  d  forming  the  two  terminals  of  the  motor. 
The  starting  rheostat  C  is  simply  connected  in  series  with 
the  armature,  as  shown.  When  a  current  flows  through  the 
armature,  the  same  current  also  flows  through  the  field,  so 
that  there  is  always  a   magnetic   field  present  to  produce 
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Fig.  1423. 

the  required  starting  torque.  On  account  of  the  field 
winding  acting  to  a  certain  extent  like  a  starting  resistance, 
series  motors  do  not  require  as  large  an  amount  of  resist- 
ance in.  the  starting  rheostat  as  shunt  motors.  This  fea- 
ture is  of  value  in  street-railway  work,  as  it  permits  the  use 
of  a  less  bulky  starting  resistance  than  would  otherwise  be 
required. 
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AUTOMATIC    S13%  ITCHES. 

3HiH>«  When  ihc  simple  form  of  starting  box  is  used,  it 
is  necessary  to  see  that  the  handle  is  moved  back  to  the  off 
|>*/sition  every  time  the  motor  is  shut  down  or  the  current 
cut  off  in  any  way.  If  this  is  not  done,  and  the  switch  is 
thrown  in,  on  starting  up  again,  with  the  resistance  all  out 
of  the  circuit,  there  will  result  a  heavy  rush  of  current. 
In  order  to  obviate  this,  motors  are  now  usually  provided 
with  automatic  boxes,  the  switch-lever  of  which  automat- 
ically flies  back  to  the  off  position  when  the  current  is  shut 
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off.  They  arc  also  generally  provided  with  an  arrangement 
for  lluiiwing  the  switch-lever  back,  and  thus  breaking  the 
circuit,  when  the  motor  is  overloaded.  Fig.  1424  shows  the 
arrangement  o(  an  automatic  box  of  this  type,  made  by  the 
(icneral  IClectric  Co.,  which  will  serve  to  illustrate  the  action 
M  most  of  these  auti>matic  starting  rheostats.  The  resistance 
is  connected  between  the  contact  points,  as  shown,  the  arm 
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being  shown  in  the  running  position  with  the  resistance  all 
cut  out.  The  contact  arm  is  moved  over  against  the 
action  of  a  spiral  spring  in  the  hub  and  is  held  in  position 
by  a  catch  a^  which  fits  into  a  notch  in  the  hub  of  the 
lever  b.  This  lever  carries  an  armature  Cy  which  is  held 
down  against  the  action  of  a  spring  by  the  magnet  m.  The 
exciting  coil  of  this  magnet,  in  the  case  of  a  shunt  machine,  is 
connected  in  series  with  the  field  ;  in  the  case  of  a  series 
machine,  it  is  wound  with  heavy  wire  and  connected  in 
series  with  the  motor.  If  the  current  is  cut  off  in  any  way, 
the  magnet  releases  the  armature  and  the  switch-lever  flies 
back  to  the  off  position. 

3810«  Fig.  1424  shows  a  device  for  protecting  the  motor 
against  overloads.  It  consists  of  an  electromagnet,  the  coil 
of  which  is  connected  in  series  with  the  armature  A,  This 
magnet  is  provided  with  a  movable  armature  g^  the  distance 
of  which  from  the  pole  h  may  be  adjusted  by  the  screw  k. 
When  the  current  exceeds  the  allowable  amount,  the  arma- 
ture is  lifted,  thus  making  connection  between  the  pins  /. 
This  connection  short-circuits  the  coil  of  the  magnet  m  and 
the  lever  goes  to  the  off  position. 


SERIBS-MOTOR  CONNECTIONS. 

(CONSTANT-CURRENT    CIRCUITS.) 

381  !•  No  starting  rheostat  is  required  for  series  motors 
operated  on  constant-current  circuits,  because  the  current 
can  never  exceed  that  furnished  by  the  dynamo.  Fig.  1425 
shows  the  connections  for  such  a  motor.  Two  switches 
A  and  B  should  be  used.  Switch  A  is  placed  outside  the 
building,  to  cut  off  the  current  in  case  of  fire,  etc.  Switch  B 
is  used  for  starting  and  stopping  the  motor.  Both  these 
switches  should  be  of  the  quick-break  variety,  similar  to 
those  used  for  cutting  out  sections  of  arc-light  circuits. 
These  switches  must  be  so  arranged  as  to  cut  out  the  motor 
by  short-circuiting  it  and  not  by  opening  the  circuit ;  that 
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is,  the  motor  is  cut  in  and  out  in  the  same  way  as  an  arc 
lamp. 
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Fig.  1425. 

REGULATING    RHEOSTATS. 

3812.  Rheostats  used  for  regulating  the  speed  by  being 
placed  in  the  armature  circuit  must  be  designed  to  carry  the 
current  continuously  without  overheating.  These  rheostats 
have,  therefore,  to  be  made  much  larger  than  starting  boxes, 
which  carry  the  current  for  a  short  time  only.  Such  rheo- 
stats were  used  largely  at  one  time  for  the  control  of  street- 
cars, but  have  now  been  displaced,  owing  to  the  adoption  of 
more  economical  methods.  All  regulating  rheostats,  start- 
ing boxes,  etc.,  should  be  installed  in  connection  with  motors 
in  accordance  with  the  rules  of  the  Board  of  Fire  Under- 
writers. This  also  applies  to  the  size  of  wire  which  should 
be  used  for  connecting  up  the  motors  and  the  installation  of 
the  motors  themselves. 


METHODS  OF  REVERSING  MOTORS. 

3813.  It  is  necessary  for  some  kinds  of  work  to  have  a 
motor  so  arranged  that  its  direction  of  rotation  may  De 
readily  reversed.  This  is  especially  the  case  with  street-car 
motors,  motors  for  electric  vehicles,  etc.     If  the  student 
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will  refer  to  Figs.  1408,  1400,  and  1410,  he  will  readily  see 
that  if  the  direction  of  the  current  in  the  wire  a  be  reversed 
while  the  field  is  left  unchanged,  the  direction  of  motion  will 
be  reversed.  Also,  if  the  direction  of  the  current  in  the  wire 
is  left  unchanged  and  the  field  reversed,  the  direction  of 
motion  will  be  reversed.  If  both  current  and  field  be 
changed,  the  direction  of  motion  wi!l  remain  unchanged.  It 
follows,  therefore,  that  if  we  wish  to  change  the  direction  of 
rotation  of  a  given  motor,  we  must  change  either  the  direc- 
tion of  the  current  through  the  armature  and  leave  the  field 
the  same,  or  change  the  direction  of  the  current  through  the 
field  and  leave  the  armature  current  the  same.  If  both  are 
changed  at  the  same  time,  the  direction  of  rotation  will  not 
be  altered. 


3814.  A  shunt  motor  may  be  easily  reversed  by  revers- 
ing its  field  connections.  Suppose  a  shunt  motor  to  be  con- 
nected up  as  shown  in  Fig.  1430, 
and  that  it  runs  in  the  direction 
indicated  by  the  arrow.  The  line  is 
connected  to  terminals  /  and  3  and 
the  field  to  terminals  1  and  3  y 
the  motor  is  in  operation  and  the  J 
starting  resistance  cut  out.  Ter- 
minal S  is  connected  to  the  other 
main,  as  shown  in  Fig.  1423.  It  is 
evident  that  reversing  the  line  termi- 
nals 1  and  3  will  not  reverse  the 
motor,  because  the  current  would  be 
reversed  in  both  armature  and  field. 
If,  however,  the  field  connections  to  | 
J  and2are interchanged,  the  current  I 
will  be  reversed  through  the  field, 
while  it  will  remain  unchanj 
the  armature  and   the  direction  of  ^"^'-  "''''■ 

rotation  will  be  reversed.  It  is  also  evident  that  if  the  arma- 
ture terminals  J  and  S  be  reversed  while  the  field  terminals 
are  left  attached  to  1  and  ~,  the  direction  of  rotation  will  be 
.  reversed. 
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3815.  A  series  motor  will  run  in  the  same  direction,  no 
matter  which  of  the  supply  lines  is  connected  to  its  terminals 

a,  b.  Fig.  1427.  In  fact,  small 
series  motors  may,  if  constructed 
properly  and  provided  with  lami- 
nated fields,  be  run  on  an  alter- 
nating-current circuit.  Revers- 
ing the  line  connections  simply 
reverses  the  current  through 
Fig.  1427.  ^^^1^  armature  and  field,  and  does 

not,  therefore,  change  the  direction  of  rotation.  In  order 
to  reverse  the  motor,  either  the  armature  terminals  r,  dmust 
be  interchanged,  so  as  to  reverse  the  current  through  the 
armature,  or  the  terminals  d,  b  must  be  interchanged,  so  as 
to  reverse  the  current  through  the  field.  In  street-railway 
work  the  motors  are  usually  reversed  by  reversing  the  cur- 
rent through  the  armature,  the  current  through  the  field 
remaining  unaltered.  These  changes  are  made  by  means  of 
the  reversing  switch  placed  in  the  car  controller.  All  motors 
which  are  reversed  during  their  operation  should  be  pro- 
vided with  radial  carbon  brushes. 

When  it  is  desired  to  reverse  a  motor  while  it  is  running, 
it  is  very  necessary  to  insert  a  resistance  in  the  armature 
circuit  before  reversing  the  current  through  the  armature. 
It  must  be  remembered  that  the  counter  E.  M.  F.  which  the 
motor  was  generating  just  before  reversal  becomes  an  active 
E.  M.  F.  and  helps  to  make  the  current  flow  through  the 
armature  as  soon  as  the  current  is  reversed,  and  this  action 
continues  until  the  motor  starts  to  turn  in  the  opposite 
direction.  If,  for  .example,  a  110- volt  motor  were  reversed 
while  running,  without  inserting  any  resistance,  the  effect 
would  be  the  same  as  if  the  motor  armature  were  connected 
directly  across  220-volt  mains,  because  the  whole  E.  M.  F. 
which  the  motor  was  previously  generating  would  be  effect- 
ive in  aiding  the  line  E.  M.  F.  It  is  best,  therefore,  when 
possible,  to  let  the  motor  drop  considerably  in  speed,  or  even 
come  to  a  standstill,  before  reversing  it,  and  where  this  can 
not  be  done  considerable  resistance  should  be  inserted,  or  a 
bad  short  circuit  may  result. 
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DESIGN  OF  COXTIXUOUS-CURRENT 
MOTORS. 
3816.  Since  continuous-qirrent  motors  are  constructed 
[in  the  same  way  as  continuous-current  dynamos,  and  the 
[  same  requirements  for  high  efficiency  apply  to  both,  it  fol- 
I  lows  that  the  machine  which  makes  a  good  dynamo  will,  in 
I  general,  operate  well  as  a  motor.  At  one  time  the  idea  pre- 
I  vailed  that  a  motor  in  order  to  operate  well  should  be 
I  designed  differently  from  a  dynamo,  but  it  may  be  taken 
I  as  a  general  rule  that  if  the  machine  runs  efficiently  as  a 
T  dynamo,  giving  a  nearly  constant  voltage  when  driven  at 
I  constant  speed,  it  will  run  efficiently  as  a  motor,  and  give  a 
I  nearly  constant  speed  when  supplied  with  a  constant  voltage. 
Ir  On  the  other  hand,  some  machines  which  will  operate  fairly 

1  as  motors  will  not  operate  well  as  dynamos.  For  exam- 
\  pie,  some  small  shunt  and  series  motors  will  not  operate  when 
I  driven  as  dynamos,  because  they  are  not  capable  of  exciting 

ir  fields;  whereas,  when  they  are  run  as  motors  their 
1  fields  are  excited  by  current  from  the  mains,  and  they  are 
[therefore  capable  of  operation.  In  designing  continuous- 
lUrrent  motors,  therefore,  we  may  determine  what  the  out- 
I  put  of  the  motor  would  be  if  run  at  the  required  speed  as  a 
kdynamo,  and  then  design  the  motor  as  if  it  were  a  dynamo, 
I'inaking  use  of  the  various  rules  already  given  in  connection 
lnHth  continuous-current  dynamo  design.  All  the  principles 
I  which  have  been  laid  down  with  regard  to  armature  reaction, 
f  length  of  air-gap,  calculation  of  field  winding,  etc.,  apply  to 
I  motors  as  well  as  dynamos. 


DETERKIINATION  OF  OUTPUT. 

3817.     Suppose  a  given  machine  be  run  as  a  dynamo: 

l-the  total  electrical  power  developed  in  the  armature  will  be 

■equal  to  the  power  delivered  at  tlic  terminals  plus  the  loss 

^due  to  armature  resistance,  and  the  loss  in  the  field  or  the 

lower  delivered  will   be  the  total  power  developed  in  the 

Armature  multiplied  by  the  electrical  efficiency.     When  tha 
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machine  is  operated  as  a  motor,  the  t'  >tal  electrical  energy 
developed  in  the  armature  will  be  the  total  electrical  energy 
supplied  from  the  mains  less  the  l<»ss  due  to  field  and  arma- 
ture resistances,  or  it  will  be  the  total  energy  supplied  mul- 
tiplied by  the  electrical  efficiency  of  the  motor.  If  E^  is 
the  counter  E.  M.  F.  of  the  motor,  C  the  current  flowing 
through  the  armature,  and  E  the  E.  M.  F.  between  the 
mains,  we  have  for  a  series  motor 

Total  energy  supplied  from  mains  =  C E^  (608«) 

because  in  the  case  of  a  series  motor  the  current  in  both 
armature  and  field  is  C.     Also 

Energy  developed  in  armature  =  C E^^  (609*) 

^"^^  CE        E 

Electrical  efficiency  =  ^  ^!"  =  -7^.  (61 0.) 

For  a  shunt  motor,  we  have 

Total  energy  supplied  =  C  E-\-c  E^  (61 1.) 

where  c  is  the  current  through  the  shunt  field,  and 

Energy  developed  =  C  E^, 

C  E 
Electrical  efficiency  =  utr2.    \'  (612.) 

381 8.  In  the  case  of  a  dynamo,  the  total  electrical  energy 
developed  in  the  armature  is  less  than  the  total  energy  sup- 
plied at  the  pulley  by  the  amount  of  the  losses  due  to  fric- 
tion, hysteresis,  and  eddy  currents;  that  is,  the  total  electri- 
cal energy  generated  is  the  total  mechanical  power  supplied 
multiplied  by  the  efficiency  of  conversion  of  the  dynamo. 
In  a  motor  the  useful  output  at  the  pulley  is  equal  to  the 
total  electrical  energy  in  the  armature  less  the  above  losses, 
or  is  the  total  electrical  energy  generated  multiplied  by  the 
efficiency  of  conversion  of  the  motor. 

3819.  From  the  above  relations,  it  will  be  seen  that  if 
we  know  approximately  the  values  of  these  efficiencies  for 
the  size  of  motor  which  we  wish  to  design,  we  can  calculate 
what  the  output  of  the  motor  would  be  if  run  as  a  dynamo. 


lower  curve  B  gives  the  efficiency  of  conversion  or  the  r:it!o 
of  power  developed  at  pulley  to  electrical  energy  developed 
in  armature.  The  product  of  these  two  efficiencies  gives 
the  commercial  efficiency  or  ratio  of  useful  work  delivered 
at  the  pulley  to  the  total  energy  supplied  from  the  mains. 


DBBIGN  OF   lO  H.  1'.  SHUNT  MOTOR. 

3820.  We  will  suppose,  for  example,  that  it  is  desired  to 
design  a  10  H.  P.  shunt  motor  to  operate  on  a  220-volt 
circuit  and  to  run  at  a  speed  of  1,000  R.  P.  M.  at  full  load. 
The  field  takes  3;^  of  the  total  electrical  input.  It  is 
required  to  find  the  current  capacity  of  the  armature  of  the 
corresponding  dynamo,  and  also  the  voltage  which  it  must 
generate  when  run  at  the  above  speed,  so  that  we  may  pro- 
ceed to  design  the  motor  as  if   it  were  a  dynamo.      The 
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efficiency  of  conversion  of  a  machine  of  this  size  is,  accord^ 
injj  to  F\^.  142^,  2L\f<jut  .8h,  and  the  electrical  eflBciency  is 
ahxnjt  ,HU.     In  order,  then,  to  get  a  useful  output  of  10  H.  P. 

the  input  must  l>e  -.—  -'  *      =  r»,o25  watts.     The  line  pres- 

sure  is  220  volts ;  hence,  the  total  current  taken  at  full  load 

0  525 
is  ~~-^  =  43.3  amperes,  nearly.     Of  this  current  input  3^, 

or  about  1.3  amperes,  flows  around  the  field,  so  that  the 
armature  current  at  full  load  would  be  about  42  amperes. 

10  X  746 
The  total  electrical  energy  in  the  armature  is  — —  = 

.  o8 

8,477  watts;  hence,  the  voltage  generated  in  the  armature 

8  4*^7 
must  be    '   *     =  201.8  volts.     In  order,  therefore,  to  obtain 

a  motor  which  will  deliver  10  II.  P.,  we  must  design  a 
dynamo  of  which  the  armature  has  a  current-carrying 
capacity  of  42  amperes  and  which  will  generate  202  volts, 
nearly,  when  run  at  a  speed  of  1,000  R.  P.  M.  When  this 
machine  is  run  as  a  motor,  the  speed  at  no  load  will  be 
slightly  over  1,000  R.  P.  M.,  because  the  counter  E.  M.  F. 
generated  will  then  be  nearly  220  volts.  The  shunt  field 
would  be  designed  for  a  current  of  1.3  amperes,  and  the 
winding  would  bje  calculated  in  the  same  way  as  the  shunt 
winding  for  a  dynamo,  except  that  no  allowance  would  be 
made  for  a  field  rheostat,  the  winding  being  designed  for 
connection  directly  to  the  220-volt  mains. 

■ 

3H^I.  The  output  of  the  dynamo  corresponding  to  a 
Mjrii's  motor  is  determined  in  much  t%e  same  way  as  that 
for  a  shunt  motor,  formulas  608,  609,  and  610  being 
used.  Of  course  in  a  series  motor  the  field  winding  must  be 
capable  of  carrying  the  full-hKid  current,  but  the  eflBciency, 
etc.,  for  the  two  typos  of  motor  of  the  same  output  should 
be  aluMii  the  same.  The  curves  shown  in  Fig.  1428  may 
therefore  be  used  in  connection  with  series-motor  calcula- 
tions. 
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OeSIGN  OF  lO  H.  P.  SERIBS  MOTOR. 

3822.  Suppose  it  were  desired  to  design  a  10  H.  P.  series 

motor  to  operate  on  220- volt  constant-potential  mains.     Wc 

will  take  the  loss  in  the  field  as  3^  as  before,  and  calculate 

the   current    and    voltage    output    of    the    corresponding 

dynamo  accordingly.     The  efficiencies  will  be  the  same  as 

before,  that  is,  electrical  efficiency  =  .89  and  efficiency  of 

conversion  =  .88.     The  total  input  will  be  9,525  watts,  or 

43.3  amperes.     In  this  case,  however,  the  armature  must  be 

designed  for  43. 3  amperes  instead  of  42  as  before.    The  total 

electrical  energy  in  the  armature  will  be  8,477  watts,  as  in  the 

8  477 
last  case,  and  the  counter  E.M.F.  will  be  -jr.-^r  =  195.8.    The 

dynamo  must  therefore  have  an  armature  wound  to  deliver 
43.3  amperes  at  195.8  volts.  The  voltage  generated  by  the 
armature  is  less  in  this  case  than  with  the  shunt  motor, 
because  a  portion  of  the  line  E.M.F.,  i?,  is  used  up  in  forcing 
the  current  through  the  field  coil.  The  speed  of  the  motor 
would  vary  with  the  load,  since  the  field  magnetization 
varies  with  the  load.  The  drop  through  the  field  at  full 
load  would  be  220  X  .03  =  G.6  volts. 

3823.  It  is  specially  important,  in  connection  with  the 
electrical  side  of  motor  design,  to  see  that  the  field  is  very 
strong  compared  with  the  armature,  in  order  to  minimize 
the  shifting  of  the  brushes  with  the  load.  This  is  specially 
necessary  in  the  case  of  motors,  because  they  are  liable  to 
run  under  large  and  sudden  fluctuations  in  load,  and  in  many 

peases  are  frequently  reversed,  thus  rendering  a  fixed  point 
of  commutation  extremely  necessary. 


MECHANICAL  DESIGN. 


STATIONARY  MOTORS. 

3824*     The   general   mechanical   design   of   stationary 
motors  is  much  the  same  as  that  of  stationary  dynamos;  in 
fact,  in  many  cases  the  same  castings,  armature  disks,  etc. 
are  used  for  both.     Both  series  and  shunt  motors  are  built 
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the  same  way,  the  only  difference  being  in  the  field  wind 
ing.  The  parts  of  a  motor  should  be  made  as  simple  as 
possible,  since  motors  do  not  generally  get  the  same  amount 
of  care  as  dynamos.  Carbon  brushes  are  used  almost  exclu- 
sively, as  they  tend  to  keep  down  sparking  with  changes  in 
the  load. 

3825.  It  is  becoming  customary  to  design  stationary 
motors  so  that  they  are  enclosed  as  much  as  possible,  in 
some  cases  even  the  commutator  and  brushes  being  cov- 
ered. This  style  of  construction  is  advantageous  where  the 
motor  is  operated  in  places  where  it  is  exposed  to  flying 
particles.  It  should  be  remembered,  however,  that  the  more 
a  motor  is  enclosed  the  more  liable  it  is  to  run  hot,  because 
the  heat  losses  are  not  so  easily  radiated.  Due  regard  to 
the  heating  effect  should  therefore  be  given  when  designing 
motors  of  the  iron-clad  type. 

3826.  The  details  of  the  bed,  bearings,  field  frame, 
armature,  etc.,  for  stationary  motors  are  the  same  as  those 
which  already  have  been  given  for  dynamos  in  the  section 
on  Dynamo  Design,  so  that  these  do  not  need  to  be  men- 
tioned further. 

STRBBT-RAILliirAY    MOTORS. 

3827.  The  design  of  street-railway  motors  must,  from 
the  nature  of  the  work  which  they  have  to  do,  be  consider- 
ably different  from  that  of  stationary  motors.  The  differ- 
ences are,  however,  more  in  the  mechanical  construction 
than  in  the  electrical  part.  As  mentioned  previously,  all 
these  motors  are  series-wound,  because  this  type  of  winding 
allows  a  large  starting  torque  and  a  variable  speed,  besides 
being  cheap  compared  with  the  fine  shunt  winding. 

3828.  The  general  dimensions  of  such  motors  must  be 
adapted  to  the  space  which  they  occupy  under  the  car.  This 
space  is  limited  by  the  gauge  of  the  track  and  the  diameter 
of  the  car-wheels.  The  designer  is  therefore  considerably 
restricted  as  to  the  shape  which  he  can  give  such  a  motor. 
The  lowest  point  of  the  motor  should  not  be  less  than  3^-  or 
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4  inches  above, the  surface  of  the  rail;  otherwise,  there  will 
be  danger  of  the  motor  striking  stones  which  may  be 
lying  on  the  track.  These  motors  must  also  be  water  and 
dust  proof,  conditions  which  are  accomplished  in  practice 
by  using  the  iron-clad  construction  and  making  the  field 
frame  of  such  form  as  to  completely  enclose  the  motor. 

3829.     Fig.  1439  shows  a  Westinghouse  motor  of  mod- 
em type,  which  will  give  an  idta  as  to  the  arrangement  of 


the  parts.     Fig.  1430  shows  the  same  motor  with  the  lower 
half  of  the  field  swung  down  to  allow  access  to  the  armature. 
The  field  yoke  is  made  in  halves,  and  each  half  is  provided 
with  two  salient  pole-pieces/'  Z' projecting  radially  inwards. 
I  Ne.irly  all  modern  railway  motors  are  of  the  four-pole  type, 
I  and  it  will  be  noticed  that  the  field  of  the  motor  shown  is 
[■  really  only  a  modification  of  the  circular  type  with  radial 
I  poles.     The   car-axle   passes   through   the   bearings  A,  A, 
J  and  the  other  side  of  the  motor  is  supported  by  the  nose 
casting  jV,  Fig.  142U,  which  is  supported  on  springs  rest- 
ing on  the  truck.      The  two  brushes  are  connected  to  the 
cables  i/,  d'.     The  field  terminals  are  shown  at  f,  e'. 

3S30.  Cast  steet  is  now  used  altogether  for  the  field 
castings  of  these  motors.  The  use  of  this  metal  instead  of 
cast  iron   has   largely  reduced   the  weight  of   the  motors 
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compared  with  the  output.  This  metal  is  practically  as  good 
as  wrought  iron  as  regards  its  magnetic  qualities,  thus  allow- 
ing the  field  castings  to  be  made  quite  thin  (see  Fig.  1430), 
and  yet  have  a  sufficient  cross-section  of  metal  to  carry  the 


magnetic  flux.  The  steel  is  also  strong  mechanically,  and  is 
well  able  to  stand  the  hard  knocks  to  which  a  street-railway 
motor  is  subjected.  The  series  coils  are  provided  with  a 
sufficient  number  of  turns  to  set  up  a  strong  field,  even  when 
the  motor  is  only  partially  loaded.  The  field  coils  are  wound 
on  forms,  and  arc  afterwards  held  in  place  by  a  heavy  taping. 
They  are  very  thoroughly  insulated  and  treated  with  insula- 
ting varnish  and  paint  to  make  them  waterproof.  The 
.  pole-pieces  arc  necessarily  very  short,  owing  to  the  limited 
dimensions  of  the  motor.  The  coils  are  held  in  place  on  the 
motor  shown  by  the  plates  R,  which  are  drawn  up  by  the 
bolts  S,  the  field  coils  themselves  being  short  and  flat. 

3831.  The  bearings  for  these  motors  usually  consist  of 
sleeves  of  cast  iron  or  brass,  the  former  always  being  lined 
with  babbitt  metal.     These  bearing  sleeves  are  usually  made 
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in  halves,  though  the  armature  bearings  are  sometimes 
made  solid.  These  shells  are  held  from  turning  by  means 
of  pins/,  Fig.  1430,  in  the  main  casting.  The  bearing  sleeves 
do  not  project  inside  the  motor  casing,  the  object  being  to 
keep  out  grease  as  much  as  possible.  Grease  is  used  as  a 
lubiicant,  and  is  held  in  the  large  grease-cups  y,  y.  The 
cover  C,  Fig.  1429,  is  removed  when  it  is  desired  to  inspect 
the  brushes  or  commutator. 


RAILWAY-MOTOR  ARMATURES. 
3832.  The  armatures  used  for  all  modern  railway 
motors  are  of  the  toothed  type.  The  coils  are  form-wound, 
and  are  usually  arranged  in  two  layers,  in  order  to  permit 
the  use  of  a  fairly  large  number  of  coils  with  a  small  num- 
ber of  slots,  and  also  to  allow  an  easy  arrangement  of  the  end 
connections.  Straight  slots  are  generally  used,  the  coils 
being"  held  in  place  by  band  wires,  as  in  Fig.  1431,  which 


shows  the  armature  for  the  motor  shown  in  Figs.  liSO  and 
1430.  It  will  be  noticed  that  the  general  design  of  this 
armature  is  much  the  same  as  that  for  any  continuous- 
current  motor  of  the  multipolar  type.  The  commutator  is 
usually  of  very  substantial  construction,  as  it  is  generally 
subjected  to  a  good  deal  of  hard  usage.  Shields  s,  s  are 
provided  to  keep  grease  from  working  its  way  along  the 
shaft  to  the  interior  of  the  motor.  The  pinion  end  of  the 
shaft  /  is  tapered  bo  that  the  pinion  may  be  readily  removed 
when  worn  out. 
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3833.  Railway-motor  armatures  can  not  be  made  of 
very  large  diameter,  on  account  of  the  limited  space  in 
which  the  motor  must  be  placed.  Such  armatures  are  there- 
fore usually  longer,  compared  w^ith  their  diameter,  than 
those  of  multipolar  stationary  motors  of  corresponding  out- 
put. Street-railway  motor  armatures  are  nearly  always  pro- 
vided with  a  two-path  or  series-drum  winding,  as  this  type 
of  winding  recjuires  only  two  sets  of  brushes  for  a  multipolar 
machine,  thus  doing  away  with  the  necessity  of  brushes  on 
the  under  side  of  the  commutator,  where  they  would  be  hard 
to  get  at.  The  two-path  winding  also  has  the  advantage 
that  it  gives  no  trouble  in  case  the  field  becomes  unbalanced. 
An  unbalanced  field  may  be  caused  by  the  bearings  wearing 
down,  thus  causing  the  armature  to  come  nearer  the  lower 
poles.  If  a  multiple-circuit  winding  were  used,  the  uneven 
field  caused  by  the  above  might  give  rise  to  local  currents  in 
the  armature,  which  would  cause  heating.  In  some  cases  the 
center  of  the  armature  bearings  is  raised  slightly  above  the 
center  of  the  field  bore,  thus  making  the  field  pull  up  on 
the  armature  and  lessening  the  weight  on  the  bearings,  as 
well  as  allowing  for  wear,  and  keeping  the  armature  as  a 
whole  more  nearly  in  the  center  of  the  field  as  the  bearings 
wear  down. 

GEARS    AND    PINIONS. 

3834.  Ordinary  street-railway  motors  usually  range 
from  25  to  50  H.  P.  capacity.  It  has  not  been  found  prac- 
ticable to  build  efficient  motors  of  this  size  which  will  run 
slow  enough  to  admit  of  direct  connection  to  the  axle.  In 
order  to  allow  a  higher  armature  speed,  gearing  must  be  used, 
most  equipments  being  geared  so  that  the  armature  runs 
from  four  to  f^vc  times  as  fast  as  the  axle.  This  gearing  is 
completely  enclosed  in  a  malleable  iron  or  steel  housing  and 
runs  in  grease  or  oil.  Such  gearing,  if  properly  cut,  runs  with 
very  little  noise  and  causes  but  small  loss  of  power.  The 
pinion  on  the  motor  axle  is  usually  made  of  tool  steel,  in 
order  to  give  it  good  wearing  qualities.  The  axle  gear  is 
sometimes  made  of  cast  iron,  but  the  best  gears  are  made  of 
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cast  steel.  All  gears  should  have  the  teeth  cut  from  the 
solid  blank.  The  teeth  are  usually  3  diametral  pitch  on 
motors  of  ordinary  size,  the  exact  number  of  teeth  in  each 
gear  depending  upon  the  ratio  of  speed  reduction  desired. 
Common  values  are  13  or  14  teeth  for  the  pinion  and  65  or 
07  teeth  for  the  axle  gear.  The  face  of  the  gears  may  be 
from  4  to  5^-  inches,  depending  upon  the  output  of  the 
motor,  and  the  axle  gear  must  be  made  in  halves,  so  as  to  be 
easily  attached  to  the  axle.  The  pinion  is  solid,  being 
made  out  of  a  forged  tool  steel  blank  ;  it  is  bored  out  on  a 
taper  to  match  the  shaft  and  is  keyed  firmly  to  it. 

3835*  In  conclusion,  it  may  be  stated  with  regard  to 
street-railway  motors  that  their  construction  should  be  the 
best  possible  in  every  respect.  High  finish  is  not  necessary, 
but  the  mechanical  and  electrical  workmanship  must  be  of 
a  high  grade,  because  these  motors  are  called  upon  to  do 
harder  work  and  to  stand  more  mechanical  shocks  than  any 
other  type. 


THEORY  OF  ALTERNATING- 
CURRENT  APPARATUS. 


THEORY  OF  ALTERNATING  CURRENTS. 

3836*  In  studying  the  applications  of  electricity,  there 
are  in  general  two  distinct  classes  of  electric  currents  to  deal 
with,  namely,  direct  currents  and  alternating  currents.  Most 
of  the  practical  applications  of  electricity  were  formerly 
carried  out  by  means  of  the  direct  current ;  but  during  recent 
years  the  alternating  current  has  come  extensively  into  use. 

3837.  The  apparatus  used  in  connection  with  alterna- 
ting-current installations  is  in  general  different  from  that 
which  has  been  previously  described  as  used  in  connection 
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with  direct-current  outfits,  and  needs  to  be  considered  sep- 
arately. Moreover,  on  account  of  the  nature  of  alternating 
currents,  they  do  not  flow  in  accordance  with  the  simple 
laws  which  govern  the  flow  of  direct  currents. 

For  notice  of  copyritfht,  see  piige  immediately  fullowinj;  the  title  page. 
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3838.  In  c  ntin  :  u^-riirre".:  circuits  the  current  flows 
unitormiy  in  one  direct:  r.:  in  other  words,  as  time  elapses 
the  value  of  the  current  d'-es  r.  :t  change.  This  condition 
might  be  represented  graphically  as  shown  in  Fig.  1432. 
Time  is  measured  along  the  h>rizontal  line  Oa^  and  as 
the  current  remains  at  the  same  vaiue,  it  might  be  repre- 
sented by  the  heavy  line  b  c\  the  height  of  thislinert^^rlhe 
horizontal  would  indicate  the  value  of  the  current,  i.  e.,  -(-  25 
amperes.  A  current  of  —35  amperes,  which  would  be  flow- 
ing in  the  opposite  direction,  would  be  represented  by  the 
heavv  line  d  e  behric  the  horizontal. 

3839.  In  the  case  of  alternating  currents  the  direction 
of  the  flow  is  continually  changing.  This  may  also  be  shown 
graphically  as  in  Fig.  1433.     In  this  case  a  current  of  25 


Fig.  1433. 


amperes  flows  for  an  interval  of  one  second  in  the  positive 
direction,  then  reverses,  flows  for  a  similar  interval  in  the 
opposite  direction,  and  then  reverses  again.  This  operation 
is  repeated  at  regular  intervals  as  shown  by  the  line,  and 
any  current  which  passes  repeatedly  through  a  set  of  values 
in  (upial  intervals  of  time,  sucli  as  that  shown  above,  is 
known  as  an  iiltcrnatin]^ current.  The  WncOff  agg*  b  is 
often  spoken  of  as  a  current,  or  K.  M.  F.,  i^vave,  depending 
upon  \vh(^ther  the  diagram  is  used  to  re[)resent  the  ctirrent 
flowinjx  in  a  circuit  or  the  E.  AI.  P.  which  is  setting  up  the 
current.     The  j)ositive  half  wave  Off  a  is  of  almost  exactly 
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the  same  shape  as  the  negative  half  wave  a  g g*  b  in  most 
practical  cases.  Induction-coils  produce  E.  M.  F.'s  which 
have  different  positive  and  negative  half  waves,  but  in  the 
case  of  E.  M.  F.'s  produced  by  alternating-current  dynamos 
the  two  waves  are  almost  identical. 

3840*     The   outline   of   the   alternating-current  waves 
usually  met  with  in  practice  is  always  more  or  less  irregular, 


♦  <« 


Fig.  1484. 

the  shape  of  the  wave  depending  largely  upon  the  construc- 
tion of  the  alternator  producing  it.  Some  of  the  more  com- 
mon shapes  met  with  are  shown  in  Figs.  1434,  1435,  143G,  and 
1437.  Figs.  1434,  1435,  and  1436  show  the  general  shape  of 
the  waves  produced  by  some  alternators  used  largely  for 
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lighting  work  and  having  toothed  armatures.  The  student 
should  notice  that  while  the  waves  are  irregular,  the  same 
set  of  values  are  repeated  over  and  over,  and  that  the  set  of 
negative  values  of  the  current  is  the  same  as  the  positive, 
thus  producing  a  symmetrical  curve  with  reference  to  the 
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horizontal  iir*e.      F:;?.  1437  rerresents  a  form  of  wave  which 
is  commonly  met  with,  esr/eciaiiy  in  the  case  of  large  alter- 


^    4 


Fig.  143C 


nators  designed  for  power  transmission.     It  will  be  noticed 
that  this  curve  is  practically  symmetrical  as  regards  both 
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Fig.  1437. 


the  horizontal  line  0  a  b  c  and  a  vertical  passing  through  the 
hiifhest  point  of  the  curve. 


CYCLK,  FREQUENCY,  ALTERNATION,  PERIOD. 

3841.  In  all  the  curves  shown  in  Figs.  1434  to  1437  the 
current  passes  through  a  set  of  positive  values  while  the 
interval  of  time,  represented  by  the  distance  6?  ^,  is  elapsing, 
and  throuj^h  a  similar  negative  set  during  the  interval  rep- 
rescMited  by  the  distance  a  b.  This  operation  of  passing 
through  a  complete  set  of  positive  and  negative  values  is 
repeated  over  and  over  in  equal  intervals  of  tirne. 

rite  coviplcte  set  of  values  tvliieh  an  alternating  current 
passes  through  repeatedly  as  time  elapses  is  called  a  cycle. 
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A  cycle  would  therefore  be  represented  by  the  set  of  values 
which  the  current  passes  through  while  the  time  represented 
by  the  distance  0  b  was  passing. 

3842.  The  nuvibcr  of  cycles  passed  through  in  one  second 
is  called  the  frequency  of  the  current.  For  example,  if  the 
current  had  a  frequency  of  thirty,  it  would  mean  that  it 
passed  through  thirty  complete  cycles  or  sets  of  values  per 
second.  In  this  case  the  distance  0  b  would,  therefore,  rep- 
resent an  interval  of  one-thirtieth  of  a  second,  and  the  time 
occupied  for  each  half  wave,  or  the  distance  0  a,  would  be 
■j*^  of  a  second.  The  frequency  is  usually  denoted  by  the 
letter  ;/,  although  the  symbol  ^  is  sometimes  used.  Fre- 
quencies employed  in  alternating-current  work  vary  greatly 
and  depend  largely  upon  the  use  to  which  the  current  is  to 
be  put.  For  lighting  work,  frequencies  from  60  to  125  or 
130  are  in  common  use.  For  power-transmission  purposes 
the  frequencies  are  usually  lower,  varying  from  00  down  to 
25,  or  even  less.  Very  low  frequencies  can  not  be  used  for 
h'ghting  work  because  of  the  flickering  of  the  lamps.  Several 
of  the  large  companies  have  adopted  60  as  a  standard  fre- 
quency for  both  lighting  and  power  apparatus.  This  is  well 
suited  for  operating  both  lights  and  motors  and  enables  both 
to  be  run  from  the  same  machine — a  considerable  advantage, 
especially  in  small  stations.  The  high  frequencies  of  125-130 
are  going  out  of  use  except  in  stations  which  operate  lights 
exclusively. 

3843.  An  alternation  is  half  a  cycle.  An  alternation 
is,  therefore,  represented  by  one  of  the  half  waves,  and  there 
are  two  alternations  for  every  cycle. 

Instead  of  expressing  the  frequency  of  an  alternator  as  so 
many  cycles  per  second^  some  prefer  to  give  it  in  terms  of  so 
many  alternations  per  minute.  For  example,  suppose  we 
have  an  alternator  supplying  current  at  a  frequency  of  GO, 
i.  e.,  60  complete  cycles  jier  second,  or  3,600  per  minute. 
Since  there  are  two  alternations  for  every  cycle,  the  machine 
might  be  said  to  give  7,200  alternations  per  minute.     The 
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method  of  expressing  the  frequency  as  so  many  cycles  per 
second  is,  however,  the  one  most  commonly  used. 

3844.  The  time  of  duration  of  one  cycle  is  called  its 
period.  This  is  usually  denoted  by  /  and  expresses  the 
number  of  seconds  or  fraction  of  a  second  which  it  takes  for 
one  cycle  to  elapse.  If  the  frequency  were  60,  the  period 
would  be  -^  second,  or,  in  general, 

frequency  = 


or 


1 


period' 
(613.) 


3845*  Two  alternating  currents  are  said  to  be  in  syn- 
cbronism  when  they  have  the  same  frequency.  Two  alter- 
nators would  be  said  to  be  running  in  synchronism  when 
each  of  them  was  delivering  a  current  which  passed  through 
exactly  the  same  number  of  cycles  per  second. 


SINE    CURVES. 

3846.  The  variation  of  an  alternating  current  as  time 
elapses  may  always  be  represented  by  a  wave-like  curve  such 
as  those  shown  in  the  previous  diagrams,  such  curves  being 
easily  obtained  from  the  alternators  generating  the  current 
by  several  well-known  methods.  The  current  at  any  instant 
may  thus  be  obtained.  In  order,  however,  to  study  the 
effects  of  an  alternating  current,  it  is  necessary  to  know  the 


Fig.  1438. 


law  according  to  which  this  curve  varies.     In  the  case  of 
the  irregular  curves  shown  in  Figs.  1434,  1435,  and  1436, 
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the  law  giving  the  relation  between  the  time  and  the  value  of 
the  current  is  so  complicated  that  it  renders  calculations  too 
involved.  A  great  many  alternators  yive  E.  M.  F.  and  cur- 
rent curves  which  closely  resemble  that  shown  in  Fig.  1437, 
and  the  law  which  thiscurvefollowsisquitesimple.  Such  a 
curve  may  be  constructed  as  follows:  Suppose  a  point/,  Fig, 
1438.  moves  uniformly  around  a  circle  in  the  direction  of  the 
arrow,  starting  from  0'.  The  angle  a  (pronounced  alpha)  will 
uniformly  increase  from  0°  to  ISO"  and  from  there  to  SliO", 
or  back  to  0°,  and  so  on.  Take  the  instant  when  the  point  is 
in  the  position  shown  and  project  it  on  the  vertical  through 
O.  The  line  Op',  which  is  the  projection  of  0/  =/>  r,  will  be 
proportional  to  the  sine  of  the  angle  a,  because  sin  it  =  ~— 

and  Of>  remains  constant.  When  «  =  90°  the  projection,  or 
sine  (C,  is  proportional  to  Oh;  when  at  180"  or  300°  it  is  zero, 
and  when  at  270°  it  is  proportional  to  O  h'.  All  the  values 
of  the  projection  of  the  line  Op  from  0°  to  180°  are  positive 
or  above  the  horizontal,  and  those  from  180°  to  300°  are  neg- 
ative or  below  the  horizontal.  As  the  point  /  revolves,  /' 
moves  from  O  to  A,  back  through  O  to  W ,  and  then  back  to  0 
when  the  point/  has  reached  0°  again.  The  way  in  which 
the  sine  (or  length  of  the  line  Op")  varies  as  the  point  / 
revolves  may  be  shown  by  laying  out  along  the  line  0  x  dis- 
tances representing  the  time  which  it  takes  the  point  /  to 
turn  through  various  values  of  the  angle  tx  and  erecting 
perpendiculars  equal  to  the  values  of  the  sine  corresponding 
to  these  angles.  At  the  point  a  the  value  of  the  projection  of 
Op  would  be  zero.  At  the  instant  shown  in  the  figure  the 
value  of  the  sine  is/  r  =■  Op'.  Layoff  the  distance  (?/",  rep- 
resenting the  time  required  for  the  point  to  move  from  a  to 
/,  and  erect  a  perpendicular y^  equal  to  /  r.  The  distance 
a  b  represents  the  time  required  for/*  to  move  through  00°, 
and  the  perpendicular  b  k'vi  equal  to  O  h  =  0  /.  A  number 
of  points  may  be  found  in  this  way  and  the  half  wave  a  kc 
drawn  in.  The  negative  half  wave  is  exactly  the  same 
shape,  but.  of  course,  is  drawn  on  the  lower  side  of  the  hori- 
zontal.    A  curve  constructed  in  this  manner  is  known  as  a 
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sine  curve,  because  its  perpendicular  at  any  point  is  pro- 
portional to  the  sine  of  the  angle  corresponding  to  that 
point.  The  sine  of  the  angles  O"",  180°,  360°  is  zero;  hence, 
at  the  points  corresponding  to  these  angles,  the  curve  cuts 
the  horizontal,  i.  e.,  the  curve  passes  through  its  zero 
value.  At  00°  the  curve  passes  through  its  positive  maxi- 
mum value,  and  at  270°  it  passes  through  its  negative  maxi- 
mum. The  maximum  value  of  the  curve  b  k  =•  O p  \s  called 
its  amplitude,  and  the  curve  varies  between  the  limits 
-\-  b  k  and  —  b  k, 

3847,  If  an  alternating  current  or  E.  M.  F.  is  repre- 
sented by  a  sine  curve  constructed  as  above,  the  maximum 
value  which  the  current  or  E.  M.  F.  reaches  during  a  cycle 
would  be  represented  to  scale  by  the  vertical  b  k,  and  the 
value  at  any  other  instant  during  the  cycle  would  be  ^  >&  sin 
rr,  where  (x  is  the  angle  corresponding  to  the  instant  under 
consideration.  The  law  which  such  a  curve  follows  is  there- 
fore quite  simple,  and  fortunately  such  a  curve  represents 
quite  closely  the  E.  M.  F.  and  current  waves  generated  by  a 
large  class  of  alternators.  Even  where  the  curves  do  not 
follow  the  sine  law  exactly,  it  is  sufficiently  accurate  for  all 
practical  purposes  to  assume  that  they  do.  In  all  calcula- 
tions connected  with  alternating  currents,  it  is,  therefore, 
usual  to  assume  that  the  sine  law  holds  good.  The  wave 
shown  in  Fig.  1438  may,  therefore,  be  taken  to  represent 
the  way  in  which  an  alternating  current  varies.  During  the 
time  represented  by  the  distance  a  r,  one  complete  cycle 
occurs.  The  via xi mum  value  of  the  current  is  represented 
by  the  vertical,  or  ordinate,  C  •=:^  b  /',  and  the  current  [xisses 
through  a  certain  number  of  these  cycles  every  second, 
depending  upon  the  frequency  ;/  of  the  alternator. 

3848.  The  student  should  always  keep  in  mind  the  fact 
that  in  an  alternating-current  circuit  there  is  a  continual 
surging  back  and  forth  of  current,  rather  than  a  steady  flow, 
as  in  the  case  of  a  direct  current,  and  it  is  this  continual 
changing  of  the  current  which  gives  rise  to  most  of  the 
peculiarities  which  distinguish  the  action  of  alternating  cur- 
rents from  direct. 
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PROPEKTH^H  OP  SINB  CURVES. 

3849.  By  txamining  Fig.  Ii38,  it  will  be  seen  that 
every  time  the  point/'  makes  one  complete  revolution  the 
sine  curve  passes  through  one  complete  cycle,  and  the  lime 
which  it  takes/  to  make  one  revolution  corresponds  to  the 
period.  The  numberof  revoliUions  which  the  point/  makes 
in  one  second  would  therefore  be  equal  to  the  frequency  n. 
It  is  well  to  note,  in  passing,  that  the  sine  curve  is  much 
steeper  when  it  crosses  the  axis  than  when  it  is  near  its 
maximum  values;  in  other  words,  the  sine  of  the  angle  is 
changing  m6re  rapidly  when  near  0°  and  ISO"  than  it  is  at 
9it°  and  2?0°. 

AOniTION  OF  SINE  CURVES. 

3850>  If  a  line  carrying  a  continuous  current  is  split 
into  two  or  more  branches,  the  current  flowing  in  the  main 
line  is  found  by  taking  the  sum  of  the  currents  in  the 
different  branches.  For  example,  suppose  a  pair  of  electric- 
light  mains  feeds  three  circuits,  taking  5,  10,  and  5U  am. 
peres;  the  current  in  the  mains  would  be  found  by  simply 
taking  the  sum  of  these,  i.  e.,  06  amperes.  This  method, 
however,  can  not,  as  a  general  rule,  be  applied  to  alternating- 
current  circuits,  and  it  is  necessary,  therefore,  to  study 
carefully  the  methods  of  adding  together  two  or  more 
alternating  currents  or  E.  M.  F.'s. 

3S51>  The  method  of  adding  together  two  alternating 
E.  M.  F.'s  represented  by  sine  curves  is  shown  in  Fig.  14;19, 
One  E.  M.  P.  is  represented  to  scale  by  the  radius  Of; 
that  is,  the  radius  O />  is  laid  otT  to  represent  the  masimura 
value  E  which  the  E.  M.  F.  reaches  during  a  cycle.  The 
point/ is  supposed  to  revolve  uniformly  around  the  inner 
circle,  and  the  corresponding  sine  curve  is  shown  by  the 
dotted  wave.  The  other  E.  M.  F.  has  its  maximum  value 
E'  represented  by  the  radius  O  q,  which  revolves  uniformly 
around  the  outer  circle,  generating  the  sine  wave  shown  by 
the  dot  and  dash  line.  Both  points  are  supposed  to  revolve 
at   exactly   the   same  speed  and  to  start  from    0°  at   the 
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same  instant;  in  other  words,  ihe  fn^ut'/n-r  oi  both  is  the 
same,  or  ihey  are  in  synchronism.  Since  b«Jth  points  start 
from  0'^  at  the  same  instant  and  revolve  at  the  same  rate,  it 
follows  that  both  the  E.  M.  F.  curves  will  vary  together. 
They  will  come  to  their  maximum  values  at  the  same 
instant  and  will  pass  through  zero  simultaneously.  When 
two  or  more  alternating  E.  M.  F.'s  or  currents  vary 
together  in  this  way,  they  are  said  to  be  in  pbase  with  each 
other.  The  two  curves  shown  in  Fig.  1439  not  only  repre- 
sent two  svnchronous  E.  M.  F.'s,  but  these  E.  M.  F.'sare 
also  in  phase  with  each  other.  The  curve  representing  the 
sum  of  these  two  E.  M.  F.*s  is  easily  found  by  adding 
together  the  instantaneous  valuesof  the  separate  E.  M.  F.'s, 


Fig.  1489. 

thus  giving  the  sine  curve  shown  by  the  full  line.  For 
example,  take  any  instant  represented  by  the  point /" on  the 
line  O  x\  the  ordinate,  or  vertical,  f  g  represents  the 
instantaneous  value  of  the  E.  M.  F.  E^  and  the  ordinate 
/  //  represents  the  instantaneous  value  of  /:'.  The  value  of 
their  Sinn  at  this  particular  instant  is  therefore  foimd  by 
adding/'^'*  and y//,  giving y/',  and  locating  the  point  >t  on 
the  required  curve.  The  maximum  ordinate  of  this  result- 
ant curve  is  b  I  •=^  R -\- ]i\  This  curve  representing  the 
sum  of  the  two  original  E.  M.  P\'s  is  in  phase  with  E  and 
A"  and  is  also  a  sine  curve,  hence  it  may  also  be  represented 
by  a  line  revolving  about  the  point  O^  provided  this  line  is 
so  taken  that  its  projection  on  the  vertical  is  at  all  instants 
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Kvqual  to  the  sum  of  the  projections  of  the  two  original  lines 
mO  fi  and  0  q.  Since  the  points/  and  q  are  in  line  with  each 
I  other,  it  follow^  that  if  we  produce  0  q  to  r,  making  O  r  = 
i  C/+  (7  ?.  the  projei;tion  oi  O  r  =  O  r'  will  be  equal  to  the 
t  sum  of  the  projections  of  0  /'a.aA  Og,  i.  e.,  Or'  =  0p'  -^rOq'. 
I  It  follows  from  the  above  that  if  the  line  O  r  were  to  revolve 
I  uniformly  around  O  at  the  same  rate  as  Of  and  O  q,  the  curve 
I  representing  the, sum  of  the  two  E.  M.  F.'s  would  be 
1  generated, 

I  3852.  The  following  may  be  summarized  from  the 
y above : 

I  {1)  The  cur-t'e  representing  the  sum  of  two  or  more  sine 
\eurves  may  be  obtained  by  adding  together  the  ordinates 
\rcpresenting  the  instantaneous  values  of  the  original  curves. 
I  (2)  If  the  Izvo  or  more  curves  which  are  added  are  of  the 
\  same  frequency  {as  is  usually  the  ease),  theresultant  also  will 
\be  a  sine  curve. 

I  (3)  T'ivo  or  more  alternating  E.  M.  F.'s  or  currents  of 
\  the  same  frequency  are  said  to  be  in  phase  icith  each  other 
\when  they  reach  their  maximum  and  minimum  values  at  the 
msame  instant. 

■  (+)  7'he  resultant  sine  curve  representing  the  sum  of  two 
K.«r  more  sine  curves  of  the  same  frequency  may  be  generated  by 
Btf  line  revolving  uniformly,  and  of  such  length  and  so  located 
^with  reference  to  the  lines  generating  the  original  curves  that 
^^ts  project  ion  on  the  vertical  shall  at  all  instants  be  equal  to 
mSke  sum  of  the  projections  of  the  two  original  revolving  lines. 

I      3853.     In  Fig.  1439  the  line  O  r=Op-\-  0  q  generates 

I  the  resultant  curve,  and  since  0  p  and  O  q  are  in  phase  with 

Eeach  other,  it  is  seen  that  (?  r  is  found  by  simply  taking  the 

sum  of  the  two  original  lines  Op  and  O q.     In  other  words, 

when  two  alternating  E.  M.  F.'s  or  currents  are  in  phase 

with  each  other,  they  may  be  added  together  in  the  same 

■  way  as  direct  currents,  but  if  they  are  not  in  phase,  this  can 
^oot  be    done.       It    is    quite  possible  in   alternating-current 

ircuits  to  have  the  current  and  E.  M.   F.  out  of  phase. 
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Suppose  an  alternator  to  be  forcinj;  current  through  a 
circuit.  Every  wave  of  E.  M.  F.  will  be  accompanied  by  a 
corresponding^  wave  of  current,  and  hence  the  current  and 
E.  M.  F.  will  always  have  the  same  frequency.  There  are 
a  number  of  causes  which  may  prevent  the  current  and 
E.  M.  F.  from  coming  to  their  maximum  and  minimum 
values  at  the  same  instant,  and  the  current  may  lag  behind 
the  E.  M.  F.  or  mav  be  ahead  of  it.  In  the  case  of  two 
alternators  feeding  current  into  a  common  circuit,  one  cur- 
rent may  lag  behind  the  other,  or  the  E.  M.  F.  produced  by 
one  alternator  may  not  be  in  phase  with  that  of  the  other. 
The  effects  of  this  difference  of  phase  must  be  taken  into 
account  in  alternating-current  work,  as  it  gives  rise  to  a 
number  of  peculiar  effects  not  met  with  in  connection  with 
direct  currents.  Of  course,  in  the  case  of  direct  currents 
there  is  no  change  taking  place  in  the  currents  or  E.  M.  F.*s; 
consequently,  they  are  always  in  phase  with  each  other. 

3854.     The  effects  of  this, difference  in  phase  will  be 
seen   more   clearly    by    referring   to    Fig.    1440.     The    two 


PIO.  1440. 

E.  M.  F.'s  ^  and /i"' are  represented  by  the  revolving  lines 
0/>  and  O  q  as  before.  In  this  case,  however,  the  E.  M.  F.  E* 
starts  from  0*^  before  E^  and  the  two  are  displaced  by  the 
angle  ^  (phi);  in  other  words,  the  point/ does  not  start  from 
0®  until  the  point  q  has  turned  through  an  angle  ^.  After 
this  the  two  revolve  in  synchronism,  and  the  angle  4^  remains 
constant,  while  the  angle  a  is  continually  changing  as  before. 
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The  E.  M.  F,  E  is  therefore  lagging  behind  E',  and  the  two 
E.  M.  F.'s  are  said  to  he  out  of  phase.  It  might  also  be 
said  that  the  E,  M.  F.  E'  was  0  degrees  ahead  or  in  advance 
of  E,  or  that  E  lagged  0  degrees  behind  E'.  If  E  lagged 
one  complete  cycle  behind  /;',  the  angle  of  lag  would  be  300°, 
and  if  it  were  said  that  E  lagged  IW  behind  E',  it  would 
mean  that  E  came  to  its  maximum  or  minimum  value  just 
i  period  later  than  f.  The  dot  and  dash  curve,  as  before, 
represents  E',  and  the  dotted  curve  represents  E.  The  two 
curves,  however,  no  longer  cross  the  horizontal,  or  come  to 
their  maximum,  at  the  same  instant.  The  dotted  curve 
starts  in  at  the  point  c,  a  distance  ac  behind  the  curve 
representing  E'.  Since  time  is  measured  in  the  direction  of 
ths  arrow,  the  point  c  represents  an  instant  which  is  later 
than  the  point  a.  In  other  words,  the  curve  representing 
£does  not  start  until  an  interval  of  time,  represented  hyac, 
has  elapsed  after  the  starting  of  the  dot  and  dash  cnrve, 
i.  c.,  the  dotted  curve  is  lagging  behind  the  other.  The  dis- 
tance a  c  is  equivalent  to  the  time  which  it  would  take/  or 
g  to  turn  through  the  angle  ^.  The  sum  of  the  two  curves 
is  found  as  before  by  adding  the  ordinates ;  thus  It  k  -^  It  I  = 
k  m,  and  the  resultant  curve  shown  by  the  full  line  is 
obtained.  It  will  be  noticed  that  this  is  a  sine  curve,  but  it 
is  in  phase  with  neither  of  the  original  curves,  also  that  its 
maximum  value  E'  is  not  as  great  as  in  the  case  shown  in 
Fig.  1439.  The  resultant  curve  has,  however,  the  same 
frequency  as  the  others.  The  revolving  line  which  will 
generate  this  curve  must  have  its  projections  on  the  vertical 
'  equal  to  the  sum  of  the  projections  of  the  other  two.  This 
\  condition  is  fulfilled  by  the  line  O  r,  which  is  the  diagonal  of 
I  the  parallelograni  formed  on  the  two  sides  Op  and  O  q. 
That  this  is  the  case  wijl  be  easily  seen  by  referring  to  the 
figure.  The  projection  of  Op  is  Op'  and  of  Oq,  0  q\  The 
projection  of  the  diagonal  O  r  is  Or'  \  but  q'  r'  =  Op' ;  hence 
Or'  =  Oq'  "i-  Op',  ami  if  the  diagonal  Or  were  to  revolve  at 
I  the  same  rate  as  O  p  and  O  q,  the  full-line  curve  would  be 
generated.  The  maximum  value  of  this  curve  £'  is  equal 
ito  0  r,  and  the  diagonal  0  r  not  only  gives  the  maximum 
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value  of  the  resultant  curve,  but  also  gives  its  phase  relation 
in  regard  to  the  two  original  curves.  In  this  case  O  r  lags 
behind  O  q  by  the  angle  (i  (beta),  and  the  distance  a  b  repre- 
sents the  interval  of  time  which  is  required  for  the  line  O  r 
to  swing  through  the  angle  y^. 

3855.  The  important  points  in  the  above  may  then  be 
summarized  as  follows: 

( 1 )  /;/  altcrjiatifig-currcnt  systems^  two  or  more  currents 
or  E,  M.  F.'s  may  not  come  to  their  maximum  and  minimum 
values  at  the  same  instant^  in  which  case  they  are  said  to  be 
out  of  phase  or  to  have  a  difference  of  phase. 

(2)  Phase  difference  is  usually  expressed  by  an  angle  (in 
most  cases  denoted  by  the  Greek  letter  ^).  If  this  angle  is 
measured  forwards,  in  the  direction  of  rotation^  it  is  called  an 
angle  of  lead  or  angle  of  advance;  if  measured  backwards, 
it  is  called  an  angle  of  lag. 

(3)  T7V0  sine  curves  not  in  phase  may  be  added  together 
by  adding  their  ordinates.  If  the  two  original  curves  are  of 
the  same  frequency,  the  resulta?it  curve  ivill  be  also  a  sine 
curve,  but  differing  in  phase  from  the  other  tzuo, 

(4)  The  maximum  value  of  the  resultant  curve  is  given 
by  the  diagonal  constructed  on  the  lines  represcfiting  the 
maximum  values  of  the  original  curves.  This  diagonal  not 
only  gives  the  maximum  value  of  the  resultant  curve ^  but  also 
determines  its  phase  relation. 

3856.  From  the  above  it  will  be  seen  at  once  that  in 
adding  alternating  currents  and  E.  M.  F.'s,  account  must  be 
taken  not  only  of  their  magnitude,  but  also  of  their  phase 
relation,  and  they  can  be  added  numerically  only  when  they 
are  in  phase  with  each  other,  as  in  the  case  of  direct  currents. 

3857.  As  an  example  o5  the  addition  of  two  alternating 
currents,  suppose  a  divided  circuit  as  shown  in  Fig.  1441. 
The  main  circuit  1  is  divided  into  the  branches  2  and  3,  and 
ampere  meters  //,,  A^,  and  A^  are  placed  in  the  branches.  If  a 
continuous  current  were  flowing,  the  reading  of  A^  would  be 
equal  to  the  sum  of  the  readings  of  A^  and  A^.  This,  however, 
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would  not  be  the  case  if  an  alternating  current  were  flow- 
;ng,  unless  tlie  currents  in  the  two  branches  happened  to 

■  be  exactly  in  phase. 
rGenerally  speaking, 
L  they  would  not  be  in 

>e,  and  theread- 
of  .■!,  would  be 
Ljess  than  the  sum  of 
(W,    and    A,.      The 

■  relation  between 
I  the  three  currents 
^  would  be  as  shown  in  Fig.  1442,  where  (T,,  the  reading  of  ^j, 

is  the  diagonal  of  the  parallelogram  formed  by  0(/  and  0/', 
representing  the  read- 
ings of  A^  and  A^,  re- 
spectively. These  lines 
can  all  be  laid  off  to 
scale,  so  many  amperes 
per  inch,  and  the  angles 
of  phase  difference  read- 
ily determined.  In  this 
'  is  the  phase  difference  between  the  current  in  the 
S  branches ;? and  S,  while  the  main  current  is  p"  behind  C,  and 
I'©"  (theta)  ahead  of  C^.  The  resultant  current  represented 
|by  Oris  smaller  than  it  would  be  if  Og  and  Ofi  were  in 


phase.  If  O />  and  (3^  were  in  phase,  they  could  be  added 
together  directly,  and  the  resultant  would  be  Or,  as  shown 
in  Fig.  1443,  Here  the  angle  of  lag  has  become  zero,  and 
|the  parallelogram  has  been  reduced  to  a  straight  line. 

3858.  A  practical  example  of  the  addition  of  twoalter- 
I  Dating  currents  is  the  running  of  two  alternators  in  parallel, 
["Fig.  14-14.  In  this  case,  the  two  alternators  A  and  71  furnish 
■current  to  the  line,  and  the  actual  current  flowing  in  the  line 
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TWO   AXn   THREE   PHASE  SYSTEMS^ 

ri8W>«  //  //f^'  aui^lc  of  lag  betzcctft  two  currents  is  zero^ 
th*y  are  ^.aid  to  be  in  phase. 

ff  the  an^^le  of  ia^:^  betiveen  tzvo  currents  is  9€^  they  are 
said  to  be  at  right  angles  or  in  qamdrmture. 
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If  the  angle  of  lag  is  ISO""^  they  are  said  to  be  In  opposi" 
Hon. 

Fig.  1447  shows  two  current  waves  at  right  angles  or  in 
quadrature,  the  current  C„  represented  by  the  dotted  line, 
lagging  90"^,  or  \  cycle,  behind  C^,     If  these  two  currents 

were  fed  into  a  common  circuit,  the 
resultant  current  would  be  repre- 
sented by  the  diagonal  or^  and  this 
current  would  lag  45*^  behind  C^. 

3861  •  It  will  be  seen  by  examin- 
ing Fig.  1447  that  at  the  instant  C,  is 
at  its  maximum  value,  C^  is  passing 
through  zero.  If  each  of  these  cur- 
rents were  fed  into  separate  lines, 
a  t^^o-pbase,  or  quarter-phase, 
system  would  be  obtained;  i.  e., 
there  would  be  two  distinct  circuits, 
fed  from  one  dynamo,  the  currents 
in  the  two  circuits  differing  in  phase 
^.  by  90°,  or  ^  period.  Such  systems 
£  are  in  common  use  for  operating 
motors,  and  more  will  be  said  about 
them  in  connection  with  alternators. 
Alternators  for  use  in  connection 
with  such  systems  are  usually  pro- 
vided with  two  sets  of  windings  on 
their  armatures,  so  arranged  that 
when  one  set  is  generating  its  maxi- 
mum E.  M.  P.,  the  other  is  passing 
through  zero. 

3862.  Systems  in  which  three 
currents  are  employed  are  also  in  com- 
mon use  in  connection  with  power- 
transmission  plants.  These  currents 
differ  in  phase  by  120°,  or  J-  period,  and  constitute  what  is 
known  as  a  tbree-phase  system.     Such  an  arrangement 
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t'.r-t-t-'la*«?  irrr-imrcs  and  in  three- 
T.?.^-^  I*. Ter- transmission  lines.  The 
al'y.Tt  T.-jIf  n  :t  ce  tme  if  the  system 
x*:re  ur.lalancei,  L  e.,  if  ^„  ^,.  and  (T, 
T^rr*:  n'.t  all  equal;  but  in  m«jst  cases 
•.^h'rre  these  systems  are  used,  it  is 
\z'\*A  as  far  as  possible  to  keep  the  cur- 
r':n*-s  in  the  different  lines  equal.  It 
.should  alsr>  be  noted  that  in  such  a 
svstcm  when  the  current  in  one  line 
is  zero,  the  currents  in  the  other  two 
lirMs  are  equal  and  are  flowing  in 
opposite  directions.  When  the  cur- 
>'  Ml  in  '.IP  i  ii(  nil.  is  at  its  maximum  value,  the  currents  in 
III'  "IIm  i  I  wo  ai(;  in  the  opposite  direction  and  one-half  as 
I'."  '•• 
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COMPOSITION  AND  Hi;SOI,LTIO\  OF  CUHRENTS 
AND  F..  M.  F.'s. 
3863.  It  has  been  sliown  by  the  foregoing  articlea  that 
a  sine  wave  may  always  be  expressed  by  a  line  revolving  uni- 
formly  around  a  point  and  representing  to  scale  the  maximum 
value  of  the  E.  M.  F.  or  current.  The  projection  of  this  line 
on  the  vertical  at  any  instant  gives  the  instantaneous  value 
of  theE.  M.  F.  or  current.  In  workingoutproblemsin  connec- 
tion with  alternating  currents,  it  is  not  necessary  to  draw  in 
the  sine  curves,  but  to  use  simply  the  line  representing  the 

curve.    It  has  already £<<m 

been  shown  how  cur- 
rents and  E.  M,  F.'s 
may  be  added  by  I 
using  these  lines.  In 
fact,  alternating  cur- 
rents and  E.  M.  F.'s 
are  added  and  re- 
solved into  components  in  just  the  same  way  as  forces  are 
treated  in  mechanics,  by  means  of  the  parallelogram  of  forces. 
What  hnlds  true  with  regard  lu  two  currents  also  applies  to 
three  or  more,  in  this  case  the  polygon  of  forces  being 
employed.  An  example  of  this  is  shown  in  Fig,  1449. 
Three  alternators  ,-I,  B.  and  fare  running  in  parallel,  feed- 
ing current  to  the  line.  The  three  currents  all  differ  in 
pha";!^,  and  their  amounts  are  given  by  the  ammeters  (T,,  f,,  f,. 
Required,  the  current  flowing  in  the  main 
circuit.  This  will  be  the  resultant  sum 
of  C„  C„  and  T..  Lay  off  Oa,  Ob,  and 
Oc,  Fig.  1450,  to  represent  the  three  cur- 
rents to  scale  and  in  their  proper  phase 
relation.  From  a  draw  a  e  equal  and 
parallel  to  0  h,  and  from  e  draw  (  d  equal 
and  parallel  to  O  c.  Join  0  <l  \  then  Od 
will  represent  the  resultant  current  to  the 
s.ime  scale  that  On,  Ob,  and  Oc  represent  C„  C,,  and  C,.  In 
other  words,  O  il  would  represent  to  scale  the  reading  of  the 
ammeter  ^placed  in  the  main  line.     The  angles  giving  the 
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phase  diflferences  between  the  different  currents  can  usually 
be  calculated  when  the  constants  of  the  different  circuits 
are  known.  Methods  for  calculating  the  anglies  of  phase 
difference  will  be  given  later.  If  the  three  currents  repre- 
sented by  O a,  Ob,  and  O  c  should  all  happen  to  be  in  phaee 
with  each  other,  their  resultant  sum  would  be  obtained  by 
simply  adding  them  up  numerically. 

3864.     Alternating   E.  M.  F.'s   and   currents    may  be 
resolved  into  two  or  more  components,  in  the  same  way  that 

forces     are     resolved     in 
\  mechanics,    by    reversing 

the  process  of  composi- 
tion. For  example,  in  Fig. 
1451  we  have  the  current 
represented  by  O  a  re- 
solved into  two  compo- 
nents Ob  and   O c.     The 

*  two  currents  represented 

hy  O  b  and   O  r,  differing 
in  phase  by  the  angle  ^, 
would   therefore   combine 
to  produce  the  current  represented  by  O  a. 


BXAMPLES    FOR    PRACTICE. 

1.  Two  currents,  one  of  40  amperes  and  the  other  of  50,  differing  in 
phase  by  30',  unite  to  form  a  third  current.  Required,  the  value  of 
Ih'.s  current.  Ans.  87  amperes,  nearly. 

2.  Construct  a  curve  which  will  represent  the  E.  M.  F.  of  an  alter- 
nator generating  a  maximum  of  300  volts  at  a  frequency  of  60.  Use 
1  inch  per  100  volts  for  the  vertical  scale  and  1  inch  equal  to  ^J^  second 
for  the  horizvontal. 

3.  Represent  two  E.  M.  F.'s  of  same  frequency,  one  of  200  volts 
maximum  and  the  other  of  150  volts  maximum,  the  latter  lagging  behind 
the  former  by  an  angle  of  GO'.  Draw  the  two  sine  curves  representing 
these  E.  M.  F.'s  in  their  proper  relation  to  each  other,  and  add  these 
together  to  obtain  the  resultant  curve.  Find,  the  maximum  value  of 
this  resultant  and  compare  its  value  with  that^'btained  by  taking  the 
diagonal  of  the  parallelogram  constructed  from  the  two  component 
E.  M.  F.'s.  Ans.  Resultant  E.  M.  F.  =  304  volts. 

Note. — The  student  should  bear  in  mind  that  in  all  the  above  cases 
the  waves  of  current  and  E.  M.  F.  are  supposed  to  follow  the  sine  law. 
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MAXIMUM,  AVERAGE,  AND  EFFECTIVE  VALUES 

OF    SINE    CURVES. 

38B5.  During  each  cycle  an  alternating  current  passes 
through  a  large  range  of  values  from  zero  to  its  maximum. 
These  instantaneous  values  are,  as  a  rule,  used  very  little  in 
calculations.  It  is  necessary  to  have  it  clearly  understood 
what  is  meant  when  it  is  said  that  a  current  of  so  many 
amperes  is  flowing  in  a  circuit  or  that  an  alternator  is  supply- 
ing a  pressure  of  so  many  volts.  When  it  is  stated  that  an 
alternating  current  of,  say,  10  amperes  is  flowing  in  a  circuit, 
some  average  value  must  be  implied,  because,  as  a  matter  of 
fact,  the  current  is  continually  alternating  through  a  wide 
range  of  values.  It  has  become  the  universal  custom  to 
express  alternating  currents  in  terms  of  the  value  of  the  con- 
tinuous current  which  would  produce  the  same  effect  in  the 
circuit  ;  as,  for  example,  if  the  alternating  current  were  10 
amperes,  it  would  mean  that  this  alternating  current  would 
produce  the  same  effect  as  10  amperes  continuous  current. 

3866.  Suppose  the  sine  curve,  Fig.  1452,  represents  the 
variation  of  an  alternating  E.  M.  F. ;  there  are  three  values 
of  this  which  are  of  particular  importance: 

(1)  The  maximum  value,  or  the  highest  value  which 
the  E.  M.  F.  reaches.  This  value  is  given  by  the  ordinate 
E,  This  maximum  value  is  not  used  to  any  great  extent, 
but  it  shows  the  maximum  to  which  the  E.  M.  F.  rises,  and 
hence  would  indicate  the  maximum  strain  to  which  the 
insulation  of  the  alternator  would  be  subjected. 

(2)  The  averag^e  value.  By  the  average  value  of  a 
sine  curve  is  vieant  the  average  of  ail  tJie  ordinates  of  tlie 
curve  for  one-half  a  cycle.  For  example,  in  Fig.  1452  the 
average  ordinate  of  the  curve  a  f  b  would  be  that  ordinate 
a  d  which  multiplied  by  the  base  a  b  would  give  a  rectangle 
a  b  e  d  oi  the  same  area  as  the  surface  a  f  b.  The  aver- 
age value  taken  for  a  whole  cycle  would  be  zero,  because  the 
average  ordinate  fol*  the  negative  wave  would  be  the  equal 
and  opposite  of  the  positive  ordinate.     In  the  case  of  a  sine 
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curve,  this  average  value  always  bears  a  definite  relation  to 

the  maximum  value.     If  E  is  the  maximum  value^  the  aver- 

2/: 
rt^v  value  IS ^  or  .630  E.     The  average  value  is  used  in 

some  calculations,  but,  like  the  maximum  value,  its  use  is  not 


Fig.  1452. 

very  extended.  The  relation  between  the  average  and 
maximum  value  is,  however,  used  considerably  and  should 
be  kept  in  mind. 

(3)  The  effective  value.  The  effective  value  of  an 
alternating  current  may  be  defined  as  that  value  which  would 
produce  the  same  heat i fig  effect  in  a  circuit  as  a  continuous 
current  of  the  same  amount,'  This  effective  value  is  the 
one  universally  used  to  express  alternating  currents  and 
E.  M.  F.  's.  It  always  bears  a  definite  relation  to  the  maximum 
value.  When  ammeters  or  voltmeters  are  connected  in  alter- 
nating circuits,  they  always  read  effective  amperes  or  volts. 
This  effective  value  is  not  the  same  as  the  average  value 
(.03(5  max.),  as  might  at  first  be  supposed,  but  it  is  slightly 
greater,  being  equal  to  .707  times  the  maximum  value.  If 
a  continuous  current  C  be  sent  through  a  wire  of  resistance 
A'  the  wire  becomes  heated,  and  the  power  expended  in  heat- 
ing the  wire  is  J^  =  C^  R  watts,  or  is  proportional  to  the 
square  of  the  current.  If  an  alternating  current  be  sent 
through  the  same  wire,  the  heating  effect  is  at  each  instant 
proportional  to  the  square  of  the  current  at  that  instant.  The 
average  heating  effect  would  therefore  be  proportional  to 
tlie  average  of  the  squares  of  all  the  different  instantaneous 
values  of  the  current,  and  the  effective  value  of  the  current 
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would  therefore  be  the  square  root  of  the  average  of  the 
squares  of  the  instantaneous  values.  The  effective  value  is  for 
this  reason  sometimes  called  the  square-root-of-mean-square 
value.  It  is  also  frequently  called  the  virtual  value.  Sup- 
pose, for  example,  a  circuit  in  which  an  alternating  current 
of  10  amperes  max.  is  flowing.  This  means  that  the  current 
is  continually  alternating  between  the  limits -f  10  amp.  and 
—  10  amp.,  and  passing  through  all  the  intermediate  values 
during  each  cycle.  Now,  as  far  as  the  heating  or  power 
effect  of  this  current  is  concerned,  it  would  be  just  the  same 
as  if  a  steady  current  of  .707  X  10  or  7.07  amperes  were 
flowing,  and  if  an  ammeter  were  placed  in  the  circuit  it 
would  indicate  7.07  amperes.  Hereafter,  in  speaking  of 
alternating  E.  M.  F.'s  and  currents,  effective  values  will  be 
understood  unless  otherwise  .specified. 


RELATIONS    BETWEEN    VALUES. 

3867.  The  relation  between  the  maximum,  average, 
and  effective  values  will  be  seen  by  referring  to  Fig.  1453, 
the  average  ordinate  .636  E  being  slightly  shorter  than  the 

/ 


Fig.  1-153. 

effective  .707  E.  For  convenience,  the  following  relations 
are  here  given  together.  They  should  be  kept  well  in  mind, 
as  they  are  used  continually  in  problems  connected  with 
alternating-current  work. 

Average   value  =  .630  maximum  value. 

T^rt.     ^.           ,            -,^-,          .                 ,             maximum  value 
Effective  value  =  .707  maximum  value,  or  ■ — _.— 

Effective  value  =  1.11  average  value. 
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3868.  On  account  of  the  importance  of  the  effective 
value,  the  following  proof  is  given  of  the  relation:  Effective 
value  =.707  max.  Let  O a.  Fig.  1454,  represent  the  maxi- 
mum value  of  the  sine.  The  sine 
at  any  instant  corresponding 
to  the  angle  or  is  ^z  ^  =  O  a  sin  <t, 

ab 


or  sm  a  = 


sm  a  = 


cos  a  = 


cos*  a  = 


FlO.  14M. 

.  .      ^        .  ah'       Ob' 

smVr  +  cosa  =  ^^.  +  ^^. 


Oa' 

ab' 
Oa" 

Ob 
Oa' 

Ob" 
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ab'+Ob'  __  Oa^  _ 
Oa'       '^Oa'"^' 


Now  as  the  line  Oa  revolves,  thus  generating  the  sine 

curve,  the  sine  varies  from  0  to  O  a  and  the  cosine  varies 

from  Oc  (=  Oil)  to    0,   so   that   the   sine  and  cosine  pass 

through  the  same  range  of  values,  and  consequently  the 

average  of  the  squares  of  the  sine  and  the  cosine  must  be 

the  same.     Since 

sin*  ^r  -|-  cos*  a  =  1, 

av.  sin*  <r  -j-  av.  cos*      =  1, 

and  from  the  alxwe         2  av.  sin*  <r  =  1, 

a V.  sin*  a  =  4» 

4'av.  sm  trt  =  — — 

As  the  alternating  E.  M,  F.  is  supposed  to  follow  the  sine 
law,  tho  instantanovHis  value  of  the  E.  M.  F.  at  any  instant 
Cv^:  vos'jvnuling  iv^  the  angle  «t  is  r=  -f  sin  <r,  where  £  is  the 

ma \ : :v. r.  m  va I uo :  hotux\ 

,*  =  -  •  s:n* «», 


a  v.  *'  =  F*  av.  sin*  «, 
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av.  e*  — 


E 


|/av.  t'  =  -  'r:=  =  ^  X  .707  ; 

^« 

i.  e.,  the  effective  or  square-root -of 'Vtcan'Square  value  is  equal 
to  the  maxivium  value  multiplied  by  --=-  or  .707. 

Hereafter,  in  designating  E.  M.  F.*s  and  currents,  the  fol- 
lowing notation  will  be  used-to  avoid  confusion: 

E  =  maximum  E.  M.  F. ; 
E  =  effective  or  virtual  E.  M.  F. ; 
e  =  instantaneous  E.  M.  F. ; 
C  =  maximum  current; 
C  =-  effective  or  virtual  current; 
c  =  instantaneous  current. 

3869.     In   the   diagram,  Fig.    1455,   the   value   of   the 
square-root-of-mean-square  ordinate  is  obtained  graphically. 


Fio.  i4:>5. 

The  dotted  curve  is  obtained  by  squaring  the  ordinates  of 

the  sine  curve,  and  the  area  of  the  dotted  rectangle  is  equal 

to  the  area  enclosed  by  the  curve  of  squares.     The  height 

E^ 
of  this  ordinate  is  -^r-,  and  it  represents  the  average  of  all  the 
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values  of  r*.     The  square  root  of  this  gives  the  effective 

value  of  the  sine  curve  :  -^  =  .707  E, 

3870.  In  the  preceding  diagrams,  showing  the  com- 
position and  resolution  of  E.  M.  F/s  and  currents  by  means 
of  the  parallelogram,  maximum  values  were  used.  Since, 
however,  the  effective  or  virtual  values  always  bear  a  fixed 

ft proportion    to   the    maxi- 

yA  ^^^,^0^"^^^       mum,  it  follows  that  this 

^r         aHl^^*'*'^^^       ^^  construction     will     apply 

y^JiS^S^^''^  y  equally    well   in   case    ef- 

^  ^,  "  fective    values    arc    used. 

^^^'^^^'  For   example,   if  the  two 

virtual  E.  M.  F.'s  E^  and  E^  are  represented  by  the  lines 
Ob  and  Oa^  Fig.  1456,  the  line  Oc  will  represent  the 
resultant  virtual  E.  M.  F.  to  the  same  scale  that  O  a  and 
O  b  represented  the  original  quantities. 


SELF-INDUCTION. 

3871.  It  has  already  been  mentioned  in  connection 
with  the  subject  of  phase  difference  that  very  often  where 
an  E.  M.  F.  is  causing  an  alternating  current  to  flow  in  a 
circuit,  the  current  may  not  rise  and  fall  in  unison  with  the 
E.  M.  F.,  but  may  lag  behind  it.  This  effect  is  due  to  what 
is  known  as  self-induction ^  and  it  is  a  direct  consequence  of 
the  continual  variation  which  the  current  undergoes. 

It  has  already  been  shown  in  the  section  on  Principles 
of  Electricity  and  Magnetism  that  whenever  the  number 
of  magnetic  lines  of  force  threading  through  a  circuit  is 
caused  to  change  in  any  way,  an  Y^.  M.  F.  is  set  up  in  the 
circuit,  and  the  average  E.  M.  F.  so  generated  depends 
upon  the  average  number  of  lines  of  force  changed  per 
second,  or,  in  other  words,  upon  the  rate  at  which  the  lines 
are  made  to  change.  As  an  example,  take  a  circular  coil  of 
wire.  Lines  of  force  may  be  made  to  thread  through  this 
in  several  ways,  one  way,  for  instance,  being  to  bring  the 
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coil  near  the  pole  of  a  magnet,  and  then  move  it  so  as  to 
cause  the  number  of  lines  passinj^  through  the  coil  to  vary. 
Consider  the  arrangement  shown  in  Fig.  1457.  Here  the 
circular  coil  C,  shown  in  section, 
is  placed  between  the  poles  A',  S 
of  the  electromagnet,  so  that  the 
lines  of  force  indicated  by  the 
arrows  thread  through  its  center. 
If  the  coil  be  moved  up  and  down 
in  the  direction  of  the  large  ar- 
rows, an  E.  M.  F.  will  be  gener- 
ated, which  will  be  indicated  by 
the  voltmeter  /".  The  E.  M.  F. 
BO  generated  will  be  alternating, 
and  the  arrangement  would  con- 
stitute an  elementary  form  of  fig.  ibt. 
alternator.  The  same  effect  would  be  produced  if  the  coil 
were  held  still  and  the  magnet  moved.  Both  these  methods 
are  in  common  use  in  alternators,  in  one  type  the  coils 
being  mounted  on  the  armature  and  revolved  in  front  of 
the  magnet,  while  in  the  other  the  coils  are  held  stationary 
and  the  field  is  revolved. 

3S72.     Lines  of  force  may  also  be  made  to  thread  a  coil 
by  sending  a  current  through  the  coil  itself.  Take  a  circular 


Fig  14SS. 

coil  as  shown  in  Fig.  1458.  If  a  current  be  sent  through 
such  a  coil,  lines  of  force  will  be  set  up  as  shown  by  the  dot- 
ted lines.  So  long  as  the  current  remains  steady,  these  lines 
will  not  change,  and  the  current  will  flow  through  the  coil 
just  as  if  it  were  an  ordinary  resistance,  i.  e.,  the  current 
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would  follow  Ohm's  law;  and  if  the  voltage  applied  to  the 
terminals  were  R  volts  and  the  resistance  R  ohms,  the  cur- 

E 

rent  would  be  determined  by  the  relation  C=  -^.     If,  how- 

ever,  the  current  is  made  to  vary  in  any  way,  the  number  of 
lines  of  force  threading  the  coil  also  varies,  and  hence  an 
E.  M.  F.  is  set  up  in  the  coil.  This  E.  M.  F.  of  self-induc- 
tion tends  to  oppose  any  change  in  the  current.  Whenever, 
then,  an  alternating  current  is  sent  through  a  circuit  which 
can  set  up  lines  of  force  so  as  to  thread  through  the  circuit, 
a  counter  E.  M.  F.  of  self-induction  is  set  up,  and  the  current 
no  longer  flows  according  to  Ohm's  law,  since  the  effect  of 
the  self-induction  is  to  apparently  increase  the  resistance  of 
the  circuit.  Of  course  there  are  no  self-induction  effects 
present  in  direct-current  circuits,  because  the  current  is 
steady  and  no  induced  E.  M.  F. 's  can  be  set  up.  Circuits 
containing  resistance  can  be  made  which  have  practically  no 
self-induction,  and  these  are  known  as  non-inductive  resist- 
ances. Such  circuits  would  behave  the  same  with  regard  to 
alternating  currents  as  to  direct,  i.  e.,  the  current  flowing 
in  them  would  be  according  to  Ohm's  law.  Water  resist- 
ances and  incandescent  lamps  are  practically  non-inductive. 


CALCULATION  OF  INDUCED  E.  M.  F.'». 

3873*  Since  the  induced  E.  M.  F.  always  depends  upon 
the  rate  at  ivJiich  lines  of  force  are  cut  or  changed^  it  follows 
that  if  the  coil  be  so  situated  that  it  can  readily  set  up.  lines 
of  force  through  itself,  the  induced  E.  M.  F.  will  be  large. 
Also,  if  there  be  a  large  number  of  turns  in  the  coil,  the 
E.  M.  F.  will  be  large,  because  each  of  the  turns  will  cut  the 
lines  of  force  threading  the  coil.  The  higher  the  frequency 
of  the  alternations,  the  more  rapid  will  be  the  change  in  the 
lines,  and  hence  the  higher  will  be  the  E.  M.  F.  It  may 
then  be  stated  that  with  a  given  current  flowing  through  a 
coil,  the  induced  E.  M.  F.  will  be  proportional  to  the  total 
number  of  lines  threading  the  coil  (.V),  the  number^f  turns 
(T),  and  the  frequency  (;/).  The  formula  giving  the  rela- 
tion between  these  quantities  will  be  derived  later. 
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3874.  The  total  number  of  lines  (A'')  which  will  thread 
a  coil  when  a  given  current  is  sent  through  it  depends  upon 
the  number  of  turns  (7")  in  the  coil  and  the  material  by  which 
the  coil  is  surrounded.  In  the  case  shown  in  Fig.  1458,  where 
the  coil  is  surrounded  by  air,  the  self-induction  would  be 
comparatively  low,  because  air  is  a  poor  conductor  of  mag- 
netic lines,  and  with  a  given 
current  in  the  coil,  a  large  , 
number  would  not  be  set  up 
through  it.  If,  however,  the 
coil  were  surrounded  by  iron, 
as  shown  in  Fig.  1459,  the  self- 
induction  would  be  enormously  increased,  because  lines  of 
force  could  be  set  up  very  readily.  The  number  of  lines 
which  will  be  set  up  depends,  then,  not  only  on  the  current, 
but  also  on  some  other  quantity,  which  takes  account  of  the 
location  of  the  coil  and  the  facility  with  which  lines  of  force 
may  be  set  up  around  it.  This  quantity  is  known  as  the 
coefficient  of  Belf-inductlon. 


E 


3875.     The  coefficient  of  self-induction  for  any  coil  is 
obtained  from  the  following  relation: 

The  product  of  the  total  number  of  lines  N  threading  a  coil 
when  the  current  ts  one  ampere  and  the  number  of  turns  in 
•  the  coil,  divided  by  100,000,000,  or  10',  gives  the  coefficient  of 
self-induction.  The  coefficient  of  self-induction  is  usually 
denoted  by  the  letter  L.  From  the  above,  the  relation 
given  in  formula  614  is  obtained: 
A'x  7- 


10' 


=  /-. 


(614.) 


where  A' is  the  number  of  lines  corresponding  to  a  current 
of  one  ampere,  7"  the  number  of  turns,  and  L  the  coefficient 
of  self-induction.  The  practical  unit  of  self-induction  is 
called  the  benry.  If  a  coil  had  a  coefficient  of  self-induc- 
tion of  one  henry,  it  would  mean  that  if  the  coil  had  one 
turn,  one  ampere  would  set  up  100,000,000,  or  10',  lines 
through  it,  as  seen  from  formula  614.    If  it  be  assumed  thnt 


A 
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the  number  of  lines  set  up  increases  directly  with  the  cur- 
rent, formula  614  may  be  written  as  follows: 

macftietic  flux  X  turns      ,  ,_^  _  . 

— ^^ V^-TTv =  henrys,  (61 5.) 

current  X  10  ^  ' 

or,  magnetic  flux  X  turns  =  henr-ys  X  current  X  10*. 

3876,  The  coefficient  L  for  a  given  coil  is  a  constant 
quantity  so  long  as  the  magnetic  permeability  of  the  mate- 
rial surrounding  the  coil  does  not  change.  This  is  the  case 
where  the  coil  is  surrounded  by  air.  Where  iron  is  present,  the 
coefficient  L  is  practically  constant,  provided  the  magnetism 
is  not  forced  too  high.  In  most  cases  arising  in  practice, 
the  coefficient  L  may  be  considered  to  be  a  constant  quantity, 
just  as  the  resistance  R  is  usually  considered  constant.  The 
coefficient  A  of  a  coil  or  circuit  is  often  spoken  of  as  its 
Inductance. 

COMPONENTS   OF    IMPRESSED    E.  M.  F. 

3877 •  It  has  been  shown  that  the  effect  of  self-induc- 
tion is  to  choke  back  the  current.  It  also  makes  the  circuit 
act  as  if  it  possessed  inertia,  as  the  current  does  not  respond 
at  <)n(*e  to  the  changes  in  the  applied  E.  M.  F.,  and  thus  lags 
behind.  The  resistance  of  the  coil  also  tends  to  prevent  the 
curr(*nt  from  flowing,  but  it  does  not  tend  to  displace  the 
current  and  E.  M.  F.  in  their  phase  relations.  In  consider- 
ing the  flow  of  current  through  circuits  containing  resist- 
ance and  self-induction,  it  is  convenient  to  think  of  the 
resistance  and  self-induction  as  setting  up  counter  E.M.F.'s, 
which  are  oi)posed  to  the  E.  M.  F.  supplied  by  the  alter- 
nator. The  E.  M.  F.  supplied  from  the  alternator  or  other 
source  must  then,  in  the  case  of  alternating-current  circuits, 
overcome  not  onlv  the  resistance,  hut  also  the  self-indue- 
tion.  In  the  case  of  c()ntinuous-currcnt  circuits,  the  resist- 
ance only  has  to  he  taken  into  account.  In  every  case, 
then,  where  an  impressed  E.  M.  F.  encounters  both  resist- 
an(*e  and  self-iiuhu'tion  in  a  circuit,  it  may  be  looked  upon 
as  split  up  into  two  components,  one  of  which  is  necessary 
to  overcome  the  resistance  and  the  other  the  self-induction. 


/ 


•^^. 
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COMPONENT  OVEBCOMING  RESISTANCE. 

3878.  It  will  readily  be  seen  that  the  component  of  the 
impressfd  E.  M.  F.  which  u  nccfssary  to  overcome  the  resist- 
ance must  always  be  in  phase  yTith  thecjirreiit.    The  E.  M.  F, 

used  in  overcoming  resistance  is,  from  Ohm's  law,  E  =  RC. 

Hence,  when  the  current  is  zero  E  is  zero,  and  when  C  is 
a  maximum  £  is  a  maximum.  The 
imaginary  counter  E.  M.  F.  which  the 
resistance  offers  is  directly  opposed  XoXhz 
current,  consequently  that  component 
of  the  impressed  E.  Jf.  F.  necessary  to 
ofercome  the  resistance  must  be  in 
phase  with  the  current. 
.    VX 

\ 

3879.    It  is  now  necessary  to  deter- 
mine the  phase  relation  of  that  part  or 
component  of  the  impressed  E.  M.  F. 
which  is  necessary  to  overcome  the  self- 
§   induction. 

j  The  component  of  the  impressed 
E.  M.  F.  necessary  to  overcome  self- 
induction  is  at  right  angles  to  the  cur- 
rent and  90"  ahead  of  the  current  in 
phase.  This  may  be  shown  by  refer- 
ring to  Fig.  1460.  Let  the  line  ort  and 
the  corresponding  wave'shown  by  the 
full  line  represent  the  current  flowing 
in  the  circuit.  The  magnetism  pro- 
duced by  the  current  will  increase  and 
decrease  in  unison  with  it,  and  hence 
may  be  represented  by  the  light-line 
wave  in  phase  with  the  current.  Now 
it  has  been  shown  that  the  induced 
E.  M.  F.  is  proportional  to  the  rate  at 
hich  the  magnetism  changes,  and  it  will  be  seen  from 
iie  figure  that  the  magnetism  is  changing  most  rapidly  at 


/ 


\\ 
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thr  points  n  and  r,  where  the  magnetism  curve  cuts  the  axis, 
be(\'itis<?  there  is  a  much  p^reater  change  between  two  points 
such  as  /•  and  r  than  there  is  between  J  and  a\  It  follows, 
tlH*n,  that  when  the  current  and  magnetism  are  passing 
throuj^h  th(!ir  zero  vahies,  the  induced  E.  M.  F.  is  at  its 
maximum  vahie;  consequently  it  must  be  at  right  angles  to 
the  current. 

3880.  It  is  now  necessary  to  determine  whether  this 
induced  K.  M.  V.  is  00°  ahead  of  the  current  or  behind  it. 
When  the  current  is  rising  in  the  circuit,  the  induced E.  J/.  F. 
is  always  preventing  its  rise;  hence,  it  may  be  represented 
by  the  doited. curve,  Fig.  1400,  90°  behind  th^  current.  By 
examining  this  curve,  the  student  will  see  that  the  induced 
E.  M.  V.  it  represents  opposes  any  change  in  the  cur- 
rent. This  induced  E.  M.  F.  may  be  represented  by  the 
line  oc  \)^f  behind  oa.  The  component  of  the  impressed 
E.  M.  Y,  ucccssary  to  overcome  the  self-induction  will  be 
the  equal  and  opposite  of  this,  and  will  be  represented  by 
the  line  o  b  \)<f  aheud  oi  o  a.  The  E.  M.  F.  to  overcome  the 
self-induction  is  also  shown  by  the  dot  and  dash  curve. 
The  student  must  keep  in  mind  the  distinction  between  the 
E.  M.  F.  of  self-induction  and  the  E.  M.  F.  necessary  to 
overcome  self-induction;  the  former  is  90°  behind  the  cur- 
rent in  j)hase,  while  the  latter  is  90°  ahead  of  the  current. 

3881.  In  the  above  it  has  been  assumed  that  the  mag- 
netism is  exa(  tly  in  phase  with  the  current.  This  is  not 
always  the  case  where  iron  is  present,  as  the  hysteresis  in 
the  iron  (ausc^s  the  magnetism  to  lag  a  little  behind  the  cur- 
rent. It  is  true  exactly  for  all  circuits  containing  no  iron, 
and  sufficiently  true,  for  all  practical  purposes,  for  iron  cir- 
cuits as  well. 

CIRCUITS     COXTAIMXG      RESISTANCE     AND 

SKLF-IXnUCTION. 

3882.  From  the  above  it  will  be  seen  that  in  circuits  con- 
taining resistance  and  self-induction,  the  impressed  E.  M.  F. 
may  always  be  split  up  into  two  components,  one  necessary 


CURRENT   APPARATUS.  2591 

to  overcome  the  resistance  (equal  to  RC  and  in  phase  with 
the  current),  and  the  other  necessary  to  overcojne  the 
self-induction  90°  in  advance  of  the  current.  The  effective 
value  of  the  induced  E.  M.  F.  may  be  calculated  as  follows, 
when  the  inductance  L  is  known;  If  the  maximum  mag- 
netic flux  is  iV,  this  total  flux  is  cut  four  times  by  the  coil 
during  each  cycle;  i.  e.,  the  flux  increases  from  zero  to  iV, 
then  decreases  to  zero,  increases  to  N  in  the  negative  direc- 
tion, and  finally  decreases  to  zero  again.  Now,  by  defini- 
tion, the  average  volts  induced  in  the  coil  must  be  equal  to 
the  average  number  of  lines  of  force  cut  per  second^  divided  by 
10*  (see  section  on  Applied  Electricity,  Art.  31 04).  If  the 
coil  has  7"  turns  and  the  frequency  is  «  cycles  per  second, 
the  average  number  of  lines  of  force  cut  by  all  the  turns 
per  second  will  be  4  A^  Tn^  and  the  average  volts  induced 
will  be 

^av.  =  — ^^p— ,  (616.) 

or,  since  the  eft'ective  volts  is  equal  to  l.ll  times  the  aver- 
age volts, 

effective  volts  =  ^  =  — — — .  (617.) 

3883.  The  above  formula,  giving  the  relation  between 
the  induced  effective  volts /i",  the  frequency  ;/,  the  number 
of  turns  7",  and  the  flux  iV,  is  important,  as  it  is  used 
repeatedly  in  connection  with  alternator,  induction  motor, 
and  transformer  design.  It  may  be  expressed  as  follows: 
Wht' never  a  magnetic  flux  is  made  to  vary  through  a  circuit 
so  as  to  induce  a  sine  li.  M.  /^,  the  effective  value  of  the 
E.  M,  F.  so  induced  is  equal  to  44^  times  the  product  of  the 
maximum  flux  A^,  the  number  of  turns  T  connected  in  scries, 
and  the  frequency  ;/,  divided  by  Kf, 

3884.  If  the  inductance  of  a  circuit  is  L  henrys,  we 
have,  from  formula  615, 

max.  magnetic  flux  X  number  of  turns 


max.  current  X  10* 
M.  E.    IV,— 32 


=  Z. 


n  "Tie    ririnfr,  the 
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^ilaeiO, 
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-    ir5:    ifiriK/TYT  tin  altema- 

::.     ;j  jr'iffr  through  a  circuit 

/•    ^  f  :i. I  induced  E.  M.  /\,  /Vj 

'.".r/  r//r  product  of  the  frc- 

':■'.,•  tf\Yti7T current  C\ 


»r\CT\x\:i:  Axn  imredaxcb. 

CiSvS5.      it  \^    .   -■•   >i  :;  fr<»m  the  above  that  in  order  to 

"l>i.\in  ilu'  \  •'.:>  !:(■.(  >^a:v  lo  overcome  seif-induction,  the 
tin  rem  is  {o  hr  iiKiii  !j)]icd  by  the  quantity  2i^nL.  In 
oi'lcr  to  obtain  the  i:.  M.  V.  iK-ccssary  to  overcome  resist. 
aii((;,  ilie  current   ('  is  nHi]iij)bed   by  the  resistance^.     It 
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follows,  then,  that  the  quantity  2  tt  ;/  Z  is  of  the  same  nature 
as  a  resistance  and  is  used  in  the  same  way  as  a  resistance. 
Tlu  quantity  %-KnL  is  called  the  reactance  of  the  circuity  and^ 
like  resistance^  is  measured  in  ohms. 

The  reactance  of  any  inductive  circuit  is  equal  to  2^  times 
the  frequency  times  the  inductance  L  expressed  in  henry s, 

3886.  Take  the  example  shown  in  Fig.  1461.  The 
alternator  A  is  connected  to  a  coil  or  circuit  a  b^  as  shown, 
the  inductance  of  which  is  .5  henry.     The  resistance  of  the 


T 

9. 
I 


^ 


Inductance 

Z'iJf  Henry 

[BeHMance^O 


FlO.  1461. 

circuit  will  be  taken  as  negligible.  The  frequency  of  the 
E.  M.  F.  furnished  by  the  alternator  is  GO.  Required  the 
E.  M.  F.  necessary  to  force  a  current  of  3  amperes  through 
the  circuit.     The  induced  counter  E.  M.  F.  set  up  will  be 

S:=27znLC=2n  X  60  X  .5  X  3  =  565  volts. 

Hence,  in  order  to  set  up  the  current  of  3  amperes,  the 
alternator  must  furnish  an  E.  M.  F.  of  565  volts.  This 
example  shows  one  difference  in  the  behavior  of  an  alter- 
nating and  a  direct  current.  The  E.  M.  F.  required  to  set  up 
a  continuous  current  of  3  amperes  through  a  circuit  such  as 
this,  of  very  small  resistance,  would  be  exceedingly  small, 
whereas  it  requires  an  alternating  E.  M.  F.  of  565  volts  to 
set  up  the  same  current.  In  other  words,  if  a  continuous 
pressure  of  565  volts  were  applied  to  the  coil,  the  resulting 
current  would  be  enormous.  Instances  of  this  effect  are 
met  with  very  commonly  in  connection  with  transformers. 
The  primary  coil  of  a  transformer  has  a  high  self-induct- 
ance,  so   that   when   it   is   connected   to   the   alternating- 
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current  mains  onir  a  vcnr  small  cturent  flows.  If  the  same 
transformer  were  connected  to  continuous-current  mains, 
it  would  be  at  once  burnt  out,  on  account  of  the  large  cur- 
rent which  would  flow. 

3SS7*  In  the  above  example,  the  circuit  was  supposed 
to  have  negligible  resistance,  so  that  the  whole  of  the 
applied  E.  M.  F.,  565  volts,  was  used  lo  overcome  the  self- 
induction.  This  being  the  case,  it  follows  that  the  E.  M.  F. 
applied  by  the  alternator  must  be  90^  ahead  of  the  current. 
The  state  of  affairs  existing  in  the  circuit  may,  therefore, 
be  represented  as  in  Fig.  14C2.     Lay  off  to  scale  the  value 


S 


'^ 


SAmp. 


«i2i 

Pig.  1408. 

of  the  current  oa  (so  many  amperes  per  inch)  in  the 
direction  of  the  line  o  x.  The  induced E.  M.  F,  =  2  r  «  A  6  = 
5G5  volts  must  then  be  represented  by  the  line  o  V  (so  many 
volts  per  inch)  90°  behind  o  a^  and  the  equal  and  opposite 
of  this,  oby  90°  aJiead  of  o  a^  will  represent  the  E.  M.  F. 
which  the  alternator  must  supply  to  overcome  the  E,  Af.  F. 
of  self-induction.  Of  course,  in  actual  practice  it  is  impos- 
sible to  obtain  a  circuit  which  has  no  resistance  as  assumed 
in  the  above  example;  but  if  the  reactance  ^tzuL  is  very 
larp^c  as  compared  with  the  resistance,  a  condition  quite 
frequently  met  with,  the  effect  obtained  in  the  circuit  would 
be  quite  closely  represented  by  Fig.  1462. 

3888.     In  a  large  number  of  cases  the  circuits  met  with 
in  practice  will  contain  both  resistance  and  self-induction, 
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and  the  simple  case  shown  in  Fig.  1462  will  not  apply. 
Take,  for  example,  the  case  shown  in  Fig.  1463.  The 
alternator  A  is  supplying  an  E.  M.  F.  £y  which  is  setting 
up  a  current  C  through  the  circuit  a  d.  This  circuit  pos- 
sesses both  resistance  R  (ohms)  and  inductance  L  (henrys). 

Current^ff  a 


)InducUitt¥09»L 


PlO.  1468. 

In  such  a  circuit  it  might  be  desired  to  find  the  impressed 
E.  M.  F.  necessary  to  set  up  a  given  current;  or,  given  the 
impressed  E.  M.  *F.,  to  find  the  current.  Suppose  it  is  re- 
quired to  find  the  impressed  E.  M.  F.  £  necessary  to  set  up 
a  given  current  C.  The  E.  M.  F.  required  must  be  the 
resultant  sum  of  the  E.  M.  F.  required  to  overcome  the  resist- 
ance and  that  required  to  overcome  the  self-induction.  The 
former  must  be  equal  to  R  C\  and  must  also  be  in  phase 
with  the  current,  while  the  latter  is  equal  to  the  product  of 
the  current  and  reactance  2  n  n  L  C  and  must  be  90** 
ahead  of  the  current.     In  Fig.  1464  oa  is  therefore  laid  off 

b 


J^Qurres^j!^ 


PIO.  1464. 


to  represent  CR  in  the  same  direction  as  the  current ;  and 
o  b,  90°  ahead  of  the  current,  is  laid  off  equal  to  2  r  ;/  L  C. 
The  impressed  E.  M.  F.  £  must  be  the  resultant  oi  oa  and 
o  b^  or  the  diagonal  oc.  The  diagonal  oc,  therefore,  repre- 
sents the  E.  M.  F.  set  up  by  the  alternator  to  the  same 
scale  that  o  a  and  o  b  represent  the  other  E.  M.  F.  's.     The 
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6iskgT2Ltn  also  shov^  ihat  the  current  ca  lags  behind  the 
impressed  E  M.  F.  by  the  angle  ^.  and  it  is  also  seen  that  if 
the  circuit  had  no  inductance,  the  line  ca  would  become 
zero,  and  the  E.  M.  F.  would  swing  into  phase  with  the 
current. 

3SSO.  Instead  of  using  a  complete  parallelogram,  as 
in  Fig.  1464,  triangles  are  commonly  used  to  show  the  rela- 
tions between  the  different  E.  M.  F.'s.  The  right-angled 
triangle.  Fig.  1465,  shows  the  same  relations  as  the  parallelo- 
gram. Fig.  1464.  oa  =  CR  represents  the  E.  M.  F.  to 
overcome  resistance,  ac  that  to  overcome  self-induction, 
and  oc  is  the  resultant.     It  should  be  remembered  that  the 


CM  E.M,F.  to  overcome  BtoUtam 

FlO.  1466. 


line  ac  \%  transferred  from  o b^  and  consequently  represents 
an  E.  M.  F.  90°  ahead  of  o a.  Since  the  angle  oac  \%^  right 
angle,  it  follows  that 


or 


(621.) 
(622.) 


or 


R  =  V^R'  +  (2  n  n  L)\  (623.) 


Thiit  is,  the  impressed  E,  M,  I\  E  necessary  to  maintain  a  cur- 
rent ( '  in  a  eircuit  of  resistance  R  and  inductance  L  is  equal 
to  the  product  of  the  current  C  into  the  square  root  of  the  sum 
of  the  squares  of  the  resistance  R  and  the  reactance  %  iz  n  L. 

Tho  tiuanlily  v'/v"  -|-  ('2  n  n  Ly  is  called  the  Impedance  of 
Ihr  rirouit.  Ihe  impedance  of  a  circuit  is  equal  to  the  square 
root  of  the  sum  of  the  squares  of  the  resistance  and  reactance. 


o 
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3890*  The  relation  between  resistance,  reactance,  and 
impedance  is  shown  by  the  right-angled  triangle,  Fig.  1466. 
The   'following     definitions 

may  also  be  given  of  impe-  ^-<»t?^^^* 

dance,  reactance,  and  resist- 
ance: 

Impedance  is  that  quan- 
tity ivhich  multiplied  by  the 
current  Hves  the  impressed  K—utancBmB 

E.  M,  F. 

Reactance  is  that  quantity  which  multiplied  by  the  cur- 
rent gives  that  component  of  the  impressed E,  M,  F.  ivhich  is  at 
right  angles  to  the  current. 

Resistance  is  that  quantity  which  multiplied  by  the  cur- 
rent gives  that  component  of  the  impressed  E,  M,  F.  which  is 
in  phase  with  the  current. 

Impedances^  like  resistances  and  reactances^  are  expressed  in 
ohms, 

3891.     In  dealing  with  continuous-current  systems,  the 

relation   between   the  current,  resistance,  and   E.  M.  F.  is 

E  M  F 

fully  given  by  Ohm's  law,  i.  e.,  current  =  — ; —,    Ohm's 

resistance 

law  can  not,  however,  be  applied  in  this  form  to  alternating- 
current  circuits,  but  from  formula  623  becomes 

-  E 

^  =  )/R^-\-^n^n^D'  ^®^^-> 

E.  M.  F. 


or  current  =  t 


impedance' 

and  the  current  no  longer  depends  simply  upon  the  E.  M.  F. 
and  resistance,  but  depends  also  on  the  inductance  L  and 
the  frequency  ;/.  If  n  becomes  zero,  i.  e.,  if  the  alterna- 
tions become  slower  and  slower  until  the  current  finally 
becomes   continuous,    the    term   4  ?:'  ;/'  Z'   drops   out    and 

E  E 

formula  624  reduces  to  C  =  — ==,  or  C  =  -75.     Also,  if  the 

circuit  is  non-inductive,  i.  e.,  if  L  =  0,  the  formula  reduces 
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to  Ohm's  law,  and  the  current  may  be  obtained  by  simply 
dividing  the  E.  M.  F.  by  the  resistance,  as  is  the  case  with 
continuous  currents. 


ANGLB  OF  LAG. 

3892.  From  the  triangle,  Fig.  146G,  it  will  be  seen  that 
the  current  which  is  in  the  direction  oi  o  a  lags  behind 
the  impressed  E.  M.  F.  in  the  direction  of  o  d  by  the  angle 

(P.     The  tangent  of  this  angle  ^  is  equal  to 75 —  ;  hence, 

Is, 

if  the  resistance  and  reactance  are  both  known,  the  angle  of 

lag  may  be  calculated.     From  the  relation  tan  ^  =  — = — , 

it  is  seen  that  the  larger  %Tzn  L  is,  compared  with  R^  the 
larger  will  be  the  angle  of  lag,  and  if  the  reactance  ^-nn  L 
is  small  in  comparison  with  R,  the  angle  ^  will  be  small, 

or  the  current  will  be  nearly  in 
phase  with  the  impressed  E.  M.  F. ; 
hence: 

In  a  circuit  containing  resistance 

and  self-induction^  the  current  lags 

behind  the  impressed  E.  M.  F. ,  the 

g  amount  of  the  lag  depending  upon 

^  the  relative  magnitude  of  the  resist- 

^  ance  and  reactance, 

J  Example.  — An  alternator  is  connected 
9)  to  a  circuit  having  a  resistance  of  20 
ohms  and  an  inductance  of  .10  henry. 
The  frequency  is  60  cycles  per  second. 
What  must  be  the  E.  M.  F.  furnished  by 
the  alternator  in  order  to  set  up  a  cur- 
rent of  10  amperes  in  the  circuit  ? 

Solution.— The    required    E.  M.  F. 
must  be  the  resultant  of  the  E.  M.  F. 
CB'=300  necessary  to  overcome  resistance,  i.e., 

Fio.  1467.  7?  C  =  20  X  10  =  200  volts,  and  that  neces- 

sary to  overcome  the  self-induction.  The  latter  is  equal  to  the  react- 
ance multiplied  by  the  current,  or  2  t // /.  C=  2  X  8.14  X  60  X  .1  X 
10  =  876.8  volts.      The    impressed    E.  M.  F.   £  is  the  resultant*  or 
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/i  =  i/200«-+- 876.8*  =  426.5,  nearly.     These   E.  M.  F.'s  are  related  as 
shown  in  Fig.  1467,  and  the  resultant  E  may  either  be  found  by  calcula- 
tion as  above  or  it  may  be  scaled  from  the  figure.    The  required  E.  M.  F. 
which  must  be  supplied  by  the  alternator  is,  therefore,  426.5  volts. 
The  current  in  the  circuit  will  lag  behind  the  E.  M.  F.  by  an  angle  ♦, 

the  tangent  of  which  is  — 77—'  =  1.88.     By  looking  up  the  angle  in  a 

table  of  tangents,  it  is  found  to  be  a  little  over  62'.  This  means,  then, 
that  in  this  particular  circuit  the  current  does  not  come  to  its  maximum 
value  till  a  little  over  '\  of  a  period  behind  the  E.  M.  F.  Since  the 
current  passes  through  60  cycles  per  second,  it  follows  that  the  current 
in  this  case  rises  to  its  maximum  value  about  i\^  of  a  second  after 

the  E.  M.  Fv  

The  impedance  of  the  circuit  is  -/20''  4-  37.68"  =  42.65  ohms,  and  this 
multiplied  by  the  current  gives  426.5  volts,  the  impressed  E.  M.  F. 

Ans. 

3893*  The  above  problem  might  also  come  up  in 
another  form:  The  impressed  E.  M.  F.  being  given,  to  de- 
termine the  current.     From  formula  624, 

C  =  —         ^  ;  (625.) 

so  that,  if  E  is  given  C  can  be  easily  determined,  R  and  L 
being  known  quantities. 

If  there  were  no  inductance  in  the  circuit,  the  E.  M.  F. 
required  would  be  in  accordance  with  Ohm's  law,  or  20 X  10  = 
200  volts,  which  is  less  than  half  the  voltage  required  when 
the  inductance  is  present. 

If  there  were  no  resistance  present,  the  tangent  of  the  angle 

^  tt  if  r 

of  lag  would  be  — - —  =  00,  or  the  angle  of  lag  would  be  90°, 

all  the  impressed  E.  M.  F.  being  used  in  overcoming  the 
inductance. 


EFFECTS    OF  CAPACITY. 

3894*  There  is  another  property  of  electric  circuits 
which  has  to  be  considered  in  connection  with  the  flow  of 
alternating  currents  and  which,  like  self-induction,  does  not 
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enter  into  the  consideration  of  the  flow  of  continuous  cur- 
rents. The  property  which  most  circuits  possess  to  a  greater 
or  less  degree  of  holding  a  certain  charge  or  quantity  of 
electricity  is  known  as  electrostatic  capacity^  and  this,  in 
some  cases,  has  a  marked  influence  upon  the  behavior  of  an 
alternating  current  flowing  in  the  circuit.  The  capacity 
of  most  circuits  met  with  in  practice  is  quite  small  in  com- 
parison with  their  resistance  and  inductance,  consequently 
»  its  effect  is  not  usually  so  noticeable ;  however,  in  some 
cases,  especially  in  underground  cable  work,  these  effects 
become  important,  and  it  is  necessary  to  study  briefly  the 
behavior  of  an  alternating  current  when  capacity  is  pres- 
ent in  the  circuit. 

3895.  If  capacity  is  needed 
for  any  particular  purpose,  it  is 
usually  made  up  by  taking  a  large 
number  of  sheets  of  tin-foil  and 
separating  them  by  alternate  sheets 
of  waxed  paper,  mica,  or  other  insu- 
lating material.  The  whole  mass  is 
pressed  tightly  together,  one  set  of 
Fio.i4«.  sheets   constituting    one    terminal, 

and  the  alternate  set  the  other,  as  shown  in  Fig.  1468,  where 


rj^^ 


Fig.  1469. 


/  represents  the    tin-foil  sheets,  /    the    insulating  material 
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between,  and  T  the  terminal  posts.  Such  an  arrangement  is 
called  a  condenser.  It  should  be  noticed,  in  passing,  that 
there  is  no  electrical  connection  between  the  two  sets  of 
plates.  Condensers,  like  resistances,  are  usually  placed  in  a 
box  and  divided  up  into  sections,  which  may  be  cut  in  or  out 
at  will. 

Fig.  1469  shows  a  condenser  provided  with  switches  j,  s 
for  cutting  different  sections  in  or  out,  and  so  varying  the 
capacity.  Condensers  have  been  used  to  some  extent  com- 
mercially in  connection  with  alternating-current  motors,  and 
their  use  on  telegraph  circuits  is  quite  usual. 

3896*  Capacities  may  be  connected  in  parallel  as  shown 
in  Fig.  1470,  or  in  series  as  in  Fig.  1471. 

If  two  capacities  are  connected  in  parallel^ 
the  capacity  of  the  two  combined  is  equal  to  the 
sum  of  the  separate  capacities. 

If  /^  and  y„  Fig.  1470,  are  the  separate 
capacities,  the  combined  capacityy*  is  equal  to 
/^  +y,.  The  same  holds  true  for  any  number 
of  capacities  connected  in  parallel. 

If  two  capacities  are  connected  in  series^  the 
reciprocal  of  the  combined  capacity  is  equal  to  the  sum  of  the 
reciprocals  of  the  separate  capacities. 


Ji 


PlO.  1470. 


j5. 


y^ 


Fig.  1471. 


If  /,  and  /„  Fig.  1471,  are  the  separate  capacities,  the 
combined  capacity  is  obtained  from  the  expression 


1-1+1 


or 


(626.) 


This  may  also  be  applied  to  any  number  of  capacities  con- 
nected in  series.     By  comparing  the  above  with  the  laws 
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j»ovrt't\it\vj  resistance  of  conductors,  in  the  section  on  Prin- 
\'i|»l\"s  of  ICleotrioity  and  Magnetism,  the  student  will  see  that 
wlirn  coinlunoil  in  series  and  parallel  sets,  capacities  act  just 
thr  opp\wite  to  resistances. 

IIHW7.  l.^^nvi:  transmission  lines  have  an  appreciable  capac- 
\\s\  the  two  wires  constituting  the  plates  of  the  condenser, 
i\  \\\  the  capacity  of  underground  cables  is  often  quite  large. 
\\\  the  Later  v*ase  the  copper  conductor  constitutes  one  plate 
v»l  tt\e  cvMwlenser  and  the  outer  sheath  of  the  cable  the  other 


CONnBNSKR  CHARGES. 

IIHMH*     !f  a  Kutery  be  connected  to  the  terminals  of  a 

*oi\d\'nMi,  av  shown  in  Fig.  1473,  a  current  will  flow  into  it 

\\\\\\  tl^e  plats  "<  will  Uvome  charged.     The  flow  of  current 

J  will  be  a  maximum  the  instant  the 

g      I  ^     \^  ^'^*  ^^*  ^'  ^^   applied,  but  will  rapidly 

S*.*  ^^      fall  otT,  so  that,  in  a  small  fraction  of 

m\*  ^  a  second,  the  current  will  practically 

have  ceased  flowing  and  the  con- 
denser will  be  charged.  This  will  be 
the  state  of  affairs  so  long  as  the  con- 
deitser  remains  connected  to  the  bat- 
tery :  i.  e. ,  except  for  the  instant  when 
the  batterv  is  first  connected,  no 
»  nnriH  will  tlv>\\,  and  ti\e  circuit  will  act  simply  as  if  it  were 
Im'»Imm  V\w  \  xMulcnsor  acts  as  if  it  had  acquired  a  counter 
I'  Mi,  UM\du\\;  to  keep  the  current  out,  and  this  counter 
^  M  I  Is » otnoN  yircatcr  until,  when  the  condenser  is 
♦  hH»:»«l.  y\  ».  ^^p^a^  aiu!  v^pjv^sitc  to  that  of  the  battery.  If 
»h».  I..»MM\  b>' diM  otu\ccted  and  the  terminals  of  the  con - 
d.  MM  »  ♦  MHu  »  «.»lto^.thct\  the  charge  will  flow  out  and  will 
li^Mh  \i\.\  »mirtM  y^i  v]iort  duration.  This  current  will  be  a 
iu.»  ^nmnu  w  \\y  \\  the  tcrn'jinal^  are  tirst  connected,  but  it  soon 

I  •ill-*    III        «    I  .  ^ 

J^lllll,      riu   \\\\'.\  ot  *  apav  ity  is  called  the  farad. 
/.♦,.»•./.•.  V.  •  \  ,  ■    \ ' ,  1  ,iht;rfist\'>ns  f/utt  a  current  of  one 
»«»»#/^',    A',,.  *vv'    rv,.'   if   ^'•  ,^»,v  sixonii  causes  the  pressure 
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risf 


>olt,  its  capacity  /' 


(,/  to  be 


I 


one  farad. 

The  flow  of  current  into  a  condenser  will  always  continue 
until  the  counter  E.  M.  F,  of  the  condenser  is  equal  and  op- 
posite to  the  E.  M,  F.  of  the  battery  or  generator  to  which 
the  condenser  is  attached.  A  condenser  sufficiently  large 
to  hold  the  quantity  of  electricity  represented  by  one 
coulomb  (one  ampere  for  one  second),  with  a  rise  of  potential 
of  one  volt,  would  have  to  be  of  enormous  dimensions.  The 
farad  is,  therefore,  too  large  a  unit  for  convenient  use,  and 
instead  of  it  the  practical  unit,  the  microfarad,  has  been 
adopted. 

One  microfarad  is  (qual  to  one  one-millionth  of  a  farad. 
It  must  be  remembered  that  the  m.icrofarad  is  used  only  for 
convenience,  and  that  in  working  out  problems,  capaciues 
must  always  be  expressed  in  farads  before  substituting  in 
formulas,  because  the  farad  is  chosen  with  respect  to  the 
volt  and  ampere,  and  hence  must  be  used  in  formulas  along 
with  these  units.  For  example,  a  capacity  of  10  micro- 
farads as  given  in  a  problem  would  be  substituted  in  for- 
mulas as  .000010  farad. 

3900>  In  connection  with  condensers  and  capacities,  it 
is  often  necessary  to  make  use  of  the  unit  denoting  quantity 
of  charge.  The  unit  of  quantity  is  the  coulomb,  which 
has  already  been  defined  in  the  section  on  Principles  of 
Electricity  and  Magnetism,  ft  will  be  convenient  to  repeat 
here  some  of  the  definitions  given,  in  order  to  assist  in 
a  thorough  comprehension  of  that  which  follows.  The 
coulomb,  then,  represents  that  quantity  of  current  which 
passes  through  a  circuit  when  the  average  rate  of  flow  is 
one  ampere  for  one  second.  If  (2  =  quantity  of  electricity, 
or  charge,  in  coulombs  which  a  coniienser  takes  up  in  / 
seconds,  the  average  current  during  the  time  /  must  have 
been 

C=^.  (627.) 

3901.     If  a  condenser  J,  Fig.  1473,  be  connected  to  an 
L  alternator,  a  current  will  flow  into  and  out  of  it,  because  the 
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E.  M.  F.  at  its  terminals  is  constantly  changing.  If  an  am- 
meter M  is  connected  in  the  circuit,  it  will  give  a  reading 
just  as  if  the  alternator  were  sending  a  current  through  an 
ordinary  circuit,,  whereas  there  is  really  no  electrical  con- 
nection between  the  terminals  of  the  condenser  J^  and  if 


PlO.  1478. 


it  were  connected  to  a  continuous-current  dynamo,  the  am- 
meter M  would  give  no  reading  whatever.  What  really 
occurs  is  a  surging  of  current  into  and  out  of  the  condenser. 


CONDBNSBR  B.  M,  F. 

3902.  Let  the  full-line  curve,  Fig.  1474,  represent  the 
current  which  flows  into  and  out  of  a  condenser  when  a 
sine  E.  M.  F.  is  impressed  on  its  terminals.     This  current 


Fig.  1474. 

will,  of  course,  have  a  frequency  equal  to  that  of  the  alter- 
nator to  which  the  condenser  is  attached.  It  will  require  a 
certain  impressed  E.  M.  F.  to  cause  this  current  to  flow, 
just  as  it  required  an  E.  M.  F.  to  overcome  the  inductance 
of  a  circuit.  The  problem  now  is  to  determine  the  value  of 
this  E.  M.  F.  and  its  phase  relation  with  regard  to  the 
-urrent. 
The  E.  M.  F.  required  to  set  up  this  current  will  be  the 
r    equal  and  opposite  of  the  E.  M.  F.  of  the  condenser^  just  as 
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« 

the  E.  M.  F.  to  overcome  self-induction  was  the  equal  and 
opposite  of  the  E.  M.  F.  of  self-induction. 

3903«  It  has  already  been  shown  that  when  the  flow  of 
current  into  the  condenser  is  a  maximum  the  counter 
E.  M.  F.  of  the  condenser  is  zero,  and  when  the  flow  finally 
becomes  zero  the  counter  E.  M.  F.  is  a  maximum.  It  fol- 
lows, therefore,  that  the  wave  representing  the  E.  M.  F.  of 
the  condenser  is  at  right  angles  to  the  current.  The  fact  as 
to  whether  it  is  OO**  ahead  of  or  behind  the  current  may  be 
decided  as  follows:  When  the  current  is  flowing  into  the 
condenser,  the  counter  E.  M.  F.  is  continually  increasing  in 
such  a  direction  as  to  keep  it  out.  The  curve  representing 
the  E.  M.  F.  of  the  condenser  must  cross  the  axis  at  the  point 
by  Fig.  1474,  because,  as  shown  above,  this  curve  is  at  right 
angles  to  the  current  curve.  During  the  interval  of  time 
from  b  to  ^,  the  current  is  decreasing,  so  that  during  this 
interval  the  counter  E.  M.  F.  of  the  condenser  must  be  in- 
creasing in  the  opposite  direction,  and  is  therefore  repre- 
sented by  the  dotted  curve,  which  is  90^  ahead  of  the  current. 
The  impressed  E.  M.  F.  necessary  to  overcome  that  of  the 
condenser  must  be  the  equal  and  opposite  of  this,  or  P(9°  behind 
the  current.  This  latter  E.  M.  F.  is  shown  by  the  dot  and 
dash  curve.  The  lines  in  the  dia-  j? 
gram  at  the  left  show  these  phase 
relations,  the  line  oa  representing 
the  current,  oc  the  E.  M.  F.  of  the 

condenser,  and  o  b  the  impressed  o\ J ^^ 

E.  M.  F.  to  overcome  that  of  the 
condenser. 

Hence,  ///   a  circuit  containing 
capacity  only,    the  current   is  90"^    b  fio.  hts. 

ahead  of  the  impressed  E,  M,  F. ,  or  the  E,  M.  F,  necessary 
to  set  up  a  current  in  such  a  circuit  is  90"^  behind  the  current 
in  phase. 

In  Fig.  1475  the  current  is  represented  by  the  line  O  a 
and  the  impressed  E.  M.  F.  necessary  to  maintain  the  cur- 
rent by  O  b,  90°  behind  Oa,     The  counter  E.  M.  F.  of  the 
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condenser   itself   would   be  represented   by   O  c;  equal  and 
opposite  to  O  by  and  hence  90°  ahead  of  the  current. 

3904.  The  student  will  note  from  the  above  that  the 
effect  of  capacity  in  a  circuit  is  exactly  the  opposite  of  self- 
induction.  Capacity  tends  to  make  the  current  lead  the 
E.  M.  F.,  while  self-induction  causes  it  to  lag.  When  both 
self-induction  and  capacity  are  present  in  a  circuit,  one 
tends  to  neutralize  the  other. 

3905.  The  E.  M.  F.  in  volts  (effective)  necessary  to 
overcome  the  capacity  or  condenser  E.  M.  F.  in  a  circuit  may 
be  calculated  as  follows  : 

If  the  capacity  of  the  condenser  bey  farads  and  a  maximum 
E.  M.  F.  E  be  applied  to  its  terminals,  it  will  take  up  a 
maximum  charge  Q=:JE  coulombs.  The  E.  M.  F.  passes 
through  ;/  cycles  per  second,  i.  e.,  the  condenser  is  charged 
up  to  a  maximum  in  one  direction,  then  discharged,  and  the 
process  repeated  in  the  opposite  direction,  n  times  per  second. 
The  average  rate  of  charge  and  discharge  is,  therefore,  4  «, 
i.  e.,  4  n  times  per  second. 

The  maximum  rate  =  average  rate  X  -^'^  hence,  the  maxi- 

mum  rate  of  charge  and  discharge  is =  2  -  ;/.     The 

maximum  charge  \^/ E,  and  if  the  maximum  rate  of  charge 
is  2:r;/,  the  maximum  current  must  be 

C^/E'ilTcn.  (628.) 

Hence,  E  =  — ^ .  (629.) 

2  TV  71 J  ^  ' 

This  formula  gives  the  relation  between  the  maximum 
E.  M.  F.  and  maximum  current.     The  effective  E.  M.  F.  is 

equal  to  the  maximum  divided  by  |/2.      Dividing  each  side 

of  the  equation  by  \^%^  we  have 

E  C  _      _      1 

-T-  — T-^'^  ^r»  E  —  C^ 7\  (630.) 

so  it  is  seen  that  this  equation  also  gives  the  relation  between 
the  effective  E.  M.  F.  and  current. 
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CAPACITY  RBACTANCB. 

3906.     The   quantity y   is   called   the  capacity 

Z  T  fly 

reactance,  as  it  is  analogous  to  the  reactance  2nn L  in 
circuits  where  self-induction  is  present.  It  has  also  been 
called  the  condensance  by  some  writers. 

Example. — Required  the  E.  M.  F.  necessary  to  set  up  an  alternating 
current  of  2  amperes  through  a  condenser  having  a  capacity  of  5  micro- 
farads, the  frequency  being  60  cycles  per  second. 

Solution. — By  formula  630  we  have 


C=  2  amperes;  y=  5  microfarads  =  .000005  farad;  /i  r=  60; 

^=  2  X  8.14  X  «)  X  .000005  =  ^'"^  ""'^^^     ^"^ 

Example. — B  B,  Fig.  1476,  represents  a  high-tension  power-trans- 
mission line  connected  to  an  alternator  A.     The  pressure  maintained 


Current  1.5  amperes.  b 
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between  the  lines  is  10,000  volts,  and  the  frequency  is  60  cycles  per 
second.  There  is  no  connection  between  the  wires,  and  they  are  sup- 
posed to  be  so  insulated  that  practically  no  leakage  takes  place  between 
them.  On  running  the  alternator,  it  is  found  that  the  ammeter  Af 
gives  a  reading  of  1.5  amperes.  What  must  be  the  electrostatic  capacity 
of  the  line  ? 

Solution. — From  formula  630  we  have,  by  derivation, 

•^^  2^'£ "  2x8.14x60xl0,0"0:)  ^^^^^^' 

1.5X1.000,000        ^.,08  microfarad.     Ans. 


2X3.14X60X  10.000 


CIRCUITS  CONTAINING  RESISTANCE   AND 

CAPACITY. 

3907*     In  case  a  circuit  contains  both  resistance  and 

capacity,  the  current  will  lead  the  E.  M.  F.     The  amount  of 

lead  will  depend  upon  the  relative  values  of  the  resistance  and 

capacity  reactance.     If  the  resistance  is  very  large  compared 

M,  E.    IV, -33 
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with  the  capacity  reactance,  the  angle  of  lead  will  be  small, 
because  that  component  of  the  E.  ^1.  F.  at  right  angles 
to  the  current  will  be  small.  On  the  other  hand,  if  the 
capacity  reactance  is  very  large  as  compared  with  the  resist- 
ance, the  current  may  lead  the  E.  M.  F.  by  nearly  90°. 

3908«  The  resultant  E.  M.  F.  may  in  such  circuits  be 
looked  upon  as  being  composed  of  two  components,  one  at 
right  angles  to  the  current,  used  in  overcoming  the  capacity 

c 

reactance  and  equal  to ^,  and  the  other,  necessary  to 

overcome  the  resistance,  equal  X.o  C R  and  in  phase  with  the 


Fig.  1477. 

current.  These  E.  M.  F.'s  may  be  represented  by  the  dia- 
gram. Fig.  1477.  (7  ;r  represents  the  current  line  and^^  = 
C R  the  E.  M.  F.  to  overcome  resistance.  The  E.  M.  F.  to 
overcome  the  capacity  reactance  is  represented  by  ^  ^  90° 
behind  oa^  and  the  resultant  impressed  E.  M.  F.  E  by  the 
diagonal  o  c.     The  current  leads  the  E.  M.  F.  by  the  angle 

#,  the  tancfent  of  which  is  equal  to  —  =  — 1.       =  r ^r^. 

'  *^  ^  oa        CR        ^T^nJR 


tan  (P  = 


'lTZ7lJK 


(631.) 


In  this  connection  it  is^yell  that  the  student  compare  Fig. 
1477  with  Fig.  14G4,  as  these  two  figures  show  the  difference 
in  the  action  of  capacity  and  self-induction. 

3909.  From  formula  631  it  will  be  noticed  that  if  R 
becomes  zero,  tan  ^  =  infinity,  or  the  angle  of  lead  is  90°. 
Ijf  the  capacity  J  becomes  infinitely  large,  tan  ^  =  0  and  the 
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current  is  in  phase  with  the  E.  M.  F.  This  latter  is  the 
condition  of  affairs  in  an  ordinary  closed  circuit,  because  in 
such  a  case  the  current  keep^  on  flowing  so  long  as  the 
E.  M.  F.  is  applied,  and  the  circuit  never  becomes  charged. 
In  other  words,  an  ordinary  closed  circuit  in  which  there  is 
no  condenser  at  all  acts  as  if  it  had  an  infinitely  large 
capacity,  while  an  open  circuit  acts  as  a  condenser  of  in- 
finitely small  capacity. 

3910*     From  the  triangle  oac^  Fig.  1477,  we  have  the 
relation 

•4  n^  irj^ 


^-^^''+{^)'-    <«^' 

Therefore,  in  circuits  containing  resistance  and  capacity^  the 
impedance  of  the  circuit  is  equal  to  the  square  root  of  the  sum 
of  the  squares  of  the  resistance  R  and  the  capacity  reactance 

1 
%^nj' 

The  impressed  E,  M.  Fi  E  necessary  to  maifitain  a  current 
C  in  a  circuit  containing  resistance  and  capacity  is  equal  to 
the  current  multiplied  by  the  impedance.  The  law  governing 
the  flow  of  current  in  such  a  circuit  then  becomes 

C  =  —=M== .  (634.) 


/ 


A-  + 


4  7r^«V' 

If  the  circuit  contains  a  resistance  R  and  no  condenser, 

f  becomes  infinite  in  value,  and  formula  634  reduces  to 

-      E 

6  ==  TT-     That  is,  the  current  follows  Ohm's  law. 

If  the  circuit  be  broken,  it  means  that  the  resistance  be- 
comes infinitely  large,  and  the  capacity  ./  being  very  small, 
the  impedance  becomes  infinitely  large,  consequently  the 
current  becomes  zero. 


W\r, 
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R)fA>*^T,«>,  -A  nr»n-inrtJirt;vi»  r^iststnutt  J?  FUj:  14S»»  of  ifM  ohms 
in  '-r.nn^'rrM  m  ^.r\e<i  -Mith  \  •innctenaer  acrnas  the  tenniriais  of  aa 
»Jt^.rn;«rAr  -w  ^hown.   the  fr-riueacj  being-  »».     The  candesiser   has  a 


Fig.  !«%. 
tn^AfMy  fA  15  mkrf/fara4s,  and  the  corrcnt  flowing  in  the  circuit  is 

I  Th#j  ffta^lin^  which  would  be  given  by  the  Toltmeter  F.  connected 
\ti  th«  f/rrminaU  of  the  rcfiisUnce. 

1     T h«  f  «;idlnj(  of  the  voltmeter  F«  connected  to  the  terminals  of  the 

».     Th«  rtfijclc  by  which  the  current  will  lead  the  E.  M.  F. 

4  Th^  K.  M,  V.  which  munt  be  furnished  by  the  alternator— i.  e.,  the 
f^A/DriK  of  \\m  voltmeter  V  connected  across  the  mains. 

H'»M''r/oM,  We  know  that  the  three  required  E.  M.  F/s  must  be 
tp\\\\^-i\  to  r;irh  other  UH  »hown  in  Fig.  1477. 

1.  The  remling  Kiven  by  the  voltmeter  Vx  must  evidently  be  the 
IC  M.  V  tMM  rf*w4ry  to  overcome  the  resistance  R,  and  hence  is  equal  to 
r '  /»•    -  fi  /  2(H)      1 ,0(K)  voltK.     Ans. 

tf.  The  readinx  of  \\  represents  the  E.  M.  F.  necessary  toovercome 
th»'  •  «|m«  II y  reiirtJince,  and  hence  is  equal  to 

'"aJ«y    •ax«.i4x«<>xl)oo(n6  =  ^'°***    ^^ 

a.     'I'hn  an^le  t>y  which  the  current  leads  the  E.  M.  F.  is  given  by 

fniuMjli  Oai  t  tan*      „        ,,,  =  .884.     From  a  table  of  tangents  ♦  is 

found  t«»  W  il "  VM),  nearly,  i.  e.,  the  current  is  ahead  of  the  E.  M.  F.  by 
a  lit tb'  mote  than  one-ninth  of  a  complete  cycle.     Ans. 

J  'ri\e  le^idtant  K.  M.  K.  A",  or  the  voltage  which  must  be  furnished 
bv  tl\i^  .dten\ator  to  set  up  the  current  of  5  ami>eres.  is  obtained  from 

(oi  nuda  ficr^i  F.  ^.i    ( '•  A^*  4-  ^  -^  ~-^  =  f^  1.000*  +  884*  =  t»5  volt* 
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This  is  the  pressure  which  would  be  given  by  the  voltmeter  F,  and  it 
is  the  resultant  sum  of  the  E.  M.  F.  to  overcome  resistance  (1,000  volts) 
and  that  to  overcome  reactance  (884  volts). 

391  !•  In  an  alternating-current  circuit  as  considered 
in  the  above  example,  it  is  thus  seen  that  it  is  quite  possible 
for  the  reading  of  the  voltmeter  V  to  be  considerably  less 
than  the  sum  of  F,  and  V^. 

The  relation  between  the  quantities  in  this  problem  is 
shown  by  the  E.  M.  F.  triangle,  Fig.  1479,  the  sides  of  the 

CB'-JOOO  Volts « ^ 


*884  VolU. 


Pig.  1479. 


triangle  being  laid  off  to  scale  to  represent  the  different 
E.  M.  F.  *s. 


CIRCUITS  CONTAINING    RESISTANCE,  SELF- 
INDUCTION,    AND    CAPACITY. 

3912*  It  quite  frequently  happens  that  a  circuit  may 
contain  all  three  of  the  above.  Electrolytic  cells  in  some  cases 
act  like  a  condenser,  and  synchronous  motors  under  certain 
conditions  often  cause  leading  currents,  thereby  affecting 
the  flow  of  current  in  the  same  way  as  a  capacity. 

The  effect  of  all  these  three  quantities,  resistance,  self- 
induction,  and  capacity,  being  present  in  a  circuit  is  easily 
understood  if  it  is  remembered  that  the  self-induction  and 
capacity  always  tend  to  neutralize  each  other      The  effect 
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E.  M.  F.  at  its  terminals  is  constantly  changing.  If  an  am- 
meter M  is  connected  in  the  circuit,  it  will  give  a  reading 
just  as  if  the  alternator  were  sending  a  current  through  an 
ordinary  circuit,,  whereas  there  is  really  no  electrical  con- 
nection between  the  terminals  of  the  condenser  y,  and  if 
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it  were  connected  to  a  continuous-current  dynamo,  the  am- 
meter M  would  give  no  reading  whatever.  What  really 
occurs  is  a  surging  of  current  into  and  out  of  the  condenser. 


CONDBN8BR  B.  M.  F. 

3902.  Let  the  full-line  curve.  Fig.  1474,  represent  the 
current  which  flows  into  and  out  of  a  condenser  when  a 
sine  E.  M.  F.  is  impressed  on  its  terminals.     This  current 


PlO.  1474. 

will,  of  course,  have  a  frequency  equal  to  that  of  the  alter- 
nator to  which  the  condenser  is  attached.  It  will  require  a 
certain  impressed  E.  M.  F.  to  cause  this  current  to  flow, 
just  as  it  required  an  E.  M.  F.  to  overcome  the  inductance 
of  a  circuit.  The  problem  now  is  to  determine  the  value  of 
this  E.  M.  F.  and  its  phase  relation  with  regard  to  the 
current. 

The  E.  M.  F.  required  to  set  up  this  current  will  be  the 
equal  and  opposite  of  the  E.  M.  F.  of  the  condenser^  just  as 
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the  E.  M.  F.  to  overcome  self-induction  was  the  equal  and 
opposite  of  the  E.  M.  F.  of  self-induction. 

3903*  It  has  already  been  shown  that  when  the  flow  of 
current  into  the  condenser  is  a  maximum  the  counter 
E.  M.  F.  of  the  condenser  is  zero,  and  when  the  flow  finally 
becomes  zero  the  counter  E.  M.  F.  is  a  maximum.  It  fol- 
lows, therefore,  that  the  wave  representing  the  E.  M.  F.  of 
the  condenser  is  at  right  angles  to  the  current.  The  fact  as 
to  whether  it  is  00®  ahead  of  or  behind  the  current  may  be 
decided  as  follows:  When  the  current  is  flowing  into  the 
condenser,  the  counter  E.  M.  F.  is  continually  increasing  in 
such  a  direction  as  to  keep  it  out.  The  curve  representing 
the  E.  M.  F.  of  the  condenser  must  cross  the  axis  at  the  point 
d.  Fig.  1474,  because,  as  shown  above,  this  curve  is  at  right 
angles  to  the  current  curve.  During  the  interval  of  time 
from  b  to  c^  the  current  is  decreasing,  so  that  during  this 
interval  the  counter  E.  M.  F.  of  the  condenser  must  be  in- 
creasing in  the  opposite  direction,  and  is  therefore  repre- 
sented by  the  dotted  curve,  which  is  90^  ahead  of  the  current. 
The  impressed  E.  M.  F.  necessary  to  overcome  that  of  the 
condenser  must  be  the  equal  and  opposite  of  this,  or  90^  behind 
the  current.  This  latter  E.  M.  F.  is  shown  by  the  dot  and 
dash  curve.  The  lines  in  the  dia-  ? 
gram  at  the  left  show  these  phase 
relations,  the  line  oa  representing 
the  current,  oc  the  E.  M.  F.  of  the 
condenser,  and  o  b  the  impressed  o 
E.  M.  F.  to  overcome  that  of  the 
condenser. 

Hence,   in   a  circuit  containing 
capacity  only^    the  current   is  90*^    l  fig.  i476. 

ahead  of  the  impressed  E,  M,  K,  or  the  E,  M.  F.  necessary 
to  set  up  a  current  in  such  a  circuit  is  90"^  behind  the  current 
in  phase. 

In  Fig.  1475  the  current  is  represented  by  the  line  O  a 
and  the  impressed  E.  M.  F.  necessary  to  maintain  the  cur- 
rent by  O  b,  90°  behind  Oa,     The  counter  E.  M.  F.  of  the 
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ondenser   itself   would   be  represented   by   O  r;  equal  and 
fpposite  to  O  b^  and  hence  90°  ahead  of  the  current. 

3904.  The  student  will  note  from  the  above  that  the 
iffect  of  capacity  in  a  circuit  is  exactly  the  opposite  of  self- 
nduction.  Capacity  tends  to  make  the  current  lead  the 
S.  M.  F.,  while  self-induction  causes  it  to  lag.  When  both 
;elf-induction  and  capacity  are  present  in  a  circuit,  one 
:ends  to  neutralize  the  other. 

3905.  The  E.  M.  F.  in  volts  (effective)  necessary  to 
overcome  the  capacity  or  condenser  E.  M.  F.  in  a  circuit  may 
be  calculated  as  follows  : 

If  the  capacity  of  the  condenser  bey  farads  and  a  inaxinium 
E.  M.  F.  E  be  applied  to  its  terminals,  it  will  take  up  a 
maxi mujH  ch3.rge  (?=/ -^  coulombs.  The  E.  M.  F.  passes 
through  n  cycles  per  second,  i.  e.,  the  condenser  is  charged 
up  to  a  maximum  in  one  direction,  then  discharged,  and  the 
process  repeated  in  the  opposite  direction,  n  times  per  second. 
The  average  rate  of  charge  and  discharge  is,  therefore,  4  //, 
1.  e.    4  ^^  times  per  second. 

The  maximum  rate  =  average  rate  x  ■^;  hence,  the  maxi- 

4  w  X  ^ 
mum  rate  of  charge  and  discharge  is =  2  x  «.     The 

aximum  charge  is/B^  and  if  the  maximum  rate  of  charge 
•g  <;ii:ft,  the  maximum  current  must  be 

C-JElnn,  (628.) 

Hence.  B^^^J'  («29.) 

Th'     formula  gives  the  relation  between  the  maximum 
m'^F.  and  maximum  current.     The  effective  E.  M.  F.  is 
ual  to  the  maximum  divided  by  \fi.     Dividing  each  side 
irthe  equation  by  ^2,  we  have 

7^      2;r«//2  ^''"-^ 

o  it  is  seen  that  this  equation  also  gives  the  relation  between 
the  effective  E.  M.  F.  and  current. 
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CAPACITY  RKACTANCB. 


3906.     The   quantity 


«y 


called   the   capacity 


reactancct  as  it  is  analogous  to  the  reactance  ZjihL  in 
circuits  where  self-induction  is  present.  It  has  also  been 
called  the  condeitsaHce  by  some  writers. 

Example.  ^Required  the  E.  H.  F.  necessary  to  set  up  an  alternating 
current  of  2  ampieres  through  a  condenser  havinff  a  capacity  of  5  micro- 
fa.rad<i.  the  frequency  being  60  cycles  per  second. 

Solution. — By  formula  630  we  have 
E  = 


=  3  amperes;  /=  6  microfarads 


:, 000005  farad;  «  =  60; 


"2x3.14X80  x.00000.5~'  " 

Example. — /iff.   Fig-.  1478,   represents  a  higli-Iension  power-trans- 
mission line  connected  to  an  alternntor  A.     The  pressure  maintained 

Current  l.S  ampem. B 


Fig.  14711. 

tetween  the  lines  is  10,000  volls.  and  the  frequency  is  60  cycles  per 
second.  There  is  no  connection  between  the  wires,  and  they  arc  sup- 
posed to  be  50  insulated  that  practically  no  leakage  takes  place  between 
them.     On  running  the  alternator,  it  is  found  that  the  ammeter^/ 

I 'es  a  reading  of  l.B  amperes.     What  must  be  the  electrostatic  capacity 
the  line? 
SoLUTiOM. — Prom  formula  630  we  have,  by  derivation, 
pa 


/= 


^flx8.wxe«> 

1.5x1.000,000 
~2X3-Uxa0x  10.0(HI~ 


rrotarad.     Ana. 


CIRCD1T»  CONTAINING   RESISTANCE   AND 

CAPACITY. 

^3007*     In  case  a  circuit  contains  both  resistance  and 

opacity,  the  current  will  lead  the  E.  M.  F.     The  amount  of 

lead  will  depend  upon  the  relative  values  of  the  resistance  and 

capacity  reactance.     If  the  resistance  is  very  large  compared 

M.  E.    I  v. -a 
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with  the  capacity  reactance,  the  angle  of  lead  will  be  small, 
because  that  component  of  the  E.  JM.  F.  at  right  angles 
to  the  current  will  be  small.  On  the  other  hand,  if  the 
capacity  reactance  is  very  large  as  compared  with  the  resist- 
ance, the  current  may  lead  the  E.  M.  F.  by  nearly  90®. 

3908«  The  resultant  E.  M.  F.  may  in  such  circuits  be 
looked  upon  as  being  composed  of  two  components,  one  at 
right  angles  to  the  current,  used  in  overcoming  the  capacity 

C 
reactance  and  equal  to ^,  and  the  other,  necessary  to 

overcome  the  resistance,  equal  to  C R  and  in  phase  with  the 

JS^ a CwrrwU 


Fig.  1477. 

current.  These  E.  M.  F.*s  may  be  represented  by  the  dia- 
gram, Fig.  1477.  ^;r  represents  the  current  line  and^^z  = 
C  R  the  E.  M.  F.  to  overcome  resistance.  The  E.  M.  F.  to 
overcome  the  capacity  reactance  is  represented  by  ^  ^  90° 
behind  oa^  and  the  resultant  impressed  E.  M.  F.  E  by  the 
diagonal  o  c.     The  current  leads  the  E,  M.  F.  by  the  angle 

tf^,  the  tangent  of  which  is  equal  to  —  =  —^ = v-g. 

*  **  ^  oa        CR        %T^nJR 

1 


tan  (P  = 


"liznJK 


(631.) 


In  this  connection  it  is  well  that  the  student  compare  Fig. 
1477  with  Fig.  14G4,  as  these  two  figures  show  the  difference 
in  the  action  of  capacity  and  self-induction. 

3909.  From  formula  631  it  will  be  noticed  that  if  R 
becomes  zero,  tan  ^  =  infinity,  or  the  angle  of  lead  is  90°. 
JjE  the  capacity  J  becomes  infinitely  large,  tan  ^  =  0  ^nd  tjip 
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Kcurrent  is  in  phase  with  the  E.  M.  F.  This  latter  is  the 
■  condition  of  affairs  in  an  ordinary  closed  circuit,  because  in 
such  a  case  the  current  keeps  on  flowing  so  long  as  the 
E.  M.  F.  is  applied,  and  the  circuit  never  becomes  charged. 
In  other  words,  an  ordinary  closed  circuit  In  which  there  is 
no  condenser  at  all  acts  as  if  it  had  an  infinitely  large 
capacity,  while  an  open  circuit  acts  as  a  condenser  of  in- 
finitely small  capacity. 

3910.     From  the  triangle  <?«<:,  Fig.  14-77,  we  have  the 
relation 


I 


£•: 


:  C'k'  + 


i,'„'P' 


E='/c- 


^^•  +  2 


^=5'*''^+(rjb)'- 


(632.) 
(633.) 


Therefore,  in  circuits  containing  resistance  and  capacity,  the 
impedance  of  the  circuit  is  equal  to  the  square  root  of  the  sum 
of  the  squares  of  the  resistance  R  and  the  capacity  reactance 


The  impressed  E.  M.  Fi  E  necessary  to  maintain  a  current 
C  in  a  circuit  containing  resislame  and  capacity  is  equal  to 
the  current  multiplied  by  the  impedance.  The  law  governing 
the  flow  of  current  in  such  a  circuit  then  becomes 


(:=- 


(634.) 


/^+- 


r"«V' 


\ 

H  If  the  circuit  be  broken,  It  means  that  the  resistance  be- 
comes  infinitely  large,  and  the  capacity  ,/  being  very  small. 
the  impedance  become.^  infinitely  large,  conHequenlly  the 
current  becomes  zero. 


If  the  circuit  contains  a  resistance  R  and  no  condenser, 
f  becomes  infinite  in  value,  and  formula  634  reduces  to 
E 


Thati 


,  the 


urrent  follows  Ohm's  law. 


f^ 
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Example.— A  non-inductive  resistance  ^  (Fig.  1478)  of  200  ohms 
is  connected  in  series  with  a  condenser  across  the  terminals  of  an 
alternator  as  shown,  the  frequency  being  60.     The  condenser  has  a 


T 

1 


Fig.  1478. 

capacity  of  15  microfarads,  and  the  current  flowing  in  the  circuit  is 
5  amperes.     Required  : 

1.  The  reading  which  would  be  given  by  the  voltmeter  Ki  connected 
to  the  terminals  of  the  resistance. 

2.  The  reading  of  the  voltmeter  Fa  connected  to  the  terminals  of  the 
condenser. 

8.     The  angle  by  which  the  current  will  lead  the  E.  M.  F. 

4.     The  E.  M.  F.  which  must  be  furnished  by  the  alternator — i.  e.,  the 
reading  of  the  voltmeter  V  connected  across  the  mains. 

Solution. — We   know  that  the  three  required  E.  M.  F.'s  must  be 
related  to  each  other  as  shown  in  Fig.  1477. 

1.  The  reading  given  by  the  voltmeter  V\  must  evidently  be  the 
E.  M.  F.  necessary  to  overcome  the  resistance  /?,  and  hence  is  equal  to 

CR  =  5  X  2()0  =1,000  volts.     Ans. 

2.  The  reading  of  l\  represents  the  E.  M.  F.  necessary  to  overcome 
the  capacity  reactance,  and  hence  is  equal  to 

5 


=  884  volts.     Ans. 


27r;//~  2  X3.14X00X. 000015 
3.     The  angle  by  which  the  current  leads  the  E.  M.  F.  is  given  by 

formula  631;  tan*  =  ^r ^>,  =  .884.     From  a  table  of  tangents  ♦  is 

2  T  HjR  ** 

fcnirid  to  be  AV  29',  nearly,  i.  e.,  the  current  is  ahead  of  the  E.  M.  F.  by 
a  little  more  than  one-ninth  of  a  complete  cycle.     Ans. 

4.     The  resultant  E.  M.  F.  A',  or  the  voltage  which  must  be  furnished 
by  the  alternator  X^^  set  up  the  current  of  5  ami)eres,  is  obtained  from 


formula  632:  E 


-_Ji__  =  f/1,000*  4-  884*  =  X,885  volts 
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This  is  the  pressure  which  would  be  given  by  the  voltmeter  F,  and  it 
is  the  resultant  sum  of  the  E.  M.  F.  to  overcome  resistance  (1,000  volts) 
and  that  to  overcome  reactance  (884  volts). 

391  !•  In  an  alternating-current  circuit  as  considered 
in  the  above  example,  it  is  thus  seen  that  it  is  quite  possible 
for  the  reading  of  the  voltmeter  Fto  be  considerably  less 
than  the  sum  of  F,  and  V^. 

The  relation  between  the  quantities  in  this  problem  is 
shown  by  the  E.  M.  F.  triangle,  Fig.  1479,  the  sides  of  the 

CR'tOOO  Volts 

1 


4» 


gi^-aa*  roiu. 


Pig.  1479. 


triangle  being  laid  off  to  scale  to  represent  the  different 
E.  M.  F/s. 


CIRCUITS  CONTAINING    RESISTANCE,  SELF- 
INDUCTION,    AND    CAPACITY. 

3912*  It  quite  frequently  happens  that  a  circuit  may 
contain  all  three  of  the  above.  Electrolytic  cells  in  some  cases 
act  like  a  condenser,  and  synchronous  motors  under  certain 
conditions  often  cause  leading  currents,  thereby  affecting 
the  flow  of  current  in  the  same  way  as  a  capacity. 

The  effect  of  all  these  three  quantities,  resistance,  self- 
induction,  and  capacity,  being  present  in  a  circuit  is  easily 
understood  if  it  is  remembered  that  the  self-induction  and 
capacity  always  tend  to  neutralize  each  other      The  effect 
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of  the  introduction  of  a  certain  amount  of  capacity  into  a 
circuit  already  containing  self-induction  is  to  cut  down  the 


Umittanee     K 


b) 


Inductance    L 


Oipacity 


Pig.  1480. 


effect  of  the  latter,  and  if  sufficient  capacity  is  introduced, 
the  effect  of  the  self-induction  may  be  completely  neutral- 
ized or  even  reversed.     Suppose  an  alternator -/4,  Fig  1480,  is 


Current 


■*^ 


Pig.  1481. 

supplying  current  to  the  circuit  a  b  containing  resistance  J?, 
inductance  Z,  and  capacity  y,  and  suppose  that  the  capacity 
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reactance 


-i^^nj 


i  less  than  the   reactance   2-tiL   dm 


ay  thei 


1  prevK 


f-induction.     The  resultant 

maintain  the  current  in  the  circuit 

as  shown  in  Fig.  liSl.     o  a  represents, 

lems.  the  E.  M.  F.  necessary  to  overcome 

■  and  in  phase  with  the  current  along  the  linec-r;  t 

TE.  M.  F,  to  overcome  self-induction,  90°  ahead  of  ii  ( 

Jto  %-s  n  L  C  ;  and  o  b,  the  E.  M.  F.   necessary  to  ov 

Icapacity,  90°  behind  oa,  equal  to- 


■i.,.j- 


The  total  com- 


I  ponent  at  right  angles  to  the  current  w 


^uLC" 


nj 


land  may  be  laid  off  by  measuring  back  from  c,  o'  b'  —  ob.  oe 
lis  then  the  resultant  component  at  right  angles  to  the  current, 
land  the  impressed  E.  M.  P.  furnished  by  the  alternator  is 
l.thc  resultant  of  oe  and  oa,  i.  e.,  the  diagonal  od.  This 
Itesultant  E.  M.  F.  is  in  this  case  ahead  of  the  current  by  the 
Angle  *  or  the  current  is  lagging  behind  the  E.  M.  F. 


3913.     From  the  triangle  o  rfa.  Fig.  WSl, 
Tel  at  ion 


:  the 


^y|,  {635.) 


(636.) 


Land     E=i:*/ R}^{%r.HL-  ^, j)'- 

The  expression  under  the  square  root  sign  is,  therefore, 
['the  impedance  of  a  circuit  possessing  resistance,  self-indue- 
Ition,  and  capacity,  because  it  is  that  quantity  which  multi- 
plied by  the  current  gives  the  E.  M.  F. 
The  impedance  of  a  ciycuil  containing  resistance,  self-induc- 
t,  and  capacity  is  equal  to  the  square  root  of  the  sum  of  the 
Wjguares  of  the  resistance  and  the  difference  between  the  react- 
j^nce  due  to  self-induction  and  the  reactance  due  to  capacity. 
From  formula  636  we  have 


C  = 


♦/^+(^"'--.w)" 


(637.1 
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j^iving  the  relation  between  current  and  E.  M.  F.  for  a  cir- 
cuit containing  all  three  of  the  above  quantities. 

3914.     The  tangent  of  the  angle  between  the  E.  M.  F. 
and  current  is  given  by  the  expression 

1 


2  TV  n  L  — 


tan  0  =  - 


lit  n  J 


R 


(ess.) 


So  long  as  the  expression  In  n  L  —  ^^ ^  is  positive,  i.  e., 

when  the  self-induction  has  a  greater  effect  than  the  capac- 
ity, the  component  or,  Fig.  1481,  will  be  above  oa  and  the 
current  will  lag  behind  the  E.  M.  F.  If  the  expression  is 
negative,  i.  e.,  when  the  capacity  has  a  greater  effect  than 
the  self-induction,  the  component  or  will  be  negative,  or 
below  the  line  ox^  and  the  current  will  lead  the  E.  M.  F. 
In  such  a  circuit,  therefore,  the  angle  between  the  E.  M.  F. 
and  current  may  vary  90°  either  way.     Fig.  1482  shows  a 


Pig.  1482. 


case  where  the  capacity  has  a  greater  influence  than 
the  self-induction,  i.  e.,  o  c  is  less  than  o  b.  Measuring 
o'  b'  =  0  b   from   c   gives   o  e   diS   the   difference  =  2  tt  «  Z,  C* 

c 

—  ,^ J.  and  the  E.  M.  F.  -£  =  c?  d.       The  current  in  this 

2  7r;/  /' 

case  is  ahead  of  the  E   M.  F.  by  the  angle  ^. 
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3915.     When  2  7rnL  = 
1 


,  the  expression  %jtnL 


"Inn  J 
becomes  zero,  and  ^  =  0.     When  this  is  the  case, 


2;r«/ 

the  current  is  in  phase  with  the  E.  M.  F.  and  follows  Ohm's 
law,  the  capacity  and  self-induction  neutralize  each  other, 
and,  though  both  are  present  in  the  circuit,  the  effect  is  the 
same  as  if  neither  were  there. 

In  practice  it  is  almost  impossible  to  obtain  complete 
neutralization  of  self-induction  by  capacity ;  but  if  the  con- 
ditions are  favorable,  it  may  be  approached  quite  closely. 

39 16.  If  the  self-induction  were  neutralized  by  the 
capacity,  the  current  flowing  under  a  given  impressed 
E.  M.  F.  would  be  a  maximum  and  would  be  determined  by 
Ohm's  law. 

This  condition  is  shown  in  Fig.  1483,  where  o  c  and  o  b 
are  equal  and  opposite,  and  RC  =^  E  because  the  current  and 
E.  M.  F.  are  in  phase. 

c 

1 1 


It 

91 


■HI 


i) 


RC^£ 


-0-9 


B 


PlO.  1488. 


It  should  be  noted  that,  with  given  values  of  self  induction 
and  capacity,  this  condition  can  exist  only  for  one  particular 
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value  of  the  frequency,  and  for  any  other  value  the  two  would 

not  neutralize  each  other.     If 

1 


%i:  n  L  = 


2r«/' 


we 


^^^"    "  =  \/ Th~L^ h\l TL^        <®39.) 


which  gives  the  value  of  the  frequency  corresponding  to  the 
values  of  y  and  L.  This  production  of  a  maximuvi  current 
in  a  circuit  for  a  certain  critical  value  of  the  frequency  is 
known  as  electrical  resonance. 

3917.  Resonance  sometimes  produces  peculiar  effects 
in  a  circuit.  If  the  resistance  of  the  circuit  is  very  low,  a 
neutralization  of  the  self-induction  would  allow  a  large  cur- 
rent to   flow.     The  E.  M.  F.  across  the   terminals  of   the 

condenser  is ^,  and  if  C  be  very  large,  this  pressure  may 

rise  to  a  value  very  much  greater  than  the  impressed  E.  M.  F. 
In  the  case  of  an  underground  cable,  the  pressure  between 
the  wire  and  the  sheath  might  rise  sufficiently  to  break  down 
the  insulation,  while  at  the  same  time  the  E.  M.  F.  supplied 
by  the  generator  might  not  be  at  all  high.  Usually,  however, 
the  frequencies  employed  in  practice  are  not  high  enough 
to  make  the  effects  of  resonance  very  common. 

3918.  The  following  example  will  show  the  application 
of  the  above  formulas  to  a  circuit  containing  resistance,  self- 
mduction,  and  capacity : 

Example. — An  alternator  A^  Fig.  1484,  is  connected  to  a  circuit 
having  resistance  R  =  100  ohms,  self-induction  Z.  =  .25  henry,  and 

B''100  Ohms  L'i2liHenr^  J-ftOBOcntfavad* 

I  P-— J6 — — + En 4 Br 


I 


Fig.  1484. 


capacity  y=  20  microfarads.     The  current  flowing  is  5  amperes,  and 
the  frequency  60  cycles  per  second.     Required  to^ 

1.     Find  the  E.  M.  F.  or  drop  Ex  across  the  resistance,  drop  Et 
across  the  inductance,  drop  Et  across  the  condenser. 
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8.  Determine  whether  the  current  lags  behind  the  impressed 
E.  M.  F..  or  is  ahead  of  it,  and  by  what  amount. 

3.  Find  the  value  of  the  impressed  E.  M.  F.  necessary  to  maintain 
the  current  of  5  amperes. 

SouuTio.v. — 1.     If    the    inductance   L  =  .25   henry,    the    reactance 

Iirr  nL  =  2  X  8.14  X  60  X  .35  =  B4.3  ohms, 
b  The   capacity  _/  =  30    microfarads,    hence    the    capacity 


^»/~ax 


1,000.000 

j.  14  X  60  X  20  ~ 


7  ohms. 


The  E.  M.  F.  necessary 
B  X  100  =  600  volts  =  if,. 

The  E.   M.   F.  necessary  to      _ 
2  IT  «  i  =  5  X  04.3  =  471  volts  =  £■,. 

The  E.  M.  F.  necessary  to  overc 
132.7  X  5  =  863.5  volts  =  £,.     Ans, 


inductance  =  ?  x 


Seate  fSSO  Vollt. 


3.  Since  the  E.  M.  F.  necessary  to  overcome  capacity  is 
663.5  volts  and  Is  80'  behind  the  current,  while  that  to  over- 
come self-iiiductance  is  only  471  volts  and  90°  ahead  of  the 
current,   the   resultant   comfionent  at  right  angles  to  the 


i  C3w 


C 


13.6  =  -102.5,  and  i£ 


BO'  behind  the  current  (the  negative  sign  indicating  that  this 

component  is  below  the  current  line).     It  follows,  then,  that 

ipressed  E.  M.  F.  £  lags  behind  the  current,  or  the  current  is  in 

ce  of  the  E,  M.  F.     The  relation  of  the  different  E.  M.  F.'s  will 

idily  seen  by  referring  to  Fig.  1485.     The  angle  by  which  the 

it  leads  is  found  easily  from  the  figure,  because  tan  4  =  -nnGr  =-88fi, 


t'C18  THEORY  OF  ALTERNATING 

and  ♦  is  found  to  be  2V  3',  or  the  current  is  a  little  over  yV  ®^  ^  f>erioa 
ahead  of  the  impressed  E.  M.  F.     Ans. 

3.  The  E.  M.  F.  Ji  furnished  by  the  alternator  is  equal  to  the  current  X 
impedance ;  hence, 


Ji  -  CyA"^  +  (2 TT 71 Z  -    J      y  =  535  volts.     Ans. 

In  connection  with  this  example  the  student  should  note  that  while 
the  E.  M.  F.  furnished  by  the  alternator  is  only  535  volts,  the  pressure 
across  the  terminals  of  the  condenser  is  663.5  volts. 

3919*  The  examples  given  in  the  preceding  articles 
will  serve  to  illustrate  the  composition  and  resolution  of 
E.  M.  F.'s  in  such  circuits  as  are  commonly  met  with.  The 
student  should  notice  that  in  every  case  where  such  E.  M.  F.'s 
are  combined  or  resolved,  account  must  be  taken  not  only 
of  their  magnitude,  but  also  of  their  phase  relation.  For 
this  reason  such  E.  M.  F.*s  can  not  be  simply  added  together, 
as  is  done  in  dealing  with  direct  currents,  but  the  resultant 
sum  must  in  all,  cases  be  obtained  by  using  the  polygon  or 
parallelogram  of  forces.  If  these  phase  relations  are  kept 
in  mind,  many  of  the  peculiarities  in  the  behavior  of  the 
alternating  current  are  easily  understood;  as,  for  instance, 
in  the  last  example,  where  the  E.  M.  F.  across  one  part  of 
the  circuit  is  greater  than  the  E.  M.  F.  taken  across  the 
whole,  a  thing  which  would  be  impossible  in  a  direct-current 
circuit,  but  which  is  quite  possible  in  the  case  worked  out, 
on  account  of  the  phase  relations  between  the  E.  M.  F.  's  in 
the  different  parts  of  the  circuits. 

In  working  out  such  problems,  it  is  always  best  to  draw 
out  a  diagram  representing  the  different  E.  M.  F.'s,  as  it 
makes  the  relation  between  them  more  easily  understood. 
(Juite  a  number  of  problems  may  be  solved  graphically  by 
a<lopting  convenient  scales  for  the  different  quantities  and 
laying  out  the  E.  M.  F.  triangles.  The  resultant  may  then 
be  scaled  off  the  drawing  and  the  result  obtained  more  easily 
than  by  calculation.  Examples  of  this  method  have  been 
shinvn  in  connection  with  several  of  the  preceding  problems. 
Unfortunately,  however,  it  is  almost  impossible  to  use  the 
graphical  method  in  a  large  number  of  cases  arising  in  prac- 
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tice,  because  the  conditions  are  often  such  that  the  quantities 
entering  into  tne  problem  result  in  such  long,  thin  triangles 
and  parallelograms  that  it  is  almost  impossible  to  scale  off 
any  result  accurately.  In  such  cases  the  resultant  E.  M.  F. 
has  to  he  calculated  by  trigonometry  from  a  knowledge  of 
the  sides  and  angles  of  the  triangle  or  parallelogram  in 
question. 


I 


CALCULATION  OF  POWER  EXPENDED  IN 

ALTERNATING-CURRENT  CIRCUITS. 

3920.     If  a  continuous  current  C  flows  through  a  wire  of 

resistance  R,  the  wire  becomes  heated,  and  the  rate  at  which 

work  is   done   in   heating   the  wire  is  proportional  to  the 

square  of  the  current  C  and  to  the  resistance  R\  i.  e.,  watts 

E 
expended  =  C^R.      Since   C  =^-^,  we  have  watts  =  C  E. 

Hence  it  may  be  stated  that,  in  a  continuous-current  circuit, 
if  we  wish  to  calculate  the  watts  expended,  we  multiply  the 
current  C  by  the  E.  M.  F.  E  necessary  to  force  the  current 
through  the  circuit.  This  is  also  true  in  a  circuit  where 
the  energy  expended  reappears  in  other  forms  besides  heat. 
For  example,  we  might  have  a  direct-current  dynamo  D, 
Fig.  14S6,  sending  current  through  a  circuit  a  (/,  consisting 


-iVwWWw\f-0H|l|l|l|l|lH' 


of  a  resistance  R,  a  motor  M,  and  a  storage-battery  B.  The 
total  pi)wer  expended  in  the  circuit  from  a  to  </  will  be  the 
product  of  the  current  C  and  the  E.  M.  F.  E  across  the  circuit. 
Part  of  this  energy  =  C  E^  will  reappear  as  heat  in  the 
resistance  R,  another  part,  equal  to  C  /;„  will  reappear  as 
work  done  by  the  motor  J/,  and  the  energy  expended  in  the 


2620  THEORY  OF  ALTERNATING 

battery,  C  £„  will  be  stored  up  by  virtue  of  the  chemical 
reactions  which  are  caused  to  take  place  by  the  current, 

3921<  //an  alter na/in^ current  be  sent  through  a  circuit, 
the  power  expended  at  each  instant  is  given  by  the  product  of 
the  instantaneous  values  of  the  current  and  E.  M.  F.  It  is 
seen  at  once,  then,  that  the  phase  relation  between  the  cur- 
rent and  E.  M.  F.  will  have  an  important  bearing  upon  the 
power  supplied,  because  the  value  of  the  E.  M.  F.  corre- 
sponding to  any  particular  value  of  the  current  will  depend 
altogether  upon  their  phase  relation.  In  alternating-current 
circuits,  therefore,  the  power  expended  can  not  be  obtained 
by  simply  taking  the  product  of  the  volts  and  amperes  as  is 
done  with  direct  currents.     The  effect  of  difference  of  phase 


between  current  and  E.  M.  F,  upon  the  power  expended 
can  be  well  illustrated  by  means  of  the  sine  curves  as  shown 
in  Figs.  1487  to  1490  inclusive.  Suppose  an  E.  M.  F.  of 
maximum  value  E  is  in  phase  with  a  current  of  maximum 
value  C,  as  shown  in  Fig.  1487,  the  current  being  represented 
by  the  dot  and  dash  curve,  and  the  E.  M.  F.  e  by  the  dotted 
curve.  The  power  at  any  instant,  such  as  that  represented 
by  the  point  //,  is  proportional  to  the  product  of  the  ordi- 
nates  //  /  and  >i  f  of  the  c  and  e  curves.  If  an  ordinate  n  g 
is  therefore  erected  at  n  proportional  to  this  product,  g  will 
be  a  point  on  the  power  curve.  In  this  way  the  power  curve 
shown  by  the  full  line  is  constructed,  and  it  shows  the  way 
in  which  the  power  supplied  to  the  circuit  varies  with  the 
E.  M.  F,  and  current.     It  should  be  noticed  that  in  this  case 


CURRENT    APPARATUS, 


{current  and  E.  M,  F.  in  phase)  the  power  curve  lies  wholly 
above  the  horizontal;  that  is,  the  work  is  all  positive,  or,  in 
other  words,  power  Is  being  supplied  to  the  circuit.  This 
would  he  the  condition  if  the  current  were  flowing  through 
a  non-inductive  resistance. 


3922.    Suppose,  however,  that  the  current  lags  behind  the 
E.  M.  F.  by  an  angle  *  less  than  90°,  as  shown  in  Fig.  1488. 


The  power  curve  is  here  constructed  as  before,  but  it  is 
no  longer  wholly  above  the  horizontal.  The  ordinate y^ 
of  the  current  curve  is  positive,  while  at  the  same  instant 
that  o£  the   E.  M.  F.  curve  f  e  is   negative,  consequently 


iieir  product  is  negative,  and  the  corresponding  ordinate  of 
^tie  power  curve  is  below  the  horizontal.  This  means  that 
during  the  intervals  of  time  a'  b'  and  c'  d\  negative  work  is 
being  performed;  or,  in  other  words,  the  circuit,  instead  of 
having  work  done  on  it,  is  returning  energy  to  the  system  to 
which  it  is  connected.  In  Fig.  14S9  the  angle  of  lag  has 
become  90°,  or  the  current  is  at  right  angles  to  the  E,  M.  F. 
Jd  this  case  the  power  curve  lies  as  much  above  the  axis  a^ 
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below  it,  and  the  circuit  returns  as  much  energy  as  is  ex- 
pended in  it.  The  total  work  done  in  such  a  case  is,  there- 
fore, zero,  and  although  a  current  is  flowing^  this  current 
does  not  represent  any  energy  expended.  This  would  be 
nearly  the  case  if  an  alternator  were  supplying  current  to  a 
circuit  having  a  small  resistance  and  very  large  inductance, 
as  in  this  instance  the  current  would  lag  nearly  90"*  behind 
the  E.  M.  F.  The  primary  current  of  a  transformer  work- 
ing with  its  secondary  on  open  circuit  is  a  practical  example 
of  a  current  which  represents  very  little  energy.  Such  a 
current  at  right  angles  to  the  E.  M.  F.  is,  for  the  above 
reas4^>ns,  known  as  a  ivattlemi  current,  because  the  product 
of  surh  a  current  by  the  E.  M.  F.  does  not  represent  any 
watts  expended. 

3923*     Another  example  of  a  wattless  current  is  that 
flowing  into  and  out  of  a  condenser  when  the  resistance  of 

8q 


Ci&3S£bj 


Fig.  1400. 

the  circuit  is  zero.     If  the  angle  of  lag  becomes  greater  than 
90",  the  greater  part  of  the  work  becomes  negative,  as  shown 


Pig.  1491. 

in  Fi^.  1490.    If  the  angle  of  lag  becomes  ISO^'j.as  in  Fig.  1491, 
i.  ('.,  if  the  current  and  E.  M.  F.  are  in  opposition,  the  work 
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done  is  all  negative,  and,  instead  of  the  alternator  doing 
work  on  the  circuit  to  which  it  is  connected,  the  circuit 
is  returning  energy  to  the  alternator  and  running  it  as  a 
motor.  In  the  above  diagrams  the  relation  in  phase  be- 
tween the  current  and  E.  M.  F.  is  shown  in  each  case  by 
the  lines  o  a  and  o  b,  respectively. 

3924.  The  power  curves  in  Figs.  1488  to  1491  show 
the  instantaneous  values  of  the  watts  expended  in  a  circuit  for 
different  values  of  the  angle  of  lag.  What  it  is  usually  im- 
portant to  know,  however,  is  the  average  rate  at  which  en- 
ergy is  expended.  Let^^:,  Fig.  1492,  represent  the  effective 
value  of  the  current  C  which  lags  behind  the  effective 
E.  M.  Y,  E  ^  o  b  by  an  angle  ^.  The  average  watts  ex- 
pended will  be  the  E.  M.  F.  E  multiplied  by  that  component 
of  the  current  C  ivhich  is  in  the  same  direction  as  the  E.  M,  F, 
If  a  line  perpendicular  to  ^  ^  be  drawn  from  a  to  ^/,  the  line 
o  d  represents  the  component  of  6,  which  is  in  the  same 
direction  as  a  b,  and  the  watts 
expended  are  proportional  to  the 
product  o  b  X  o  d.  The  same 
result  would  be  obtained  by  mul- 
tiplying the   current  ^  ^  by  the 

component  of  the  E.  M.  F.  in  the    ^^ .       ^ 

same  direction  as  the  current,  i.e., 
by  the  product  ^  ^r  x  ^.^.      It  is 

usual  to  consider  the  current  as  resolved  into  two  compo- 
nents, one  at  right  angles  to  the  E.  M.  F.,  and  the  other  in 
the  same  direction,  although  it  makes  no  difference  in  the 
numerical  result  which  is  taken.  In  Fig.  1492  o  d  = 
o  a  cos  ^  ;  hence,  watts  =  o  d  X  o  b  =  o  a  cos  4>  o  b  =: 
E  C  cos  4^.  Or,  o  c  ^=  0  b  cos  O,  and  watts  ■=:  o  c  o  a  =^ 
0  b  cos  ^  o  a:=  C  E  cos  <?.  It  may,  therefore,  be  stated  that 
the  mean  power  supplied  to  an  alternating-current  circuit,  in 
watts^  is  equal  to  the  effective  volts  multiplied  by  the  ctjcctive 
amperes  times  the  cosine  of  the  angle  between  then, 

3925.  The  fact  that  the  product  C  li  cos  0  gives  the 
watts  delivered  to  a  circuit  may  be  proved  mathematically 
as  follows : 

M,  E.    IV.— 34 


riirt  E.  iL  F_  -j>  ^smz.  z  t  the 

/;  %■/   ^'r,f.  o-.n-^r^r.-  anz'^e  '/>.      T^.^t  Tolie     c  1^*^  cmr^nt  at 
Tr.-^  f/rvi  ;r,r,  -.f  rh^  :'L-*ta.r.tri..i'^:'i:?  v^il-xes  ^  and  -*  gi'res  the 

P.-'/Tfi  '  r.'ifori''^m^rr.  -siri  (a  —  i^)  =  >:n  i«  o^s  #  —  ods  a  sin  #; 

/r  ^    :  A  ^ r,r/^  ^  ^in*  a  —  EC  cos  a  sm  a  sin  ♦, 

;ir»^l  •h':  avrra'^':  valu^  of  the  watts  is 

if/,  f  c      ;iv,  A  C  r,os  'J^  sin'  «  —  av.  E  C  ods  a  sin  a  sin  #; 
or. 
;t'/.  r^r    :  /:  ^.  cos  ^  a  v.  sin'  a  —  AC  sin  *  a  v.  sin  at  cos  /r. 

Th'T  ;iv':r;ij4^:  valuer  of  sin  ^r  cos  a  is  zero,  since  both  pass 
throii'^h  \t^i<\\\\*'.  and  ncjjative  values  alike,  and  the  average 

valii'T  of  Kin*  (1  -'  \\  hrncc, 

avcratce  r  ^  ==    -^  cos  ^. 

If  th*!  maximum  valurrs  E  and  f  are  expressed  in  terms  of 
thrir    'ff*-^  tiv^!  valiws,  i.  c,  /:  =  /:  4^2,    C'=  6V^f  we  have 

avnra^r  powrr  :=  average  c  c  —  E  C  cos  ^,  (640.) 


» 
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POnrBR  FACTOR  OF  A  CIRCUIT. 

3W26.  If  an  alternating  current  of  C7  amperes  be  flow- 
ing through  a  circuit,  and  the  pressure  across  the  terminals 
of  the  circuit  is  E  volts,  the  watts  which  are  apparently 
expended  would  be  given  by  the  product  of  the  current  and 
E.  M.  P.,  that  is,  by  Tx /Z  The  rm/ watts  expended  are, 
however,  obtained,  as  proved  above,  by  the  product  of  C E 

,  *      ,>..  ,-         real  watts  ,,    .     , 

and  cos  v.      The  ratio is  called   the  power 

apparent  watts 

factor  of  the  system. 

The  power  factor  of  a  system  may  then  be  defined  as  //lat 
quantity  by  which  the  apparent  watts  exptitded  in  the  system 
must  be  multiplied  in  order  to  give  the  true  watts.  From 
formula  640«  it  will  be  seen  that  the  power  factor  is  numer- 
ically equal  to  cos  0,  and  it  is  sometimes  spoken  of  as  "the 
cos  *  of  the  system." 

3927.  If  the  current  and  E.  M.  P.  are  in  phase,  *  =  0 
and  cos  0  =  1;  consequently  the  true  watts  expended  under 
such  circumstances  may  be  obtained  by  taking  simply  the 
product  C  y.  E.  When  the  angle  of  lag  is  90°,  cos  i*  =  0 
and  the  true  watts  expended  is  zero,  i.  e.,  the  current  is 
wattless.  When  0  becomes  greater  than  90°,  cos  0  be- 
comes negative,  thus  showing  that  the  circuit  is  delivering 
^energy  to  the  system  to  which  it  is  connected.  It  will  be 
"seen,  then,  that  it  is  quite  possible  to  have  large  alternating 
currents  flowing  under  high  E.  M.  F.  "s,  and  at  the  same  time 
have  very  little  energy  expended. 

3928.  The  power  factor  in  the  case  of  direct-current 
systems  is  always  unity;  but  in  cases  where  alternating  cur- 
Tent  is  used,  it  may  vary  from  unity  to  zero.  In  moat 
alternating-current  systems  the  pressure  is  kept  constant,  or 
nearly  so;  hence,  it  follows  that  when  a  given  amount  of 
power  is  to  be  transmitted,  the  current  will  be  smaller  if  the 
power  factor  is  high  than  if  it  is  low.  This  will,  perhaps,  be 
(best   illustrated   by   means  of   an  example.     Suppose  it  is 

^sired  to  transmit  100  kilowatts  over  a  line  by  means  of 
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alternating  current.  The  load  on  the  line  consists  princi- 
pally of  motors,  and  will,  therefore,  be  more  or  less  induc- 
tive. We  will  suppose  that  the  current  lags  behind  the 
E.  M.  F.  by  an  angle  of  25°.  Cos  ^  is  then  equal  to  .90, 
and  the  power  factor  will  be  .90;  hence, 

true  watts  =  apparent  watts  X  .90 
=  volts  X  amperes  X  -90. 

We  will  suppose  that  the  pressure  used  in  transmission 
is  1,000  volts; 

then,  100,000  —  1,000  X  amperes  X  .90, 

and  the  current  necessary  will  be  111.1  amperes.  If  the 
power  factor  had  been  unity,  only  100  amperes  would  have 
been  required.  This  example  will  serve  to  show  the  neces- 
sity of  having  the  power  factor  as  high  as  possible. 


W^ATTLESS    AND  POWER  COMPONENTS. 

3929.  It  was  mentioned  in  connection  with  Fig.  1492 
that  the  current  could  be  looked  upon  as  resolved  into  two 
components,  one  at  right  angles  to  the  E.  M.  F.  and  the 
other  in  phase  with  it.  This  is  shown  in  Fig.  1494.  The 
component  at  right  angles  tr)  the  E.  M.  F.  is  known  as  the 
wattless  componerit  of  the  current,  and  the  part  in  phase 

lb) 


Currant  C 

Fig.  1494. 


r^ 


Power  Component  o/ 

Fio.  1495. 


5^    Current^ 


is  known  as  the  power  component.     The  E.  M.  F.  may, 

in  the  same  way,  be  looked  upon  as  divided  into  wattless  and 
power  components,  as  shown  in  Fig.  1495.  From  these 
figures  it  is  easily  seen  that  the  greater  the  angle  of  lag,  the 
larger  will  be  the  wattless  compcMient  and  the  smaller  th^ 
part  which  is  really  expending  power  in  the  circuit. 
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3930>  Although  wattless  currents  t!o  not  representany 
power  wasted,  they  are  objectionable,  because  Ibey  load  up 
the  lines  and  alternators  and  thus  limit  their  output  as  to 
current-carrying  capacity.  For  example,  an  alternator 
might  be  furnishing  a  current  of,  say,  SO  amperes  to  a  sys- 
tem having  a  very  low  power  factor.  The  actual  power 
delivered  would  be  small,  and  the  engine  would  not  have  to 
wort  hard  to  drive  the  dynamo.  At  the  same  time,  the  cur- 
rent of  20  amperes  is  circulating  through  the  lines  and  the 
armature  of  the  alternator,  and  thus  will  load  up  the  lines 
and  heat  up  the  machine.  As  the  current  output  of  the 
armature  is  limited  to  a  large  extent  by  this  heating,  it  is 
seen  that  the  useful  current  which  may  be  taken  from  the 
alternator  is  cut  down  by  the  presence  of  this  wattless  com- 
ponent. Alternating-current  apparatus,  such  as  induction 
motors,  etc.,  are  always  designed  so  as  to  have  as  high  a 
power  factor  as  possible  consistent  with  economy.  The 
use  of  condensers  has  been  suggested  for  neutralizing  the 
self-induction,  thus  increasing  the  power  factor,  and  one 
manufacturing  company  has  used  condensers  in  connection 
with  induction  motors  to  cut  down  the  lag  in  the  current. 

Example.— An  alternator  generating  an  E.  M.  F.  of  1,000  volta  at  a 
I  frequency  of  60  cycles  per  second  supplies  current  to  a  system  o£  which 
00  (ihms  and  the  inductance  .3  lienry.  Find  the 
I  value  of  the  current,  angle  of  lag,  power  (actor,  apparent  watts,  and 
I  true  watts, 

SOL0TION. — We  have,  by  formula  625, 

£ U«0 


VRT 

+  (.^wnL)>        yiOO" 

+  (3X 

3.14X60X.8>» 

j^^  =  8.63  amperes. 

=  2.r. 

£  =  118,04  ohms. 

^..!^-. 

13.04 
100 

=  1,13; 

♦  =  angle  of  lag 

=  48' 

80'. 

power  factor  =  c 

s*  = 

M2. 

1 


apparent  watts  =  £  c"=  1,000  >;  6.03  =  6.030, 
real  watts  =  J  tcos*=  1.000  X  8.88  X  .683  =  4.388  watta.       Ana. 
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Thft  efF*5Ct  of  the  self-induction  in  the  abore  example  is, 
lh«'efore,  to  caase  a  lag^  of  4^^  3*7,  and  rr  s.>  doing  the  cur- 
rent  of  6.63  amperes  is  equivalent  to  only  4, 3S^  watts  trans- 
mitted ;  whereas,  if  there  were  no  indactancc  and  cos  ^  =  1, 
this  ctirrent  woald  have  been  equivalent  to  ^^^ZO  watts. 


TRANSMISSION  LINES. 

3931*  In  transmitting  power  over  lines  by  means  of 
the  electric  current,  a  certain  loss  of  energy  always  occurs, 
due  to  the  resistance  of  the  wire.  This  Ldss  can  not  be 
avoided,  and  all  that  can  be  done  is  to  keep  it  down  to 
within  reas^mable  limits.  Of  course,  the  1«>5S  can  be  made 
an  nmall  as  we  please  by  increasing  the  size  of  the  line  con- 
ductor, but  it  is  less  expensive  to  allow  a  certain  loss  than 
U}  make  the  conductor  very  large.  The  lost  energy  in 
transmission  lines  varies  greatly  and  depends  largely  on 
lr>i':al  conditions.  Quite  often  it  is  about  5  or  10  per  cent, 
of  the  fxiwer  transmitted,  and  in  some  cases  it  is  more  than 
this,  especially  on  long  lines.  The  loss  in  the  line  results 
in  a  falling  off  in  pressure  between  the  station  and  the  dis- 
tant end,  the  number  of  volts  decrease,  or  drop,  as  it  is 
called,  being  obtained,  in  the  case  of  continuous-current 
circuits,  by  multiplying  the  current  by  the  resistance  of 
the  line.  Evidently  the  drop  will  increase  as  the  load  or 
current  increases,  and  if  the  pressure  at  the  receiving  end 
is  to  be  kept  constant  at  all  loads,  the  pressure  at  the  sta- 
tion must  be  increased  as  the  current  increases. 

3932.  The  calculation  of  the  size  of  wire  to  transmit 
a  given  amount  of  power  over  a  given  distance  with  a  speci- 
fied loss  is  a  simple  matter  in  the  case  of  a  direct-current 
circuit,  as  it  requires  simply  a  wire  of  such  a  size  that  the 
resistance  of  the  circuit  shall  not  cause  the  loss  to  exceed 
the  specified  amount.  For  example,  suppose  it  is  required 
to  transmit  20  kilowatts  a  distance  of  2  miles  by  means  of 
direct  current.  The  voltage  at  the  delivery  end  is  to  be 
500,  and  the  loss  is  not  to  exceed  10  per  cent,  of  this,  i.  e., 


■  CURRENT   APPARATUS.  2629 

mthe  allowable  drop  is  SO  volts  at  full  Inac!.     The  full  load 

W  watts       20,000 

p""""'  =  ^;^  =  -600- 

I  C  X  ^  =  50  volts. 

I  Ii  =  ^=1.25  ohms. 

I       The  resistance  of  the  whole  length  of  wjre  from  the  station 

Land  back,  or  i  miles,  must  not  exceed  1.2.i  ohms,  or  the 

Lresistance  per  mile  =  .312  ohm.     By  consulting  a  wire  table 

lithis  is  found  to  be  about  a  No.  OOO  B.  &  S.  wire, 

I  3933.  In  the  case  of  a  line  using  alternating  current, 
Ithe  pressure  required  to  send  the  current  through   the  line 

■  is  found  by  taking  the  product  of  the  current  and  im- 
Ipedance  instead  of  the  current  and  resistance.  A  long 
I  trans  mission  line  may  have  an  appreciable  self-inductance, 
t -which  has  the  efEect  of  apparently  increasing  its  resistance. 

■  For  short  lines  this  inductive  effect  is  not  usually  taken  ac- 

■  .count  of,  but  it  is  not  always  safe  to  leave  it  out  of  account 
Un  the  calculation  of  long  lines,  especially  if  a  large  conduct- 
Por  is  used.  The  effect  of  inductance  is  evidently,  with  the 
I'Same  current,  tocause  the  drop  over  the  line  to  be  greater 
m  than  if  it  were  not  present.  If,  then,  we  are  limited  to  the 
K;same  number  of  volts  drop,  it  follows  that  the  inductance 
Kpecessitates  the  use  of  a  larger  wire. 

I     3034.     The    self-induction    of  a   line   depends    on   its 

V length  as  well  as  on  the  distance  apart  which  the  wires  are 

F placed  on  the  poles  and  can  be  calculated  when  the  distance 

Ffrom  center  to  center  is  known.     The  resistance  per   mile 

for  any  given  size  is  easily  calculated:  hence  the  impedance 

per  mile  for  a  given  frequency  «  may  be  found  from  the 

expression 


I  Impedance  =  ^/i' +  {-ii^n  ly.     (See  Art.  3889.) 

P  The  impedance  and  reactance  per  mile  for  various  sizes 
of  wire  and  distances  of  spread  have  been  calculated  by 
Emmet  and  are  given  in  Table  114.  The  reactance  and  im- 
pedance are  here  calculated  for  frequencies  of  60  and    125, 
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two  most  commonly  met  with.  It  will  be  noticed  that  for  the 
large  sizes  there  is  quite  a  difference  between  the  value  of 
the  resistance  per  mile  and  the  impedance,  but  as  the  wire 
becomes  smaller,  the  resistance  becomes  so  large  compared 
with  the  reactance  that  the  difference  between  the  resistance 
and  impedance  becomes  less.  As  an  example,  let  us  consider 
a  transmission  line  2  miles  in  length,  which  delivers  100 
K.  W.  to  a  non-inductive  load,  with  a  drop  in  voltage  of  10,^. 
Voltage  at  ^nd  of  line  is  2,000  ;  frequency,  60  cycles  per  sec- 
ond. The  allowable  drop  is  .10  X  2,000  =  200  volts.  Since 
the  load  is  non-inductive,  the  full-load  current  corresponding 

*     iAAi^  w       -11 K     100,000       _ 

to  100  K.  W.  will  be  =  50  amperes. 

Impedance  =  Y/  =  ^  ohms. 

There  are  4  miles  of  wire,  hence  the  impedance  per 
mile  =  1  ohm. 

If  the  wires  are  placed  12  inches  apart,  a  No.  2  B.  &  S. 
would  be  required,  because,  by  referring  to  Table  114,  it  is 
seen  that  the  impedance  per  mile  for  this  size  when  spaced 
12  inches  is  1.008  ohms. 

If  the  line  had  no  inductance,  we  would  have 

current  x  resistance  =  200, 

or    resistance  =  4  ohms,  and  resistance  per  mile  =  1  ohm. 

The  resistance  per  mile  of  No.  3  B.  &  S.  is  1.04  ohms,  so 
that  for  the  same  allowable  drop  it  is  seen  that  the  effect  of 
the  self-induction  is  to  cause  an  increase  in  the  size  of  wire 
required.  In  cases  where  the  frequency  is  high,  the  effect  of 
the  impedance  is  much  more  marked.  When  the  load  is  not 
non-inductive,  the  current  for  a  given  amount  of  power  is 
increased  and  a  still  larger  wire  required.  The  product, 
current  X  impedance,  gives  the  line  drop  approximately 
only,  because  the  impedance  drop  is  not  in  phase  wiih 
either  the  generator  or  terminal  voltages.  However,  for 
most  practical  cases,  the  error  in  taking  the  drop  as  above 
is  not  of  consequence  unless  large  line-wires  are  used. 
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EXAMPLES  FOR   PRACTICE. 

1.  Find  the  size  of  wire  necessary  to  transmit  75  K.  W.  over  a  line 
5  miles  in  length.  The  pressure  at  the  end  of  the  line  is  to  be  5,000 
volts  and  frequency  is  125  cycles  per  second.  The  allowable  loss  is 
lOjJ,  and  the  wires  are  to  be  strung  on  the  poles  18  inches  apart. 

Ans.  Wire  with  an  impedance  of  3.33  ohms  per  mile,  between  a 
No.  8  and  No.  7.     No.  7  would  probably  be  used. 

2.  What  would  be  the  size  of  wire  required  in  example  1  if  the  line 
had  no  inductance  ? 

Ans.     Resistance  of  wire  would  be  3.33  ohms  per  mile,  or  No.  8  B.  &  S. 


ALTERNATING-CURRENT      MEASURING 

INSTRUMENTS. 

3935.  In  measuring  alternating  E.M.F.'s  and  currents, 
we  usually  wish  to  know  the  square-root-of-mean-square,  or 
effective,  values,  as  these  are  used  in  most  of  the  ordinary 
calculations.  The  maximum  or  instantaneous  values  are  not 
used  to  any  great  extent.  Ammeters  and  voltmeters  for  use 
on  alternating-current  circuits,  as  a  general  rule,  therefore, 
indicate  effective  values,  and  most  of  such  instruments  will, 
if  standardized  by  means  of  direct  current,  read  effective 
values  when  connected  to  alternating-current  circuits. 

There  is  not  such  a  large  variety  of  alternating-current 
instruments  as  of  direct-current,  since  a  large  number  of 
instruments  adapted  for  direct-current  work  will  not  act  at 
all  with  alternating  current.  Generally  speaking,  an  instru- 
ment which  will  give  indications  with  alternating  current 
will  work  also  with  direct  current,  but  the  reverse  is  by  no 
means  true.  Take,  for  example,  the  Weston  direct-current 
ammeters  and  voltmeters  (as  described  in  Electrical  Meas- 
urements), which  are  widely  used  for  direct-current  meas- 
urements. The  current  flowing  in  the  coil  reacts  upon  the 
permanent  field,  and  thus  produces  a  deflection.  If  such  an 
instrument  were  connected  to  an  alternating-current  circuit, 
the  coil  would  not  move,  because  the  current  would  be  con- 
tinually changing  direction,  and  there  would  be  as  much  ten- 
dency to  turn  one  way  as  the  other.  These  instruments  are, 
therefore,  not  suitable  for  alternating-current  circuits,  and 
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should   never  be  connected  to  them.     This  is  true  of  any 
class  of  instruments   where  a  deflection  is  produced  by  the 

I porrent  reacting  upon  a  constant  magnetic  field. 
CLASSES    OF    INSTRUMENTS. 
I  3936«     For  use  in  connection  with  alternating  currents 
me  are  practically  limited  to  four  classes  of  instruments. 
I   1.     Hot-wire  voltmeters. 
L  S.      Plunger  ammeters  and  voltmeters. 
[  3.      Elect  rod  ynamometers    (ammetei.s,    voltmeters,    watt- 
I  meters). 

I  i.  Electrostatic  voltmeters. 
'  The  first  class  of  instruments  depend  for  their  action  upon 
the  heating  effect  of  the  current.  The  commonest  type  of 
hot-wire  voltmeter  is  the  Cardew,  which  has  been  described 
in  the  section  on  Electrical  Measurements.  This  instrument 
will  indicate  equally  well  on  either  direct  or  alternating 
current,  and  when  it  is  calibrated  with  direct  current,  it 
will  give  the  effective  E.  M.  F,  if  connected  to  alternating- 
current  mains. 

3937.  The  hot-wire  voltmeter  may  be  used  to  measure 
current  by  connecting  it  across  the  terminals  of  a  known 
non-inductive  resistance,  as  shown  at  Ji,  Fig.   1496.     The 


Toltraeter  ^  in  this  case  measures  the  drop  from  e  Xo  f 
through  the  resistance,  this  drop  being  equal  to  C R;  hence, 
if  R  is  known,  C  can  be  at  once  obtained,  or  the  scale  of  the 
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inslrument    might    be    so  marked    as    to  give    the  current 
directly. 

Hot-wire  instruments,  in  order  to  be  reliable,  must  be 
frequently  recalibrated,  as  the  heating. and  cooling  seem  \o 
affect  the  wire,  causing  changes  in  the  zero-point.  On  ac- 
count of  these  defects,  hot-wire  instruments  have  been 
replaced  by  other  types,  which  are  better  adapted  for  com- 
mercial work.  „ - 

PLUNGER    INSTnUMENTS. 

3938.  The  plunger  type  of  instrument  is  one  which  ii 
used  quite  largely  for  ammeters  and  voltmeters  in  ccntnl 


■l: 


Rations,  and  a  large  number  of  switchboard  instruments  of 
is  type   are   in   use.     Fig.    1497   shows   a   Westinghouse 
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plunger  ammeter.  In  this  instrument  the  conductor  which 
carries  the  current  does  not  act  upon  a  magnetic  needle,  but 
upon  a  metal  core  C  built  of  many  strands  of  iron  wire 
closely  bound  together.  The  current  enters  at  the  terminal 
block  tJ,  and  passes  through  the  solenoid  A  to  the  terminal  d. 
The  core  is  suspended  by  the  hook  //  on  the  cross-arm  P, 
whicli  is  supported  on  a  knife-edge  bearing.  The  weight 
of  the  core  is  balanced  by  the  counterweight  W,  so  that  the 
needle  ,V  points  to  zero  on  the  dial  Jl>.  The  plumb-bob/  is 
used  fur  leveling  the  instrument  when  Setting  it  in  position. 
Willi  the  variation  m  Btrength  of  current  flowing  through 
the  coil,  the  pull  on  the  plunger  changes,  consequently 
the  needle  is  deflected.  /, 

3930.    The  plunger 

voltmeter.  Fig.  1403,  is 

similar  in  construction, 

but  the  coil  A  is  niade 

of  fine  wire  and  is  con 

nected  in  series  with  a 

resistance  consisting  of 

a  great    length  of  fine 

German-silver  wire 

wound  on  sheets  of  in 

sulating    material     iiid 

secured  in  the  back  of 

the   case   R.     The  ter 

minals    of    the    instru 

ment    are  at    a,  l>,  and 

t!ie  path  of  the  current 

is  from  a  to  the  resist 

ance  coils,  through  the 
—jCuse  F,  and  the  coil  A 
■to  the  terminal  /'. 

"  3940.  Some  other 
styles  of  switchboard 
instruments  in  common 
use  really  belong  to  the 
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plunger  type,  although  they  do  not  resemble  the  two  just 
described.  One  of  these,  known  as  the  Thomson  inclined- 
coil  instrument,  is  shown,  in  principle  only,  in  Fig.  1499. 
A  circular  coil  c,  shown  in  section,  is  mounted  with  its  axis 
inclined  to  the  horizontal.  Through  the  center  of  the  coil 
passes  a  vertical  shaft,  which  carries  the  pointer/.  A  small 
vane  of  iron  v  is  mounted  on  the  shaft  at  an  angle,  and  the 
movement  of  the  swinging  system  is  controlled  by  the  two 
fiat  spiral  springs  a,  a'.     When  a  current  flows  through  the 


coil,  lines  of  force  will  thread  it  as  shown  by  the  arrows. 
The  iron  vane  i' will  tend  to  turn  so  that  it  will  lie  parallel 
to  these  lines,  as  shown  by  the  dotted  lines  v',  and  in  this 
way  a  reading  is  obtained. 

;i941.  The  principle  of  another  instrument  in  common 
use  is  shown  in  Fig.  1500.  A  circular  coil  c  is  mounted  in 
a  horizontal  position,  with  its  center  at  the  point  d.  A 
vertical  shaft  is  pivoted  with  its  center  at  d'  to  one  side  of 
d,  and  carries  at  the  end  of  an  arm  a  U-shaped  piece  of 
iron  V  which  embraces  the  coil,  as  shown  in  detail  in  Fig. 
1501.  The  movement  of  the  needle  is  controlled  by  a  small 
weight  H',  which  takes  the  place  of  the  springs  in  the  pre- 
ceding iiistrument.  The  action  of  the  instrument  is  as 
follows:  When  a  current  flows  through  the  coil,  a  magnetic 
field  is  set  up  which  is  stronger  near  the  coil  than  at  the 
center.  The  piece  of  iron  v  tends,  therefore,  to  move 
nearer  the  inside  of  the  coil,  and  the  only  way  it  can  do  this 
is  by  swinging  around  the  center  d'.     This  allows  the  iron 
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to  approach  the  coil  on  account  of  d'  being  eccentric,  and  a 
deflection  is  thus  obtained. 


Instruments  of  the  phinger  type  will  generally  work  on 
either  direct  or  alternating  current,  but  they  must  always 
be  calibrated  under  the  same  conditions  as  those  under  which 
they  are  to  be  used.  When  intended  for  alternating-current 
circuits,  they  are  always  calibrated  so  as  to  read  effective 
values. 

B.  3942.  The  alternating-current  instruments,  which,  on 
^  the  whole,  are  the  most  reliable  and  widely  used,  belong  to 
the  third  class.  (See  Art.  3936.)  In  the  class  known  as 
electrodynamometers,  the  current  in  a  swinging  coil  is  acted 
upon  by  a  magnetic  field  produced  by  a  fixed  coil.  The 
field  produced  by  the  fixed  coil  changes  with  (he  changes  in 
the  current,  the  arrangement  being  somewhat  similar  to  that 
used  in  the  Weston  direct-current  instrument,  except  that 
the  permanent  magnet  producing  a  constant  field  is  replaced 
by  a  fixed  coil  producing  an  alternating  field.      Fig.  1502 
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shows  a  Siemens  dynamometer,  which  is  one  of  the  commonest 
types  in  use  In  this  instrument  a  coil  A  is  held  by  means 
of  supports  clamped  to  the  frame,  and  at  right  angles  to  it 
is  a  coil  B,  which  is  free  to  swing  a  limited  amount.  This 
coil  is  held  by  a  suspension,  and  thecurrent  is  carried  into  it 
by  means  of  two  mercury  cups  c,c',  into  which  the  ends  of 
the  coil  dip.  A  spiral  spring  i/ has  one  end  attached  to  the 
coil  and  the  other  to 
the  torsion  head  e. 
A  pointer  attached 
to  this  head  moves 
over  the  circular 
scale/",  and  a  second 
pointer^  is  attached 
to  the  swinging  coil. 
When  no  current 
flows  through  the 
instrument,  both 
pointers  stand  at 
. the  zero-point  of 
the  scale;  but,  on 
the  passage  of  a 
current,  the  coil  is 
deflected,  its  motion 
being  limited  to  a 
small  amount  by 
stops  not  shown  in 
the  figure.  When 
the  instrument  is  to 
be  used  for  measur- 
ing E.  M.  F.  or  current,  the  .swinging  coil  and  fixed  coil 
are  connected  in  scries,  so  that  when  a  current  flows, 
the  field  set  up  by  the  fixed  coil  changes  in  unison  with 
the  current  in  the  swinging  coil,  thus  producing  a  de- 
flection. The  swinging  coil  tries  to  assume  a  position 
parallel  to  the  fixed  coil,  and  the  twisting  action  between 
the  two  is  proportional  to  the  pnn]uct  of  the  currents  in  the 
two  coils.  Since  tlic  coils  are  connected  in  series,  the  current 
must  be  the  same  in  both;  hence,  in  this  case,  the  twisting 
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action,  or  torque,  is  proportional  to  the  square  of  the  cur- 
rent flowing:  through  the  instrument.  After  the  swinging 
coil  has  been  deflected,  the  torsion  head  is  turned  rintii  the 
pointer  attached  to  the  coil  comes  back  to  the  zero-point, 
and  the  reading  on  the  circular  scale  is  taken.  From  this 
reading  the  value  of  the  current  can  be  obtained  by  consult- 
ing a  table  or  curve,  giving  the  relation  between  currents 
and  deflections,  which  has  been  previously  obtained  bysend- 
ing  continuous  currents  of  known  value  through  the  instru- 
ment. If  calibrated  in  this  manner,  it  will  give  effective 
values  when  used  with  alternating  current. 

3943.  The  Siemens  dynamometer,  while  not  a  direct- 
reading  instrument,  and  on  this  account  not  as  convenient 
to  use  as  some  others,  is  a  very  reliable  instrument,  because 
there  are  few  things  about  it  liable  to  change  or  get  out  of 
order.  As  a  matter  of  fact,  most  of  the  instruments  in  com- 
mercial use  are  standardized  by  comparing  them  with  a 
dynamometer.  A  Siemens  dynamometer,  in  order  to  work 
satisfactorily,  should  possess  a  negligible  amount  of  resist 
ance  and  self-induction  so  that  its  insertion  in  any  circuit 
will  not  have  any  appreciable  effect  on  the  current  flowing 
in  tlie  circuit.  A  modification  of  the  Siemens  dyna- 
mometer is  the  Weston  portable  alternating-current  volt- 
meter, which  is  constructed  of  such  a  pattern  as  to  make  it 
easily  portable  and  also  direct  reading.  Its  construction  is 
very  similar  to  that  of  the  Weston  direct-current  instruments, 
except  that  the  permanent  magnet  is  replaced  by  a  pair  of 
fixed  coils,  one  on  each  side  of  the  swinging  coil  and  con- 
nected in  series  with  it.  The  current  is  carried  into  the 
movable  coil  by  means  of  flat  spiral  springs,  which  also  serve 
to  control  its  movement.  The  instrument  reads  directly  in 
volts  by  a  pointer  attached  to  the  swinging  coil  and  moving 
^vcr  the  scale.  

H  WATTMRTICRS. 

1  3944.  In  order  to  measure  the  power  supplied  in  an 
alternating-current  circuit,  we  must  have  an  instrument 
which  will  indicate  the  real  watts  expended,  i.  e.,  one  which 
will  give  deflections  proportional  to  C  £  cos  (P.      Such  an 


264() 


THEORY  OF  ALTERNATING 


instrument  is  called  a  "Ji^att meter ^  and  has  been  men- 
tioned in  the  description  of  practical  instruments  in  Elec- 
trical Measurements. 

A  wattmeter  must  average  up  all  the  instantaneous 
values  of  the  product  of  current  and  E.  M.  F. ;  consequently 
it  must  be  so  arranged  that  its  indications  will  be  affected 
by  bt>th.  The  dynam<3meter  can  easily  be  adapted  to  this 
work  by  changing  the  winding  and  connections  of  the 
swinging  coil.  Consider  a  circuit  a  b^  Fig.  15«>3,  in  which 
energy  is  being  expended,  and  supp<jse  for  the  present  that 
it  is  connected  to  a  direct -current  dvnamo.  The  watts  ex- 
pended  may,  in  this  case^  be  easily  obtained  by  ct>nnecting 
an  ammeter  C  in  series  with  the  circuit,  and  a  voltmeter  V 
across  it,  so  as  to  get  the  values  of  the  current  and  E.  M.  P., 


Fig.  1508. 


the  product  of  which  gives  the  required  watts.  This  method 
would  not  work,  however,  if  the  circuit  were  connected  to  an 
alternator  A,  as  shown  in  the  figrure,  because  it  would  take 
no  account  of  the  phase  difference  in  current  and  E.  M.  F. 
In  order  to  do  this,  it  is  necessary  to  combine  the  ammeter 
and  voltmeter  into  one  instrument.  This  is  done  by  wind- 
ing the  fixed  coil  of  a  dynamometer  with  a  few  turns  of 
heavy  wire  and  connecting  it  ///  series  with  the  circuit,  while 
the  swinging  coil  is  wound  with  a  large  number  of  turns  of 
fine  wire  and  connected  across  the  circuit.  It  is  usual  to 
connect  a  non-inductive  resistance  r  in  series  with  the 
swinging  coil,  in  order  to  limit  the  current  flowing  in  it. 
Since  the  resistance  of  the  swinging-coil  circuit  is  constant, 
the  current  flowing  through  it  will  at  all  instants  be  pro- 
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portional  to  the  E.  M.  F.  acting  on  the  circuit  u  b.  The 
current  in  the  fixed  coil  will  also  be  equal  to  the  current 
flowing  in  the  circuit,  hence  the  torque  action  between  the 
two  coils  will  at  all  instants  be  proportional  to  the  product 
ec,  and  the  average  torque  action  will  be  proportional  to  the 
average  watts.  Such  an  instrument  will,  therefore,  indicate 
the  true  value  of  the  watts  expended,  because  it  takes 
account  of  the  phase  difference  between  the  current 
id  E.  M.  F. 


wattmeter,  like  the  dynamometer, 
.,  therefore,  not  as  convenient  for 


3945.     The  Siemens  v 

is  not  direct  reading,  and  i; 
commercial  work  as 
the  portable  direct- 
reading  types,  such  as 
the  Weston.  It  is, 
however,  the  standard 
wattmeter  and  the 
one  which  is  used  for 
calibrating  other  in- 
struments, because, 
like  the  dynamometer, 
there  are  few  parts 
about  it  to  change  or 
get  out  of  order.  Fig. 
iSO-t  shows  a  Weston  vih.  mm. 

portable  wattmeter.  This  is  constructed  about  the  same 
as  the  voltmeter,  except  that  the  fixed  coils  are  composed 
of  a  few  turns  of  heavy  copper  conductor  which  carry  the 
current.  The  heavy  binding-posts  a.  b  at  the  side  of  the 
case  are  the  terminals  of  these  current  coils,  and  the  small 
binding-posts  r,  d  on  the  top  connect  with  the  swinging  coil. 
In  using  wattmeters,  care  should  be  taken  not  to  get  the 
connections  mixed,  because  if  the  current  coil  should,  by 
mistake,  be  connected  across  the  circuit,  the  instrument 
would  in  all  probability  he  burnt  out,  as  the  resistance  of 
this  coil  is  very  low  and  the  resulting  current  would  be 
_enormous.     In  order  that  the  readings  of  a  wattmeter  may 


2i:aT  :'F  Ai.rE2^AnNG 


Tery  ini*.L  TJiis  \=  -ssoecia^lv  necesaarj  d  riie  rnstminent  is 
CO  yrt  isg^  3n  i  :i;i:a*:er  .r  iim^irs  z^tzjh^  di^crcnz  frequen- 
ces. If  ine  ^eif-ndinmofi  is  ':ii^h,  riie  instnunent  wUl  not 
r'^ad   ::.-)rrT;rri7  5:ir  iiij  ^rner  fr^ueacj  than  the  one  with 


^omemnes  x  is  nece^iary  to  know  the  total 
amnonc  at  ^ner^j  'txpeadeti  in  a  lircnit  duriiij^  a  given  in- 
tiirvai  ;c  ^imc  as.  f  ^r  nsr.ini:e.  in  nieasuriii?^  the  oat  pat  of  a 
stanoa  ir  the  eaer^/'  sappiied  tT>  a  consumer.  For  this  pur- 
pose it  is  necesaarr  z-:*  nse  a  recording  wattmeter,  L  e., 
an  instnmeat  which  will  record  the  number  of  watt -hours 
electrical  eacr^  supplied  darings  a  given  period.  One  of 
the  commoQest  types  of  such  an  instrument  is  the  Thom- 
son recording  wattmeter,  already  described  in  Electrical 
Measurements.  This  is  rcallv  a  modified  Siemens  watt- 
meter,  arranged  so  that  the  moving  coil  revolves  so  long  as 
current  \s  passing  through. 


3947.  Another  class  of  voltmeter  available  for  alter- 
nating-current work  is  that  which  depends  upon  the  repul- 
sion or  attraction  of  two  surfaces  carrying  electrostatic 
charges.  Such  instruments  have  been  used  most  largely, 
in  commercial  work,  for  measuring  high  voltages,  but  in- 
struments are  also  made  on  this  principle  which  are  quite 
capable  of  measuring  low  voltages.  One  type  which  is  used 
for  measuring  high  potentials  is  that  brought  out  by  Lord 
Kelvin,  and  illustrated  in  Fig.  1505.  A  set  of  fixed  quad- 
rants a^  a\  b,  b'  is  mounted  so  that  the  aluminum  vane 
V  v'  may  swing  between  them  on  the  pivot  d.  The  fixed  set 
of  (piadrants  is  connected  to  one  side  of  the  circuit  and  the 
swin^in^  vane  to  the  other,  so  that  when  they  become 
rhar^rd,  the  vane  is  attracted  and  drawn  in  between  the 
qu.idtanls.  and  the  voltai^e  is  indicated  by  the  pointer. 
These  voltmeters  have  the  atlvantage  that  they  require  no 
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current  whatever  for  their  operation.     This  is  sometimes  of 
importance,  especially  when  the  instVument  is  connected  te 
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THREE'VOl.XIUETER  METHOD. 


a  high  potential  circuit  and  left  connected  continuously.  A 
very  small  current  in  such  a  case  might  represent  a  consid- 
erable loss  of  energy.  

11948.  There  are  other  methods 
ich  do  not  involve  the  use  of  a  wattmeter,  and  which  are 
therefore  convenient  when  no  otiier  instruments  but  am- 
meters and  voltmeters  are  obtainable.  One  of  these,  known 
as  the  three-voltmuter  method,  is  shown  in  Fig.  150fi. 
The  circuit  in  which  the  power  expended  is  to  be  measured  is 
shown  by  be.  A  non-inductive  resistance  A"  is  connected  in 
series  with  6  c.  so  that  the  current  flowing  through  R  is  the 


g  power 


ia.T  ZW  JLl-TiaLlL£jniS 


^rarrmi:^  viit.  nns-  ^minnsisr  ^viibtixii  ^foin^  bejond  the 
r?  :c  "m*  -TT>^  iiii>«yrr  vj  xizmn^  an  arraaigeiiicm  for 
irrimu:  "tn?  Trtnnn-sr  mn:  lii*  mif*!::^iit  parts  of  the  cir- 
«T33:  t:  St  UKasnrr^  JL:  srj  jthchttt  dming;  a  crcle,  the 
5?inii  vtc  tb*  iiscBZCsxisni2S  xiiine?  :£  £^  satd.  £.^  must  be  equal 
to  t^  iii5cain»i»nisi  xajBc  cc  i  or 


/L 


irbrpc  r,  e^  josc  r^  rrorc^s-m  isK:mr.aTieaiis  x-aliies  of  E.  IL  F. 

or  ^  r, .  ^  =  .^  —  .-,'  —  r*. 

Thr  iws:jnL:j£mr/rMj:  Msziis  >zrp7*-y^z  t  •:  tbe  arcnit  ^  c  wotild  be 

▼here  ^  is  ihe  T^sTJiTJ/s^rri^^  T-ilue  i«f  the  current.  But  ^  ^  is 
a  non-inductive  resi^::-iLnce,  ^ud  the  current  in  it  must  be  in 
phasie  irith  ihe  jEL  M,  F.     He:ace,  if  r^  is  the  drop  through  R 

at  the  instant  the  current  is  r,  r  must  be  equal  to  -^,  and 

the  instantaneous  vatts  must  be 


But 
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■erage  power  supplied  will  be 


a^^" 


The  readings  of  the  voltmeter 
values;  consequently  the  power  e 
the  expression 


'■•)■ 

,  the  i/a; 


¥ 


-^(^-^•-^.•> 


la  some  cases  it  might  be  more  conveniei 
the  current  by  means  of  an  ammeter  C  than 
the  value  of  the  resistance  Ji.      In  this  case  sii 


t  to  measure 
to  determine 


1 


'  A- 


i£,\  ) 


(642.) 


(The  three-voltmeter  method  ia  quite  frequently  used  for 
measuring  power,  but  it  is  not,  in  general,  as  accurate  in  its 
results  as  the  wattmeter,  and  the  latter  is,  therefore,  always 
used  when  available.  It  will  be  noticed  in  formula  642 
that  all  the  voltmeter  readings  are  squared;  consequently, 
if  a  slight  mistake  is  made  in  the  observations,  the  error  in 
the  result  may  be  quite  large. 


V 


THBEB'AMMKTF.R  METHOD. 

3949.  Another  method  of  measuring  power  similar  to 
the  above,  and  known  as  the  tbree-atnmeter  metbod,  is 
shown  in  Fig.  1507.  In  this  case  the  non-inductive  resistance 
c  (/  is  connected  in  parallel  with  the  circuit  under  test,  and 
readings  are  talcen  of  the  current  in  the  resistance,  in  the 
circuit  under  test,  and  in  the  main  circuit.  Let  C  be  the 
current  in  the  main  circuit,  C,  in  the  resistance,  and  t,  in 


rf 
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the  circuit  in  which  the  power  expended  is  to  be  measured 
Then  the  watts  are  given  by  the  formula 


IV=  ^  (6'  -  Q  -  6.'), 


(643.) 
where  R  is  the  value  of  the  non-inductive  resistance. 


fA/WWWW^Qh 


The  student  can  work  out  the  proof  of  this,  as  it  is  similar 
to  that  for  the  three- voltmeter  method.  If  the  voltage  £  is 
known,  the  formula  may  be  written 


(644.) 


in  which  case  it  is  not  necessary  to  know  the  value  of  the 
resistance  R,  This  method  is  also  open  to  the  same  objec- 
tions as  the  three-voltmeter  method,  but  it  is  well  to  bear 
both  in  mind,  as  they  may  often  be  of  value  when  watt- 
meters of  the  proper  range  are  not  at  hand. 


SINGLE-PHASE  ALTERNATORS. 


GENERAL  CHARACTERISTICS. 

3950.     Dynamo-electric  machines  used  for  the  genera- 
tion of  alternating  E.  M.  F.'s  are  known  as  alternators. 

It  has  already  been  shown  in  the  section  on  Applied 
Electricity  that  the  E.  M.  F.  generated  in  the  armature  of 
a  direct-current  dynamo  is  essentially  alternating,  and  that 
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■  the  E.  M.  F.  acting  on  the  circuit  ad.     The 

tie  fixed  coil  will  also  be  equal  to  the  current 

F  ill  iV.f.  circuit,  hence  the  torque  action  between  the 

ill  at  all  instants  be  proportional  to  the  product 

Iftht  jnerage  torque  action  will  be  proportional  to  the 

watts.     Such  an  instrument  will,  therefore,  indicate 

i   value  of    the  watts  expended,    because    it    takes 

of    the    phase    difference    between    the   current 


The  Siemens  wattmeter,  like  the  dynamometer, 
xt  reading,  and  is,  therefore,  not  as  convenient  for 
work  as 
Je  direct- 
ly types,  such  as 
i^K«on.  It  is, 
(er,  Iht  standard 
and  the 
pich  is  used  for 
I'ther  in- 
I  because, 
like  the  dynamometer, 
there  are  few  parts 
ili'iit  it  to  change  or 
:  I  out  of  order.  Fig. 
■  '.1)4  shows  a  Weston  vn:.  iew. 

;i  irtable  wattmeter.      This  is  constructed  about  the  same 
as  the  voltmeter,  except  that  the  fixed  coils  are  composed 
of  a  few  turns  of  heavy  copper  conductor  which  carry  the 
current.     The  heavy  binding-posts  a,  b  at  the  side  of  the 
case  are  the  terminals  of  these  current  coils,  and  the  small 
binding-posts  r,  rfon  the  top  connect  with  the  swinging  coil. 
In  using  wattmeters,  care  should  l>e  taken  not  to  get  the 
connections  mixed,  because  if  the  current  coil  should,  by 
hupjstake.   be  connected  across  the  circuit,   the   instrument 
■fcKwId  in  all  probability  be  burnt  nut,  as  the  resistance  of 
coil  is  very  low  and  the  resulting  current  would  be 
lOUS.     In  order  that  the  readings  of  a  wattmeter  may 
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through  the  distance  a  b.     This  E.  M.  F.  curve  may  be  of 
tbc  sha{^  sh'rwn  in  Fig.  15^(9,  the  portion  at  y  being  fairly 
uniform  while  the  conductors  are  moving 
under  the  poles;  or  it  may  have  a  difFer- 
ent  shape,  depending  upon  the  shape  of 
'  the  coil  and  pole-pieces  as  well  as  upon 
Fio.  iu».  jjig  ^ay  jj,  (jhich  the  magnetic  lines  are 

distributed.  No  matter  what  the  shape  of  the  curve  17 ^'^ 
may  be,  t  he  /:'.  M.  F.  passes  through  one  alternation  when  the 
toil  is  moi'ed  a  distance  equal  to  titat  from  the  center  of  one 
pole  to  the  center  of  the  next.  If  the  coil  C"be  moved  back 
from  S  to  N,  the  same  set  of  values  of  the  E.  M.  F.  is  gener- 
ated in  the  opposite  direction;  hence,  by  moving  the  coil 
fnun  N  to  .S"  and  back,  the  ^ 

B.  M.    F.  passes   through 
one     complete     cycle 
Khown  in  Fig.  1510.     The  ■ 
arrangement      shown     in 
Fig.     IflOB    would,    there- 
fore,   constitute    an    ele-  Fio.  ibw. 
mentary   alternator,    and   the   E.  M.  F.  would   be   set   tip 
by  movements  of  the  coil  back  and  forth  across  the  pole 


/ 


7 


f«ocs,  thcff  Iteing  no  rotation  at  all.     Instead  of  moTing 
Ihr  coil  l>ack  and  forth,  the  same  effect  could  be  produced 
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by  moving  the  coil  forwards  continuously  in  front  of 
a  row  of  poles,  as  shown  in  Fig.  1311.  As  the  coil  C 
moves  past  the  poles,  it  cuts  the  lines  of  force  first  in  one 
direction  and  then  in  the  other,  thus  producing  the  alter- 
nating E.  M.  F.  represented  hy  the  curve  below.  It  should 
be  noted  that  while  the  coil  moves  through  the  distance 
between  one  north  pole  and  the  next  pole  of  the  same 
polarity,  the  E.  M.  F.  passes  through  one  complete  cycle. 
The  distance  from  a  to  c,  therefore,  corresponds  to  SfiO'  on 
the  E.  M.  F,  curve,  and  a  b  \.o  18(1".  For  every  pair  of 
polfs  passed,  the  E.  M.  F.  passes  through  a  complete  cycle 
of  valaes;  hence  it  follows  that  the  nitmhir  of  cycles  per 
second,  or  the  frequency  of  an  alternator,  is  equal  to  the 
number  of  pairs  of  pales  which  the  armature  ■winding  passes 
per  second.      If  the    number  of    poles    on    the    machine    is 

p 
/*  th<'  number  of   pairs   of   poles  is  -— ,   and  if  the  coil  is 


veil  past  the  pole 

1  be 


;  per 


ind.  the  fr. 


■quel 


3951.  Instead  of  the  single  coil  C,  Fig.  1511,  being  used 
by  itself,  three  other  coils,  shown  dotted,  might  be  connected 
in  series  or  parallel  with  C,  and  the  whole  four  moved  together 
in  front  of  the  poles.  If  the  coils  were  connected  in  series, 
it  is  evident  that  the  total  E.  M.  F.  produced  would  be  in- 
creased, because  all  the  E,  M.  F.'s  generated  in  the  turns 
of  the  different  coils  would  be  added  up.  If  they  were  con- 
nected in  parallel,  the  E.  M.  F.  would  bs  the  same  as  that 
produced  by  the  single  coil,  but  the  current-carrying  capacity 
would  be  increased,  because  there  would  now  be  four  circuits 
to  carry  the  current  in  place  of  one.  It  should  be  noted 
particularly  that  no  matter  how  many  coils  there  are,  or 
how  they  are  connected  together,  the  frequency  remains  the 
same  so  long  as  the  speed  s  and  the  number  of  poles  is  con- 
stant. In  other  words,  the  frequency  of  an  alternator  does 
not  depend  upon   the  way  in  which  the  armature  is  wound. 
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►iT   :c  "rrrr*:  :r:cr>ccting 
■zi : mi  :r      A=-  j:ci£-  t^rcrtf  :c^,  is  the 


f^-*  ^  ^  ►—  -- 


: .  I  .c  ir:':  .c   :  :-_:5.  F:x-  1^11-  if  the  migncl 


y^r*:  TSL^'.r^i  it:  tr-r  :  -iLi'  "-tji  >tit:-:c-i.rj.  AJ=»:',  >:th  coils 
i.vt  zz^xz.^'i  ~  i^it  te  *Cit:- -Cirr  sji-i  iz.  E.  M.  F.  still  be 
,:Aw^A  tj  -iu*::::^  th*  li-.e*  :f  ::r:e  tJireacing  the  or-ils  to 
Tirj,     Th-f^  thr*^  z:*th:«i5  ^tT*  rise  t  >  the  foilowing  three 

L  Those  :l.  "■'hiih  the  s.nna.t'iire  cjilsare  mored  relatively 

Z,  Tr*'yvs  :n  which  th^  neld  is  =:oTed  relativclv  to  a  fixed 

X  Th^yse  in  which  the  nia^etic  nux  passing  through  a 
fji^d  s^t  of  ^-oils  is  mace  t*-*  vary  bv  moving  masses  of  iron, 
caiift^i  inductors^  |>ast  them. 

For  c/>nvenience  in  referring  to  alternators,  we  will  sup- 
j/</Vi  that  the  armature  is  the  revolving  part  and  the  field 
fixed,  though  it  must  be  remembered  that  actual  machines 
may  be  built  with  any  of  the  three  arrangements  mentioned 


CO^ItlTKUCTIOX   OF  ALTBKXATOBS. 

3il53*  The  commonest  type  of  alternator  is  that  in 
which  the  coils  are  mounted  on  a  drum  and  revolved  in 
front  of  a  magnet  consisting  of  a  number  of  radial  poles. 
Alternator  armatures  may  be  of  the  ring,  drum,  or  disk 
type,  but  llie  drum  style  is  used  almost  exclusively  in 
America.  If  wc  suppose  the  poles,  Fig.  1511,  bent  into  a 
<:ircle  and  the  coils  mounted  upon  a  drum  revolving  within 
I  lie  poNrs,  w<;  will  have  one  of  the  commonest  types  of  alter- 
nators.    This  arrangement  is  shown  in  Fig.  1512,  except 
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that  in  this  case  the  machine  is  provided  with  eight  radial 
poles  and  eight  coils  on  the  armature,  giving  a  style  of  wind- 
ing in  common  use  for  machines  used  on  lighting  circuits. 
In  this  case  there  are  as  many  coils  on  the  armature  as  there 
are  poles  on  the  machine;  but  a  winding  might  easily  be 
used  in  which  there  would  be  only  half  as  many  coils  as 
poles.      There  is  a  large  variety   of    windings    suitable  for 


alternators,  and  the  designer  has  toselect  the  one  best  suited 
to  the  work  which  the  machine  nas  to  do.  In  Fig.  loli  the 
coils  C"arc  shown  bedded  in  the  slots/  on  the  circumference 
of  the  iron  core  /'  which  is  built  up  of  thin  iron  stampings. 
These  coils  are  heavily  taped  and  .insulated  and  are  secured 
in  pla>:e  by  hardwood  wedges  w.  This  makes  a  style  of 
armature  not  easily  injured,  and  the  use  of  the  dovetailed 
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slots  and  wooden  wedges  does  away  with  the  necessity  of 
band  wires.  As  the  armature  revolves,  the  coils  sweep 
past  the  pole  faces,  and  the  E.  M.  F.  is  generated  in  the  same 
way  as  in  the  case  shown  in  Fig.  1511,  i.  e.,  the  movement 
of  the  coils  relative  to  the  pole-pieces  becomes  one  of  trans- 
lation rather  than  of  rotation. 

3954.     Alternators  are  generally  required  to  furnish  a 
high  voltage,  and,  in  consequence,  the  armature  coils  are 


PlO.  1618. 

usually  connected  in  series.  Care  must  be  taken  in  connect- 
ing up  such  windings  to  see  that  the  coils  are  so  connected 
that  none  of  the  E.  M.  F.'s  oppose  one  another.  By  laying 
out  a  diagram  of  the  winding,  the  manner  in  which  the  coils 
must  be  connected  will  be  easilv  seen.  This  has  been  done 
in  Fig.  1513,  which  shows  diagrammatically  the  winding  of 


CURRENT   APPARATUS. 


2653 


!  armature  in  Fig.  1513.  The  coils  are  represented  by 
;  heavy  sector-shaped  figures,  and  the  connections  between 
:m  by  the  lighter  lines.  The  circles  in  the  center  repre- 
sent the  collector  rings  of  the  machine,  and  the  radial  lines 
that  part  of  the  coil  which  lies  in  the  slot,  that  is,  the  part 
in  which  the  E.  M.  F.  is  generated.  The  circular  arcs  join- 
ing the  ends  of  the  radial  lines  represent  tha  ends  of  the 
coils  which  project  beyond  the  laminated  armature  core. 
The  drawing  is  made  to  show  the  coils  at  the  instant  the 
conductors  in  the  slots  are  opposite  the  centers  of  the  pole- 
pieces.  At  this  instant  the  E.  M,  F.  will  be  assumed  to  be 
at  its  maximum  value,  and  we  will  suppose  that  the  direction 
of  rotation  is  such  that  the  conductors  under  the  north  poles 
have  their  E.  M.  F.'s  directed  from  the  hack  of  the  arma- 
ture towards  the  front.  These  E.  M.  F.'s  will  be  denoted 
by  an  arrow-head  pointing  towards  the  center  of  the  circle, 
since  the  inner  end  of  the  radial  lines  represents  the  front  or 
collector-ring  end  of  the  armature.  The  E.  M.  F.'s  in  the 
conductors  under  the  south  poles  must  be  in  the  opposite 
direction,  or  pointing  away  from  the  center.  After  having 
marked  the  direction  of  these  E.  M.  F.'s,  it  only  remains  to 
connect  the  coils  up  so  that  the  current  will  flow  in  accord- 
ance with  the  arrows.  Starting  from  the  collector  ring  7?, 
and  passing  through  the  coils  in  the  direction  of  the  arrows, 
it  is  seen  that  the  connections  of  every  other  coil  must  be 
reversed;  i.  e.,  if  1,  J',  3,  2",  etc.,  reprcsentthe  terminals  of 
the  coils,  r  and  2'  must  be  connected  together,  also  S  and  J, 
and  so  on.  The  end  S  is  connected  to  the  other  collector 
ring  and  the  winding  thus  completed.  The  connections  of 
such  a  winding  are  quite  simple;  but  if  not  connected  with 
regard  to  the  direction  of  the  E.  M.  F.'s,  as  shown  above, 
the  armature  will  fail  to  work  properly.  For  example,  if  1' 
were  connected  to  2,  S'  to  S,  and  so  on  around  the  armature, 
the  even-numbered  coils  would  exactly  counterbalance  the 
odd-numbered  ones,  and  no  voltage  would  be  obtained 
between  the  collector  rings.  Of  course,  in  this  case  all  the 
coils  are  supposed  to  be  wound  in  the  same  direction,  as  is 
nearly  always  done  in  practice.     The  connections  shown  in 
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the  diagram.  Fig.  1.513,  are  shown  between  the  coils  in  Fig. 
1512.  It  should  be  nuted,  in  passing,  that  this  constitutes 
an  open-circuit  winding;  that  is,  the  winding  is  not  closed 
on  itself,  like  that  of  a  continuous-current  drum  or  ring 
armature.  A  large  number  of  alternator  windings  are  of 
the  open-circuit  type,  which  is  better  adapted  for  the  pro- 
duction of  high  voltages,  because  it  admits  of  a  large  number 
of  turns  being  connected  up  in  series. 

3955.     Most  alternating-current  dynamos  of  the  revolv- 
ing-armature  and  stationary-field  type  are  built  on  much  the 


3ame  lines  as  direct-current  multipolar  machines.  Usually, 
however  they  have  a  larger  number  of  poles.  Fig.  1514 
shows  a  common  type  of  alternator  with  revolving  armature 
a  and  stationary  field  /,  with  inwardly  projecting  poles,  on 
which  are  placed  the  spools  s.  This  is  an  eight-pole  machine 
with  an  armature  winding  similar  to  that  shown  in  the  dia- 
gram, Fig.  loUf.  The  two  collector  rings  r,  r'  are  seen 
mounted  on  the  end  of  the  shaft  outside  the  bearing,  and 
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are  connected  to  the  armature  winding  by  heavily  insulated 
leads  passing  through  a  hole  in  the  shaft.  Some  machines 
have  the  collector  rings  on  the  armature  side  of  the  bearing, 
thus  avoiding  the  necessity  of  bringing  the  wires  through 
the  shaft,  but  making  the  distance  between  the  centers  of 
the  bearings  greater. 

3956.  The  number  of  poles  on  these  machines  is  made 
large,  in  order  to  obtain  the  necessary  frequency  without 
running  the  machine  at  too  high  a  speed.  It  is  evident  from 
what  has  been  pointed  out  in  Art.  3950  that  for  every 
revolution  of  the  armature  the  E.  M.  F.  passes  through  as 

many  complete  cycles  as  there  are  pairs  of  poles,  and  the 

p 
frequency  was  shown  to  be  «  =— .y,  where  P=  number  of 

poles,  and  s  =  revolutions  of  the  armature  per  second. 
If  we  represent  the  number  oi  pairs  of  poles  by/, 

n=zpxs,  (646.) 

or  -^  =  T-  (647.) 

Therefore,  with  a  given  frequency  «,  the  number  of  poles 
must  be  made  large  if  the  speed  s  is  to  be  kept  down.  For 
example,  if  an  alternator  has  8  poles  and  runs  at  a  speed  of 
900  rev.  per  min.,  its  frequency  will  be  |^  X  -V/  =  ^^  cycles 
per  see.  If  we  attempted  to  obtain  a  frequency  of  CO,  which 
is  a  very  common  one,  by  using  a  two-pole  machine,  its 
speed  would  have  to  be  ^  =  Y",  ^^  ^^  rev.  per  sec,  or  3,600 
rev.  per  min.,  a  speed  altogether  too  high  for  a  machine  of 
any  size. 

3967.  It  follows  from  the  above  that  if  the  frequency 
is  fixed,  as  it  usually  is,  and  it  is  desired  to  run  an  alternator 
at  a  given  speed,  it  must  be  made  with  such  a  number  of 
poles  -Pthat  the  condition  ;/  =/  X  J  will  be  fulfilled.  Alter- 
nators are  often  required  to  run  at  a  specified  speed  in  cases 
where  they  are  to  be  coupled  directly  to  water-wheels  or 
engines.     This  leads  to  the  designing  of  a  large  number  of 
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special  machines  suited  to  these  conditions,  because  alterna- 
tors, on  account  of  the  relation  which  must  be  preserved 
between  frequency,  speed,  and  number  of  poles,  can  not  be 
adapted  to  different  conditions  of  speed  and  voltage  by 
changing  the  armature  winding,  as  is  done  with  direct-cur- 
rent machinery.  The  number  of  poles  used  on  commercial 
machines  varies  greatly,  as  there  is  a  wide  range  of  frequen- 
cies and  speeds  to  be  met.  Alternators  are  built  with  the 
number  of  poles  varying  all  the  way  from  4  up  to  60  or  80 
and  sometimes  more.  The  number  of  poles  usually  increases 
with  the  size  of  the  machine,  because  the  speed  of  the  larger 
dynamos  is  necessarily  less  than  that  of  the  smaller.  The 
Westinghouse  1,200  K.  W.  alternator  may  be  mentioned  as 
an  example  of  a  large  machine  adapted  for  direct  connection 
to  a  steam-engine.  This  alternator  has  40  poles  and  runs  at 
a  speed  of  180  R.  P.  M.,  thus  delivering  current  at  60  cycles. 
The  number  of  poles,  the  output,  and  speed  of  some  of  the 
smaller  sized  machines  are  given  below: 

TABIvE  115. 

ALTBRNATORS. 


eo  Cycle. 

No.  Poles. 

125  Cycle. 

No.  Poles. 

Output 
K.  W. 

Speed 
R.  P.  M. 

Output 
K.  W. 

St)eed 
R.  P.  M. 

8 
12 
10 

75 
150 
250 

900 
COO 
450 

10 
14 
IG 

30 
120 
200 

1,500 

1,070 

940 

3958.  The  E.  M.  F.  curve  furnished  by  an  alternator 
of  the  type  shown  in  Fig.  1514  would  not  follow  the  sine 
law.  Such  machines,  with  heavy  coils  embedded  in  slots, 
usually  give  a  curve  which  is  more  or  less  peaked  and  rag- 
ged in  outline,  and  are  best  adapted  for  lighting  work.  For 
purposes  of  power  transmission  it  is  desirable  to  have  a  ma- 
chine giving  a  smooth  E.  M.  F.  wave,  and  this  can  be  obtained 
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by  adopting  the  proper  kind  of  winding  for  the  armature. 
The  advantages  and  disadvantages  of  the  different  wind- 
ings will  be  taken  up  in  connection  with  alternator  design, 
attention  being  paid  here  to  the  principles  governing  the 
generation  of  the  E.  M.  F.  and  the  connecting  up  of  the 
armature  coils. 


y 


-j^ 


-A 


•* — 


'Fiteh 
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3959.  The  distance  e  /,  Fig.  1515,  from  the  center  of 
one  pole-piece  to  the  center  of  the  next  is  called  the  pltcli 
of  the  alternator.  The  relation 
between  the  pitch  and  the  width 
of  pole  face  A  varies  in  different 
makes  of  machines,  but  in  a  large 
number  of  American  alternators  the 
distance  B  between  the  poles  is  made 
equal  to  the  width  of  pole  face  -^  or  ^ 
the  pitch,  and  the  pole-pieces  cover 
50^  of  the  armature.  The  shape  of  the  E.  M.  F.  curve  is 
determined  largely  by  the  relative  shape  of  the  coils  and 
pole-pieces  and  the  way  in  which  the  conductors  are  dis- 
posed on  the  surface  of  the  armature. 

The  width  of  the  opening  IV  in  the  coil  should  not  in  general 

be  much  less  than  the  breadth  of  the  pole-piece 
A.  It  has  been  found  that  it  may  be  slightly 
less  without  doing  any  harm ;  but  if  made  too 
narrow,  trouble  is  likely  to  arise  owing  to  the 
E.  M.  F.'s  induced  in  different  conductors  of 
the  same  coil  being  opposed  to  each  other, 
thus  cutting  down  the  total  E.  M.  F.  gener- 
ated. 

This  will  be  seen  by  referring  to  Fig.  1516, 
where  a  coil  of  three  turns  is  shown  with  its 
width  of  opening  fFless  than  the  polar  width 
A,  When  the  coil  moves  across  the  pole  face 
in  the  direction  of  the  arrow,  the  E.  M.  F.'s 
induced  in  the  two  conductors  a  and  b  will 
both  be  in  the  same  direction,  because  they  both  cut  lines  of 
force  in  the  same  way.     The  consequence  is  that  these  two 


$ 
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E.  M.  F.'s  oppose  each  other,  as  will  be  readily  seen  by  fol- 
lowing the  arrow-heads.  When  an  alternator  is  loaded,  the 
armature  reaction  causes  the  magnetism  to  crowd  more  or 
less  towards  one  side  of  the  poles,  thus  practically  reducing 
the  width  of  the  magnetic  flux,  and  on  account  of  this  it  has 
been  found  possible  to  make  the  width  IV  a  little  less  than 
A  without  bad  results.  Usually,  however,  the  width  of  the 
opening  is  nearly  equal  to  that  of  the  pole  face. 


CALCULATION  OP  B.  M.  F.  GBNBRATBD  BY  ALTBRNATORS. 

3960.  It  has  already  been  shown  (Art.  3882)  that  the 
effective  E.  M.  F.  induced  in  a  coil,  when  a  magnetic  flux 
N  is  made  to  vary  through  it  according  to  the  sine  law,  is 

^  ""        10'       • 

This  is  the  case  in  an  alternator  producing  a  sine  E.  M.  F. 
The  flux  N,  which  is  caused  to  vary  through  the  coils  by 
the  motion  of  the  armature,  is  the  number  of  lines  flow- 
ing from  one  pole-piece ;  T  is  the  total  number  of  turns  on 
the  armature  connected  in  series;  and  ;/  is  the  frequency. 
This  formula  may  be  easily  proved  by  remembering  that 
the  average  volts  =  average  number  of  lines  of  force  cut  per 
second  -^  10". 

Let  s  =  revolutions  per  second ; 
/  =  number  pairs  of  poles; 
2/>=  number  of  poles; 

N  =  number  of  lines  flowing  from  one  pole; 
T  =  number  of  turns  in  series; 
2  7"=  number  of  conductors  in  series. 

Each  conductor  cuts  an  average  of  2/ iV  lines  per  revolu- 
tion, or  2/ A^  J  lines  per  second;  hence, 

average  E.  M.  F.  =  -^ — — =  — Jqs^—- 

But  p  X  s  =  frequency  =  » ; 

4:NTn 


hence,  average  E.  M.  F.  = 


10" 
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The  effective  E.  M.  F.  is  1.11  times  the  average;  therefore, 

^A4:NTn 


j:._^NTn  x  1.11 
^~  10- 


10* 


(648.) 


or,  the  effective  E.  M,  F,  generated  by  an  alternator  is  equal 
to  Ji^Jf^  times  the  product  of  the  number  of  lines  flowifig  from 
one  pole,  the  number  of  turns  coftnected  in  series ^  and  the 
frequency^  divided  by  10^, 

3961.  Formula  648  gives  the  effective  E.  M.  F.  at  the 
collector  rings  when  the  alternator  is  run  without  any  load, 
i.  e.,  on  open  circuit.  If  the  machine  be  loaded,  the 
E.  M.  F.  at  the  terminals  will  fall  off  from  the  value  given 
by  the  above  equation.  This  formula  gives  the  total  effect- 
ive E.  M.  F.  generated  only  when  the  turns  7"  which  are 
connected  in  series  are  so  situated  as  to  be  simultaneous- 
ly affected  by  the  changes  in  the  magnetic  fiux.  This 
means  that  the  conductors  must  be  bunched  together  into 
heavy  coils  like  those  shown  in  Fig.  1612  if  the  maximum 
effect  is  to  be  obtained.  If  the  winding  were  spread  out 
over  the  surface  of  the  drum,  as  is  done  in  direct-current 
armatures,  the  E.  M.  F.  in  one  set  of  conductors  would  not 
rise  to  its  maximum  value  until  after  the  E.  M.  F.  in  the 
preceding  set.  For  example,  suppose  we  had  an  alternator 
wound  with  fiat  pan-cake  coils  as  shown  in  Fig.  1517.     The 


Fig.  1517. 


coil  is  here  spread  out  to  a  certain  extent,  and  the 
E.  M.  F.'s  in  the  different  turns  would  be  slightly  out  of 
phase  with  each  other,  because  they  would  not  all  come  into 
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and  go  out  of  action  at  the  same  instant.  The  total  E.  M.  F. 
generated  by  such  a  coil  would  be  the  resultant  sum  of  the 
E.  M.  F.'s  generated  in  the  different  turns,  and  the  more 
these  separate  E.  M.  F.'s  arc  thrown  out  of  phase  by  spread- 
ing out  the  coil,  the  smaller  would  be  the  resultant  terminal 
E.  M.  F.  obtained.  If  the  five  turns  of  the  coil  shown  in 
Fig.  1517  were  placed  together  in  a  slot,  they  would  all  be 
affected  by  the  magnetic  flux  at  practically  the  same  instant. 
Hence,  for  a  given  length  of  active  armature  conductor, 
concentrated  windings  produce  the  maximum  E.  M.  F.  at  no 
load,  and  if  the  winding  is  distributed ^  the  terminal  E.  M.  F. 
at  no  load  is  lowered.  Both  kinds  of  winding  have  their 
advantages  and  disadvantages,  which  will  be  taken  up  in 
connection  with  alternator  design.  For  the  present  the 
student  will  please  bear  in  mind  that  formula  648  gives 
the  E.  M.  F.  when  the  machine  is  running  on  open  circuit 
and  when  the  winding  is  so  concentrated  that  all  the  con- 
ductors pass  into  and  out  of  action  simultaneously. 

3962.  The  E.  M.  F.  obtained  at  the  terminals  or  col- 
lector rings  of  the  alternator  may  be  considerably  less  than 
that  given  by  formula  648  when  the  machine  is  loaded, 
because  a  portion  of  the  E.  M.  F.  generated  will  be  used  up 
in  forcing  the  current  through  the  armature  against  its 
resistance,  and  some  of  the  E.  M.  F.  will  also  be  necessary  to 
overcome  the  self-induction.  In  the  case  of  a  direct-current 
dynamo,  the  pressure  obtained  at  the  brushes  for  any  given 
load  is  equal  to  the  total  pressure  generated  less  the  pressure 
necessary  to  overcome  the  resistance  of  the  armature.  If  C 
is  the  current  and  R^  the  armature  resistance,  the  lost  volts 
are  C/?„,  and  the  pressure  at  the  brushes  \^  E^^=i E  —  C R^^ 
where  E  is  the  total  voltage  generated.  In  the  case  of  an 
alternator,  the  voltage  at  the  terminals  may  fall  off  greatly  as 
the  load  is  increased,  on  account  of  the  armature  self- 
induction,  the  falling  off  being  much  greater  than  that 
accounted  for  by  the  resistance.  The  effects  of  armature 
self-induction  will  best  be  understood  by  referring  to  Figs. 
1518  and  1519.     The  alternator  is  supposed  to  be  run  at  a 
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constant  speed  with  a  constant  strength  of  field ;  the  total 
E.  M.  F.  generated'in  the  armature  will  therefore  be  constant, 
because  the  rate  at  which  lines  of  force  are  cut  does  not 


-»« 


Fig.  1618. 

change,  no  matter  what  current  is  taken  from  the  machine. 
We  will  suppose  that  the  alternator  is  working  upon  a  non- 
inductive  load,  such  as  incandescent  lamps,  and  we  will  repre- 
sent the  current  in  the  external  circuit  by  the  line  o  x\  Fig. 
1518.  The  E.  M.  F.  necessary  to  overcome  the  armature 
resistance  will  be  represented  by  <?  ^  in  phase  with  the  cur- 
rent 0  X  and  equal  to  R^  C\  the  E.  M.  F.  necessary  to  over- 
come the  armature  reactance  2  ?r ;/  i  C*  will  be  represented  by 
o  c  90®  ahead  of  the  current;  and  the  total  E.  M.  F.  neces- 
sary to  overcome  both  resistance  and  reactance  will  be  ^  ^  = 
C^Ra  +  (2  7t7i  Ly,  ^°  ahead  of  the  current  in  phase.  The 
resultant  sum  of  this  E.  M.  F.  o  ^and  the  E.  M.  F.  obtained 
at  the  terminals  of  the  alternator  must  always  be  equal  to 
the  total  E.  M.  F.  generated  ii,  which  is  of  fixed  value  so  long 
as  the  speed  and  field  excitation  remain  constant.  Since 
the  alternator  is  working  on  a  non-inductive  load,  the 
terminal  voltage  E'  must  be  in  phase  with  the  current  and 
in  the  same  direction  as 'the  current  line  o  ,i\  Fig.  1519. 
The  line  o  {/,  <^°  ahead  of  o  x  and  equal  to  o  d.  Fig.  1518, 
represents  the  amount  and  direction  of  the  E.  M.  F.  to  over- 
come the  armature  impedance.  Hence  the  total  E.  M.  F.  E 
must  be  the  diagonal  of  a  parallelogram  which  has  its  sides 
parallel  to  o  d  and  o  .r,  and  of  which  o  d  is.  one  side.  The 
value  of  the  terminal  E.  M.  F.  E'  must  therefore  be  o  /*, 
and  it  will  bp  noticed  that  it  is  considerably  less  than  the 
E.  M.  F.  E,  By  examining  these  two  diagrams,  it  will  be  seen 
that  if  the  inductance  of  the  armature  is  large  compared  with 
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the  resistance,  the  line  urfwillbelongand  the  angle  <P  nearly 
90".  Consequently,  the  terminal  E.  M.  F.  £'  obtained  from 
a  given  E.  M.  F.  ^will  be  very  small.  If  sufficient  currertis 
taken  from  a  machine  with  large  armature  self-inductance, 
the  terminal  E.  M.  F.  may  fall  to  zero;  that  is,  all  the  voltage 
generated  is  used  up  in  overcoming  the  impedance  of  the 
armature,  and  we  have  practically  a  wattless  current  flow- 
ing. 


3993.  Alternators  having  high  armature  self-inductance 
may  be  short-circuited  without  much  danger  of  burning  them 
out.  When  a  machine  of 
this  kind  is  short-circuited 
the  current  does  not  rise 
to  a  very  large  amount, 
as  with  direct-current  ma- 
chines, because  the  volt- 
age generated  is  required 
to  overcome  the  induct- 
ance, and  is  unable  to  set 
up  a  large  current.  As 
the  load  is  increased,  the 
E.  M.  F.  falls  off  at  first 
slowly  and  then  more  rap- 
idly, until,  when  a  certain 
current  is  reached,  the 
terminal  E.  M.  F.  has 
P'o- 1"*"-  dropped  to  zero,  and  no 

further  increase  in  current  can  take  place.  This  is  illustrated 
by  Fig.  15"-J0,  which  shows  a  curve  taken  from  an  alternator 
with  an  armature  of  fairly  high  self-induction.  The  normal 
full-load  current  of  this  machine  is25  amperes,  and  it  isseen 
that  as  the  load  is  increased,  the  terminal  voltage  keeps  fall- 
ing off,  until  at  short  circuit  the  current  is  about  47  amperes 
and  the  terminal  voltage  zero.  Such  a  machine  would  prob- 
ably not  be  injured  by  a  short  circuit,  because  it  would  be 
able  to  carry  a  current  of  47  amperes  for  some  time  without 
dangerously  overheating  the  armature. 
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3864.  The  student  will  see  from  the  above  that  the  out- 
it  of  an  alternator  may  be  limited  if  the  armature  self- 
induction  is  too  high,  because  the  voltage  may  drop  off 
before  the  machine  is  delivering  the  current  which  it  is 
capable  of  doing  without  overheating.  The  output  of 
alternators  is.  of  course,  affected  by  the  heating  of  the 
armature  conductors,  just  as  in  the  case  of  direct-current 
machines,  and  the  output  is  iti  most  cases  limited  by  this 
effect  rather  than  by  the  self-induction. 


E:XAMI>L.K!a  FOR  PRACTICE. 

1.  It  an  alternator  is  to  run  at  1,200  R.  P.  M.  and  to  give  a  frequency 
of  60  cycles  per  second,  how  many  poles  must  it  have  ?  Ans.  8. 

2.  How  many  poles  should  a  (10-cycie  alternator  have  if  it  is  desired 
to  couple  it  directly  to  a  walcr-wheel  running  225  R.  P.  M.?      Ana.  33. 

3.  A  ten-pole  alternator  runs  at  tiie  rate  of  l.fiOO  R.  P.  M.  The 
armature  is  provided  with  ten  coils  of  40  turns  each,  connected  in 
series,  and  the  ilui  through  each  [lole  ia  1.000.000  lines.  What  E.  M.  F. 
will  the  machine  give  at  the  collector  rings  when  running  on  open 
circuit  ?  Ans.  2.220  volts. 

pmt.n  EXCITATION  OF  ai.te;rnators. 

3965.  In  most  alternating-current  systems,  the  voltage 
at  the  points  where  the  current  is  distributed  H  kept  con- 
stant, or  nearly  so.  This  means  that  the  voltage  at  the 
terminals  of  the  alternator  must,  as  a  rule,  rise  slightly  as 
the  load  comes  on,  the  amount  of  rise  depending  upon 
the  loss  in  the  line.  At  any  rate,  the  voltage  at  the  termi- 
nals must  not  drop  off,  and,  as  it  has  been  shown  above 
that,  with  constant  field  excitation,  the  voltage  will  fall  off 
with  the  load,  it  becomes  necessary  to  increase  the  strength 
of  the  field-magnets  as  the  current  output  of  the  machine 
increases.  For  accomplishing  this  there  are  two  methods 
in  use,  which  are  analogous  to  those  employed  for  the  reg- 
ulation of  shunt  and  compound  wound  continuous-current 
machines. 

The   simplest  method  is  that  indicated   by  the 
I,  Fig.  1521.      W represents  the  armature  winding. 
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th<!  t<*rininals  7",  T*  of  which  are  connected  to  the  ccJ- 
litrtr>r  rinjj^s  A\  A",  connecting  to  the  line  by  means  of  the 
l)nish<'S  jT^  //.  The  field  is  excited  by  a  set  of  coils  on 
\\\i\  i>ol(r.j)i(!ccs  represented  by  C,  and  current  is  supplied 
to  these  from  a  small  continuous-current  dvnamo  or 
exiitcr  li.  This  is  a  small  shunt-wound  machine  with  an 
adjustable  field  rheostat  r  in  its  shunt  field /l     An  adjust- 


Fig.  1521. 

able  rheostat  A'  is  j)la(*ed  also  in  the  alternator  field  circuit. 
When  the  voltajj^e  drops,  the  fields  may  be  strengthened  by 
adjusting  the  resistances  A'  and  r.  This  method,  which  is 
that  used  with  plain  separately  excited  alternators,  serves 
to  keep  the  voltage  right,  and  may  be  used  with  advantage 
when  a  number  of  alternators  are  supplied  from  one 
exciter;  but  it  is  a  hand  method,  and  is  therefore  objec- 
tionable if  the  load  varies  much. 

3967.     The  second  method,  shown  in  Fig.  1522,  varies 

the  excitation  of  the  field  in  proportion  to  the  current 
which  the  machine  is  supplying,  and  thus  keeps  the  voltage 
up  automatically.  Each  field  coil  in  this  case  consists  of 
two  windings   similar  to   those  used  on  compound-wound 
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continuous-current  dynamos.  One  set  of  windings  is  sep- 
arately excited  by  means  of  the  exciter  -£,  and  is  provided 
with  a  rheostat  /?,  as  in  the  previous  case.  The  field  of  the 
exciter  is  also  provided  with  a  rheostat  r.  The  greater  part 
of  the  current  furnished  by  the  alternator  flows  through  the 
series  winding  represented  by  the  heavy  coil  S\  and  since 
this  causes  the  magnetism  to  increase,  the  machine  main- 
tains its  voltage.     The  separately  excited  coils  set  up  the 
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FlO.  1522. 

magnetism  necessary  for  the  generation  of  the  voltage  at 
no  load,  and  the  series  coils  furnish  the  additional  magnet- 
ism necessary  to  supply  the  voltage  to  overcome  the  arma- 
ture impedance. 

3968.  The  current  flowing  in  these  series  coils  must 
not  be  alternating,  because  if  it  were  it  would  tend  to 
strengthen  the  poles  one  instant  and  reverse  them  the  next, 
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(ir\f\  on  thia  rir.connt  the  current  must  be  rectified  before 
hr:in^  <*ent  around  the  field.  This  is  accomplished  bv  Tiear> 
of  the  rommutator,  or  rectifier,  CC\  which  is  moan  ted  on 
the  shaft  alonjfHidf!  the  collector  rings.  It  consists  of  two 
ca**tinj^H  (\  ('.'  (shown  developed  in  the  figure),  which  arc 
fiftrd  toj;(ether  and  form  a  commutator  of  as  many  sections 
as  there  are  [K)les  in  the  machine.  The  alternate  sections 
are  connected  together  by  the  conductors  c^c ,  as  shown  in 
Fig.    irr;i3,   the   light  sections  belonging  to  one  casting  C 

and  the  dark  to  the  other  C.  Two  brushes 
//and  e  which  press  on  the  commutator  arc 
.s/>  arranged  that  one  is  always  in  contact 
with  C^  while  the  other  touches  C\  The 
connectir)ns  are  as  shown  in  the  diagram. 
One  terminal  T  of  the  armature  winding 
connects  directly  to  the  ring/? and  thence  to 
the  line.  The  other  terminal  T'  connects  to 
one  side  of  th(!  rectifier  (\  and  the  other  side  C  is  connected 
to  the  remaining  ring  A".  By  following  the  direction  of  the 
current,  it  will  be  seen  that  while  the  rectifier  causes  the 
ctirrent  to  flow  in  the  same  direction  in  the  series  coils  5, 
it  Htill  reniaiuH  alternating  in  the  line  circuit.  Take  the 
instant  when  the  coilH  0('cupy  such  a  position  that  the  current 
is  flowing  out  from  the  terminal  7",  and  mark  the  direction 
of  flow  in  the  different  parts  of  the  circuit  by  the  closed 
arrow-heads.  The  current  will  flow  out  on  the  line  Z,  back 
on  M  to  C\  through  .S',  flowing  from  left  to  right,  back  to 
i\  and  thence  back  to  the  armature.  When  the  armature 
has  turned  through  a  distance  equal  to  that  between  two 
poles,  the  current  will  be  flowing  in  the  opposite  direction, 
as  in<licale(l  by  the  open  arrow-heads;  that  is,  it  will  be 
flowing  out  from  7'  to  t\  ixoxw  C  \X,  will  go  to  the  brush  e 
insteatl  of  </,  because  it  must  be  remembered  that  the  recti- 
fier has  turned  through  the  same  angle  as  the  armature, 
and  hence  d  has  slid  from  C  ovi  to  C\  From  e  the  current 
flows  through  wV  in  the  same  direction  as  before  back  to  C\ 
out  K\\\  the  line  J/,  ii»^^l  back  on  L  to  1\  The  action  of  the 
rectifier   is,  briefly,  to   keep  changing  the  connections  of 
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(/and  e  as  the  current  changes,  thus  keeping  the  current  in  5 
in  the  same  direction  while  it  remains  alternating  in  the 
tine.  Usaally  the  brushes  d,  e  are  placed  on  the  commu- 
tator as  shown  by  i/and  e'.  Fig.  1523,  in  order  to  have  them 
farther  apart,  their  action,  however,  being  the  same.  A 
shunt  resistance  S'  is  usually  placed  across  the  coils  5,  in 
order  to  adjust  the  compounding  of  the  machine  to  the  cir- 
cuit on  which  it  is  to  work,  since  by  varying  S\  the  percent- 
age of  the  total  current  passing  around  the  field  can  be 
changed. 

3969.  Another  method  very  similar  to  the  above  is 
also  employed,  in  which  the  main  current,  instead  of  passing 
through  the  rectifier  and  series  coils,  flows  through  the  pri- 
mary of  a  small  transformer  carried  in  the  armature.  The 
secondary  of  this  transformer  is  connected  to  the  rectifier 
and  supplies  the  series  field  with  a  current  which  varies 
directly  with  the  load. 


F  HEVOLVING-FIEI.D     AND      I\DCCTOH 

ALTERNATORS. 

3970.  It  has  been  mentioned  previously  that  it  makes 
no  difference  in  the  case  of  an  alternator  whether  the  field 
or  armature  is  the  revolving  part.  It  is  hardly  practicable 
to  make  a  direct-current  dynamo  with  a  revolving  field 
and  stationary  armature,  because  it  is  necessary  that  the 
brushes  should  always  press  on  the  commutator  at  certain 
neutral  points  which  bear  a  fixed  relation  to  the  field,  and 
the  brushes  would,  therefore,  have  to  revolve  with  it. 
This,  of  course,  would  be  objectionable,  because  it  is  often 
necessary  to  get  at  the  brushes  while  the  machine  is  run- 
ning. In  an  alternator  the  brushes  pressing  on  the  col- 
lector rings  do  not  have  to  bear  any  fixed  relation  to  the  field, 
consequently  there  is  no  objection  to  the  use  of  a  fixed  arma- 
ture, the  current  from  which  can  be  carried  off  by  leads 
connected  to  the  winding.  Two  collector  rings  are  neces- 
sary for  carrying  the  exciting  current  into  the  revolving 
field,    so   that   the    use    of  the  stationary   armature    does 
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not  do  away  with  moving  contacts.  The  revolving-6eld 
type  has  an  advantage  in  that  the  armature,  being  station- 
ary, is  easy  to  insulate  for  high  voltages.  This  construc- 
tion also  admits  of  the  ready  use  of  armatures  of  large 
diameter,  thus  rendering  such  machines  particularly  adapted 
to  slow  speeds. 

3971.  Alternators  of  the  revolving -fie  Id  typie  are  com- 
ing rapidly  into  use,  and  some  have  been  built  generating 
pressures  of  eight  to  ten  thousand  volts.  The  arrangement 
of  the  parts  of  this  type  of  machine  is  usually  similar  to  that 
shown  in  Fig.  1624.     This  shows  a  portion  only  of  the  sta- 


tionary armature  A,  which  is  external  to  the  revolving  field. 
The  armature  core  is  bviilt  up  of  a  large  number  of  sectional 
stampings  C"  provided  with  slots  on  their  inner  periphery, 
and  the  whole  core  structure  is  clamped  in  a  heavy  cast-iron 
yoke  A  by  means  of  the  flange  B.  The  armature  coils  D 
are  held  in  the  slots  by  means  of  wooden  wedges  in  much 
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the  same  way  as  in  the  revolving  armature  machines.  The 
field  structure  is  made  up  of  a  cast-steel  ring  O  carried  by 
the  arms  //,  which  terminate  in  a  hub  keyed  to  the  shaft. 
Laminuled  field  cores  £  are  bolted  to  6"  by  means  of  bolts 
F,  and  the  (ii'ld  spools  A' are  held  on  by  means  of  flanges  O. 
These  coils  are  connected  together,  and  the  leads  L,  M  are 
connected  to  two  collector  rings  on  the  shaft  by  means  of 
which  the  exciting  current  is  supplied. 

3972.  In  the  inductor  type  of  alternator,  the  collector 
rings  for  supplying  current  to  the  field  may  be  done  away 
with,  and  a  machine  obtained  which  has  no  moving  contacts 
whatever.  Ill  this  class  of  machine,  a  mass  o£  iron  or 
iaductor  with  projecting  poles  is  revolved  past  the  station- 
ary armature  coils.  The  magnetism  is  set  up  by  a  fixed 
coil  encircling  the  inductor,  and  as  the  iron  part  revolves 
the  magnetism  sweeps  over  the  face  of  the  coils,  thus  caus- 
ing an  E.  M.  F.  to  be  set  up.    Fig.  1525  shows  the  principle 


of  the  Westinghouse  inductor  alternator.  In  this  machine 
the  circular  iron  frame  E  supports  the  laminations  A,  which 
constitute  the  armature  core.  These  are  provided  with  slots 
in  which  the  coils  G  are  placed.  Inside  of  the  armature  is 
the  revolving  inductor  A,  provided  with  the  projections  C 
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built  up  of  wrought  iron  or  steel  laminations.  The  circulat 
exciting  coil  D  is  stationary  and  encircles  the  inductor  A^ 
thus  setting  up  a  magnetic  flux  around  the  path  indicated 
by  the  dotted  line.  The  projecting  poles  C  are  all,  there- 
fore, of  the  same  polarity,  and  as  they  revolve,  the  magnetic 
flux  sweeps  over  the  coils.  Although  this  arrangement 
does  away  with  collector  rings,  the  machines  are  not  so 
easily  constructed  as  other  types,  especially  in  the,  large 
sizes.  The  coil  D  becomes  large  and  difficult  to  support  in 
place,  and  would  be  hard  to  repair  in  case  of  breakdown. 
The  collector  rings  supplying  a  low-tension  current  to  re- 
volving-field coils  should  give  little  or  no  trouble;  so,  taking 
all  things  into  consideration,  it  is  questionable  w^hether  the 
inductor  machine  possesses  any  advantage  over  those  with 
the  revolving  field.  The  "Warren  and  Stanley  machines 
operate  on  the  same  principle  as  the  Wcstinghouse  machine, 
shown  in  Fig.  1525.  The  Stanley  machine  is  double,  having 
a  set  of  poles  on  each  end  of  the  inductor,  with  the  exciting 
coil  between,  and  is  provided  with  two  armatures,  one  for 
each  set  of  revolving  poles. 


POLYPHASE    ALTERNATORS. 

3973.  The  alternators  discussed  so  far  have  all  been 
considered  as  machines  which  furnish  one  current  only,  and 
are,  consequently,  known  as  singlc-pliasc  alternators.  In 
Art.  3861  mention  was  made  of  machines  which,  being 
provided  with  two  or  more  distinct  sets  of  windings  on  their 
armatures,  were  capable  of  furnishing  two  or  more  currents 
to  the  lines.  Such  are  known  as  polypliase,  or  multi- 
plia»e,  alternators.     The  two  kinds  in  comioon  use  are: 

1.  Two-phase  alternators. 

2.  Three-phase  alternators. 

Two-phase  machines  deliver  two  currents  wliicr.  differ  in 
phase  by  %f.     (See  Art.  3861.) 

Three-phase  machines  deliver  three  currents  which  differ 
in  phase  by  120°.     (See  Art.  3862.) 
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TWrO-PHASE  ALTERNATORS. 
3074.  Since  a  two-phase  machine  delivers  two  currents 
differing  in  phase  by  itO",  it  follows  that  the  two  windings 
on  its  armature  must  be  so  arranged  that  when  one  set  is 
delivering  its  maximum  E.  M.  F.,  the  E.  M.  F.  of  the  other 
is  passing  through  zero.  It  has  been  shown  that  while  the 
coils  move  from  a  pohit  opposite  the  center  of  one  pole- 
piece  to  a  point  opposite  the  next  of  the  same  polarity,  the 
E.  M  F.  passes  through  one  complete  cycle;  hence,  if  the 
E.  M.  F,*s  generated  by  the  two  sets  of  coils  are  to  be  dis- 
placed 90°,  or^  cycle,  with  reference  to  each  other,  it  fol- 


lows that  one  set  of  coils  must  be  placed  one-half  the  pitch 
behind  the  other,  This  brings  one  set  of  conductors  under 
the  poles  while  the  other  set  is  midway  between  them. 
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II075.     It.  lias  ix'cn  shown  that    for  the  most  effective 
jfriicratioii  <»f   IC.  M.  1^\  ihc  wire  on  an  alternator  armature 
(ioiv*  nol  ciivcT  all  ihi;  surface,  and  an  armature  such  as  that 
Hhown  in  I'^i^;.  lol-l  I'ould  have  another  set  of  coils  added,  so 
UH  lo  piodncc  an  IC.  M.  1^\  at  DO"  with  that  generated  by  the 
rnil«*  iihra<ly  sh(»wn  on  the  drum.     Such  a  winding  is  shown 
in   1m^.   ITi^m;,  c\cc|)t   that  in  this  case  there  are  only  four 
coiU  in  each  phase  instead  of  eight.     This  gives  a  common 
type  of  two- phase  winding,  and  is  used  instead  of  the  eight- 
\oil  ai  r»ingemei\t»  in   ortler   not  to  make   the   drawing  too 
eoi\l\ised.       I'ig.     l.V>ri,    therefore,    represents    a    two-phase 
win<lin>i  ha\  in^  one  grvuip    i^f  conductors  or  one-half  a  coil 
per  pole  per  phase.     t>ne  phase  is  made  up  of  the  four  coils 
.1,  which  are  c\Mmected   in  series,  and   the   terminals  a^  a' 
biov\^ht  v^vit    tv^  the  cv^Uector  rings  i,  J,      The  four  coils  B, 
which   n\ake   up    t)>e  sevond   phase,  are   also  connected  in 
seucs,  ,u\d  the  icrniinals  .\  .**  attachevi  to  the  light  collector 
t  u\^<s  .\  i,     The  an\:ular  distance  by  which  the  center  of  set  B 
is  vhvptavv\l    tVv^m  sol   .:   is  ev^uivalent   to  ^>\  or  i^  cycle, 
,\N  »nvlu\\t^\l  in  the  figure,  :>.o  av.^^ii.ar  distance  from  ^Vto.V 
tvin^i  iv^uiv.deiu  to  U'V\  or  v^ne  coivipiete  cycle. 

lW7tU     V'>:^    * '-•■  5vhv^us  :hc  :i\  s:  o:nin:o:i  xsictfcr:*!  of 


« 


7  rirs:  v.:tvninrs  m:^^  au 
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electrical  connection  with  each  other  and  connect  to  two 
distinct  circuits. 

k    3977.     Sometimes,  instead  of  using  two  distinct  circuits 

Brith  four  collector  rings,  a  common  return  wire  is  employed, 

as  indicated    in  Fig.   1528.      Here  one   end  of  each  of  the 

phases  is  joined  to  a  common  return  wire,  and  only  three 


Pro.  1BSS.  Fio.  itaa. 

collector  rings  are  necessary.  If  £"  represent  the  E.  M,  P. 
generated  per  phase,  the  voltage  between  a  b  and  b  c  will  be 
E,  while  that  between  a  c  will  be  E »/%.  This  will  be  un- 
derstood by  referring  to  Fig.  1520,  the  E.  M.  F.  between  a 
and  c  being  the  resultant  of  the  two  E.  M.  F.'s  E  at  right 
[aBngles  to  each  other. 

H  3&78.  Fig-  1530  is  the  winding  diagram  showing  the 
'  method  of  connecting  up  the  coils  of  the  armature,  Fig.  1S26. 
This  winding  differs  from  that  shown  in  Fig.  1513,  in  that 
the  connections  of  every  alternate  coil  do  not  have  to  be 
reversed,  By  marking  the  direction  of  the  E.  M.  F.'s  by 
arrow-heads,  as  before,  it  is  readily  seen  that  the  terminal 
1  must  be  connected  to  2,  2'  to  S,  and  so  on.  The  differ- 
ence in  the  method  of  connecting  the  two  windings  is  caused 
by  there  being  only  four  coils  per  phase  in  Fig.  1530,  whereas 
there  are  eight  in  Fig.  1513.     The  coils  of  the  second  phase 

>Brc  shown  dotted,  and  the  connections  between  them  are 
hiade  in  exactly  the  same  way  as  those  of  the  first  phase. 
3979.  For  delivering  heavy  currents  at  low  voltages, 
armatures  are  sometimes  wound  with  copper  bars.  In  such 
cases  there  is  usually  only  one  turn,  or  two  bars,  per  coil, 
and  such  a  bar  winding  is  shown  in  Fig.  1531.     This  is  the 
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equivalent  of  the  coil  arrangement  shown  in  Fig.  1530,  the 
connections  between  the  bars  being  such  that  the  current 


Fig.  1580. 

flows  in  accordance  with  the  arrows.  Windings  of  this  kind 
are  used  on  machines  for  furnishing  heavy  currents  neces- 
sary for  electric  smelting  or  any  other  purposes  which  call 
for  a  large  current. 

3980.  The  two-phase  windings  shown  in  Figs.  1526, 
1530,  and  1531  are  of  the  simpler  kind  known  as  concen- 
trated or  wire  coil  windings.  The  conductors  on  a  two- 
phase  armature  may  be  distributed  in  the  same  way  as  those 
of  single-phase  machines,  there  being  two,  three,  or  more 
coils  per  pole  per  phase.  Both  styles  are  in  common  use, 
and  will  be  treated  of  more  in  detail  in  connection  with 
alternator  design. 
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3981.  Polyphase  machines  are  used  principally  for 
running  motors,  though  lamps  are  often  run  from  them  as 
well.  For  example,  in  Fig.  1527  lamps  could  be  connected 
across  either  of  the  phases,  and  in  case  a  motor  were  to  be 
connected,  both  phases  would  be  used.  The  load  on  the 
different  phases  should  be  kept  as  nearly  balanced  as  possi- 
ble.    It  is  usual  to  rate  the  output  of  alternators  by  the 


PlO.  1681. 

power  which  they  are  capable  of  supplying  to  a  non-induct- 
ive circuit;  that  is,  by  the  product  of  the  volts  and  amperes 
which  they  can  furnish  without  overheating.  The  output 
of  a  two-phase  machine  is  the  sum  of  the  outputs  of  the 
separate  phases.  For  example,  if  it  were  said  that  a  certain 
two-phase  alternator  had  an  output  of  150  K.  W.,  at  a  volt- 
age of  2,000,  it  would  mean  that  the  volts  generated  by  each 
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phase  was  2,000,  and  hence  the  total  full-load  current  with 
the  machine  working  on  a  non-inductive  resistance  would  be 
75  amperes,  or  37^  amperes  per  phase.  Each  line  and  the 
wire  on  the  armature  would  therefore  have  to  be  capable  of 
carrying  37^^  amperes.  If  the  machine  were  working  on  an 
inductive  load,  the  product  of  the  volts  and  amperes  would 
not  give  the  output  in  watts,  on  account  of  the  lagging  of 
the  current.  The  current  in  this  case  would  have  to  be 
greater  for  a  given  output,  and  as  the  current  output  is 
limited  by  the  size  of  the  armature  wire,  it  follows  that  an 
alternator  will  not  deliver  its  full-load  rating  to  a  circuit 
which  is  inductive.  If  the  above  alternator  were  provided 
with  only  three  lines  and  three  collector  rings,  as  in  Fig. 
1528,  the  current  in  the  common  return  wire  would  be 
37^X1^=53  amperes,  nearly.  The  two  outside  wires 
would  in  this  case  be  proportioned  for  37^  amperes  and  the 
middle  wire  for  53  amperes. 

Example. — A  two-phase  alternator  is  to  have  an  output  of  200  K.  W. 
at  a  pressure  of  2,000  volts,  and  is  to  be  operated  on  a  three-wire  circuit. 
What  will  be  the  full-load  current  in  each  of  the  three  wires,  and  what 
current  must  the  wire  on  the  armature  be  cap>able  of  carrying  ? 

Solution. — Output  per  phase  =  100  K.  W.     Hence,  full-load  current 

100  000 
per  phase  =  — y  *        =  50  amperes.      The  current  in  the  two  outside 

wires  is  therefore  50  amperes,  and  the  wire  in  each  set  of  armature 
coils  must  be  capable  of  carrying  50  amperes  also.  The  current  in  the 
common  return  wire  is  50  X  i^2  =  70.7  amperes.     Ans. 

3982.  The  field-magnet  of  polyphase  machines  is  iden- 
tical with  that  used  for  single-phasers;  in  fact,  the  only  dis- 
tinguishing feature  of  the  former  is  the  armature  winding, 
the  other  parts  of  the  machine  being  almost  exactly  the 
same,  with  perhaps  a  few  minor  changes,  such  as  an  increase 
in  the  number  of  collector  rings,  etc. 


THREE-PHASE    ALTERNATORS. 

3983.     The   requirement   of    a    three-phase    armature 

winding  is  that  it  shall  furnish  three  E.  M.  F.'s  differing  in 

phase  by  120°,  or  one-third  of  a  complete  cycle.     This  can 

be  done  by  furnishing  the  armature  with  three  sets  of  wind- 
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ings  displaced  120°  from  each  other.  This  means  that  phase 
No.  3  must  be  one-third  the  angular  distance  from  one 
north  pole  to  the  next  north  pole 
behind  phase  No.  1,  and  also  that 
phase  No.  3  shall  be  displaced  a  simi- 
lar angular  distance  behind 
Such  an  armature  will  deliver  three 
E,  M.  F.'s  differing  in  phase,  as 
indicated  in  Fig.  1533.  The  three 
E,  M.  F.'s  are  equal,  and  are  repre- 
sented by  £■„  E^,  and  £„  each  being  130°  behind  the  other. 

winding  having 


e-half  coil  per  pole  per  phase.     This  is  the  three-phase 
inding  corresponding  to  the  two-phase  arrangement  shown 
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in  Fig.  1526.  The  winding  consists  of  three  distinct  sets  of 
coils  A,  J},  and  C.  The  angular  distance  from  the  center  of 
coil  j5  to  ^  is  equivalent  to  130%  or  is  one-third  of  the  dis- 
tance from  N  to  N;  also  the  coil  C  is  displaced  the  same 
distance  behind  B.  Each  of  these  three  sets  is  connected  iti 
series,  leaving  the  three  pairs  of  terminals  a,  a';  b,  b';  c,  c'. 
The  coils  are  shown  diagrammatically  in  Fig.  1534,  phase  1 


be  tug  re 


resented  by  the  heavy  lines,  phase  2  by  the  dotted, 

2  3  by  the  light  full  lines. 


STAR   AKn  nKI,XA  CONNECXIONB. 

3985.  There  are  two  or  three  different  ways  in  which 
the  three  pairs  of  terminals  a-ti',  b-b',  C'C\  Fig.  1533,  may  be 
connected  to  the  collector  rings.  In  the  first  place  each  ter- 
minal might  be  run  to  a  ring,  as  was  done  in  the  case  of  the 
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two-phase  armature.     This  would  give  three  pairs  of  lines 
and  six  collector  rings,  as  shown  in  Fig.  1635.     This  is  sel- 


Phase  1. 


? 


S 


Phase  9. 


^  °X 


Phases. 


PlO.  153S. 

dom,  if  ever,  done  in  practice,  as  it  complicates  matters,  and, 
moreover,  it  is  not  necessary.  Again,  one  end  of  each  of  the 
three  phases  might  be  connected  together,  as  shown  in 
Fig.  1536,  and  a  common  return  wire  ^/ run  from  the  common 
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connection,  forming  an  arrangement  similar  to  the  two-phase 
three-wire  system,  Fig.  1528.  This  would  necessitate  four 
collector  rings,  and  is  used  occasionally  on  alternators  which 
are  to  be  used  considerably  for  lighting  work.  The  return 
wire  from  the  common  junction  is  also  sometimes  employed 
on  three-phase  distributing  systems.  It  was  pointed  out  in 
Art.  3862  that  the  resultant  sum  of  three  equal  currents 
displaced  120**  is  at  all  instants  equal  to  zero.  Consequently, 
if  the  resultant  current  is  zero,  there  is  no  need  of  a  return 
wire  d»  so  it   may  be  omitted.     However,  in  some  cases. 


rrer^  -  ^tr  >  -trtr^t^^  rrnn  trons^^raiers  or  tiirce^wire 
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connected  to  K.     The  remaining  three  terminals  are  con- 
nected to  the  collector  rings  1,  3,  and  S. 

£4S& 


Fio,  isas. 

3987.     Instead  of   connecting  up  the  phases  in  the  Y 

fashion,  they  may  be  formed  into  a  closed  circuit,  as  shown  in 

Fig.  1538,  the  collector  rings  being  attached  to  the  point 


where  the  phases  join.     This  is  known  as  the  A  (delta)  or 
"  mesh  "  method  of  connecting.     This  method,  like  the  last 
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described,  requires  only  three  collector  rings,  and  is  exten- 
sively used. 

Fig.  1539  shows  the  same  winding  as  Fig.  1534  connected 
up  A,  and  it  will  be  noticed  that  there  is  no  common  connec- 
tion, as  in  Fig.  1534.  The  three  sets  of  coils  are  connected 
up  in  series,  as  before,  leaving  the  three  pairs  of  terminals 
a,  a' ;  ^,  b' ;  ^,  c'.  We  will  consider  the  currents  in  the  coils  at 
the  instant  when  the  current  in  set  A  is  at  its  maximum ;  that 
is,  when  the  conductors  are  midway  under  the  pole-pieces. 
At  this  particular  instant,  the  currents  in  the  other  two  sets 
will  be  one-half  as  great  and  in  such  a  direction  that  the 
sum  of  the  currents  taken  around  the  closed  circuit  of  the 
armature  winding  is  zero.  If  the  maximum  current  is  rep- 
resented by  (7,  the  value  and  direction  of  the  currents  in 
the   three  sets  of   coils  must   be   as  shown   in   Fig.  1540. 


1.5  C 


FlO.  1640. 

Starting  from  one  end  of  phase  A^  by  connecting  a  to  the  inner 
collector  ring,  we  therefore  pass  through  phase  A  in  tlu 
directimi  of  the  arrows  to  the  middle  ring.  From  there  we 
must  pass  through  B  against  the  arrows  \  hence  the  terminal  b 
must  be  connected  to  the  middle  ring  and  the  other  ena  b' 
to  the  outer  ring.  From  the  outer  ring  the  current  must 
pass  through  C  against  the  arrows;  hence,  the  terminal  c 
must  be  connected  to  the  outer  ring  and  the  other  terminal 
r'  carried  to  the  inside  ring. 

3988.  Both  of  the  above  methods  of  connection  are  in 
common  use  in  windings,  not  only  for  alternators,  but  also 
for  synchronous  motors  and  induction  motors;  it  is,  there- 
fore, important  to  bear  in  mind  the  methods  of  connection 
and  the  distinction  between  them. 
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RELATION    BBTinrBBN    CURRENT,    E.  M.  P.,    AND    OUTPUT. 

3989.  The  E.  M.  F.  and  current  output  of  a  three-phase 
alternator  depends  upon  the  scheme  which  is  adopted  for 
connecting  up  the  armature.     Suppose  the  coils  A^  B,  and  C, 


a 


i4 


FlO.  1541. 

Fig.  1541,  represent  the  windings  of  an  armature  Y  con- 
nected. Let  €  be  the  effective  value  of  the  voltage  gener- 
ated in  cac/i  phase.  The  volts  obtained  between  the  lines 
a^  b  will  be  the  resultant  of  the  two  voltages  b  \n  A  and  B, 
Let  E  represent  the  pressure  between  the  lines.  E  must  be 
equal  to  2  f  cos  30°. 

Note. — The  resultant  of  the  E.  M.  F.*s  in  coils  A  and  B^  which 

is  the  line  E.  M.  F.  £",  may  be  found  as  follows:  Represent  the 
E.  M.  F.'s  in  the  three  phases  by  the  arrows  a^  b^  c.  Suppose  the  E.  M.  F. 
in  ^  to  be  directed  away  from  the  common  junction ;  then  the  E.  M.  F.'s 
in  c  and  d  will  be  directed  towards  the  common  junction.  To  add  a  and  b 
we  must  draw  b'  from  the  extremity  of  a  equal  to  and  in  the  same 
direction  as  b.     The  resultant  of  a  and  b'  will  be  d,  which  is  the  line 

E.  M.  F.  E.     The  resultant  d  is  equal  to  2  F  cos  80^  =  1  \^^. 

In  a  three-phase  y -connected  alternator ^  the  voltage  between 
any  two  collector  rings  is  equal  to  the  voltage  generated  per 
phase  multiplied  by  \/3  or  1. 732. 

Conversely:  If  the  line  voltage  maintained  by  a  three- 
phase  y -connected  alternator  is  E  volts  ^  the  voltage  generated  by 
each  phase  must  be  E  divided  by  \^S  or  1. 732. 

3990.  It  is  easily  seen  from  Fig.  1541  that  if  we  have  a 
current  C  flowing  in  any  of  the  lines,  the  current  in  the 
phase  to  which  it  is  connected  must  also  be  ?.     Hence, 
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///  a  three-phase  ^'Connected  alternator^  the  current  in  tht 
armature  ivindings  is  the  same  as  that  in  the  line, 

3991.  The  total  output  in  watts  will  be  the  sum  of  the 
outputs  of  each  of  the  three  phases.  The  current  in  each 
of  the  three  phases  is  C  and  the  voltage  is  f;  hence,  the  total 
watts  developed  on  a  non-inductive  load  will  be  3  C  f.      But 


-       E  3  C  E 

€  =  —~=.     Therefore  the  total  output   W=  — j=r- 

i/3  /3 


4/3  C£, 


where  C  is  the   current   in   the   line,  and  E  is  the  voltage 
between  any  pair  of  lines.     Hence, 

The  output^  in  watts ^  of  a  three-phase  ^-connected  alterna- 
tor Ivor  king  on  a  non-inductive  load  is  equal  to  j/S  or  1.7S2 
times  the  product  of  the  line  current  and  line  E,  M,  F, 

3992.  For  a  Y-connected  winding  we  may  then  sum- 
marize the  following  formulas,  in  which  e  =  volts  gener- 
ated per  phase;  E  =  line  voltage;  ff^=  total  watts  output; 
C^=  line  current;  r  =  current  per  phase  or  current  in 
windings. 

£  =  2  ^  cos  30°  =  f  /3.  (649.) 


^"■4/3. 


(650.) 


C^c.  (651.) 

W=i  CE/d.  (652.) 

3993.     In  case  the  armature  is  delta  connected,  as  shown 
in  Fig.  1542,  the  E.  M.  F.  7  generated  in  each  phase  is  equal 


T 


C=iV3 


C«yV5" 


Fig.  1542. 


to  the  line  E.  M.  F.  E,  because  the  different  phases  are  con- 
nected directly  across  the  lines.    The  current  in  the  armature 
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windings,  however,  is  not  as  great  as  that  in  the  lines,  because 
it  divides  at  each  of  the  collector  rings.  If  c  represents 
the  current  in  each  phase,  the  current  in  the  lines  will  be 
2  Feos  30°  =  F/3  =  1.7327. 

The  total  watts  output  will  be  Z  c  Ez=zZ-— E  ^  j^  C  E  — 

1.732  C  E, 

Hence  it  may  be  stated  that. 

In  a  three-phase  delta-connected  alternator^  the  line  voltage 
E  is  equal  to  the  voltage  generated  in  each  phase. 

In  a  three-phase  delta-connected  alternator,  (he  current  C 
flowing  in  the  line  is  equal  to  the  current  c  in  each  phase 
viultiplied  by  //S  or  1. 732, 

Conversely :  If  the  current  flowing  in  the  line  is  C,  the 
current  which  the  armature  conductors  have  to  carry  will  be 
C  divided  by  V^  or  1, 732. 

The  ivatts  output  of  a  three-phase  delta-connected  alterna- 
tor working  on  a  non-inductive  load  is  equal  to  ^S  or  1. 732 
times  the  product  of  the  line  current  and  line  E,  M,  F. 

3994.  The  following  formulas  relating  to  a  delta  wind- 
ing may  then  be  summarized : 

E^l.  (653.) 

r=  r|/3.  (654.) 

7=4--.  (655.) 

W^C  E  J^.  (652.) 

3995«  It  will  be  noticed  that  the  expression  for  the 
watts  output  remains  the  same,  whether  the  armature  be 
connected  Y  or  A.  It  follows,  therefore,  that  the  output 
of  a  three-phase  armature  is  not  altered  by  changing  its 
connections  from  Y  to  A,  or  the  reverse.  The  Y  method 
of  connection  gives  a  higher  line  voltage  than  the  A  for 
the  same  E.  .M.  F.  generated  per  phase,  while  the  A  con- 
nection cuts  down  the  current  in  the  armature  conductors. 
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The  Y  winding  is,  therefore,  best  adapted  for  machines  of 
high  voltage  and  moderate  current  output,  as  it  does  not 
require  such  a  high  E.  M.  F.  to  be  generated  per  phase. 
On  the  other  hand,  the  A  connection  is  more  suitable  for 
machines  of  large  current  output,  as  it  keeps  the  size  of  the 
armature  conductors  down.  The  best  style  of  winding  for 
any  given  machine  depends  largely,  therefore,  upon  the 
work  which  it  has  to  do.  These  formulas  regarding  Y 
and  A  windings  apply  also  to  polyphase  synchronous  motors 
and  induction  motors. 

Example. — A  three-phase  alternator  has  a  capacity  of  100  K.  W.  at 
a  line  pressure  of  1,000  volts.  What  is  the  maximum  line  current  which 
may  flow  in  each  of  the  three  lines  leading  from  the  machine  ? 

Solution. — We  have,  from  formula  652, 

IV  =  CE  \^W,  or  100,000  =  i/3  C  l.OOO; 

-,  100,000 

hence,  C  =  i  qqo  v  a/T  ~         amperes.     Ans. 

Example.— (^i)  If  the  above  armature  be  Y  connected,  what  will  be 
the  current  in  the  armature  conductors  ?  (b)  What  must  be  the  E.  M.  F. 
generated  in  each  phase  ? 

Solution. — {a)  In  a  Y-connected  machine,  the  current  in  the  wind- 
ings must  be  the  same  as  the  line  current,  that  is,  57.7  amperes.     Ans. 

{b)  From  formula  650  we  have 

-      E        1,000 

e  =  -F=  =  ~-p^  =  577  volts.     Ans. 

Example. — {a)  If  the  same  machine  were  changed  to  the  delta  con- 
nection, what  would  be  the  allowable  maximum  line  current  ?  {b)  What 
would  be  the  line  voltage  with  a  delta-connected  armature  ? 

Solution. — (a)  The  winding  is  such  as  to  allow  57.7  amperes  in 
each  phase ;  hence,  from  formula  654,  we  have 

C  =  T J^=  57.7  f/3"=  100  amperes  =  line  current.     Ans. 

{b)  The  line  voltage  E  would  be  equal  to  £,  and  would  be  577  volts. 
The  total  output  would  be  C^  1^=  577  X  100  X  /3'=  100,000  watts, 
or  the  same  as  with  a  Y  winding.     Ans. 

3996.  It  is  seen,  then,  in  the  above  example  that  by 
changing  the  Y  winding  over  to  A,  the  current  output  has 
been  increased  from  57.7  amperes  to  100  amperes,  while  the 
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line  E.  M.  P.  has  been  decreased,  in  the  same  proportion,  from 
1,000  volts  to  hit  volts,  the  total  watts,  however,  remaining 
the  same. 

3997.  The  principal  differences  in  the  connections  of 
multiphase  armatures,  as  distinguished  from  single-phase, 
have  been  given  in  tlie  preceding  articles;  as  far  as  the  me- 
chanical construction  goes  there  is  no  essential  difference. 
Toothed  armature  cores  with  the  coils  or  conductors  bedded 
in  slots  are  now  almost  universal  in  alternators  as  well  as 
direct-current  machines.  Of  course  polyphase  windings  give 
rise  to  a  larger  number  of  coils  to  dispose  of,  and,  therefore, 
usually  give  more  crossings  of  the  conductors  or  coils  at  the 
ends  of  the  armature;  but  polyphase  armatures  are  con- 
structed essentially  in  the  same  manner  as  those  used  for 
single-phase  machines. 

MONOCYCLIC  SYSTEM. 

3998.  The    monocyclic    alternator,    brought    out   by 
Steinmetz,  is  intended  for  use  in  stations  where  the  greater  , 
part  of  the  load  consists  of  electric  lights,  but  where  it  is 
also  desired  to  have  a  machine  capable  of  operating  motors 
as  well.     In  cases  where 

the  motor  load  is  large,    r"  r* 

it  is  usual  to  use  a  reg- 
ular two  or  three  phase 
system. 

The  monocyclic  alter- 
nator is  really  a  single- 
phase  machine  with  a 
modified  armature 
winding.  The  arma- 
ture is  provided  with  a 
set  of  coils  constituting 
the  main  winding,  the 
terminals  of  which  are 
connected  to  the  two 
outside  collector  rings, 
Fig.  1543,     In  addition  to  this  winding, 


L  second  set  of  coils 


A 
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i«  provided,  which  are  placed  on  the  armature  QC  behind 
the  main  coils,  in  just  the  same  way  as  shown  for  the  two- 
phase  machine,  Fij^.  L5'^6.  This  second  set  Ls  unlike  those  in 
a  rej^^ular  two-phase  machine  in  that  the  number  of  turns  in 
the  **teazer  coils,"  as  they  are  called,  is  only  ^  that  of  the 
main  set,  and  one  end  of  the  teazer  set  is  attached  to  the 
middle  of  the  main  winding,  instead  of  being  brought  out  to 
a  collector  ring.  The  other  end  of  the  teazer  winding  is 
brought  to  the  middle  collector  ring,  as  shown  in  Fig.  1543. 
This  second  winding  furnishes  an  E.  M.  F.  displaced  90^ 
from  the  main  E.  M.  F.,  and  of  one-quarter  its  value,  thus 
furnishing  an  out-of-phase  pressure  suitable  for  starting 
motors.  If  it  is  desired  to  run  lights  only,  the  two  outside 
wires  alone  are  used,  it  being  necessary  to  run  the  third  wire 
only  to  places  where  motors  are  used.  By  referring  to  the 
figure  it  will  be  seen  that  the  E.  M.  F.  between  either  of 

the  outside  and  the  middle  rings  is  equal  to  V{^£y  -|-  {^Ey 
=  .56  A,  nearly.  For  example,  if  the  main  winding  gener- 
ated l,rK)0  volts,  the  pressure  between  the  middle  and  out- 
side rings  would  be  560  volts,  nearly. 


TRANSFORMERS, 

3999.  One  of  the  principal  reasons  for  the  fact  that 
continuous  current  is  giving  place  so  largely  to  alternating 
current  is  the  ease  with  which  the  latter  maybe  transmitted 
over  long  lines  at  high  voltages,  and  then  be  transformed 
at  the  receiving  end  to  currents  of  lower  pressure  suitable 
for  operating  lights,  motors,  or  other  devices.  If  power  is 
to  be  transmitted  over  long  distances  by  means  of  the 
electric  current,  it  is  absolutely  necessary  that  high  line 
pressures  be  employed,  in  order  to  make  the  cost  of  the  con- 
ductors reasonably  low.  For  a  given  amount  of  power  to 
be  transmitted,  the  current  will  be  smaller  the  higher  the 
pressure  employed.  The  loss  in  the  line,  however,  increases 
willi  the  scjuare  of  the  current;  consequently,  if  the  pres- 
sure on  a  line  be  doubled,  it  means  that,  with  the  same  loss, 
only  \  tlie   amount  of    copper  would    be    required    in    the 


CURRENT   APPARATUS. 


2e8T 


conductors.  In  other  words,  vjith  a  given  amount  of  power 
to  be  trammitted  and  a  given  fixed  amount  of  loss,  the  copper 
required  will  decrease  as  the  square  of  the  voltage  employed. 
By  using  high  pressures,  it  is  evident  that  a  small  line 
conductor  may  be  made  to  carry  a  large  amount  of  power 
over  a  long  distance,  and  still  not  have  the  loss  any  greater 
than  if  a  low  pressure  and  a  very  large  and  expensive  con- 
ductor had  been  employed. 


H  4000.  Transmission  with  direct  current  and  high  pres- 
Hares  never  proved  to  be  a  success,  because  of  the  difficulty 
of  building  direct-current  machines  to  generate  the  high 
E.  M.  F.'s  necessary.  The  commutator  on  such  high-ten- 
sion machines  would  be  apt  to  give  trouble,  and,  moreover, 
it  would  l)e  a  difficult  matter  to  transform  the  high-tension 
continuous  currents  at  the  other  end  of  the  line  down 
to  currents  at  pressures  suitable  for  ordinary  use.  The 
alternating  current  is  open  to  neither  of  these  objections, 
because  an  alternator  has  no  commutator  to  give  troiibtc, 
and  high-tension  alternating  currents  may  easily  be  trans- 
formed down.  Devices  used  for  changing  an  alternating 
current  of  one  voltage  to  another  of  higher  or  lower  volt- 
age are  known  as  transformers  or  converters. 
Transformers  may  be  used  either  to  "step-up"  the  volt- 
age, i.  e.,  increase  it,  or  they  may  be  used  to  "step-down," 
or  decrease,  the  line  pressure.  Whether  the  transformer 
be  used  to  step  up  or  down,  the  change  in  pressure  is 
always  accompanied  by  a  corresponding  change  in  the  cur- 
rent, and  the  power  delivered  to  the  transformer  is  always 
a  little  greater  than  that  obtained  from  it.  For  example, 
suppose  a  current  of  20  amperes  were  supplied  to  a  trans- 
former from  1,000-volt  mains.  If  the  load  on  the  trans- 
former were  non-inductive,  the  E.  M.  F.  and  current  would 
be  almost  exactly  in  phase,  and  the  watts  supplied  to  the 
side  connected  to  the  mains  {primary  side  of  the  trans- 
former) would  be  20  X  1,000,  or  20,000  watts.  The  power 
obtained  from  the  secondary  side,  or  the  side  connected  to 
the  circuit  in  which  the  power  is  being  used,  would  not  be 
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quite  as  much  as  this.  Suppose  the  secondary  E.  M.  F. 
were  100  volts;  if  there  were  no  losses  whatever  in  the 
transformation,  we  would  obtain  20,000  watts  from  the 
secondary,  and  the  available  secondary  current  would  be 
A^f^^  =  200  amperes.  In  other  words,  the  decrease  in 
E.  M.  F.  has  been  accompanied  by  a  corresponding  increase  in 
current.  As  a  matter  of  fact,  there  is  always  some  loss  in 
conversion,  and  the  secondary  output  is  never  quite  equal  to 

the  power  supplied  to  the  primary.     The  ratio : ; — - — 

'^  '^^  I-  ./  watts  mput 

gives  the  efficiency  of  the  transformer.  A  good  trans- 
former is  one  of  the  most  efficient  pieces  of  apparatus 
known,  some  of  large  size  delivering  as  much  as  98.55^  of 
the  energy  supplied. 

4001.  Transformers  used  for  changing  an  alternating 
current  at  one  pressure  to  another  alternating  current  at 
another  pressure  are  often  called  static  transformers,  be- 
cause they  have  no  moving  parts.  This  is  done  to  distin- 
guish them  from  rotary  transformers,  which  are  used  to 
transform  alternating  current  to  direct,  or  vice  versa.  Such 
machines  always  have  moving  parts,  hence  their  name. 

4002*  Nearly  all  transformers  are  operated  on  constant- 
potential  systems.  The  transformer  is  supplied  with  cur- 
rent from  mains,  the  pressure  between  which  is  kept  con- 
stant, and  this  current  is  transformed  to  one  of  a  lower  pres- 
sure, the  secondary  pressure  also  being  constant  or  nearly  so. 
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4003.  A  simple  transformer  is  shown  in  Fig.  1544.  Cis 
a  laminated  iron  ring,  on  which  are  two  coils  Pand  S,  The 
coil  PhsLS  a  number  of  turns  7^,  and  5  has,  we  will  suppose,  a 
smaller  number  of  turns  T^,  The  coil  P  is  the  primary,  and 
is  connected  to  the  alternator  mains  across  which  the  con-- 
stant  pressure  Jij,  is  maintained.  We  will  suppose  for  the 
present  that  the  resistance  of  both  primary  and  secondary 
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coils  is  negligible.  The  above  is  essentially  the  construction 
of  the  ordinary  static  transformer.  It  consists  of  two  coils 
or  sets  of  coils  interlinking  an  iron  magnetic  circuit.  Of 
course  the  forms  of  different  transformers  vary  widely,  but 
they  all  contain  the  three  essential  parts  mentioned. 

Suppose  a  voltmeter  V  to  be  connected  to  the  terminals 
of  the  secondary  coil  S.  The  resistance  of  the  voltmeter  is 
very    high,  consequently  a   very  small   current   will    flow 


'  through  the  secondary,and  we  may,  for  all  practical  purposes, 
consider  the  secondary  as  an  open  circuit  with  no  current 
flowing.  The  line  E.  M.  F.  A,,  will  cause  a  current  to  flow 
through  the  primary  coil,  and  this  current  will  set  up  an  alter- 
nating magnetic  flux  in  the  iron  core.  This  alternating  flux 
will  set  up  a  counter  E.  M.  F.  in  the  coil  P,  which  will  be  the 
equal  and  opposite  of  £p,  since  the  coil  is  supposed  to  have 
no  resistance.  If  the  maximum  magnetic  flux  be  iV  aiid  the 
number  of  cycles  per  second  «,  we  will  have,  from  formula 
617. 

-  _iAiN_7\n 
^P  -         IQ.        • 

The  current  which  will  flow,  therefore,  in  the  primary 
when  the  secondary  is  on  open  circuit  is  that  current  which 
is  required  to  set  up  a  magnetic  flus  jV  capable  of  producing 
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a  back  E.  M.  F.,  equal  and  opposite  to  the  applied  E.  M.  F. 
Since  the  coil -P  is  provided  with  a  closed  iron  circuit,  it  is 
evident  that  a  very  small  current  might  be  able  to  set  up  a 
large  magnetic  flux ;  hence,  the  current  required  when  the 
secondary  is  on  open  circuit  may  be  very  small,  perhaps  only 
a  fraction  of  an  ampere.  In  other  words,  the  applied  E.  M.  F. 
is  capable  of  forcing  only  a  small  current  through  the  pri- 
mary, on  account  of  its  high  self-induction. 

4004«  The  flux  Nset  up  by  the  primary  coil  also  inter- 
links the  secondary  5,  and  as  it  is  continually  alternating 
through  it,  an  E.  M.  F.  will  be  set  up  in  the  secondary  coil, 
which  will  be 


E.^ 


10" 


and  ^  =  ^,  (656.) 

A,       -«. 

or  ^.rsi^^y.  (657.) 

4005.  The  ratio  of  the  primary  voltage  to  secondary, 

E 
i.  e.,  -^  is  called  the  ratio  of  transformation.     It  also 

follows  from  the  above  that  the  ratio  of  transformation  is 
equal  to  the  primary  turns  divided  by  the  secondary  turns. 
For  example,  if  a  transformer  be  supplied  with  1,000  volts 
primary  and  has  500  turns  on  its  primary  coil  while  there 
are  50  turns  on  the  secondary,  the  ratio  of  transformation 
is  10,  and  the  secondary  voltage  1,000  X  -i^^  =  100  volts.  In 
this  case  the  transformer  reduces  the  voltage  from  1,000  to 
100,  but  the  operation  could  be  reversed,  that  is,  it  could  be 
fed  with  100  volts  and  the  pressure  raised  to  1,000. 

4006.  It  was  assumed  above  that  all  of  the  magnetic 
flux  N  which  threaded  the  primary  coil  also  passed  through 
the  secondary,  and  in  well-designed  transformers  this  is  very 
nearly  the  case.  However,  some  lines  may  leak  across,  as 
shown  by  the  dotted  lines  i,  ^,  ^,  r,  without  passing  through 
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fOth  coils.     This  is  known  as  mntcnetic  l«abaice,  and  its 
leffect  upon  the  action  o£  the    transformer    will   be   noticed 


4007>  So  far,  in  dealing  with  the  action  of  the  trans- 
former, the  secondary  has  been  supposed  to  be  on  open  cir- 
cuit. It  is  now  necessary  to  examine  the  transformer  action 
when  the  secondary  is  working  on  a  load.  While  the  construc- 
tion of  a  transformer  is  exceedingly  simple,  the  reactions 
which  occur  when  it  is  loaded  are  by  no  means  so  simple,  and 
for  the  sake  of  clearness  we  will  first  examine  the  action  of 
an  ideal  or  perfecttransformer— one  which  has  no  resistance 
in  its  coils,  no  magnetic  leakage,  and  no  hysteresis  or  eddy- 
current  loss  in  its  core.  Such  a  transformer  would  have  an 
efficiency  of  100^,  and  after  examining  its  workings  we  can 
[easily  note  the  effect  of  the  introduction  of  one  or  more  of 
e  above  defects,  which  are  present  to  a  greater  or  less  ex- 
tent in  all  commercial  transformers.  The  fact  that  the  effi- 
dency  of  goo<l  transformers  is  commonly  over  95  or  9C^,  and 
biven  rises  to  over  98;^,  shows  at  once  that  the  combined 
feffect  of  all  the  above  defects  does  not  change  the  perform- 
[Allce  of  the  transformer  very  much  from  that  of  the  ideal. 
4008.  In  the  first  place,  if  the  core  reluctance  were  zero, 
the  current  with  open  circuit  secondary  necessary  to  set  up 
the  magnetic  flux  would  be  infinitely  small.  All  cores  have, 
however,  some  reluctance;  hence,  the  effect  of  reluctance  in 
the  core  is  to  increase  this  no-load  current,  or  masaetljElnE 
keurrent,  as  it  is  called.  Since  this  magnetizing  current 
■s  that  which  is  caused  to  flow  against  the  self-induction  of 
Fthe  primary,  it  follows  that  it  is  a  wattless  current  90° 
behind  the  E.  M.  F.  of  the  mains  which  is  overcoming  the  self- 
induction.  It  is  important  to  keep  the  magnetizing  current 
as  small  as  possible ;  therefore  the  magnetic  circuit  should  be 
—made  short  and  of  ample  cross-section. 


4009. 


have   seen   that  the   primary   induces    an 


;ondary  at  no  load.     Now,  if 
itie  secondary  circuit  be  closed,  say  through  a  non-inductive 
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resistance  made  up  of  a  number  of  incandescent  lamps,  a 
current  will  flow  which  will  be  in  phase  with  the  secondary 
E.  M.  F.  This  current  flowing  in  the  secondary  coil  will 
always  flow  in  such  a  direction  as  to  oppose  any  change  in 
the  magnetic  lines  threading  it,  just  as  the  reaction  on  the 
field  due  to  the  current  in  the  armature  of  a  dynamo  tends 
to  prevent  the  rotation.  The  magnetism  is  in  phase  with 
the  primary  current ;  hence  the  secondary  current  must  be 
directly  opposite  in  phase  to  that  of  the  primary.  When- 
ever a  current  C,  is  taken  from  the  secondary,  a  correspond- 
ing current  Cj,  flows  in  the  primary.  The  total  current  in 
the  primary  will,  therefore,  be  made  up  of  two  components, 
one  of  which  is  the  magnetizing  current  ///  and  the  other  C^ 
due  to  the  current  Cg  in  the  secondary.  The  magnetizing 
power  of  the  primary  and  secondary  coils  is  proportional  to 
their  ampere-turns,  that  is,  to  Cp  Tp  and  C\  7",,  respectively. 
The  currents  C^and  C\  are  opposed  to  each  other;  hence  the 
total  magnetizing  effect  of  the  two  currents  is 

C   T  —  C   T 

Now  the  input  Cp  Ep  is  equal  to  the  output  C,  E^  for  an 
ideal  transformer,  or 

C;  =  r.f'-  =  t'.^';  (658.) 

hence,  we  may  write  the  total  magnetizing  effect  of  the  two 
currents, 

r.  -p  t;  -  c.  r.  =  0.        (659.) 

-^  p 

That  is  to  say,  when  a  current  C,  is  taken  from  the  second- 
ary of  an  ideal  transformer,  the  corresponding  current  Cp 
which  flows  in  the  primary  over  and  above  the  magnetizing 

—        -,11 
current   m  is  C^  _ --,    and    the    total    magnetising   effect  of 

the  two  currents  is  zero.  This  means  that  the  flux  .A^in  the 
iron  core  will  remain  constant,  no  matter  what  load  is  placed 
on  the  secondary. 
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4010*  Since  the  magnetic  flux  is  constant  for  all  loads, 
it  follows  that  the  secondary  induced  E,  M.  F,  will  also  be 
constant,  and  if  the  secondary  coil  has  no  resistance,  the 
E.  M.  F.  at  its  terminals,  that  is,  the  secondary  line  E.M.F., 
will  not  change  as  the  load  is  applied.  An  ideal  transformer 
would,  therefore,  if  supplied  with  a  constant  primary  pres- 
sure, maintain  the  voltage  between  the  secondary  lines 
constant  at  all  loads.  This  condition  is  approached  quite 
closely  in  the  best  makes  of  modern  transformers,  the  vari- 
ation in  secondary  voltage  being  not  more  than  1.5  to  2jf, 
depending  upon  the  size.  It  is  thus  seen  that  while  the 
transformer  is  most  simple  in  construction,  it  adjusts  itself 
exceedingly  well  to  changes  in  load  so  as  to  maintain  the 
desired  constant  secondary  pressure,  the  whole  automatic 
regulation  being  brought  about  by  the  interactions  of  the 
currents  in  the  primary  and  secondary  coils. 


»  ACTION  OP  IDEAL  TRANSFORMER. 

4011.  The  action  of  a  transformer  without  resistance, 
magnetic  leakage,  hysteresis,  or  eddy-current  losses,  may  be 
represented  by  Fig.  15i5, 
when  working  with  an  open- 
circuit  iecondary.  Let  O  N 
represent  the  magnetic  flux; 
then  the  magnetizing  cur- 
rent will  be  in  phase  with 
ON,  and  hence  may  be  rep- 
resented by  0  tn.  This  cur-  g 
rent  is  90°  behind  the  primary 
impressed  E.  M.  F.  E^,  and 
£j,  will,  therefore,  be  repre- 
sented by  the  line  O  E^,  90°  ■ 
ahead  of   O  tiL     The  second-  f'"-  '*«■ 

ary  E.  M.  F,  £.  will  be  directly  opposite  in  phase  to  £,,  and 


will    be    represented    by    0  E,-=  E^  -=^.      In    this 


the 


^ 
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transformer  takes  the  small  current  O  m  from  the  line,  and 
since  this  current  is  at  right  angles  to  the  E.  M.  F.,  it  is 
wattless,  cos  ^  =  0  and  E,  m  cos  ^  =  0,  and  the  trans- 
former consumes  no  energy. 


4012.  When  the  secondary  is  connected  to  a  non- 
inductive  resistance,  a  current  C,  flows  in  the  secondary, 
and  the  action  of  an  ideal  transformer  in  this  case  is  repre- 
sented by  Fig.  1546.  The  lines  (9iVand  Om  represent  the 
ihagnetic  flux  and  the  magnetizing  current  as  before.  O  E^ 
is  drawn  to  scale  to  represent  the  primary  E.  M.  F.,  and 
O  E,  represents  the  secondary  E.  M.  F.  Let  R  be  the 
resistance  of  the  non-inductive  circuit  to  which  the  second- 

—       E 
ary  is  connected ;  then  the  secondary  current  will  be  C,  =  -^, 

K 
since  the  resistance  is  non-inductive,  and   may  be   repre- 
sented to  scale  by  the  line  Od  \n  phase  with  O  E,.      The 


'E» 


Fio.  1640. 


PlO.  1647. 


current  in  the  primary  corresponding  to  C,  in  the  second- 

-       -  T 
ary  will  be  Cp  =  (7,  --,  and  may  be  represented  by  the  line 
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O  a  opposite  in  phase  to  Orfand  representing  C'p  to  the  same 
scale  that  Orfrepresents  C..  In  the  case  shown,  E,  =  j5^; 
hence,  0  a  must  be  one-half  the  length  of  Oti.  The  total 
current  flowing  in  the  primary  will  be  the  resultant  ot  O  a 
and  O  lit,  or  O  lr=  C\.  This  resultant  current  lags  *"  be- 
hind the  impressed  E.  M.  F.,  and  it  is  evident  that  the  more 
the  transformer  is  loaded,  the  smaller  <P  becomes,  and  the 
nearer  the  primary  current  gets  into. phase  with  the  primary 
E.  M.  F.  In  other  words,  taking  current  from  the  second- 
ary acts  as  if  it  decreased  the  self-induction  of  the  primary, 
thus  allowing  a  larger  current  to  flow.  Since  *  decreases 
as  the  load  is  applied,  it  follows  that  cos  *  increases;  hence, 
the  power  supplied  to  the  primary  i: 


KtsI 

Vbeci 


4013>  If  the  secondary  of  an  ideal  transformer  fur- 
ishes  current  to  an  inductive  load,  such  as  motors,  the 
icondary   current    C,  lags   behind  the  E.  M.  F.  E,  by   an 

angle  p  of  such  amount  that  tan  p  =  — p-^j  where  L  is  the 

inductance  of  the  circuit  and  J^  the  resistance.  This  action 
is  represented  by  Fig.  1547.  The  magnetizing  current 
0  w,  magnetic  flux  (?7V,  primary  E.  M.  F.  £p,  and  secondary 
E.  M.  F.  E,  are  all  represented  as  before.  The  secondary 
current  C.,  however,  lags  behind  £,  by  the  angle  /J;  conse- 
quently the  corresponding  primary  current  Oa  is  behind  the 
primary  E.  M.  F.  Ep  by  the  same  angle  p,  because  Cp  is 
opposite  in  phase  to  Oei.  The  total  primary  current,  being 
the  resultant  of  O  m  and  On,  will  be  O  />,  lagging  *°  behind 
Ef,.  It  will  be  noticed  that  !f  is  greater  than  it  would  be 
if  the  transformer  were  working  on  a  non-inductive  load; 
hence  the  primary  current  corresponding  to  a  given  output 
will  be  greater  with  an  inductive  load. 

The  above  diagrams  represent  the  action  of  an  ideal  trans- 
former, and,  as  mentioned  before,  actual  transformers  ap- 
proximate quite  closely  to  the  ideal.  We  will  now  notice 
what  effect  the  resistance  of  the  coils,  core  losses,  and 
magnetic  leakage  have  on  the  action  of  an  actual  trans- 
former. 
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BFPECT    OF    RE818TANCB    OF    PRIMARY    AND 

SECONDARY    COILS. 

4014.  Transformer  coils  always  have  an  appreciable 
resistance,  hence  there  will  be  a  loss  in  them  proportional 
to  the  square  of  the  current.  One  effect,  therefore,  of  coil 
resistance  is  the  heating  under  load  and  a  lowering  of  the 
efficiency.  A  transformer  with  an  excessive  amount  of  coil 
resistance  can  not  have  a  high  efficiency.  The  resistance 
also  produces  another  effect  which  is  more  detrimental  than 
the  mere  loss  in  efficiency,  namely,  bad  regulation.  When 
a  transformer  regulates  badly,  the  secondary  E.  M.  F.,  in- 
stead of  remaining  nearly  constant,  drops  off  as  the  load  is 
applied  and  rises  when  it  is  removed.  This  is  a  particularly 
bad  feature,  especially  when  incandescent  lights  are  being 
operated,  because  the  changes  in  voltage  not  only  affect  the 
brilliancy  of  the  lamps,  but  also  shorten  their  life.  The 
resistance  of  the  primary  prevents  the  induced  back  E.  M.  F. 
from  being  quite  equal  to  the  line  E.  M.  F.,  because  a  cer- 
tain part  of  the  impressed  voltage  is  used  up  in  overcoming 
the  resistance;  this,  in  turn,  will  also  cause  the  secondary 
induced  E.M.  F.  to  be  slightly  smaller  than  it  would  be  if 
the  primary  had  no  resistance.  The  E.  M.  F.  obtained  at 
the  terminals  of  the  secondary  will  be  further  reduced  by  the 
drop  due  to  the  secondary  resistance.  It  is  thus  seen 
that  the  general  effect  of  the  resistance  is  to  cause  a  falling 
off  in  the  secondary  voltage  when  the  transformer  is  loaded. 
The  only  way  to  prevent  bad  regulation  from  this  source 
is  to  make  the  resistance  of  the  coils  as  low  as  'possible 
without  making  the  design  bad  in  other  respects. 


EFFECT  OF  MAGNETIC  LEAKAGE. 

4015.  When  a  transformer  has  a  large  magnetic  leak- 
age, quite  a  number  of  the  lines  which  pass  through  the 
primary  will  not  thread  the  secondary,  consequently  the 
E.  M.  F.  induced  in  the  secondary  will  not  be  as  large 
as  it  should  be.  Take  the  case  of  a  transformer  con- 
structed as  shown    in   Fig.   1544.     When  it  is  not  loaded, 


CURRENT   APPARATUS.  2009 

there  is  no  current  in  the  secondary  coil,  and  conse- 
quently there  is  nothing  to  oppose  the  primary  coil  set- 
ting up  lines  through  the  magnetic  circuit.  Under  these 
circumstances  there  would  be  very  little  leakage.  When, 
however,  a  current  flows  in  the  secondary,  a  counter  mag- 
netic flux  is  set  up  which  is  opposed  to  the  original  flux  set 
up  by  the  primary,  as  indicated  by  the  arrows.  There  is 
then  a  tendency  for  poles  to  form  at  a',  a'  and  b',  b',  thus 
causing  leakage  lines  bb  and  cc  to  be  set  up.  Evidently 
the  leakage  will  increase  as  the  load  on  the  secondary  in- 
creases; hence  the  tendency  of  magnetic  leakage  is  to  cause 
a  falling  off  in  the  secondary  voltage  as  the  transformer  is 
loaded.  The  effect  of  both  resistance  and  magnetic  leakage 
is.  therefore,  to  produce  bad  regulation. 

4016.  Magnetic  leakage  can  be  avoided  to  a  large  ex- 
tent by  so  placing  the  coils  with  reference  to  each  other 
that  all  the  lines  passing  through  one  must  pass  through 
the  other.  This  might  be  done  by  winding  the  two  coils 
together,  but  this  plan  would  not  work  in  practice,  owing 
to  the  difficulty  of  maintaining  proper  insulation  between 
them.  The  type  shown  in  Fig.  IS-li  would  have  a  large 
amount  of  leakage  and  would  not  be  used  in  practice.  A 
much  better  arrangement  would  he  to  wind  the  coils  one  on 
top  of  the  other,  thus  leaving  very  little  space  for  lines  to 
leak  through  between  them,  or  to  wind  the  primary  and 
secondary  in  sections  and  interleave  them. 


BFFBCT  OF  CORE  I.OS8B8. 

4017,  Since  the  magnetism  in  the  core  is  constantly 
changing,  there  will  be  a  hysteresis  loss,  just  as  there  is  a 
loss  due  to  the  varying  magnetization  of  an  armature  core. 
The  transformer  will  have  to  take  power  from  the  line  to 
make  up  for  this  loss,  thus  lowering  the  efficiency.  The 
amount  of  loss  due  to  hysteresis  depends  upon  the  quality 
and  volume  of  iron  in  the  core,  as  well  as  upon  the  maxi- 
mum magnetic  density  at  which  it  is  worked.     Since  the 
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magnetic  flux  A'' is  nearly  constant  for  all  loads,  the  magnetic 
density  must  also  be  constant,  and  the  hysteresis  loss  must 
be  about  the  same,  no  matter  what  load  the  secondary  is 
carrying.  Heat  losses  also  occur  in  transformer  cores, 
due  to  eddy  currents  set  up  in  the  iron.  The  iron  in  the 
core  acts  as  a  closed  conductor,  and  the  alternating  field  in- 
duces small  E.  M.  F.'s,  which  give  rise  to  currents  in  the 
core.  In  order  to  prevent  the  flow  of  eddy  currents,  the 
core  is  laminated  or  built  up  of  sheets  varying  in  thickness 
from  .014  in.  to  about  .025  in.,  depending  upon  the  frequency, 
the  thicker  iron  being  used  for  transformers  designed  to 
work  on  low  frequencies.  The  effect  of  laminating  the 
core  is  to  break  up  the  paths  in  which  the  eddy  currents 
flow,  thereby  reducing  their  volume.  The  effect  of  both 
eddy-current  and  hysteresis  losses  is  simply  to  increase  the 
power  which  the  primary  takes  from  the  line,  and  thus  lower 
the  efficiency.  These  losses  do  not  affect  the  regulation  to 
any  appreciable  extent,  but  if  large  they  may  lower  the 
efficiency  considerably. 

401 8.  It  has  been  shown  above  that  the  core  losses  take 
place  so  long  as  the  primary  pressure  is  maintained,  and 
are  about  the  same  whether  the  transformer  is  doing  any 
useful  work  or  not.  In  most  lighting  plants,  the  line  pres- 
sure is  maintained  all  day,  while  the  load  may  be  on  for 
only  a  few  hours  out  of  the  twenty-four.  It  follows,  there- 
fore, that  the  C  R,  or  copper,  losses  take  place  for  a  short 
time  only,  whereas  the  iron  losses  go  on  all  day.  It  is  very 
important,  therefore,  that  the  iron  losses  be  small  as  com- 
pared with  the  copper  loss,  because,  if  this  is  not  the  case, 
the  transformer  may  have  a  low  all-day  efficiency ;  that  is, 
it  may  give  out  a  small  amount  of  energy  during  the  day 
compared  with  the  amount  it  consumes.  If  the  transformer 
were  loaded  steadily  all  day,  it  would  not  be  of  such  impor- 
tance to  have  the  core  losses  small  compared  with  the  copper 
losses. 
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CONSTRUCTION  OF  TRANSFORMERS. 
4019.     Transformers  are  made  in  a  variety  of  forms,  but 
they   may,  for   convenience,   be  divided  into   two   general 
classes: 

a.  Core  transformers. 

b.  Sheil  transformers. 
In   the  core    trans- 

formers,  the  iron  part 
forms  a  core  upon  which 
the  coils  are  wound, 
while  in  the  shell  ar- 
rangement,the  iron  sur- 
rounds the  coils.  Figs. 
1548  and  IS^g  show  the 
arrangement  of  the 
parts  of  a  common  type 
of  core  transformer. 
The  core  C,  Fig.  1548. 
is  built  up  of  thin  iron 
strips  into  the  rectangu- 
lar form  shown ;  P,  P', 
S,  S'  are  the  primary 
and  secondary  coils, 
each  wound  in  two 
parts.  It  will  be  no- 
ticed that  the  primary  is 

wound  over  the  second-  fig.  is48. 

ary,  thus  making  the  leakage  path  between  the  coils  long 
and  of  small  cross-cection,  thereby  reducing  the  magnetic 
^Prlmary^  leakage.      Fig.    1549 

shows  a  section  of  the 
coils  and  core.  One 
advantage  of  this  type 
is  that  the  core  may  be 
built  up  of  strips  of 
iron,  no  special  stamp- 
ings    being     required. 


« 

1] 

i  i 

THEORY  OF  ALTERNATING 


There  is  also  an  advantage  in  having  the  coils  vound 
sections,  in  that  it  enables  the  transformer  to  be  conned 
up  for  a  variety  of  voltages.  For  example,  suppose  each 
primary  coil  were  wound  foi  1,000  volts  and  each  secondary 
for  50  volts.  By  connecting  the  primary  i.-oils  in  series  or 
parallel,  the  transformer  could  be  operated  on  2.000  or  1,000 
volt  mains,  and  by  connecting  the  secondaries  in  series  or 
parallel,  a  secondary  voltage  of  either  100  or  50  could  be 
obtained.  Modern  transformers  are  usually  built  in  this  wai 
because  it  is  often  convenient  to  be  able  to  make  tbt 
changes. 

4020.  Figs.  1550  and  1661  show  a  common  type  of 
Bbell  tranHformer.  Here  the  primary  and  secondary  coils, 
P,  i\  and  5,  5,,  respectively,  are  surrounded  by  the  iron  core 


DC 

'a]^H 


C,  which  is  built  up  of  iron  stampings  of  the  form  shown  in 
the  sectional  view.  Fig.  1551,  A  cut  is  made  in  the  stamp- 
ing at  h,  so  that  the  tongue  7"  may  be  bent  back  to  allow 
the  stampings  to  be  slipped  over  the  coils.  The  magnetic 
lines  are  set  up  around  the  circuit  as  indicated  by  the  dotted 
lines,  and  thus  pass  through  both  primary  and  secondary  coils. 
The  primary  and  secondary  coils  are  split  up  into  two  sec- 
tions, the  primary  being  divided  into  two  parts  and  placed 
on  each  side  of  the  secondary.  The  two  parts  of  the  primary 
coils  are  connected  in  series  by  the  connection  shown  at  ti; 
/  and  /,  are  the  primary  terminals.     The  ends  a  and  l>  of  coil  S 
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and  c  and  d  of  coil  5,  are  brought  out  separately,  in  order 
that  the  two  coils  may  be  connected  either  in  series  or  in 
parallel,  as  may  be  desired.  Leakage  tends  to  take  place 
between  the  coils,  and  by  interleaving  the  primary  and 
secondary,  the  leakage  is  reduced. 


402I.  Transformers  for  outside  work  are  placed  in  a 
weather-proof  iron  case,  such  as  that  shown  in  Fig.  1552 
This  shows  a  case 
suitable  for  a  trans- 
former of  the  style 
shown  in  Fig.  1548. 
The  wires  a,  b  are  the 
primary  terminals, 
and  e,  d,  ^,y"are  con- 
nected to  the  second- 
ary mains.  The  case 
in  which  transform- 
ers are  placed  is  often 
filled  with  an  insula- 
ting oil,  which  not 
only  tends  to  keep 
the  insulation  better, 
but  also  helps  to  get 
rid  of  the  heat  by  conducting  it  away  from  the  transformer 
to  the  iron  case,  and  thence  to  the  outside  air. 

The  ratio  of  transformation  for  transformers  used  in 
ordinary  lighting  work  is  usually  10  or  20,  that  is.  1,000  or 
2,000  volts  primary  and  50  or  100  volts  secondary. 


CONNECTING  TRANSFORMERS. 
4022.     The  ordinary  method  of  connecting  transformers 

to  constant-potential  mains  is  shown  in  Fig.  155;).  In  this 
case  the  primaries  /'  P'  are  simply  connected  in  parallel 
across  the  1,000-volt  mains,  and  the  secondary  of  each  de- 
livers 100  volts,  provided  the  ratio  of  the  windings  is  10  to  1. 
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Fig.  1554  shows  a  iransformer  with  its  primary  coil  wound 
in  two  sections,  as  referred  to  in  Art.  4019.     Each  primary 
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Fig.  1554. 


Pia  15581 

coil  is  wound  for  1,000  volts  and  the  secondaries  for  50  volts; 
hence,  by  connecting  the  primaries  in  series,  the  transformer 
may  be  attached  to  2,0(»0-volt 
mains.  If  the  secondaries  are 
connected  in  series  as  shown, 
100  volts  will  be  obtained  be- 
tween the  secondary  mains. 
The  primaries  might  be  con- 
nected in  parallel  and  attached 
to  1,000-volt  mains  and  100  volts 
obtained  from  the  secondary, 
or  both  primary  and  secondary  might  be  connected  in  paral 
lei  and  the  transformation  made  from  1,000  volts  to  50  volts. 

4023.     Sometimes   it   is   necessary   to  connect  up   the 

to  feed  into  the  same 
circuit,  as  shown  in 
Fig.  1555.  When  this  is 
done,  care  should  be 
taken  to  get  the  corre- 
sponding ends  of  the  two 
secondaries  connected 
as  shown  in  the  figure, 
with  terminals  a  and  b 
brought  together  to  one 
Fio.  1566.  main,   and  c  and  d  to 

the  other.     If  the  connections  were  made  as  in  Fig.  1556, 
they  would  be  wrong,  because  the  two  coils  would  practically 


secondaries   of   two  transformers 
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be  connected  up  in  series  into  a  closed  circuit,  and  the  conse- 
quence would  be  that  the  two  coils  would  be  short-circuited 
and  burnt  out.  The  same  care  must  be  taken  in  connecting 
If  one  coil  is  con- 


oils  in 

series  acr 

Dss  the 

mams.      I 
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nected  up  so  as  to  neutralize  the  other,  the  coils  act  as  if  they 
had  no  self-induction,  and,  in  consequence,  are  not  able  to 
choke  back  the  current.     The  result  is  a  rush  of  current 


ries,    and    they    are 
burnt  out  unless  pro- 
tected by  fuses. 

4024.      Pairs  of 

'—lOOO  F— 
P 

transformers  are  of- 
ten connected  up  so 

^lOOV-^ 

0,0  0  0  0  0 
soar.  — - 

to   secondary   mains 
on  a  plan  similar  to 
the    three-wire    sys- 

— 

3^r~ 

tem,    as     shown    in 
Fig.  1557.    This  plan 

FCC. 

allows  the  use  of  a  higher  secondary  line  voltage,  and  hence 
cuts  down  the  amount  <if  copper  required  for  the  mains.  By 
connecting   the   two   lOO-voIi  secondaries  in  series,  a  line 
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Phase  1. 


voltage  of  200  is  obtained.     A  third  or  neutral  wire  is  run 

from   r,  where   the   two  coils 

unite,  and  if  the  load  on  each 

side   is   balanced,  no  current 

Phot  2. flows  in  this  line. 
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4025.  Ordinary  trans- 
formers are  generally  used  on 
multiphase  systems,  although 
special  two  and  three  phase 
transformers  have  been   con- 


FiG.  ir>5«. 

structcd.  It  is  usual,  however,  to  connect  up  two  or  more 
sin^ie-phase  transformers  in  the  combination  required  to 
do  the  work.  Fig.  1558  shows  two  transformers  connected 
to  two-phase  mains.  These  are  simply  connected  in  parallel 
across  the  two  pair  of  mains  in  the  usual  manner,  and  the 
mains  from  the  secondary  constitute  in  this  case  a  two- 
phase  system  with  a  line  pressure  of  100  volts. 

402B.     Transformers  may  be  connected  up  in  a  number 
of   different  ways  on  three-phase  circuits,  depending  upon 

Main. 
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Fig.  irx-iO. 


whctluT  the  Y  or  A  connection  is  used.  In  all  the  following 
examples  there  are  siij>posed  to  be  ten  times  as  many  pri- 
mary turns  as  secondary  on  the  transformers  used;  that  is, 
they  transform  down  in  the  ratio  of  10:1.     Three   single- 
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phase  transformers  are  employed  in  each  case,   their  pri- 
mary    coils     being 

corresponding  sec- 
ondaries J,  s\  s". 
In  the  first  case, 
Fig.  1559,  both  the 
primaries  and  sec- 
ondaries are  con- 
nected up  A,  and 
they  would,  there- 
fore, transform 
from  1,000  volts 
primary  to  100  volts 
secondary,  or  the 
ratio  of  primary  line 
voltage  to  second- 
ary would  be  the 
same  as  that  of  the  windings.  In  Fig.  15G0  the  primaries  are 
connected  A  and  the  secondaries  Y.     In  this  case  the  voltage 

Main. 


Fig.  1560. 


-r 

>9 


57.7  V 


>0 


Fig.  15C1. 


generated  in  each  of  the  secondary  windings  will  be  100 
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hence,  the  line  pressure  will  be  100  ^/S  or  173  volts.  This 
arrangement,  therefore,  transforms  from  1,0(XI  volts  pri- 
mary to  173  volts  secondary.  In  Fig.  1561  the  primaries 
are  connected  Y  and  the  secondaries  A.  Since  the  Y  con- 
nection is   used   on   the  primaries,  the   voltage   impressed 


on  each  primary  will  be  - 


/3' 


577   volts;    hence,   that 


generated  in  each  secondary  will  be  67.7  volts,  and  as  these 


are  connected  A,  the  secondary  line  voltage  will  be  67.1 
volts.  This  arrangement,  therefore,  transforms  from  1,000 
volts  primary  to  57.7  volts  secondary.  In  Fig.  1563  both 
primary  and  secondary  are  connected  Y,  and  it  is  evident 
that  such  an  arrangement  would  transform  from  1,000 
to  100.  The  connections  best  adapted  for  any  work  will 
depend  largely  upon  the  magnitude  of  the  E.  M,  F.'s  and 
currents  to  be  handled.  For  example,  if  a  very  high  line 
voltage  were  employed,  it  would  be  best  to  use  the  V  con- 
nection on  the  primaries,  because  this  would  lessen  the 
voltage  on  any  one  transformer.  On  the  other  hand,  if  the 
secondaries  had  to  deliver  very  heavy  currents,  they  would 
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in  all  probability  be  connected  up  A,  as  this  would  cut  down 
the  current  in  the  secondary  windings  and  avoid  the  use  of 
Buch  heavy  conductors  in  the  coils. 


SPBCIAL    USES    OF    TRANSFORMERS. 
[      4027<     Two  currents  difEering  in  phase  by  90°  may  be 
I  transformed  into  three  differing  by  120°,  by  means  of  an 

arrangement  of  special 

transformers.    Fig. 

1563  shows  the  princi- 
ple  of    the   device    for 

transforming  from  two 

phase   to   three   phase, 

and  vice  versa,  brought    , 

out  by  Mr.  C.  F.  Scott. 

Two     transformers    A 

and    B   are    connected 

to  two-phase  mains,  as 

shown.     The  secondary 

coil  of  B  is  represented 

by  id,  and  that  of  ^  by  c 


The  secondary  coil  of  A ,  that  is, 
f  c,  has  V-  times  as  many  turns  as  the  secondary  of  B.    The 


^relation  of  the  secondary  E.  M.  F. 's  generated  in  t 
arrangement    is    shown 


i,., 
arrangement    is    shown    in    Fig 
/\  15G4;  b  d  \%  the  pressure  gener- 

/     \  aled  in  the  secondary  of  B,  and 

/  \  c  f  is  that  generated  in  the  sec- 

/  \  ondary  of  A.     From  the  relation 

/  \  of  the    windings,  it    follows    that 

/  \  6  e  d  must  be  an  equilateral  tri- 

/  \       angle;    hence,    the  pressures  ^  c, 

•■^  t  ■^'t   e  d,  and  li  d  are   all   equal   and 

'''"  "*■•  differ  120' in  phase.    If.  therefore, 

three  lines  are  attached  to  the  terminals  />,  d,  c,  Fig.  15(i3, 
we  will  have  a  three-phase  system,  or  if  three-phase 
currents  are  supplied,  they  will  be  transformed  to  two  cur- 
rents differing  in  phase  by  'M". 


I 
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402S-  -r-T  '::?t*  r:*^-  _  _-r  :.  -i^r  ;r  iranfaonners  arc 
s:  TT.t:  ::  rr  z.-. :  .r  i*  ^ :  :  -  i^.r-  -  j  .  r  j  "w  tnri^  the  pressure  on 
i^rrix'^  r.--_  -  ^  I'  -^  ::  r  tIl:  :_  ^zjci-^i-t  .-s  I\  Fig.  1565, 
t:  rr:rr>ri.:  -  :t-:tr  r^^^.-^  :  >:=ir  :.r:^nt  pr-in:  requir- 
i::z  :-'  zz^^>-z     z,  '.i..^  ZLr:..J.Lz  iz-fitr  :.  r^e  Lightr  than 


tr.r  f }-T_i.r:  -  vr:->f.:r-:  -p  z.i  .r  :rr^>t  the  rr^Zii^e  c-n  all  the 
itrfitTy  iir^-tr.:-:-!  *. .  .:.  '^JLZ  z'z:^  v.iLJf  niieihe  pressure  at 
p'.:':- --^r  -.::':  >':it  -  r.  ::..  r.^i  St  cc-nriecting  a  trans- 
foriTitr  c.f  fiiTi.  :r_  F_^v  IV  ".  ii-t  T.Iij.re  on  --I  B  mav  be 
raised  '■^::r.-t  2.re:i:rz  ^"j  ::  ":it  ;:r.tr  feeders.  This 
trar.-f.r=:*r  L2.5  ::5  rr-HLJLrv  .-  J  :  -zt  :-ec  across  the  mains 
in  th*:  jf  .12.1  ▼2.7.  TTJilr  -.he  >tr;  '  l^rj  :>  cnr.ecied  in  series. 
The  rci^-lt  :'  this  f  :hi:  tiit  v..:^;:^  ;f  ihc  secondary  is 
either  added  t:.  .r  suiirarted  frzm  thai  cf  the  crnamo,  thus 

- — /O0   r — - 


either  iicreasing  or  decreasir.^  the  line  voltage.  In  the  case 
shown,  the  trani^!-.  rm-r  :^  vv  .  ur.  i  : .  r  1.  •.»«  >  Y«.'lts  primary  and 
W)  secondary,  s'-  th:^:  the  lir.c  v  lia^e  ;^  increased  from  1,000 
to  1,1C»».',  provided  the  terrr.ir.al^  tz  /■  ♦  f  the  secondary  are  so 
connected  that  the  secor.cary  v  Ita^-e  :>  added.  The  proper 
meth'-yJ  of  connecting  a  b  is  c::<iiy  i<..und  by  trial,  and  can 
be  changed  by  simi/iy  rtrversing  the  terminals.  The  second- 
ary 6*  must  be  of  sufncient  current -carrying  capacity  to 
carry  all  the  current  which  the  fetrdor  A  B  is  ever  called 
upon  to  furnish.  The  capacity  c-f  the  transformer  must  be 
at  least  equal  to  the  extra  watts  which  are  to  be  supplied  to 
the  line,  that  is,  line  current  times  amount  by  which  voltage 
is  to  be  raised. 

4029*     The    arrangement     described    above,    using    a 
simple  transformer,  will,  of  course,  give  only  one  adjust- 
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ment  of  voltage.  Iii  cases  where  it  is  desired  to  have  the 
voltage  adjustable,  the  secondary  coil  may  be  wound  in 
sections,  and  these  cut  in  or  out  by  means  of  a  switch,  thus 
adding  or  subtracting  any  required  voltage  to  or  from  that 
of  the  alternator.  Such  a  device  is  known  as  a  Still^vell 
res^ulator,  and  it  is  frequently  used  in  central  stations  to 
adjust  the  feeder  voltages  independently  of  the  pressure 
furnished  by  the  dynamos. 

4030.     When    induction    motors    are    operated    from 
monocyclic  alternators,  the  transformers  are  connected  as 

Line. 


Teaxer. 


Line. 


P  \kP 


s 


a 


1 


Pig.  1566. 

shown  in  Fig.  1566.  Ordinary  transformers  are  used,  with 
their  primaries  connected  in  series  across  the  outside  mains, 
the  middle  point  k  being  connected  to  the  teazer  wire. 

The  secondaries  .S",  S'  are  also  connected  in  series,  but 
with  the  secondary  of  one  reversed  with  regard  to  the  other. 
This  gives  three  secondary  voltages  in  an  approximately 
three-phase  relation.  These  three  voltages  will  not  be  equal, 
the  lower  voltage  being  that  of  the  teazer,  and  the  other 
two  combinations  of  the  teazer  and  main  pressures. 


4031.  Transformers  are  often  used  on  switchboards 
to  tell  when  two  alternators  arc  in  synchronism.  Suppose 
A^  Fig.  1567,  is  an  alternator  sup[)lying  current  to  bus-bars 
M,  M,  and  it  is  desired  to  connect  machine  B.  The  alter- 
nator B  should  be  in  step  with  A  before  being  connected, 
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and  in  order  to  tell  when  this  is  the  case,  two  small  trans- 
formers have  their  primaries  c  and  d  connected  as  shown, 
corresponding  terminals  on  each  primary  being  connected 
to  similar  terminals  of  A  and  B.  The  secondaries  e  and  / 
arc  connected  in  series,  as  shown,  and  a  couple  of  incandes- 
cent lamps  /,  /  are  connected  in  the  circuit.     If  A  and  ^are 


FlO.  1867. 

exactly  in  phase,  the  E.  M.  F.'s  in  e  and  /  would  just  neu- 
tralize each  other  and  the  lamps  would  not  light  up;  if 
opposite  in  phase,  they  would  light  up  to  full  candle-power. 
If  the  machines  are  not  running  in  synchronism,  the  lamps 
will  flicker,  and  the  more  nearly  they  get  into  synchronism, 
the  slowrr  will  the  flickering  become.  When,  therefore,  the 
beats  become  very  slow,  the  switches  S,  S  are  thrown  when 
the  lamps  are  out,  and  the  machines  go  on  running  in  par- 
allel. If  the  connections  of  one  of  the  transformers  were 
reversed,  it  is  readilv  seen  that  the  instant  when  A  and  -ff  were 
in  phase  would  be  indicated  by  the  lamps  being  up  to  full 
brilliancy  instead  of  being  out.  Attention  should,  there- 
fore, be  paid  to  the  transformer  connections  in  using  such 
an  arrangement  for  synchronizing  alternators. 
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ALTERNATING-CURRENT   MOTORS. 
■4032.     Motors   designed    for    use  in    connection    with 
^Alternating  currents  may  be  divided  into  two  classes: 


2. 


Synchronous  motors. 

Induction  motors. 


Both  kinds  are  in  common  use,  and  by  far  the  larger  part 
of  all  the  motors  operated  in  connection  with  the  alternate 
current  belong  to  one  of  these  classes.  There  are  a  few 
other  motors  which  are  used  to  some  extent,  buttheirnum- 
ber  is  insignificant  compared  with  those  of  the  above  two 
classes. 


SYNCHRONOUS    MOTORS. 

4033.  Synchronous  motors  are  made  to  operate 
either  on  single-phase  or  polyphase  systems,  and  are  so  called 
because  they  always  run  in  synchronism  with,  or  at  the 
same  frequency  as,  the  alternator  driving  them.  In  con- 
struction they  are  almost  identical  with  the  corresponding 
alternator,  and  always  consist  of  the  two  essential  parts, 
field  and  armature,  either  of  which  may  revolve.  The  field 
of  such  motoBs  must  be  excited  from  a  separate  continuous- 
current  machine  in  the  same  way  as  an  alternator.  The 
£etds  of  synchronous  motors  are,  however,  very  seldom 
iicompound  wound,  and  hence  are  provided  simply  with  col- 
lector  rings,   no   rectifier   being   required;    otherwise,    the 

vhole  construction  of  the  motor  is  about  the  same  as  that 
^ttf  the  alternator. 

4034.  If  a  single-phase  alternator  be  connected  to  an- 
bther  similar  machine,  the  latter  will  not  start  up  and  run 
as  a  motor,  because  the  current  is  rapidly  reversing  in  its 
armature,  thus  tending  to  make  it  turn  first  in  one  direction 
and  then  in  the  other.  The  consequence  is  that  the  arma- 
ttire  does  not  get  started  from  rest.     If,  however,  the  second 

lachine  be  first  run  up  to  a  speed  such  that  the  frequency 
I  j>f  its  alternations  is  the  same  as  that  of  the  alternator,  and 
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then  connected  into  circuit,  the  impulses  of  current  will  all 
tend  to  keep  it  rotating,  and  the  machine  will  continue  run- 
ning as  a  motor.  The  motor  would  have  to  be  run  up  to 
synchronism  by  means  of  some  outside  source  of  power,  and 
the  fact  that  single-phase  synchronous  motors  will  not  start 
of  their  own  accord  is  a  serious  drawback  to  their  use.  On 
the  other  hand,  polyphase  synchronous  motors  will  start 
from  rest  and  run  up  to  synchronism,  because,  before  the 
current  has  died  out  in  one  set  of  coils,  it  is  increasing  in  one 
of  the  other  sets,  an  that  there  is  always  some  turning  effort 
exerted  on  the  armature.  While  starting,  such  motors  take 
quite  a  large  current  from  the  line,  and  they  will  not  start  at 
all  under  any  heavy  load.  They  must,  therefore,  be  started 
up  first  and  the  load  applied  afterwards,  when  they  will  con- 
tinue running  in  synchronism  with  the  alternator,  and  will 
take  current  from  the  line  in  proportion  to  the  work  done. 

4035.  Synchronous  motors  behave  differently  in  some 
respects  from  direct-current  machines.  If  the  field  of  a 
direct-current  motor  be  weakened,  the  motor  will  speed  up 
and  the  current  flowing  through  the  armature  will  remain 
practically  unchanged.  If  the  field  strength  of  a  synchro- 
nous motor  be  changed,  the  speed  can  not  change,  because 
the  motor  has  to  keep  in  step  with  the  alternator.  Such  a 
motor  adjusts  itself  to  changes  of  load  and  field  strength  by 
the  changing  of  the  piiase  difference  between  the  current 
and  E.  M.  F.  Imagine  a  synchronous  motor  which,  we  will 
suppose,  runs  perfectly  free  when  not  under  load.  If  such 
a  machine  were  run  up  to  synchronism,  and  its  field  adjusted 
so  that  the  counter  E.  M.  F.  of  the  iliotor  were  equal  and 
opposite  to  that  of  the  dynamo,  no  current  would  flow  in 
the  circuit  when  the  two  were  connected.  At  any  instant 
the  E.  M.  F.  causing  current  to  flow  is  the  difference  be- 
tween the  instantaneous  E.  M.  F.  of  the  alternator  and  the 
counter  E.  M.  F.  of  the  motor.  If  the  motor  be  loaded,  its 
armature  will  lag  a  small  fraction  of  a  revolution  behind  that 
of  the  alternator,  ami  the  motor  E.  ^M.  F.  will  no  longer  be 
in  opposition  to  that  of  the  alternator,  consequently  a  cur- 
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rent  will  flow  sufficiently  large  to  enable  the  motor  to  carry 
its  load.  The  greater  the  load  applied,  the  larger  will  be 
the  current  which  is  thus  allowed  to  flow.  It  must  be  borne 
in  mind  that  this  phase  difference  is  caused  by  a  small  rela- 
tive lagging  of  one  armature  behind  the  other,  not  by  a 
difference  in  speed.  For  example,  the  change  of  phase  from 
full  load  to  no  load  might  not  be  more  than  25°,  and  this 
would  mean  an  angular  displacement  on  the  machine  of  a 
little  more  than  ^  of  a  pole  face.  If  the  machine  be  loaded 
too  heavily,  the  slipping  back  of  the  motor  armature  will  be- 
come sufficiently  great  to  throw  the  motor  out  of  synchro- 
nism, and  it  will  come  to  a  standstill. 

4036.  Since  polyphase  synchronous  motors  will,  when 
not  loaded,  run  up  to  synchronism  of  their  own  accord,  they 
are  largely  used  for  power-transmission  purposes  in  places 
where  a  large  starting  effort  is  not  required  and  where  the 
motor  is  not  started  and  stopped  frequently.  They  have 
an  advantage  over  induction  motors  in  that  they  do  not 
produce  lagging  currents,  and  are  therefore  better  adapted 
for  power-transmission  plants.  What  was  said  with  regard 
to  alternator  armature  windings  also  applies  to  synchronous 
motors,  such  motors  being  built  for  either  two  or  three 
phase  systems. 

4037.  The  speed  at  which  a  synchronous  motor  will 

run  when  connected  to  an  alternator  of  frequency  ;/  is  5"  =  — , 

where  s  is  the  speed  in  revolutions  per  second  and  /  the 
number  of  pairs  of  poles  on  the  motor.  For  example,  if  a 
10-pole  motor  were  run  from  a  12o-cycle  alternator,  the 
speed  of  the  motor  would  be  -^|'^-  =  25  rev.  per  sec,  or  1,500 
R.  P.  M.  It  follows  from  the  above  that  if  the  motor  had 
the  same  number  of  poles  as  the  alternator,  it  would  run  at 
exactly  the  same  speed,  and  any  variation  in  the  speed  of  the 
alternator  would  be  accompanied  by  a  corresponding  change 
in  the  speed  of  the  motor. 


2716  THEORY  OF  ALTERNATING 

INDUCTION  MOTORS. 

4038.  In  a  great  many  cases  it  is  necessary  to  have  an 
alternating-current  motor  which  will  not  only  start  up  of 
its  own  accord,  but  one  which  will  start  with  a  strong 
torque.  This  is  a  necessity  in  all  cases  where  the  motor 
has  to  start  up  under  load.  It  is  also  necessary  that  the 
motor  be  such  that  it  may  be  started  and  stopped  frequently, 
and  in  general  be  used  in  the  same  way  as  a  direct-current 
motor.  These  requirements  are  fulfilled  by  induction 
motors,  which  have  come  largely  into  use,  especially  in  sizes 
up  to  about  100  or  150  H.  P. 

4039.  Induction  motors  are  usually  made  for  opera- 
tion on  two  or  three  phase  circuits,  although  they  are  some- 
times operated  on  single-phase  circuits,  as  explained  later. 
They  always  consist  of  two  essential  parts,  namely,  the 
primary,  or  field,  to  which  the  line  is  connected,  and  the 
secondary,  or  armature,  in  which  currents  are  induced  by 
the  action  of  the  primary.  Either  of  these  parts  may  be 
the  revolving  member,  but  we  will  suppose  in  the  following 
that  the  field  is  stationary  and  the  armature  revolving. 
In  a  synchronous  motor  or  direct-current  motor,  the  current 
is  led  into  the  armature  from  the  line,  and  these  currents 
reacting  upon  a  fixed  field  provided  by  the  stationary  field- 
magnet  produce  the  motion.  In  the  induction  motor,  how- 
ever, two  or  more  currents  differing  in  phase  are  led  into 
the  field,  thus  producing  a  magnetic  field  which  is  constantly 
changing  and  which  induces  currents  in  the  coils  of  the 
armature  in  the  same  way  that  currents  are  induced  in  the 
secondary  coils  of  transformers.  These  induced  currents 
react  on  the  field  and  produce  the  motion  of  the  armature. 
It  is  on  account  of  this  action  that  these  machines  are  called 
induction  motors. 

FIELn    WINDING. 

4040.  The  winding  on  the  field  of  an  induction  motor 
is  almost  exactly  the  same  as  that  on  the  armature  of  a 
synchronous  motor.  The  field  structure  is  built  up  of  disks 
with  teeth  on  their  inner  circumference,  which  form  slots 
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when  the  core  is  assembled.  The  coils  are  placed  in  these 
slots,  forming  a  winding  like  that  on  the  surface  of  a  poly- 
phase armature.  Distributed  windings  are  usually  em- 
ployed; that  is,  there  is  generally  more  than  one  coil  per 
pole  per  phase,  and  the  winding  when  completed  resembles 


''   very  much  the  evenly  distributed  arrangement  of  coils 


continuous-current  armature. 

field  for  an  induction  motor. 

;  distributed  evenly  around  the 

4041.     The  action  of  the  out-of-phase  currents  in  pro- 
ducing a  changing  field  will  be  understood  by  taking  the  case 


Fig.   1568  shows  a  finished 
The  coils  are  seen  at  a,  a 

r  circumference. 
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of  a  simple  tWD-pliase  field  as  shown  in  Fig.  1509.  In  orderto 
make  the  acliim  clearer,  we  will  suppose  that  the  coils  are 
wound  on  projecting  poles  instead  of  being  sunk  in  slots. 
The  field  /^composed  of  laminations  has  eight  polar  projec- 
tions, four  poles  for  each  phase.  Each  projection  is  wound 
with  a  coil,  and  alternate  coils  belong  to  the  same  phase,  the 
winding  constituting  phase  1  being  shown  full  and  phased 
dotted.     The    winding    is  such  that    if  a  current   is  sent 


through  cither  o£  the  windings,  the  poles  formed  are  alter- 
nately north  and  south;  for  example,  1,  .f,  5,  7  would  be  N 
and  J>  as  shown.  If  such  a  field  were  connected  to  a  two- 
phase  alternator,  we  would  have  currents  in  each  of  the  cir- 
cuil:^,  diHering  in  piiasc  by  1K)°  and  continually  reversing  in 
direction.  The  ctrect  of  this  is,  that  as  the  magnetism  in, 
say,  [lolc  /  dies  out,  it  inci-eascs  in  pole  ;?,  and  so  on,  thus 
producing  the  effect  of  a  field  continually  shifting  around  oi 
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revolving.  In  fact,  the  field  produced  by  the  field  coils 
shifts  around  in  the  same  way  that  the  field  is  made  to  shift 
around  the  armature  of  the  alternator  by  its  rotation  in  the 
field  produced  by  the  separately  excited  field-magnets.  We 
have,  then,  the  effect  of  a  four-pole  revolving  field,  arid  the 
speed  at  which  it  revolves  would  depend  upon  the  frequency 
of  the  alternator.     In  this  case,  if  the  frequency  were  60,  the 

field  would  make  s  =  -^  —  =  30  rev.  per  sec. ,  or  1, 800  K.  P.  M. 

The  effect  of  the  distributed  winding  in  Fig.  1508  is  more 
uniform  than  that  in  the  simple  motor  shown  above  and 
causes  the  motor  to  exert  a  more  even  torque. 

4042.  Suppose  an  armature  having  also  eight  polar  pro- 
jections to  be  placed  inside  the  field  of  Fig.  1509.  Each  of 
these  projections  is  wound  with  a  coil  c,  Fig.  1570,  and  these 

,'\ /', 


Fio.  ism 
coils  form  independent  closed  circuits,  since  their  twoter. 
minals  are  united  at  the  pointsi/.     When  a  current  is  sent 
Af.  E.    lV.-~40 
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through  the  field,  a  varying  magnetic  flux  is  set  up  through 
the  armature  coils,  thus  generating  an  E.  M.  F.   in  them. 
Since  the  coils  form   closed   circuits,  the  induced  E.  M.  F. 
causes  currents  to  be  set  up  in  them,  and  this  causes  the 
armature  to  rotate  by  the  reaction  of  these  currents  on  the 
field.*     If   the  armature  were  held  from  turning,  the  coils  on 
the  armature  would  act  like  the  secondary  of  an  ordinary 
transformer,  and  heavy  currents  would  be  set  up  in  them. 
However,  as  the  armature  comes  up  to  speed,  the  relative 
motion  between  the  revolving  field  and  armature  becomes 
less,   and   the   induced  E.  M.    F.'s  and    currents     become 
smaller,  because   the  secondary  turns  do  not  cut  as  many 
lines  of   force  as  before.     If   the  armature  were  running 
exactly  in  synchronism  with  the  field,  there  would  be  no 
cutting  of  lines  whatever,  no  currents  would  be  induced,  and 
the  motor  would  exert   no  torque.     Therefore,  in  order  to 
have  any  induced  currents,  there  must  be  a  difference  in 
speed  between  the  armature  and  the  revolving  field,  and  the 
greater  the  current  and  consequent  torque   or  effort,  the 
greater  must  be  this  difference.     When  the  load  is  very  light, 
the  motor  runs  almost  exactly  in  synchronism,  but  the  speed 
drops  off  as  the  load  is  increased.     This  difference  between 
the  speed  of  the  armature  and  that  of  the  field  for  any  given 
load  is  called  the  slip.     The  slip  in  well-designed  motors 
does  not  require  to  be  very  great,  because  the  arjnatures  are 
made  of  such  low  resistance  that  a  small  secondary  E.  M.F. 
causes    the    necessary  current  to  flow.       In  well-designed 
machines  it  varies  from  2  to  5^  of  the  synchronous  speed, 
depending  upon  the  size.     A  20  H.  P.  motor  at  fdll  load  might 
drop  about  5,<  in  speed,  while  a  75  H.  P.  motor  might  fall  off 
about  'Hk^.      For  example,  if  an  8-pole  motor  were  supplied 
with  current  at  a  frequency  of  GO,  its   field  would    revolve 
-Y  —  15  rev.  per  sec,  or  000  R.  P.  M.,  and  its  no-load  speed 
would  be  very  nearly  000.      At  full  load  the  slip  might  be 
5^,  so  that  the  speed  would  then  be  855  R.  P.  M.     It  is  thus 
seen  that  as  far  as  speed  regulation  goes,  induction  motors 
are  fully  equal  to  direct-current  machines. 
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ARMATURE   WINDING. 

4043.  The  armature  winding  of  induction  motors  is,  like 
'  that  of  the  field,  placed  in  slots  around  the  periphery  of  the 
drum.  In  many  cases  this  winding  consists  simply  of  a 
number  of  heavy  copper  bars  placed  in  the  slots  and  formed 
into  closed  circuits  by  means  of  heavy  connecting  rings  at 
the  ends.  Such  a  squirrel-caKC  winding,  as  it  is  ofteri 
called,  is  shown  in  Pig,  1571,  where  the  winding  bars  A  are 
shown  bolted  to  the  short-circuiting  rings  r,  r.  In  some 
cases,  especially  in  the  larger  motors,  it  is  best  to  have   the 


^armature  winding  so  arranged  that  a  resistance  may  be 
inserted  in  series  with  it  while  the  motor  is  starting  up,  and 
cut  out  when  full  speed  is  attained.  If  this  is  not  done, 
there  will  be  a  large  rush  of  current  at  starting,  because, 
when  the  motor  is  standing  still,  it  is  in  the  condition  of  a 
transformer  with  its  secondary  short-circuited,  and  since 
the  armature  is  stationary  with  regard  to  the  field,  a  fairly 
high  E.  M.  F.  might  be  induced,  thus  causing  a  very  heavy 
current  to  flow  through  the  low -resistance  secondary  winding. 
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This  voulil  cause  a  large  current  to  flow  in  the  primary, 
and  would,  therefore,  be  objectionable.  Moreover,  this 
large  secondary  current  reacts  on  the  field  produced  by 
the  primary  sti  as  to  greatly  weaken  it,  and  results  in  a  very 
small  starling  torque,  U  the  armature  were  so  designed  as 
to  have  a  fairly  high  resistance  in  itself,  in  order  to  limit  the 
starting  current  and  procure  a  good  starting  torque,  the 
motor  would  be  inefficient  and  would  give  bad  speed  regula- 
tion. It  is  therefore  best  to  have  a  resistance  which  may 
be  placeil  tempi^rarily  in  the  circuit  and  then  cutout.  This 
may  be  done  by  supplying  the  secondary  with  a  regular 
winding  similar  to  that  of  the  field,  and  bringing  the  termi- 
nals to  cv>lleotor  rings.  By  means  of  these,  connection  may 
be  made  to  a  resistance-box,  and  resistance  cut  in  or  out  in 
much  the  same  way  as  is  done  in  starting  up  direct -current 
motors.  In  the  General  Electric  Co. 's  motors,  the  use  of  col- 
lector rings  is  avoided   by  mounting  the  resistance  on  the 


armature  spider,  and  cutting  it  out  by  a  switch  operated  by 
a  sliding  collar  (in  the  shaft.  This  enables  the  motor  to  be 
built  without  any  moving  contacts  whatever. 
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4044.  In  cases  where  it  is  necessary  to  have  induction 
motors  run  at  variable  speeds,  it  is  usual  to  supply  them  with 
collector  rings  connected  to  an  adjustable  rheostat,  a  method 
often  used  where  such  motors  are  intended  for  operating 
hoists,  etc.  Fig.  1572  shows  one  of  the  above  motors  with 
adjustable  resistance  in  the  secondary,  the  handle  h  shown 
in  the  figure  being  used  to  operate  the  sliding  collar  c.  It  also 
shows  the  arrangement  of  the  parts  of  a  motor  with  station- 
ary field  and  revolving  armature. 


FIELD    AND  ARMATURB  CONNECTIONS. 

4045.  The  field  and  armature  windings  of  three-phase 
induction  motors  are  the  same  as  those  on  three-phase  alter- 
nators, and  such  windings  may  be  connected  up  Y  or  A,  in 

F 


Fig.  1573. 


whichever  way  is  best  suited  to  the  conditions  under  which 
the  motor  is  to  work.  If,  for  example,  the  field  were  to  be 
connected  to  high-potential  mains,  it  would  probably  have 
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its  coils  connected  up  Y.  Fig.  15TS  shows  the  arrangement 
of  coils  for  a  simple  three-phase  motor  field,  the  connections 
between  coils  not  being  shown,  as  the  diagram  is  intended 
to  show  simply  the  arrangement  of  coils.  The  field  stamp- 
ings Fare  provided  with  24  slots  S,  and  there  are  12  coils, 
consisting  of  three  sets  A,  £,  and  C  of  four  coils  each, 
set  Ji  being  Viit"  behind  .-J,  and  set  C  120°  behind  B.  Such 
a  winding,  when  fed  from  three-phase  mains,  would  give 
rise  to  a  4-pole  revolving  field.  The  winding  shown  has  only 
one  coil  per  pole  per  phase.  Modern  induction-motor  fields 
usually  hiive  a  large  number  of  sluts;  for  example,  an  8-pole 
motor  with  three  coils  per  pole  per  phase  would  have  72  coils 
and  72  slots  if  a  two-layer  winding  were  used,  as  is  usually 
done.  The  windings  of  induction  motors  will  be  treated  nf 
more  in  detail  in  connection  with  induction-motor  design. 


OPERATION  OF  INDUCTION  MOTORS. 

4046.     Induction    motors  always    give  rise    to  lagging 
currents  in  the  line;  that  is,  the  actual  watts  taken  from 
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the  line  is  not  cc]ual  to  the  volts  times  amperes,  but  is  this 
produrt  nuilli])Iied  by  the  power  factor  of  the  motor.  The 
higher  the  solf-induction  of  the  motor  and  the  higher  the 
freqiiont^v,  thr  lower  will  be  the  power  factor,  other  things 
bi'ing  ciiiuil.  It  is  best,  therefore,  to  operate  motors  at  a 
fairly  low  frequency,  and  design  them  so  that  their  self- 
induction  shiill  not  1)1-  too  grcai.  The  use  of  open  slots,  as 
at  (rt)  and  (d).  Fig.  1,"4,  tends  to  keep  down  self-induction, 
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because  an  air-gap  de  is  introduced  into  the  path  of  the 
magnetic  lines  which  the  coil  tends  to  set  up  around  itself. 
If  closed  slots  are  used,  the  inductance  is  greater,  because 
the  coils  can  set  up  a  flux  through  a  complete  iron  path. 
The  power  factor  cos  4^  of  a  good  motor  operating  on  60 
cycles  should  be  from  .85  to  .87  at  full  load. 

4047.  Induction  motors  are  always  constructed  with  a 
multipolar  field,  so  as  to  keep  down  the  speed  of  rotation. 
The  number  of  poles  employed  increases  with  the  output, 
and  the  speed  is  correspondingly  decreased.  The  following 
table  gives  the  relation  between  poles,  output,  and  speed  for 
some  of  the  standard  sizes  of  induction  motors  (60  cycle). 

TABLE  116. 


INDUCTION  MOTORS. 


Poles. 

H.  P. 

Speed. 

« 

4 

1 

1,800 

6 

5 

1,200 

6 

10 

1,200 

8 

10 

900 

8 

20 

900      . 

10 

50 

720 

12 

75 

600 

PHASE   SPLITTING. 

4048.  Motors  are  sometimes  operated  from  single- 
phase  circuits  by  **  splitting  the  phase  ";  that  is,  the  original 
single-phase  current  may  be  split  up  into  other  currents 
which  are  out  of  phase,  and  thus  suitable  for  starting  up  a 
motor.  A  simple  arrangement  of  this  kind  is  shown  in 
Fig.  1575.  The  motor  is  supplied  with  two  windings  which 
are  connected  to  the  mains,  one  in  series  with  a  resistance  R 
and  the  other  in  series  with  an  inductance  Z.     It  is  evident 
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that  the  current  in  circuit  B  will  lag  behind  that  in  A^  and 
the  motor  will  therefore  be  supplied  with  two  currents  suit- 
able for  starting.  After  the  motor  has  run  up  to  speed, 
R  and  L  are  usually  cut  out  and  the  machine  runs  as  a  single- 
phase  motor.     A  number  of  starting  devices  are  in  use  for 

"Line. 


Fig.  1575. 

operating  motors  from  single-phase  machines;  but  where  a 
really  satisfactory  motor  is  required,  the  multiphase-induc- 
tion or  synchronous  motors  are  used.  The  latter  are  especially 
valuable  for  large  power-transmission  plants,  where  lagging 
curre^its  are  objectionable. 


ROTARY  TRANSFORMERS. 
4049.  It  is  often  necessary  to  change  direct  current  to 
alternating,  and  vice  versa,  and  machines  for  accomplishing 
this  arc  known  as  rotary  transformers.  The  transforma- 
tion might  l;e  effected  by  having  an  alternating-current 
motor  c(jupled  to  a  direct-current  generator,  simply  using 
the  alternating  current  to  drive  the  generator.  An  ar- 
rangement of  two  machines  is,  however,  not  usually  neces- 
sary, although  such  motor-generator  sets  are  used  to  some 
extent.  Rotary  transformers  are  largely  used  for  changing 
alternating  current  to  direct  for  the  operation  of  street 
railways,  electrolytic  plants,  etc. 
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SINGLB-PHASB  TRANSFORMERS. 

4050.  Suppose  an  ordinary  Gramme  ring  armature  to 
be  revolved  in  a  two-pole  field  as  shown  in  Fig.  157G;  a  con- 
tinuous E.  M.  F.  will  be  generated  and  a  continuous  current 
obtained  by  attaching  a  circuit  to  the  brushes  a^  a\  If, 
instead  of  the  commutator,  two  collector  rings  were  at- 
tached to  opposite  points  of  the  winding,  an  alternating 
current  would  be  obtained  in  a  circuit  connected  to  by  b'. 
If  the  machine  be  equipped  with  both  commutator  and  col- 
lector  rings,  the  armature  may  be  revolved  by  means  of 


PIO.  1676. 

direct  current  led  in  at  the  brushes  a^  a\  thus  running  it  as 
a  motor  instead  of  it  being  driven  by  a  belt.  The  con- 
ductors on  the  revolving  armature  will  be  cutting  lines  of 
force  just  as  much  as  they  were  when  the  machine  was 
driven  by  a  belt,  therefore  an  alternating  current  will  be 
obtained  from  the  rings  b,  b\  In  other  words,  the  machine 
acts  as  a  transformer,  changing  the  direct  current  into  a 
single-phase    alternating    current.      If    the    operation    be 
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reversed  ami  the  machine  be  run  as  a  synchronous  alterna- 
ting-current motor,  the  alternating  current  will  be  trans- 
formed to  direct, 

40ffl>  In  the  above  single-phase  rotary  transformer,  it 
is  evident  that  tho  maximum  value  of  the  alternating 
E.  M.  I'\  occurs  when  the  points  i,  1'  to  which  the  rings  are 
connectfd  arc  directly  under  the  brushes  a,  a';  that  is,  the 
niuxiuiuni  value  of  the  alternating  E.  M.  F.  is  equal  to 
the  ooniinuous  E.  M.  F.  For  example,  if  the  continuous 
E.  M.  F.  were  100  volts,  the  effective  volts  on  the  alternating- 

<.:urrent  side  would  be —  7<>.7  volts.      Therefore,  if  ^  is 

♦/a 

the  alternating  voltage  and  Kthe  direct,  we  may  write  for 
a  single-phase  rotary  transformer, 

.^  =  .707  K  (660.) 


TWO-PHAHB  THANttFOUMBRS. 

4062.     By  connecting   four  equidistant   points  of  the 


windiujj  h.e.il,  and  *•,  Fig,  lSt7,  to  four  collector  rings,  we 
would  have  a   two-jKile  two-phase,  or  quarter-phase,  trans- 
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former.  In  this  cane  we  would  have  two  pairs  of  lines  lead- 
ing from  the  brushes  1,  f,  S,  3'.  The  E.  M.  F.  between 
1  and  1'  or  between  3  and  2'  would  be  given  by  formula 


THRBB-PHABB  THANSPOaMERS. 

4053>  By  connecting  three  equidistant  points  as  shown 
at  6,  c,  and  d,  in  Fig.  1678,  a  three-phase  transformer  is 
obtained.     Since  all  direct -current  armatures  have  closed- 


circuit  windings,  it  follows  that  the  connections  on  the 
alternating-current  side  of  a  three-phase  rotary  transformer 
are  always  A,  the  V  connection  not  being  possible.  If  E  be 
the  effective  voltage  between  the  lines  on  the  alternating 
side  of  a  three-phase  rotary  transformer  and  I^the  voltage 
of  the  continuous-current  side, 

E=.G\%V,  (661.) 

If  such  a  transformer  were  supplied  with  direct  current  at 
100  volts  pressure,  alternating  current  at  CI. 2  volts  would 
be  obtained ;  and  if  it  were  desired  to  obtain  100  volts  direct 
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current  from  alternating,  the  alternating  side  would  have  to 

be  supplied  at  a  pressure  of  61.2  volts. 

The  proof  of  the  above  relation  is  as  follows: 

Suppose  the  closed-circuit  winding  of  a  two-pole  rotary 

transformer  is  represented  in  Fig.  1579. 


FlO.  1678. 

The  E.  M.  F.  E  obtained  across  the  diameter  of  the  wind- 
ing would  be  the  continuous  E.  M.  F.  of  the  machine.  It 
would  also  be  the  maximum  alternating  E.  M.  F.  for  a  single- 
phase  rotary  transformer.  For  a  three-phase  rotary,  the 
winding  would  be  tapped  at  three  equidistant  points,  a^  by 
and  r,  and  the  maximum  values  of  the  alternating  E.  M.  F. 
between  the  three  collector  rings  would  be  represented  by 
the  three  lines  a  b,  be,  and  c a.  To  obtain  the  value  of  this 
E.  M.  F.  in  terms  of  the  continuous  E.  M.  F.,  from  the 
center  ^/draw  the  line  de  perpendicular  to  ab. 

Then  the  angle  adc  =  60°. 

ae^i^Esin  60% 
ab  =  ^ae=^Esm  60°. 


rt  ^  =  maximum    E.   M. 
machine.     Then  the 


F.    of   alternating-current   side   of 


effective  E.  M.  F.  £  =  .707  E  sin  60^ 

=  .707  X  .866  X  E 
=  .612  E. 

That  is,  the  E.  M.  F.  obtained  from  the  three-phase  side  is 
.612  times  that  supplied  to  the  direct-current  side. 
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HATI08  OF    TUANSPORMATIOM   OF  B.  M.  F. 

4054.  Rotary  iraiisformers  are  nearly  always  used  to 
transform  from  alternating  to  direct  current.  The  machine 
runs  as  a  synclironous  motor  at  constant  speed,  and  in  order 
to  vary  the  direct  E.  M,  F, ,  it  is  usually  necessary  to  change 
the  alternating  E.  M.  F.  The  E.  M.  F.  of  the  direct-cur- 
rent side  may  be  varied  through  a  slight  range  by  changing 
the  field  excitation,  but  the  usual  practice  is  to  use  voltage 
regulators  in  the  alternating-current  side,  because  changing 
the  field  strength  from  its  proper  value  will  throw  the  pri- 
mary current  and  E.  M.  F.  out  of  phase  and  lower  the  power 
factor  of  the  system.  If  other  ratios  of  transformation  than 
those  given  above  were  required,  it  would  not  he  possible 
to  use  an  armature  with  a  single  winding  for  both  alterna- 
ting and  direct  current  sides  of  the  machine.  In  such  cases 
it  would  be  necessary  to  use  either  a  machine  with  two  dis- 
tinct armature  windings  or  else  a  motor-generator  set.  It 
is,  however,  usually  possible  to  get  any  desired  direct 
E.  M.  F.  from  alternating  by  transforming  the  alternating 
current  to  such  a  voltage  that  when  delivered  to  the  rotary 
transformer,  it  will  be  changed  to  direct  current  of  the 
desired  pressure.  For  example,  suppose  it  were  desired  to 
transform  alternating  current  at  3,000  volts  to  direct  cur- 
rent at  5(X)  volts,  suitable  for  operating  a  street  railway. 
We  will  suppose  that  a  three-phase  rotary  transformer  is 
ployed.  Then  it  follows  from  formula  661  that  the 
alternating  current  must  be  supplied  to  the  machine  at  a 
pressure  of  71=  .613  K=  .'iia  X  500  i=  306  volts.  The  alter- 
nating current  would,  therefore,  be  first  sent  through  static 
transformers  so  wound  as  to  reduce  the  pressure  from  2,000 
to  306  volts,  and  the  secondary  coils  of  these  transformers 
would  be  connected  to  the  alternating-current  side  of  the 
rotary,  

MULTIPOLAR  ROTARV  TKAiNSFOHMCRS. 

4055.  The  windings  shown  in  Figs,  loiti,  1577,  and 
1578  show  the  connections  for  two-pole  machines;  but 
rotary  transformers  are  nearly  always  made  multipolar  in 
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order  to  reduce  the  speed  of  rotation.  In  the  single-phase 
machine  shown  in  Fig.  15TC,  it  was  necessary  to  have  only 
one  connection  to  each  ring;  in  a  multipolar  machine  it  is 
necessary  to  have  as  many  connections  to  each  ring  as  there 
are  pairs  of  poles  on  the  machine.  Fig.  1580  shows  the  con- 
nections for  a  six-pole  single-phase  rotary.  Here  the  ring  1 
is  connected  to  the  points^.  A,  and/,  while  S  is  connected 
at  c,  d,  and  e,  these  points  being  the  equivalent  of  180°  apart. 


If  only  two  connections  were  made,  as  in  Fig.  1576,  the  whole 
"f  tt\<-  wimiinn  would  not  he  ntilii:ed.  Fig.  1581  represents 
tin-  saim-  ainiiitiiiH-  connected  u])  as  a  three-phase  rotary. 
lUro  tach  of  the  three  rings  has  three  connections  as  before, 


CURRENT   APPARATUS. 


2733 


and  these  connections  are  the  equivalent  of  120"  apart.  For 
example,  the  angular  distance  from  i:  to  f  is  J  the  distance 
from  north  pole  to  north  pole,  which  represents  3fiO  degrees. 
Such  a  winding  would,  therefore,  have  the  three  connections 


f,  d,  eior  ring  l;f,s,  h  fur  ring  5;  and  k,  I,  m  for  ring  5, 
there  being  as  many  connections  for  cac/t  ring  as. I  here  are 
pairs  of  poles. 

4056.  Fig.  1SH2  shows  the  construction  of  a  modern 
three-phase  rotary  transformer.  The  three  collector  rings 
are  seen  at  the  left-hand  end  of  the  machine,  and  the  com- 
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mutator  is  shown  at  the  right.      Like  alternators,  rotary 


transformers  are   buill   for   a  large   range  of  output    and 
frequency. 


DESIGN  OF  ALTERNATING- 
CURRENT  APPARATUS. 


ALTERNATORS. 

4057.  The  design  of  alternators  is  in  many  respects 
similar  to  that  of  multipolar  continuous-current  machines, 
many  of  the  parts  being  very  similar.  For  example,  the 
method  of  calculating  the  field  ampere-turns,  and  the  design 
of  the  field  in  general,  is  much  the  same  in  these  two  classes 
of  machines.  A  great  many  of  the  mechanical  details  are  also 
similar,  and  much  of  what  has  already  been  given  as  apply- 
ing to  continuous-current  machines  applies  also  to  alternators. 

406S.  Some  of  the  calculations  connected  with  the 
design  of  alternators  are,  however,  not  so  easily  made  as 
for  direct-current  machines,  and  the  production  of  a  good 
design  depends  largely  upon  the  skill  and  previous  experience 
of  the  designer.  For  example,  there  is  a  large  variety  of 
armature  windings  to  select  from,  and  the  designer  has  to 
decide  which  winding  is  best  adapted  for  the  work  which  the 
alternator  has  to  do.  Such  calculations  as  the  estimation  of 
armature  inductance,  armature  reaction,  etc.,  are  difficult 
to  make  without  having  had  previous  experience  with 
machines  of  the  same  type  as  that  being  designed.  The 
quantities  are,  in  general,  easily  determined  after  the  machine 
has  been  built,  but  their  previous  calculation  is  difficult. 
For  this  reason  the  design  of  alternators  is,  on  the  whole, 
more  empirical  than  that  of  continuous-current  machines. 
There  is  also  a  greater  choice  as  to  the  mechanical  arrange- 
ment of  the  diflfercMit  j)arls,  since  either  the  field  or  armature 
may  be  the  revolving  member. 

For  notice  of  copyright,  see  p-'v.'.'o  irnmctliatcly  followinj^  the  title  page. 
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LIMITATION  OF  OUTPUT. 

4059.  The  output  of  an  alternator,  like  that  of  a  direct- 
current  machine,  is  limited  by  the  heating  of  the  armature. 
This  heating  is  due  to  two  causes,  namely,  the  C^R  loss  in 
the  armature  conductors,  and  the  core  loss  due  to  the 
hysteresis  and  eddv-current  losses  in  the  mass  of  iron  con- 
stituting  the  armature  core.  Both  these  losses  appear  in 
the  form  of  heat,  and  cause  the  armature  as  a  whole  to  rise 
in  temperature.  Since  the  maximum  temperature  at  which 
an  armature  can  be  run  with  safety  is  limited  by  the  teni- 
perature  to  which  the  insulating  material  may  be  subjected 
continuously  without  injury,  it  follows  that  this  heating 
effect  is  an  important  factor  limiting  the  output  of  the 
machine. 

4060.  The  output  may  in  some  cases  be  limited  by  the 
self-induction  of  the  armature.  If  the  inductance  of  the 
armature  is  very  high,  a  considerable  part  of  the  E.  M.  F. 
generated  may  be  used  to  force  the  current  through  the 
armature  itself,  thus  reducing  at  the  terminals  of  the  machine 
the  E.  M.  F.  available  for  use  in  the  external  circuit.  In 
other  words,  if  an  alternator  having  an  armature  with  high 
self-inductance  is  run  with  a  constant  field  excitation,  the 
voltage  between  the  collector  rings  will  fall  off  as  the  load  is 
applied,  and  if  the  inductance  is  excessive,  it  may  result  in  a 
limitation  of  the  output  of  the  machine.  Usually  the  limit- 
ing current  output  is  reached  in  well-designed  machines 
before  the  self-induction  has  cut  down  the  voltage  very 
largely,  so  that,  in  general,  the  heating  effect  may  be  looked 
upon  as  the  most  important  item  limiting  the  output.  The 
drop  due  to  inductance  is  usually  compensated  for  by 
strengthening  the  field,  so  that  a  higher  E.  M.  F.  is  generated 
in  the  armature  and  the  terminal  E.  M.  F.  kept  constant. 

4061.  One  effect  which  in  many  cases  limits  the  output 
of  continuous-current  machines  is  sparking  at  the  com- 
mutator, and  it  was  shown,  in  connection  with  continuous- 
current   dynamo  design     that  this  sparking  is  largely  due 
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to  the  reaction  of  the  armature  currents  on  the  field.  Arma- 
ture reaction  is  also  present  in  alternators,  hut  its  effects 
are  not  nearly  so  important  as  in  continuous-current 
machines,  since  an  alternator  has  no  commutator,  and  con- 
sequently is  not  subject  to  the  difficulties  arising  from  spark- 
ing which  are  often  found  in  continuous-current  machines 
having  weak  fields  and  large  armature  reaction.  The  effects 
of  armature  reaction  in  alternators  will  be  taken  up  later,  but 
from  the  above  it  will  be  seen  that  this  reaction  does  not 
affect  the  action  of  the  machine  sufficiently  to  be  considered 
as  a  factor  limiting  the  output. 

4062.  From  the  preceding  it  may  be  concluded  that  by 
far  the  most  important  limiting  factor  is  the  heating  of  the 
armature  due  to  the  C  R  losses  and  core  losses.  In  design- 
ing machines,  therefore,  we  will  look  upon  these  losses  as 
the  limiting  factors,  and  will  make  the  armature  sufficiently 
large  to  present  enough  radiating  surface  to  get  rid  of  the 
—  above  losses  without  an  undue  rise  in  temperature. 

BEATING  OP  ALTEHNATOR  ARIUATtlRBS. 

40H3.  The  final  temperature  which  an  armature  attains 
when  carrying  its  normal  load  depends  not  only  on  the 
actual  amount  of  energy  wasted  in  the  jirmature  and  which 
appears  in  the  form  of  heat,  hut  also  on  the  readiness  with 
which  the  armature  can  get  rid  of  this  heat  to  the  surround- 
ing air.  The  armature  will  always  keep  on  increasing  in 
temperature  until  it  reaches  a  point  where  it  radiates  the 
heat  to  the  air  as  fast  as  it  is  generated.  The  rise  in  tem- 
perature necessary  to  accomplish  this  will  evidently  depend 
largely  upon  the  construction  of  the  armature.  A  well- 
ventilated  armature  will  get  rid  of  more  heat  per  degree  rise 
than  a  poorly  ventilated  one,  hence  every  effort  should  he 
made,  in  designing  an  armature,  to  arrange  it  so  that  the  air 
can  circulate  freely  around  the  core  and  conductors.  This 
is  best  done  by  mounting  the  armature  disks  on  an  open 
spider,  and  providing  air-ducts  through  the  iron  core,  whii 
allow  a  circulation  of  air  when  the  machine  is  running.     I 


J 
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adoptinj^  Lhi:s  construction,  makers  have  been  able  to  reduce 
the  size  '.t  armature  t«"^r  a  given  output  compared  with  the 
size  required  i'lT  the  same  output  when  the  cider  style  with 
surface  windings  and  unventiiated  core  was  used.  The  heat 
loss  due  t«">  hysteresis  and  eddv  currents  in  the  core  is  about 
the  same,  whether  the  machine  is  loaded  or  not.  Suppose 
an  alternator  to  be  run  on  open  circuit  with  its  field  fully 
excited.  There  will  be  no  loss  in  the  armature  conductors, 
because  the  machine  is  furnishing  no  current-  The  mass  of 
iron  in  the  core  is,  however,  revolving  through  a  magnetic 
field,  and  there  will  consequently  be  a  hysteresis  loss  in  the 
iron,  and  eddy  currents  will  be  set  up  in  the  armature  disks. 
These  will  cause  the  armature  to  heat  up  until  the  rise  in 
temperature  is  sufficient  to  radiate  these  core  losses.  When 
the  machine  is  loaded,  we  have,  in  addition  to  the  above,  the 
heat  loss  in  the  conductors  due  to  the  current  which  is  now 
flowing.  The  result  is  that  the  armature  increases  further 
in  temperature  until  it  reaches  a  final  temperature  which 
allows  the  armature  to  get  rid  of  all  the  heat  generated  in 
it.  If  the  armature  is  overloaded,  the  C  ^  loss  becomes 
excessive,  and  a  point  is  soon  reached  where  it  becomes  unsafe 
to  load  the  machine  further. 

4064*  What  was  said  regarding  the  safe  heating  limit 
of  the  insulating  materials  used  in  the  construction  of  con- 
tinuous-current armatures  applies  also  to  armatures  for 
alternators.  There  is  no  good  reason  why  an  alternator 
armature  should  be  worked  at  a  Uigher  temperature  than 
that  of  a  direct-current  machine,  although  in  many  alterna- 
tors, cs[)ecially  some  of  the  older  styles,  the  limit  is  much 
higher.  In  modern  machines,  however,  the  rise  of  tempera- 
ture is  very  little,  if  any,  higher  than  in  continuous-current 
machines  of  corresponding  output  and  speed.  The  final  tem- 
perature when  running  fully  loaded  should  not  exceed  170°  F. 

4005.  The  total  temperature  which  the  armature 
attains  when  fully  loaded  depends  upon  the  temperature  of 
the  surrounding  air.      It  is  not  safe   to  count  on   less  than 
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90°  F.  for  the  average  temperature  of  the  surrounding  air, 
because  ihe  air  in  dynamo  rooms  in  summer  often  goes  far 
above  ihis.  A  fair  rise  in  temperature  may  therefore  be 
taken  as  70°  to  80°  F.,  or  from  40°  to  45°  C.  These  are  the 
ordinary  values  used  in  rating  machines,  and  if  an  alterna- 
tor will  deliver  its  full' load  continuously,  with  a  rise  in 
temperature  not  exceeding  the  above,  it  should  be  perfectly 
safe,  as  far  as  danger  from  overheating  goes.  The  rise  in 
temperature  of  the  field  coils  is  generally  not  quite  as  high 
as  that  of  tlie  armature,  but  it  must  be  remembered  that 
while  the  outside  layers  of  the  coils  may  be  comparatively 
cool,  the  inner  turns  may  be  quite  hot,  and  it  is  the  greatest 
temperature  which  any  part  of  the  coils  attains  which  must 
be  taken  into  account. 


KELATION    BETWEEN  C  R   LOSS  AND  OUTPUT. 

4066.      Tne   C  R   loss  in  an   armature    at    full    load 


[I:MrniUi:mUill:;iJITiH: 
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I    fVrM  lAOHfiiy  Ttlation  Mfuwen  amntHra  C'B  lotMi  oalpul  o/alttrnat 
FIC.  )583. 

lEually  bears  a  certain  ratio  to  the  output  of  the  machine. 
I  alternator  with  an  excessive  C  R  loss  in  the  armature 
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conductors  would  have  a  low  efficiency.  It  is  therefore 
important  that  the  armature  be  so  designed  that  the  heat 
loss  in  the  winding  shall  not  exceed  a  certain  proportionate 
amount  of  the  total  output.  This  loss  can  be  decreased  by 
decreasing  the  resistance  of  the  armature  winding.  The 
resistance  can  be  decreased  by  either  shortening  the  length 
of  wire  on  the  armature  or  by  increasing  its  cross-section. 
A  certain  length  of  active  conductor  is  necessary  for  the 
generation  of  the  E.  M.  F. ;  hence,  to  keep  down  the  C  R 
loss,  we  must  use  an  armature  conductor  of  large  cross- 
section.  The  size  of  conductor,  if  increased  too  much,  calls 
for  a  large  armature  for  its  accommodation,  and  the  machine 
is  thus  rendered  bulky  and  expensive.  All  that  can  be  done, 
therefore,  is  to  design  the  armature  winding  so  that  the  heat 
loss  will  be  as  small  as  is  consistent  with  economy  of  con- 
struction. Older  types  of  alternators  had  a  large  armature 
C^  R  loss,  but  the  curve  drawn  in  Fig.  1583  may  be  taken 
as  giving  the  average  loss  for  ordinary  alternators.  The 
abscissas  of  this  curve  give  the  output  in  K.  W.,  and  the 
ordinates,  the  C  A^  loss  in  per  cent,  of  the  output.  It  will 
be  understood  that  the  loss  in  individual  machines  might 
vary  somewhat  from  the  values  shown,  but  the  curve  shows 
the  average  relation  for  machines  where  the  C^  R  armature 
loss  is  not  excessive.  It  will  be  noticed  that  this  loss  is  a 
much  larger  percentage  for  small  machines  than  for  large 
ones.  For  machines  over  100  K.  W.,  the  percentage  loss 
does  not  decrease  much  with  increased  output. 


CORE  LOSSES. 

4067.  The  core  losses  have  already  been  mentioned  as 
one  of  the  causes  producing  heat  in  the  armature.  These 
losses  are  present  also  in  continuous-current  armatures,  but 
their  effects  are  usually  much  less  than  in  alternators.  In 
some  alternators  the  core  losses  are  nearly  if  not  quite  as 
great  as  the  C^  R  loss,  and  consequently  the  no-load  rise  in 
temperature  may  be  considerable. 
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HYSTBRB8IS  LOSS. 

4068.  The  hysteresis  loss  constitutes  the  most  impor- 
tant part  of  the  core  losses.  This  loss  is  caused  by  the 
resistance  which  the  iron  offers  to  the  changes  in  magnet- 
ism, and  it  is  due  to  a  kind  of  molecular  friction  in  the  iron. 
This  loss  plays  an  important  part  in  the  design  of  alternating- 
current  apparatus,  hence  it  will  be  well  to  see  upon  what 
quantities  it  depends.  Whenever  the  magnetism  in  a  given 
mass  of  iron  is  carried  through  a  cycle  of  values,  as  it  is 
when  rotated  past  the  poles  of  an  alternator,  a  certain 
amount  of  energy  is  lost.  In  order  to  produce  this  loss  the 
magnetism  must  be  varying.  In  case  the  magnetism  is 
constant,  there  is  no  hysteresis  loss.  There  is  no  hysteresis 
loss,  for  example,  in  the  field-magnet  of  a  dynamo,  because 
the  flux  through  the  magnet  does  not  change  in  direction, 
while  in  the  armature  the  magnetism  is  constantly  chan- 
ging in  direction,  due  to  the  rotation.  The  number  of  times 
per  second  which  the  magnetism  is  reversed  will  depend 
on  the  speed  of  the  machine  and  the  number  of  poles  with 
which  it  is  provided.  In  an  alternator  the  magnetism 
passes  through/  X  s  cycles  per  second  where/  is  the  num- 
ber of  pairs  of  poles  on  the  machine  and  s  the  revolutions 
per  second.  Steinmetz  investigated  this  hysteresis  loss,  and 
found  that  t/ie  loss  per  unit  volume  per  cycle  is  proportional 
to  the  1.6  th  power  of  the  maximum  magnetic  density  at  which 
the  iron  is  worked.  The  loss  per  unit  volume  per  cycle  may 
then  be  expressed  as  a  constant  times  B'*  The  total  loss 
for  a  given  mass  of  iron  at  a  given  frequency  ;/  is  propor- 
tional also  to  the  volume  and  to  the  frequency.  Hence  we 
may  write 

^F.=  -^X^f/-X^  (662.) 

where 

>{r  =  a   constant   depending  upon   the  magnetic  qualities 

of  the  iron  under  consideration ; 
F'=  volume  of  iron  in  cubic  centimeters; 
B  =  magnetic   density  (maximum)  at  which   the  iron   is 

worked ; 
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ugh  which  the  magnetism  i 


II    —  number   uf  rycleri  t 
(.■arried  per  ^ici.ond ; 
l\'„=  energy  (in  watts)  expended  i 

The  constant  10=,  or  IO.WHijkmj,  is  used  to  reduce  the  ergs 
per  second  given  by  the  numerator,  to  watts.  The  value  of 
the  constant  k  varies  considerably  with  different  kinds  of 
iron.     For  very  soft  transformer  iron  it  may  be  from  .0020 


S     i     I 

ttagnvtie  douKy  BftfnMper  tq.  i\ 


to  ,0O2.'5.  Steinmelz  gives  .0033  as  a  fair  value  for  armature 
iron.  The  fnrmula  given  is  not  in  convenient  form  for 
use  in   designing,  but  it  shows  upon   what  quantities   the 
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hysteresis  loss  depends.  The  curve  A,  Fig.  1584,  shows 
the  relation  between  the  maximum  magnetic  density  B  and 
the  hysteresis  loss  in  watts  per  cubic  inch  per  one  hundred 
cycles  for  a  good  quality  of  soft  transformer  iron.  The 
upper  curve  B  shows  the  same  relation  for  ordinary  arma- 
ture iron  of  good  quality. 

In  order  to  obtain  the  total  hysteresis  loss  in  watts  for  a 
given  mass  of  iron,  multiply  the  value  given  by  the  curve  cor- 
responding  to  the  maximuin  density  at  ivhich  the  iron  is 
worked  by  the  volume  in  cubic  inches  and  the  frequency,  and 
divide  the  result  by  100, 

Example. — The  armature  core  of  an  alternator  having  12  poles  and 
running  at  a  speed  of  600  rev.  per  min.  is  worked  at  a  maximum  mag- 
netic density  of  20,000  lines  per  square  inch.  If  the  volume  of  the 
core  is  2,000  cubic  inches,  how  many  watts  will  be  wasted  in  hysteresis  ? 

Solution. — If  the  machine  runs  at  600  rev.  per  min.  and  has  12  poles, 
the  frequency  of  the  magnetic  cycles  in  the  armature  core  must  be 
V(?  X  V,  or  60  cycles  per  second. 

By  referring  to  curve  By  Fig.  1584,  we  find  the  loss  per  cubic  inch 
p)er  100  cycles  corresponding  to  a  density  of  20,000  to  be  about  .19  watt. 
Hence  the  total  loss  will  be 

...        .19x2,000x60      ^^^       .^        . 
Wu  = ^ =  228  watts.     Ans. 

4009.  The  student  will  see  by  examining  formula  662 
that  the  hysteresis  loss,  other  things  being  equal,  increases 
directly  with  the  frequency.  It  is  on  this  account  that  the 
hysteresis  loss  is  usually  greater  in  alternator  armatures  than 
in  those  used  for  direct-current  machines,  because  the  fre- 
quency of  the  former  is  usually  much  higher  than  that  of 
the  latter.  Special  care  should  therefore  be  taken  in  the 
selection  of  core  iron  for  all  kinds  of  alternating-current 
apparatus.  It  will  also  be  noticed  that  the  hysteresis  loss, 
being  proportional  to  the  l.Cth  power  of  the  magnetic 
density,  will  increase  quite  rapidly  as  the  density  is  in- 
creased. It  follows,  therefore,  that  the  core  densities  used 
should  be  low,  otherwise  the  hysteresis  loss  may  become 
excessive.  It  is  usual  to  employ  lower  core  densities  in 
alternating-current    machines  than    in  continuous-current 
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$^J^$PlJ%li%4^    MUi'XCK   OF    AR3aATURE. 

I07  I  /  'I  '•'  -trM,;**'*;'  r.;i^  ?//  pfi-.frnt  sufficient  radiating 
..,,^,  ..  ♦.,  -r/ t  r.'I  'J  III'-  l»'';if.  ^li't-.i[>;il^r'i  without  a  rise  in 
I .  Ml).'  »  if  r»M-  t  *i  *  I  'ii'»ii,  *i'»yf  i^'    "''  "^^^   ^'     This  means  that 
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the  size  of  the  armature  will,  for  a  given  output  and  given 
amount  of  loss,  depend  upon  the  ease  with  which  it  can 
radiate  the  heat.  The  number  of  watts  which  an  armature 
can  radiate  per  square  inch  of  surface  per  degree  rise  in 
temperature  varies  greatly  with  the  style  and  construction 
of  the  armature  and  the  peripheral  speed  at  which  the  arma- 
ture is  run,  so  that  it  is  not  possible  to  give  any  values  for 
this  radiation  constant  which  will  be  applicable  to  all  styles 
of  armatures.  A  modern  well-ventilated  iron-clad  armature 
luld  be  able  to  radiate  from  ,04  to  .00  watt  per  square 
inch  of  cylindrical  surface  {circumference  of  iron  core  X 
length  parallel  to  shaft)  per  degree  rise.  These  values  are 
I  for  machines  running  at  peripheral  speeds  from  4,000  to  fi,000 
'  feet  per  minute;  if  the  peripheral  speed  were  higher,  the 
watts  radiated  per  square  inch  per  degree  rise  would  be 
correspondingly  increased.  This  means,  then,  assuming 
40°  C.  to  be  the  allowable  rise,  that  a  well-ventilated  arma- 
I  lure  of  the  above  type  should  be  capable  of  _radiating  from 
1.6  to  2.4  watts  per  square  inch  of  cylindrical  surface.  In 
well-designed  machines,  the  sum  of  the  hysteresis  and  eddy- 
current  losses  will  not,  as  a  rule,  be  greater  than  the  C  R 
loss,  so  that  we  will,  in  general,  be  safe  in  assuming  that  an 
allowance  of  ,S  to  1.2  square  inches  of  surface  for  each  watt 
C  R  loss  will  give  an  armature  of  sufficient  radiating  surface 
to  keep  the  total  rise  in  temperature  due  to  all  the  losses 
This  will  give  a  preliminary  value 
mature  on  which  to  base  subsequent 
nind  that  the  dimensions  so  obtained 
lal,  and  may  be  modified  as  the  design 
,  provided  always  that  the  armature  is 
i  that  it  wilt  be  able  to  get  rid  of  the 
Machines  have  been  built  in  which  the 
i  less  than  that  given  above,  but  it  will 


from  exceeding  40°  C. 

for  the  surface  of  the 

calculations,  bearing  i 
|i  are  not  necessarily  fin, 
:  is  worked  out  furthei 
r  tnade  of  s 
>  heat  generated. 

surface  per  watt  i 


I 


I 


I  usually  be  found  that  such  machines  run  very  hot  when 
I  fully  loaded  unless  their  peripheral  speed  is  very  high. 
!  Alternator  armatures  of  the  iron-clad  type  can  usually  be 
r  constructed  so  as  to  secure  good  ventilation,  especially  if 
r  they  are  of  fairly  large  diameter,   so  there  should   be  no 
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difficulty  in  radiating  the  amount  of  heat  given  above.  The 
watts  per  square  inch  as  given  are  referred  to  the  outside 
cylindrical  surface;  of  course  the  ends  of  the  core,  and  to  a 
certain  extent  the  inside  also,  help  to  radiate  the  heat,  but 
it  is  more  convenient  for  purposes  of  calculation  to  refer  the 
watts  radiated  per  square  inch  to  the  outside  core  surface 
rather  than  to  the  surface  of  the  armature  as  a  whole. 


ARMATURE    REACTION. 

4072.  Armature  reaction,  in  connection  w^ith  alterna- 
tors, has  already  been  mentioned  in  a  general  way,  and  it  now 
remains  to  be  seen  just  how  it  affects  the  action  of  a  machine 
when  loaded.  The  matter  of  armature  reaction  plays  an 
important  part  in  the  design  of  continuous-current  machines, 
as  has  already  been  shown  in  the  section  on  the  design  of 
such  dynamos.  If  the  armature  of  a  continuous-current 
machine  is  capable  of  overpowering  the  field,  bad  sparking 
will  result  at  the  commutator.  This,  however,  can  not  occur 
in  the  case  of  an  alternator,  as  mentioned  in  Art.  4061 9 
and  the  only  bad  effect  which  the  reaction  can  have  is  to 
cause  a  weakening  and  distortion  of  the  field.  Its  effects 
are  not  nearly  of  so  much  importance,  and  consequently 
do  not  need  to  be  investigated  so  fully. 

4073.  Let  A^,  Fig.  1585,  represent  one  of  the  north  poles 
of  an  alternator,  surrounded  by  its  magnetizing  coil  a.     The 

lines  of  force  will  flow  into  the 
armature  from  the  pole-piece  as 
indicated  by  the  lines  and  arrow- 
heads. We  will  consider  the 
instant  when  the  coil  c  r'  has  its 
opening  directly  under  the  pole, 
or  when  the  center  of  the 
tooth  b  is  opposite  the  center 
of  the  pole-piece.  If  the  arma- 
ture has  no  self-induction,  the 
current  flowing  through  the 
Fig.  1685.  armature  will  be  in  phase  with 
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the  E.  M.  F.  generated;  consequently,  at  the  position 
shown  in  the  figure,  the  current  in  the  coil  will  be  zero, 
because  the  coil  is  cutting  no  lines  of  force,  and  the  E.  M.  F. 
generated  is  consequently  zero.  It  follows,  then,  that 
under  this  particular  set  of  conditions 
the  armature  coil  has  no  disturbing 
effect  upon  the  lines  of  force  set  up  by 
the  field.  The  direction  of  rotation  is 
indicated  by  the  arrow,  and  a  moment 
later  the  bundle  of  conductors  in  the 
slot  c  is  under  the  center  of  the  pole,  as 
shown  in  Fig.  1586.  The  current  in  the 
conductors  will  now  be  at  its  maximum 
value,  because  the  E.   M.   F.  generated  fig.  issw. 

is  at  its  maximum.  The  current  will  be  flowing  down 
through  the  plane  of  the  paper,  and  the  bundle  of  conduct- 
ors lying  in  the  slot  will  tend  to  set  up  lines  of  force  around 
themselves  as  shown  by  the  dotted  lines  and  in  the  direc- 
tion shown  by  the  arrow-heads.  It 
will  be  noticed  that  this  field  set  up  by 
the  conductors  tends  to  strengthen  the 
right-hand  side  of  the'pole  and  weaken 
the  left-hand  side  by  a  like  amount. 
The  resultant  effect  is  therefore  to 
crowd  the  field  forwards  in  the  direc- 
tion of  rotation,  making  it  denser  at  the 
right-hand  side,  as  shown  in  Fig.  1587. 
Fig.  I5g7.  It  is  therefore  seen  that  in  this  respect 

the  effect  of  armature  reaction  is  similar  to  the  effect 
observed  in  direct-current  machines;  but  in  an  alternptor 
with  coils  as  shown  in  the  above  figures,  the  effect  on 
the  field  is  not  steady,  but  varies  as  the  teeth  move  past 
the  poles.  The  student  should  note  that  in  this  case  the 
armature  is  assumed  to  have  no  self-induction,  and  also  that 
the  armature  reaction  tends  only  to  change  the  distribution 
of  the  field  and  not  to  weaken  it. 


V 


4074.     Armatures  always  have  more  or  less  self-induc- 
tion, especially  if   they  are    provided  with    heavily  wound 
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coils  sunk  in  slots.  The  effect  of  this  self-induction  is,  of 
course,  to  cause  the  current  in  the  armature  to  lag  behind 
the  E.  M.  F.  It  is  necessary,  then,  to  see  how  this  lagging 
of  the  current  affects  the  reaction  of  the  armature  on  the 
field.  In  this  case  the  current  in  the  coil  does  not  die  out 
at  the  same  instant  as  the  E.  M.  F.,  but  persists  in  flowing 
after  the  E.  M.  F.  has  become  zero.  The  current,  instead 
of  being  zero  when  the  tooth  is  under  the  pole,  will  then 
be.  flowing  as  shown  in  Fig.  1588;   that  is,  the  current  in 

the  conductors  in  slot  c  per- 
sists in  flowing,  as  shown  in 
Fig.  1587,  after  the  conduct- 
ors have  moved  out  from 
under  the  pole-piece.  Thi^ 
current  flowing  in  the  arma- 
ture coil  will  set  up  lines  of 
force  through  the  coil  in  the 
direction  shown  by  the  dotted 
arrows,  i.  e.,  directly  opposed 
to  the  original  field.  The 
Pio.  1688.  armature  reaction,  therefore, 

not  only  tends  to  distort  the  field,  but  also  tends  to  weaken 
it  when  there  is  a  lagging  of  the  armature  current  due  to 
self-induction  in  the  armature.  This  reaction  of  the  arma- 
ture on  the  field  would  of  course  cause  a  falling  off  in 
the  voltage  of  the  machine  if  the  field-magnets  were  not 
strengthened  to  counterbalance  its  effects.  It  is  instruc- 
tive to  note  here  that  if  it  were  practicable  to  have  a  con- 
denser in  connection  with  the  armature,  the  current  could  be 
made  to  lead  the  E.  M.  F.,  and  the  armature  reaction  would 
then  tend  to  magnetize  the  field  instead  of  demagnetize  it. 


4075.  It  is  seen  from  the  above  that  in  alternator 
armatures  in  which  there  is  an  appreciable  amount  of  self- 
induction  present,  we  have  two  effects  similar  to  those  pro- 
duced by  the  cross  aniperc-lurns  and  back  ampere-turns  of 
a  continuous-current  armature,  the  former  tending  to  dis- 
tort the  field,  and  the  latter  acting  directly  against  it  and 
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tending  to  weaken  it.  The  bad  effects  of  this  reaction  can 
be  reduced,  as  in  the  case  of  direct-current  machines,  by 
lengthening  the  air-gap.  The  actual  amount  of  distortion 
or  demagnetization  is  not  easily  calculated,  as  it  evidently 
changes  with  the  changes  in  the  current,  and  also  depends 
upon  the  armature  inductance,  which  is  itself  difficult  to 
estimate  without  data  from  machines  of  the  same  type. 
The  distribution  of  the  field  can  be  determined  after  the 
machine  has  once  been  built,  and  unless  the  air-gap  is  very 
short,  the  distortion  is  not  sufficient  to  badly  affect  the 
working  of  the  machine. 

-1076>     One  effect  of  armature  reaction  is  sometimes 

taktm  advantage  of  in  designing  armature  windings,  namely, 
the  crowding  together  of  the  lines  to  one  side  of  the  pole- 
piece.  This  practically  makes  the  effective  width  of  the 
pole  face  less  and  allows  the  use  of  coils  on  the  armature 
with  an  opening  somewhat  less  than  the  width  of  the  pole 
face,  without  danger  of  the  E.  M.  F.'s  in  the  different  turns 
of  the  coil  opposing  each  other.  {Bee  Art.  3969,  Theory 
)f  Alternating-Current  Apparatus.) 


$ 


ARMATUHK  SKLF-IK  DUCT  ION. 

4077.  It  has  just  been  shown  that  the  self-induction  of 
the  armature  is,  indirectly,  responsible  for  the  demagneti- 
zation of  the  field,  which  in  turn  produces  a  falling  off  in 
voltage.  Self-induction  also  calls  for  a  considerable  E.  M.  F. 
to  force  the  current  through  the  armature,  and  this  causes 
a  still  further  diminution  in  the  E.  M.  F.  obtained  at  the 
terminals.  This  drop  in  voltage  1ms  already  been  explained 
in  the  section  on  Theory  of  Alternating-Current  Apparatus. 
A  machine  with  high  armature  self-induction  will  not  main- 
tain a  constant  terminal  pressure  unless  the  field  is  strength- 
ened as  the  load  is  applied,  and  such  machines  therefore 
require  heavily  compounded  fields. 

4078.  In  general,  armatures  wound  with  a  few  heavy 
coils  bedded  in  slots  have  a  high  self-induction,  because  the 
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coils  arc  ah!e  to  set  up  a  large  number  of  lines  around  them- 
selves when  a  current  flows  through  the  armature.  Machines 
with  this  style  of  armature  winding  usually  give  an  E.  M.  F. 
curve  which  is  more  or  less  peaked  and  irregular.  Such 
windings  are  easily  applied  to  the  armature,  and  being  of 
very  simple  construction  they  necessitate  very  few  crossings 
of  the  coils  at  the  ends  where  the  coils  project  from  the  slots. 
Such  armatures  are,  therefore,  easy  to  insulate  for  high 
voltages,  and  are  extensively  used  on  alternators  for  opera- 
ting incandescent  lights. 

4079.  The  inductance  of  an  armature  is,  other  things 
being  the  same,  proportional  to  the  square  of  the  number  of 
turns  per  coil  or  to  the  square  of  the  nuviber  of  conductors 
per  slot.  For  example,  suppose  an  armature  has  6  coils  of 
40  turns  each  and  that  the  inductance  of  each  coil  is  .02 
henry.  The  coils  are  supposed  to  be  connected  in  series,  so 
that  the  total  inductance  of  the  armature  will  be  6  X  .02,  or 
.12  henry.  Suppose,  now,  the  winding  to  be  split  up  into 
12  cr>iis  of  20  turns  each,  the  shape  and  arrangement  of  the 
coils  being  kept  the  same.  We  will  then  have  the  same 
total  number  of  turns  as  before,  but  will  have  half  as  many 
turns  per  coil  or  half  as  many  conductors  per  slot.  The 
inductance  of  each  coil  will  therefore  be  one-fourth  of 
what  it  was  before,  because  the  inductance  will  decrease 
as  the  square  of  the  number  of  turns  per  coil.  The  induct- 
ance per  coil  will  then  be  \  X  .02,  or  .005  henry,  and  the 
total  inductance  will  be  .005  X  12  =  .060  henry,  or  one- 
half  of  what  it  was  in  the  former  case.  In  order,  then, 
to  decrease  tlie  inductance  of  an  armature,  the  number  of 
turns  per  coil  must  be  decreased,  or,  what  amounts  to  the 
same  thing,  the  number  of  conductors  per  slot  must  be 
decreased. 

4(>8(K  Alternators  provided  with  armatures  of  low 
inductances  give  a  much  better  E.  M.  F.  regulation  than 
those  having  high  inductance  armatures,  because  the  reac- 
tion on  the  field  is  not  only  less,  but  much  less  of  the 
E.    M.    F.    generated   is   used   up   in   driving   the   current 
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through  the  armature.  In  other  words,  such  machines,  if 
provided  with  a  constant  field  excitation,  will  show  only  a 
slight  falling  off  in  terminal  voltage  from  no  load  to  full 
load.  On  this  account,  it  is  quite  common  to  find  such 
machines  built  without  any  compound  or  series  winding  on 
the  fields,  all  the  regulation  necessary  being  accomplished 
by  varying  the  current  supplied  to  the  field  coils  by  the 
exciter.  Such  alternators  give  a  smooth  E.  M.  F.  curve 
which  approximates  closely  to  the  sine  form,  and  alter- 
nators of  this  type  are  being  used  extensively  for  power- 
transmission  purposes. 

4081.  An  excessive  amount  of  armature  inductance, 
and  consequent  demagnetizing  armature  reaction,  has  been 
used  to  make  alternators  regulate  for  constant  current.  In 
such  machines  the  armature  inductance  is  made  very  high, 
and  a  small  air-gap  is  used  between  the  armature  and  field. 
If  the  current  delivered  by  such  a  machine  tends  to  increase 
by  virtue  of  a  lowering  of  the  external  resistance,  the  arma- 
ture reaction  on  the  field  increases,  and  the  field  is  weak- 
ened. This  cuts  down  the  voltage  generated,  so  that  the 
voltage  adjusts  itself  to  changes  in  the  load,  and  the  current 
remains  constant. 

PERIPHERAL  SPEED  OF  ALTERNATOR 

ARMATURES. 

4082*  Alternators  have  been  built  which  run  at  per- 
ipheral speeds  much  higher  than  those  used  for  continuous- 
current  machines.  This  was  the  case  in  many  of  the  older 
types  of  lighting  machines  running  at  a  high  frequency. 
High  peripheral  speeds  were  used  with  these  machines  in 
order  to  keep  down  the  number  of  armature  conductors 
required  for  the  voltage  generated,  and  thus  obtain  low 
armature  inductance.  Since  the  frequencies  employed 
were  high,  the  revolutions  per  minute  of  the  armature  had 
also  to  be  high  in  order  to  avoid  using  a  very  large  number 
of  poles.  This  high  speed  of  rotation  usually  resulted  in 
high  peripheral  speeds  also   because  the  armature  could  not 

M,  £.    iy.-'4J 


2752  DESIGN  OF  ALTERNATING 

■ 

be  made  very  small  in  diameter.  Such  machines  often  ran  at 
peripheral  speeds  as  high  as  7,000  or  8,000  feet  per  minute. 
It  may  be  stated  that,  in  general,  125-cycle  alternators  run 
at  higher  peripheral  speeds  than  low-frequency  machines. 

4083.  The  frequency  of  a  great  many  modern  machines 
is  lower  than  that  which  was  formerly  used,  60  cycles  per 
second  being  a  standard  value.  The  lowering  of  the  fre- 
quency was  accompanied  by  a  lowering  of  the  peripheral 
speed,  and  the  peripheral  speeds  of  modern  alternators  com- 
pare quite  favorably  with  the  speeds  of  multipolar  direct- 
current  machines  of  the  same  output.  Peripheral  speeds  for 
belt-driven  60-cycle  alternators  may  be  taken  from  about 
3,500  to  5,500  feet  per  minute.  The  peripheral  speed  of 
some  of  the  larger  direct-connected  alternators  may  be  even 
lower  than  this,  just  as  the  peripheral  speed  of  multipolar 
direct-current  generators  is  usually  lower  than  that  of  belt- 
driven  machines. 


ARMATURE  IVINDINGS, 

4084.  The  foregoing  articles  have  dealt  with  different 
subjects  relating  to  the  operation  of  armatures.  We  will 
now  take  up  those  subjects  which  deal  more  particularly 
with  their  design.  Some  of  the  most  important  points  in 
the  design  of  an  armature  are  the  selection  of  the  type  of 
winding  to  be  used  for  a  given  case,  the  method  of  connect- 
ing it  up,  and  the  means  used  for  applying  the  winding  to 
the  armature.  Alternator  windings  have  already  been  dealt 
with  to  some  extent  in  the  section  on  Theory  of  Alternating- 
Current  Apparatus,  but  the  following  articles  are  intended 
to  bring  out  some  points  of  difference  between  concentrated 
and  distributed  windings  which  are  necessary  for  the  design- 
ing of  armatures  for  alternators  and  fields  for  induction 
motors. 

4085.  Alternator  windings  may  be   divided  into  two 

general  classes,  namely: 

A,     Uni-coil  or  concentrated  windings. 
£.     Multi-coil  or  distributed  windings. 
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These  may  further  be  subdivided  into 

1.  Uni-coil  single-phase  windings. 

2.  Multi-coi!  single-phase  windings. 

3.  Uni-coil  polyphase  windings. 

4.  Multi-coil  polyphase  windings. 
The  uni-coil   windings  for   single-phase,   two-phase,  and 

I  three-phase  machines  have  been  treated  in  the  section  on 
I  Theory  of  Alternating-Current  Apparatus.  We  will  pres- 
Beotly  examine  single-phase  multi-coil  or  distributed  windings 
I  to  see  how  the  spreading  out  of  the  winding  affects  the 
I  voltage  generated  by  the  armature. 


single-phase;  concentrated  winding. 

4086.  A  single-phase  concentrated  winding  has  only 
I'one  slot  or  bunch  of  conductors  under  each  pole;  conse- 
l^quently  the  conductors  are  practically  all  active  at  the  same 
f  instant,  and  the  maximum  E.  M.  F.  is  obtained  with  a  given 
■  length  of  active  armature  conductor.  This  E.  M.  F.  is 
l-given  by  the  formula 

E  =  iiiiAr^_     (See  formula  61 7,  Art.  3882.) 

J  where  T=  No.  of  turns  connected  in  series  on  the  armature; 
IV=  total  magnetic  flux  from  one  pole; 
«  =  frequency; 

£=  E.  M.  F.  generated  in  armature,  or  E.  M.  F.  ob- 
tained between  the  collector  rings  at  no  load. 
Such  windings  have  therefore  the  advantage  of  giving  a 
'high  E.  M.  F.   for  a  given  length  of  conductor,  but  they 
have  the  disadvantage  that  they  give  rise  to  high  armature 
self-induction  and  consequent  falling  off  in  terminal  voltage 
when  the  machine  is  loaded. 


Gt.E-PHAHE  DISTRIBUTED  WINDINGS. 

4087.  It  was  shown  in  Art.  4079  that  the  self-induc- 
Ption  could  be  reduced  by  splitting  up  the  coils  and  distribu- 
f'ting  tliem  over  the  armature.  Such  distribution  is.  however, 
■always  accompanied  by  a  lowering  of  the  E.  M.  F.  generated, 
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even  though  the  total  number  of  turns  be  kept  the  same. 
Suppose,  for  example,  we  have  a  single-phase  armature  with 
T  turns,  or  2  7"  conductors,  connected  in  series  and  arranged 
with  only  one  slot  or  bunch  of  conductors  under  each  pole. 
The  E.  M.  F.  generated  will  then  be 
4.44A^7"» 


E=- 


10" 


Suppose  now  we  spread  the  winding  out  so  that  there  will 
be  two  sets  of  conductors  or  two  slots  for  each  pole,  and 


distribute  these  slots  equally  around  the  armature.  We 
will  put  half  as  many  conductors  as  before  in  each  slot,  so  that 
the  total  number  of  conductors  and  turns  will  remain  the 
same  as  before.  This  will  give  us  a  winding  similar  to  that 
shown  in  Fig.  !5H!),  This  shows  an  8-pole  single-phase 
winding  with  txvo  slots  per  pole-piece.  By  examining  the 
figure,  it  is  evident  that  with  such  an  arrangement  the  con- 
ductors in  slot  b  are  generating  zero  E.  M.  F.,  while  those 


CURRENT   APPARATUS. 


2755 


in  a  are  generating  their  maximum  E.  M.  F.  Of  the  total 
turns  on  the  armature,  one 
half  is  therefore  idle,  while 
the  other  half  is  active.  The 
E.  M.  F.  which  will  be  obtained 
between  the  collector  rings  will 
be  the  sum  of  the  two,  as  shown 
in  Fig.  1590.  O  a  represents 
the  E.  M.  F.  generated  in  one 
set  of  conductors,  while  O  b 
represents  the  E.  M.  F.  gener- 
ated in  the  other.  These  two 
E.  M.  F.*s  will  be  equal,  and  will  be  given  by  the  expression 

4.44  TV  r« 


S, 


Fig.  1690. 


£  = 


10' 


X  h       (663.) 


since  there  are  i  the  total  turns  T  active  in  each  set.     The 
resultant  E.  M.  F.  O  c  will  therefore  be 

^  = j^i X  i  X  V^= j^5 X  .707.  (664.) 

That  is,  //le  E.  M.  F.  ivhich  is  obtained  at  no  load  from  a 
tivo-coil  single-phase  winding  is  .  701  times  that  which  would 
have  been  obtained  zvith  the  same  total  number  of  turns  grouped 
into  a  uni'Coil  winding.  By  spreading  out  the  winding  in 
this  way,  the  no-load  voltage  has,  for  the  same  number  of 
active  conductors,  been  reduced  about  30  per  cent. ;  the 
inductance  of  the  armature  has,  however,  been  reduced  to 
one-half  (see  Art.  4079);  so  that,  although  we  may  not  get 
an  armature  which  will  give  as  high  a  voltage  at  no  load, 
it  may  give  as  high  a  terminal  voltage  when  loaded,  and  a 
machine  provided  with  such  a  winding  would  hold  its  voltage 
more  nearly  constant  throughout  its  range  of  load. 

4088.  The  subdivision  of  the  winding  might  be  carried 
still  further,  and  three  slots  for  each  pole-piece  used.  The 
E.  M.  F. 's  in  the  three  sets  of  conductors  would  then  be 
related  as  shown  in  Fig.  1591.     Each  of  the  groups  would 


consist  of  —  turns,  and  the  three  E.  M.  F.  *s  O  a^  O  b^  and  Oc 
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would  be  displaced  60°  from  each  other,  instead  of  90°,  as 
shown  in  Fig.  1590,  because  there  are  three  groups  of  con- 
ductors per  pole,  and  the  distance  from  center  to  center  of 


\ 


\ 


^44NTn ^ 1 


10' 


^_4,44KTn^^^^ 
S^ j09 — ^^^^ 


^d 


Fio.  1601. 


the  pole-pieces  corresponds  to  180°.    The  E.  M.  F.  generated 
in  each  set  will  be 


,£.  =  £.  =  is.  =  i^i^Xi,  (665.) 

and  the  resultant  E.  M.  F.  O  d.  Fig.  1591,  will  be 


I^    X   7771 X   I  =  TTT. X   .667. 


10' 


10' 


(666.) 


The  effect  of  spreading  out  the  coils  into  a  three-coil 
winding  is,  therefore,  to  reduce  the  no-load  terminal  E.  M.  F. 
still  further,  and  at  the  same  time  to  reduce  the  self-induc- 
tion. It  will  be  noticed  that  the  difference  in  the  voltages 
given  by  a  two-coil  and  by  a  three-coil  winding  is  not  nearly 
so  great  as  that  between  the  voltages  of  the  two-coil  and 
single-coil  windings.  If  the  winding  is  spread  out  still 
more,  the  E.  M.  F.  generated  is  reduced  by  very  little,  and 
if  the  subdivision  is  carried  out  so  that  the  winding  becomes 


CURRENT   APPARATUS.  2767 

uniformly  distributed  over  the  whole  surface  of  the  armature, 
the  formula  becomes 

E  =  ^-^^^^^^  X  .  636.  (667.) 

4089.  The  more  the  winding  is  spread  out,  the  greater 
the  number  of  crossings  of  the  coils  at  the  ends  of  the  arma- 
ture, making  such  windings  difficult  to  insulate  for  high 
voltages.  Such  windings,  therefore,  have  the  disadvantage 
of  being  more  expensive  to  construct  and  insulate,  in  addition 
to  giving  a  lower  E.  M.  F.  at  no  load  for  a  given  length  of 
active  conductor.  They  have  the  advantage  of  giving  better 
regulation  or  small  drop  in  voltage  when  loaded,  and  also 
give  a  smooth  E.  M.  F.  curve.  For  single-phase  armatures  in 
general,  we  may  then  write  the  E.  M.  F.  equation  as  follows: 

^      4.44  N  Tn       ,  ,^^c^  v 

E  = ^, X  K  (668.) 

where     7"=  total  number  of  turns  connected  in  series  on  the 

armature ; 
N='  total  flux  from  one  pole; 
n  =  frequency; 

^  =  a  constant  depending  upon  the  style  of  winding 
used. 

For  a  single-coil  or  concentrated  winding,  ^  =  1. 
For  a  two-coil  winding,  k  =  .  707. 

For  a  three-coil  winding,  k  =  .667. 

For  a  uniformly  distributed  winding,         k=  .636. 


POLYPHASE  ARMATURB  1VINDING8. 

4090.  Concentrated,  or  uni-coil,  polyphase  windings 
have  already  been  described  in  the  section  on  Theory  of 
Alternating-Current  Apparatus.  The  two  and  three  phase 
windings  there  described  consist  of  one  group  of  conduct- 
ors or  one  slot  for  each  pole  and  each  phase.  Polyphase 
windings  can,  however,  be  distributed  in  a  manner  similar 
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to  that  just  given  for  single-phase  windings,  and  such  dis- 
tributed windings  are  in  common  use  for  induction  motors, 
polyphase  alternators,  and  polyphase  synchronous  motors. 
The  distribution  of  such  windings  is  accompanied  by  a 
lowering  of  the  terminal  E.  M.  F.,  as  in  the  case  of  single- 
phase  windings,  though  this  decrease  in  the  E.  M.  F.  is  not 
nearly  so  great.  Suppose,  for  example,  we  have  a  three- 
phase  winding  with  two  groups  of  conductors  per  pole  per 
phase.  We  will  have  then  six  groups  of  conductors  for  each 
poJe,  and  as  the  distance  from  center  to  center  of  poles  is 
equivalent  to  180°,  the  E.  M.  F.*s  in  the  two  groups  of  each 

180° 
phase  will  differ  in  phase  by  -jr-»  c>r  30°.    Let  the  total  num- 
ber of  turns  per  phase  be  T,     Then  the  number  of  turns  in 

T 
each  of  the  two  sets  constituting  each  phase  will  be  — ,  and 

the  E.  M.  F.  generated  in  each  of  the  sets  will  be 

/7  -  77  -  4.44  iVT;/ 

These  two  E.  M.  F.*s  will  be  related  as  shown  in  Fig.  1592, 
and  the  resultant  E.  M.  F.  will  be 

E= —, X  i  X  2  cos  16** 

^4.,UNTn^^^^  (669.) 

Hence,  the  voltage  generated  per  phase  by  a  tivo-coil  three- 
phase  winding  is  .V65  times  that  whicJi  luouid  be  generated  by 
a  single-eoil  winding.  In  other  words,  the  splitting  up  of 
the  winding  has  resulted  in  a  reduction  of  only  3J^.  If  a 
three-coil  winding  were  used,  the  E.  M.  F.  would  be  reduced 
still  further,  and  if  a  uniformly  distributed  winding  covering 
the  whole  surface  of  the  armature  were  employed,  the  con- 
stant would  become  .95.  If  a  uniformly  distributed  winding 
is  used  on  a  two-phase  machine,  the  value  of  the  constant 
becomes  .90.     For  polyphase  windings  we  may  then  sum- 
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marize  the  following:  The  E.  M.  F.  generated  per  phase  in^i 
polyphase  armature  is  given  by  the  expression 

7T      4.44  iVr« 


E^ 


W 


X  k. 


(670.) 


where  7"=  number  of  turns  connected  in  s^ri^s  per  phase ; 
N=  flux  from  one  pole; 
?i  =  frequency ; 

i  =  constant  depending  upon  the  arrangement  of  the 
winding. 

For  a  winding  with  one  group  of  conductors  per 

pole  per  phase,  >&  =  1. 

For  a  two-phase  winding  uniformly  distributed,       Xr  =  .90. 

For  a  three  phase  winding  uniformly  distributed,  k  =  .95. 

For  a  three-phase  winding  with    two   groups  of 

conductors  per  pole  per  phase,  k  =  .965. 

The  student  will  notice  particularly  that  formula  670 
gives  the   voltage  per  phase^  not  the  voltage   between  the 


Fig.  1692. 


collector  rings  or  terminals  of  the  machine.  This  latter 
voltage  will  evidently  depend  upon  the  method  adopted  for 
connecting  the  different  phases  together. 


ARRANGKMCNT  OF  "WINDINGS. 

4091.  The  method  of  arranging  these  distributed 
windings  will  be  understood  by  referring  to  Figs.  1593  and 
1594.  Fig.  1593  shows  a  six-pole  two-phase  coil-wound 
armature  with  two  slots  per  pole  per  phase.     The  coils  are 
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shown  by  the  heavy  outlines,  the  winding  being  in  two 
layers,  so  that  there  are  as  many  coils  as  slots.  Only  one 
phase  is  drawn  in  complete,  so  as  not  to  confuse  the  drawing. 
Take  the  coil  A,  One  side  e  of  this  coil  lies  in  the  top  of  a 
slot,  and  the  other  side  /  lies  in  the  bottom  of  the  corre- 
sponding slot  under  the  next  pole.  The  light  lines  a,  a' 
represent  the  terminals  of  the  coil  A,  and  the  light  con- 
nections show  the  connections  between  the  coils  constituting 
one  phase.  Starting  from  collector  ring  Y,  we  pass  from  a 
around  coil  A  and  come  to  a' ;  a'  is  joined  to  ^,  so  that  the 
current  passes  around  coil  B  in  agreement  with  the  arrows; 
the  terminal  ^'  is  then  connected  to  c\  so  as  to  pass  through 
coil  C  in  the  direction  of  the  arrows.  This  process  is 
repeated  until  the  twelve  coils  constituting  the  phase  are 
all  connected  in  series,  and  the  remaining  terminal  /  is 
brought  to  collector  ring  ^.  The  other  phase,  of  which  the 
active  conductors  are  indicated  by  the  light  lines,  is  con- 
nected up  in  exactly  the  same  way,  and  its  terminals  brought 
to  the  collector  rings  3  and  4-  This  gives  a  completed 
two-phase  winding  which  consists  of  two  coils  for  each  j>ole 
and  for  each  phase,  all  the  coils  in  each  phase  being  con- 
nected in  series,  and  each  phase  connected  to  its  pair  of 
collector  rings. 

4092.  Fig.  1594  represents  a  three-phase  bar-wound 
armature  with  four  bars  for  each  pole  and  each  phase.  The 
armature  is  wound  for  8  poles,  so  that  there  are  32  bars  or 
conductors  connected  up  in  series  in  each  phase.  One 
phase  is  shown  connected  up,  the  conductors  belonging  to 
the  other  two  phases  being  indicated  by  the  dotted  and  dot 
and  dash  lines.  Starting  from  the  collector  ring  r,,  we  connect 
to  the  bottom  conductor  in  slot  i,  from  there  we  pass  to  the 
corresponding  slot  under  the  next  pole,  that  is,  slot  7,  and 
connect  to  the  top  conductor  in  that  slot.  In  this  way  we 
pass  twice  around  the  armature,  connecting  up  the  bars  in 
accordance  with  the  arrows,  coming  finally  to  the  point  n. 
From  ;/  a  connection  is  made  to  ;;/,  and  from  m  we  pass 
twice  around  the  armature  again  in  the  opposite  direction, 
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and  come  finally  to  the  point  s,  which  13  connected  to  the 
common  junction  ^  if  a  Y  winding  is  employed.  This  con- 
nects all  the  conductors  belonging  to  this  phase  in  series  by 
what  is  known  as  a  wave  wladlnE,  so  called  because  the 
winding  progresses  around  the  armature  from  one  bar  to  the 
next.  The  bars  constituting  the  other  two  phases  are  con- 
nected up  in  a  similar  way,  and  the  three  phases  connected 
up  in  the  Y  ur  A  combination,  according  to  the  rules  which 
have  been  given  in  the  section  on  Theory  of  Alternating- 
Current  Apparatus.  A  three-phase  alternator  provided  with 
a  winding  like  that  shown  in  Pig.  1594  would  be  suitable 
for  a  machine  designed  to  deliver  a  large  current  output  at  a 
low  voltage.  In  such  a  case  the  number  of  armature  con- 
ductors required  would  be  comparatively  small,  and  hence 
bars  could  be  used  to  advantage.  A  similar  scheme  of  con- 
nection could  be  used  for  a  coil-wound  armature,  except 
that  in  this  case  each  element  of  the  winding  would  consist 
of  a  number  of  convolutions  instead  of  the  single  turn  as 
shown  in  Fig.  1594. 


4093.  By  referring  to  Figs.  1593  and  1594,  it  will  be 
noticed  that  in  such  two-layer  windings  the  top  conductors 
are  always  connected  across  the  front  and  back  of  the  arma- 
ture to  bottom  conductors;  that  is,  a  conductor  in  the  top  of 
one  slot  is  not  connected  to  the  tofi  conductor  in  the  corre- 
sponding slot  under  the  next  pole.  This  is  done  to  make  the 
arrangement  of  the  end  connections  such  that  they  do  not 
interfere  with  each  other.  Take  the  end  connections  on  the 
back  of  the  armature  (connections  next  the  poles).  It  will 
be  noticed  that  all  the  end  connections  attached  to  the  top 
bars  slant  in  one  direction,  while  all  those  attached  lo  the 
bottom  bars  slant  in  the  other;  consequently,  if  the  top  and 
bottom  connections  are  arranged  in  two  different  planes,  the 
crossings  will  be  effected  without  the  connections  interfer- 
ing with  each  other.  The  two-layer  type  of  winding  is  on 
this  account  extensively  used,  and  its  application  will  be 
taken  up  further  in  connection  with  induction-motor  design. 
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CONSTRUCTIOX    OF    ARMATURES. 

4094.  On  the  whole,  the  mechanical  construction  of 
alternator  armatures  is  very  similar  to  that  employed  for 
armatures  for  multipolar  direct-current  machines.  There 
are  differences  in  the  electrical  features,  arising  from  the 
different  type  of  winding  usually  employed  and  the  absence 
of  commutator  connections.  The  construction  of  many  of 
the  armatures  is  simpler  than  that  necessary  for  continuous- 
current  machines,  on  account  of  the  smaller  number  of  coils 
used  in  making  up  the  armature  winding. 


ARMATURC    DISKS. 

4095.  Most  of  the  armature  disks  used  are  adapted  for 
armatures  of  the  drum  type.  Such  disks  or  disk  segments 
are  stamped  from  well-annealed  soft  iron.  Very  mild  steel 
is  also  used  for  such  disks,  as  it  is  practically  as  good  mag- 
netically as  the  sheet  iron.  It  is  essential,  however,  that 
whatever  material  is  used,  the  hysteresis  factor  should  be 
low,  especially  if  the  armature  is  to  be  run  at  a  high  fre- 
quency. It  is  almost  the  universal  practice  at  present  to 
use  toothed  cores,  although  smooth-core  armatures  were 
quite  common  in  some  of  the  older  types  of  machines. 
Core  iron  should  be  from  .014  in.  to  .018  in.  or  14  to  18  mils 
thick.  Iron  thicker  than  this  is  frequently  used  in  direct- 
current  machines,  but  it  is  not  safe  to  use  iron  much  thicker 
in  alternator-armature  cores  on  account  of  the  danger  of 
increasing  the  eddy-current  loss.  Some  makers  depend 
upon  the  oxide  on  the  disks  for  the  insulation  to  prevent 
eddy  currents,  whble  other  makers  give  the  disks  a  coat  of 
japan  before  t*hey  are  assembled  to  form  the  core. 

4096.  The  variety  of  disks  used  for  alternator  arma- 
tures is  large.  Some  are  designed  for  stationary  armatures 
of  large  diameter,  while  others  are  for  rotating  armatures 
of  comparatively  small  diameter.  The  different  styles  of 
slots  used  are  also  numerous.  Fig.  1595  represents  one 
common  style  of  disk  used  for  lighting-alternators,  and  is 
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designed  to  accommod<ite  a  winding  similar  to  that  shown  in 
Fig.  1512,  Theory  of  Alternating-Current  Apparatus.     This 

disk    is    provided    with    as  « — ^n 

many  teeth  and  slots  as 
there  are  poles  on  the  al- 
ternator. Each  tooth  is 
provided  with  the  projec- 
tions a,  a^  which  hold  the 
coils  in  place  and  obviate 
the  necessity  of  band  wires. 
A  keyway  i  is  provided  by 
which  the  disks  are  keyed 
to  the  spider  supporting 
them.  It  is  well  to  notice 
in  passing  that  core  disks 
for  alternators  are  usually  P'^'-  ^^^• 

quite  shallow,  the  depth  of  iron  {/  under  the  slots  being 
small  compared  with  that  usually  found  in  direct-current 
armatures,  making  the  disks  appear  more  like  rings. 
This  is  accounted  for  by  the  fact  that  in  an  alternator  the 
total  flux  which  the  armature  conductors  cut  in  one  revo- 
lution is  divided  up  among  a  large  number  of  poles,  conse- 
quently the  flux  from  any  one  pole  is  comparatively  small. 
The  flux  through  the  core  under  the  teeth  is  one-half  the 

flux  from  the  pole-piece; 
the  cross-section  of  iron 
necessary  to  carry  it  is, 
therefore,  small,  and  a 
large  depth  of  core  is  un* 
necessarv  to  obtain  the  re- 
quired  cross-section. 


4097.  Fig.  1590  shows 
another  style  of  disk  and 
slot  in  common  i:se.  This 
disk  is  provided  with  16 
slots,  and  would  be  suit- 
able for  an  8-pole  two-phase 
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winding  like  that  shown  in  Fig.  152G,  Theory  of  Alternating- 
Current  Apparatus.  The  same  style  of  disk  with  24  slots 
would  answer  for  the  three-phase  winding.  Fig.  1533.  The 
disk  shown  in  Fig.  1590  is  provided  with  slots  which  have 
dovetailed  grooves  near  the  circumference.  After  the  coil 
is  placed  in  position,  a  wooden  wedge  is  fitted  into  these 
grooves,  thus  holding  the  coil  firmly  in  place  and  doing 
away  with  the  necessity  of  band  wires. 

4098.  When  the  armature  is  wound  with  bars,  straight 
slots  are  frequently  used.  Fig.  1597  shows  such  a  disk  pro- 
vided with  48  equally  spaced  slots.      Such  a  disk  would  be 

suitable  for  an  armature 
core  for  the  winding  shown 
in  Fig.  1594.  It  would  be 
necessary  in  this  case  to 
use  band  wires  to  hold  the 
conductors  down  in  place, 
giving  a  construction  very 
similar  to  that  commonly 
employed  for  direct-current 
armatures. 

4099.     Stationary    ar- 
matures for  large  machines 
arc  placed  externally  to  the 
revolving  field,  and  the  coils 
placed  in  slots  around  the  inner  periphery.     Since  such  arma- 
ture cores  are  generally  of  large  diameter,  the  armature  disks 


Fig.  1598. 

have  to  be  punched  out  in  sections,  as  shown  at  c  in  Fig.  1598. 
These  sections  are  provided  with  dovetail  projections  b 
which  fit  into  slots  in  the  supporting  iron  framework^.    As 
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the  core  is  built  up,  the  joints  between  the  different  segments 
are  "staggered"  or  the  segments  are  overlapped,  so  as  to 
form  a  core  which  provides  a  magnetic  circuit  practically  as 
good  as  if  the  disks  were  punched  in  one  piece.  The  use  of 
the  dovetail  projecting  lugs  avoids  the  use  of  bolts  passing 
through  the  disks  to  hold  the  latter  in  place.  Unless  bolts 
are  insulated,  they  are  liable 
to  give  rise  to  eddy  currents  f 
by  short-circuiting  the  disks. 
Some  makers,  however,  i 
disks  as  shown  in   Fig.  1500,  '''"■  "*° 

provided  with  holes  //  for  the  clamping  bolts.  The  slots 
used  for  such  stationary  armatures  must  of  course  be  pro- 
vided with  grooves  of  some  kind  to  receive  holding-in  strips 
or  wedges,  as  it  is  not  possible  to  use  band  wires  in  such  a  case. 

41 OO.  Revolving  armatiyes  are  also  frequently  made 
of  such  large  diameter  that  it  is  not  practicable  to  punch 
the  disks  in  one  piece.  In 
such  cases,  again,  the  disks 
made  in  segments,  and 
are  he'ld  in  place  either  by 
bolts  passing  through  them 
or  by  dovetail  projections  fit- 
ting into  grooves  in  an  ex- 
tension of  the  armature  spider 
arm.  This  construction  will 
be  understood  by  referring  to 
Fig.  1600.  In  assembling  disks  to  make  up  a  core,  it  is 
usual  to  place  a  heavy  sheet  of  paper  about  every  ^  inch 
or  J  inch  of  core,  in  order  to  make  sure  that  the  path 
for  eddy  currents  will  be  effectually  broken  up. 


■  ARMATUUB  SPIDBBS. 

4101.  Disks  for  revolving  armatures  are  usually  sup- 
ported in  spiders  similar  to  those  used  for  direct-current 
multipolar  armatures.  These  spiders  are  made  of  cast  iron 
Of   Steel,  and  are  necessarily  strongly  constructed.     They 


2:«  DESIGN'  OF  ALTERNATING 

sh'»uli1  f.c  h'l  made  as  to  clamp  the  disks  firmly  in  place, 
anrl  he  amply  stroni^  to  bear  any  unusual  twisting  action 
they  may  have  to  withstand  due  to  an  accidental  short 
circuit.  Fig.  VM  shtws  two  views  of  a  spider  (and  core) 
suitable  for  disks  ot  moderate  size  punched  in  one  piece. 
Thf;  spider  proper  consists  of  a  hub  a  provided  with  four 
radial   arms  i  which   fit   the   inner  diameter  of   the  disk. 


The  huh  is  bored  out  so  that  it  fits  very  tightly  on  the 
sliiift,  and  a  key  is  provided  to  avoid  any  chance  of  turning. 
The  core  disks  (/.ire  clamped  firmly  in  place  by  two  heavy 
cast-iron  end  plates*:,  f  which  are  pressed  up  and  held  by 
the  bolls  i:  These  bolts  pass  under  the  disks,  so  that  there 
is  no  daiiKcr  of  their  giving  rise  to  eddy  currents.  The  key/ 
pri'vcnls  the  disks  from  turning  on  the  spider  and  ensures 
till'  alincmcnt  of  disks,  which  is  necessary  to  make  the  teeth 
form  smooth  slots  when  the  core  is  assembled. 

^'i^;.  Kidl  shows  the  construction  used  with  armatures 
havinij;  a  sniiili  number  of  heavy  armature  coils.  In  such 
(■;is;'s  tin-  roils  are  stiff  and  the  ends  project  out  past  the  end 
of  the  rorc  without  being  supported.  In  case  a  distributed 
winding:  is  used,  the  coils  are  numerous,  and  being  small, 
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they  are  frequently  not  stifE  enough  to  support  themselves, 
hence  the  clamping  rings  of  the  spider  are  in  such  cases 
provided  with  flanges,  as  shown 
in  Fig.  1C03.  The  end  connec- 
tions of  the  coils  lie  on  the  fiat 
cylindrical  surfaces  a,  a,  and  are 
tightly  bound  down  in  place  by 
means  of  band  wires.  This  con- 
struction gives  rise  to  what  is 
known  as  a  barrel,  or  cylin- 
drical, winding,  because  the 
ends  of  the  coils  project  straight 
out  from  the  core,  forming  a 
cylindrical  surface.  Fig.  1603 
shows  a  spider  suitable  for  a 
large  armature  built  up  with 
segments  like  those  shown  in 
Fig.  ICOO.      This  style  of  spider  ""■  "^ 

is  common  for  machines  with  large  diameter  of  armature 


h: 


d 
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running  at- low  speeds.     The  rim  r  of  the  spider  is  made 
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non-continuous,  in  order  to  avoid  strains  in  casting  as  much 
as  possible. 

41 02.  When  the  armature  is  the  stationary  part  of  the 
machine,  a  stationary  frame  of  some  kind  must  be  used  to 
support  the  stampings.  This  consists  usually  of  a  rigid 
cast-iron  framework  provided  with  end  plates,  between 
which  the  armature  disks  are  clamped.  The  construction 
will  be  understood  by  referring  to  Fig.  1604,  which  shows  a 
stationary  armature  frame  for  a  machine  of  large  diameter. 


s 


Fig.  1804. 

The  frame  casting  is  usually  made  in  two  pieces  A  and  B^ 
the  lower  half  being  provided  with  projections  tf,  a  by  which 
the  spider  is  bolted  to  the  bed  or  foundation.  The  seg- 
mental core  stampings  {/,  d  are  held  in  place  by  the  dovetail 
grooves  i\  c.  These  segments  are  clamped  between  the  end 
rings  i\  c  by  means  of  the  bolts  y.  The  end  rings  e  are 
shown  made  up  in  segments  on  account  of  their  large 
iiameter. 
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ARMATURE  CONDUCTORS. 

4103.  The  style  of  conductor  used  on  the  armature 
will  depend  to  a  great  extent  upon  the  current  which  it  is 
to  carry  and  the  space  in  which  it  is  to  be  placed.  High- 
voltage  machines  of  moderate  output  are  usually  wound 
with  double  or  triple  cotton-covered  magnet  wire.  Fre- 
quently  two  or  more  wires  are  used  in  multiple  in  order 
to  secure  the  requisite  cross-section.  This  gives  a  more 
flexible  conductor  than  a  single  large  wire,  which  would  be 
difficult  to  wind. 

4104.  It  is  often  advantageous  to  use  bare  wire  in 
making  up  such  conductors  and  cover  the  combination  of 
wires  with  insulation,  as  shown  in  Fig.  1605.  A  section  of  a 
conductor  made  up  of  two  bare 
wires  in  multiple  is  shown  at 
(a)  and. four  bare  wires  at  (i), 
the  conductors  being  in  each 
case  covered  by  the  cotton  ^"^  ^^  (^^ 
wrapping  /.     This  construction                     ^®'  ^•^ 

not  only  saves  space,  but  the  insulation  also  serves  to 
hold  the  wires  in  place.  Conductors  of  special  shape  are 
used  on  some  machines.  For  example,  square  wire  and 
copper  ribbon  are  sometimes  employed.  Fig.  1005  (r)  shows 
a  section  of  a  copper  ribbon  conductor  with  its  cotton 
insulation.  Such  ribbons  are  usually  from  -^  in.  to  -^  in. 
thick,  and  should  be  made  with  rounded  edges,  to  prevent 
danger  of  cutting  through  the  insulation. 

41 05.  Copper  bars  are  largely  used  for  armatures 
designed  to  deliver  large  currents.  The  use  of  such  bars 
enables  a  large  cross-section  of  copper  to  be  put  into  small 
space,  there  being  very  little  of  the  waste  space  which  is  un- 
avoidable where  round  copper  wires  are  used.  Fig.  1605  (d) 
shows  a  cross-section  of  an  armature-winding  bar.  The 
dimension  //  is  usually  considerably  greater  than  ^,  in  order 
to  adapt  the  bar  to  an  armature  slot  which  is  deep  and 
narrow.     These  bars  are  rolled  to  any  required  dimensions, 
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tb';  '.'irnt-rs  l*eing  slightly  rounded  as  shown,  to  prevent 
{:uttinf;  of  the  insulation. 


FORMS  OF  ARMATCRB  COILS  AXU  BARS. 
4IOA.  The  simplest  form  of  coil  for  alternator  arraa- 
tiir<;H  is  that  used  on  ordinary  single-phase  machines  with 
uni-c<fil  windings.  The  coils  usually  consist  of  a  fairly  large 
number  of  turns,  and  are 
I  wound  on  forms,  so  that 
I  the  finished  coit  is  of  such 
I  shape  that  it  fits  snugly  into 
place  in  the  slots.  Such 
,  coilsare  heavily  taped  to  in- 
I  sulate  them  thoroughly  and 
make  them  hold  their  shape. 
Coils  of  this  type  are  shown 
in  Fig.  1606  {a)  and  (d). 
The  straight  portion  cc  and  d  ei  lies  in  the  slots,  the  end 
parts  iirojccting  out  over  the  ends  of  the  armature  core. 
In  some  cases  the  ends  are  curved  as  at  (a),  while  in  others 
tlie  ends  shown  at  (*)  are  used, 

4107.  In  many  polyphase  windings  it  is  necessary  to 
shape    tht^so    heavy    coils   so   that 

ihcy  ni;iy  cross  carli  other  at  the   £r^^-'r|&.  '^"  ^  1 
ends   of    the    armature.      This    is    ■"    '■   '  *  ^w"" 
ac<-oiiiplishi'd    by    sliajiing    one    of 
\\n:    roils    as   shown    in    Fig.   1007. 
Tin-  t'lid  <if  the  i-oit  6  is  bent  down 
into   a   diffrr.-nl   plane   from   that  P"=  "^ 

of  If,  su  ihat  the  coils  cross  each  other  without  touching, 
anil  ensure  good  insulation, 

4 1  OS.  When  coils  are  tised  for  a  distributed  winding 
liko  that  shown  in  V\ff.  ],"i',>:i.  they  are  generally  shaped  like 
thi-  i-oil  sliown  ill  Fig.  HKi^t.  This  is  a  form-wound,  taped 
coil  consisting  usually  of  a  comparatively  small  number  of 
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iLirns.  The  straight  portions  a  a  and  />  d  lie  in  the  slots, 
..  liilf  the  end  portions  project  beyond  the  core  and  are 
\isiially  supported  by  flanges,  especially  if  the  armature 
revolves.  The  side  a  a  lit 
in  a  lower  plane  than  />  b,  : 
that  the  upper  and  lower  end 
i.'onnections  do  not  interfere 
with  each  other.  The  termi- 
nals /,  /  of  the  coil  are  usually 
brought  out  at  the  points 
shown.  At  the  points  c,  c  the  c 
the  end  connections  d,  d  into  : 
bring  the  side  b  b  in  the  top  of  the  slot.  Sometimes  the 
terminals  are  brought  out  at  the  comers  a,  b,  if  this  brings 
ihem  in  a  position  more  convenient  for  connection  to  the 
other  coils. 


^•-l^ 


1  formed  a 


to  bring 
and  thus 


4109.  Bar  windings  are  frequently  made  in  two  layers, 
blefor  a  winding  such  as 
that  shown  in  Fig.  1594. 
The  straight  part  «  a 
lies  in  the  slot,  and  the 
end   portions   b,   b  form 

the   connections  to  the   other  bar.     Fig.    1610  shows  one 

element  or  turn  of  such  a  winding.     The  part  cc  lies  in  the 

top  of  the  slot,  and  the  two 

bars  making  up  the  element 

Eare  soldered  together  at  the 
point  d.     Fig-  Kill  shows  a 

similar  element  for  a  wave 

bar    winding,    except   that 

there  is  no  soldered  joint  at 

the  point  <t,  the  element  be-  v\c.  loio. 

ing  composed  of  one  continuous  copper  bar  first  bent  into 

the  long  U  form  shown  in  Fig.  1619.  and  then  spread  out 

to  form  the  winding  clement  shown  in  Fig.  1611.  This 
instruction  reduces  the  number  of  soldered  joints  neces- 
ury,  which  is  an  advantage,  as  poorly  soldered  joints  may 
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introduce  enough  local  resistance  to  cause  heating  at  the 

joints  when  the  ma- 
chine is  delivering  a 
large  current.  Bars 
of  the  style  just  de- 
scribed are  used  also 
for  some  styles  of  in- 
duction-motor arma- 
tures. The  portion 
of  the  bar  forming 
Fig.  1611.  the   end  connection 

has  to  be  taped  in  order  to  insulate  it  from  its  neighbors. 

The  part  in  the  slot  is  frequently  taped  also,  though  in  some 


i) 
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cases  the  insulation  from  the  core  is  provided  wholly  by  the 
insulating  trough. 

ARMATURE  INSULATION  (COILS). 

4110*  Alternator  armatures  are  generally  called  upon 
to  generate  much  higher  voltages  than  are  common  with 
continuous-current  machines.  The  pressures  generated  by 
ordinary  lighting-alternators  are  usually  in  the  neighborhood 
of  1,000  or  2,000  volts.  Power-transmission  alternators 
have  been  built  which  generate  as  high  as  8,000  or  10,000 
volts.  These  are  the  values  of  the  pressures  generated  in 
effective  volts,  and  when  it  is  remembered  that  the  maxi- 
7nnm  value  of  the  pressure  to  which  the  insulation  is  sub- 
jected is  considerably  greater  than  the  effective  value,  it 
will  be  seen  that  the  insulation  of  these  armatures  must  be 
carefully  carried  out  to  ensure  against  breakdowns.  The 
insulation  should  be  capable  of  standing  a  pressure  at  least 
three  or  four  times  as  great  as  that  at  which  it  is  ordinarily 
worked. 

4111.  For  very  high  voltage  machines  it  is  best  to  use 
the  type  with  stationary  armature,  as  it  is  easier  to  insulate 


CURRENT   APPARATUS. 


!773 


I  a  stationary  armature  thoroughly.     The  allowable  space  for 
Insulation  on  a  stationary  armature  is  usually  greater  than 
I  on  a  revolving  one,  and,  moreover,  the  insulation  is  more 
!  likely  to  remain  intact.     A  revolving  armature  alsonecessi- 
I  tates  collector  rings,  brush-holder  studs,  etc.,  which  have  to 
be  insulated  for  high  pressures;  whereas  with  the  station- 
ary armature  only  three  terminals  are  required,  which  are 
I  comparatively  easy  to  insulate.     In  all  armatures  for  high 
I  pressures,  windings  are  used  which  give  as  few  crossings  of 
[  the  coils  as  possible. 


Pio.  leis. 


41 12.     When  the  coils  each  contain  a  large  number  of 
\  turns,  the  voltage  generated  per  coil  will  be  large;  conse- 
I  quently  it  is  not  only  necessary  to  insulate  the  outside  of  the 
I  coil  thoroughly,  but  each  layer  must  also 
f  be  insulated  from  its  neighbor.     Fig.  1613 
t  shows  a  section  of  a  coil  consisting  of 
[  32  turns.     Between  each  layer  of   wire 
t  is  a  layer  of  insulation  i  turned  up  at  the 
\  ends,  so  as  to   thoroughly   insulate  the 
individual  layers.    The  whole  coil  is  cov- 
ered  with  a  heavy  wrapping  of  insula- 
ting tape  /,  and   in  addition  is  treated 
with  insulating  varnish   and   baked  to  drive  out  all  niois- 
[  ture.      The  thickness  of  tape  will  depend  upon  the  voltage 
I  of  the   machine.      Linen    tape   of    good    quality,    treated 
I  with  linseed  oil,  forms  about  the  best  material  for  this  pur- 
I  pose,    as   it   has   high   insulating   properties   and   docs  not 
I  deteriorate  with  a  moderate  amount  of  heating.      Such  tape 
s  usually  about  .010  in.  (10  mils)  thick,  and  is  wound  on  half 
J'lapped,     Where  extra  high  insulation  is  required,  the  tape 
■itnay  be  interleaved  with  sheet  mica.     Coils  for  distributed 
irindings  do  not  usually  contain  a  large  enough  number  of 
ftturns  lo  require    insulation    between    the    separate  layers. 
■  They  may  be  taped  and  treated  with  the  same  materials  as 
ithe  heavier  coils,  but  the  outside  taping  is  usually  not  so 
ieavy.       With  such  windings  the    material  lining  the  slot 
s  depended  upon  largely  for  the  requisite  insulation. 
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ARMATune  t^^n^:I.A^l07^  slots. 

41 13.  The  taping  on  the  coils  should  not  be  depended 
on  alone  for  the  insulation.  The  slots  should  be  lined  with 
insulating  material  which  is  not  likely  to  be  damaged  by 
putting  the  eoils  in  place.  Slot  insulation  is  usually  made 
up  in  the  form  of  troughs  or  tubes  composed  of  alternate 
layers  of  pressboard  and  mica.  The  mica  is  depended  upon 
mainly  for  the  insulation,  the  pressboard  being  used  as  a 
bonding  material  to  hold  the  mica  in  place.  These  tubes 
may  be  either  made  up  separately  or  formed  in  place  in  the 
slots.  The  mif.a  is  usually  stuck  oil  the  pressboard  with  shel- 
lac or  other  insulating  varnish,  which  becomes  dry  when  hard 
and  makes  the  trough  hold  its  shape.     Fig.  ICll  shows  the 


slot  insulation  for  the  armature  winding  shown  in  Fig,  1512, 
Theory  of  Alternating-Current  Apparatus.  The  hardwood 
strip  a  is  first  laid  in  the  bottom  of  the  slot,  and  the 
paper  and  mica  trough  d  formed  in  place  before  the  bonding 
varnish  becomes  dry.  The  coil  r,  consisting  of  several  turns 
of  copper  wire  or  ribbon,  is  wound  in  place  after  the  slot 
insulation  has  become  dry,  and  a  wooden  wedge  tf,  pushed 
in  from  the  end  of  the  armature,  holds  the  winding  firmly 
in  place.  An  insulating  piece  e  is  also  placed  between  the 
wedge  and  Ihe  winding. 

4114.     Fig.  101  fl  shows  the  slot  insulation  for  a  winding 
similar  to  that  shown  in  Fig.  1526,  Theory  of  Alternating- 
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E  Current  Apparatus;   t  is  the  t:iping  on  the  coil  and  i  the 

I  paper  and  mica  insulating  trough.     The  top  of  the  trough  is 

1  left  projecting  up  straight 

Ltintil  the  coil  is  placed  in 

■  the  slot,  after  which  it  is 

I*  bent  over  as  sho.wn,  pro- 
B-tecting  the  coil  from  any 
T  injury  while  the  wedge  a 

lis  being  forced  into  place. 

I  These   wedges   should    be 

I'Cut  so  that  the  grain  of 
wood   lies   across  the 

I  slot,     otherwise     there    is 

I  danger  of  their  becoming 

[  loose  due  to  shrinkage, 

41 1 5.  Fig.  Killi  shows  the  arrangement  of  slot  insula- 
ionfora  coil-wound  two-layer  armature.  The  insulating 
"  trough  ('runs  around  the  slot  and  laps  over 
the  top  of  the  coil  as  before.  In  addition  to 
this,  the  upper  and  lower  groups  of  conduct- 
ors are  separated  by  the  insulating  strip  rt, 
which  must  be  sufficiently  thick  to  stand  the 
total  voltage  generated.  This  arrangement 
also  makes  use  of  the  wedge  construction  for 
holding  the  coils  in  place. 


4116.     Fig.  1017  shows  the  insulation  for  a  two-layer 
ir-wound   armature   with   straight   slots.      This   style  of 
■^ot   would   be    suitable   for   the   bar   wind- 
ing shown  in  Fig.  15S14.     In  such  cases  the 
bars  have    to    be    placed    in    the    slots   from 
the  top,  the  bent  ends  preventing  their  be- 
ing pushed  in  from  the  end.      This  necessi- 
tates   the    use   of   straight    slots    and    band 
wires    for    holding    the    bars   in   place,      A 
wooden    strip    is    usually    inserted    between         Fcr  tsi- 
the  band  wires  and  bars  in  order  to  protect  the  winding. 
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41 1 7«  In  using  two-layer  windings,  care  should  be  taken 
to  have  the  top  and  bottom  layers  very  thoroughly  insu- 
lated from  each  other.  The  insulating 
troughs  a,  Fig.  1618,  should  project  a 
short  distance  beyond  the  core  d^  in 
order  to  make  sure  of  good  insulation 
between  the  coils  and  core.  The  spider 
flanges  should  also  be  thoroughly  insu- 
lated with  paper  and  mica  c  wherever 
there  is  any  possibility  of  the  current 
Fio.  101&  jumping  from  the  coils  to  the  spider. 


MAGNETIC  DENSITIES. 


DENBITY  IN  ARMATURB  TBBTH. 

41 1 8.  Where  armatures  are  wound  with  a  few  heavy  coils, 
the  teeth  between  the  coils  are  large,  in  many  cases  fully  as 
wide  as  the  pole  faces.  In  such  armatures  the  magnetic 
density  in  the  teeth  will  not  be  much  higher  than  that  in 
the  air-gap.  When  a  distributed  winding  is  used,  the  surface 
of  the  armature  is  split  up  more  by  the  slots,  and  the  area 
of  cross-section  of  iron  in  the  teeth  is  reduced.  This  gives 
rise  to  a  higher  magnetic  density  in  the  teeth  than  in  the 
air-gap. 

41 19.  It  was  pointed  out,  in  connection  with  the  design 
of  continuous-current  machines,  that  in  such  machines  it 
was  desirable  to  have  the  magnetic  density  in  the  teeth 
high,  because  highly  saturated  teeth  prevent  the  armature 
from  reacting  strongly  on  the  field,  and  thus  aid  in  suppress- 
ing sparking.  In  the  case  of  alternators,  however,  high 
densities  in  the  teeth  are  avoided,  because  the  effects  of 
armature  reaction  arc  not  nearly  so  serious  in  these  machines, 
ami  the  high  density  might  prove  detrimental  by  causing 
exet^ssive  hysteresis  and  eddy-current  losses.  In  general, 
therefore,  in  alternator  design,  the  magnetic  density  in  the 
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core  teeth  is  kept  as  low  as  possible.  The  density,  however, 
can  not  be  made  very  low,  as  this  would  mean  large  teeth 
and  a  correspondingly  large  armature.  Where  distributed 
windings  are  used,  it  will  generally  be  found  that  the  width 
of  the  slot  and  width  of  tooth  are  made  about  equal,  thus 
reducing  the  effective  iron  surface  of  the  armature  to  about 
one-half  and  making  the  magnetic  density  in  the  teeth  about 
twice  that  in  the  air-gap.  It  will  be  remembered  that  both 
the  hysteresis  loss  and  eddy-current  loss  increase  very 
rapidly  with  the  density,  consequently  it  is  easily  seen  that 
if  the  density  in  the  teeth  is  very  high,  the  amount  of  loss  in 
them  may  be  considerable,  on  account  of  the  high  frequency 
at  which  alternators  usually  run.  It  also  follows  that,  for 
the  same  amount  of  loss,  it  would  be  allowable  to  use  a 
higher  magnetic  density  with  a  low-frequency  alternator 
than  with  one  running  at  a  high  frequency. 


DBNSITir  IN  ARMATURB  CORB. 

4120«  The  density  in  the  armature  core  proper,  that 
is,  the  portion  of  the  core  below  the  armature  slots,  should 
also  be  low,  in  order  to  keep  down  the  core  losses.  This 
density  can  be  made  almost  as  low  as  we  please  by  decreas- 
ing the  inside  diameter  of  the  core,  thus  making  the  depth  d^ 
Fig.  1595,  large,  and  increasing  the  cross-section  of  iron 
through  which  the  lines  have  to  flow.  If,  however,  the 
inside  diameter  were  made  very  small,  the  core  would  be 
heavy,  and  since  the  hysteresis  loss  is  proportional  to  the 
volume  of  iron,  very  little  would  be  gained  by  decreasing 
the  density  beyond  a  certain  amount.  Armature  cores  for 
alternators  are  usually  worked  at  densities  varying  from 
25,000  to  35,000  lines  per  square  inch,  the  allowable  density 
being  higher  in  low-frequency  machines  than  in  those  run- 
ning at  high  frequencies.  Where  armatures  are  run  at  very 
high  speeds  of  rotation,  the  density  may  be  allowed  to  run  a 
little  higher  than  the  above  values,  in  order  to  make  the  core 
as  light  as  possible,  provided  the  frequency  is  not  too  high. 
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I>E!VSITV   IN   AIR-OAP. 

4121*  The  allowable  density  in  the  air-gap  will  depend, 
to  a  certain  extent,  upon  the  material  of  which  the  pole- 
pieces  are  made.  If  cast-iron  pole-pieces  are  used,  the 
density  must  he  kept  fairly  low,  otherwise  there  will  be 
danj^er  of  the  cast  iron  becoming  saturated.  It  is  best, 
therefore,  to  make  the  air-gap  density  in  such  machines  in 
the  neighborhood  of  30,000  lines  per  square  inch.  If  the 
pole-pieces  are  made  of  wrought  iron,  as  they  frequently 
are  in  modern  machines,  the  density  may  be  as  high  as 
40,000  or  45,000  lines  per  square  inch.  The  density  could 
be  even  higher  than  this  without  danger  of  saturating  the 
wrought  iron,  but  if  the  air-gap  density  is  carried  too  high, 
a  very  large  magnetomotive  force  must  be  supplied  by  the 
field  coils  in  order  to  set  up  the  flux.  For  these  reasons  the 
average  air-gap  density  should  usually  be  somewhere  near 
the  values  given  above. 

DESIGN    OF    lOO    K.  W.    SINGLE-PHASE 

ALTERNATOR. 
4122.  The  preceding  articles  have  dealt  with  the  gen- 
eral considerations  governing  the  design  and  construction  of 
alternator  armatures.  We  will  now  apply  these  to  the 
special  case  of  the  design  of  an  armature  for  a  single-phase 
alternator,  in  order  to  illustrate  the  calculation  of  the  dif- 
ferent dimensions.  As  a  starting-point,  we  will  assume  that 
the  following  quantities  are  known,  and  in  this  particular 
case  are  as  given  below,  the  design  being  worked  out  for 
thcso  quantities.  The  student  will  understand,  however, 
that  most  of  the  formulas  are  perfectly  general,  and  that 
these  special  values  are  only  taken  to  illustrate  a  typical 
case  in  order  to  make  the  design  clearer.  The  following 
quantities  are  in  general  known  or  assumed: 

1.  Output  at  full  load. 

X\  Frequency. 

W,  Speed. 

4.  Voltage  at  no  load.     Voltage  at  full  load. 

5.  Allowable  safe  rise  in  temperature. 
^  General  type  of  machine. 
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For  the  case  in  hand,  we  will  take  the  following; 

1.  Output  at  full  load:  100  K.  W. 

2.  Frequency:  60  cycles  per  second. 

3.  Speed:  600  rev.  per  m in. 

4.  Voltage  at  no  load  =  2,000  =  E,  Voltage  at  full 
load  =  2,200  =  Z'. 

5.  Allowable  rise  in  temperature:  40°  C. 

6.  General  type  of  machine:  belt-driven,  revolving  arma- 
ture, stationary  field. 

4123*  It  will  be  noted  that  the  armature  is  to  deliver 
2,000  volts  on  open  circuit  and  2,200  volts  when  the  machine 
is  fully  loaded.  This  is  doi^e  so  that  the  voltage  at  the  dis- 
tant end  of  the  line  may  remain  practically  the  same  from 
no  load  to  full  load.  This  increase  in  voltage  is  accomplished 
by  strengthening  the  field  by  means  of  the  series  coils,  so 
that,  so  far  as  the  voltage  generated  by  the  armature  is  con- 
cerned, we  design  it  to  generate  2,000  volts,  and  leave  the 
increase  of  200  volts  to  be  brought  about  by  the  action  of 
the  field. 

4124.  Since  the  speed  and  frequency  are  fixed,  the 
number  of  poles  is  also  fixed  by  the  relation 

//  =/  X  J,  (See  formula  646,  Art.  3956.) 

where  s  =  rev.  per  sec. ; 

/  =  pairs  of  poles; 
n  =  frequency. 
We  have  then 

60=/X  VA 
/=6, 

and  the  machine  must  be  provided  with  twelve  poles  to  give 
the  required  frequency  at  a  speed  of  GOO  R.  P.  M.  We  might 
have  used  a  speed  of  900  rev.  per  min.  and  8  poles,  the  fre- 
quency being  the  same  in  either  case.  It  is  better,  how- 
ever, to  use  the  lower  speed  (GOO  R.  P.  M.)  for  a  machine  of 
this  capacity,  so  we  will  adopt  the  12-pole  GOO  R.  P.  M.  de- 
sign. The  field  will  be  external  to  the  armature,  and  will  be 
provided  with  12  equally  spaced  poles  projecting  radially 
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inwards.  We  will  also  follow  the  usual  practice  and  make 
the  distance  between  the  poles  equal  to  the  width  of  the  pole 
face,  or,  in  other  words,  make  the  width  of  pole  face  equal 
to  one-half  the  pitch.  The  pole-pieces  will,  therefore,  cover 
one-half  the  surface  of  the  armature. 


DIMENSIONS  OP  CONDUCTOR  AND  CORE. 

4125*     The  current  output  at  full  load  will  be 

^_  watts  _  K.  W.  X  1,00^  (f^7\  \ 

""  full-load  voltage  ~^  E'  \  •) 

100X1,000       _. 
=       2,200  ~  =  ^^'^^"^P^^^^' 

The  machine  must,  therefore,  be  capable  of  delivering  a 
current  of  at  least  45.4  amperes  continuously  without  the 
temperature  rise  above  the  surrounding  air  exceeding  40°  C. 

4126.  The  cross-section  of  the  conductor  which  is  used 
on  the  armature  is  determined  by  the  current  which  it  has 
to  carry,  and  this  in  turn  depends  upon  the  way  in  which 
the  different  armature  coils  are  connected  up.  Since  the 
armature  we  are  considering  has  to  generate  a  high  voltage, 
we  will  use  an  open-circuit  winding  and  connect  all  the 
armature  coils  in  series.  The  current  flowing  through  the 
armature  conductor  at  full  load  will  then  be  the  same  as 
the  full-load  current  output  of  the  machine,  that  is,  45.4 
amperes.  The  student  should  compare  this  with  the  calcula- 
tions determining  the  size  of  wire  used  on  a  continuous- 
current  armature.  It  will  be  seen  that  in  this  latter  case  the 
current  in  the  armature  conductor  was  only  one-half  the 
total  current  output  of  the  machine.  In  some  of  the  older 
types  of  alternators,  the  armature  conductors  were  worked 
at  a  high  current  density,  in  some  cases  less  than  300  circu- 
lar mils  per  ampere  being  allowed.  For  machines  of  good 
design  the  circular  mils  per  ampere  will  usually  lie  between 
500  and  TOO.  For  a  trial  value  we  will  take  550  circular  mils 
per  ampere  in  order  to  determine  the  approximate  necessary 
cross-section  of  the  conductor. 
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Let  A  =  area  of  cross-section  of  conductor  in  circular  mils; 
C=  current  in  conductor; 
m  =  circular  mils  per  ampere. 

Then,  A  ^  C  m.  (672.) 

In  this  case  C  =  45A  and  ;;/  =  550.     Therefore  the  cross- 
section  of  the  conductor  will  be 

45.4  X550  =  24,970  circular  mils. 

A  Nq.  6  B.  &  S.  wire  would  give  26,250  circular  mils, 
which  is  quite  near  to  the  cross-section  required,  or  two  No.  9 
wires  in  parallel  would  give  a  cross-section  of  26,180  cir- 
cular mils.  We  will  use  the  latter,  because  the  two  wires  in 
multiple  will  give  a  more  flexible  and  easily  wound  con- 
ductor. We  will  use  two  bare  No.  9  wires 
covered  with  a  double  wrapping  of  cotton. 
The  double  thickness  of  this  covering  will 
be  about  15  mils.  The  diameter  of  No.  9 
wire  is  .114  in.,  hence  the  width  of  the  con- 
ductor over  all  will  be  .243  in.  and  the  thick- 
ness .129  in.  Fig.  1619  shows  a  cross-section  of  the  con- 
ductor, illustrating  the  arrangement  of  the  insulation. 


DESIGN  OF  ARMATURE  CORE. 

4127.  The  diameter  of  the  armature  is  determined  by 
the  speed  of  rotation  and  the  allowable  safe  value  of  the 
peripheral  speed.  A  safe  peripheral  speed  for  a  belt-driven 
machine  of  this  type  may  be  taken  at  about  5,000  feet  per 
minute.     Hence  we  have 

diameter  of  armature  in  inches  = 

,       peripheral  speed  X  12  /^^o  \ 

^-  = R.  P.  M.  X  ^ ^®^^-^ 

5,000  X  12       ^.  o'     u 

=  —7777-;: =31.8  inches. 

600  X  'T 

We  will  therefore  adopt  31 J  in.  =31.75  as  the  outside 
diameter  of  the  armature  core. 
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41  28.  The  length  of  the  armature  core  parallel  to  the 
shaft,  or  the  spread  of  the  laminations/,,,  Fig.  1602,  must 
be  large  enough  to  enable  the  armature  to  present  sufficient 
radiating  surface  to  get  rid  of  the  heat  generated.  In 
other  words,  the  armature  must  be  large  enough  to  do  the 
work  required  of  it  without  overheating.  The  core  losses 
and  C  R  loss  of  the  machine  under  consideration  can  not  be 
determined  exactly  until  the  dimensions  of  the  armature 
have  been  determined.  The  curve  shown  in  Fig.  1583  gives 
the  relation  between  the  output  and  C^  R  loss  for  machines 
of  good  design,  and  it  is  seen  that  for  a  machine  of  100  K.  W. 
capacity,  the  C^  R  loss  should  be  about  1.05^  of  the  output. 
The  approximate  C  R  loss  may  then  be  taken  as 

100,000  X  .0195  =  1,950  watts. 

4129*  This  armature  is  of  rather  large  diameter. and 
runs  at  a  fairly  high  peripheral  speed.  Good  ventilation 
should  easily  be  obtained  by  constructing  the  spider  to  allow 
free  access  of  air  and  by  providing  the  core  with  ventilating 
ducts.  With  such  an  armature  there  should  be  no  difficulty 
in  radiating  1.3  to  1.5  watts  for  each  square  inch  of  core 
surface  with  a  rise  in  temperature  of  40°  C.  The  core  losses 
are  apt  to  be  quite  large;  hence,  to  be  on  the  safe  side,  we 
will  allow  half  this  radiation  capacity  for  the  core  losses  and 
half  for  the  C*-/^loss.  This  means  that  we  should  have 
about  .7  square  inch  of  cylindrical  surface  for  each  watt 
C*R  loss.     This  would  call  for  a  surface  of 

1,050  X  .7  =  1,3(35.0  sq.  in. 

41 30*     The  outside  circumference  of  the  armature  is 

31.75  X  -=  100  in.,  nearly; 

hence  the  approximate  length  of  armature  core  parallel  to 
the  shaft  should  be  about  13.  Go  in.  As  a  basis  for  further 
calculation,  we  will,  therefore,  adopt  a  trial  length  of  core  of 
say  14  in.  It  may  he  found  necessary  to  modify  this  dimen- 
sion slightly,  as  the  design  is  worked  out  further,  but  it 
should  not  be  made  much  less  than  this,  or  there  will  be 
danger  of  the  armature  overheating. 
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41 31.  We  have  now  determined  the  approximate 
dimensions  of  the  armature  core,  and  are  in  a  position  to  cal- 
culate the  magnetic  flux  N  after  we  have  decided  upon  the 
density  to  be  used  in  the  air-gap.  This  machine  will  be 
provided  with  wrought-iron  pole-pieces;  hence  we  may  take 
40,000  lines  per  square  inch  as  a  fair  value  for  the  magnetic 
density  in  the  air-gap.  The  total  magnetic  flux  A^  from  one 
pole  will  be  the  area  covered  by  the  pole  multiplied  by  the 
magnetic  density.  The  poles  cover  one-half  the  circumfer- 
ence; hence  the  length  of  arc  on  the  armature  covered  by 
each  pole  will  be 

No.  of  poles  ^         *' 

3.14  X  31.75  X  .5       ,  ,^  .     , 
= ■ :rr =  4.16  mches. 

The  length  of  the  pole  face  is  the  same  as  the  length  of 
the  armature  core,  i.  e.,  14  in.;  hence  the  area  of  the  pole 
face  is  14  X  4.16  =  58.2  sq.  in. 

The  total  flux  from  each  pole  will  therefore  be 

58.2  X  40,000  =  2,328,000  lines. 

4132.  Since  the  flux  A^,  the  frequency  w,  and  the 
E.  M.  F.  E  generated  at  no  load  are  now  known,  the  num- 
ber of  turns  T  necessary  to  generate  the  voltage  E  can  be 
calculated.  This  armature  will  be  provided  with  six  coils  or 
twelve  slots,  that  is,  one  slot  for  each  pole;  consequently 
all  the  conductors  may  be  considered  active  at  once,  and  we 
may  use  formula  617  to  determine  the  turns  T.  (See  also 
Art.  4086.) 


We  have  then 


E  =  — 


(t       > 


10 


^-iMw^n  («^«") 


Af.  E,    IV,— 44 
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The  voltage  to  be  generated  at  no  load  is  2,000,  the  £rc- 
qaenty  :s  O,  and  the  flni  .V  is  2,K?,000;  hence  we  have 
^        ?.»yj  X  lOO.OOQ.OOO    _ 
~  -i,*4  X  2,32^,000  X  60 

41 33-     From  the  aboTc  it  is  seen  that  we  must  place  as 

nearly  322  turns  on  the  armature  as  possible.      There  are 

twelve  slots,  or  six  coils;  hence  there  would    be  ^f^  =  53.6 

turns  per  coil  and  33.6  coodnctors  in  each 

-■''      ^"      ~       ^      slot.     This  number  would  not  be  prac- 

/  ^  -  '-*     ticable,    since    we    should    arran^    the 

'        ■"!■  ■  coils  so  that   they  will  wind  up  into  a 

„  number  of  layers  without  any  fractions 

of  turns.      We  must   therefore  arrange 

the  coils  to  give  the  required  number  of 

turns   as   nearly  as   possible,   and   then 

modify  the  length  of  the  turns,  so  that 

the  voltage  generated  will  not  be  altered. 

''T     "i  Suppose  we  arrange  the  coil  and  slot  as 

Pio.  i«a  shown  in  Fig.  1G20,  using  8  turns  o£  the 

twin  conductor  in  each  layer,  and  having  1  layers  per  coil. 

This  will  give  50  turns  per  coil  and  56  conductors  per  slot. 

4134.  The  dimensions  of  the  slot  may  now  be  deter- 
min<!<l  from  the  known  number  of  conductors  that  are  to  be 
placed  in  it,  and  the  necessary  space  which  must  be  allowed 
for  insulation.  We  will  allow  .000  in.  or  CO  mils  all  around 
for  the  paper  and  mica  tube  which  composes  the  slot  insula- 
tion, and  ,040  in.  or  40  mils  for  lapping  around  the  coil.  In 
addiliiin  to  this,  wc  will  allow  for  G  layers  of  insulation,  10 
niiis  thick  between  the  layers  of  the  coil.  This  will  make 
the  ni-ccssary  width  of  the  slot 

7  X  .12!'  + 1  X  .010  4- 2  X  .040+ 3  X  .060  =  1,1G3  in. 

TIk:  ntrccssary  depth  of  slot  will  be 

f!  X  .343  + 2  X  .040  + 3  X  . 01)0  =  2.144  in. 

In  orilirr  In  lie  sure  that  the  coil  will  slip  into  the  slot 
wiihnut  furciiiK  it,  and  also  to  compensate  for  any  slight 
P'Utjhness,  we  will  adopt  the  dimensions  shown  in  Fig,  1620, 


CURRENT   APPARATUS.  2785 

namely,  1/g-  in.  wide  by  25*2-  in.  deep.  We  will  make  the 
wooden  wedge  ^  inch  thick,  and  the  opening  at  the  circum- 
ference the  same  width  as  the  slot,  in  order  to  allow  the  coil 
to  be  slipped  easily  into  place. 

4135.  In  order  to  obtain  an  even  number  of  turns  per 
coil,  the  total  number  of  turns  has  been  increased  from  322, 
as  first  calculated,  to  336.  It  follows,  therefore,  that  if  the 
dimensions  of  the  armature  are  not  altered  in  any  way  to 
compensate  for  this  increase  in  the  number  of  conductors, 
the  machine  would  give  more  than  2,000  volts  when  run  at 
a  speed  of  GOO  revolutions  per  minute.  In  order,  therefore, 
to  keep  the  voltage  generated  the  same,  we  must  shorten  up 
each  conductor  a  small  amount,  so  that  the  poles  and  arma- 
ture core  will  also  be  shortened.  This  will  reduce  the  flux  A^, 
so  that  the  voltage  generated  by  the  33G  conductors  will 
be  2,000  volts.  The  final  length  of  armature  may  be 
obtained  as  follows: 

We  have         N  =  ^^■,  (676.) 

and  in  this  case 

2.000  X  100,000.000  _  , 
^^  "     4.44X336X00      - ->-'5^»^^^n  nearly. 

That  is,  in  order  to  keep  the  voltage  the  same,  the  flux  is 
reduced  from  2,328,000  to  2,235,000. 
The  area  per  pole  will  then  be 

N  2,235,000       ._         .  ig>^^^ 

-  . = r—  =      .^  ^.^„     =  00.8  sq.  m.,  (677.) 

air-gap  density         40,000  ^  ^ 

and  the  length  of  the  pole  and  armature  core  parallel  to  the 
shaft  will  be 

area      ,,  55  8      ^^  ^^  .^  ^^^^^^ 


polar  arc      4.16 

It  will  thus  be  noticed  that  the  armature  core  is  shortened 
slightly,  thus  shortening  up  each  conductor  and  making  the 
length  of  active  wire  the  same  with  the  336  conductors  as  it 
would  have  been  if  322  had  been  used.     We  will  therefore 
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take  ldj\  in.  as  the  final  value  for  the  length  of  the  core 
parallel  to  the  shaft  {see  /„  Fig.  1631). 
4136.    AH  the  essential  dimensions  of  the  armature 
2  have  now  been  determined  except  the  diameter  of  the 
(Feniiiniing  iiiiri.  _„  hole   in   the  disks.     This 

^_^    inner  diameter  of  the  core 
—  flB  is  determined  by  the  cross- 
section  of  iron  which  must 
be  provided  to  carry  the 
magnetic  flux  through  the 
armature   core   from   one 
pole  to  the  next,  and  this 
cross-section   in   turn  de- 
pends upon  the  density  at 
which  the  core  is  worked. 
Fig.   1631   shows  a  cross- 
section   of   the   core,  and 
i    Fig.   1623    shows    a    por- 
lying  between  two  pole-pieces.      In 


tion  of  the  armati 


order  to  determine  the  inside  diameter,  we  must  first  obtain 
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the  distance  d„  or  the  depth  of  the  iron  below  the  bottom  of 
the  slots.  The  lines  of  force  flow  from  the  north  to  the 
south  pole,  as  shown  in  the  figure,  and  it  will  be  seen  that 
the  number  of  lines  flowing  through  the  portion  a  b  under 
a  slot  is  one-half  the  total  number  flowing  from  the  pole- 
piece.  Hence  the  flux  through  the  armature  core  is  J  N. 
The  area  of  cross-section  of  iron  required  will  then  be 


'■where  B,  is  the  magnetic  density  at  which  the  core  is 
worked.  We  will  take  the  value  of  B^  as  30,000  lines  per 
square  inch.      {See  Art.  41 20.)     This  will  make 


P  This  is  the  area  of  cross-section  of  iron,  and  it  is  equal  to 
the  radial  depth  of  the  core  under  the  slots  («  b.  Fig.  Iti22) 
multiplied  by  that  length  of  core  parallel  to  the  shaft  which 
is  actually  occupied  by  iron.  The  over-all  length  of  the  core 
parallel  to  the  shaft  is  IS-j'j  in.,  but  part  of  this  is  taken  up 
by  the  insulating  varnish  and  paper  insulation  between  the 
disks,  as  well  as  the  portion  taken  up  by  the  air-ductg.  In 
the  present  case  we  will  provide  the  armature  with  four  air- 
ducts,  each  I  in.  wide,  as  shown  in  Fig.  1C21,  the  disks  being 
spaced  apart  this  distance  by  suitable  ribbed  brass  castings. 
These  four  ducts  will  therefore  occupy  a  linear  distance  of 
IJ  in.,  leaving  13;''^—  \\  or  llfj  in.  to  be  occupied  by  the 
iron  and  insulation  on  the  disks.  We  will  take  llj-  in,  as  the 
actual  length  of  iron.     The  required  radial  depth  will  then 

be ---^-r-  =  3.23  inches.     We  will  therefore  make  the  depth 

of  iron  3,^  in.  {See  Figs.  1021  and  l(i22.)  The  total  depth 
of  the  slot  is  2f-l  in.,  hence  the  total  radial  depth  of  the  disk 
is  2fi  -I-  3A  =  5J  in. ,  and  the  inside  diameter  is  31}  —  2  X  H 
=  20  in.  The  dimensions  of  the  disk  are,  therefore,  as  shown 
in  Fig.  1622.  There  are  tv/elve  slots  of  the  dimensions 
shown  in  Fig.  1620,  these  slots  being  spaced  equally  30°  apart. 
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CALCULATION  OF  ARMATURE  LOSSES. 

4137.  The  dimensions  of  the  armature  having  been 
determined,  it  is  now  necessary  to  calculate  the  losses  to  see 
it  the  armature  will  deliver  the  required  output  without  the 
losses  exceeding:  the  allowable  amount.  We  will  first  calcu- 
late the  L^  K  loss. 

4138.  The  resistance  of  the  armature  can  be  deter- 
mined quite  closely,  since  the  length  of  wire  on  it  can  be 
estimated  and  the  cross-section  is  already  known.  The 
length  of  wire  can  l^  obtaineii  by  laying  out  one  of  the 
coils  to  scale  and  measuring  up  the  mean  length  of  a  turn. 
The  cvmI  has  to  bridge  over  the  distance  from  the  center  of 
a  nv^rih  jx^le  to  that  of  a  s^mth  jv^le,  and  the  ends  of  the  coil 
must  Ih>  rvumded  out  so  as  to  clear  the  armature  core.  The 
CvmI  will  Ih?  shaped  as  shown  in  Fig.  1G23.     The  straight 


-as 


--A 


y 


r:.-^  i-tasL 


iv^r:**vv\  of  the  cv^:'.  will  bo  made  15  in.  lone,  in  order  to  allow 
the  c  il  :\^  :>rv^fiv:  a:vi::  }  in.  from  :he  skns  at  each  end 
bo:- ro  ::  Vec'-ns  to  tv.r;:.  The  mean  turn^  shown  dotted,  is 
:ho  :*,:-::  t'^r.  v.i^h  :ho  vv".:cr  ot  the  c^.  il.  Its  length  isreadilv 
vi.:;  r:v'"^-.:  rr.vn  the  v*.raw i-^i;:,  and  in  this  case  it  is  about 
54  ■•'.'^:>-  The  t  : a*,  length  fo  niuctron  the  armature 
w:  :  :  -- :   ro  :v  54  \  o:>-  =  1<.U4  in.,  or  l.ol-J  ft. 


4 1 39, 


-.-        ,_^.       T._ 


iny   known  length  of  a  con- 
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fwhere     L  =  the  length  of  the  wire  in  feet ; 

k  =  the  resistance  of    one  mil-foot  of  the  wire  in 

ohms; 
tu  ==  the  area  of  cross-section  of  the  wire  in  circular 

mils. 


Note. — By  the  resistance  of  a  mil-foot  of  v 
I  ance  which  one  foot  of  the  wire  would  have 
[  'diameter. 


ant  the  n 


he    numerator  £.  y,  k   gives    the   resistance    which    the 

I'given  length  of  wire  would  have  if  it  were  only  one  mil  in 

tdiameter,  that  is,  if  it  had  a  sectional  area  of  one  circular 

mil.      Since  the  resistance  is  inversely    proportional  to  the 

ross-section,  dividing    the  numerator    by  ;«  (the  circular 

liis  crosB-seclion  of  the  conductor)  gives  the  resistance  of 

the  given  length  of  conductor.    The  resistance  of  one  mil-foot 

&:of  copper  wire  at  ordinary  temperature  isabout  10.4  to  10.6 

I'Ohms.     Hence  we  may  write 


(cold)  A' = 


/,  X  10.4 


(B81.) 


(cold)  resistance, 


length  in  feet  x  1Q.4 

~  cir.mils  cross-section" 


This  is  a  convenient  formula  for  calculating  the  cold 
■fesistance  of  any  copper  wire  of  which  the  length  and  cross- 
p  section  in  circular  mils  are  known.  It  is  more  generally 
useful  than  tables,  because  it  enables  the  resistance  of  a  con- 
ductor of  any  cross-section  (copper  bars  for  example)  to  be 
calculated.  In  using  the  formula,  care  must  always  be 
taken  to  have  the  length  /.expressed  'mfeet,  because  the 
constant  10.4  is  the  resistance  of  a  mil-foot.  In  making 
calculations  connected  with  alternators,  transformers,  etc., 
.we  are  usually  concerned  with  the  hot  resistance  or  the  re- 
••istance  which  the  wire  attains  at  the  working  temperature 
Kof  the  machine.  This  hot  resistance  is  appreciably  higher 
vthan  the  resistance  at  ordinary  temperatures,  and  for  tem- 
l|wratures  such  as  are  ordinarily  attained  we  may  take  the 
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value  of  the  resistance  of  a  mil-foot  as  11.5  ohms.     Hence 
we  may  write 

,,    ^.        .  lencfth  in  feet  X  11.5 

(hot)  resistance  =    .        ., -. — , 

^       '  cir.  mils  cross-section 

or  (hot)  R  =  ^^  ^J^'^-  (682-) 

Applying  this  to  the  armature  just  worked  out,  we  find 

We  will  take  the  resistance  as  .7  ohm,  in  order  to  make 
some  allowance  for  the  resistance  of  the  connections  be- 
tween the  coils. 

4140.  The  full-load  current  is  45.4  amperes;  hence  the 
C  R  loss  at  full  load  will  be 

(45.4)'  X  .7=  1,442  watts. 

This  shows  that  the  C*  R  loss  is  well  under  the  limit  of 
1,050  watts  and  that  the  armature  would  be  capable  of  de- 
livering a  little  over  45.4  amp.  without  the  C*  R  loss  exceed- 
ing the  allowable  amount.  The  outer  cylindrical  surface  of 
the  armature  as  obtained  from  the  final  dimensions  is 

TT  X  31 J  X  13W  =  1,343  sq.  in.,  nearly. 

This  allows  a  little  over  .0  sq.  in.  per  watt  C*  R  loss  which 
should  be  an  ample  allowance  for  an  armature  of  this  type. 

4141.  The  hysteresis  loss  may  be  calculated  when  the 
volume  of  iron,  magnetic  quality  of  the  iron,  and  frequency 
are  known.     The  area  of  the  end  of  the  core  is 

i  -  (31.75*  -  20*)  =  477.3  sq.  in.,  nearly. 

The  area  of  each  slot  is  about  3.4  sq.  in.,  and  the  total  area 
taktMi  out  by  the  slots  40.8  sq.  in.,  leaving  436.5  sq.  in.  as 
the  arra  of  the  disks.  The  actual  length  of  /r<?«. parallel  to 
the  shaft  is  11^  in.  (see  Art.  41 3G);  hence  the  volume  of 
iron  in  the  core  is 

43G.5  X  11.5  =  5,020  cu.  in. 
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The  magnetic  density  in  the  core  is  30,000  lines  per  sq.  inch. 
'  Referring  to  curve  B,  Fig.  1584,  we  find  that  for  a  density 
jfof  30,000  the  loss  per  cubic  inch  per  100  cycles  is  .375  watt. 
I'Hencc  the  hysteresis  loss  in  watts  is 

«',  =  5=Mi<j^g:^2L5?=  1,130 

■4142>  The  eddy-current  loss  is  not  easily  obtained,  but 
I  the  combined  core  losses  in  this  case  would  likely  be  fully 
[  as  great  as,  if  not  greater  than,  the  C  R  loss  of  1,443  watts. 
[  If  the  combined  losses  were,  say,  3,000  watts,  the  electrical 

iciency  at  full  load  would  probably  be  in  the  neighborhood 
[  of  94  or  95^,  as  there  would  be  about  3  per  cent,  loss  in 
I  the  field  and  various  connections.  The  commercial  efficiency 
\  would  be  somewhat  less  than  this  on  account  of  the  bearing 
Llfriction,  brush  friction,  etc. 


ARMATURE    WINDING   FOR   TWO-PHASE 
ALTERNATOR. 
4143>     The  armature  just  worked  out  has  been  designed 
j  to  deliver  a  single  current  at  3,000  volts  pressure.     Suppose 
I  it  were  desired  to  provide  this  armature,  or  rather  an  arma- 
ture of  the  same  general  dimensions,  with  a  winding  which 
j  would   deliver   two  currents   at   2,000   volts  pressure,    and 
I  differing  in  phase  by  90°.     We  could  use  a  two-phase  wind- 
I  ing  similar  to  that  shown  in  Fig.   1526  in  the  section  on 
Theory  of  AlternatingrCurrent  Apparatus.     We  would  have 
I  two  windings,  each  consisting  of  six  coils  connected  in  series, 
I  the  two  sets  being  displaced  90°  from  each  other  with  regard 
I  to  the  poles.     The  total  output,  as  before,  is  to  be  100  K.  W. ; 
hence  the  output  per  phase  will  be  50  K.  W.,  and  thecurrent 

I  -  ,       ,  r  „  ,      J       -,,  ._     50  X  1,000       „^  „ 

I  in  each  phase  at    full  load  will  be  — ■  =  ii.7  amp. 

I  The  current  in  the  armature  conductor  is,  therefore,  one- 
half  of  that  in  the  single-phase  machine,  and,  using  the 
same  current  density,  we  may  make  the  conductor  up  of  a 
single  No,  9  wire  instead  of  two  in  multiple. 
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4144.  The  voltage  generated  in  each  phase  is  to  be 
2,000.  The  total  magnetic  flux  is  the  same,  since  the  size 
of  the  pole-pieces  and  armature  is  not  altered ;  hence  the 
number  of  conductors  in  each  phase  must  be  336.  Each 
coil  on  the  two-phase  armature  will  tnerefore  consist  of  56 
turns  of  No.  9  B.  8e  S.  wire,  provided  we  can  arrange  this 
number  satisfactorily  in  the  slot.  If  we  use  7  layers  with  8 
turns  per  layer,  we  will  have  a  slot  of  the  same  width  as 
before,  but  only  a  little  over  half  as  deep.  This  will  result 
in  a  slot  which  is  not  very  deep  compared  with  its  width, 
whereas  it  is  generally  better  to  have  the  slot  considerably 
greater  in  depth  than  in  width.  It  will  give  a  much  better 
proportioned  slot  if  we  use  only  5  layers, 
-  and  place  11  turns  in  each  layer,  or  55 
'  turns  per  coil  instead  of  66.  This  would 
lower  the  voltage  slightly,  but  we  will 
leave  the  dimensions  of  the  core  the 
same,  and  compensate  for  this  slight  de- 
■  crease  by  strengthening  the  field  a  small 
I  amount.  In  other  words,  we  will  com- 
pensate for  the  decrease  in  the  number 
!  of  turns  by  increasing  N  so  that  E  will 
remain  the  same.  The  slot  may  then  be 
Fig.  1054.  arranged  as  shown  in  Fig.  1634.     Allow- 

ing the  same  amount  for  insulation  as  before,  we  have  the 
width  of  the  slot  equal  to 

5  X  .139  +  4  X  .010 +  2  X  .040+ 2  X  .000  =  .885  in. 

The  depth  of  the  slot  will  be 

11  X  .139  +  3  X  .040  +  2  X  .000=  1.619  in. 

We  will  therefore  make  the  slot  J-J  in,  wide  and  If  in, 
deep.  As  this  coil  is  lighter  than  the  one  used  for  the  single- 
phase  armature,  we  will  allow  only  |  in.  for  the  wooden  wedge, 
and  make  the  upper  part  of  the  slot  as  shown  in  Fig.  1624. 
We  will  leave  the  inner  diameter  of  the  disk  the  same,  the 
criiss-s<;ction  of  iron  being  slightly  greater  than  before,  on 
account  of  the  smaller  depth  of  the  slots.     The  disk  for  this 


jMoi'jWi 
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two-phase  armature  will  then  be  of  the  dimensions  shown  in 
Fig.  1625.  In  this  case  the  disk  is  provided  with  24  slots  of 
the  dimensions  shown  in  Fig,  1(!3-1,  there  being  12  slots  for 
each  phase. 

4145.     The  C*  R  loss 
in  this  armature  would  be 
practically  the  same  as  that 
in   the   single-phase   arma- 
ture previously  calculated. 
The  resistance  of  each  phase    I 
will  be  about  double  there-     I 
sistance  of  the  single-phase 
lature,  because  in  each 
phase    there    is    about    the 
same  length  of  wire  as  be- 
fore, but  this  wire  has  only 
one-half    the    cross-section 
of  that  used  for  the  single-ph; 
fore,  take  the  resistance  per  phase  as  3  X  -7 
The  C  A'  loss  per  phase  will  be 

(23.7)'  X  l.i  =  721  watts, 

and  the  total,  loss  in  the  two  phases  will  be  1,443  watts  as 
before.  The  radiating  surface  has  not  been  altered  in  any 
way,  so  that  the  two-phase  armature  should  deliver  its 
output  without  overheating.  The  core  losses  will  also  be 
about  the  same,  because  the  volume  of  the  core  and  the 
magnetic  density  have  not  been  altered  materially. 


;hine.     We  may,  there- 


AHMATUHE    WINDING    FOR    THREE-PHASE 

ALTERNATOR. 
4146.     Suppose  it  were  desired  to  wind  the  above  arma- 
ture so  that  it  would  deliver  100  K,  W.  to  a  system  by  means 
of  three  currents  differing  in  phase  by  120".     It  would  be 
necessary  to  supply  the  armature  in  this  case  with  three 
[  Bets  of  coils  (see  Fig.  1533,  Theory  of  Alternating- Current 
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Apparatus)  displaced  from  each  other  120**  with  regard  to 
the  {Kjles.  Each  set  would  consist  of  6  coils  connected  in 
series,  the  three  groups  being  connected  together  according 
to  either  the  Y  or  A  method  and  the  terminals  led  to  the  col- 
lector rings.  In  this  case  we  will  suppose  that  the  Y  method 
of  connection  is  used,  because  the  current  in  each  phase  is 
small  and  the  line  voltage  high.  By  adopting  the  Y  method, 
the  voltage  to  be  generated  per  phase  is  reduced,  thus  call- 
ing for  a  smaller  number  of  turns  per  coil  than  would  be 
required  if  the  armature  were  A  connected.  The  total  out- 
put, as  before,  is  to  be  100  K.W.  and  the  line  pressure  at  full 
lead  2,200  volts.     We  have  for  a  three-phase  machine 

watts  output  =  |/3  C-fi", 

where  C  is  the  full-load  line  current  and  E  the  voltage 
between  the  lines  at  full  load.  (See  Art.  3992,  Theory 
of  Alternating-Current  Apparatus.)  For  the  present  case, 
we  have  therefore 

100,000  =  i/3C  2, 200, 

7,       100,000 
or  c  = — ;=  =  26.2  amp. 

2,200  \^ 

4147.  If  the  line  current  at  full  load  is  26.2  amp.,  the 
full-load  current  in  the  armature  conductors  must  also  be 
26.2  amperes,  because,  in  a  Y-connected  armature,  the  current 
in  each  phase  is  the  same  as  the  line  current.  We  will  allow 
550  cir.  mils  per  ampere  as  before  to  get  an  approximate 
estimate  of  the  area  of  cross-section  of  conductor  required. 
This  gives 

550  X  26.2  =  14,410  cir.  mils. 

No.  0  wire  has  a  cross-section  of  13,090  cir.  mils,  while  No.  8 
has  a  cross-section  of  16,510  cir.  mils.  We  will  use  the  No.  8 
wire,  since  it  is  on  the  large  side,  and  will  thus  tend  to  make 
the  C^  R  loss  less.  The  diameter  of  this  wire  when  covered 
with  a  double  wrapping  of  cotton  will  be  about  .140  ixu 
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4148.     The  line  voltage  at  no  load  is  to  be  2,000; 
sequently  the  voltage  generated  in  each  phase  will  be 

~:^  =  1,154  volts, 

Mcause  the  armature  is  Y  connected. 
We  have  from  formula  670, 


10" 


X*. 


I 


where  E  is  the  voltage  at  no  load  generated  in  each  phase. 
In  this  case  the  constant  k  is  1,  because  we  are  using  a  con- 
centrated winding,  there  being  only  one  slot  for  each  pole 
and  phase.  7"is  the  number  of  turns  in  rac/t  phase.  The 
magnetic  flux  N  will  be  considered  the  same,  as  before, 
because  the  dimensions  of  the  pole-pieces  and  armature 
have  not  been  altered.     We  have  then 


T= 


h  X  10' 
4.44XA^X'J 
1,154  X  10' 


(683.) 


:  194  turns,  nearly. 


4.44  X  2,335,000  X  60 

These  194  turns  are  to  be  split  up  into  the  6  coils  constitu- 
ting one  phase.  We  can  use  33  turns  per  coil,  and  thus  have 
19i  turns  in  each  phase  instead  of  194.     This  slight  decrease 

in  the  number  of  turns  could  be  com-  . la" j 

pensated  for  by  increasing   the   field   1-™,™-™^— 

strength  slightly.  The  three-phase 
armature  will  therefore  be  provided 
with  18  coils,  each  consisting  of  32 
turns  of  No.  8  wire.  These  coils  are 
to  be  divided  into  three  sets  of  6  coils, 
each  of  the  three  sets  being  connected 
up  Y. 

414d.     The  arrangement   of   the 
slot    which    would    probably    be    best 
adapted  to  this  number  of  turns  would  be  four  layers  with 
8  turns  per  layer  as  shown  in  Fig.  luae.     We  will  allow  the 


r^F^ 


h 
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same  thickness  of  insulation  as  in  the  previous  examples, 
thus  making  the  width  of  the  slot 

4X  .140  +  3  X  .010  +  2  X  .040+2  X  .060  =  .790  in. 

The  depth  of  the  slot  will  be 

8  X  .140  +  2  X  .040  +  2  X  .060  =  1.320  in. 

We  will  therefore  adopt  the  dimensions  \^  in.  by  If  in.  as 
the  width  and  depth,  and  make   the  wedge  f  in.  thick,  as 

in  the  last  case.     Fig.  1627 
36SIOU,  shows  the  dimensions  of  the 

disk  for  this  machine.  It 
is  provided  with  36  slots, 
equally  spaced  and  of  the 
dimensions  shown  in 
Fig.  1626.  The  other  di- 
mensions of  the  disk  remain 
the  same  as  for  those  previ- 
ously calculated. 

4160-  The  C'/e  loss  for 
this  armature  should  not  dif- 
fer greatly  from  the  loss  cal- 
culated for  the  other  two. 
We  can  easily  make  an  approximate  estimate  of  the  C^  R  loss 
in  such  a  three-phase  armature  as  follows:  The  mean  length 
of  a  turn  will  be  very  nearly  the  same  as  that  obtained  for  the 
single-phase  machine,  because  the  angular  distance  which  the 
coils  span  remains  the  same  and  the  length  of  the  armature 
core  has  not  been  altered.  There  might  possibly  be  a  slight 
increase  in  the  length,  owing  to  the  shape  which  has  to  be 
given  to  the  ends  of  some  of  the  coils  in  order  to  allow  them 
to  pass  each  other  at  the  ends  of  the  armature  (see  Fig.  1607), 
but  it  will  be  sufficiently  accurate  to  take  the  length  of  a 
turn  the  same  as  before,  namely,  54  inches,  for  the  present 
purpose.     The  total  length  of  conductor  in  each  phase  will  be 


Fig.  1627. 
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The  hot  resistance  of  each  phase  will  therefore  be 

«"'<"'°  =  .COoh„,. 
16,510 

The  current  in  each  phase  at  full  load  is  26.3  amp.  Hence 
the  C  R  loss  in  each  phase  will  be 

(2C.2)'  X  .00  =  413  watts,  nearly. 

We  will  take  the  loss  in  each  phase  at,  say,  500  watts,  in 
order  to  allow  for  the  loss  due  to  the  resistance  of  the  con- 
nections. The  total  loss  in  the  armature  would  therefore 
be  1,500  watts,  or  about  the  same  as  for  the  other  armatures. 
The  radiating  surface  is  the  same  as  in  the  other  two  cases, 
so  that  this  armature  should  deliver  100  K.  W.  within  the 
specified  temperature  limit.  The  core  losses,  as  before, 
would  remain  nearly  the  same,  since  the  volume  of  iron  has 
not  been  changed  appreciably. 

4151.  The  three-phase  armature  might  have  been 
designed  for  a  A  winding,  in  which  case  each  phase  would 
be  provided  with  a  sufficient  number  of  turns  to  generate 
2,000  volts.     The  current  in  the  conductor  would,  however, 

be  only  — ^.  or  15.1  amperes;  so  that  while  the  number  of 

turns  has  to  be  increased,  the  cross-section  of  the  conductor 
may  be  decreased  in  the  same  ratio,  and  the  size  of  armature 
slot  would  be  about  the  same  in  either  case. 

4152.  The  above  calculations  for  single,  two,  and 
t-  three  phase  armatures  have  all  been  made  upon  the  supposi- 
y  tion  that  uni-coil  or  concentrated  windings  were  used.  The 
I  method  of  designing  the  armature  when  distributed  wind- 
I  ings  are  used  is,  in  general,  the  same,  with  the  exception 
[  that  the  formula  giving  the  relation  betweea  the  E.  M.  F., 
I  flux,  and  turns  has  to  be  modified  to  suit  the  style  of  arma- 
f  ture  winding  used.  The  effect  of  using  distributed  windings 
I  tas  already  been  pointed  out,  and  calculations  in  connection 

fith  such  windings  will  be  given  in  connection  with  induc- 
k  tion-motor  design, 
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4153.  Fig.  10'2$  shows  a  finished  armature  with  col- 
lector rings.  This  armature  has  a  coocentrated  winding,  as 
indi<;ated  by  the  small  number  of  large  slots  around  its  cir- 
cumference.    The  wooden  wedges  for  holding  the  coils  in 


Pia.  1«8. 

place  are  shown  at  w,  and  c  are  the  ventilating  ducts  for 
allowing  a  circulation  of  air  through  the  core.  The  cast- 
brass  shields  fare  supported  from  the  armature  spider  and 


arc  used  to  protect  the  projecting  ends  of  the  coils.  The 
armature  is  shown  complete  with  the  collector  rings  r  and 
thi;  rcrlificr  /.  Fig.  1029  shows  a  large  three-phase  arma- 
ture with  a  distributed  winding.     It  will  be  noticed  that  this 
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armature  has  a  targe  number  of  narrow  slots  and  is  similar 
in  appearance  to  a  continuous-aurrent  armature,  except  for 
the  absence  of  the  commutator  and  its  connections.  The 
ends  of  the  bars  rest  on  the  spider  flanges  and  are  held  down 
by  the  bands  a.  The  disks  are  carried  by  the  spider  b  and 
are  clamped  up  by  the  end  plates  c.  The  copper  bars  i/,  d 
are  the  connections  between  the  winding  and  the  collector 
rings.  It  will  be  noticed  that  this  armature  is  not  provided 
with  a  rectifier,  because  this  style  of  armature  is  of  such  low 
inductance  that  the  machine  can  be  made  to  regulate  closely 
..iiough  without  the  use  of  a  set  of  series  coils  on  the  field. 


DESIGN    OF    FIELD-MAGSETS. 
4154.     Stationary  field-magnets  for  alternators  are  gen- 
erally constructed  in  about  the  same  way  as  those  for  multi- 
polar  continuous-current    machines,    the   main    difference 
being  the  large  number  of  poles  with  which  an  alternator 


field  is  usually  provided.  The  design  almost  universally 
idopted  for  stationary  fields  consists  of  a  circular  yoke  a  of 
tst  iron  or  steel.  Fig.  10:K),  provided  with  a  number  of 
loles  d  projecting  radially  inwards  towards  the  armature. 
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The  field  is  usually  made  in  halves,  so  that  the  upper  part  a 
may  be  removed  to  give  access  to  the  armature.  The  lower 
half  b  is  very  often  cast  with  the  base  of  the  machine, 
especially  in  machines  of  moderate  size.  In  larger  machines 
the  lower  half  is  cast  separately  and  provided  with  projec- 
tions Cy  r,  by  means  of  which  it  is  bolted  to  the  bed.  The 
halves  are  held  together  by  means  of  the  bolts  e.  Some 
makers  build  fields  of  this  description  which  are  divided  on 
the  vertical  diameter,  allowing  the  halves  to  be  separated 
sideways,  in  order  to  get  at  the  armature.  In  some  small 
machines  the  yoke  is  made  in  one  piece  and  the  machine  so 
arranged  that  the  armature  may  be  drawn  out  endways. 

4155*  The  pole-pieces  used  with  these  Stationary  fields 
are  usually  straight;  that  is,  they  are  not  provided  with  pole 
shoes  or  polar  projections  of  any  kind.  Pole  shoes  are  not 
usually  necessary,  because  the  length  of  the  polar  arc  is  gen- 
erally small.  Some  of  the  older  types  of  machines  were 
provided  with  cast-iron  pole-pieces  cast  with  the  yoke,  but 

_^^     most  modern  machines  have  wrought-iron 

\^     .       y    ^^^  pole-pieces  built  up  out  of  plates  and  cast 

welded  into  the  yoke.  Fig.  1631  shows  a 
form  of  cast-iron  pole-piece  which  has 
been  used  considerably.  This  is  a  straight 
pole-piece  b  cast  with  the  yoke  a.  In  or- 
der to  prevent  eddy  currents  being  set  up 
in  the  pole-pieces  by  the  changes  of  mag- 
netism in  the  pole  face  due  to  the  coarse 
teeth  and  slots  of  the  armature  sweeping 
past  it,  the  surface  of  the  pole  is  broken 
Fig.  1631.  ^jp  ^y  jj  number  of  thin  U-shaped  pieces 

of  sheet  iron  c  cast  into  the  pole.  This  limits  the  paths  in 
which  the  eddy  currents  flow,  and  thus  cuts  down  the 
heat  in  j^  of  the  poles  due  to  them.  Cast-iron  poles  can  not 
be  worked  at  a  magnetic  density  much  over  30,000  or 
3o,00()  lines  per  square  inch,  and  there  is  always  more 
or  less  loss  in  the  polar  surface  due  to  eddy  currents.  In 
order,   therefore,   to  do  away  with    this   eddy-current    loss 
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and  to  permit  the  use  of  a  higher  magnetic  density,  lami- 
nated wrought-iron  pole-pieces  have  come  largely  into  use. 
Fig.  1032  shows  a  common  form  of  this 
type  of  pole.  The  pole  is  built  up 
of  soft  iron  stampings"  d,  which  are 
clamped  together  between  the  end 
plates  f/,  d  by  means  of  the  bolts  c,  c. 
This  built-up  pole-piece  is  cast  into  the 
^oke  a.  The  plates  used  for  these 
poles  are  usually  from  -^^  in.  to  ^  in.  in 
thickness.  If  the  bolt  at  the  inner 
end  of  the  pole-piece  is  very  near  the 
end  of  the  pole,  it  should  be  lightly 
insulated  by  a  paper  tube,  otherwise 
it  may,  by  short-circuiting  the  plates,  allow  eddy 
to  flow.  The  length  of  these  pule-picces  paralle 
■shaft  is  made  equal  to  the  corresponding  length  of  the 
armature  core.  The  breadth  of  the  pole  w  is  determined 
by  the  polar  arc  which  the  pole  has  to  span.  It  will  be 
:d  in  passing  that  the  cross-section  of  these  pole-pieces 
is,  in  general,  rectangular,  or  nearly  so,  and  the  field  coils 
are  therefore  nearly  rectangular.  Circular  field  coils  and 
field  cores  which  are  so  common  with  direct-current  machines 
■are  seldom  met  with  on  alternators,  because  the  width  of 
the  pole  7V  is  generally  small  compared  with  the  length  of 
the  armature. 

4156.  The  yoke  a  b.  Fig.  1630,  is  nearly  always  made 
of  cast  iron.  The  magnetic  flux  through  the  yoke  of  an 
alternator  is  usually  small,  and  as  the  yoke  has  to  have  con- 
siderable cross-section  to  make  it  strong  enough  mechanically 
in  any  event,  there  is  no  object  in  using  cast  steel  to  make 
ithe  cross-section  small,  as  is  frequently  done  in  the  case  of 
"Jfltrect- current  machines.  Usually  the  yoke  is  worked  at  a 
iw  density  in  order  to  give  sufficient  cross-section  to  make 
strong  enough  mechanically.  The  shape  of  the  cross- 
tction  is  largely  a  matter  of  design,  so  long  as  the  requisite 
of  iron   is   provided.     Pig.    1633   (d)   shows  a   plain 
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rectangular  section  with  rounded  corners ;  {d)  shows  a  section 
which  is  frequently  used,  the  well-rounded  corners  and  the 
elliptical  back  giving  the  yoke  a  more  graceful  appearance 

than  the  plain  rectangu- 
lar section.  Fig.  1633  {c} 
shows  a  section  which  is 
commonly  used.  In  this 
case  the  yoke  is  provided 
with  flanges  which  make 
it  stiff,  and  which  also 
give  the  yoke  a  solid  ap- 
pearance, although  the  cross-section  of  metal  in  it  may  be 
quite  small  (see  Fig.  1630).  Fig.  1633  (//)  shows  a  flanged 
construction  with  the  flanges  moved  in  from  the  edge  of  the 
yoke.  The  breadth  of  the  yoke  is  usually  somewhat  greater 
than  the  length  of  the  pole-pieces  parallel  to  the  shaft,  so 
that  the  yoke  will  partially  cover  the  ends  of  the  field  coils. 


PIO.  1688. 


REVOLVING    FIELDS. 

41 57.  A  number  of  different  constructions  are  used  for 
revolving  fields,  depending  upon  the  methods  adopted  for 
furnishing  the  field  excitation.  A  common 
type  is  that  in  which  the  radial  pole-pieces 
arc  bolted  to  a  cast  steel  or  iron  rim,  each 
pole-piece  being  provided  with  an  exciting 
coil,  as  ill  the  case  of  the  stationary  field  just 
described.  Fig.  1034  shows  a  pole-piece  and 
coil  for  this  type  of  field.  The  pole  a  is  built  up  out  of 
sheet-iron  plates  and  secured  by  the  bolt  c  to  the  ring  ^, 

which  is  carried  on  the  spokes  of  the  field 

spider.     The  projections  on  the  pole  serve 

to  hold  the  c(m1  in  place.     In  some  cases 

the  poles  are  made  straight  and  the  coil 

held  in  place  by  projecting  lugs  on  the 

fk;  uiv>.  ^.i]f\  clamping  plates.     Fig.  1635  shows  a 

similar  pole-piece,  the  plates  in  this  case   being  dovetailed 

into  the  field  ring  as  well  as  bolted. 
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4166.  Revolving  fields  are  sometimes  built  so  as  to 
I  require  only  one  exciting  coil  for  all  the  poles,  A  field  of 
I  this  type  is  shown  in  Fig.  1636.  The  exciting  coil  c  is  cir- 
I  cular.  The  field  casting  is  in  two  parts  a  and  6,  held  together 
I  by  bolts/",  and  each  casting  has  a  crown  of  6  poles,  as  shown. 


When  current  is  sent  through  the  coil,  lines  of  force  thread 
through  it;  all  the  projections  (/attached  to  one  side  being, 
say,  north  poles  and  all  those  attached  to  the  other  side 
south  poles.  This  construction  is  apt  to  give  rise  to  more 
magnetic  leakage  than  the  type  with  radial  pole-pieces  and 
individual  field  coils ;  also,  since  the  coil  c  is  large  and  heavy, 
it  is  more  difficult  to  repair  in  case  of  breakdown  than  the 
smaller  coils  used  on  the  other  type  of  field.  This  construc- 
tion, however,  enables  a  multipolar  field  to  be  made  with  a 
very  small  number  of  parts,  and  is  on  this  account  desirable. 


FIBLD-MAGNBT   COILS. 

4159>  Field-magnet  coils  are  wound  on  spools  con- 
I  Btructed  similar  to  those  used  for  the  field  coils  for  continu- 

s-current  machines.  These  spools  are  made  so  as  to  slip 
I  over  the  pole-pieces,  and  are  usually  held  in  place  by  pins 
I  projecting  from  the  pole  or  by  cap  bolts  screwed  through 
I  lugs  projecting  from  the  end  flanges  of  the  spool.  Fig,  1637 
[  shows  an  end  elevation  and  a  cross-sectional  view  of  a  spool 
I  of  the  style  commonly  used.     The  shell  i  is  made  of  heavy 
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sheet  iron  and  is  flanged  up  at  the  ends,  so  that  it  may  b 
riveted  or  soldered  to  the  brass  end  flanges  a,  a.      Thca 


.nges  a 


;iially  recessed  and  provided  with  ribs  to  make  I 
1  at  the  same  time  secure  lightness.     The  endsj 
of    the   spool    are    rounded    out    ; 
shown,  so  as  to  give  clearance  fen 
the  heads  of  the  bolts  which  clampifl 
the  pole-pieces  together.    In  design- 
ing field  coils  and  spools,  care 
be  taken   to  see  that  the  depth  ofl 
Fig.  less.  winding  is  not  made  such  that  the! 

coils  will  interfere  with  eaeh  other  when  they  are  placed  oo.l 
the  poles,  and  sufficient  clearance  must  be  provided,  as  at  d,  f 
Fig.  1038. 


^*       ^^ 


4160.     Field  coils  are  usually  wound  with  double  cottoni 
covered  magnet  wire,  though  in  some  large  machines  coppi 
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strip  is  used.  When  field  coils  are  provided  with  two  sets 
of  windings  (separately  excited  and  series),  the  coils  may  be 
arranged  on  the  spool,  one  on  top  of  the  other,  as  shown  in 
Fig.  1(J39,  or  side  by  side,  as  in  Fig.  HUO.  .  The  construc- 
tion shown  in  Fig.  1640  is  the  better,  because  it  admits  of 
higher  insulation  and  allows  one  coil  to  be  repaired  in  case 
of  breakdown,  without  disturbing  the  other. 


INBtlLATION  OF  FIELD  COILS. 

4161.  In  many  cases  the  fields  are  excited  by  colls 
which  are  provided  with  only  one  winding  excited  from  a 
separate  continuous-current  machine.      The  exciter  voltage 


1  such  cases  is  usually  low 
any  unusual  precautions  i 
maximum  pressure  tendin 
would  not  likely  exceed  or 
spools  may  therefore  be  i 


for  ordinary  continuous-current  machines. 


and  it  is  unnecessary  to  take 
insulating  the  spools,  as  the 
to  break  down  the  insulation 
or  two  hundred  volts.     Such 

ulated  in  the  same  way  as  those 


4162.     Where  the  spools  are  provided  with  two  wind- 
ings, the  series  winding  is,  in  many  cases,  in  direct  connec- 
tion with  the  armature,  thus  carrying  the  high  potential  to 
the  field  coils  and  subjecting  the  insulation  to  a  large  stress. 
Such  windings  must  be  thoroughly  insulated,  not  only  from 
I    each  other,  but  also  from   the  spools.      Figs.  Iti30  and  1040 
L'Show   the  methods  of  insulating  these  coils.      The  shell  is 
I  covered  with  several  layers  a  of  paper  and  mica  interleaved, 
I  Ibe  insulation  between  the  coiis  in  Fig,  lfl.19  being  also  of 
;  same  material.   The  end  insulations  b,  b  and  insulation  d 
between    the   coils.    Fig,    1(140,  are  made   either   of   heavy 
I  collars  of  paper  and  mica,  or  of  hardwood  veneer  treated  with 
,  oil  or  other  insulating  material.     Every  precaution  should 
\  be  taken  to  make  the  insulation  of  these  spools  high,  as  they 
I  are  liable  to  be  subjected  to  just  as  high  a  voltage  as  the 
armature  windings, 


i 
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DESIGN  OF  FIELD. 

41 63.  We  will  illustrate  the  method  of  obtaining  the 
field  dimensions  by  working  out  the  design  of  a  field  suit- 
able for  the  single-phase  armature  previously  calculated. 
This  field  will  be  of  the  radial  pole  type  shown  in  Fig.  1630, 
the  pole-pieces  being  of  wrought  iron,  as  shown  in  Fig.  1632. 


BORB  OP  POL.B8  AND  L.BNGTH  OP  AIR-GAP. 

4164.  Before  proceeding  with  the  design  of  the  field, 
we  must  decide  upon  the  length  of  air-gap  to  be  used.  It 
was  shown  in  connection  with  continuous-current  machines 
that  for  any  given  armature  it  was  necessary  to  have  a  cer- 
tain length  of  air-gap,  otherwise  the  armature  would  react 
on  the  field  so  as  to  cause  sparking  when  the  machine  was 
loaded.  It  has  also  been  shown  that  the  general  eflFect  of 
the  armature  reaction  in  an  alternator  is  to  weaken  the  field. 
If  we  wish  an  alternator  to  give  good  regulation,  we  can  cut 
down  the  effect  of  the  armature  on  the  field  by  using  a  large 
air-gap,  and  on  this  account  it  is  quite  common  to  find 
alternators  provided  with  an  air-gap  which  is  much  larger 
than  is  necessary  for  mechanical  clearance.  A  short  gap 
would  have  the  advantage  of  requiring  only  a  small  amount 
of  magnetizing  power  on  the  field  to  set  up  a  given  flux; 
but,  on  the  other  hand,  it  would  allow  the  armature  to  react 
strongly,  the  actual  length  of  air-gap  used  not  being  deter- 
mined from  considerations  of  the  sparking  limit  as  it  is 
in  the  case  of  direct-current  machines.  For  belt-driven 
machines  up  to  250  or  300  K.  W.,  f  in.  to  ^  in.  may  be  taken 
as  fair  values  for  the  length  of  the  double  air-gap.  If  the 
gap  is  made  very  large,  of  course  a  large  amount  of  exciting 
power  is  required,  so  that  it  does  not  pay  to  increase  the 
length  of  the  gap  much  beyond  the  values  given  above. 
For  large  direct-connected  machines,  the  gap  necessary  for 
mechanical  clearance  will  usually  be  found  sufficient  to 
make  the  machine  perform  well  electrically. 
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4165.     For  the  machine  under  consideration,  we  may, 
,  therefore,  make  the  double  air-gap  f  in.  and  the  bore  of  the 
pole-pieces 

31*  +  f  =  3ai  inches. 

The  poles  cover  BO^   of  the  armature,  and  the  length  of 
the  arc  will  be 


rt  X  bore  of  poles  X  .5 
No.  of  poles  ' 

:rX  33.125  X  .5_ 


12 


(684.) 


4.3  in. 


I 


The  distance  between  the  sides  of  the  pole  will  be  about 
44  in.,  asshown  in  Fig.  1641.  The  length  of  the  pole-piece 
parallel  to  the  shaft  will  be  the  same  as 
the  length  of  the  armature  core,  13-iV  in. 


4166.  All  dimensions  of  the  pole- 
pieces  are  now  known  except  their 
radial  depth  /,  Fig.  1641.  The  pole- 
piece  must  be  made  long  enough  to  '"« 
accommodate  the  winding  without  p,o,  j6«. 
making  it  too  deep.  Short  pole-pieces  result  in  a  yoke  of 
small  diameter  and  a  correspondingly  light  machine.  On 
the  other  hand,  the  spool  winding  has  usually  to  be  deep 
when  short  spools  are  used.  The  depth  of  winding  may  not 
only  be  limited  by  the  space  between  the  poles,  but  deep 
windings  are  objectionable  on  account  of  their  liability  to 
overheat  and  the  larger  amount  of  copper  required  for 
them.  If,  however,  the  cores  are  made  longer  than  is 
necessary,  the  winding  is  made  unnecessarily  shallow  and 
the  yoke  of  large  diameter,  thus  making  the  machine  heavy 
and  the  magnetic  circuit  long.  Inmachinesof  the  type  under 
consideration,  the  length  of  the  pole-piece  is  usually  from 
H  to  2J  times  as  long  as  it  is  wide.  For  a  trial  value,  we 
will  therefore  take  8  inches  as  the  length  /.  This  can  later 
be  increased  or  decreased  slightly  to  suit  the  windings,  if 
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found  necessary.  We  will  also  allow  f  in.,  as  shown  in 
Fig.  1641,  for  the  thickness  of  the  flat  part  on  the  inside  of 
the  yoke  against  which  the  coils  rest.  This  will  make  the 
inside  diameter  of  the  yoke 

324  +  16  +  i  =  48J  in. 


MAGNETIC  FLUX  THROUGH  POL.B-PIBCB8  AND  ITOKB. 

41 67,  The  magnetic  flux  whiph  passes  through  the 
armature  from  one  pole-piece  is  A^.  A  certain  number  of 
the  lines  leak  across  from  one  pole-piece  to  the  other  with- 
out passing  through  the  armature ;  hence,  in  order  to  get  N 
lines  in  the  armature,  we  must  have  A^^  lines  in  the  pole-piece 
where  y  is  the  coefficient  of  magnetic  leakage  for  the  field 
frame.  The  coefficient  of  leakage  is  generally  somewhat 
greater  for  alternators  than  for  direct-current  machines, 
because  the  poles  are  usually  fairly  close  together  and 
expose  quite  a  large  surface  from  which  leakage  may  take 
place.  The  larger  the  air-gap  compared  with  the  leakage 
path  between  the  poles,  the  greater  will  be  the  amount  of 
leakage,  since  the  lines  always  flow  by  the  path  offering  the 
least  resistance.  The  coefficient  of  leakage  also  varies  with 
the  size  of  the  machine,  being  smaller  for  large  machines 
than  for  small  ones,  and  may  have  values  ranging  from  2  to 
1.3  or  less  in  very  large  machines.  We  will  take  the  coeffi- 
cient of  leakage  for  the  machine  under  consideration  as  1.4. 

4168,  The  useful  flux  N  from  one  pole  is  in  the  present 
case  2,235,000  lines.   The  flux  through  each  pole-piece^  will 

therefore  be 

N,  =  2,235,000  X  1.4  =  3,129,000. 
The  magnetic  density  in  the  field  cores  will  be 

o       flux  through  core  fgya^  \ 

Of  = —. (t>oo.  I 

■^  cross-section  ' 

3,120,000       ^^,  ,^,^,  ,. 
=  — . — TT{^  =  50,400  unes  per  sq.  m. 
4JX  l«>fV 

It  will  be  noticed  that  this  density  is  well  below  that  point 
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at  which  wrought  iron  begins  to  saturate,  so  that  the  sec- 
tional area  of  the  pole-pieces  as  determined  by  the  polar  arc 
is  ample  for  carrying  the  magnetic  fiux. 

4169.  The  magnetic  flux  through  the  yoke  is  one-half 
that  through  the  po!e-piece,  because  the  lines  divide,  one 
half  flowing  in  one  direction  and  the  other  half  in  the  other 
direction.  The  number  of  lines  flowing  through  the  cross- 
section  of  the  yoke  is  therefore 


N^      3,129,000 


=  1,504,500, 


and  the  required  cross-section  of  the  yoke  will  he 
fluK  through  yoke        _  ^  jV, 


allowable  density  in  yoke ' 


V".  (S86.) 


where  B^  is  the  magnetic  density  at  which  the  yoke  is 
worked.  The  yoke  density  is  usually  low,  as  explained  in 
Art.  4156,  the  yoke  being  made  of  cast  iron.  We  will 
take  30,000  lines  per  square  inch  as  the  allowable  value  of 
Bj,  thus  giving  for  the  required  cross-section 


1,5(54,500 


53,1  sq.  in.,  nearly. 


We  will  make  the  yoke  17  in,  wide,  so  as  to  allow  it  to 
project  over  the  pole-pieces  at  each  end.  If  we  made  the 
yoke  rectangular  in  sec-  _^ 

tion,    as  shown    by    the    ^___,-..  ""\     .     _^ 

dotted  outline,  Fig.  lij4-3, 
the  thickness  of  the  yoke 
would  have  to  be  about 
3-i*j  in.  to  give  the  requi- 
site  cross-section.     In-  ""' ' 

stead  of  using  the  rectangular  shape,  we  will  increase  the 
thickness  at  the  center  to  4  in.  and  round  off  the  yoke  as 
shown,  so  as  to  keep  the  area  about  the  same.  This  will  give 
a  heavier-looking  yoke,  and  one  which  will  present  a  better 
appearance  generally  than  that  with  a  rectangular  section. 


^ 
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CALCULATION  OF  FIELD  AMPERE-TURNS. 

41 70.  Since  the  dimensions  of  the  field  frame,  arma- 
ture, and  air-gapare  now  known,  and  the  magnetic  densities 
in  these  different  parts  are  also  known,  the  ampere-turns 
required  to  set  up  the  magnetic  flux  can  be  calculated.  In 
order  to  do  this,  it  is  best  to  consider  one  of  the  simple 


magnetic  circuits  shown   by  the  dotted  line  a-h-c-d-e-f. 

Fig,  104;},  This  path  is  made  up  of  a  portion  of  the  yoke, 
two  polc-piects,  the  double  air-gap,  and  the  portion  of  the 
armature  core  shown.  The  dotted  line  represents  the 
length  of  the  average  path  through  which  the  lines  flow, 
and  the  ampere-turns  supplied  by  the  separately  excited 
roils  on  the  two  poles  must  be  sufficient  to  set  up  the  mag- 
netic flux  around  this  path.  We  may,  then,  for  coavenience 
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J  making  calculations,  split  up  the  ampere-lurns  required 
[for  the  whole  circuit  into  the  following  parts: 

Ampere-turns  required  for  the  double  air-gap  t // 4- ^^• 
Ampere-turns  required  for  the  circuit  through  the  two 
}  pole-pieces  i  c -^  a /. 

Ampere-turns    required    for    the    path    through    the 
[  yoke  a  l>. 

Ampere-turns  required  for  the  path  through  the  arma- 
ture d  e. 

4171.  The  effective  area  of  cross-section  of  the  air- 
gap  through  which  the  lines  N  flow  will  be  taken  as  about 
equal  to  the  area  of  the  pole  face.  The  lines  will  fringe  to 
some  extent  at  the  edges  of  the  pole,  thus  actually  increasing 
the  effective  area  slightly.  The  area  is,  however,  cut  down 
somewhat  by  the  air-ducts  in  the  core,  so  that  this  will  tend 
to  counterbalance  any  increase  in  area  due  to  fringing. 
We  will  therefore  assume  that  the  density  is  as  taken  in 
Art,  4131,  namely,  40,000  lines  per  square  inch.  The  perme- 
ability of  air  is  1  and  the  total  length  of  air-gap  is  %  in. ; 
hence  we  have 

A                 .                       ■     A  c      A      ^.^       ■                   40.000  X. 375 
Ampere-turns  required  for  double  air-gap  = = 

4,700,  nearly. 

4172.  The  magnetic  density  in  the  pole-pieces  has 
[  already  been  determined  and  found  to  be  60,400  lines  per 
I  sq.  in.  The  length  of  path  through  the  two  pole-pieces  is 
J  8  X  8  =  16  in.  By  referring  to  Fig,  1354  in  the  section  on 
I  Dynamo-Electric  Machine  Design,  Continuous-Current,  we 
['find  that  it  requires  about  11  ampere-turns  per  inch  of  length 
rto  set  up  a  density  of  50,400  lines  per  square  inch  through 
1  wrought  iron.      Hence  we  have 

Ampere-turns  required  for  field  cores  =  11  x  Hj  =  17G. 

4173.  The  yoke  has  been  made  of  such  cross-section 
i*hat  the  density  in  it  is  30,000  lines  per  square  inch.     The 

■leDgth  of  the  path  a  b  through  the  yoke  can  be  scaled  from 
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the  drawing,  and  in  this  case  is  about  14^  in.  For  a  den- 
sity of  30,000  lines  per  square  inch,  the  ampere-turns 
required  per  inch  of  length  for  cast  iron  are  about  43. 
Hence  we  have 

Ampere-turns  required  for  yoke  =  43  X  14^-  =  623.5. 

4174,  The  armature  has  been  made  of  such  cross- 
section  that  the  density  in  the  core  is  about  30,000  lines  per 
square  inch.  The  length  of  the  path  through  the  core  can 
be  obtained  from  the  drawing,  and  in  this  case  is  about  12 
inches.  The  ampere-turns  required  per  inch  of  length  for 
wrought  iron  at  this  density  will  be  about  8.     Hence 

Ampere-turns  required  for  armature  core  =  8  X  12  =  96. 

4175.  The  total  ampere-turns  which  must  be  supplied 
by  one  pair  of  the  separately  excited  field  coils  will  be  the 
sum  of  the  ampere-turns  required  for  the  different  parts  of 
the  magnetic  circuit;  hence 

Total  ampere-turns  =  4,700  +  176  +  623.5  +  96  =  5,595.5, 
say  5,596. 

The  student  will  note  that  because  the  magnetic  densities 
in  the  iron  parts  of  the  circuit  are  low,  and  also  because  the 
lengths  of  the  different  paths  are  short,  the  ampere-turns 
required  for  the  iron  part  of  the  circuit  are  small  compared 
with  those  required  for  the  air-gap,  which  has  a  high  mag- 
netic reluctance.  The  ampere-turns  required  for  the  arma- 
ture core  might  in  many  cases  be  neglected  without  serious 
error.  It  follows  from  this  that  if  it  is  found  necessary 
later  to  lengthen  or  shorten  the  pole-pieces  slightly,  in  order 
to  accommodate  the  winding,  the  corresponding  resulting 
change  in  the  ampere-turns  required  will  not  be  appreciable. 


CALCUI-ATIOX   OF  SEPARATELY   EXCITED  WINDING. 

4176.  Having  determined  the  ampere-turns  to  be  sup- 
plied by  each  pair  of  separately  excited  coils,  the  next  step  is 
to  design  a  winding  for  these  coils  which  will  supply  the 
recjiiired  number  of  ampere-turns.  The  size  of  wire  required 
can  readily  be  determined  when  the  mean  length  of  a  turn 
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nd  the  voltage  across  the  coils  are  known.  In  order  to  get 
Pat  a  value  for  the  mean  length  of  a  turn,  we  must  adopt  a 
trial  value  for  the  depth  of  the  winding.  Suppose  we  make 
the  spool  flanges  1^  in,  deep,  as  this  will  give  a  spool  of 
dimensions  well  suited  to  the  field  shown  in  Fig.  1C43,  allow- 
ing plenty  of  clearance  space  between  the  coils  when  they 
are  slipped  over  the  poles.  The  clearance  between  the  shell 
and  field  core  will  be,  say,  ^  in.  all  around,  and  we  will 
allow  -^j  in,  on  each  side  for  the  thickness  of  the  shell  and 
insulation.  The  series  and  separately  excited  coils  will  be 
arranged  side  by  side,  as  shown  in  Fig.  ICiO.  We  will  have 
a  clear  depth  of  winding  of  1  inch,  allowing  for  clearance 
and  insulation  as  above.  The  shape  of  the  spool  will  be  as 
shown  in  Fig,  1637,  and  the  mean  length  of  a  turn  can  read- 
ily be  measured  off  the  drawing.  In  this  case  the  mean 
length  of  a  turn  will  be  about  41  in,  or  3-^  ft, 

4177.  The  separately  excited  coils  are  connected  in 
series,  so  that  the  voltage  across  any  pair  of  coils  will  be  the 
voltage  across  all  the  coils  divided  by  the  number  of  pairs  of 
poles  on  the  machine.  The  voltage  applied  to  the  separately 
excited  field  is  equal  to  the  voltage  generated  by  the  exciter 
less  whatever  drop  there  may  be  in  the  regulating  rheostat. 
Let  £  represent  the  E,  M.  F.  generated  by  the  exciter  and  e 
^4.he  drop  in  the  rheostat.  The  pressure  applied  to  one  pair 
[  coils  will  then  be 


(687.) 


1 


2814  DESIGN  OF  ALTERNATING 

But  the  resistance  R  of  a.  pair  of  spools  may  be  expressed 
as  follows: 


j^^Lxtx  11.5 


;;/ 


(688.) 


where        /„  =  mean  length  of  a  turn  in  feet ; 

/  =  number  of  turns  on  a  pair  of  spools; 
;;/  =  circular  mils  cross-section  of  field  wire. 

Substituting  in  formula  687  the  value  of  R  as  given  by 
688,  we  get 

^""/^x/«x/xii.5'        io»»-; 

P 

y  X  /«  X  /X  CX  11.6 

and  m  = ^^—^^ 

_  pxLxtx  (7X11.5 

""  {£  -  e)  '  (600.) 

where  /  is  the  number  of  pairs  of  poles  on  the  machine. 
The  values  of  the  quantities  /  and  C  are  not  known  sepa- 
rately, but  their  product  is  known,  since  it  is  the  ampere- 
turns  supplied  by  one  pair  of  spools.     Hence  we  may  write 

cir.  mils  cross-section  of  separately  excited  field  wire  = 

No.  of  pairs  of  poles  X  mean  length  of  a  turn  in  ft.  X  amp.-turns  X  11.5 

voltage  of  exciter  —  drop  in  field  rheostat  ' 

77/<'  crosS'SiXtioH  tn  circular  mils  of  the  wire  necessary  for 
the  separately  excited  winding  of  an  alternator  is  found  by 
taking  the  product  of  the  number  of  pairs  of  poles ^  the  mean 
length  of  a  turn  infect,  the  amperC'turns  supplied  by  one  pair 
of  spools,  and  the  hot  resistance  of  1  mil-foot  of  copper,  and 
dividing  by  the  voltage  of  the  exciter  less  the  drop  through  the 
field  rheostat. 

The  size  of  wire  could  be  worked  out  equally  well  by  con- 
sidcrintc  the  ampere-turns  supplied  by  all  the  coils  instead  of 
a  single  pair,  and  taking  the  total  voltage  instead  of  the 
voltage  across  a  pair  of  spools.     It  is  best,  however,  to  make 
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the  calculations  with  reference  to  a  pair  of  spools  in  order 
to  avoid  confusion,  because  the  ampere-turns  were  calcu- 
lated for  a  pair  of  spools. 

4178.  The  exciter  voltage  E  is  commonly  110  volts, 
though  higher  voltages  are  sometimes  used  with  large 
machines.  The  use  of  110  volts  is  common,  because  it  per- 
mits the  use  of  an  ordinary  110-volt  incandescent  dynamo 
as  an  exciter.  We  will  assume  that  the  field  for  which  we 
are  making  calculations  is  supplied  from  a  llO-volt  exciter, 
and  that  the  normal  drop  in  the  rheostat  is  10  volts.  This 
will  make  the  pressure  across  the  twelve  field  coils  100  volts 
total.     We  have  then 


cir.  mils 


_6XHX  5.5!)6  X  11.5 
100 


=  13,193. 


The  nearest  size  to  this  is  No.  9  B.  &  S.  having  a  cross- 
section  of  13,090  cir.  mils.  We  will  therefore  adopt  this  size 
of  wire  for  the  separately  excited  field,  the  slight  difference  in 
cross-section  being  compensated  for  by  cutting  out  a  little 
of  the  rheostat  resistance. 

4179.  The  current  density  in  the  field  should  be  con- 
siderably lower  than  in  the  armature,  because  the  field  wind- 
ings are  deeper  and  the  heat  is  not  so  easily  dissipated.  The 
current  in  the  separately  excited  winding  is  about  the  same, 
no  matter  what  toad  the  alternator  is  carrying,  and  in  this 
respect  is  not  like  the  current  in  the  series  coils,  which  varies 
with  the  load.  For  these  reasons,  it  is  not  safe  to  allow 
much  less  than  1,000  or  1.200  circular  mils  per  ampere 
in  the  separately  excited  winding,  and  in  cases  where  the 
winding  is  very  deep  a  larger  allowance  than  this  may  be 
required.  In  the  present  case  we  will  take  1,100  cir.  mils  per 
amp.  as  a  fair  value,  thus  limiting  the  current  to  Vi'W  = 
11.0  amp. 


4180.     With  a  field  current  of  1 
■of  turns  required  per  pair  of  spools  ^ 


.9  amperes,  the  number 
ill  be '^^=472  turns, 
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nearly.  Each  coil  should  then  have  236  turns  of  No.  9  B.  &  S. 
double  cotton-covered  wire.  The  diameter  of  this  wire  over 
the  insulation  will  be  about  126  mils,  and  if  the  coil  is  wound 
in  8  layers,  the  depth  of  winding  will  be  1.008  in.,  so  that  an 
8-layer  winding  will  fit  the  1-inch  winding  space  on  the  spool. 
(See  Art.  41 76.)  If  we  use  30  turns  to  a  layer,  we  will  have 
240  turns  per  spool.  This  is  an  increase  of  4  turns  over  the 
number  actually  required,  but  it  will  be  better  to  use  this 
winding  than  to  have  an  uncompleted  layer,  since  the  differ- 
ence is  so  small.  The  length  of  winding  space  occupied  by 
the  coil  will  be  30  X  .126  =  3.78  in.,  or,  say,  3 J  in.,  so  as  to 
be  sure  of  enough  room.  The  separately  excited  coil  will 
therefore  be  wound  with  8  layers  of  No.  9  wire  with  30  turns 
per  layer,  the  winding  space  occupied  being  ^\  in.  long  and 
1  in.  deep.  With  480  turns  per  pair  of  spools,  the  required 
field  current  would  be  reduced  to  %V  =  H-*^  amp.,  nearly. 
The  upper  coil  5,  Fig.  1644,  shows  the  arrangement  of  this 
field  coil  on  the  spool. 


COMPOUND  OR  SERIES  FIELD  TITINDING. 

4181.  The  compound  winding  must  provide  a  sufficient 
number  of  ampere-turns  to  compensate  for  the  falling  off  in 
voltage  at  the  terminals  due  to  the  resistance  of  the  armature 
and  the  combined  effects  of  armature  inductance  and  arma- 
ture reaction.  The  compound  winding  must  also  provide 
the  ampere-turns  necessary  for  any  increase  in  terminal 
voltage  in  cases  where  the  machine  is  to  be  overcompounded. 
The  calculation  of  the  compound  winding  depends  to  a  large 
extent  upon  data  obtained  from  machines  of  a  similar  type. 
Its  determination  for  a  machine  of  new  type  is  always  more 
or  less  experimental. 

4182.  The  current  which  is  led  through  the  series 
winding  is  first  rectified,  as  explained  in  former  articles,  and 
as  the  current  increases  in  proportion  to  the  load,  the  field  is 
strengthened  j)roportionally,  provided  the  magnetic  circuit 
is  not  saturated.     This  is  usually  the  case  with  alternators, 
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so  that  we  may  assume  that  any  change  in  the  field  current 
is  accompanied  by  a  corresponding  change  in  the  field 
strength.  It  is  not  usual  to  send  the  whole  of  the  current 
around  the  series  fields;  part  of  it  is  shunted  through  a 
German-silver  resistance,  by  varying  which  the  amount  of 
compounding  can  be  varied.  This  allows  a  considerable 
adjustment  of  the  series  coils,  so  that  their  effect  upon  the 
performance  of  the  machine  can  be  varied  through  a 
wide  range  without  changing  the  series  winding  in  any 
way  Sometimes  the  whole  current  is  not  rectified,  a  portion 
of  it  being  shunted  around  by  means  of  a  resistance  connected 
to  the  two  sides  of  the  rectifier.  In  this  case  the  shunt  has 
to  revolve  with  the  armature,  and  is  usually  mounted  on  the 
armature  spider.  Revolving  shunts  are  generally  used  on 
machines  of  any  considerable  size,  as  they  avoid  the  difficulty 
of  commutating  a  large  current.  Compound  coils  are  only 
necessary  on  the  fields  of  machines  which  have  high  arma- 
ture inductance  or  resistance,  or  on  machines  which  have 
to  give  a  considerable  rise  in  voltage  from  no  load  to  full 
load.  Other  types  of  machines  can  be  made  to  give  suffi- 
ciently good  regulation  by  the  use  of  separately  excited 
coils  only. 

4183.  The  drop  in  the  armature  is  easily  calculated 
when  the  armature  resistance  is  known,  as  it  is  equal  to 
the  product  of  the  armature  resistance  and  the  full-load 
current.  In  this  case,  therefore,  the  armature  drop  will  be 
45.4  X  .7  =  31.78  volts. 

4184.  The  machine  is  to  supply  3,000  volts  at  no  load 
and  2,200  volts  at  full  load;  the  compound  winding  must 
therefore  strengthen  up  the  field  sufficiently  to  generate  this 
300  additional  volts,  as  well  as  the  31.78  volts  required  to 
overcome  the  resistance  of  the  armature.  If  there  were  no 
armature  inductance  or  armature  reaction,  the  total  volts 
which  would  have  to  be  generated  at  full  load  would  be 
about  2,232.  The  ampere-lurns  supplied  by  two  separately 
excited  coils  (i.  e.,  S,59fj)  are  sufficient  to  generate  3,000  volts; 
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hence, if  the  above  conditions  were  attained, the  ampere-turns 
on  the  field  at  full  load  would  have  to  be  Hff  X  5,596  =  6,245, 
and  the  ampere-tums  which  would  be  supplied  by  the  series 
coils  would  be  6,245  —  5,596  =  649,  or  about  325  on  each  spool. 
For  a  machine  of  this  kind,  however,  this  would  represent 
only  a  very  small  part  of  the  series  ampere-turns  which 
would  actually  be  required,  because,  in  the  first  place,  the 
field  is  liable  to  be  weakened  by  the  reaction  of  the  armature, 
and,  secondly,  a  large  E.  M.  F.  has  to  be  generated  to  force 
the  current  through  the  armature  against  its  inductance. 
In  machines  of  this  type  the  compound  ampere-turns  may 
be  as  much  as  f  or  more  of  the  ampere-turns  supplied  by  the 
separately  excited  coils.  In  the  present  case,  therefore,  we 
will  design  each  spool  so  that  it  will  be  capable  of  supply- 
ing about  2,500  ampere-turns.  If  this  should  prove  to  be 
somewhat  more  than  is  actually  required,  it  can  easily  be 
cut  down  by  allowing  more  current  to  flow  through  the 
shunt. 

4185.  We  will  assume  that  70^  of  the  current  at  full 
load  flows  through  the  series  coils,  the  remaining  30^  flowing 
through  either  the  revolving  or  stationary  shunts.  This 
will  make  the  current  in  the  series  coils  45.4  X  .70  =  31.78, 
say  32  amp.,  nearly.  The  number  of  turns  required  for  each 
series  coil  will  then  be  ^||<>-=  78.4  turns. 

4186.  The  current  density  in  the  series  coils  should  be 
about  the  same  as  that  in  the  separately  excited  windings. 
If  we  allow  1,100  circular  mils  per  ampere,  as  before,  we  get 
a  cross-section  of  32  X  1,100  =  35, *200  circular  mils.  Two 
No.  8  wires  in  parallel  give  33,020,  while  two  No.  7  wires  give 
41,(140.  We  will  adopt  the  conductor  made  up  of  two  No.  8 
wires,  because  the  current  in  the  series  coils  is  not  apt  to  be 
continuously  at  32  amperes,  and  we  can  therefore  afford  to 
use  a  cross-section  which  is  a  little  on  the  small  side.  The 
outside  diameter  of  No.  8  wire  with  cotton  insulation  is 
alxuit  .  1  10  in.  ;  Iumk  t!  in  a  winding  space  1  inch  deep  we  can 
place  7  layers.     If  we  use  11  turns  per  layer,  we  will  have  77 
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turns  per  coil,  and  can  compensate  for  the  slight  decrease  in 
the  calculated  number  of  turns  (78.4)  by  changing  the  shunt 
a  little,  so  as  to  cause  a  correspondingly  larger  amount  of 
current  to  flow  through  the  coils.  Each  turn  consisting  of 
two  wires  in  parallel  will  occupy  a  length  along  the  winding 
space  of  .280  in.,  and  11  turns  will  take  up  a  space  of  .280  X  11 
=  a.080  in.,  say  3J  in.  We  will  allow  -^  in,  at  each  end 
for  the  hardwood  insulating  collars,  thus  making  the  total 
axial  length  taken  up  by  the  windings  and  insulation  3J-(- 
3^  + -iV  =  7ts '"-  1'he  brass  flanges  on  the  spools  will  be 
about  i  in.  thick,  so  that  the  total  space  taken  upon  the 
pole-piece  will  be  71^  +  4  =  8^^  in.  The  radial  length  of 
the  pole-piece  as  originally 
assumed  was  8  in.;  it  will 
therefore  be  necessary  to 
lengthen  out  the  poles  a 
little,  in  order  to  accommo-  s 
date  the  spool,  and  increase 
the  diameter  of  the  yoke 
correspondingly.  It  is  best 
to  have  the  pole  project  be- 
yond the  spool  flange  a  lit- 
tle, as  it  keeps  the  flanges 
away  from  the  armature 
and  makes  it  easier  to  fasten 
the  spools  in  place.  We 
therefore  make  each 
pole-piece  8|  in.  long  in- 
stead of  8  in.  Fig.  1G44  shows  a  section  of  the  spool 
with  both  windings  in  place.  The  pole-piece  is  indi- 
cated by  the  dotted  outline.  This  change  in  the  length 
of  the  pole-piece  will  make  the  inside  diameter  of  the 
yoke  49g  in.,  and  the  outside  diameter  fiTf  in.,  as  shown 
in  Fig.  1643,  where  the  final  dimensions  are  encircled 
by  rings.  The  spools  are  held  in  place  on  the  poles  by 
pins  (not  shown  in  the  figure),  which  are  fixed  in  the 
pole-pieces  so  as  to  prevent  the  coils  slipping  down  on  to 
the  armature. 
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LOSS    IX    FIELD    COILS. 

4187.     The  loss  in  the  field  coils  should  be  determined, 

in  order  to  see  if  sufficient  radiating  surface  is  provided  to 

dissipate  the  heat.     The  resistance  of  the  twelve  separately 

excited  coils  will  be 

,,  _  12  X  2-10  X  fl-5  X  H  _ 


i3,uyo 


3.64  ohms. 


The  OR  loss  in  the  separately  excited  coils  will  therefore 
be  (1 1.7)'  X  8.G4  —  1,183  watts,  nearly. 

4188.  The  resistance  of  the  twelve  series  coils  is 
P       12X7:X  11.5  XH      ,  1     u 

^'  =  a3.020 "  =  ^-^  °^'^'- 

The  OR  loss  in  the  series  coils  will  therefore  be-(32)'  X  1-1 
=  1,12C  watts. 

4189.  The  total  loss  in  the  field  will  be  2,309  watts,  or 
about  3.3^  of  the  output.      This  is  the  maximum  loss  when 


fliiitLiiiJ^il: 
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nacliine  is  working  at  its  full  output.      The  average 
loss  would  probably  not  be  over  2^  of  the  output,  as 
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'  the  loss  in  the  series  coils  would  not  be  as  high  as  1,126  watts 
.  all  the  time.  The  loss  per  coil  will  be  -*fg-t=  193  watts. 
"  The  surface  of  each  coil  (nut  counting  the  ends)  is  about 
350  sq.  in.  This  area  is  obtained  by  multiplying  the  per- 
imeter of  the  coil  as  obtained  from  the  drawing  by  the  length 
of  the  coil  along  the  pole-piece.  This  area  gives  an  allow- 
ance of  1.8  sq.  in.  of  surface  per  watt,  which  is  sufficient 
to  ensure  a  rise  in  temperature  not  exceeding  40°  C.  As 
far  as  heating  goes,  the  design  of  the  winding  is  therefore 
satisfactory. 

410O.  The  curve  shown  in  Fig.  IG-IS  gives  the  relation 
between  the  average  field  C'R  loss  and  the  output  for  alter- 
nators of  good  design.  For  a  100  K.  W.  machine  the  aver- 
age loss  is  about  1-7^,  and  as  the  average  loss  in  the  field 
designed  would  probably  not  exceed  2^,  we  may  consider  the 
design  of  the  field  satisfactory  as  regards  efficiency. 


MECHANICAL.    CONSTRUCTION. 


PIBLD  PHAMB  AND  BED. 

4191.  Fig.  1646  shows  the  field  frame  with  bed  and 
bearings  for  the  machine  designed,  and  will  serve  to  illus- 
trate the  general  method  of  construction  used  for  machines 
of  this  type.  In  this  case  the  field  is  shown  as  a  separate 
casting  bolted  to  the  base,  but,  as  mentioned  before,  many 
machines  are  constructed  with  the  lower  half  of  the  field  cast 
with  the  base.  Where  the  machine  is  of  large  size,  it  becomes 
difficult  to  cast  the  field  and  bed  together,  and  the  construc- 
tion shown  is  usually  adopted  in  such  cases.  The  field  is 
usually  set  down  into  the  bed  as  shown,  as  this  lowers  the 
center  of  gravity  of  the  machine  and  tends  to  make  it  run 
steadier.  The  distance  between  the  centers  of  bearings  is 
determined  by  the  over-all  length  of  the  armature  and  the 
)ace  taken  up  by  the  collector  rings.  The  bed  itself  is 
I  almost    exactly   similar   to    the   beds   used    for   multipolar 
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continuous-current  machines;  it  is  made  hollow  and  provided 
with  ribs  to  ensure  stiffness.  The  thickness  of  inetal  in  the 
bed  will  vary  from  about  ^  in.  or  J  in.  up  to  1^  or  1^  in.  for 
machines  varying  in  size  from  about  50  K.  W.  to  51)0  K.  W. 
Self-oiling  bearings  of  the  ring  type  are  used  almost  exclu- 
sively. These  bearings  have  already  been  described  in 
connection  with  continuous-current  machines.  The  bearing 
pedestals,  as  shown  in  Fig.  ](i4C,  are  cast  with  the  base, 
though  in  many  large  machines  it  is  common  practice  to 
cast  them  separately  and  bolt  them  to  the  bed.  The  bearing 
cap  and  pedestal  is  grooved  at  a  rt  to  receive  the  rocker- 
arm,  which  carries  the  rectifier  brushes.  Some  makers  place 
the  rectifier  and  collector  rings  outside  the  bearing  and  bring 
the  connecting  wires  through  the  shaft;  in  such  cases  the 
outside  end  of  the  bearing  cap  and  pedestal  has  to  be  grooved 
to  receive  the  rocker-arm.  Machines  of  the  type  shown  are 
usually  arranged  so  that  they  can  be  mounted  on  rails  in  the 
same  manner  as  continuous-current  machines. 


COLLECTOR  RIKGS  AND  RECTIFIER. 

4102.  One  of  the  distinguishing  features  of  an  alter- 
nator is  the' arrangement  by  which  the  current  is  collected. 
The  commutator  of  the  continuous-current  machine,  which 
is  usually  made  up  of  a  large  number  of  parts,  is  replaced, 
in  a  simple  alternator,  by  two  or  more  plain  collector 
rings.  In  case  the  alternator  is  compound  wound,  the  com- 
mutator is  replaced  by  two  or  more  collector  rings  in  com- 
bination with  a  rectifier.  Although  there  are,  in  general,  a 
small  number  of  parts  connected  with  a  collector  as  compared 
with  a  commutator,  the  mechanical  construction  of  the  col- 
lector must  be  carefully  carried  out,  because  it  is  necessary 
in  most  cases  to  secure  high  insulation.  Fig.  1647  shows  a 
construction  which  may  be  used  for  simple  collector  rings. 
Such  a  pair  of  rings  would  be  suitable  for  a  single-phase 
alternator  with  a  separately  excited  field  winding  only. 
The  same  construction  could  be  used  for  separately  excited 
two-phase  or    three-phase    machines,    the  only  difference 
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being  in  the  number  of  rings  employed.  The  rings  r,  r  are 
made  of  cast  copper,  which  must  be  free  from  blow-holes  or 
■imperfections  tending  to  cause  uneven  wear.  These  rings 
are  usnally  made  heavier  than  is  necessary  for  collecting 
and  carrying  the  current,  in  order  to  make  them  strong 
mechanically  and  to  allow  for  wear.  Care  must  be  taken  to 
have  the  rings  very  thoroughly  insulated  from  each  other 
and  from  the  shaft,  when  the  rings  are  used  with  a  revolv- 
ing armature.  Revolving-field  collectors  are  not  usually 
subjected  to  high  potentials,  and  unusual  precautions  do  not 
need  to  be  taken  to  effect  their  insulation.  Fig.  1(;47  shows 
the  construction  used  for  rings  which  are  subjected  to  a 
pressure  of  about  2,000  volts.  The  rings  are  cast  with  a 
hub  b,  which  supports  the  rings  by  means  of  the  spokes  c. 
The  insulation  d  between  the  disks  is  usually  made  of  either 
red  fiber  or  hard  rubber,  the  latter  being  preferable,  espe- 
cially for  high  potentials.  These  insulating  disks  should  be 
at  least  ^  in.  thick,  in  order  to  keep  them  from  breaking 
easily,  and  they  should  also  project  some  distance  above  the 
surface  of  the  rings,  in  order  to  avoid  any  danger  of  the 
current  arcing  over  from  one  ring  to  the  other.  The  insula- 
ting washers  and  collector  rings  are  assembled  on  a  shell  e, 
made  either  of  cast  iron  or  brass,  the  latter  being  preferable 
for  collectors  of  small  size.  This  shell  is  thoroughly  insu- 
lated with  several  layers  of  mica,  and  the  assembled  collector 
is  clamped  firmly  in  place  by  means  of  the  nut  y  and  washer^. 
When  the  collector  "is  of  large  diameter,  it  is  usually 
clamped  up  by  means  of  bolts  instead  of  the  nut/!  The 
connections  to  the  rings  are  made  by  two  copper  studs  /(, 
which  pass  through  the  back  of  the  shell  and  connect  to  each 
of  the  rings  by  being  screwed  into  one  of  the  spokes  as 
shown.  These  studs  are  heavily  insulated  throughout 
their  length  by  tubes  made  of  mica  or  hard  rubber.  After 
the  terminals  of  the  armature  winding  have  been  attached 
to  the  studs,  ail  exposed  parts  should  be  heavily  taped  to 
avoid  any  danger  of  arcing  from  one  terminal  to  the  other. 
Where  the  studs  pass  through  the  back  of  the  shell,  they  are 
insulated  by  thick  hard-rubber  bushings  k. 
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4193.  The  dimensions  of  the   rings   are  determined 
quite    as  much   by   mechanical   considerations  as   by   the 
current  which  they  are  to  collect.     The  surface  of  the  rings 
should    be   wide   enough    to    present    sufficient    collecting 
surface,  and  they  should  be  thick  enough   to   allow  for  a 
reasonable  amount  of  wear.     Such  rings  should  collect  at 
least  200  amperes  per  square  inch  of  brush  contact  surface. 
This  assumes  that  copper  brushes  are  used,  which  is  gener- 
ally the  case  with  alternators.     Carbon   brushes  are  used 
chiefly  to  suppress  sparking  in  connection  with  continuous- 
current  machines,  consequently  they  do  not  have  any  great 
advantage  over  copper  in  connection  with  alternators,  and 
are  therefore  but  little  used.     Carbon  brushes,  if  used,  would 
''cquire  about  three  times  the  collecting  surface  allowed  for 
hopper.     The  rings  should  not  be  made  of  too  large  diame- 
^^r,  or  the  rubbing  velocity  between  the  brush  and  ring  will 
t>e  high,  thus  tending  to  cause  uneven  wear  and  cutting. 
On  the  other   hand,  if  the   rings  are  made  of  very  small 
diameter,  they  must  be  made  wide  to  present  sufficient  col- 
lecting surface,  thus  necessitating  the  use  of  wide  brushes. 
If  a  large  collecting  surface  is  required,  it  is  best  to  use  a 
ring  of  moderately  large  diameter,  and  use  several  brushes 
on  each  ring.     From  1,500  to  2,500  ft.  per  minute  are  fair 
values  for  the  peripheral  speed  of  collector  rings  for  belt- 
driven  machines.     The  rings  shown  in  Figs.  1647  and  1648 
are  10  in.  in  diameter. 

4194.  For  compound-wound  machines,  it  is  necessary 
to  have  a  rectifier  in  addition  to  the  collector  rings.  The 
rings  and  rectifier  are  usually  built  up  together,  though 
some  makers  mount  them  on  the  shaft  separately.  Fig.  1648 
shows  a  combined  pair  of  collector  rings  and  rectifier 
suitable  for  the  single-phase  machine  designed.  The  rings 
are  made  10  in.  in  diameter  and  1^^  in.  wide,  the  construc- 
tion used  being  the  same  as  that  already  described.  The 
rectifier  is  made  up  of  two  castings,  each  having  six  sections, 
those  belonging  to  one  casting  being  marked  ^,  and  those 
belonging  to  the  other,  b.     These  two  castings  are  separated 
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by  the  mica  collar  r,  and  mica  insulation  is  provided  between 
the  segments  a  and  b^  as  in  a  regular  continuous-current 
commutator.  One  set  of  segments  connects  to  one  of  the 
collector  rings  through  the  hubs,  as  shown  at  d.  The  other 
rectifier  casting  is  connected  to  the  stud  e^  which  is  in  turn 
connected  to  one  terminal  of  the  armature  winding.  The 
other  stud  is  connected  to  the  remaining  collector  ring. 
The  details  of  construction  will  be  understood  by  referring 
to  the  drawing,  as  they  are  almost  identical  with  those 
described  in  connection  with  Fig.  1647. 


BRUSHES  AND  BRUSH  HOLDBR8. 

4195.  Copper  brushes  are  generally  used  for  the  reasons 
given  in  Art.  4193.  Copper  leaf  or  wire  brushes  similar 
to  those  used  for  direct-current  machines  are  generally 
employed.  It  is  best  to  have  at  least  two  brushes  for  each 
collector  ring,  though  this  is  hardly  as  essential  as  with 
direct-current  machines,  because  collector-ring  brushes  do 
not  need  as  much  attention  while  the  machine  is  running  as 
those  used  with  commutators;  for  this  reason  a  large  num- 
ber of  machines  are  built  with  only  one  brush  for  each 
collector  ring.     Two  or  more  brushes  should,  however,  be 

used  for  each  termi- 
nal of  the  rectifier, 
because  these  brush- 
es are  liable  to  need 
more  or  less  adjust- 
ment while  the  ma- 
chine is  running. 
The  holders  used 
should  be  so  designed 
that  the  copper  brush 
will  press  on  the 
rings  at  an  angle  of 
about  45^.  Any  good  form  of  copper  brush  holder  used  on 
oontinuous-current  machines  will  answer  equally  well  for 
an  alternator.     Such  a  holder  should  be  arranged  so  that 


Fig.  1649. 
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the  brushes  may  be  lifted  from  the  commutator  and  held 
'  off,  and  the  pressure  of  the  brush  on  the  ring  should  be 
easily  varied.  The  pressure  of  the  brush  on  the  ring  may 
be  provided  by  making  the  bnish  itself  act  as  a  spring,  or 
the  holder  may  be  provided  with  a  spring,  the  tension  of 
which  is  adjustable.  Fig.  Iti49  shows  a  simple  type  of 
holder  which  has  been  used  considerably  o|i  alternators. 
The  brush  is  made  long  enough  between  the  holder  h  and 
the  ring  r  to  render  it  flexible  aud  allow  it  to  follow  any 
unevenness  of  the  surface.  The  pressure  on  the  ring  can  be 
varied  by  changing  the  position  of  the  holder  on  the  stud 
by  means  of  the  clamp  ,S.  One  advantage  of  this  style  of 
holder  is  that  the  current  has  no  loose  contact  surfaces 
to  pass  through  between  the  brush  to  the  brush-holder  stud. 


BKUSH-HOLDGR  STUDS. 

4196.  Brush-holder  studs  follow  the  same  general 
design  as  those  used  for  continuous-current  machines, 
special  care  being  taken  to  have  them  very  well  insulated. 


Fig,   1650  shows  a  common  type  of  stud  and  the  method 

L  used  for  insulating  it.     The  brass  stud  a  is  circular  in  cross- 

I  section    and    is   provided  with  a  shoulder  g,   which  clamps 

jinst  a  washer  /;.     The  stud  is  insulated  from  the  rocker- 

larm  by  a  heavy  hard-rubber  bushing  /and  washers  b.     The 
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harl-r  iii^^r  iiishirig'  J  is  lee  into  rhe  washers  ^,  as  shown, 
:n  ->rie^r  t.'>  -ir^ak  lo  ziie  oarh  bv  Trtiich.  cac  current  tends 
r*:»  i'lnio  :r:.ni  vie  itad  'i  liie  supporring'  caascing-  The 
^harp  i.',mer^  .r  toe  •zascimj'  "ihiiald  ilso  be  removed,  as 
^hi^Tirn  it  rH.  The  '::abie  rermiiiai  :/  is  liamped  faecweea.  the 
w3tAh(tr  ■:  ind  the  nut  e.      Fiij:  LnJl  shows  another  method 


which  xii  sometimes  used  for  mounting  and  insnlating 
?>ru,sh- holder  atuda.  A  hard-rubber  tnbc  a  fits  tightly 
ov^T  the  Atud  b  and  completel v  covers  it  except  at  the  points 
where  the  brush  holders  and  cable  connections  are  placed. 
The  hru5vh -holder  stud  is  clamped  to  the  rocker-ann,  as 
shown,  by  means  of  the  cap  c  and  the  cap  bolts  d.  Con- 
nection is  msiflft  to  the  cable  at  the  end  of  the  stud.  This 
conntruction  gives  very  good  insulation  between  the  stud 
and  the  r''x':ker,  because  the  insulation  is  unbroken  and  no 
path  is  of>en  for  the  current  to  jump  across  unless  it  punc- 
tiirf:s  the  tube  itself. 


4 1 97.  The  studs  which  carry  the  rectifier  brush  holders 
should  t>c  mounted  on  a  rocker-arm,  so  that  they  may  be 
a^IjsiHtcH,  with  rf:ference  to  the  field,  in  the  same  manner  as 
i\tf:  bnjHhf;s  of  a  direct-current  machine.  The  studs  for  the 
col l':rtor- ring  brushes  may  be  carried  on  the  same  rocker- 
arm,  or  rnay  be  mounted  on  a  stationary  stand  bolted  to  the 
f^c'l  of  tfi*;  machine.  The  collector-ring  brushes  do  not 
hav:  to  occupy  any  definite  position  relatively  to  the  field; 
hence  it  is  not  necessary  that  they  should  be  mounted  on 
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the  rocker-arm,  though  this  is  very  often  done  for  the  sake 
of  convenience  and  cheapness  of  construction.  The  angular 
distance  between  the  arms  of  the  ji' 
rocker  carrying  the  rectifier  studs 
will  depend  on  the  number  of  poles  ^^ 
on  the  machine.  Suppose  Fig.  1652 
represents  the  rectifier  for  the 
twelve- pole  machine  worked  out. 
All  the  light  sections  belong  to  one 
casting  and  the  dark  ones   to  the  fig.  1652. 

other.  The  angular  distance  from  center  to  center  of  seg- 
ments is  30°.  When  one  set  of  brushes  is  on  a  light 
segment,  the  other  set  must  be  on  a  dark  segment;  hence 
the  brushes  might  occupy  the  position  c  and  d' ,  This, 
however,  would  bring  the  brushes  too  close  together,  and 
we  will  place  the  rocker-arms  so  as  to  make  them  as  far 
apart  as  possible,  and  still  have  them  conveniently  located. 
We  will  therefore  place  the  rocker-arms  carrying  these 
brush-holder  studs  150°  apart,  thus  bringing  the  brushes 
into  the  position  r,  d. 


Fig.  1653. 
4198.     Fig.    1G53  shows  a  rocker-arm  suitable  for  the 
single-phase    machine    designed.     The  arms  a^  b  are   150° 
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apart,  and  carry  the  rectifier  studs,  the  arms  r.  d  for  the 
collcctor-rinK  studs  t>eing  carried  on  the  same  rocker.  The 
hub  e  is  bored  to  fit  the  groove  in  the  bearing  cap,  and  the 
rorkcr  is  made  in  halves,  as  shown,  so  as  to  be  easily 
removable,  and  held  together  by  bolts  g,  g.  The  iug/  is 
ta|)|)i-d  out  to  receive  a  handle,  which  serves  both  to  shift 
Ihi-  rocker  and  clamp  it  in  any  desired  position  by  screwing 
it  down  against  the  seat  on  which  the  rocker  moves. 


SHAFTS. 

Iiafts  for  alternators  are  designed  according  to 
the  same  rules  as  those  for  direct -current 
machines,  and  what  has  been  said  of  them 
in  the  section  on  Dynamo-Electric  Machine 
Design  (Continuous-Current)  applies  equally 
well  here.  These  shafts  are  usually  made 
larger  than  the  size  called  for  by  the  power 
to  be  transmitted.  Stiffness  is  an  essential 
feature  of  all  armature  shafts,  and  in  order 
lo  secure  this,  they  are  made  quite  large, 
considering  the  actual  amount  of  power 
which  they  have  to  transmit.  This  is  neces- 
sary, K'causc  the  shaft  has  not  only  to  sup- 
s  )vnt  tlic  \veij;ht  of  the  armature,  but  it  may 
"  .ils.>  I'c  called  u[x-in  to  stand  heavy  magnetic 
i  I'uils  it  the  field  is  not  evenly  balanced. 
.\  sh.iii  suitable  for  the  100  K.  W.  machine 
!s  shown  in  Fij;.  MM.  This  is  designed  for 
.1  ;>:;:^  y  v'lirnal,  i:t  in.  X  4  in.,  and  a  col- 
:.■,:.:■  cv..;  ;,-i;r;%i!.  10  in.  X  3^  in.  The  key- 
«,iv  ;  N  :,'r  :he  armature  spider  key.  The 
v\v,;:.,;  ■.•■■;■!■:•. .-;  ;he  shaft  where  the  spider 
t-,-,-  .—.  ■-;  ■.:-.;-..i::y  Tuade  a  little  large,  so  that 
;■■,.■  s. -.uv  :vAv  >;■  ;Vroevi  into  place.  The 
■v.\».-,v  i,T  ;■;!;■  v;::;ey  J*  sh.->«n  at  b:  the 
•,  :,•  ,  :  ■.  •-■  ■■,,v»,iv>  :-„vy  be  obtained  from 
....  '.'^  ■■.-.■■   .K\v;r:c   Machine    De- 

>:;;  •        .'.       ■■-,.:;■..*■,    vvrr.ers   v>f    the    shaft 
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should  be  rounded  as  shown  at  r,  r,  and  oil  grooves  d^  d 
should  be  provided  to  prevent  the  oil  from  working  its  way 
out  of  the  boxes  by  creeping  along  the  shaft.  In  many 
cases  the  exciter  is  driven  from  a  pulley  mounted  on  an 
extension  of  the  armature  shaft.  The  shaft  must  then  be 
furnished  with  a  keyway  on  the  extension  for  the  exciter 
pulley,  as  shown  by  the  dotted  lines. 


PULLEYS. 

4200.  Ordinary  cast-iron  pulleys  are  usually  employed. 
Broad-faced  pulleys  are  usually  provided  with  two  sets  of 
arms,  and  the  pulleys,  on  the  whole,  are  constructed 
somewhat  heavier  than  those  used  for  general  transmission 
work.  For  pulleys  of  small  size,  the  web  construction 
(shown  in  Fig.  1387,  Dynamo-Electric  Machine  Design) 
may  be  used.  Large  pulleys  should  be  made  in  halves,  and 
strongly  bolted  together  both  at  the  hub  and  rim.  The 
diameter  of  the  pulley  is  determined  by  the  linear  speed  at 
which  it  is  allowable  to  run  the  belt.  A  fair  average  value 
for  this  belt  speed  may  be  taken  from  4,000  to  5,000  feet 
per  minute  for  machines  varying  in  size  from  50  K.  W.  to 
500  K.  W.  It  is  not  advisable  to  run  the  belt  at  a  speed  much 
higher  than  5,500  feet  per  minute,  as  the  grip  between  the 
belt  and  pulley  becomes  less  with  higher  speeds.  The  diam- 
eter of  the  pulley  in  inches  is  then  given  by  the  expression 

Diam.  of  pulley  =  _-g-^_  ,  (691.) 

where  s  =  belt  speed  in  feet  per  mmute. 

Applying  this  to  the  100  K.  W.  machine,  and  taking  4,500 
feet  per  minute  as  a  fair  value  for  the  belt  speed,  we  get 

T>,.  r       11  12  X  4,500       _^  ^  .     , 

Diam.  of  pulley  =  ——-^ — —  =  28.6  mches. 

^       ^       3.14  X  GOO 

We  will  make  the  diameter  of  the  pulley  28 J  in.,  as  shown 
in  Fig.  1655.  The  face  of  the  pulley  must  be  slightly  wider 
than  the  belt  necessary  to  transmit  the  given  amount  of 
power  at  the  required  belt  speed.  The  belt  must  be  of  such 
width  that  the  strain  on  it  per  unit  width  will   not  be  more 
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than  the  belt  can  safely  carnr.  The  amount  ot  power  which 
can  be  transmitted  per  unit  width  ot  belt  depemis  npijc  the 
quality  an<i  thickness  ot  the  belt  as  well  as  on  the  be!: 
speed.  Assuming  that  a  double  thick  belt  is  useti,  we  may 
determine  the  width  ot  belt  necessarv  bv  means  ot  the 
folio winjj  formula: 

Width  of  belt  =  .  T  x  — ,  (l»2.) 

where  zc  =  output  of  jjenerator  in  watts. 

Applymv^  this  to  the  UH)  IL  W.   machine,  we  ijet 

Width  ot  belt  =  .7  X     ,  .  , ,    =  1-5.  .3  m. 

We  will  allow  J  in.  ou  each  side  oi  the  belt,  thus  majcins: 
the  face  of  the  pulley  17  in^  wide.     Fijg.  I»>^o  shows  a  ptiiley 
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machine.  We  will  first  consider  the  connections  suitable 
for  a  single-phase  compound- wound  machine  of  the  type 
designed.  Fig.  165C  represents  the  connections  of  such  a 
machine.  7"  and  T'  are  the  two  terminals  of  the  armature 
winding,  one  of  which  is  connected  to  one  collector  ring  by 
means  of  the  stud  a.  The  other  terminal  T'  is  connected 
to  one  side  of  the  rectifier  by  the  stud  b,  the  other  side  of 


the  rectifier  being  connected  to  the  remaining  collector 
ring.  If  a  revolving  shunt  is  used  across  the  rectifier,  it  is 
necessary  to  have  another  connection  stud,  shown  by  the 
dotted  line.  The  revolving  shunt  is  then  connected  between 
this  stud  and  b,  thus  placing  the  shunt  across  the  rectifier 
and  allowing  a  certain  portion  of  the  total  current  to  flow 
by  without  being  rectified.  The  line-wires  lead  from  the 
two  collector  rings,  and  the  rectifier  brushes  are  connected 
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to  the  scries  field  by  means  of  the  connection  boards  c,  c. 
The  connections  between  the  series  field,  armature,  rectifier, 
and  collector  rings  shown  in  Fig.  1056  are  those  which  are 
used  im  ihe  General  Electric  Co.'s  machines  of  this  type. 
The  WirstiiiKhuuse  Co.  use  a  different  arrangement  for  sup- 
plying the  rectified  current  to  the  series  coils,  which  is  shown 
in  Fig.  111.")?.  In  this  case  the  terminal  T  is  connected  to 
one  end  (>  of  the  primary  ab  of  a  small  transformer.     The 


•niioots  to  the  collector  ring  as 
:  flowi-.ijuhrough  the  armature 
:-.(-  Si-ocndary  <- </ of  this  trans- 
■,,-.i'   -.Wvi  sides  of  the  rectifier, 

.-  >;:i.?  field  by  means  of  the 
:  ■■-i:.    :>    -or.nected  directly  to 

-  -  .—-t  •;  IS  seen  at  once  that 
.,  ■  ".ffac-on  ihe  armature  and 
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the  series  coils,  the  latter  being  supplied  by  an  induced 
current  from  the  secondary  c  d.  This  transformer,  which 
is  usually  quite  small,  must,  of  course,  revolve  with  the 
armature,  and  in  some  of  the  smaller  machines  the  spokes 
of  the  spider  form  the  core  of  the  transformer.  The  use  of 
this  transformer  renders  the  insulation  of  the  series  coils 
easier,  because  it  separates  the  armature  connections 
entirely  from  the  field. 

4202.  The  connections  for  the  field  coils  vary  little  in 
different  makes  of  machines,  so  we  will  take  those  shown  in 
Fig.  1G56  as  a  typical  case.  The  windings  of  the  field  coils 
are  connected  up  so  as  to  make  the  poles  alternately  A'' and  S, 
Care  must  be  taken  that  the  series  coils  are  not  connected 
in  such  a  way  as  to  oppose  the  separately  excited  coils 
instead  of  aiding  them.  The  terminals  of  the  separately 
excited  coils  are  led  directly  to  the  connection  boards  c,  c. 
The  terminals  of  the  series  coils  are  also  led  to  the  same 
boards,  and  from  there  connected  to  the  rectifier  brush- 
holder  studs  by  means  of  flexible  cables.  The  stationary 
shunt  ti  is  connected  to  the  same  terminals  on  the  connec- 
tion boards  as  the  series  field.  This  shunt  may  be  attached 
to  the  machine  or  piaced  on  the  switchboard;  it  is  usually 
made  up  of  German-silver  wire  or  ribbon  of  such  size  that  it 
will  not  overheat  with  the  maximum  current  it  may  be 
called  upon  to  carry.  The  connections  and  winding  of  the 
series  coils  are  generally  the  same,  no  matter  what  the  cur- 
rent output  or  voltage  of  the  machine  may  be.  The  series 
connections  may,  however,  be  varied  somewhat  in  machines 
with  different  current  outputs.  When  the  current  output 
is  large,  the  series  coils  are  sometimes  grouped  into  two  sets 
connected  in  parallel,  thus  reducing  the  current  in  the  field 
conductor,  and  allowing  the  use  of  smaller  and  more  easily 
wound  wire,  For  example,  the  100  K.  W.  machine  designed 
had  a  full-load  current  output  of  45. 4  amperes  at  2,200  volts; 
if  the  same  machine  were  built  for  1,100  volts,  the  current 
output  would  be  90.8  amperes  at  full  load.  In  the  first  case 
the  series  field  was  designed  to  carry  33  amperes;  in  the 
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second  case  it  would  have  to  carry  64  amperes.  Generally 
we  would  wish  to  get  the  same  number  of  ampere-turns  on 
each  pole  in  either  case;  so,  instead  of  winding  the  coils 
with  half  as  many  turns  of  wire,  large  enough  to  carry 
double  the  current,  we  can  connect  the  six  upper  coils  in 
series  and  connect  them  in  parallel  with  the  six  lower  coils, 
which  are  also  connected  in  series.  This  will  keep  the  cur- 
rent in  the  coils  the  same,  although  the  line  current  is 
doubled.  This  is  often  done  in  practice,  as  it  allows  the 
coils  which  were  designed  for  a  machine  of  certain  voltage 
to  be  used  for  a  machine  of  half  that  voltage  without 
changing  the  coil  winding  in  any  way. 

4203.     The  line  connections  are  usually  made  directly 
to  the  collector-ring  studs  when  the  machine  is  provided 


with  a  revolving  armature.  When  the  armature  is  station- 
ary, the  armature  terminals  are  simply  run  to  a  connection 
board,  to  which  the  lines  are  attached.  Fig.  1658  shows  a 
simple  form  of  connection  lioard,  suitable  for  the  connections 
shown  in  Fig.  l(i5C.  The  base  n  should  have  high  insulating 
properties,  and  is  preferably  made  of  porcelain,  or  hardwood 
treated  with  oil.  If  slate  or  marble  is  used,  care  must  be 
taken  to  see  that  they  are  free  from  metallic  veins  or  impuri- 
ties. Cable  terminals  c  are  provided  for  the  shunt  and 
series  connections,  and  these  are  held  in  place  by  screws  d 
passing  through  from  the  back  of  the  slate.     These  screws 
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are  well  countersunk,  and  the  holes  filled  in  with  insulating 
compound,  in  order  to  obviate  any  danger  of  the  connections 
becoming  grounded  on  the  frame  of  the  machine.  The 
nuts  e  clamp  the  terminals  firmly  in  place  against  the 
brass  blocks  b, 

4204.  Connections  between  the  individual  field  coils 
are  usually  made  by  means  of  small  brass  connectors  similar 
to  those  shown  in  Fig.  1659.     Three  of  the  commoner  forms 
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Fig.  1669. 


are  here  shown.  They  all  consist  of  two  brass  plates  ^,  f 
provided  with  grooves  to  receive  the  ends  of  the  coils,  and 
clamped  together  by  screws,  as  shown.  The  ends  of  the  coils 
usually  consist  of  heavily  insulated  wire  brought  out  from 
the  winding.  In  some  cases  where  the  coils  are  wound  with 
copper  strip,  connection  between  the  coils  is  made  by  simply 
clamping  the  ends  of  the  strip  together  between  brass 
washers. 

4205.  Special  reference  has  not  been  made  to  the 
design  of  fields  for  two  and  three  phase  machines,  because 
there  is  very  little  difference  between  such  fields  and  the  one 
worked  out  for  the  single-phase  machine.  The  only  differ- 
ence might  be  a  slight  change  in  the  series  winding  and  the 
connections  to  the  rectifier.  The  winding  of  the  separately 
excited  coils  would  be  the  same,  because  the  exciter  voltage 
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TOuld  not  be  changed,  and  all  three  fields  were  assumed  to 
iurnish  the  same  magnetic  flux. 

4206.     Fig.  1060  shows  an  assembled  com  pound- wound 
machine  with  stationary  field  and  revolving  armature,  such 


as  we  have  worked  out.  The  lower  half  of  the  yoke  is  in  this 
case  cast  with  the  bed,  and  the  yoke  itself  is  provided  with 
flanges,  as  shown 
in  Fig.  1633  (c). 
The  collector  -  ring 
brushes  are  here 
shown  mounted  on  a 
stand  a,  and  the  rec- 
tifier brushes  are  car- 
ried on  a  rocker  h 
mounted  on  the 
inside  end  of  the 
bearing.  The  ar- 
rangement of  cables, 
connection  boards, 
etc.,  will  be  readily 
FiQ.  i«i.  seen  by  referring  to 
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the  figure.  Fig.  IGfil  Eliowa  a  large  alternator  designed  to 
run  at  low  speed.  This  machine  is  provided  with  a  stationary 
armature  and  revolving  field,  the  collector  rings  shown  on 
the  shaft  being  used  to  convey  the  exciting  current  into  the 
field  coils. 

THAiSSFOHMERS. 

4207.  It  was  shown  in  thesectiononTheory  of  Alterna- 
ting-Current Apparatus  that  a  certain  amount  of  loss  always 
occurs  in  a  transformer  so  long  as  its  primary  is  connected 
to  a  source  of  E.  M.  F.  The  losses  which  occur  may  be 
divided,  for  convenience,  into  two  classes,  namely,  Iroa 
losses  and  copper  losses.  The  iron  losses  are  those  which 
occur  in  the  iron  core  of  the  transformer,  and  are  due  to 
hysteresis  and  eddy  currents.  These  core  losses  are  practi- 
cally constant  for  alt  loads,  because  they  are  dependent  upon 
the  magnetic  density  in  the  core,  and  this  changes  but  little 
from  no  load  to  full  load.  The  C  R  loss  or  copper  loss  in 
the  coils  increases  very  rapidly  with  the  load.  The  combined 
effect  of  these  losses  is  to  heat  up  the  coils  and  core,  so  that 
the  amount  of  power  which  a  transformer  is  capable  of 
delivering  is  limited  by  the  heating  effect.  The  transformer 
could  therefore  be  loaded  until  the  coils  reached  the  maxi- 
mum temperature  which  the  insulation  on  the  wire  could 
stand  without  injury;  any  further  increase  in  load  would 
result  in  the  transformer  being  eventually  burnt  out.  Aside 
from  the  danger  of  overheating,  a  transformer  should  not 
be  worked  much  beyond  its  rated  load,  because  of  the  falling 
off  in  efficiency.  If  the  load  is  forced  too  high,  the  T'j^Ioss 
becomes  excessive,  and  the  transformer  works  uneconom- 
ically,  even  if  it  does  not  happen  to  overheat. 

Overloading  a  transformer  also  causes  a  falling  off  in  the 
secondary  voltage,  which  is  very  objectionable  if  the  trans- 
former is  used  for  lighting  work. 

4J208.  A  transformer  should  be  so  designed  that  it  will 
do  the  work  of  transforming  the  current  with  the  least 
possible  cost.     This  means  that  the  efficiency  must  not  only 
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be  high  at  full  load,  but  that  it  should  also  be  high  through- 
out a  wide  range  of  load.  Fig.  1662  shows  the  efficiency 
curve  for  a  transformer  of  good  design.  It  will  be  noticed 
that  the  efficiency  increases  very  rapidly  at  first,  being  as 
high  as  60^  with  only  ^  full  load  on  the  secondary.  The 
efficiency  varies  but  slightly  between  i  load  and  full  load, 
and  when  the  transformer  is  overloaded,  the  efficiency 
begins  to  fall  off.  A  transformer  is  seldom  worked  at  its 
full  capacity  all  the  time;  hence  it  is  important  to  have  a 
good  efficiency  through  a  wide  range  of  load,  as  shown  by 
the  curve.     The  efficiency  can  be  made  high  by  employing 


Trmitfinrmvr  effleieney  o< 
Pig.  less. 
anything  that  will  keep  down  the  losses;  but  for  a  trans- 
former of  given  size,  the  efficiency  can  not  be  increased 
beyond  a  certain  point  without  greatly  increasing  the  weight 
and  cost.  For  example,  the  C  A'  loss  might  be  made  very 
small  by  using  a  large  cross-section  of  copper,  but  this 
would  necessitate  a  hirgc  winding  space,  thus  increasing  the 
bulk  of  the  transformer  and  making  the  core  heavy.  Increas- 
ing the  efficiency  beyond  a  certain  point  is  attained  only  by 
a  large  increase  in  cost,  and  a  transformer  may,  in  general, 
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be  said  to  be  well  designed  when  it  gives  the  highest  all-day 
efficiency  consistent  with  an  economical  distribution  of 
iron  and  copper.  The  curve,  Fig.  IGtiU,  shows  the  relation 
between  output  and  full-load  efficiency  which  should  be 
attainable  in  good  transformers.     The  efficiency  increases 
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Plo.  ISGS. 

,  rapidly  with  the  output  for  transformers  of  small  size,  but 
changes  slowly  after  outputs  of  4  or  5  K.  W.  are  reached. 
1  Some  very  large  transformers  might  have  an  efficiency  as 
I  high  as  USjt  or  slightly  over,  but  it  is  only  in  transformers  of 
I'large  size  that  such  a  high  efficiency  is  reached. 


TRANSFORMER  CORES. 
-4200.  Transformer  cores  have  been  made  in  a  large 
L  number  of  different  shapes,  but  the  two  most  generally  used 
J  types  are  the  core  and  shell  varieties  shown  in  Figs.  1548 
I  to  1551,  Theory  of  Alternating-Current  Apparatus.  Good 
I  transformers  may  be  designed  using  either  the  core  or  shell 
f  construction,  and  large  numbers  of  both  styles  are  in  common 
.     Great  care  should  be  taken  in  the  selection  of  the  iron 
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for  transformer  cores.  It  should  be  borne  in  mind  that  the 
hysteresis  loss  goes  on  continuously,  whether  the  transformer 
is  loaded  or  not.  and  that  everything  possible  should  be  done 
to  keep  this  loss  small  by  using  only  the  best  quality  of  core 
iron.  The  plates  should  be  about  12  or  14  mils  thick  for 
l"J5-cycle  transformers,  but  may  be  slightly  thicker  than 
this  for  transformers  of  low  frequency.  The  oxide  on  the 
iron,  with  the  addition  of  a  paper  sheet  at  intervals  along 
the  core,  is  usually  sufficient  to  insulate  the  disks  from  each 
other.  Some  makers  coat  the  plates  with  an  insulating 
varnish  or  japan  and  do  not  depend  on  the  oxide  film. 


OF  TRANSFORMBRS. 

4210«  Since  the  efficiency  of  transformers  is  generally 
high,  the  energy  lost  in  them  is  small,  and  in  transformers 
of  ordinarv  size  there  is  generally  enough  radiating  surface 
to  get  rid  of  the  heat  generated.  *  Transformers  up  to 
50  K.  W.  capacity  can  usually  be  made  with  sufficient  ventila- 
tion to  get  rid  of  the  heat  generated,  but  for  larger  sizes  it 
is  often  necessary  to  use  special  cooling  arrangements.  Air 
blasts  are  frequently  used  to  carry  the  heat  away  from  the 
Ci>re  and  windings  of  large  transformers.  Sometimes  the  core 
and  windings  are  immersed  in  oil  kept  cool  by  water  cir- 
culating in  pipes.  Transformers  of  smaller  size  are  often 
designt'd  so  that  the  case  may  be  filled  with  oil.  This  helps 
to  give  the  windings  good  insulation,  and  keeps  down  the 
tem]KTature  by  conducting  the  heat  from  the  windings  and 
core  to  the  outside  casing.  The  student  should  bear  in 
mind  that  wliile  these  special  devices  are  in  many  cases  nec- 
essary to  get  rid  of  the  heat,  it  does  not  follow  by  any  means 
that  the  transformer  is  inefficient;  on  the  contrary,  the 
efficiency  is  usually  very  high,  and  these  devices  are  neces- 
sary only  because  the  transformer  of  itself  does  not  present 
enougli  radiating  surface  to  get  rid  of  the  heat.  No  definite 
rules  I  an  be  given  as  regards  the  number  of  watts  which  can 
be  radiated  per  square  inch  of  core  or  case  surface  which 
will   apply   to   all   types   of   transformers.     This   radiation 
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constant  varies  widely  for  transformers  of  different  size  and 
form,  but  unless  the  efficiency  is  very  low,  the  dimensions  of 
transformers  under  40  or  50  K.  W.  are  usually  such  that  they 
can  get  rid  of  the  heat  generated  without  undue  rise  in 
temperature. 


MAGNETIC  nBN»ITV  IK  CORB. 

4211.  Transformer  cores  are  worked  at  low  magnetic 
densities  in  order  to  keep  down  the  core  losses  and  magnet- 
izing current.  The  hysteresis  loss  is  proportional  to  the 
frequency  and  the  eddy-current  loss  to  the  square  of  the  fre- 
quency ;  hence  for  an  allowable  amount  of  core  loss  it  follows 
that  higher  magnetic  densities  can  be  used  with  low  than 
with  high  frequency  transformers.  For  GO-cycle  transform- 
ers the  maximum  value  of  the  magnetic  density  may  be  taken 
from  28,000  to  32,000  lines  per  square  inch.  For  125-cycle 
transformers,  the  density  may  be  from  10,000  to21,000  lines 
per  square  inch.  The  densities  in  individual  cases  may  vary 
from  the  above,  hut  the  average  values  used  are  generally 
within  the  limits  given. 


4212>  The  allowance  of  copper  per  ampere  in  the 
primary  and  secondary  coils  should  be  large,  in  order  to 
keep  down  the  copper  loss.  The  coils  are  usually  heavy, 
and  it  is  also  important  to  have. a  liberal  cross-section  of 
copper,  in  order  to  prevent  overheating.  The  cross-section 
per  ampere  should  be  about  the  same  both  for  primary  and 
-  secondary  coils.  When  the  core  type  is  used,  there  is 
usually  room  for  a  liberal  cross-section  of  copper,  but  in  the 
shell  type  the  winding  space  is  more  restricted,  and  the  coils 
can  not  be  made  very  large  without  increasing  the  bulk  of 
the  iron  core  considerably.  The  number  of  circular  mils 
allowed  per  ampere  varies  greatly  in  transformers  of  differ- 
ent makes  and  sizes.  In  general,  tlie  allowance  should  not 
be  less  than  1,000  or  1,200  circular  mils  per  ampere,  and  in 
many  of  the  later  types  of  transformers  the  allowanet  may 
be  as  high  as  3,000  or  over. 


A 


DESIGN  OF  ALTERNATING 


ARRANGEMENT  Or  COILS  ANO  CORE. 

4213.     The  arrangement  of  coils  and  core  has  already 
been  described  for  two  of  the  common  types.     The  core  type 
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can  usually  be  arranged  so  that  It  can  be  taken  apart  ant 
the  coils  slipped  od  in  case  repairs  arc  necessary,  while  t 
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shell  construction  very  often  requires  the  removal  of  each 
plate  before  the  coils  can  be  reached.  Transformers  have 
been  made  with  the  core  'built  in  sections  as  shown  in 
Pig.  1064.  In  this  case  the  upper  part  rf  is  built  up  separately, 
and  forms  a  cover  which  can  be  removed  from  the  main  part 
of  the  core  when  it  is  desired  to  get  at  the  coils.  This  con- 
struction is,  however,  objectionable,  because  it  introduces 
small  air-gaps  into  the  magnetic  circuit  at  l>,  b,  thereby 
increasing  the  magnetic  reluctance  of  the  core.  In  design- 
ing transformer  cores,  every  effort  should  be  made  to  have 
the  magnetic  circuit  continuous.  Fig.  \m\  also  shows  a 
common  arrangement  of  the  primary  and  secondary  coils 
for  shell  transformers,  the  secondary  coil  Ji  being  slipped 
inside  the  primary  coil  P.  Fig.  1GG5  shows  an  arrangement 
of  coils  and  core  suitable  for  a  transformer  of  large  size. 
The  stampings  a  and  b  are  cut  as  shown,  the  joints  being  at 
c,  d,  and  c.  As  the  core  is  piled  up,  these  joints  are  stag- 
gered, as  shown  by  the  dotted  lines,  thus  making  the  iron 
path  for  the  lines  practically  continuous  and  doing  away 
largely  with  the  bad  effects  of  the  joints.  The  primary  and 
secondary  coils  are  wound  in  a  number  of  sections,  each  con- 
sisting of  a  flat  coil,  these   sections  being  sandwiched,  as 


shown,  in  order  to  reduce  the  magnetic  leakage  between 
them.  Splitting  the  coils  up  in  this  way  also  makes  it  easier 
to  insulate  the  transformer  for  high  voltages,  because  it  cuts 
J'down  the  voltage  across  any  one  of  the  coils.  T^e  coils  are 
I'VSually  separated  from  each  other  by  a  built-up  sheet  of  mica 

M.  E.    iV.—4S 
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or  other  material  having  tiigli  insulating  properties.  Large 
cores  are  frequently  provided  with  ventilating  ducts  between 
the  laminations  as  shown  at  f.  The  laminations  are  held 
apart  by  brass  castings,  and  the  channels  so  formed  allow  air 
to  circulate  through  the  core,  the  whole  construction  being 
similar  to  that  used  for  ventilated  armature  cores.  Fig.  3666 
shows  another  arrangement  of  coils  and  core  which  also 
makes  use  of  thin  flat  coils.  In  this  case  the  stanipiogs  a 
and  b  surround  one  side  of  the  coil  only,  a  separate  set  of 
stampings  being  used  to  form  the  magnetic  circuit  around 
the  other  side.  This  is  the  construction  used  by  the  West- 
inghouse  Co.  for  several  of  their  larger  transformers.  The 
projecting  ends  of  the  coils  c  are  usually  spread  out  like 
a  fan,  so  as  to  allow  the  air  to  circulate  freely  between  them. 


WINDING   AND  INSULATION  OF  COII.S. 

4214.  Since  transformer  coils  are  usually  of  simple 
shape,  they  can  generally  be  lathe  wound  and  thoroughly 
insulated.  High  insulation  is  of  great  importance  in  trans- 
formers, and  every  precaution  should  be  taken  to  see  thai 
the  primary  and  secondary  coils  are  not  only  well  insulated 
from  the  core,  but  also  from  each  other.     Fig.  lt)67  shows 


Fio.  vm. 


the  shape  of  primary  coil  commonly  used  for  shell  trans- 
formers. The  coils  have  to  withstand  a  high  impressed  line 
E.  M.  F.,  and  the  voltage  between  layers  may  therefore  be 
considerable.  Insulation  i  should  be  placed  between  each 
layer,  and  may  be  composed  of  oiled  linen  tape  or  other  good 
insulating  material.     The  outside  of  the  coil  is  heavily  t^iecl    i 
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and  afterwards  treated  with  insulating  varnish  and  baked. 
Additional  insulation  in  the  form  of  mica  and  paper,  or  in 
some  cases  oiled  hardwood  pieces,  is  placed  between  the  coils 
and  the  core.  The  secondary  coil  should  be  thoroughly 
insulated  from  the  primary  and  from  the  core,  though  it  is 
in  many  cases  unnecessary  to  insulate  between  the  layers  of 
the  secondary  on  account  of  the  low  voltage  which  it  usually 
generates.  The  insulation  between  primary  and  secondary 
should  be  specially  good.  Some  makers  allow  a  clear  air 
space  between  the  coils  in  addition  to  the  insulation  on 
the  coils  themselves.  If  connection  should  be  established 
between  theprimary  and  secondary,  and  thereshould  happen 
to  be  a  ground  on  the  primary  mains,  a  difference  of  poten- 
tial would  exist  between  the  secondary  service  wires  and  the 
ground  which  would  be  equal  to  the  primary  voltage.  Such 
a  difference  of  potential  between  the  service  wires  and  the 
ground  would  be  very  dangerous  to  life;  hence  the  impor- 
tance of  thorough  insulation  between  the  primary  and 
secondary.  Some  makers  place  a  metal  shield  between  the 
primary  and  secondary  coils  which  is  connected  to  ground. 
If  the  primary  insulation  breaks  down,  this  shield  connects 
the  winding  to  ground,  and  thus  protects  the  secondary 
circuit. 

4215*     The   conductor   used  for  the   primary  winding 
usually  consists  of  copper  wire,  except  perhaps  in  some  very 


large   transformers,    where   copper  strip  may   be   used   to 
advantage.     For  the  secondary,  a  conductor  of  large  cross- 
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section  is  usually  required,  because  the  secondary  voltage  is 
generally  low  and  the  current  correspondingly  large.  For 
transformers  of  moderate  output,  the  secondary  conductor 
can  generally  be  made  of  a  number  of  wires  in  multiple.  In 
most  large  transformers,  the  secondary  conductor  is  made  up 
of  copper  strip.  Fig.  16G8  shows  a  flat  secondary  coil  made 
up  in  this  way.  Such  a  coil  would  be  suitable  for  the  trans- 
former shown  in  Fig.  IGOG.  The  details  of  construction  and 
method  of  calculating  the  different  parts  will  be  best  under- 
stood by  working  out  an  example.  We  will  therefore  take 
up  the  design  of  a  transformer  of  the  core  type  such  as 
would  be  suitable  for  lighting  work. 


DESIGN  OF  8  K.   W.  TRANSFORMER. 

4216*  In  starting  out  to  design  a  transformer,  the 
following  quantities  are  either  known  or  assumed: 

Useful  secondary  output  in  kilowatts  (K.W.); 
Primary  voltage  {£p); 
Secondary  voltage  {£»); 

Frequency  of  system  on  which  the  transformer  is  to  be 
operated  («). 

For  ordinary  lighting  transformers,  £p  is  in  the  neighbor- 
hood of  1,000  or  2,000  volts,  £^  50  or  100  volts,  and  ;/  60  or 
125  cycles  per  second. 

4217.  We  will  take  for  an  example  an  8  K.  W.  trans- 
former of  the  core  type  to  be  designed  for  2,000  volts 
primary  and  50  or  100  volts  secondary,  the  secondary  being 
wound  in  two  coils,  which  may  be  connected  in  parallel  for 
50  volts  or  in  series  for  100  volts.  The  frequency  will  be 
taken  as  (U).  A  good  transformer  of  this  output  should  have 
a  full-load  efficiency  of  00.8  orOO.Oj]^  (see  Fig.  1663);  conse- 
quently, in  designing  it  we  should  aim  to  keep  the  losses 
down  to  such  an  amount  that  the  efficiency  will  be,  say, 
9ilH.     We  have 

T-a;    •  watts  output         .^        .    ^    r»^  — <   x 

Efficiency  = _  -  -i     -.     (See  Art.  3671.) 

"^         watts  input  ^ 
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Hence,  for  an  output  of  8,000  watts  the  input  will  be 

Input  =  ^^^  =  8,264  watts. 

The  total  loss  at  full  load  should  therefore  not  exceed  261 
watts.  This  total  loss  is  made  up  of  three  parts,  namely, 
the  losses  due  to  the  resistance  of  the  coils,  hysteresis,  and 
eddy  currents.  It  can  be  shown  mathematically  that,  in 
order  that  a  transformer  shall  have  a  high  all-day  efficiency, 
the  C* R  loss  and  the  core  losses  should  be  about  equally 
divided;  that  is,  the  copper  loss  should  be  about  equal  to  the 
sum  of  the  hysteresis  and  eddy-current  losses.  If  the  trans- 
former is  used  only  a  short  time  during  each  day,  it  might 
be  well  to  allow  the  C^  R  loss  to  be  a  little  larger  than  the 
core  losses,  but  the  above  relation  holds  approximately 
correct  for  well-designed  transformers.  In  the  present  case, 
we  will  aim  at  making  the  copper  loss,  say,  140  watts  and 
the  core  loss  124  watts.  This  division  of  the  losses  should 
give  a  satisfactory  transformer  for  lighting  work. 


DBTBRMINATION  OF  CORB  VOLUMB. 

4218*  Since  the  transformer  is  to  operate  on  a  60-cycle 
system,  we  will  take  30,000  lines  per  square  inch  as  a  fair 
value  for  the  maximum  magnetic  density  in  the  core.  At 
this  frequency  and  density,  there  will  be  a  definite  amount 
of  loss  per  cubic  inch  of  iron  in  the  core,  depending  upon 
the  quality  of  the  iron  used.  We  will  assume  that  the 
curve  A^  Fig.  1584,  represents  the  quality  of  the  iron  in  this 
respect.  From  this  curve,  we  find  that  the  loss  per  cubic 
inch  per  100  cycles  at  a  density  of  30,000  is  about  .25  watt. 
The  loss  at  60  cycles  will  therefore  be  -^^^  X  .25  =  .15  watt. 

The  total  core  loss  is  to  be  124  watts.  This  is  the  loss 
due  to  hysteresis  and  eddy  currents  combined.  The  eddy- 
current  loss  should  be  quite  small  if  the  core  is  properly 
laminated;  hence  we  will  take  the  hysteresis  loss  alone  as 
110  watts,  and  allow  14  watts  for  the  loss  due  to  eddy 
currents.     If  the  loss  per  cubic  inch  is.  15  watt,  then  the 

volume  of  iron  in  the  core  will  be  ——  =  733  cubic  inches. 

.15 
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height  of   the  core  =  7  <3:.     The   volume  of  the   core   will 
then  be 

r  =  (2  X  3.5  ^  +  2  X  5  ^)  a\  (693.) 

a^   being   the   area   of  cross-section   and   5  a   the   distance 
between  the  yokes.     .This  gives 

17  ^*  =  F=  733  cubic  inches. 


^  =  \/ 


733 
17' 


This  makes  a  just  about  3^  in.  This  is  the  value  of  the 
thickness  of  the  core  if  it  were  solid  iron.  Part  of  the  cross- 
section  is,  however,  taken  up  by  insulation  between  the 
plates,  and  the  corners  are  cut  off  slightly,  so  we  will  make 
the  core  3f  in.  square.  The  other  dimensions  follow  from 
this,  so  we  will  take  the  dimensions  given  in  Fig.  1670  as  a 
basis  for  working  out  the  design  further.  The  distance 
between  the  inside  edges  of  the  cores  will  be  5^  in.,  and 
the  space  between  the  yokes  available  for  the  windings  will 
be  18J  in. 

DIMENSIONS  OF  CONDUCTORS. 

4220*  We  will  wind  the  secondary  coil  next  the  cores, 
and  place  the  primary  over  it.  The  secondary  current  at 
full  load  will  be 

secondary  watts  __  8,000  _  iftQk±  \ 

secondary  volts  ~    100   ""  v        -  \  •) 

The  secondary  coil  will  be  wound  in  two  sections,  one 
section  being  placed  on  each  core.  Each  section  will  have 
a  sufficient  number  of  turns  to  generate  50  volts,  and  the 
conductor  will  be  capable  of  carrying  80  amperes.  If  an 
output  of  100  volts  and  80  amperes  is  required,  the  coils  may 
be  connected  in  series  and  their  E.  M.  F.'s  added.  If  an 
output  of  160  amperes  at  50  volts  is  desired,  the  coils  may  be 
connected  in  parallel.  In  either  case,  the  full-load  current 
in  the  conductor  will  be  80  amperes.  In  this  type  of  trans- 
former, a  large  cross-section  is  usually  allowed  per  ampere, 
because  there  is  plenty  of  room  for  the  coils,  and  the  number 
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of  turns  is  usually  large.  We  will  therefore  allow  2,000  cir- 
cular mils  per  ampere  to  obtain  the  approximate  size  of  ifae 
conductor.      We  have  then 

Circular    mils    cross-section    of    secondary    conductor  = 
80  X  2,000  =  100,000  cir.  mils. 

Six  No.  ti  B.  &  S.  wires  in  parallel  will  give  G  X  ae.25(»  = 
157,500  circular  mils.  We  will  therefore  make  up  the  sec- 
ondary conductor  as  shown  in  Fig,  1H71,  using 
6  bare  wires  in  multiple  and  covering  the  whole 
I  with  a  cotton  insulation  having  a  double  thick- 
.  ness  of  30  mils.  The  bare  diameter  of  the  wire 
J  inch;  hence  the  width  of  the  conductor 
all  will  be  2  X  .163  +  .02  =  .344  in.  The 
height  of  the  conductor  will  be  3  X  .162 +  .03=  .506  in. 

4221.     The  watts  supplied  to  the  primary  at  full  load 
are  8,264.      Hence,  the  primary  current  will  be 
primary  watts  _  8.264  _ 
"  2,000  ~ 


=  4.132  amperes. 


(695.) 


primary  volts 

The  primary  current  at  full  load  will  be  very  nearly  in 
phase  with  the  E.  M.  F. ;  or,  in  other  words,  the  power 
factor  will  be  very  nearly  1.  The  magnetizing  current 
should  be  quite  small,  so  that  the  primary  current  at  full 
load  will  be  but  slightly  larger  than  the  above  amount.  We 
will  call  the  fulUload  primary  current  4,25  amperes,  in  order 
to  allow  a  little  for  the  magnetizing  current.  Allowing  the 
same  cross-section  per  ampere  in  the  primary  as  in  the 
secondary,  we  get 

Circular  mils  of  primary  conductor  =  4.25  x  2,000  =  8,500 
circular  mils. 

A  No.  11  B.  &  S.  wire  has  a  cross-section  of  8,234  circular 
mils,  which  is  nearly  the  number  required.  The  diameter 
of  this  wire  over  the  insulation  may  be  taken  as  .101  in. 


CALCULATION  OP  PRIMARY  AND  SECONDARY    TUBNft. 

4222.  The  primary  coil  has  to  be  provided  with  a  suf- 
ficient :iumber  of  turns  to  generate  a  counter  E.  M.  F.  equal 
and  opposite  to  that  of  the  mains.     The  impressed  E.  M.  P. 
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Is  equal  and  opposite  to  the  resultant  of  the  E.  M.  F. 
generated  by  the  primary  and  the  E.  M.  F.  necessary  to 
overcome  the  resistance  of  the  primary.  The  drop  through 
the  primary  at  no  load  due  to  the  ohmic  resistance  is  so  small 
that  it  may  be  neglected  in  comparison  with  the  E.  M.  F. 
which  is  generated  by  the  primary  coil,  so  that  we  may  take 
the  E.  M.  F.  so  generated  as  equal  numerically  to  the  im 
pressed  E.  M.  F.  The  number  of  turns  required  to  set  up 
this  E.  M.  F.  will  depend  upon  the  magnetic  flux  N  which 
threads  through  the  turns.  The  maximum  magnetic  flux 
through  the  coil  will  be 

jV=  B  max.  X  ^,  (696.) 

where  B  max.  is  the  maximum  value  which  the  magnetic 
density  reaches  during  a  cycle,  and  A  is  the  area  of  cross- 
section  of  iron  in  the  core  on  which  the  coil  is  wound. 

In  this  case  B  max.  is  30,000  lines  per  square  inch,  and  the 
area  of  cross-section  of  the  iron  is  3^  X  3^^  =  12.25  square 
inches;  hence, 

N=  30,000  X  12.25  =  367,500  lines. 

Taking  the  E.  M.  F.  generated  in  the  primary  as  the 
equal  and  opposite  of  the  line  voltage,  we  may  write 

4  44  TV  T'  n 
^p=      •     ^q/'^    ,  (697.)     (See  Art.  3882.)    • 

where 

N  =  maximum  value  of  the  magnetic  flux  through  the 

core; 
7^  =  number  of  turns  on  primary  coil; 
n  =  frequency  (cycles  per  second) ; 
Ej,  =  impressed  primary  voltage. 

Applying  this  to  the  present  example,  we  have 

«^^       4.44  X  307,500  X  T^X  60 


^r  T^  =  ,  ,,  ^  ..^^^MAv.  .n  =  ^M^>  nearly. 


2,000  X  10' 
4.44  X  367,500  X  00 

We  will   therefore   provide  the   primary  coil   with,  say, 
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2,040  turns  and  place  1,020  on  each  of  the  cores,  as  this  num- 
ber will  give  an  even  ninnber  of  turns  on  each  coil.  Drop- 
ping two  turns  would  not  appreciably  affect  the  working  of 
the  transformer,  as  the  magnetic  density  would  have  to  be 
increased  but  very  slightly  to  make  up  for  the  difference. 


4223.     Then 


ber  of  secondary  turr 
E. 


T.  will  be 


7;x 


(698.) 


(where  E,  is  the  secondary  voltage)  since  the  turns  must 
be  in  the  same  ratio  as  the  voltages  generated.  This  will 
give  for  the  present  case 

2,0i0  X  VifW  =  103  turns. 
The  total  number  of  secondary  turns  will  therefore  be 
103,  or  there  will  be  51  turns  on  each  coil,   using  the  con- 
ductor shown  in  Fig.  1G71. 


ARttANGBMBNT  OP  PRIMARV  AND  SECONDABV  COILS. 

4224.     The  coils  will  be  arranged  on  the  core  as  shown 

in  the  section  through  the  coils  and  core.  Fig.  1072.     The 

secondary    will    be 

wound  nest  the  core, 

in  order  to  make  the 

length  of  the  heavy 

secondary  conductor 

as  short  as  possible. 

The  coil  will  be  held 

firmly  in  position  by 

oiled    hardwood 

blocks  a   placed  be. 

tween  it  and  the  iron 

core  b.   The  diameter 

of  the  coils  could  be 

^fo.isii.  made  somewhat  less 

by  chamfering  the  corners  more  than  shown,  but  this  would 

decrease  the  cross-section  of  iron,  so  that  very  little  would 
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be  gained  in  the  end.  Both  coils  are  heavily  insulated  with 
linen  tape,  and  provision  is  made  for  a  clear  space  of  ^^  in. 
between  the  primary  and  secondary.  The  length  of  the 
cores  between  the  yokes  is  184  '"■  (see  Fig.  1670).  Each 
secondary  coil  contains  51  turns.  The  breadth  of  each  turn 
is  .344  in.,  so  that  54  turns  would  take  up  a  length  along 
the  core  of  51  X  .344=  17.5  in.  The  secondary  coil  can 
therefore  be  made  up  uf  one  layer  of  61  turns  of  the  con- 
ductor shown  in  Fig.  I(i71.  This  arrangement  will  allow 
about  -^  in.  clearance  at  each  end  between  the  secondary 
winding  and  the  yoke,  in  addition  to  the  taping.  The 
arrangement  of  this  winding  will  be  readily  understood 
by  referring  to  the  section  of  the  coils  shown  in  Fig.  1()74. 
The  mean  diameter  of  the  secondary  coil  will  be  5^  in.  and 
the  mean  length  of  a  turn  1.44  ft. 

422S.  The  primary  coil  is  placed  over  the  secondary,  as 
shown  in  Fig.  1673.  The  space  of  -j^f-in.  is  allowed  to  ensure 
good  insulation  between  the  coils  and  to  allow  the  use  of  a 
ground  shield  if  desired.  In  case  the  transformer  is 
immersed  in  oil,  the  film  of  oil  between  the  coils  forms  an 
insulating  layer  which  is  not  easily  broken  down.  We  will 
make  the  primary  coil  slightly  shorter  than  the  secondary, 
and  adopt  a  clear  winding  space  say  1?^  in.  in  length. 
This  will  remove  the  high-tension  primary  windings  a  little 
farther  from  the  yokes  and  avoid  danger  of  arcing  over. 
The  diameter  of  the  primary  conductor  over  the  insulation  is 

,  101  in. ;  hence  in  a  layer  171  '"■  long  we  can  place  — t~-  = 

170  turns,  nearly.     We  must  place  1,0".!0  turns  on  each  coil, 
so  that   we   can   arrange   the   winding   by  using  0   layers 
of    170  turns  per  layer.      The  two  primary   coils  are  con- 
nected in  series  across  2,000-voit  mains;  hence  the  pressure 
across  each  coil  will  be  1,000  volts,  and  there  will  be  166 
volts  generated  in  each    layer.     The    pressure  tending  to 
^m      break  down   the  insulation   between  the  beginning  of  the 
^K     6rst  layer  and  the  end  of  the  second   will  therefore  be  the 
^B.  maximum  value  corresponding  to  an  effective  pressure  of 


I 
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333  volls.  It  is  necessary,  therefore,  to  insulate  each  layer 
from  the  one  next  it,  and  particular  care  should  be  taken 
at  the  ends  of  the  coil,  where  a  breakdown  between  layers  is 
most  liable  to  occur.  We  will  allow  20  mils  for  insulating 
tape  between  each  layer  and  ^j-  in.  all  around  for  the  outer 
taping  on  the  coil.  This  will  make  the  thickness  of  the 
primary  coil 

6  X  .101  +  5  X  .020  +  i  =  .831  in. 

The  mean  diameter  of  the  primary  coil  will  be  about 
7f  in.,  and  the  mean  length  of  a  primary  turn  1.91  feet. 

4226.  All  the  essential  dimensions  of  the  transformer 
have  now  been  determined.  With  the  primary  winding 
calculated  above,  the  outside  diameter  of  the  primary  coil 
will  be  about  8^  in.  The  distance  from  center  to  center  of 
cores  is  5-^-\'  3f  =  O-j^in.,  so  that  there  would  be  a  space 
between  the  coils  of  \^  in.,  and  the  design  is  suitable  as  far 
as  the  accommodation  of  the  windings  goes. 


EFFICIENCY. 
4227*  In  designing  the  transformer,  we  aimed  at  secur- 
ing a  certain  efficiency,  and  so  proportioned  the  core  that 
the  hysteresis  loss  should  not  exceed  110  watts.  The  design 
has  been  worked  out,  and  it  is  found  that  the  windings 
obtained  can  be  accommodated  on  this  core.  It  now  remains 
to  be  seen  whether  the  copper  loss  in  these  coils  is  within 
the  allowable  amount.  If  the  copper  loss  is  excessive,  we 
must  remodel  the  design  of  the  coils  so  as  to  bring  it  to 
nearly  the  allowable  amount.  In  order  to  calculate  the 
copper  losses  in  the  primary  and  secondary,  we  must  first 
determine  their  resistance. 

4228*  In  calculating  the  resistance  of  the  coils,  we  will 
take  the  resistance  of  a  mil-foot  of  copper  as  11.5  ohms,  as 
it  is  the  hot  resistance  which  we  must  consider.  Since 
there  are  51  turns  on  each  secondary  coil,  and  the  length  of 
each  turn  is  1.44  feet,  the  resistance  of  each  coil  will  be 

P_51   X   1.44  X   11.5  _     (.(.no^Urr. 

^  = 157:506 -  '^^^^  ^^""^ 
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and  the  resistance  of  the  two  coils  in  series  will  be  .0106 
ohm. 

The  loss  in  the  secondary  at  full  load  will  therefore  be 

C  K  =  (80)*  X  .0106  =  67.8  watts.         (699.) 

4229*  Each  primary  coil  has  1,020  turns,  and  the 
length  of  each  turn  is  1.91  ft.  The  resistance  of  each 
primary  coil  will  then  be 

„      1,020  X  1.91  X  11.5       o  /vo    u 

^  = Pai =  ^-^^  ^^"''' 

and  the  resistance  of  the  two  coils  in  series  will  be  5.44  ohms. 
The  primary  C^  R  loss  will  therefore  be 

C/  Rp  =  (4.25)«  X  5.44  =  98.2  watts.  (700.) 

The  total  C* /?  loss  in  the  coils  as  designed  is  then  166 
watts  instead  of  the  140  watts  allowed.  The  difference, 
.however,  is  not  great  enough  to  make  a  very  large  differ- 
ence in  the  efficiency.  It  will  be  noticed  that  the  loss  in 
the  primary  coils  is  rather  high,  since  this  loss  should  be 
about  equally  divided  between  the  primary  and  secondary. 
This  can  be  remedied  to  some  extent  by  lowering  the  pri- 
mary resistance,  i.  e.,  by  using  a  larger  wire  for  the  primary 
winding.  We  will  have  room  enough  to  do  this,  because  we 
found  that  there  would  be  a  clearance  of  W  in.  between  the 
coils  with  the  other  winding.  Suppose  we  try  a  No.  10 
wire  for  the  primary  and  see  if  this  will  give  a  more  satis- 
factory result.  The  insulated  diameter  of  this  wire  will  be 
about  .112  in.     The  number  of  turns  which   can  be  placed 

17  25 
in  1  layer  will  be      '       =  154.     We  will  therefore  use  6  com- 

plete  layers  with  154  turns  each,  and  1  additional  layer  with 
96  turns.  The  coil  at  the  part  where  it  is  wound  7  layers 
deep  will  have  a  thickness  of 

7  X  .112+  6  X  .020  +  1=  1.029  in. 

This  will  increase  the  mean  diameter  slightly  and  make 
the  mean  length  of  a  turn  about  1.94  ft.     The  cross-section 
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of  the  wire  will   now  be  10,380  circular  mils,  so   that  the 
resistance  of  each  primary  coil^will  be 

^      1,020  X  1.94  X  11.5       «  ,«    , 
^  = TM80 =  ^'^'  ^^™'' 

and  the  resistance  of  the  two  coils  is  4.38  ohms. 

The  loss  in  the  primary  at  full  load  will  then  be 

Cp'  Rj,  =  (4.25)'  X  4.38  =  79  watts,  nearly. 

This  makes  the  total  C^  R  loss  67.8  +  79  =  146.8  watts 
instead  of  166.  This  change  in  the  primary  winding  makes 
the  loss  in  the  primary  and  secondary  nearly  equal,  and 
brings  the  total  loss  down  nearly  to  the  required  amount. 
We  will  therefore  adopt  this  winding  in  place  of  the  one 
previously  calculated.  The  outside  diameter  of  the  primary 
coils  will  now  be  a  little  over  8^  in.,  so  that  there  will  still 
be  a  clearance  of  about  ^  in.  between  them  when  the  trans- 
former is  assembled.  The  total  loss  at  full  load  will  be 
110  +  146.8  +  14  =  270.8,  say  271  watts.  The  fulMoad 
efficiency  will  then  be  |iTf=*^^'^3»  or  about  .7^  lower 
than  was  assumed  when  starting  out  to  design  the  trans- 
former. 


EFFICIENCY  CURVE. 

4230*  The  curve  showing  the  relation  between  the 
efficiency  and  output  can  be  readily  plotted  when  the 
efficiencies  at  different  loads  are  known.  We  will  therefore 
calculate  the  efficiency  for  ^,  ^^  ^,  f,  and  full  load,  also  for 
^  overload.  In  order  to  do  this,  we  will  assume  that  the 
core  loss  remains  constant.  For  example,  at  ^  load  the 
useful  output  is  2,000  watts,  and  the  secondary  current 
20  amperes.  The  primary  current  will  be  that  correspond- 
ing to  the  secondary  current  of  20  amp.  (or  1  ampere,  since 
ratio  of  transformation  is  1  to  20)  plus  the  current  necessary 
to  set  up  the  magnetization  and  supply  the  losses.  The 
primary  current  at  \  load  may  be  taken  as  approximately 
1.12  amp.,  since  the  amount  of  current  required  to  supply 
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the    losses    will    be    very    small    at     this    load.       The    pri- 
mary C'ieioss  will   be  {l.iaV  X  4.38  =  5.4')'  walls.      The 


1 
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secondary  (T*  R  loss  will  be  (20)'  X  .0106  =  4.24  watts. 
The  core  loss  is  124  watts;  hence  the  total  loss  will  be  133.7 
watts.  The  input  will  then  be  2,133.7  and  the  output  2,000, 
giving  an  efficiency  at  this  load  of  93.7^.  The  calculations 
and  results  for  the  other  loads  are  given  in  Table  117. 

4231*  These  values  of  the  load  and  efficiency  give  the 
curve  shown  in  Pig.  1673.  The  student  should  compare 
this  curve  with  that  shown  in  Fig.  1662.  The  scale  used 
for  the  efficiency  in  Fig.  1673  is  larger  than  that  in 
Fig.  1662,  in  order  to  show  the  variation  of  efficiency  more 
clearly,  but  it  will  be  noticed  that  the  curves  have  the  same 
general  characteristics.  The  variation  in  efficiency  in  this 
case  is  not  more  than  3^  from  J  load  to  25^  overload.  It 
will  be  seen  from  the  table  that  the  efficiency  begins  to  drop 
off  when  the  transformer  is  overloaded,  owing  to  the  rapid 
increase  of  the  C*R  losses. 


ALL-DAY  BFFICIBNCT. 

4232.  The  efficiency  which  actually  determines  the 
cost  of  operating  the  transformer  is  the  all-day  efficiency, 
or  the  ratio  of  the  watts  useful  output  per  day  to  the  watts 
supplied  during  the  day.  This  will  depend  upon  the  length 
of  time  during  the  day  that  the  transformer  is  doing  useful 
work.  For  example,  suppose  the  transformer  were  worked 
during  the  24  hours  an  amount  equivalent  to  full  load  for 
6  hours,  and  that  it  remained  idle  an  amount  of  time  equiva- 
lent to  18  hours.  The  core  losses  would  goon  for  the  whole 
24  hours,  because  the  pressure  is  maintained  across  the  lines, 
whether  the  transformer  is  working  or  not.  The  watt- 
hours  wasted  in  the  form  of  core  losses  in  one  day  would 
therefore  be  124x24  =  2,976.  The  copper  losses  during 
one  day  would  be  equivalent  to  the  sum  of  the  primary  and 
secondary  full-load  copper  losses  for  6  hours.  Hence  the 
watt-hours  energy  wasted  in  C* R  losses  per  day  will  be 
14G.8  X  0  =  880.8.  The  useful  energy  delivered  during  the 
lay  is  equivalent  to  full  load  for  6  hours,  or  8,000  X  6  =  48,000 
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watt-hours.      The  energy  which  must  be   supplied   during 
theday  is 48,000 +  2,976 +  880.8=  51,850.8  watt-hours,  and 

-.935. 


^      „  ,        „   .  J       ,  ,■  ■        ■    48.000 

theail-dayefficiency  under  these  conditions  IS——--——:  - 
61,856.0 


This  means  that  of  all  the  energy  delivered  to  the  trans- 
former during  24  hours,  9'Z.5^  is  converted  into  useful  energy 
and  the  remainder  wasted.  If  the  transformer  were  loaded 
for  a  longer  period  during  the  day,  the  useful  work  done 
would  be  greater  and  the  C  R  loss  would  also  be  greater. 
The  core  loss  would  remain  the  same  as  before,  so  that  the 
all-day  efficiency  would  depend  upon  the  relation  between 
the  copper  and  iron  losses.  For  example,  suppose  the 
transformer  were  fully  loaded  for  10  hours  instead  of  6.  The 
useful  work  would  be  80,000  watt-hours  and  the  energy 
wasted  in  copper  losses  1,468  watt-hours.  The  core  loss 
would  be  2,976  as  before,  and  the  total  energy  supplied 
would  be  84,444,  giving  an  all-day  efficiency  of  about  94. 7;^. 
The  condition  of  load  for  which  any  given  transformer  will 
give  its  maximum  all-day  efficiency  depends,  therefore,  upon 
the  relation  between  the  copper  and  iron  losses.  It  also 
follows  that  if  the  transformer  is  to  be  loaded  for  a  short 
period  only  during  the  day,  the  iron  losses  should  be  small 
if  the  all-day  efficiency  is  to  be  high. 


MAGNETIZING  CURRENT. 
4!233>     The  current  which  the  primary  of  a  transformer 
I  takes  from  the  line  when  its  secondary  is  on  open  circuit  is 
L  usually  spoken  of    as  the  magnetizing  current,   although, 
[  Btrictly  speaking,   it  is  the   resultant  of   the   magnetizing 
[  current  proper  and  the  current  which  represents  the  energy 
I  necessary  to  supply  the  core  losses.     It  is  important  that 
[■  this  no-load  current  should  be  small,  because  if  a  large  num- 
L  ber  of  transformers  are  connected  to  the  line,  the  sum  of  all 
[  the  magnetizing  currents  required   by  the  separate  trans- 
formers may  represent  a  considerable  current  to  be  supplied 
from  the  station.     This  means  that  the  alternator  may  be 
delivering  a  fairly  large   current  when  no  useful  work  i? 


M.  E.    1^.-49 


I 
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being  done.  It  is  true  that  this  current  may  not  represent 
very  much  power,  because  it  is  considerably  out  of  phase 
with  the  current,  but  it  loads  up  the  lines  and  alternator, 
and  thus  limits  their  useful  current-carrying  capacity.  The 
no-load  current  is  made  up  of  two  components,  one  of  which 
is  the  magnetizing  current,  or  the  current  which  sets  up 
the  ampere-turns  necessary  to  drive  the  flux  around  the 
core.  The  other  component  represents  that  current  which 
is  necessary  to  supply  the  core  losses,  and  is  in  phase  with 
the  impressed  E.  M.  F.  The  core  loss  in  this  case  is  124 
watts;  hence  this  component  of  the  no-load  current  will  be 
^^  =  .062  ampere. 

4234.  The  component  of  the  no-load  current  which 
represents  the  current  necessary  to  set  up  the  magnetic  flux 
may  be  obtained  as  follows:  For  a  magnetic  density  of 
30,000  lines  per  square  inch,  we  will  require  about  5. 5  ampere- 
turns  per  inch  length  of  the  circuit  for  a  good  quality  of 
transformer  iron.  The  mean  path  for  the  magnetic  flux  is 
shown  by  the  dotted  line,  Fig.  1670,  and  the  length  of  this 
circuit  is  about  60  inches.  The  ampere-turns  required  to  set 
up  the  flux  will  then  be  60  X  5.5  =  330.  The  number  of 
primary  turns  surrounding  the  circuit  is  2,040.  We  have 
then 

Magnetizing  current  X  2,040  =  330, 

or  current  =  .162  ampere. 

The  no-load  current  is  therefore  made  up  of  the  two  com- 
ponents .062  and  .162  at  right  angles  to  each  other,  and  its 
value  is 

C„.  =  4/.062»-f  .162'  =  .17  ampere. 

This  is  the  current  which  the  transformer  will  take  from 
the  line  when  it  is  operating  under  no  load.  This  does  not 
mean,  however,  that  it  is  consuming.l7x2,000or  340  watts, 
because  the  no-load  current  is  always  considerably  out  of 
phase  with  the  E.  M.  F.,  and,  as  a  matter  of  fact,  the  trans- 
former consumes  only  sufficient  power  to  make  up  for  the 
cpre  losses  and  the  slight  loss  in  the  primary  due  to  the 
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Vno-load  current.  At  no  load  the  power  factor  may  be  consid- 
erably less  than  1,  but  as  the  load  is  increased  the  current 
and  E.  M.  F.  shift  into  phase  until  the  power  factor  at  full 
load  is  very  nearly  unity. 

REGULATION. 

4235.  The  secondary  voltage  wil!  fall  off  as  the  load  is 
applied,  and  it  is  important  that  this  falling  off  should  be 
slight.  In  well-designed  transformers  the  falling  off  in 
secondary  voltage  may  vary  from  1  to  'i.5  or  3%,  depending 
on  the  output.  This  drop  is  due  to  magnetic  leakage  and 
the  resistance  of  the  primary  and  secondary  coils.  In  the 
type  of  transformer  designed,  the  falling  off  due  to  magnetic 
leakage  will  be  quite  small,  because  the  coils  are  wound  one 
over  the  other,  making  the  path  between  the  coils,  through 
which  leakage  is  set  Up,  long  and  of  small  cross-section. 
The  leakage  drop  would  not  likely  amount  to  more  than 
.2  or. 3  volt.  The  drop  in  the  secondary  coils  at  full  load 
will  be  current  X  resistance  —  80  X  -lOfi  =  .85  volt.  The  drop 
in  the  primary  at  full  load  due  to  the  primary  resistance 
will  be  4.S5  X  4.38=18.0  volts.      This  drop  of  18.6  volts 

in  the  primary  will  cause  a  corresponding  drop  of  -^r-  — 

.93  volt  in  the  secondary,  making  a  total  drop  due  to  resist- 
ance of  .03  +  .85  —  1.7S  volts.  The  total  drop  due  to  leakage 
and  resistance  combined  would  therefore  be  under  3  volts, 
or  Z^  of  the  output,  which  is  close  enough  regulation  for  all 
practical  purposes. 

CONSTRUCTION. 

4236.  The  construction  and  arrangement  of  the  core 
and  coils  will  be  understood  by  referring  to  Fig.  Hi74.  This 
shows  -an  elevation  of  the  assembled  transformer  with  a 
longitudinal  section  of  the  coils  showing  the  windings  and 
insulation.  The  core  is  built  up  out  of  thin  iron  strips, 
which  arc  interleaved  at  the  corners,  so  as  to  practically  do 
fiway  with  joints  in  the  magnetic  circuit.     The  plates  ar? 
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shown  held  in  position  by  clamps  a,  drawn  up  by  bolts  b, 
though  some  makers  use  bolts  passing  through  the  plates  at 
the  corners.  It  is  best,  however,  toavoid  bolts  passing  through 
the  core  if  possible.  The  terminals  of  the  coils  should  be 
very  heavily  insulated,  and  may  be  run  to  a  connection  board 


■former,  or  taken  directly  out 
:rs  in  sizes  up  to  20or  30  K.  W. 


of  some  kind  within  I 
I   through  the  case.      Tra 

are  usually  placed  in  an  iron  case  arranged  for  mounting  on 
.ipoles.      These  transformer  cases  should  be   weather-proof, 

and  made  as  light  as  possible  consistent  with  the  necessary 

Strength.      They  are  generally  designed  with  a  view  to  being 
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filled  with  oil.  Fig.  1675  shows  a  case  suitable  for  the 
transformer  designed.  This  is  made  of  cast  iron  about  -f^  or 
^  in.  thick.  The  case  a  is  provided  with  a  cover  ^,  which 
is  bolted  on  by  means  of  the  bolts  d.  The  overlapping 
flange  and  gasket  c  serve  to  make  the  cover  water-tight. 
The  transformer,  which  is  shown  by  the  dotted  outline,  is 
held  in  place  either  by  wooden  wedges  or  by  set-screws,  the 
latter  being  preferable.  The  primary  terminals  are  brought 
out  through  the  bushings  e,  and  four  bushings  /  are  pro- 
vided on  the  front  of  the  case  for  the  secondary  terminals. 
The  bushings  should  be  of  heavy  hard  rubber  or  porcelain, 
and  so  constructed  that  they  will  prevent  leakage  of  current 
from  the  lines  to  the  case.  These  outlets  should,  of  course, 
be  directed  downwards,  so  that  the  wires  may  be  looped 
into  them,  thus  preventing  water  from  getting  into  the  case. 
Lugs  ^,  ^  of  some  kind  should  be  provided  on  the  back  of 
the  case  for  attaching  suspension  hooks  for  hanging  the 
transformer  on  the  pole.  Fuses  are  usually  provided  between 
the  primary  and  the  line,  but  these  are  generally  mounted 
outside  the  transformer  case  in  separate  fuse  boxes  of  special 
construction.  Secondary  fuses  are  not  provided  at  the 
transformer,  the  fuses  in  connection  with  the  secondary 
service  wires  being  depended  upon  to  protect  the  second- 
ary circuit.  For  large  indoor  transformers,  only  sufficient 
covering  is  used  to  protect  the  coils,  a  regular  case  being 
unnecessary,  as  well  as  interfering  with  the  ventilation. 

4237.  The  transformer  which  has  been  worked  out  is  one 
such  as  would  be  used  on  an  ordinary  ligl^ting  circuit.  The 
method  of  designing  a  step-up  transformer  would  be  essen- 
tially the  same,  except  that  extra  precautions  would  be 
taken  to  ensure  very  high  insulation,  and  requiring  a  larger 
allowance  of  winding  space.  The  design  of  a  shell  trans- 
former may  be  also  carried  out  in  about  the  same  way. 
The  core  proportions  shown  in  Fig.  1G76  may  be  taken  as  a 
starting-point.  All  dimensions  are  referred  to  the  width  of 
the  tongue  a,  which  carries  the  lines  through  the  coils.  The 
length  of  the  core  may  be  from  3  to  7  times  a.     The  height 
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:)f  the  winding  space  is  usually  from  3  to  3  times  a,  and  the 
breadth  from  .7  to  .8  times  a.  The  thickness  of  the  outer 
part  of  the  shell  around  the  coils  is  necessarily  \  a,  because 


this  part  of  the  core  carries  one-half  the  flux  passing  through 
the  coils.  In  this  type  of  transformer,  the  allowance  of 
copper  will  usually  be  somewhat  less  than  in  the  core  type, 
because  the  winding  space  is  more  restricted. 


INDUCTION  MOTORS. 
4Z38>  In  many  respects  the  action  of  an  induction 
motor  resembles  that  of  a  transformer,  and  consequently 
parts  of  its  design  can  be  carried  out  by  methods  similar  to 
those  used  in  designing  transformers.  The  primary  of  the 
induction  motor,  that  is,  the  part  into  which  currents  are  led 
from  the  line,  corresponds  to  the  primary  coil  of  the  trans- 
former, while  the  secondary,  or  the  part  in  which  the  cur- 
rents are  induced,  corresponds  to  the  secondary  coil  of  the 
transformer.  This  relation  holds,  whether  the  primary  or 
■  secondary  of  the  induction  motor  is  the  revolving  part;  but 
I  in  all  that  follows  we  will  consider  the  primary  as  being  fixed 
I  and  the  secondary  as  revolving.  In  such  an  arrangement, 
I  the  fixed  primary  is  commonly  spoken  of  as  the  field,  or 
',  while  the  secondary  is  spoken  of  as  the  armature. 
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or  rotor.  Either  the  primary  or  secondary  may  be  the 
revolving  member,  but  the  stationary  primary  with  revolv- 
ing secondary  is  the  more  common  arrangement.  The  iron 
part  on  which  the  primary  and  secondary  conductors  are 
arranged  performs  a  duty  similar  to  that  of  a  transformer 
core,  that  is,  it  serves  to  carry  the  flux  set  up  by  the  primary 
coils  through  the  secondary,  and  thus  causes  an  E.  M.  F.  to 
be  set  up  in  the  secondary.  The  essential  difference  between 
an  induction  motor  and  a  transformer  is  that  in  the  latter 
case  the  secondary  core  and  windings  are  fixed  as  regards 
the  primary,  and  the  E.  M.  F.  generated  in  the  secondary 
is  made  use  of  to  supply  useful  electrical  energy  to  an  out- 
side circuit;  while  in  the  former  case  the  secondary  core 
and  winding's  revolve  with  regard  to  the  primary,  and  the 
mechanical  tprque  action  between  the  primary  and  sec- 
ondary is  made  use  of  to  deliver  mechanical  energy..  The 
currents  generated  in  the  secondary  are  not  led  into  an  out- 
side circuit,  but  flow  within  the  secondary  itself,  in  order 
that  they  may  react  on  the  field  produced  by  the  primary, 
and  so  cause  the  armature  or  secondary  to  exert  the  required 
effort  at  the  pulley.  A  transformer  supplied  with  a  constant 
primary  pressure  will  furnish  a  nearly  constant  secondary 
pressure  independently  of  the  load;  an  induction  motor 
when  supplied  with  a  constant  primary  pressure  will  run  at 
nearly  constant  speed  independently  of  tjie  load. 


LIMITATION    OF    OUTPUT. 

4239.  The  output  of  induction  motors,  like  that  of  alter- 
nators and  transformers,  is  limited  principally  by  the  heating 
effect  due  to  the  various  losses  which  occur  in  the  motor  when 
it  is  loaded.  The  principal  loss  is  that  due  to  the  resistance 
of  the  primary  and  secondary  conductors,  although  the 
hysteresis  and  eddy-current  losses  may  also  be  considerable 
if  the  motor  is  not  properly  designed.  If  an  induction 
motor  be  overloaded  considerably,  the  armature  currents 
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react  excessively  on  the  field,  causing  excessive  magnetic  . 
leakage  along  the  air-gap,  and  greatly  lessening  the  torque 
between  the  field  and  armature.  If  the  overload  is  suffi- 
ciently great,  the  torque  will  be  reduced  to  such  an  extent 
that  the  motor  will  stop.  Usually,  however,  an  induction 
motor  may  be  loaded  for  short  periods  beyond  its  full-load 
capacity  without  danger  of  overheating  or  stopping. 


I 


PRIMARV  cone  LOSSES,  MAGNETIC  DENSITIBS,  ETC. 

4240.  The  losses  in  the  primary  are  made  up  of  the 
core  losstlue  to  hysteresis  and  eddy  currents,  and  the  cop- 
per loss  due  to  the  resistance  of  the  primary  winding.  The 
frequency  of  the 
changes  in  the  mag- 
netism of  the  pri- 
mary is  the  same  as 
the  frequency  of  ■ 
ihe  current  mag- 
netizing it;  hence 
the  lower  the  fre- 
quency at  which  . 
the  motor  is  oper- 
ated, the  higher  the 
allowable  value  of 
the  magnetic  den- 
sity in  the  primary 
core.  The  core 
densities  used  for 
such  motors  should, 
on  the  whole,  there- 
fore, be  about  the 
same  as  the  core 
densities    used    for  ^o- 1*"^- 

transformers  operating  at  the  same  frequency.  The  curve, 
Fig.  1677,  shows  the  relation  between  the  maximum  value 
of  the  density  and  the  frequency,  based  on  values  given 


j 
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by  Kolben.  The  densities,  on  the  whole,  are  low,  and 
lie  between  40,000  and  20,000  lines  per  square  inch  through- 
out the  range  of  frequencies  commonly  met  with  in  prac- 
tice. This  curve  gives  the  density  in  the  core  proper;  the 
density  in  the  teeth  of  the  primary  and  secondary  may 
be  double  these  values  without  making  the  hysteresis  loss 
very  large,  the  volume  of  the  teeth  being  small.  Motors 
are  also  commonly  built  in  which  the  magnetic  density  will 
be  found  less  than  that  given  by  the  curve,  but  the  values 
shown  should  not,  as  a  rule,  be  exceeded.  Induction  motors, 
like  alternators,  are  generally  built  with  several  poles,  so 
that  the  magnetic  flux  is  subdivided.  The  required  cross- 
section  of  iron  in  the  yoke  is,  therefore,  sitiall,  and  a  low 
magnetic  density  may  be  used  without  making  the  machine 
very  heavy.  The  eddy-current  loss  in  the  primary,  like  that 
in  transformer  cores,  can  be  kept  down  to  a  very  small 
amount  if  thin  disks  are  used  and  the  core  built  up  so  that 
there  is  no  electrical  connection  between  them.  The  thick- 
ness of  stampings  used  is  about  the  same  as  for  alternator 
armature  cores,  namely,  from  .012  in.  to  .018  in. 


SECONDARY    CORB   LOSSES,    MAGNETIC    DENSITIES,    ETC. 

4241.  The  core  losses  in  the  secondary  are  usually 
quite  small.  This  is  due  to  the  fact  that  the  frequency  of 
the  reversals  of  magnetism  in  the  secondary  is  low.  If  the 
armature  were  standing  still,  the  slip  between  primary  and 
secondary  would  be  100,^,  and  the  frequency  of  the  magnetic 
cycles  in  the  secondary  would  be  the  same  as  in  the  pri- 
mary. When,  however,  the  motor  is  running  under  normal 
conditions,  the  slip  may  not  be  more  than  from  2  to  5^. 
The  frequency  of  the  magnetic  cycles  in  the  armature  will 
therefore  be  only  from  2  to  5^  of  the  frequency  in  the  field, 
and  the  core  losses  will  therefore  be  correspondingly  small. 
The  armature  iron  is  usually  worked  at  about  the  same 
density  as  that  in  the  field,  the  density  in  the  teeth  being 
about  double  that  in  the  core  proper. 
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INDUCTION-MOTOH    WINDINGS. 


PRIMARY   WIMUIIWC. 

4242.  The  winding  on  the  primary  must  be  so  designed 
that  it  will  generate  a  counter  E.  M,  F,  equal  and  opposite  to 
that  of  the  mains,  neglecting  the  small  drop  due  to  the  resist- 
ance of  the  coils.  It  is  therefore  determined  in  a  manner 
similar  to  that  used  for  the  calculation  of  the  primary  winding 
for  a  transformer.  In  someof  the  earlier  forms  of  induction 
motors  the  coils  were  wound  on  salient  poles,  as  shown  in 
Figs.  15G9  and  1570,  Theory  of  Alternating-Current  Appara- 
tus, but  in  modern  machines  they  are  placed  in  slots  in  the 
same  way  as  windings  for  alternator  armatures.  Most 
induction  motors  are  of  the  two  or  three  phase  type,  and  the 
field  winding  of  such  machines  is  carried  out  in  the  same 
way  as  the  winding  for  the  armature  of  a  two  or  three 
phase  alternator.  The  primary  winding  may  be  concen- 
trated or  distributed,  the  latter  arrangement  being  most 
generally  used  for  machines  operating  at  moderate  pressures. 
We  may  then  use  formula  670  to  show  the  relation  between 
the  pressure,  turns,  flux,  and  frequency.  We  may  write, 
then,  for  induction-motor  windings 

(701.) 


R  =  E.  M.  F.  generated  by  or  impressed  on  each  phase; 

7'  =  number  of  turns  connected  in  series  per  phase; 

iV=  maximum  total  magnetic  flux  from  one  pole; 

n  =  frequency  (cycles  per  second); 

i  =a  constant  depending  on  the  style  of  winding  used. 

For  a  concentrated  winding,  that  is,  one  with  one  group 
\  of  conductors  per  pole-piece  per  phase,  A  =  1.      For  a  uni- 
formly   distributed    two-phase    winding,    ^=,90.       For    a 
I  uniformly  distributed    three-phase  winding,  -t=.95.     (See 
Art.  4090.)      If  the  winding  is  only  partially  distributed^ 
I  the  value  of  k  will  lie  between  the  values  given  above  and  1. 


A 
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It  will  be  noticed  that  for  a  given  value  of  the  flux,  fre- 
quency, and  number  of  vdlts  applied,  the  number  of  turns 
required  for  a  distributed  winding  is  but  slightly  less  than 
that  required  for  a  concentrated  winding,  the  difference 
being  about  lOj^  for  a  two-phase  motor  and  5^  for  a  three 
phase.  The  distributed  windings  are  preferred,  because  with 
them  there  is  less  magnetic  leakage  between  the  primary 
and  secondary,  and  the  action  of  the  motor  is  also  more 
uniform.  Generally,  the  primary  slots  occupy  about  one-half 
the  circumference  of  the  primary  core,  as  this  arrangement 
allows  a  fair  amount  of  space  for  the  windings  without 
forcing  the  density  in  the  teeth  too  high. 

4243.  The  cross-section  of  the  conductor  used  for  the 
primary  winding  is  determined  by  the  full-load  current  which 
the  motor  takes  in  each  phase.  The  relation  of  this  current 
to  the  full-load  current  taken  from  the  mains  will,  of  course, 
depend  upon  the  way  in  which  the  different  phases  are  con- 
nected up.  At  least  600  circular  mils  per  ampere  should  be 
allowed  in  the  primary  conductor.  The  primary  is  usually 
stationary,  and  can  not,  therefore,  radiate  its  heat  as  readily 
as  if  it  were  revolving.  For  this  reason,  the  current  den- 
sity should  be  kept  as  low  as  possible  without  making  the 
space  occupied  by  the  windings  too  large.  Induction-motor 
fields  usually  present  quite  a  large  radiating  surface,  and 
are,  moreover,  generally  supplied  with  air-ducts,  a  draft 
through  which  is  caused  by  the  armature.  If  it  were  not 
for  this,  the  allowance  per  ampere  would  have  to  be  consider- 
ably more,  but  usually  the  allowance  is  between  600  and  800. 

4244.  The  primary  winding  may  be  made  up  of  bars 
or  coils,  depending  upon  the  voltage  at  wliich  the  machine 
is  to  operate,  coils  being  used  on  most  machines  of  moderate 
size.  These  are  arranged  in  the  same  way  as  has  already 
been  described  for  two  and  three  phase  armatures,  and  what 
has  been  said  as  regards  the  insulation,  etc.,  of  such  arma- 
tures applies  also  to  induction-motor  primaries.  The  pri- 
mary winding  is  very  often  arranged  in  two  layers,  coils  of 
the  shape  shown  in  Fig.  1608  being  used. 
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SBCONDARV  WINDING. 

4246<     The  number  of  conductors  used  for  the  secondary 
f  winding  is  largely  a  matler  of  choice.     The  motor  may  be 
f  built  with  any  ratio  of  transformation,   that  is,  with  any 
io  of  primary  to  secondary  conductors,  and  work  well.    It 
t  is  desirable,  however,  to  make  the  resistance  of  the  second- 
I  ary  low,   and   to  get  as  large  a  cross-section  of  copper  as 
possible  into  the  slots.     For  this  reason,  it  is  usual  to  pro- 
,   Tide  the  secondary  with  only  one  or  two  bars  to  each  slot, 
the  space  taken  up  by  insulation   being  thus  reduced  to  a 
'  minimum.      The  bars  used  are  generally  rectangular  in  sec- 
tion, though  in  some  machines  round  bars  have  been  used. 

4246*  The  secondary  conductors  are  in  many  cases 
grouped  into  a  regular  two  or  three  phase  bar  winding 
similar  to  that  shown  in  Fig.  1594,  the  winding  generally 
being  in  two  layers.  It  is  necessary  to  use  a  wound  second- 
ary of  this  kind  when  it  is  desired  to  insert  resistance  in 
series  with  the  secondary,  either  for  the  purpose  of  securing 
a  good  starting  torque  or  regulating  the  speed.  When  this 
is  done,  the  winding  is  connected  up  according  to  the  Y 
method,  and  the  three  terminals  brought  to  collector  rin; 
I  as  shown  in  Fig.  1678. 
I  The  three  phases  ^  „  ^  ,, 
and   p^    are     thus     con-  /i 

nected   to   the  three  re-      / ,^^l\ 
\  sistances  r„  r„  and  r, 
I  shown.     When   the   ; 
f  tor  is  being  started,  the 
,  phases  are  connected   to 
I  the   points  a,   b,   and   e. 

\  and     the     resistance      is  f,o.  ,5;b 

[-gradually  cut  out  as  the  motor  runs  up  to  speed.  When 
*  the  resistance  is  all  cut  out,  the  phases  are  practically 
I  ■hort-circuited,  as  shown  by  the  dotted  lines.  In  case  the 
■  resistance  is  used  for  starting  only,  and  not  for  regulating 
I  the  speed,  the  resistances  may  be  mounted  within  the  arma- 
I  ture  spider  and  cut  out  by  a  special  switch,  thus  avoiding 
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the  use  of  collector  rings.  In  all  cases,  however,  where  it  Is 
desired  to  regulate  the  speed  by  the  insertion  of  resistance 
in  the  secondary  circuit,  collector  rings  are  necessary. 

4247.  When  it  is  not  desired  to  insert  resistance  in  the 
secondary  circuit,  a  plain  squirrel-cage  winding  may  be  used, 
such  as  is  shown  in  Fig.  1571,  of  the  section  on  Theory  of 
Alternating-Current  Apparatus.  There  is  in  this  case  only 
one  bar  in  each  slot,  all  of  them  being  connected  by  cop- 
per short-circuiting  rings  at  each  end  of  the  armature.  In 
starting  up  a  motor  with  a  squirrel-cage  secondary,  the  pri- 
mary voltage  should  be  cut  down  by  means  of  resistance  or 
otherwise,  so  as  to  prevent  a  heavy  rush  of  current.  The 
insertion  of  resistance  in  the  primary  has  the  effect  of 
cutting  down  the  starting  torque,  so  that  in  cases  where  a 
very  strong  starting  torque  is  desired,  it  is  best  to  insert 
,  the  resistance  in  the  secondary.  The  squirrel-cage  con- 
struction gives  a  durable  and  efficient  armature,  because 
the  winding  is  extremely  simple,  and  the  end  connections 
between  the  bars  are  of  very  low  resistance.  Since  the 
voltage  generated  in  an  induction-motor  secondary  is  very 
low,  the  insulation  between  the  bars  and  core  need  not  be 
very  heavy,  as  the  danger  of  burn-outs  is  almost  nil  and 
short-circuits  do  not  count  for  anything,  because  the  bars 
are  short-circuited  anyway  by  the  end  connecting  rings. 
Usually  the  number  of  slots  in  the  secondary  is  different 
from  the  number  in  the  primary,  though  this  is  not  abso- 
lutely necessary.  The  use  of  a  different  number  of  slots 
tends  to  avoid  any  dead  points  at  starting,  and  prevents 
the  motor  from  acting  merely  as  a  static  transformer  with 
a  short-circuited  secondary.  The  lower  the  resistance  of 
the  secondary,  the  lower  will  be  the  voltage  which  must  be 
generated  in  it  to  set  up  a  given  current.  The  voltage 
generated  depends  upon  the  slip  between  the  armature  and 
field;  consequently  for  a  given  load  and  corresponding 
secondary  current,  the  slip  will  be  smaller  the  lower  the 
armature  resistance,  other  things  being  equal.  It  follows, 
therefore,  that  machines  with  low-resistance  armatures  will 
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give  better  speed  regulation  tiian  those  in  whicii  ths  arma- 
ture resistance  is  high.  This  corresponds  to  the  action  of 
continuous-current  motors;  the  lower  the  armature  resist- 
ance of  a  shunt-wound  motor,  the  better  will  be  its  speed 
regulation.  

POWER  FACTOR. 
424S.     It  is   important   that   the   power   factor  of  an 

induction  motor  be  high,  otherwise  it  will  take  an  excessive 
amount  of  current  for  a  given  amount  of  power  delivered, 
on  account  of  the  angle  of  lag  between  the  current  and 
E.  M.  F,  In  order  that  the  power  factor  may  be  high  when 
the  mator  is  loaded,  the  magnetic  leakage  and  consequent 
inductance  must  be  kept  low.  This  may  be  done  by  using 
a  small  air-gap,  subdivitled  windings,  and  slots  which  are 
partially  opened  at  the  top.  The  power  factor  of  a  motor 
at  full  load  will  depend  somewhat  upon  its  size;  motors 
from  10  to  20  H.  P.  should  have  a  full-load  power  factor  of 
about  .85. 

LENGTH  OF  AIR-GAP. 
4249.     The  current  necessary  to   set  up  the  magnetic 

flux  through  the  field  will  be  largely  dependent  upon  the 
length  of  air-gap  between  the  primary  and  secondary, 
because  this  constitutes  by  far  the  greater  part  of  the  reluc- 
tance of  the  magnetic  circuit.  In  a  transformer  it  is  not 
necessary  to  have  any  air-gap  in  the  magnetic  circuit,  hence 
the  magnetizing  current  can  be  made  quite  small.  In  an 
induction  motor,  however,  an  air-gap  is  unavoidable,  and 
all  that  can  be  done  is  to  reduce  this  to  the  smallest  possible 
amount.  The  air-gap  between  the  field  and  armature  of 
induction  motors  is  therefore  made  as  small  as  the  necessary 
mechanical  clearance  will  permit.  For  small  motors  the 
single  air-gap  may  not  be  more  than  ^  in.  For  larger 
machines  it  would  be  somewhat  greater  than  this,  on  account 
of  the  difficulty  of  centering  large  armatures  exactly,  jiid 
to  prevent  the  armature  touching  the  field  in  case  the  bear- 
ings should  wear  slightly.  The  air-gap  in  machines  frora 
10  H.  P.  up  to  50  H.  P.  may  be  from  -^  in.  to  ^  iq. 
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DESIGN  OF  lO  H.  P.  MOTOR. 
4250.  In  order  to  illustrate  the  design  of  a  simple 
induction  motor,  we  will  take  an  example  and  make  the 
calculations  required  for  the  windings  and  core.  Many  of 
the  mechanical  details  are  similar  to  those  which  have 
already  been  described  for  alternators,  so  that  they  need 
not  be  taken  up  in  detail;  those  parts  which  differ  mate- 
rially will  be  described  as  the  design  is  worked  out.  We 
will  take  for  an  example  a  10-horsepower  three-phase  motor 
with  stationary  primary  an^  revolving  secondary.  The 
primary  will  be  provided  with  a  distributed  winding  placed 
in  slots,  the  secondary  being  provided  with  a  squirrel-cage 
winding.     We  will  suppose  that  the  following  quantities  are 

given : 

Output  at  pulley,  10  horsepower; 

Line  voltage,  230  volts; 

Frequency,  GO  cycles  per  second ; 

Power  factor  at  full  load,  .85; 

Commercial  efficiency  at  full  load  about  855<. 


FULL-LOAD  CURRENT  IN  PRIMARY. 

4251.     The  output  is  to  be  10  H.  P.  or  10  X  746  =  7,460 
watts  =  IV.     The  actual  power  to  be  delivered  to  the  motor 

7  4.fiO 

at  full  load  will  therefore  be  ^^^  =  8,776  watts  =  IV\ 

.oo 

The   true   watts    delivered  to  the   motor  at  full  load  is 

equal  to  the  product  of  the   volts  and  amperes  into   the 

power  factor  cos  ^,  where  ^  is  the  angle  of  lag  between  the 

current  and  E.  M.  F.     We  have  then     ^^ftr- 

true  watts       n^i v 

apparent  watts  = ^ — ;  -^l^\70^) 

cos  ^  =  .85  in  this  case;  hence  we  havo"' 

8  776 
apparent  watts  =    *    ^    =  10^4  =  IV". 

.00  : 

For   a   three-phase   motor   we   have,    by   formula  852f 

Theory  of  Alternating-Current  Apparatus, 
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where  E  is  the  voltage  between  the  lines  and  C  the  cuirent 
in  each  line;  hence, 

10,324  =C'x  220  X  4/3. 

7.         10,324         ^„  ,  , 

6  = -^  =  27.1  amperes,  nearly. 

220x4/3 

The  full-load  current  in  the  line  will  therefore  be  27.1 

amperes,  and  the  current  in  each  phase   will  also  be  27.1 

amperes  if  we  adopt  a  Y  winding  for  the  primary.     If  we 

27  1 
used  a  A  winding,  the  current  ia  each  phase  would  be  —^  = 

4/3 
15.7  amperes,  nearly. 

4252.  Since  the  current  in  each  phase  is  compara- 
tively small,  we  will  use  the  Y  method  of  connection  for  the 
primary  winding.  The  current  in  the  primary  conductor 
will  therefore  be  27.1  amperes.  Allowing  G50  circular  mils 
per  ampere,  we  get 

27.1  X  050  =  17,615  circular  mils. 

This  is  the  approximate  cross-section  of  conductor 
required.  A  No.  8  B.  &  S.  wire  has  a  cross-section  of 
16,510  circular  mils,  so  we  will  use  it  for  the  winding. 
The  insulated  diameter  of  this  wire  will  be  about  .144  in. 


PCRlPHBttAL  SPEWED  AND  DIAMBTBR  OF  ARMATURK. 

4253.  If  the  speed  of  rotation  and  the  frequency  are 
fixed,  the  number  of  poles  for  which  the  field  must  be  wound 
is  at  once  determined;  or,  if  the  number  of  poles  and  fre- 
quency be  fixed,  the  speed  of  rotation  at  no  load  at  once 
follows,  because  at  no  load  the  speed  of  the  armature  is 
almost  exactly  equal  to  that  of  the  revolving  field,  the  slip 
being  very  small.     If  we  wind  the  field  so  as  to  have  6  poles, 

the  speed  at  no  load  will  be  very  nearly  s  =    --,--^-- ^ —  = 

^  ■  ''  pairs  ot  poles 

V  =  20  revolutions  per  second,  or  1,200  revolutions  per  min- 
ute. If  the  field  were  wound  for  8  poles,  the  speed  would  be 
900  revolutions  per  minute     As  this  motor  is  not  of  very  large 

M.  E.    JV.—50 
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size,  1,200  revolutions  per  minute  will  be  a  fair  speed  for  it. 
If  we  used  the  8-pole  arrangement,  we  would  obtain  a  lower 
speed,  but  the  motor  would  be  larger  and  more  expensive, 
we  will  therefore  adopt  the  6-pole,  1,200-re volution  arrange- 
ment. As  the  output  of  induction  motors  is  increased,  it  is 
usual  to  increase  the  number  of  poles  also,  so  as  to  lower  the 
speed. 

4254.  Induction  motors  are  run  at  moderately  high 
peripheral  speeds,  usually  lying  between  3,000  and  5,000 
feet  per  minute.  For  a  motor  of  the  size  under  considera- 
tion, 4,000  feet  per  minute  will  be  a  fair  value.  The  outside 
diameter  of  the  armature  will  therefore  be 

,  _  peripheral  speed  X  12  _  4,000  Xj^  __  ..^  ^  • 
^  "  R.  P.  M.  X  r  -  1^200  X^  ~      ^^  ^"' 

(See  Art.  4127.) 

We  will  therefore  adopt  12f  in.  as  the  outside  diameter  of 
the  armature.  The  circumference  of  the  armature  will  be 
about  40  in.  The  inside  diameter  of  the  field  will  be  equal 
to  the  outside  diameter  of  the  armature  plus  the  air-gap 
required  for  mechanical  clearance.  For  an  armature  of 
this  diameter  -^f  in.  on  each  side  should  be  sufficient,  so  that 
the  inside  diameter  of  the  field  will  be  12.75  +  -^  =  12f  J  in. 
The  inside  circumference  of  the  field  will  be  about  40.3  in. 


PRIMARY  ^VINDING. 

4255.  We  will  use  a  primary  winding  which  is  sub- 
divided. If  the  winding  is  subdivided  to  a  large  extent,  a 
large  number  of  slots  vill  be  required  to  accommodate  it. 
It  is  usually  sufficient,  hv')wcver,  for  motors  ranging  from  10 
to  100  H.  P.  to  use  from  2  to  4  coils  per  pole  per  phase,  and 
for  the  ])iesent  case  we  will  take  3  coils  per  pole  per  phase 
as  a  trial  arrangement.  The  winding  will  be  arranged  in 
two  layers;  hence  there  will  be  as  many  siots  as  coiis.  ih? 
number  of  slots  will  theret(Me  be 

3  X  6  X  ?  -  64 
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We  will  make  the  space  along  the  circumference  occupied 
by  the  teeth  and  slots  about  equal,  so  that  the  approximate 
width  of  the  primary  slot  will  be 

If  we  place  2  No,  8  wires  side  by  side  in  the  slot,  they  will 
take  up  3  X  .144  =  .388  in.,  and  if  the  slot  were  made,  say, 
f  in.  (.375)  wide,  we  would  have  87  mils  left  for  insulation,  or 
43^  mils  on  each  side.  This  amount  of  insulation  would  be 
rather  light  for  a  220-volt  machine,  so  we  will  increase  the 
width  of  the  slot  by  ^"y  in.,  making  it  .400,  or  ^  in,  wide.  This 
will  allow  G5  mils  on  each  side  for  insulation,  which  should 
be  quite  sufficient  for  a  230-voIt  machine.  The  total  space 
taken  up  around  the  circumference  will  then  be  54  X  ,406  = 
21.93  in.,  leaving  18.38  in.  to  be  occupied  by  the  teeth  at 
the  circumference.     The  circumferential  width  of  the  tooth 

will  therefore  be  ■  .    ■  =  .34  in.,  nearly.     The  actual  width 

of  the  tooth  at  the  circumference  may  be  made  a  little  wider 
than  this,  so  long  as  sufficient  room  is  left  between  the  teeth 
to  slip  in  the  coils.  The  width  of  the  slot  and  tooth  at  the 
circumference  will  be  as  shown  in  Fig.  1679. 

4256.  We  must  now  make  a  trial  selection  for  the 
number  of  conductors  to  be  placed 
in  a  slot.  The  depth  of  the  slots  in 
the  primary  is  usually  from  2  to  3 
times  their  width.  It  is  not  well 
to  make  them  much  deeper  than 
this,  as  it  removes  the  bottom  con- 
ductors too  far  from  the  surface 
of  the  field.  We  will  try  an  ar- 
rangement of  6  turns  per  coil,  or 
12  conductors  per  slot.  The  slot 
will  then  be  arranged  as  shown  in 
Fig.  1679,  the  conductors  being  in-  Pio.  imo. 

sulated  by  taping  around  the  coil,  as  well  as  by  the  trough  in 
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the  slot.  Allowing  ^  in.  for  the  space  taken  up  by  the 
wedge,  we  find  that  the  total  depth  of  slot  must  be  about 
IJ  in.,  as  shown  in  the  figure. 


MAGNETIC  FLUX   IN  POLES. 

4257.  By  the  magnetic  flux  /Vis  meant  the  total  max- 
imum number  of  lines  which  flow  from  one  pole-piece.  The 
pole-pieces  of  an  induction  motor  are  not  sharply  defined 
like  those  of  an  alternator  field,  but  gradually  merge  from 
one  into  the  other. 

Fig.  1080  will  help  to  convey  an  idea  as  to  the  way  in 
which  the  flux  is  distributed  around  the  face  of  an  induction- 
motor  field.    The  inner  circle  represents  the  face  of  the  field, 
which  for  the  present 
will  be  considered  as 
unbroken     by    slots. 
If  a  current  be  sent 
through    the     wind- 
ings,   six    poles   will 
t  be  formed,  as  shown, 
i  and  these  poles  will 
I  be  continually  shift- 
;  around  the  ring. 
We  will  consider  the 
instant  when  the  cen- 
ters of  the  poles  are 
at  the  points  marked 
N,  S.    The  magnetic 
density     is    greatest 
'"*■  "*"  opposite   the   center 

of  ihc  pole,  and  may  be  represented  by  the  arrow  misdirected 
ouiwards  from  a  south  i"ile,  or  a'  b'  directed  inwards  from 
a  north  pole.  As  we  move  towards  either  side  of  the  center 
of  a  polk.',  Uic  field  intensity  diminishes  until  it  becomes  zero 
at  the  iiuinl  midway  between  the  poles,  and  begins  to  increase 
again  in  the  opposite  directiim.  This  variation  in  the  mag- 
netic density  at  the  various  points  of  the  pole  face  is  repre- 
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sented  quite  closely  by  a  sine  curve,  and  if  the  line  a  b  repre* 

sents  the  maximum  value  of  the  density,  the  average  value 

2  2 

of  the  density  will  be  ^  ^  X—  (av.  value  =  max.  value  X — ). 

TZ  TZ 

Hence,  if  B  represents  the  maximum  value  of  the  density, 

B  X—  will  be  the  average  density.     Now  the  total  flux  N 

when  at  its  maximum  value  is  equal  to  the  area  of  the  pole 
face  multiplied  by  the  average  value  of  the  density;  or 

2 

N=i  arc  ef  X  length  of  field  parallel  to  shaft  X  B  X  — .  (703.) 

^,  -      r  X  diameter  of  field 

The  arc  ^/= ; 

number  of  poles 

,  --      TT  X  diam.  of  field      ,        .,     r  ^  ,j       »      ^ 

hence,  iV  =  — =r^^ ^ : X  length  of  field  X  B  X—; 

No.  of  poles  TT 

or  we  may  write,  for  the  length  of  field  parallel  to  the  shaft, 


where 


N •=.  the  flux  from  one  pole; 

2/  =  number  of  poles  (/  =  No.  of  pairs  of  poles); 
df=  inside  diameter  of  field; 
B  =  magnetic  density  in  the  air-gap  (maximum). 

Hence,  from  this  formula  we  can  obtain  the  length  of  the 
field  parallel  to  the  shaft  when  we  know  the  value  of  N 
and  have  decided  upon  the  air-gap  density  to  be  used.  The 
other  quantities  in  the  equation  are  already  known.  We  can 
obtain  the  value  of  the  flux  from  the  formula 

We  will  take  ^  =  .05,  as  the  winding  is  nearly  uniformly 
distributed.  There  are  18  coils  in  each  phase,  with  6  turns 
each,  so  that  the  number  of  turns  T  in  series  per  phase  is  108, 
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The  voltage  generated  in  each  phase  will  be,  neglecting  the 
resistance  drop,  —=  =  127  volts,  because  the  armature  is 

Y  connected.     We  have  then 

4.44  XiVx  108  X  60  X   95 


127  = 


10" 


or  N^  -rrr  -\^L^  ^?I rr^  =  464, 700  lines. 

4.44  X  108  X  60  X  .95  ' 

4258.  The  magnetic  density  in  the  air-gap  should  not 

be  forced  too  high,  or  a  large  magnetizing  current  will  be 

required  to  set  up  the  flux.     From  20,000  to  30,000  lines  per 

square  inch   may  be  taken  as   fair  values   for  the  air-gap 

density.    The  density  at  the  top  of  the  teeth  would  of  course 

be  more  than  this.     We  will  take  20,000  lines  per  square 

inch  \xi  this  case.      Applying  formula  704,  we  have  for 

the  length  of  the  core  parallel  to  the  shaft,  the  field  diameter 

being  ^  in., 

,      464,700  X  6  X  32       ^  .^  . 

'=2X411  X  20,000  =  ^-^^'"- 

The  length  of  the  iron  part  parallel  to  the  shaft  should 
therefore  be,  say,  5^*^  in.,  in  order  that  the  air-gap  density 
shall  not  exceed  20,000  lines  per  square  inch.  The  length  of 
core  over  all  will  be  somewhat  greater  than  this,  owing  to 
the  space  taken  up  by  insulation  between  the  disks  and  air- 
ducts  if  the  latter  are  used.  We  will  allow  f  in.  for  an 
air-duct  in  the  center  of  the  core,  and  \  in.  for  the  space 
taken  up  by  the  insulation,  thus  making  the  spread  of  the 
laminations  over  all  ^yf^  in. 

4259.  All  the  dimensions  of  the  primary  have  now  been 
determined  except  the  depth  of  the  iron  under  the  slots, 
that  is,  the  dimension  d^^  Fig.  1679.  This  must  be  made 
such  that  there  shall  be  a  sufficient  cross-section  of  iron  to 
keep  the  magnetic  density  down  to  the  proper  amount. 
Referring  to  the  curve,  Fig.  1677,  we  find  that  a  fair  value 
for  the  magnetic  density  in  the  iron  of  a  60-cycle  motor  is 
about  30,000  lines  per  square  inch.     The  magnetic  leakage 
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in  such  a  motor  is  verv  small,  and  we  raav  take  the  flux  in 
the  field  as  rjractically  the  same  as  that  in  the  air-gap.  The 
flux  throuj^h  a  cross-section  of  the  yoke  under  the  slots  will 
Ix:  J  A',  fjecause  the  flux  from  one  pole  will  divide,  one  half 
flowing  in  one  direction  and  the  other  half  in  the  other 
direction.  The  area  of  cross-section  of  iron  in  the  yoke  will 
therefore  be 

which  j^ives  A^  =  ~^r~[:^ —  =  ^-^^  square  mches. 

The  actual  length  of  iron  parallel  to  the  shaft  is  5^^  i^-  \ 
hence  the  depth  of  iron  under  the  slots  must  be 

d^  =  -^-^  =  1.42  in. 

We  will  therefore  make  the  dimension  ^/^,  Fig.  1679, 1-iV^^- 
The  inside  diameter  is  12||^,  and  the  depth  of  the  slots 
1^  in.,  so  that  the  outside  diameter  of  the  stampings  for  the 
primary  will  be 

12IJ  +  2X  U  +  2X  lTV=187Vin. 

The  complete  dimensions  of  the  primary  are  shown  by  (^i). 
Fig.  JOHl.  A  section  through  one  of  the  primary  .slots  is 
given  at  (/^),  showing  the  air-duct  b  and  a  section  of  the 
laminiitions.  The  primary  laminations  are  provided  with  a 
koyway  k  for  holding  the  stampings  in  place  and  bringing 
the  slots  into  line.  There  will  be  54  slots  of  the  dimensions 
shown  in  Fig.  1079,  equally  spaced  around  the  inner  per- 
iphery. 

SRCONDARY  WIXDING. 

42B()*  The  design  of  the  secondary  follows  largely  from 
t  hat  of  t  he  ])riniary.  The  outside  diameter  is  already  known, 
and  tlic  liMiglh  of  the  secondary  core  over  all  parallel  to  the 
shaft  will  be  iho  same  as  the  length  of  the  primary,  6^^  ^^' 
We  will  provide  the  secondary  with  a  squirrel-cage  winding, 
although  a  secondary  with  a  regular  three  phase  Y  winding 
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might  be  used  if  it  were  desired  to  insert  resistance  in  series 
when  starting.  We  will  also  use  a  different  number  of  slots 
for  the  secondary,  in  order  to  avoid  dead  points  when  start- 
ing. We  will  take,  say,  72  slots  for  the  secondary  winding, 
or  4  bars  per  pole  per  phase.  This  will  give  24  bars  to  each 
phase,  all  the  bars  being  connected  in  multiple  by  the  short- 
circuiting  rings  at  the  ends  of  the  armature. 


CONDUCTORS  AND  CORE. 

4261.  The  current  in  the  secondary  at  full  load  will 
depend  upon  the  primary  current  and  the  ratio  of  the 
primary  and  secondary  turns.  The  secondary  current  will 
be  given  close  enough  for  practical  purposes  by  the  follow- 
ing formula: 

C.  =  ^,  (705.) 

where  C,  =  secondary  current; 
C;=  primary  current; 

r  =  ratio  of  primary  to  secondary  conductors; 
k  =  power  factor. 

We  will  assume  the  power  factor  k  of  the  secondary  to 
be  .95,  which  will  not  be  far  fro'm  the  truth,  because  the 
secondary  inductance  is  low,  and  the  power  factor  corre- 
spondingly high.  In  the  case  under  consideration  there  are 
on  the  primary  a  total  of  648  conductors,  or  216  in  each 
phase  connected  up  in  series.  On  the  secondary  there  is  a 
total  of  72  conductors,  or  24  to  each  phase,  all  connected  in 
parallel;  that  is,  1  conductor  in  series.  The  primary 
current  in  each  phase  is  27.1  amperes.  Hence  the  second- 
ary  current   C,  =  — '- — — =  6,161   amperes.      To   carry 

this  current,  we  have  24  conductors  in  parallel ;  hence  the 

current  in  each  of  the  secondary  bars  will  be  about  -^i~  = 

24 

256.7   amperes.      This   result    might   also   be   obtained   by 

considering    all    the    conductors.      The    current    in    each 

primary  conductor  is  27.1  amperes;  hence  the  current  in 
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each  secondary  conductor  will  be  — ^— ;r-—  =  256.7  as  be- 

^  .95  X  72 

fore.  The  bars  on  the  secondary  must  therefore  be  capa- 
ble of  carrying  256.7  amperes.  A  comparatively  large 
cross-section  per  ampere  may  be  allowed  for  these  bars, 
because  the  number  of  bars  is  not  very  great,  and  only  a 
small  space  is  required  for  insulation.  It  is  also  desirable  to 
have  the  secondary  resistance  as  low  as  possible,  as  this 
tends  to  reduce  the  slip  and  make  the  motor  give  better 
speed  regulation.  We  will  therefore  allow,  say,  800  circular 
mils  per  ampere  in  the  secondary  bars.  This  gives  for  the 
cross-section 

256.7  X  800  =  205,360  circular  mils. 

In  order  to  get  at  the  dimensions  of  the  rectangular  bar 
corresponding  to  this,  we  will  have  to  reduce  the  area  to 

square  mils.     One  circular  mil  is  equal  to  —  square  mils; 

hence 

A         •               -1        205,360  X  w      ^^^  cr^c.  .1  1 

Area  m  sq.  mils  = — =  161,200  sq.  mils,  nearly. 


4262.     The  circumference  of  the  secondary  is  40  in., 
and  we  will  allow  about  one-half  of  this  to  be  taken   up  by 

the  slots.  This  makes  the  approximate 
width  of  the  secondary  slot  45  = -277  in. 
We  will  allow  but  25  mils  on  each  side  for 
slot  insulation,  as  this  should  be  quite 
sufficient  to  stand  the  voltage  generated. 
This  will  leave  227  mils  space  for  the  bar. 
We  will  therefore  make  the  secondary  bars 
225  mils  wide.  The  depth  of  bar  required 
to  give  the  cross-section  of  161,200  square 


Flo.   1682. 


mils  will  be 


161,200 
225 


=  716  mils.     The  cor- 


ners of  the  bar  will  be  rounded  slightly,  so 
we  will  make  the  bar,  say,  750  mils  or  }  inch 
deep.     The  area  will  be  slightly  increased  by  so  doing,  but 
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this  will  be  an  advantage,  as  it  will  lower  the  secondary 
resistance  a  little.  The  bars  for  the  secondary  may  be 
pushed  into  place  from  the  end,'  so  that  we  can  make  the 
slots  nearly  closed  at  the  circumference.  We  will  make 
the  total  depth  of  the  slot  \^  inch,  in  order  to  allow  room 
for  the  wooden  strip.  Fig.  1688  shows  the  dimensions  of 
the  secondary  slot  and  bar. 

4263.  We  will  work  the  iron  in  the  core  of  the  second- 
ary at  about  the  same  magnetic  density  as  that  in  the 
primary,  although,  owing  to  the  low  frequency  in  the 
secondary,  the  density  might  be  even  considerably  higher 
without  causing  any  great  amount  of  loss.  The  flux  through 
the  secondary  will  be  practically  the  same  as  that  through 
the  primary,  on  account  of  the  small  amount  of  magnetic 
leakage.  The  length  of  iron  parallel  to  the  shaft  is  the 
same  as  for  the  primary,  so  we  will  make  the  depth  of  iron 
under  the  slots  the  same  as  before,  namely,  1-^  in.     The 


1 

c 

[[Z:!  :.;.iT 

inside  diameter  of  the  secondary  will  then  be  13J  —  2  X  -J-f 
—  2  X  l^V  =  8  in.    The  complete  dimensions  of  the  secondary 
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core  are  given  in  Fig.  1G81,  there  being  72  equally  spaced 
slots  of  the  dimensions  shown  in  Fig.  1682. 

4264.  The  end  connections  between  the  bars  where 
they  project  from  the  core  C  will  be  made  by  means  of  the 
copper  ring  r,  Fig.  1G83  {a)  and  {b).  This  ring  should  be 
very  thoroughly  connected  to  the  bars,  because  the  current 
flowing  through  the  junctions  between  the  bars  and  ring  is 
large,  and  local  heating  will  result  if  the  electrical  connec- 
tion is  not  well  made.  In  large  machines,  the  heavy  arma- 
ture bars  are  usually  well  bolted  to  the  short-circuiting 
rings,  but  for  a  machine  of  small  size,  like  the  one  under 
consideration,  the  bars  a,  a  may  be  notched,  as  shown,  and 
the  ring  r  thoroughly  sweated  in. 


HEAT  LOSSES. 

4265.  The  principal  dimensions  have  now  been  deter- 
mined, and  it  remains  to  be  seen  whether  the  motor  will 
deliver  its  rated  output  without  overheating.  In  order  to 
do  this,  we  will  make  an  approximate  estimate  of  the  C*  R 
losses.  The  C* R  loss  in  the  secondary  may  be  determined 
approximately  as  follows:  The  cross-section  of  each  arma- 
ture bar  as  finally  adopted  will  be  about  214,900  circular 
mils.  The  bars  should  project  a  short  distance  out  of  the 
slots,  so  we  will  call  the  length  of  each  bar  about  8^*^  in. 
The  resistance  of  each  bar  will  then  be,  by  formula  682, 

^      Lx  11.5        8W  X  11.5  ^^^^o«,    1. 

R  =  — =  T^— rrr^.-T7T  =  .000037  ohm,  nearly. 

m  12  X  214,000  *  ^ 

Note.— The  length  L  being  here  expressed  in  inches,  it  is  necessary 
to  divide  by  12. 

The  O  R  loss  in  each  bar  will  be 

(256.7)'  X  .000037, 

and  the  total  C?  R  loss  in  the  armature  will  be  (256.7)*  X 
.000037  X  72  =  175  watts.  There  will  also  be  a  certain 
amount  of  loss  in  the   short-circuiting   rings   and   at   the 
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joints,  but  the  total  C  R  loss  will  probably  not  exceed  200 
watts.  The  outside  cylindrical  surface  of  the  armature  is 
40  X  tt^  =  252.5  square  inches,  which  gives  a  surface  of 
considerably  over  1  square  inch  per  watt  C^  R  loss.  The 
core  losses  in  the  secondary  will  be  very  small,  so  that  the 
secondary  will  carry  its  load  without  any  danger  of  over- 
heating. 

4266*     In  order  to  estimate  the  C*  R  loss  in  the  pri- 
mary at  full  load,  we  must  first  determine  the  length  of  a 


primary  turn.  This  involves  a  consideration  of  the  pri- 
mary winding.  There  are  in  all  54  coils  and  54  slots,  the 
coils  being  arranged  in  two  layers.  There  are  six  poles,  so 
that  if  one  side  of  a  coil  lies  in  the  top  of  slot  No.  3,  the 
other  side  will  lie  in  the  bottom  of  slot  No.  }0,  as  shown  in 
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the  winding  diagram,  Fig.  1685.  The  coil  will  then  span 
over  -^y  of  the  circumference  of  the  field  as  shown  in 
Fig.  1684.  This  figure  represents  two  coils  of  the  field 
winding  in  place,  the  inner  face  of  the  field  being  developed 
out  flat.  When  the  coils  are  in  place,  the  ends  a^  a  and  ^,  b 
will  project  out  past  the  core,  forming  a  cylindrical  winding. 
The  ends  of  the  coils  are  arranged  on  such  a  slant  that  they 
will  fit  in  as  shown  without  crowding.  From  this  layout  of 
the  coils,  the  length  of  an  average  turn  can  be  obtained,  and 
in  the  present  case  it  is  found  to  be  about  3  feet.  There 
are  18  coils  in  series  per  phase  and  6  turns  per  coil,  making 
a  total  of  108  turns.  The  resistance  per  phase  will  there- 
fore be 

„      108  X  3  X  11.5        .^    , 
^  = 16:510 =  -2^^hm. 

The  C*  7?  loss  per  phase  will  then  be  (27.1)'  X  .22  =  161.5 
watts,  and  the  total  C^  R  loss  in  the  field  will  be  161.5  X  3  = 
484.5  watts.  The  exposed  cylindrical  surface  of  the  field 
core  alone  is  18^V  X  ^  X  6-^*^-  =  361  square  inches.  The  sur- 
face exposed  by  the  projecting  windings  will  be  approxi- 
mately 200  square  inches,  so  that  there  is  an  eflFective 
radiating  surface  of  561  square  inches  for  getting  rid  of  the 
heat  developed  in  the  primary,  witliout  counting  the  radi- 
ating surface  which  would  be  provided,  to  a  certain  extent, 
by  the  frame  of.  the  machine  in  contact  with  the  field.  The 
radiating  surface  as  a  whole,  therefore,  should  be  sufficient 
to  get  rid  of  the  losses  without  an  undue  rise  in  tempera- 
ture,  especially  as  the  hysteresis  loss  in  the  primary  core 
would  not  be  as  large  as  the  6 '/v  losses,  the  density  being 
low  and  the  volume  of  iron  comparatively  small. 


FIKLD    WINDING    AXD    COXXECTIONS. 

4267,     Fig.  KISo  shows  the  arrangement  of  the  primary 

or  field  winding,  one  phase  being  drawn  in  complete.  The 
gr(ni])s  of  (M)n(luctors  for  the  other  two  phases  are  indicated 
by  the  light  and  dotted  lines,  the  connections  between  them 


If 
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being  made  in  the  same  way  as  those  for  the  phase  drawn  in. 
The  rules  governing  the  connecting  up  of  such  a  winding 
have  already  been  explained  in  connection  with  polyphase- 
alternator  armatures.  Each  of  the  heavy  outlined  figures 
represents  a  field  coil  of  G  turns;  the  lighter  lines  (two  to 
each  coil)  projecting  from  the  inner  point  of  the  coils  repre- 
sent the  terminals  of  the  coils.  There  are  54  slots,  or  9  slots 
corresponding  to  each  pole;  hence  the  E.  M.  F.'s  in  all 
the  conductors  in  the  9  slots  under  any  one  pole  will  be 
in  the  same  direction,  as  shown  by  the  arrow-heads.  For 
example,  the  E.  M.  F.'s  in  the  conductors  in  slots  t,  8^  P, 
10^  11^  12^  13,  IJf.,  15  will  all  be  in  one  direction,  say  directed 
from  the  front  to  the  back,  while  those  in  slots  16 ^  17,  18, 
19,  20,  21,  22,  23,  and  2^  will  have  their  E.  M.  F/s  in  the 
opposite  direction,  corresponding  to  a  pole  of  opposite  polar- 
ity. The  18  coils  shown  belonging  to  one  phase  must  all  be 
connected  in  series,  so  that  the  E.  M.  F.'s  in  the  conductors 
in  the  different  slots  belonging  to  this  phase  will  be  summed 
up.  Suppose  we  start  with  the  terminal  7",;  we  will  pass 
6  times  around  the  coil,  bridging  from  slot  i6  to  slot  1,  in 
agreement  with  the  arrow-heads,  and  come  out  at  /;  we  will 
connect  /  to  /'  and  go  G  times  around  the  next  coil,  finally 
coming  to  x  and  completing  the  connections  of  that  group 
of  3  coils.  We  then  pass  on  to  the  next  group  of  3  con- 
necting ^  to  ^  (so  as  to  agree  with  the  arrows),  and  so  on 
around  the  field  till  the  whole  18  coils  are  connected  in 
series,  finally  coming  to  7",.  We  will  connect  7,  to  the 
common  connection  of  the  Y  winding,  7,  being  then  one  of 
the  terminals  of  the  motor  which  is  connected  to  the  line. 
The  other  two  phases  are  connected  up  in  exactly  the  same 
way,  the  connections  between  the  terminals  of  the  different 
phases  and  the  common  junction  being  made  according  to 
the  rules  given  in  the  section  on  Theory  of  Alternating- 
Current  Apparatus.  This  winding  could  also  be  connected 
up  A,  the  only  difference  being  in  the  connections  of  the 
phase  terminals  with  each  other  and  with  the  terminals  of 
the  machine. 
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MECHANICAL   CONSTRUCTION. 


ARMATURE. 

4268*  The  armature  core  is  built  up  in  almost  exactly 
the  same  way  as  cores  for  alternator  or  continuous-current 
armatures,  the  disks  being  mounted  on  a  spider  and  clamped 
together  by  means  of  end  flanges  drawn  up  and  held  in  place 
by  cap-screws  or  bolts.  If  a  wound  secondary  is  used,  it  is 
customary  to  provide  the  spider  with  projecting  flanges  for 
supporting  the  winding,  as  already  explained  for  alternator 
armatures  with  distributed  windings.  Where  the  squirrel- 
cage  construction  is  used,  no  supports  are  necessary,  the 
bars  and  short-circuiting  ring  being  stiff  enough  to  hold 
themselves  in  place. 

SHAFT. 

4269.  Shafts  for  induction  motors  are  usually  made 
exceptionally  heavy,  considering  the  power  which  they  have 
to  transmit.  They  should,  in  general,  be  heavier  than  the 
shafts  used  for  alternators  of  corresponding  speed  and  out- 
put. The  air-gap  in  induction  motors  is  so  small  that  a  very 
stiff  shaft  is  required,  the  slightest  bending  of  the  shaft 
being  sufficient  to  either  let  the  armature  touch  the  field  or 
bring  very  heavy  magnetic  pulls  on  the  shaft,  due  to  the 
shortening  of  the  air-gap  on  one  side  and  lengthening  of  it 
on  the  other,  (icncrallv  tlic  shafts  for  these  motors  are 
shorter  than  those  recjuired  for  alternators  and  continuous- 
current  machines,  ])ecause  no  room  need  generally  be  allowed 
for  collector  rings.  Fig.  108()  shows  the  induction  motor 
which  has  been  worked  out.  This  will  give  an  idea  as  to  the 
style  of  shaft  used  for  such  machines. 

\ 
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4270.  The  arrangement  of  the  parts  of  an  induc- 
tion motor  of  this  size  will  be  understood  by  referring  to 
Fiir.  lOSC).  In  this  case  the  field  frame  forms  the  main  sup- 
porting (^asting  of  the  machine,  being  provided  with  feet  as 


1 


'I 

1 

■   I 

I 


< 


I 


CURRENT   APPARATUS. 


389S 


shown.  It  serves  the  double  purpose  of  supporting  the  field 
stampings  and  forming  a  base  for  the  machine.  In  some  of 
the  larger  sizes  of  induction  motors,  the  field  frame  is  bolted 
to  a  separate  bed  in  the  same  manner  as  shown  for  the  field 
of  the  alternator.  For  machines  of  moderate  size,  the  con- 
struction shown  in  Fig.  1686  answers  quite  well,  and  is 
cheaper  than  that  which  makes  use  of  a  separate  bed.     The 


self-oiling  bearings  are  carried  by  the  two  end  plates  k,  h, 
which  are  bolted  to  the  field  frame,  as  shown,  and  carry  the 
bearings  g,  g  and  the  shaft  f,  with  pulley  /.  These  end- 
bearing  supports  also  serve  to  protect  the  field  coils  c.  The 
conductors  in  the  field  slot  are  shown  at  d,  d,  and  i  is  a  sec- 
tion of  the  field  laminations.  The  armature  laminations  a  are 
supported  by  the  spider  e  and  held  by  the  cap  bolts  and  end 
flange  as  shown.     The  armature  bar  s  is  shown  projecting 
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from  the  slot,  the  ends  being  slotted  to  receive  the  short- 
circuiting  rings.  The  field  frame  I'  is  provided  with  a  number 
of  ribs  r,  which  are  bored  out  to  fit  the  outer  circumference 
of  the  stampings.  A  number  of  openings  o  are  cored  in  the 
frame  to  allow  ventilation.  The  terminals  of  the  field  wind- 
ing are  led  through  the  cored  openings/,/  to  the  terminals;/, 
which  are  mounted  on  the  slate  terminal  board  ;«,  from 
which  the  connections  to  the  line  are  made.  It  will  be  seen 
that,  on  the  whole,  the  construction  of  such  a  motor  is  very 
simple,  there  being  no  brushes,  brush  holders,  collector 
rings,  etc.  Fig.  1687  shows  a  perspective  view  of  an  induc- 
tion motor  of  the  same  general  type  as  the  one  worked  out. 
The  cover  on  the  bearing  is  to  allow  for  inspection  of  the 

^  oil-rings  while  the  motor  is  running,  and  some  similar  means 
tnay  be  provided  for  the  machine  just  designed.     The  main 

■  mechanical  features  of  Fig.  1G87  will  be  understood  by 
referring  to  Fig.  1686,  so  that  further  comment  is  unneces- 
■^ry. 

4271.  Two-phase  induction  motors  are  designed  in  the 
same  way  as  three-phase  machines,  the  only  essential  differ- 
ence being  in  the  arrangement  of  the  windings.  The  cal- 
culation of  two-phase  armature  windings  has  already  been 
described,  and  the  calculations  for  a  two-phase  induction- 
motor  field  are  made  in  the  same  way. 


A  SERISS 

OP 

QUESTIONS  AND   EXAMPLES 

Rblatino  to  the   Subjects 
Treated  op  in  this  Volume. 


It  will  be  noticed  that  the  Examination  Questions  that 
follow  have  been  divided  into  sections,  which  have  been 
given  the  same  numbers  as  the  Instruction  Papers  to  which 
they  refer.  No  attempt  should  be  made  to  answer  any  of 
the  questions  or  to  solve  any  of  the  examples  until  that 
portion  of  the  text  having  the  same  section  number  as  the 
section  in  which  the  questions  or  examples  occur  has  been 
carefully  studied. 


Dynamo-Electric  Machine  Design. 

(CONTINUOUS-CURRENT.) 
(ARTS.  3541-3775.) 


(1648)  On  what  account  is  a  high  speed  advisable  for 
armatures,  and  what  drawbacks  does  this  present  ? 

(1649)  What  do  you  understand  by  back  ampere-turns  f 

(1650)  Explain  the  term  **  volume  of  current." 

(1651)  What  advantage  is  derived  from  making  the 
density  very  high  in  the  teeth  of  a  slotted  armature  ? 

(1652)  In  a  4-pole  dynamo  it  is  found  that  one  of  the 
complete  magnetic  circuits  requires  4,800  ampere-turns. 
How  many  ampere-turns  must  be  provided  on  each  field 
spool  ? 

(1653)  Why  is  it  advisable  to  allow  for  slight  end  play  in 
the  armature  shaft  of  a  belt-driven  dynamo  ? 

(1654)  What  are  the  chief  factors  which  limit  the  output 
of  a  constant-potential  dynamo  ? 

(1655)  What  is,  in  general,  the  peripheral  speed  adopted 
for  armatures  ? 

(1656)  Name  the  advantages  or  disadvantages  attending 
the  use  of  short  spools  for  field-magnets. 

(1657)  Sow  do  you  express  the  cross  ampere-turns  in 
terms  of  armature  current  and  conductors  ? 

(1658)  Why  is  it  necessary,  in  general,  to  increase  the 
length  or  density  of  the  air-gap  when  increasing  the  capac- 
ity of  an  armature  ? 

(1659)  Why  is  a  constant-current  dynamo  designed  with 
a  weak  field  ? 

(1660)  (a)  If  the  number  of  turns  on  a  full  magnet  spool 
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of  a  shunt  dynamo  is  decreased  by  10  per  cent.,  what  will  be 
the  effect?  {6)  Will  it  be  necessary  to  choose  another  size 
of  wire,  in  order  to  still  get  the  proper  amount  of  ampere- 
turns  ?     (c)  Why  ? 

(1661)  In  what  way  may  an  external  characteristic  of  a 
dynamo  prove  useful  ? 

(1662)  What  material  is  generally  used  for  binding  wires, 
and  of  what  size  wire  are  they  usually  made  ? 

(1663)  Why  should  webbed  pulleys  be  used  for  small 
dynamos  ? 

(1664)  What  is  approximately  the  limiting  temperature  to 
which  it  is  safe  to  subject  an  armature  when  in  continual  use  ? 

(1665)  What  is  the  usual  limit  of  winding  depth  on  a  field- 
magnet,  and  why  is  this  limit  necessary  ? 

(1666)  When  the  field  of  a  dynamo  is  energized,  and  at 
the  same  time  a  current  flows  through  the  armature,  what 
is  the  result  on  the  lines  of  force  ,of.the  field  ? 

(1667)  How  is  it  that,  when  a  heavy  current  necessitates 
a  large  angle  of  lead,  the  demagnetizing  action  of  the  back 
ampere-turns  does  not  necessarily  produce  sparking  at  the 
brushes  ? 

(1668)  (a)  What  do  you  understand  by  armature  ampere- 
turns  ?  (d)  Express  their  value  in  terms  of  armature  con- 
ductors and  current. 

(1669)  Under  what  conditions  may  the  length  of  air-gap 
be  equal  to  one-half  the  width  of  slot  of  a  toothed  armature  ? 

(1670)  (a)  Is  any  question  of  efficiency  involved  in  the 
choice  of  the  number  of  turns  of  wire  in  shunt  field  spools  ? 
(d)  If  so,  how  ? 

(1671)  Up  to  what  limit,  approximately,  may  a  bipolar 
form  of  machine  be  economically  built  ? 

(1072)  Why  should  one  or  both  of  the  pedestals  of  a  bipo- 
lar dynamo  be  removable  ? 

(1673)  How  is  overload  to  be  considered  when  adopting 
the  designs  for  a  dynamo  ? 
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(1674)  What  is,  approximately,  the  percentage  of  loss  in 
the  field  coils  of  a  shunt  dynamo  ? 

(1675)  {a)  Do  the  cross  ampere-turns  affect  the  total 
strength  of  field  ?     (d)  Give  reasons  for  your  answer. 

(1676)  How  would  you  determine  the  electrical  efficiency 
of  a  dynamo  ? 

(1677)  What  is  the  maximum  volume  of  current  which 
may  be  taken  from  {a)  a  drum  armature  ?  {d)  a  ring  arma- 
ture ? 

(1678)  Name  some  of  the  special  applications  of  smooth- 
core  and  slotted  armatures. 

(1679)  How  is  a  magnetization  curve  used  in  determining 
the  series  ampere-turns  for  a  compound-wound  dynamo  ? 

(1680)  Why  is  the  insulation  at  the  ends  of  commutator 
bars  extended  beyond  the  edges  of  the  bars  ? 

(1681)  What  amount  of  surface  should  be  allowed  on  an 
armature  per  watt  expended  in  heating  ? 

(1682)  In  what  part  of  the  magnetic  circuit  is  the  mag- 
netomotive force  of  the  armature  ampere-turns  mostly 
expended  ? 

(1683)  (a)  What  result  would  follow  if  the  magnetomo- 
tive force  at  one  pole  tip,  due  to  the  cross  ampere-turns, 
should  become  as  great  as  the  magnetomotive  force  due  to 
the  field  ?  (b)  What  should  be  the  relation  between  the  two 
values  ? 

(1684)  What  amount  of  surface  should  be  allowed  on  field 
spools  per  watt  expended  in  heating  ? 

(1685)  What  effect  has  a  small  winding  volume  for  the 
field  coils  on  the  regulation  of  a  dynamo  ? 

(1686)  What  is  the  limiting  potential  difference  to  be 
allowed  between  succeeding  commutator  segments  of  a  con- 
stant-potential dynamo  ? 

(1687)  What  is  the  reason  for  the  use  of  laminated  pole- 
pieces  ? 

(1688)  State  Esson*s  rule  giving  the  rise  in  temperature 
of  an  armature  for  different  conditions  of  load  and  speed. 
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(1089)  At  what  points  are  found  the  greatest  magnetic 
differences  of  potential  due  to  the  armature  ampere-tums  ? 

(IGOO)  What  is  the  particular  value  of  a  high  magnetic 
density  in  the  core  of  a  ring  armature  ? 

(1691)  (a)  What  style  of  machine  is  preferable  for  use  in 
electroplating  ?     (d)  Why  ? 

(1692)  What  is  the  purpose  of  a  shunt  across  the  termi- 
nals of  the  series  winding  of  a  compound-wound  dynamo  ? 

(1693)  Why  is  it  not  good  practice  to  use  single  brushes 
on  the  commutator  at  each  terminal  ? 

(1694)  (a)  Would  it  be  possible,  under  ordinary  condi- 
tions, to  dispense  with  the  back  ampere-turns  of  the  arma- 
ture ?     {d)  Give  reasons  for  your  answer. 

(1695)  What  densities  of  lines  of  force  are  used  in  {a) 
armature  teeth  ?  (d)  armature  cores?  {c)  yokes?  (d)  mag- 
net cores  ? 

(1696)  What  is  the  rule  for  determining  the  proportions 
between  shunt  and  series  windings  for  a  compound-wound 
dynamo  ? 

(1697)  In  the  shunt  fields  of  a  certain  dynamo  the  loss  is 
3  per  cent,  of  the  total  output.  A  leakage  coefficient  of  1.25 
was  used  in  calculating  the  shunt  winding.  What  percent- 
age of  the  output  is  lost  in  leakage,  assuming  the  above 
figures  to  be  correct  ? 

(1698)  How  do  you  express  the  maximum  value  of  arma- 
ture ampere-turns  in  terms  of  volume  of  current  and  of 
number  of  field-magnet  poles  ? 

(1699)  On  what  account  are  copper-gauze  brushes  to  be 
recommended  for  use  with  dynamos  for  lighting  on  incan- 
descent circuits  ? 

(1700)  Give  a  useful  formula  for  determining  the  rise  in 
temperature  of  field  spools  when  carrying  current. 

(1701)  How  do  you  explain  the  fact  that  the  loss  due  to 
eddy  currents  in  the  pole-pieces  is  reduced  in  any  given  case 
by  increasing  the  length  of  the  air-gap  ? 
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(1702)  Explain  how  a  sloping  line  drawn  from  the  origin 
of  a  characteristic  to  any  point  on  it  will  indicate  graphically 
the  amount  of  resistance  in  the  circuit. 

(1703)  For  what  reason  is  a  footstep  of  zinc  provided  for 
the  Edison  bipolar  dynamo  ? 

(1704)  (a)  In  what  way  are  the  back  ampere-turns  of  the 
armature  neutralized  ?     (^)  How  is  their  value  determined  ? 

(1705)  What  are  the  disadvantages  of  a  slotted  form  of 
armature  ? 

(1706)  What  do  you  understand  by  the  critical  resistance 
of  an  external  circuit  supplied  with  power  from  a  dynamo  ? 

(1707)  Why  must  the  proportion  of  field  ampere-turns 
to  cross  ampere-turns  be  greater  in  the  case  of  ring  than  of 
drum  armatures  ? 

(1708)  What  current  densities  may  be  used  at  the  brush 
contact  surfaces  in  the  case  of  {a)  copper  brushes  ?  (b)  brass 
brushes  ?  (c)  carbon  brushes  ? 

(1709)  {a)  When  the  leading  pole  tip  is  weak,  necessita- 
ting the  short-circuited  coil  being  brought  close  to  the  edge 
of  the  pole-piece,  what  effect  may  be  expected  ?     (6)  Why  ? 

(1710)  To  what  is  due  the  fall  of  the  characteristic  from 
the  point  of  highest  E.  M.  F.  with  increase  of  load  ? 

(1711)  A  shunt-wound  bipolar  dynamo  is  to  be  designed, 
capable  of  furnishing  5  horsepower.  Provide  a  slotted 
armature,  allowing  for  this  work  GOO  circular  mils  per 
ampere  in  armature  conductors.  Shunt  winding  will 
absorb  about  3  per  cent,  of  output.  E.  M.  F.  at  terminals, 
230  volts.  Peripheral  velocity  of  armature,  2,000  feet  per 
minute.  Determine  size  of  armature  and  field  frame,  number 
of  lines  of  force  (using  a  leakage  coefficient  of  1.25),  size  of 
wire  for  armature  and  field  coils,  and  number  of  turns  of 
wire  in  each  case. 


MOTOR   DESIGN 

(CONTINUOUS-CURRENT.) 

(ARTS.  8776-8835.) 


(1712)  (a)  What  is  meant  by  the  counter  E.  M.  P.  of  a 
motor  ?  (6)  If  a  2-pole  motor  is  running  at  a  speed  of 
1,000  revolutions  per  minute  and  the  magnetic  flux  is 
3,000,000  lines,  what  will  be  the  counter  E.  M.  F.  generated, 
the  armature  being  provided  with  400  conductors  ? 

Ans.   (d)  200  volts. 

(1713)  Explain  why  a  shunt-wound  motor  will  run  at 
nearly  constant  speed  when  supplied  from  constant-poten- 
tial lines,  no  matter  what  load  the  motor  may  be  carrying. 

(1714)  (a)  If  a  shunt  motor  is  connected  across  220-volt 
mains  and  its  armature  has  a  resistance  of  .05  ohm,  what 
counter  E.  M.  F.  must  it  be  generating  when  the  current 
flowing  through  it  is  100  amperes  ?  (d)  What  current  would 
flow  if  the  armature  were  held  from  turning  ? 

Ans   \  ^""^  ^^^  ^'''^^^' 

( (d)   4,500  amperes. 

(1715)  Why  are  series  motors  better  adapted  for  street- 
railway  work  than  shunt  motors  ? 

(1716)  P,  Fig.  40,  represents  the  pulley  of  a  motor,  to 
which  is  clamped  a  brake.  The  arm  of  the  brake  is  2  feet  long. 
When  the  motor  is  taking  a  current  of  25  amperes,  the  spring 
balance  gives  a  reading  of  10  pounds.  The  armature  is  pro- 
vided with  300  conductors,  and  it  takes  a  constant  torque  of 
1  foot-pound  to  overcome  friction.  Calculate  {a)  the  total 
flux   from   the   field    into   the   armature;    {d)  the  average 
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propellin^j  force  exerted  on  each  conductor,  supposing  that 
f  of  the  conductors  are  under  the  poles  at  any  given  instant 


Pig.  40. 

and  that  the  diameter  of  the  armature  is  12  inches. 

j  (a)  2,393,100  lines,  approx. 
^''^'  '  (*)  .21  lb. 

(1717)  (a)  What  is  meant  by  the  commercial  efficiency 
of  a  motor  ?  (d)  If  a  motor  has  a  commercial  efficiency  of 
S5^  and  it  delivers  10  H.  P.  at  the  pulley,  what  current  will 
it  take  from  500- volt  mains?  Ans.   {d)  17.55  amp. 

(1718)  {a)  How  does  the  speed  of  a  series  motor,  oper- 
ated from  constant-potential  mains,  vary  with  the  load  ? 
(d)  Why  is  it  not  safe  to  throw  the  load  completely  off  a 
series  motor  op>erated  as  above  ? 

(1710)  How  does  strengthening  the  field  affect  the  speed 
of  a  motor  under  ordinary  conditions  ? 

(1720)  If  it  were  desired  to  design  a  shunt  motor  for  an 
output  of  20  H.  P.  when  operated  on  220  volts,  at  a  speed  of 
800  R.  F-  M.,  explain  how  you  would  find  the  capacity  (volt- 
age, current,  output,  etc.)  for  the  corresponding  dynamo, 
and  give  the  approximate  values  for  the  above  quantities. 
Take  field  loss  to  be  3^. 

.        j  Current,  79.44  amp. 

I  Voltage,  208  at  800  R.  P.  M. 

(1721)  {a)  Describe  two  methods  for  regulating  the 
speed  of  a  shunt  motor.     {6)  Which  method  is  the  more 

economical  ? 

(172"-i)  {a)  Why  is  it  necessary  to  insert  a  resistance  in 
series  with  the  armature  of  a  motor  when  starting,  in  case 
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the  motor  is  operated  on  constant- potential  mains  ?  (d)  What 
would  be  the  result  if  the  current  were  switched  on  when 
the  starting  resistance  was  all  cut  out  ? 

(1723)  A  motor  armature  is  provided  with  500  con- 
ductors and  is  placed  in  a  field  which  covers  QO^  of  the  sur- 
face. The  total  magnetic  flux  is  2,500,000  lines,  (a)  What 
will  be  the  total  torque  exerted  when  the  current  flowing  is 
20  amperes  ?     {6)  What  will  be  the  pull  on  each  conductor 

if  the  diameter  of  the  armature  is  9  inches  ? 

.         Ua)  29.25  ft. -lb. 

^""^'({d)  .26  lb. 

(1724)  (a)  What  is  wrong  with  the  motor  connections 
shown  in  Fig.  41,  and  show  how  you  would  correct  them  ? 
(d)  What  would  be  the  result 
if  an  attempt  were  made  to 
start  the  motor  under  load 
with  the  connections  as  shown  ? 

(1725)  (a)  What  is  meant 
by  the  efficiency  of  conversion 
of  a  motor  ?  (b)  If  a  motor 
generates  a  counter  E.  M.  F. 
of  100  volts  when  the  current 
flowing  in  the  armature  is 
10  amperes  and  delivers 
1  H.  P.  at  the  pulley,  what  is 
the  value  of  the  efficiency  of 
conversion?     Ans.   {b)  74.6^. 

(1726)  Describe  two 
methods  of  regulating  the 
speed  of  a  series  motor  oper- 
ated from  constant-potential 
mains. 

(1727)  How     would     you  fig.  4i. 
reverse  the  direction  of  rotation  of  a  shunt  motor  ? 

(1728)  How  may  a  motor  be  wound  to  secure  constant 
speed  regulation  ?  Show  why  this  method  secures  the 
desired  result. 
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(1729)  (a)  How  does  the  cross-magnetization  of  the 
armature  affect  the  field  of  a  motor  ?  {d)  What  is  the  effect 
of  this  cross- magnetization  as  far  as  the  non-sparking  point 
of  the  brushes  is  concerned  ? 

(1730)  (a)  What  is  the  effect  of  the  armature  back 
ampere-turns  on  the  field  of  a  motor  ?  (i)  Why  do  the  back 
ampere-turns  tend  to  keep  the  speed  constant  in  the  case 
of  a  shunt  motor  ? 

(1731)  It  is  desired  to  design  a  series  motor  for  a  full- 
load  output  of  30  H.  P.  at  800  R.  P.  M.  The  motor  is  to  be 
operated  on  500-volt  constant-potential  mains.  What  would 
be  the  current  output  and  voltage  of  the  corresponding 
dynamo  which  you  would  design  for  this  purpose,  and  what 
would  be  its  speed  at  full  load  ? 

(1732)  Why  is  cast  steel  used  almost  exclusively  for  the 
construction  of  railway-motor  field  frames  ? 

(1733)  {a)  Why  is  it  necessary  to  have  a  regulating 
device  to  secure  constant  speed  from  a  series  motor  operated 
on  a  constant-current  arc-light  circuit  ?  (i)  How  does  the 
voltage  across  the  terminals  of  such  a  motor  vary  with  the 
load  ? 

(1734)  Why  are  railway-motor  armatures  generally  pro- 
vided with  two-path  or  series-connected  windings  ? 

(1735)  How  would  you  reverse  the  direction  of  rotation 
of  a  series  motor  ? 

(1736)  Why  is  it  essential  in  the  design  of  a  good  motor 
to  make  the  field  strong  and  the  armature  reaction  as  weak 
as  possible  ? 

(1737)  Show  that  the  E.  M.  F.  generated  in  the  con- 
ductors of  a  motor  armature  is  opposed  to  the  current  flow- 
ing through  the  armature. 

(1738)  What  would  happen  if  the  field  circuit  of  a  shunt 
motor  were  broken  while  the  motor  was  in  operation  ? 

(1739)  Why  do  some  shunt  machines,  which  when  run 
as  dynamos  give  very  poor  regulation  for  constant  potential, 
run  fairly  well  as  motors  and  give  nearly  constant  speed  ? 
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(1740)  Why  should  the  field  of  a  shunt  motor  be  excited 
before  current  is  allowed  to  flow  through  the  armature  ? 

(1741)  How  would  you  cut  out  a  constant-current  motor 
from  the  circuit  on  which  it  is  operating  ? 

(1742)  Why  should  the  switch  arm  of  a  starting  rheostat 
never  be  left  on  an  intermediate  point  ? 

(1743)  (a)  What  is  meant  by  the  electrical  efficiency  of 
a  motor  ?  (6)  If  the  armature  has  a  high  resistance,  how  are 
the  speed  and  electrical  efficiency  affected  ? 

(1744)  If  the  electrical  efficiency  of  a  motor  is  90^  and 
the  efficiency  of  conversion  is  85^^,  what  is  its  commercial 
efficiency?  Ans.  .765,  or  76.5jif. 

(1745)  (a)  What  is  meant  by  the  torque  of  a  motor  ? 
(i)  Show  that,  for  a  given  value  of  the  current,  the  torque 
of  a  shunt  motor  is  independent  of  the  speed. 

(1746)  (a)  What  are  the  principal  sources  of  loss  in  a 
motor  ?     {6)  What  limits  the  output  of  a  motor  ? 

(1747)  A  motor  J/,  Fig. 
42,  is  running  on  110- volt 
constant-potential  mains. 
Suppose  the  switch  A 
connecting  the  motor 
with  the  mains  is  opened 
so  as  to  cut  off  the  supply 
current,  and  immediately 
after  the  switch  B  is 
closed  so  as  to  short-cir- 
cuit the  motor.  What 
will  be  the  result  ?  Give 
reasons  for  your  answer. 
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THEORY  OF  ALTERNATING- 
CURRENT  APPARATUS. 


(ARTS.   8836-4056.) 

(1748)  {a)  Explain  the  difference  between  an  alternating 
current  and  a  direct  current,  (d)  What  is  meant  by  the 
frequency  of  an  alternating  current  ? 

(1749)  (a)  What  is  meant  when  it  is  said  that  two  alter- 
nating currents  differ  in  phase  ?  {b)  When  are  two  currents 
in  quadrature  ?     (c)  When  are  two  currents  in  opposition  ? 

(1750)  {a)  What  is  meant  by  the  inductance  of  a  coil  or 
circuit  ?  {d)  Why  is  the  inductance  of  a  coil  increased  by 
surrounding  it  with  iron  ? 

(1751)  (a)  What  is  a  transformer  and  for  what  is  it  used  ? 
(t)  Can  a  transformer  be  used  on  a  direct-current  circuit, 
and  if  not,  why  ?  (c)  Describe  the  essential  parts  of  a 
transformer. 

(1752)  What  is  meant  by  a  three-phase  alternating-cur- 
rent system  ? 

(1753)  (a)  What  are  rotary  transformers  ?  (d)  Explain 
the  principle  of  a  simple  two-phase  two-pole  rotary  trans- 
former, and  draw  a  diagram  showing  the  armature  connec- 
tions for  the  same. 

(1754)  Would  it  be  possible  to  have  a  single-phase  rotary 
transformer,  with  a  single  armature  winding,  supplied  with 
alternating  current  at  50  volts,  and  have  this  transformed 
to  continuous  current  at  100  volts  ?  Give  reasons  for  your 
answer. 

(1755)  (a)  What  is  meant  by  the  capacity  of  a  line  or 
circuit  ?      {b)  Define    the    unit    of    capacity.      (c)  If  two 
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capacities,  one  of  20  microfarads  and  the  other  of  10  mi- 
crofarads, are  connected  in  parallel,  what  is  the  combined 
capacity  of  the  two  ? 

(1756)  A  three-phase  alternator  has  twelve  poles.  What 
must  be  the  angular  distance,  in  degrees,  which  the  three 
sets  of  coils  composing  the  armature  winding  must  be  dis- 
placed from  each  other  ?  Ans.  20°. 

(1757)  (a)  What  is  meant  by  the  reactance  of  a  circuit  ? 
{d)  Does  the  reactance  of  a  circuit  change  with  changes  in 
the  frequency  ?     (c)  What  unit  is  used  to  express  reactance  ? 

(1758)  How  do  the  pressures  between  the  three  lines  of  a 
three-phase  system  compare  ?  In  other  words,  would  volt- 
meters connected  across  the  three  pairs  of  lines  all  read  the 
same  or  not  ? 

(1759)  A  transformer  has  two  coils  on  its  primary,  each 
wound  for  1,000  volts.  It  also  has  two  coils  on  the  secondary, 
each  wound  for  50  volts.  Give  a  diagram  showing  how  to 
connect  up  the  primary  so  that  it  may  be  connected  to  1,000- 
volt  mains,  and  the  secondary  so  that  it  will  supply  an 
E.  M.  F.  suitable  for  100-volt  lamps. 

(1760)  {a)  What  is  meant  by  the  impedance  of  an  alter- 
nating-current circuit,  and  how  are  the  impressed  E.  M.  F., 
current,  and  impedance  related  to  each  other?  (d)  What 
general  form  does  Ohm's  law  assume  for  alternating-current 

circuits  ? 

(1761)  An  alternator,  frequency  60,  is  connected  to  a 
circuit  having  a  negligible  resistance  and  an  inductance  of 
.5  henry.  Find  the  pressure  which  must  be  supplied  by  the 
alternator  in  order  to  cause  a  current  of  5  amperes  to  flow 
in  the  circuit.  Ans.  943  volts. 

(1702)  {a)  Point  out  the  difference  between  the  Y  and 
the  A  methods  of  connecting  up  three-phase  armatures. 
(^)  Is  the  output  of  a  three-phase  armature  affected  by 
changing  its  connections  from  Y  to  A  or  the  reverse  ? 

(17G3)  {a)  Explain  what  is  meant  by  the  effective  value 
of  an  alternating  current,     {d)   If  an  alternating  current 
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flowing  through  a  resistance  reaches  a  maximum  value  of 
150  amperes  during  each  alternation,  what  continuous  cur- 
rent  would  develop  the  same  amount  of  heat  when  sent 
through  the  same  resistance  ?  Ans.   106  amperes. 

(1764)  Three  transformers  having  400  turns  on  their 
primary  coils  are  connected  up  A  across  1,000- volt  three- 
phase  mains.  Each  transformer  has  50  turns  in  its  secondary 
coil,  and  the  three  secondaries  are  connected  up  Y.  What  will 
be  the  voltage  between  the  secondary  three-phase  mains  ? 

Ans.  216.5  volts. 

(1765)  {a)  What  is  meant  by  the  efficiency  of  a  trans- 
former ?  (d)  A  transformer  is  supplied  with  1,800  watts  and 
delivers  a  useful  secondary  output  of  2.2  H.  P. ;  what  is  its 
efficiency  ?  Ans.   Efficiency  =  .912  or  91.2j<. 

(1766)  Why  is  it  not  necessary  to  have  any  moving  parts 
in  a  transformer  for  changing  alternating  current  from  one 
voltage  to  another  ? 

(1767)  (a)  What  is  meant  by  the  angle  of  lag  ?  {b)  How 
would  you  determine  the  angle  of  lag  for  a  circuit  if  you 
knew  the  values  of  the  resistance,  inductance,  and  frequency? 

(1768)  An  alternator  giving  60  cycles  per  second  is  con- 
nected to  a  circuit  having  a  resistance  of  12  ohms  and  an 
inductance  of  .2  henry,  (a)  What  current  will  flow  in  the 
circuit  if  the  alternator  maintains  a  pressure  of  500  volts  ? 
(d)  What  will  be  the  value  of  the  angle  of  lag  ? 

.        ^  {a)  6.55  amperes. 
^^^'  ( (*)  Angle  of  lag  =  80°  57'. 

(1769)  {a)  What  would  the  current  have  been  in  the  last 
example  if  the  circuit  had  a  negligible  amount  of  resistance  ? 
{6)  What  would  the  angle  of  lag  be  in  this  case  ? 

.        j  (a)  Current  =  6.63  amperes. 
( (b)  Angle  of  lag  =  90^ 

(1770)  {a)  How  may  an  alternator  be  compounded  ?  (d) 
Explain  the  use  and  action  of  the  rectifier,  (c)  How  many 
sections  must  the  rectifier  have  compared  with  the  number 
of  poles  on  the  machine  ? 
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(1771)  (^)  What  is  meant  by  non-inductive  resistance? 
(b)  Does  the  current  lag  behind  the  E.  M.  F.  in  flowing 
through  such  a  resistance  ?  If  not,  why  ?  (c)  Give  exam- 
ples of  non-inductive  resistances. 

(1772)  (a)  Why  are  iron  cores  always  used  in  trans- 
formers ?  (d)  How  would  the  magnetizing  current  be 
affected  if  the  core  were  removed  ? 

(1773)  What  is  the  relation  between  the  frequency, 
speed,  and  number  of  poles  of  an  alternator  ? 

(1774)  What  would  happen  if  a  wattmeter  were  con- 
nected in  a  circuit  with  its  current  coil  across  the  mains 
instead  of  in  series  with  them  ? 

(1775)  If  a  single-phase  alternator  armature  with  as 
many  coils  as  poles  on  the  machine  were  to  be  connected  up, 
how  would  the  connections  between  the  different  coils  be 
made  in  order  that  none  of  the  E.  M.  F.'s  induced  in  the 
different  coils  may  neutralize  each  other  ? 

(1770)  In  Fig.  43,  A  represents  an  alternator  which  is 
connected  to  a  circuit  a  b  having  a  non-inductive  resistance 
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of  100  ohms  connected  in  series  with  a  condenser  of  10 
microfarads  capacity.  The  alternator  maintains  a  pressure 
of  1,000  veils  at  a  frequency  of  125  cycles  per  second. 
What  will  be  the  current  which  will  flow  in  the  circuit  ? 

Ans.    G.17  amperes. 

(1777)     {^r)  If  two  transformers  A  and  B  were  connected 

up  with  their  secondaries  in  parallel,  as  shown   in    Fig.  44, 

what  would  be  the  result  ?     {d)  How  could   the  trouble  be 

remedied  ? 

(17T8)  Suppose  the  current  in  one  of  the  lines  from  a 
thrcc-pliase  alternat(.)r  is  at  its  maximum  value  of  150  am- 
peres at  a  particular  instant,     (a)  What  will   be  the  value 
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of  the  currents  in  the  other  two  lines  at  the  same  instant  ? 
(d)  What  will  be  the  direction  of  these  two  currents  as 
regards  the  current  in  the  first  line  ? 
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FIG.  44. 

(1779)  An  alternator  has  20  poles,  and  its  armature  runs 
at  a  speed  of  300  R.  P.  M.  {a)  What  will  be  the  frequency  ? 
(6)  How  long  will  it  take  the  current  from  such  a  machine 
to  pass  through  one  complete  cycle  ? 

'  .         j  (^)  50  cycles  per  second. 
^  (^)  tV  ^^  ^  second. 

(1780)  If  an  alternator  be  connected  to  a  circuit  having 
a  very  small  resistance  and  a  large  amount  of  inductance, 
what  will  be  the  phase  relation  of  the  current  and  E.  M.  F.? 

(1781)  Explain  how  the  output  of  an  alternator  may  be 
limited  by  high  self-induction  in  its  armature. 

(1782)  An  alternator  A  is  connected  to  a  condenser  B^  as 
shown  in  Fig.  45,  and  it  is  found  that  a  current  of  2  amperes 
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flows.  The  pressure  maintained  by  the  alternator  is  1,000 
volts  and  the  frequency  is  125.  Find  (a)  the  capacity  of  the 
condenser;  {b)  the  power  in  watts  necessary  to  maintain 
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burr,  at  f -II  br:li:a=cy  when  the  pressure  is  100  volts,  and 
it  :.■»  ti'i^ir's'l  to  desigr.  the  coil  to  furnish  a  counter  E.  M.  F. 
of  5'^  v'.;;3.  The  dimensions  of  the  iron  core  are  such  that 
th*:  magrietic  flux  is  limited  to  2"»,0<"X> lines.  The  frequency 
ji  VlT,.  How  manv  turns  must  be  wound  on  the  core  to 
\,T' Aw .»:  ir.';  desired  effect  ?  Ans.  45  turns. 

( I '.'',)  (,i)  What  effect  has  the  resistance  of  the  primary 
at.'l  '.i:''-nr]ary  cils  of  a  transformer  upon  the  efficiency  ? 
(/')  What  '-.awt  has  the  resistance  upon  the  regulation  t 

(K-";)  ('I)  How  would  you  define  the  henry?  {&)  What 
dors  it  mr;in  if  it  is  stated  that  a  coil  of  60  turns  has  an 
indm  tail":  of  5  hcnrys? 

(i7h7)  Why  are  alternators  with  armatures  having  higli 
Hi-ll-inilucl.'ince  not  liable  to  be  damaged" by  short  circuits? 
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(1788)  What  chief  advantage  have  polyphase  synchronous 
motors  over  single-phase  motors  of  the  same  type  ? 

(1789)  What  chief  advantage  have  induction  motors 
over  polyphase  synchronous  motors  ? 

(1790)  Explain  the  essential  parts  of  a  polyphase  induc- 
tion motor. 

(1791)  An  alternator-^,  Fig.  47,  is  connected  to  a  circuit 
having  a  resistance  ^  =  150  ohms,  an  inductance  Z=.  3  henry, 
and  a  capacity  y=  15  microfarads. 
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The  alternator  maintains  a  pressure  of  1,000  volts  across 
the  circuit  and  the  frequency  is  60.  (a)  Required  the  cur- 
rent which  will  be  set  up  by  the  impressed  E.  M.  F.  of  1,000 
volts,  (d)  Determine  whether  this  current  is  ahead  of  the 
E.  M.  F.  or  behind  it,  and  by  what  amount,  (c)  Determine 
the  watts  expended  in  the  circuit. 

I  (a)  6.13  amperes. 
(d)  Ahead  by  23°  5'. 
{c)   5,633  watts. 

(1792)  {a)  What  is  meant  by  the  power  factor  of  a  sys- 
tem ?  (b)  What  is  the  largest  value  that  the  power  factor 
can  ever  have  ? 

(1793)  {a)  What  is  the  best  method  of  measuring  the 
power  expended  in  an  alternating-current  circuit?  (d)  Ex- 
plain the  instrument  which  you  would  use  for  this  purpose, 
and  {c)  give  a  diagram  showing  how  you  would  connect  it  up. 

(1794)  If  a  transformer  were  connected  up  with  its  pri- 
mary across  continuous-current  mains,  what  would  be  the 
result  ? 

(1795)  Explain  how  the  current  is  set  up  in  the  armature 
of  an  induction  motor  without  the  armature  being  connected 
in  any  way  to  an  outside  circuit 
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(179G)  If  the  secondary  coil  of  a  transformer  becomes 
short-circuited  accidentally  by  the  terminals  becoming  con- 
nected, how  will  the  current  in  the  primary  be  affected  ? 

(1797)  How  may  the  speed  of  an  induction  motor  be 
regulated  ? 

(1798)  (a)  What  causes  magnetic  leakage  in  a  trans- 
former ?  (d)  How  does  magnetic  leakage  affect  the  action 
of  the  transformer  ?     {c)  How  may  it  be  largely  obviated  ? 

(1799)  {a)  How  does  the  current  in  the  armature  of  an 
induction  motor  change  as  the  load  increases  ?  (d)  Explain 
the  cause  of  the  change  in  current. 

(1800)  What  kind  of  winding  would  be  suitable  for  the 
field  of  a  three-phase  induction  motor  ? 

(1801)  If  a  synchronous  motor  be  loaded  too  heavily, 
what  will  be  the  result  ? 

(1802)  An  alternating  current  of  25  effective  amperes  is 
flowing  through  a  circuit,  (a)  What  is  the  highest  value 
that  the  current  reaches  ?     {d)  What  is  its  average  value  ? 

.        j  (a)  35.36  amperes. 
i{b)  22.52  amperes. 

(1803)  If  an  alternator  furnishes  an  effective  pressure  of 
2,000  volts,  what  is  the  highest  pressure  that  the  insulation 
on  the  armature  has  to  stand  ?  Ans.   2,828  volts. 

(1804)  An  alternator  has  10  poles  and  runs  at  the  rate  of 
1,500  R.  P.  M.  Its  armature  is  provided  with  800  face  con- 
ductors or  400  turns,  all  of  which  are  connected  in  series. 
The  flux  through  each  pole  face  is  900,000  C.  G.  S.  lines. 
{a)  What  will  be  the  frequency  ?  {d)  What  voltage  will  be 
obtained  between  the  collector  rings  at  no  load  ? 

.        j  {a)  125  cycles  per  second. 
(  {I?)  1,998  volts. 

(1805)  If  a  condenser  has  a  capacity  of  20  microfarads, 
how  long  would  an  average  current  of  .1  ampere  have  to 
flow  into  it  to  raise  the  pressure  between  its  terminals  to 
1,000  volts  ?  Ans.  -J-  second. 
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(1806)  An  induction  motor  is  so  wound  as  to  have  6  poles 
and  is  run  from  an  alternator  giving  a  frequency  of  GO. 
What  speed  will  the  motor  run  at  when  not  loaded  ? 

Ans.  1,200  rev.  per  min. 

(1807)  How  does  a  synchronous  motor  adjust  itself  to 
changes  of  load  without  changing  its  speed  ?  That  is,  how 
is  it  that  the  current  flowing  through  the  armature  is  allowed 
to  increase  as  the  load  increases  ? 

(1808)  What  effect  has  inductance  upon  the  size  of  wire 
necessary  in  power-transmission  lines  ? 

(1809)  A  circuit  contains  reactance,  due  to  self-induction, 
of  20  ohms,  and  reactance,  due  to  capacity,  of  15  ohms. 
The  resistance  of  the  circuit  is  10  ohms,  (a)  Will  the 
current  be  ahead  of  the  impressed  E.  M.  F.  or  behind  it  ? 
{I?)  What  will  be  the  value  of  the  angle  of  phase  difference  ? 

A     ,   i  (^)  Current  behind  E.  M.  F. 
1  (d)  Angle  of  lag  =  20°  34'. 

(1810)  Explain  how  the  field  of  an  alternator  may  be 
strengthened  so  as  to  keep  the  voltage  constant  when  the 
machine  is  not  provided  with  compound  windings  on  its 
field  spools. 

(1811)  If  an  induction  motor  is  built  with  a  high-resist- 
ance secondary  winding,  how  will  its  speed  be  affected  ? 

(1812)  A  three-phase  alternator  with  a  Y-connected 
armature  generates  a  pressure  of  1,100  volts  and  is  capable 
of  delivering  a  current  of  50  amperes,  (a)  What  would  the 
voltage  be  between  the  collector  rings  if  the  same  winding 
were  connected  up  A  ?  (i)  What  would  be  the  current  out- 
put with  the  A  winding  ?  a        i  ^^^  ^"^^  volts. 

I  (b)  80.6  amperes. 

(1813)  {a)  How  do  eddy-current  losses  in  the  core  of  a 
transformer  affect  its  action  ?  {d)  How  may  these  losses  be 
reduced  ? 

(1814)  Explain  how  it  is  that  a  well-constructed  trans- 
former maintains,  automatically,  a  nearly  constant  pressure 
between  its  secondary  terminals,  and  takes  current  in  the 
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primary  in  proportion  to  the  work  which  it  is  doing  in  the 
secondary. 

(1815)  What  determines  the  amount  of  current  which  a 
transformer  takes  from  the  line  when  its  secondary  is  on 
open  circuit  ? 

(1816)  Why  is  it  necessary  to  have  a  resistance  in  series 
with  the  armature  of  an  induction  motor  when  starting  up  ? 

(1817)  {a)  What  is  meant  by  the  slip  of  an  induction 
motor  ?  {d)  What  is  the  slip  when  the  motor  is  held  from 
turning? 

(1818)  A  three-phase  rotary  transformer  is  supplied  with 
continuous  current  at  220  volts.  What  will  be  the  voltage 
between  the  collector  rings  on  the  alternating-current  side 
of  the  machine  ?  Ans.  134.6  volts. 

(1819)  Show  why  the  E.  M.  F.  necessary  to  overcome 
self-induction  is  90°  ahead  of  the  current  in  phase. 

(1820)  {a)  What  effect  does  the  hysteresis  loss  in  the 
core  have  on  the  action  of  a  transformer  ?  {i)  How  may 
this  loss  be  kept  down  ?  (r)  Why  should  special  care  be 
taken  to  have  it  small  in  transformers  used  for  lighting  work  ? 

(1821)  (a)  Show  how  two  transformers  may  be  connected 
up  so  as  to  transform  two-phase  to  three-phase  currents. 
(d)  If  the  primaries  of  the  transformers  used  have  each 
600  turns,  what  must  be  the  number  of  turns  on  the  second- 
aries, the  two-phase  voltage  being  1,000,  and  the  three- 
phase,  200  ?  Ans.  {i)  120  turns  and  104  turns. 

(1822)  Why  are  open  slots  preferred  for  induction-motor 

armatures  and  fields  ? 

(18215)  It  is  desired  to  raise  the  pressure  30  volts  on  a 
certain  feeder  running  from  a  station  by  connecting  the 
secondary  of  a  special  transformer  in  series  with  the  feeder. 
The  dynamo  i)ressurc  is  2,000  volts,  and  the  transformer 
primary  is  to  be  connected  across  its  terminals,  as  shown 
in  VijT,  48.  The  primary  coil  is  wound  with  800  turns. 
{(i)  Find  the  number  of  turns  on  the  secondary  which  must 
be  connected  in  series  with  the  feeder,     {b)  If  the  maximum 
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current  delivered  over  the  feeder  is  20  amperes,  and  the 
secondary  coil  can  safely  carry  1  ampere  for  every  1,000 
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Fig.  48. 

circular  mils  cross-section,  find  the  size  of  wire  to  be  used 
in  the  secondary,  {c)  How  many  watts  output  should  this 
transformer  have  ?  r  (a)  12  turns. 

Ans.  ]  {d)  No.  7  B.  &  S. 
(  (c)  600  watts. 

(1824)  A  two-phase  rotary  transformer  is  supplied  with 
alternating  current  at  400  volts.  What  will  be  the  pressure 
obtained  between  the  brushes  on  the  direct-current  side  ? 

Ans.  565.7  volts. 

(1825)  A  monocyclic  alternator  has  16  poles  and  runs  at 
the  rate  of  450  R.  P.  M.  Its  armature  has  800  face  con- 
ductors, or  400  turns  connected  in  series,  and  the  flux 
through  each  pole  is  1,250,000  lines,  {a)  Find  the  voltage 
between  the  two  outside,  or  main,  collector  rings,  (i)  Find 
the  voltage  between  the  middle  and  outer  rings,  provided 
the  "teazer"  winding  has  J  as  many  turns  as  the  main 
winding.  .        j  {a)  1,332  volts. 

'  (  {6)  745  volts,  nearly. 

(1826)  A  transformer  is  to  have  its  primary  designed  for 
connection  to  2,000-volt  mains  and  a  frequency  of  125  cycles 
per  second.  The  magnetic  flux  in  the  iron  core  is  limited 
to  500,000  lines,  {a)  How  many  turns  should  there  be  in 
the  primary  coil  ?  (i)  How  many  turns  should  there  be  in 
the  secondary  if  the  secondary  voltage  is  to  be  100  ? 

.         ( (a)  720  turns. 
•  ( (*)  36  turns. 

(1827)  A  three-phase  induction  motor  has  a  commercial 
efficiency  of  80^  and  a, power  factor  of  .85.  (a)  What  cur- 
rent will  it  take  from  the  primary  mains  when  delivering 
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20  H.  P.  at  the  pulley,  provided  the  pressure  between  the 
primary  mains  is  220  volts  ?  {d)  What  will  be  the  current 
in  the  field  windings  if  the  coils  are  connected  up  A  ? 

A        i  (^)  ^"^-^  amperes  in  each  line. 
*  (  {d)  33.2  amperes. 

(1828)  Calculate  the  size  of  wire  necessary  to  transmit 
200  H.  P.  over  a  line  25  miles  long  at  a  pressure  of  10,000 
volts  with  a  line  loss  of  1,000  volts,  the  frequency  being  60. 
The  load  is  non-inductive  and  the  wires  are  18  inches  apart 
on  the  poles. 

Ans.  Between  No.  3  and  No.  4  B.  &  S.  No.  3  would  prob- 
ably be  used. 

(1829)  {a)  Does  the  magnetic  flux  in  the  core  of  a  trans- 
former vary  with  the  load  ?  (d)  Do  the  core  losses  increase 
with  the  load  ? 

(1830)  Show  how  lagging  currents  in  a  system  may  limit 
the  useful  output  of  the  alternators  in  the  station. 

(1831)  How  may  a  Cardew  voltmeter,  or  other  alterna- 
ting-current voltmeter,  be  used  to  measure  the  strength  of 
an  alternating  current  ? 

(1832)  Resolve  a  current  of  50  amperes  into  two  equal 
currents  differing  in  phase  by  60°,  and  find  the  value  of  these 
currents.     Illustrate  by  means  of  a  diagram  drawn  to  scale. 

Ans.  28.8  amp. 

(1833)  An  induction  motor  having  10  poles  is  connected 
to  an  alternator  of  frequency  60.  (a)  What  speed  will  the 
motor  run  at  when  operating  under  no  load  ?  {b)  What  will 
be  its  speed  at  full  load,  provided  the  slip  is  5^  ? 

( {a)  720  R.  P.  M. 
^"^-  (  (d)  684  R.  P,  M. 

(1834)  {a)  Show  how  to  construct  a  sine  curve,  {d)  At 
what  point  is  a  sine  wave  changing  most  rapidly  ? 

(1835)  A  three-phase  alternator  has  a  A-connected  arma- 
ture. Its  output  is  150  K.  W.  and  the  line  voltage  is  1,000. 
{a)  What  is  the  full-load  current  in  the  lines  ?     {b)  What  is 
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the  full-load  current  which  the  wire  on  the  armature  has 

to  carry  ?  A        i  (^)  ^^*  ^  ^"^P^^^s. 

•  ( {6)  50  amp. 

(1836)  How  may  the  power  supplied  to  a  circuit  be 
measured  by  means  of  three  voltmeters  ? 

(1837)  {a)  Why  are  open-circuit  windings  used  largely 
on  alternator  armatures  ?  {d)  Does  the  kind  of  winding 
used  affect  the  frequency,  and  if  not,  why  ? 

(1838)  A  transformer  carrying  a  load  of  100  lamps 
consuming  50  watts  each  requires  a  primary  current  of 
6J^  amperes  at  a  primary  pressure  of  1,000  volts,  (a)  What 
is  the  apparent  efficiency  of  the  transformer  ?  (d)  If  the 
power  factor  at  this  load  is  .85,  what  is  the  real  amount  of 
energy  consumed  in  the  primary  ?  {c)  What  is  the  true 
efficiency  for  this  load  ?  f  {a)  76.9}^. 

Ans.  <l^)  5,525  watts. 
( {/)  90.5}^. 

(1839)  Why  can  not  Y-connected  armatures  be  used  for 
three-phase  rotary  transformers  ? 

(1840)  Why  should  the  width  of  opening  in  the  coils  of 
an  alternator  armature  never  be  but  slightly  less  than  the 
width  of  the  pole  face  ? 
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(1841)  Why  are  the  core  losses  in  alternator  armatures 
liable  to  be  greater  than  those  in  continuous-current  arma- 
tures of  the  same  output  if  care  is  not  taken  in  their  design  ? 

(1842)  Under  what  conditions  may  armature  self-induc- 
tion limit  the  output  of  an  alternator  ? 

(1843)  About  how  many  watts  per  square  inch  of  cylin- 
drical surface  should  a  well-ventilated  armature  be  capable 
of  radiating  with  a  rise  in  temperature  of  40°  C.  ? 

(1844)  What  is  the  general  effect  of  armature  reaction 
upon  the  voltage  obtained  between  the  collector  rings  of  an 
alternator,  the  field  excitation  of  which  is  kept  constant  ? 

(1845)  Explain  how  an  alternator  may  be  made  to  regu- 
late for  constant  current  by  the  use  of  an  armature  having 
high  self-induction. 

(1846)  A  single-phase  alternator  has  16  poles  and  runs  at 
a  speed  of  450  revolutions  per  minute.  Its  armature  is  pro- 
vided with  16  slots,  with  30  conductors  in  each  slot.  The 
flux  from  each  pole-piece  is  3,000,000  lines,  {a)  What  volt- 
age will  be  obtained  between  the  collector  rings  at  no  load  ? 
(i)  If  the  winding  were  placed  in  32  equally  spaced  slots, 
with  15  conductors  per  slot,  what  would  be  the  voltage  at 
no  load  ?  (c)  If  the  winding  were  placed  in  48  slots  with 
10  conductors  in  each  slot,  what  would  be  the  voltage  ? 

i  (a)  1,918  volts. 

Ans.  }  (d)  1,356  volts. 

(  {/)  1,279  volts. 
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(l^A'i )  iij)  Under  what  conditions  would  vou  use  bars  for 
an  armature  winding  rather  than  wire  ?  (d)  When  would 
wire  \}t:  preferable  ? 

(1^4?^;  Why  are  the  coils  or  bars  of  distributed-wound 
armatures  very  often  arranged  in  two  layers  ? 

(I^Vj)  a  single-phase  alternator  has  Irl  poles  and  runs 
at  the  rate  (>(  3<m:»  R.  P.  M.  The  flux  from  each  pole  is 
'5/X»ojHM»  lines  and  the  armature  has  12  slots,  (a)  How 
many  turns  must  be  placed  on  the  armature  in  order  to 
obtain  1,500  volts  between  the  collector  rings?  {d)  How 
many  turns  would  be  needed  if  the  winding  were  placed  in 
24  slots  ?  IJ  (a)  375  turns. 

•  "*  {d)  530  turns. 

(1H50)  (a)  What  is  the  resistance  of  a  foot  of  copper  wire 
.001  inch  in  diameter  at  ordinary  temperatures  ?  (/;)  What 
is  the  resistance  of  a  mil-foot  of  copper  at  the  usual  working 
temperature  met  with  in  dynamos?       .         j  (a)  10.4  ohms. 

i{d)  11.5  ohms. 

(1851)  Why  is  it  necessary  to  insulate  between  the  sep- 
arate layers  of  heavy  armature  coils  and  primary  coils  of 
transformers  ? 

(1852)  A  three-phase  two-coil  winding  is  to  be  provided 
for  a  lO-pole  alternator;  if  the  winding  is  arranged  in  two 
layers,  how  many  slots  will  the  armature  have  ?       Ans.    9(). 

(18r)3)  Why  is  it  necessary  to  have  higher  insulation  on 
the  field  spools  of  an  alternator  which  is  provided  with  com- 
pound coils  connected  to  the  armature  than  on  the  spools  of 
a  plain  separately-ex(nted  machine  ? 

(1S54)  Why  are  revolving  shunts  sometimes  used  in 
connection  with  alternator  rectifiers? 

(is;).*))  What  is  the  principal  factor  which  limits  the  out- 
put of  an  alternator  ? 

(|s;>i;)  Why  are  the  effects  of  armature  reaction  of  less 
iniportanic  in  alternators  than  in  direct-current  machines? 

(isr)7)  {(i)  ICxplain  how  eddy  currents  maybe  avoided 
to  a  lari'c  extent  in  armature  cores,      (d)  Why  is  the  eddy- 
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current  loss  apt  to  be  large  in  alternators  if  care  is  not  taken 
in  constructing  the  core  ?  (r)  How  do  eddy-current  losses 
vary  with  the  frequency  ? 

(1858)  How  may  an  alternator  armature  be  constructed 
so  as  to  have  a  low  inductance  ? 

(1850)  A  three-phase  alternator  has  8  poles  and  runs  at 
a  speed  of  900  revolutions  per  minute.  Its  armature  has 
24:  slots,  with  60  conductors  in  each.  The  flux  from  one  pole 
is  2,500,000  lines,  {a)  What  will  be  the  E.  M.  F.  generated 
in  each  phase  at  no  load  ?  (d)  What  E.  M.  F.  would  be 
obtained  per  phase  if  the  armature  had  48  slots  with  30  con- 
ductors in  each  ?  (c)  If  the  armature  had  the  whole  1,440 
conductors  spread  evenly  over  the  surface,  w^hat  would  be 
the  E.  M.  F.  generated  per  phase  ?  r  (a)  1,598  volts. 

Ans.  ]  {b)  1,542  volts. 
(  (V)  1,518  volts. 

(1860)  What  would  you  consider  a  fair  value  of  the 
peripheral  speed  for  a  150  K.  W.  60-cycle  alternator  ? 

(1861)  (a)  About  what  thickness  of  iron  should  be  used 
for  alternator-armature  disks  ?  {/?)  Why  is  the  amount  of 
iron  in  alternator-armature  cores  usually  smaller  than  in 
those  of  continuous-current  machines  of  corresponding 
output  ? 

(1862)  Why  are  distributed  windings  not  suitable  for 
high-voltage  machines  ? 

(1863)  A  single-phase  alternator  is  to  deliver  200  K.  W. 
at  2,300  volts.  The  current  density  in  the  armature  con- 
ductors is  to  be  in  the  neighborhood  of  500  circular  mils  per 
ampere,  (a)  What  should  be  the  approximate  cross-section 
of  the  conductor  in  circular  mils  ?  (d)  Give  an  arrange- 
ment of  conductor  which  you  think  would  be  suitable  for 
this  case. 

(1864)  (a)  Explain  how  the  resistance  of  a  wire  may  be 
calculated  when  its  length,  area  of  cross-section  in  circular 
mils,  and  the  resistance  of  a  mil-foot  are  known.  (/;)  Cal- 
culate the  hot  resistance  of  1,600  feet  of  copper  conductor 
having  a  cross-section  of  11,500  circular  mils. 

Ans.    (/;)   I.e.  ohms. 
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( I  rf^j^j)  Will  tb*:  fire  if  &  ihree-phase  armature  for  a  given 
o'j:p^jt  bt  ar.Y  ^e-cttr  : :  r  a  Z:.  "Brnduig  than  for  a  Y  winding  ? 
G:v^  rea-s-vi:.*  f.  r  v  ur  in^Ter. 

«>•-••;  I     Why  sbviild  isd-DCtion  motors  be  provided  with 

<  Iv;?;  The  cross-section  of  a  1'25-cycle  transformer  core 
ih  ] '  •  -'.  aare  inches.  The  primary  voltage  is  1 AHX*.  {a)  About 
w'nai  va-ue  should  the  total  magnetic  flux  have  ?  (b)  How 
ni'<±ny  turns  should  be  placed  on  the  primary  ?  (c)  If  the 
secondary  voltage  is  to  be  5<>,  about  how  many  turns  should 
there  be  on  the  secondary  coil  ?      /  {a)  About  200,(HX)  lines. 

Ans.  -  (If )  9(.i0  turns,  nearly. 
'(c)  45  turns. 

(1><08)  Why  do  alternators  with  armatures  of  high  induc- 
tance require  more  powerful  series  coils  on  the  field  than 
those  having  armatures  of  low  inductance  ? 

(1^01*)  What  is  a  fair  value  for  the  magnetic  density  in 
the  cast-iron  voke  of  an  alternator  ? 

(IHtO)  What  effect  would  an  air-gap  in  the  magnetic 
circuit  of  a  transformer  have  on  the  current  in  the  primary, 
the  secondary  being  on  open  circuit  ? 

(1x71)  How  may  the  series  coils  of  a  compound-wound 
alt<irnalor  be  sup[>lied  with  a  rectified  current  proportional 
to  the;  loa<l  without  having  the  coils  electrically  connected 
to  I  he  arnKitnre  winding  ? 

(lsT*2)  If  an  induction  motor  is  to  run  at  a  speed  of 
about  1, .")()()  R.  ]\  M.  on  a  125-cycle  circuit,  how  many  poles 

sh<»iiM  ils  fu'ld  be  wound  for  ? 

(|s';;5)  What  causes  the  armature  of  an  alternator  to 
heat  uj)  when  it  is  run  on  open  circuit  in  a  fully  excited 
liclcl  ? 

(isM)  (ir)  What  determines  the  rise  in  temperature  at 
\vl\i<  h  it  is  safe  to  work  an  alternator  armature  continu- 
ously ?     (/')   Wliat  would  you  consider  a  fair  value  for  the 

.ill.'W  .iltle  list*  in  trni|)cralure  ? 
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(1875)  Why  does  an  induction  motor  with  a  low-resist- 
ance armature  give  better  speed  regulation  than  one  with 
an  armature  of  high  resistance  ? 

(1876)  How  does  the  reaction  of  an  alternator  armature 
effect  the  field  in  case  the  armature  has  no  inductance  ? 

(1877)  What  class  of  alternator  armatures  have  high  self- 
induction  ? 

(1878)  Give  the  dimensions  of  a  pulley  (face  and  diame- 
ter) which  you  would  consider  suitable  for  a  350  K.  W. 
alternator  running  at  450  R.  P.  M. 

,(1870)     Why  is  it  that  the  core  losses  in  the  secondary  of 
an  induction  motor  are  usually  small  ? 

(1880)  How  does  armature  reaction  in  an  alternator 
affect  the  field  when  the  current  in  the  armature  lags  behind 
the  E.  M.  F.  ? 

(1881)  An  alternator  armature  has  10  coils  connected  in 
series,  each  of  which  has  20  turns  and  an  inductance  of  .01 
henry,  (a)  What  will  be  the  total  inductance  of  the  arma- 
ture ?  (b)  If  the  winding  is  split  up  into  20  coils  of  10  turns 
each,  what  will  be  the  total  inductance,  other  things  being 
equal?  ^^^    Ua)  .1  henry. 

'  (<^)  .05  henry. 

(1882)  (a)  How  do  the  windings  for  induction-motor 
fields  compare  with  those  used  for  polyphase  armatures  ? 
(d)  Why  are  induction-motor  field  windings  usually  placed 
in  slots  rather  than  on  projecting  poles  ? 

'  (1883)     How  does  the  percentage  C^R  loss  in  small  alter- 
nators compare  with  the  same  loss  in  large  machines  ? 

(1884)  {a)  Upon  what  quantities  does  the  hysteresis  loss 
in  a  core  depend  ?  (d)  Does  building  the  core  up  out  of 
disks  affect  this  loss  or  decrease  it  ? 

(1885)  A  transformer  has  a  capacity  of  5  K.  W.,  costs 
$30,  and  has  a  core  loss  of  120  watts.  Another  transformer, 
also  of  5  K.  W.  capacity,  costs  ^50,  and  has  a  core  loss  of 
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C*o  watts,  (ti)  If  ix»wer  is  worth  10  cents  per  kilowatt-hour 
and  the  pressure  is  maintained  continuously,  how  much  will 
the  <.Mre  losses  in  each  of  the  transformers  cost  per  year? 
{^)  With  interest  and  depreciation  at  10,'r,  which  transformer 
would  be  the  more  economical  to  use  ? 

.  ,  ^  (  1st  transformer,  ?5l05.12. 
^  ' -M  transformer,  *78.84. 
(isso)  If  an  armature  core  has  a  volume  of  2,200  cubic 
inches  and  runs  at  a  speed  of  900  R.  P.  M.  in  an  8-pole 
field,  calcuhite  the  watts  wasted  in  hysteresis,  assuming  that 
the  iron  is  of  good  average  quality  and  is  worked  at  a  density 
of  2o,noO  lines  per  square  inch.  Ans.   363  watts. 

(issT)  How  does  the  peripheral  speed  affect  the  radi- 
ating capacity  of  an  armature  ? 

(isss)  How  may  the  strength  of  the  compound  coils  of 
an  alternator  be  adjusted  ? 

(ISSD)  If  the  frequency  of  an  alternator  were  doubled  by 
running  it  up  to  twice  its  normal  speed,  how  would  the  eddy- 
current  losses  in  the  armature  core  be  affected  ? 

(ISIK))  Why  is  it  better  to  insert  resistance  in  series  with 
the  armature  rather  than  the  field  of  an  induction  motor 
when  a  good  starting  torque  is  desired  ? 

(IJ^'Jl)  (a)  What  quantities  determine  the  size  of  wire  to 
be  used  for  the  separately-excited  winding  of  an  alternator  ? 
(/')  Show  how  the  size  of  wire  may  be  determined  when 
these  quantities  are  known. 

( 1  SI)*.*)  ((7)  What  determines  the  angular  distance  between 
the  arms  of  the  rocker  carrying  the  rectifier  brtishes  on  an 
alternator  ?  (/->)  What  would  be  the  angular  distance 
between  the  tips  of  the  rectifier  brushes  for  a  lO-pole 
machine  ?  Ans.    (d)  157.5"*. 

( ISU!))  {{j)  Why  should  the  air-gap  of  an  indtiction  motor 
be  made  just  as  small  as  i)ossible  ?  {/>)  About  what  value 
should  be  used  for  the  density  in  the  air-gap  of  these  motors  ? 

( 1^'.«  t)  (d)  How  d(^es  the  magnetic  flux  in  the  yoke  of  an 
alu-ruator  cr)nipare  with  that  in  the  pole-pieces  ?  (d)  How 
d'-e^  th<'  ilux  in  the  pole-pieces  compare  with  that  in  the 
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(1895)  Why  are  alternator  magnet  yokes  (stationary) 
usually  made  of  cast  iron  in  preference  to  cast  steel  ? 

(1896)  An  induction  motor  is  provided  with  a  three- 
phase  primary  winding  Y-connected.  There  are  72  slots, 
with  12  conductors  per  slot.  The  secondary  is  also  provided 
with  a  three-phase  Y-connected  winding  with  48  slots  and 
2  bars  per  slot,  {a)  If  the  full-load  current  in  each  primary 
phase  is  50  amperes,  what  will  be  the  current  which  the 
bars  in  the  secondary  have  to  carry  at  full  load,  assuming 
the  power  factor  of  the  secondary  to  be  1  ?  (b)  If  800  cir- 
cular mils  per  ampere  is  allowed,  what  should  be  the  cross- 
section  of  the  bars  in  square  mils  ? 

.        j  (d)   450  amperes. 

^^'  I  (d)  282,000  sq.  mils. 

(1897)  (a)  What  is  meant  by  a  unicoil  or  concentrated 
alternator  armature  winding  ?  (d)  What  are  the  advantages 
of  this  style  of  winding  ?  {c)  What  are  the  disadvantages 
of  concentrated  windings  ? 

(1898)  The  density  in  the  teeth  of  an  induction-motor 
field  is  40,000  lines  per  square  inch.  The  volume  of  the 
teeth  is  200  cubic  inches  and  the  volume  of  the  core  below 
the  teeth  is  500  cubic  inches;  what  will  be  the  total  hysteresis 
loss  if  the  density  in  the  core  under  the  teeth  is  20,000  lines 
per  square  inch,  and  the  motor  runs  at  125  cycles  ? 

Ans.   208.75  watts. 

(1899)  A  two-phase  12-pole  alternator  is  provided  with 
24  slots,  in  each  of  which  are  50  conductors.  The  machine 
runs  at  a  speed  of  600  R.  P.  M.  and  the  flux  from  one  pole 
is  2,000,000  lines,  (a)  What  will  be  the  voltage  generated 
in  each  phase?  (d)  If  the  1,200  conductors  were  spread 
evenly  over  the  surface,  what  voltage  would  be  obtained  ? 

j  (^7)   1,598.4  volts. 
(  (d)  1,438.56  volts. 

(1900)  Why  should  bolts  passing  through  armature 
laminations  or  transformer  cores  be  avoided  whenever 
possible  ? 

(1901)  Why  are  alternators  with  stationary  armatures 
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better  adapted  for  the  generation  of  high   voltages  than 
those  with  revolving  armatures  ? 

(1902)  A  transformer  carries  a  load  during  the  day  which 
is  equivalent  to  its  full-load  output  of  5  K.  W.  for  6  hours. 
The  secondary  voltage  is  100  and  the  primary  1,000.  The 
OR  loss  in  the  primary  at  full  load  is  60  watts  and  in  the 
secondary  60  watts.  The  core  loss  is  95  watts  and  the  no- 
load  current  is  supposed  to  be  negligible.  What  will  be  the 
efficiency  {a)  at  full  load  ?  {b)  at  ^  load  ?  (r)  What  will  be 
the  all-day  efficiency  ?  (  {a)  96.065^. 

Ans.  ]  \b)  95.33j<. 
L{c)  91.07^. 

(1903)  Is  there  any  hysteresis  loss  in  the  field-magnet  of 
an  alternator  which  is  excited  by  a  steady  continuous  cur- 
rent ?     Give  reasons  for  your  answer. 

(1904)  {a)  What  materials  are  best  suited  for  insulating 
armature  coils  ?  {b)  What  materials  are  generally  used  for 
lining  armature  slots  ? 

(1905)  Why  are  highly  saturated  armature  teeth  an 
advantage  in  direct-current  machines  and  a  disadvantage 
in  alternators  and  induction  motors  ? 

(1900)  {a)  What  are  the  advantages  in  using  oil  insula* 
tion  for  transformers  ?  {b)  Why  is  it  important  to  have 
high  insulation  between  the  primary  and  secondary  coils  of 
a  transformer  ? 

(1907)  What  is  a  fair  value  for  the  magnetic  density  in 
the  armature  core  of  a  GO-cycle  alternator  ? 

(190v^)  A  two-phase  armature  has  a  resistance  of  .75  ohm 
in  each  phase.  The  output  is  75  K.  W.  at  1,100  volts. 
What  will  be  the  number  of  watts  lost  in  the  armature 
windings?  Ans.   1,743.2  watts. 

(1909)  {ii)  About  what  value  should  the  magnetic  den- 
sity have  in  the  air-gap  of  an  alternator  with  cast-iron  pole- 
piocos  ?  (/')  What  density  may  be  used  if  the  pole-pieces 
are  made  of  wrought  iron  ? 

(l'.»10)     Explain  how  you  would  obtain  the  length  of  an 
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induction-motor  field  parallel  to  the  shaft,  being  given  the 
allowable  air-gap  density,  total  magnetic  flux,  diameter  of 
field,  and  number  of  poles. 

(1911)  (a)  What  is  meant  by  a  distributed  or  multicoil 
armature  winding  ?  {i)  What  are  the  advantages  and  dis- 
advantages of  this  style  of  winding  ? 

(1912)  A  three-phase  induction  motor  operating  on 
GO  cycles  is  provided  with  a  A-connected  field  winding. 
The  flux  from  one  pole  is  500,000  lines  and  the  line  voltage 
is  500.  The  winding  may  be  taken  as  uniformly  distributed. 
{a)  How  many  turns  should  there  be  in  €ach  phase  ?  (b)  If 
the  power  factor  of  the  motor  is  .85  when  10,000  true  watts 
are  being  delivered  to  it  from  the  line,  what  will  be  the  cur- 
rent in  each  line  ?  {c)  What  will  be  the  current  in  each 
phase  under  the  same  conditions  ?      /  {a)  396  turns,  nearly. 

Ans.  "I  (b)  13.59  amp. 
(  (c)  7.84  amp. 

(1913)  The  flux  from  one  pole  of  an  alternator  is 
2,500,000  lines.  The  outside  diameter  of  the  armature  is 
28  inches,  and  the  slots  are  2  inches  deep.  The  armature 
core  is  to  be  worked  at  a  density  of  30,000  lines  per  square 
inch,  and  the  length  of  the  iron  in  the  core  parallel  to  the 
shaft  is  15  inches,  {a)  What  will  be  the  necessary  area  of 
cross-section  of  iron  in  the  core  under  the  slots  ?  (d)  What 
will  be  the  inside  diameter  of  the  armature  core  disks  ? 

( {d)  About  18i  in. 

(1914)  {a)  How- would  you  arrange  the  coils  of  a  trans- 
former so  that  the  drop  in  the  secondary  voltage  due  to 
magnetic  leakage  shall  be  small  ?  (d)  If  the  secondary  coil 
of  a  transformer  has  a  resistance  of  .02  ohm  and  the  primary 
has  a  resistance  of  5  ohms,  what  will  be  the  falling  off  in 
secondary  voltage  when  the  secondary  is  delivering  50  am- 
peres? Neglect  the  drop  in  primary  due  to  magnetizing 
current  and  also  drop  due  to  magnetic  leakage.     Ratio  of 

r  .       .    ^^      f       .       primarv  volts 

transformation  is  20:  that  is,  -^ ^— —    ,     =  20. 

secondary  volts 

Ans.   (d)  1.G25  volts. 


I 

tUTA    ALTERXATIXG-CURREXT  APPARATUS. 

i\U\Tp)  An  alternator  has  S  pr>lcs,  the  windings  on  which 
ar*:  ronn'rMed  in  series  and  excited  from  a  ^'iVf-voit  dvnamo. 
Earh  j/ajr  of  *  oils  has  to  supply  4,r*0<i  ampere-turns,  and  the 
mean  >:rigth  of  a  turn  is  40  inches.  The  field  is  connected 
to  the  exciter  through  a  regulating  rheostat,  the  drop  in 
which  is  25  volts.  Find  the  area  in  circular  mils  cross- 
ucction  of  the  wire  required  for  the  winding,  and  give  the 
nearest  size  H.  &  S. 

Ans.  3,145  circular  mils.     No.  15  B.  &  S. 

(HilO)  A  three-phase  armature  is  A-wound  to  deliver 
50  K.  W.  at  a  line  pressure  of  1,100  volts.  The  resistance 
I>er  phase  is  1.5  ohms,  (a)  What  will  be  the  total  C*R  loss 
in  the  armature  at  full  load  ?  {b)  What  will  be  the  drop  in 
voltage  between  the  lines  due  to  the  armature  resistance  ? 

j  (a)  1,033  watts. 
{{b)  2-2.7  volts. 

(KM 7)  Why  should  the  pole-pieces  of  alternators  be 
latniiiat<!(l  ? 

( I  !M  H)  A  two-phase  alternator  has  an  output  of  175  K.  W. 
at  3,()()()  volts.  What  size  wire,  B.  &  S.,  would  you  use  for 
winding  tlie  armature  in  order  to  have  an  allowance  of  about 
500  I'iri  ular  mils  per  ampere  ? 

Alls.  14,580  circular  mils;  between  No.  8  and  No.  9 
B.  h  S.      No.  H  would  probably  be  used. 


A  KEY 

TO    ALL     THE 

QUESTIONS    AND    EXAMPLES 

CONTAINED    IN    THE 

EXAMINATION    QUESTIONS 

Included  in  this  Volume. 


The  Keys  that  follow  have  been  divided  into  sections  cor- 
responding to  the  Examination  Questions  to  which  they 
refer,  and  have  been  given  corresponding  section  numbers. 
The  answers  and  solutions  have  been  numbered  to  corre- 
spond with  the  questions.  When  the  answer  to  a  question 
involves  a  repetition  of  statements  given  in  the  Instruction 
Paper,  the  reader  has  been  referred  to  a  numbered  article, 
the  reading  of  which  will  enable  him  to  answer  the  question 
himself. 

To  be  of  the  greatest  benefit,  the  Keys  should  be  used 
sparingly.  They  should  be  used  much  in  the  same  manner 
as  a  pupil  would  go  to  a  teacher  for  instruction  with  regard 
to  answering  some  example  he  was  unable  to  solve.  If  used 
in  this  manner,  the  Keys  will  be  of  great  help  and  assist- 
ance to  the  student,  and  will  be  a  source  of  encouragement 
to  him  in  studying  the  various  papers  composing  the  Course. 


Dynamo-Electric  Machine  Design, 

(CONTINUOUS-CURRENT.) 

(QUESTIONS  1648-1711.) 


(1648)  A  reduction  in  weight  for  a  given  output  is 
secured.  On  the  other  hand,  high  speed  requires  careful 
balancing  and  strong  construction.     (Art.  3649.) 

(1649)  The  turns  embraced  within  twice  the  angle  of 
lead  of  the  brushes  multiplied  by  the  current  flowing 
through  one  of  those  conductors  constitute  the  back 
ampere-turns.     (Art.  3660.) 

(1650)  ** Volume  of  current"  is  a  term  used  to  indi- 
cate the  total  amount  of  current  which  the  armature  car- 
ries. It  may  be  defined  as  the  sheet  of  current  flowing 
across  the  whole  armature,  and  is  equal  to  the  number  of 
conductors  on  the  periphery  of  the  armature  multiplied  by 
the  current  flowing  in  one  conductor.     (Art.  3573.) 

(1661)  The  result  obtained  is  a  diminution  of  sparking 
at  the  commutator,  because,  when  the  iron  is  saturated, 
there  is  less  change  in  the  number  of  lines  of  force  at  the 
moment  of  short-circuiting  a  coil.     (Art.  3693.) 

(1662)  In  a  four-pole  machine  there  are  only  two  mag- 
netic circuits  to  be  calculated ;  therefore  the  total  ampere- 
turns  will  be  double  the  amount  required  for  one  circuit, 
or,  in  this  case,  9,G00  ampere-turns.     (Art.  3691.) 

(1663)  In  order  to  avoid  any  liability  of  the  shaft 
being  caught  between  the  bearings  when  expanded  by  heat, 
and  also  in  order  to  promote  smooth  wearing  of  the  com- 
mutator by  allowing  oscillation  of  the  armature  when  run- 
ning.    (Art.  3741.) 
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(1664)  The  output  is  limited  by  the  carrying  capacity 
of  the  armature  conductors  and  by  the  distortion  of  the 
field  by  armature  reaction.     (Art.  3541*) 

(1655)  Small  bipolar  dynamos  may  be  run  at  about 
2,300  to  2,900  feet  per  minute;  larger  machines  range 
between  2,800  to  3,600  feet  per  minute.  Sometimes  a  fixed 
speed  is  used,  for  small  sizes  perhaps  3,100,  for  large  sizes 
3,500  feet  per  minute.     (Art.  3549.) 

(1656)  The  advantages  of  such  design  are  that  a  com- 
pact magnetic  circuit  is  obtained  and  the  weight  of  copper 
is  reduced.     (Art.  3551.) 

(1657)  The  cross  ampere-turns  may  be  defined  as  equal 
to  one-half  the  conductors  under  the  pole-pieces  multiplied 
by  the  current  flowing  through  each;  that  is,  to  the  whole 
number  of  armature  ampere-turns  less  the  back  ampere- 
turns.  The  cross  ampere-turns  of  a  bipolar  dynamo  are 
equal  to  one-half  the  armature  current  multiplied  by  the 
number  of  conductors  enclosed  within  an  angle  equal  to 
180°  less  twice  the  angle  of  lead.     (Art.  3562.) 

(1658)  The  maximum  volume  of  current  which  an 
armature  may  carry  is  directly  proportional  to  the  field 
ampere-turns  required  for  the  air-gap,  and  inversely  propor- 
tional to  the  polar  embrace.  Therefore,  since  the  angle 
covered  by  the  pole  is  usually  fixed,  the  volume  of  current 
is  affected  only  by  the  length  and  density  of  the  air-gap, 
and  an  increase  in  volume  of  current  must  be  accompanied 
by  an  increase  in  one  of  these  factors.     (Art.  3585.) 

(1659)  In  order  to  keep  the  current  at  a  constant 
value,  for  any  increase  of  armature  current  above  the  nor- 
mal amount  will  distort  and  weaken  the  field.   (Art.  3592.) 

(1660)  (^?)  The  effect  will  be  a  decrease  of  efficiency, 

because,  the  number  of  turns  being  decreased,  the  current 
must  necessarily  increase  in  order  to  obtain  the  same  num- 
ber of  ampere-turns,  and  the  heat  losses  are  proportional  to 
the  square  of  the  current,  but  only  directly  proportional  to 
the  resistance  of  the  winding. 
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(*)     No. 

(c)  Because  the  total  number  of  ampere-turns  will  be 
practically  constant,  as  the  resistance  of  the  winding  is  de- 
creased and  a  larger  current  flows,      (Art.  3622.) 

(1661)  The  external  characteristic  is  useful  in  showing 
the  performance  of  a  dynamo  under  load.    (Art.  3659.) 

(1662)  Steel,  hard  brass,  or  phosphor-bronze,  varying 
ia  thickness  from  No.  18  to  21  or  23.      (Art.  3713.) 

(1663)  The  pulleys  for  small  machines  run  at  a  high 
speed,  which  necessitates  very  careful  balancing.  This 
result  is  best  obtained  by  casting  the  pulley  with  a  central 
web  and  turning  all  over.     (Art.  3747.) 

(1664)  About  iro"  F.     (Art.  3544.) 

(1665)  Usually  not  more  than  2^^  inches.  This  depth 
should  not  be  exceeded,  as  a  rule,  as  the  rise  in  temperature 
of  the  inner  turns  may  otherwise  become  very  high.  (Art. 
35  50.) 

(1666)  Distortion  of  the  field  is  produc'ed,  causing  an 
uneven  distribution  of  the  lines  of  force.  Under  the  lead- 
ing pole  tips  of  a  dynamo  the  density  becomes  less  than 
normal,  and  under  the  following  pole  tips  it  becomes  greater. 
(Art.  3554.) 

(1667)  When  the  back  arapere-turna  are  increased, 
owing  to  the  necessity  of  shifting  the  brushes,  the  cross 
ampere-turns  are  correspondingly  decreased;  so  that,  while 
the  opposition  to  the  field  lines  of  force  is  greater,  the  dis- 
tribution of  the  lines  is  more  uniform.  For  this  reason,  the 
commutating  fringe  at  the  leading  pole  tip  is  still  sufficiently 
strong  to  reverse  the  current  effectively,  as  long  as  the  cur- 
rent is  not  excessive.     (Art.  3564.) 

(1668)  (ii)  The  armature  ampere -turns  consist  of  the 
cross  ampere-turns  and  the  back  ampere- turns. 

(3)  They  are  equal  to  one-half  the  total  number  of  con- 
ductors on  the  surface  of  the  armature  multiplied  by  the 
current  carried  by  each.     (Art.  3569.) 
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(1669)  When  the  air-gap  density  is  about  50,000  lines 
of  force  per  square  inch,  the  length  of  air-gap  may  be  equal 
to  one-half  the  width  of  slot.     (Art.  3588.) 

(1670)  {a)  Yes. 

(b)  A  high  resistance  of  shunt  provides  the  requisite 
number  of  ampere-turns  with  a  low  current  strength,  and 
as  the  heat  loss  is  directly  proportional  to  the  resistance,  but 
proportional  to  the  square  of  the  current,  the  latter  should 
preferably  be  kept  at  a  low  value.  Also,  when  the  shunt 
resistance  is  great,  a  smaller  amount  of  the  total  current  out- 
put of  the  machine  is  used  in  the  field,  leaving  a  larger  pro- 
portion for  the  external  circuit.     (Arts.  3622  and  3623.) 

(1671)  Bipolar  machines  may  be  made  in  sizes  up  to 
about  15  or  20  horsepower.     (Art.  3692.) 

(1672)  In  order  that  the  armature  and  shaft  may  be 
entered  between  the  pole-pieces.     (Art.  3753*) 

( 1 673)  A  specified  overload  should  be  provided  against, 
as  being  likely  to  occur  frequently.  A  limit  of  15  or  20 
per  cent,  will  usually  be  found  sufficient.     (Art.  3542.) 

(1674)  From  about  10  per  cent,  for  a  1  K.  W.  machine 
to  about  1.5  per  cent,  for  a  100  K.  W.  machine.  (Art. 
3562.) 

(1675)  (a)  No. 

{6)  The  cross  ampere-turns  produce  a  different  distribu- 
tion of  lines  of  force  in  the  field,  by  distortion ;  but  the  total 
number  of  lines  of  force  is  not  changed.     (Art.  3554.) 

( 1 676)  The  electrical  efficiency  of  a  dynamo  is  obtained 
by  multiplying  100  times  the  E.  M.  F.  at  the  brushes,  in 
volts,  by  the  current  in  amperes  available  for  the  external 
circuit  and  dividing  the  result  by  the  product  obtained  by 
multipS'ing  together  the  total  E.  M.  F.,  in  volts,  and  the 
total  cu  Tent  in  amperes.      (Art.  3668.) 

(1677)  {(7)  The  maximum  volume  of  current  which  a 
smooth-core  drum  armature  may  carry  is  equal  to  240  times 
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the  field  ampere-turns  required  for  the  air-gaps,  divided  by 
the  angle  embraced  by  one  pole-piece. 

(/^)  For  a  ring  armature,  the  maximum  volume  of  cur- 
rent is  equal  to  180  times,  instead  of  240  times,  the  above 
value.     (Arts.  3574  and  3575.) 

(1678)  Smooth-core  armatures  are  especially  suitable 
for  electric-light  dynamos,  as  the  load  comes  on  gradually 
and  the  brushes  may  be  moved  to  the  proper  position  for 
sparkless  running.  When  the  load  fluctuates  considerably 
and  suddenly,  the  brushes  must  be  kept  in  one  position, 
which  is  possible  only  with  a  slotted  armature,  and  this 
style  of  machine  is  therefore  used  for  street-railway  work 
and  for  installations  of  similar  character.     (Art.  3593.) 

(1679)  The  values  of  the  ampere-turns  per  magnetic 
circuit  are  found  for  no  load  and  for  full  load,  the  required 
E.  M.  F.  and  speed  being  specified  for  each  case.  The  dif- 
ference between  these  two  values  of  the  ampere-turns  gives 
the  ampere-turns  for  the  series  coils.     (Art.  3642.) 

(1680)  Higher  insulation  is  obtained  by  this  means,  as 
a  larger  surface  of  insulating  material  is  introduced  be- 
tween the  segments  and  the  shell  of  the  commutator. 
(Art.  3718.) 

(1681)  Allow  about  1.11  square  inches  of  surface  per 
watt  lost  in  heating.     (Art.  3546.) 

(1682)  In  the  air-gap.     (Art.  3553.) 

(1683)  (ij)  The  field  would  be  neutralized,  and  the  ex- 
cessive sparking  due  to  this  cause  would  necessitate  reduc- 
tion of  load  or  shutting  down  the  machine.     (Art.  3563.) 

(d)  The  M.  M.  F.  in  the  gap  due  to  the  field  ampere- 
turns  should  be  1^  to  2  times  the  cross  M.  ^L  F.  due  to  the 
armature  current.     (Art.  3564.) 

(1684)  From  1.1  to  1.5  or  2  square  inches  of  surface 
should   be  allowed   per  watt   expended  in  heating.     (Art. 

3550.) 
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^lttSi5  Ii  r«t::aes  cfSnlr  to  regulate  the  E.  M.  F., 
zciiiirse  zjiss^  in  i  ▼iiie  T:ariati-xi  in  the  temperature  of  the 
•ritX  -rinca  icar  t3  omrrriaTTT  after  the  machine  is  started. 
Ti*  iicsecTiErr  :^a^'^  £:=.  ressstance  causes  the  E.  M.  F.  to 

••"*  a  cxsstant  di^erence  of  potential  is  ob- 


ZiLHstd  iclj  ifzer  r.i-zr-.n-g  for  some  time.     (Art.  3023.) 

•  ISSS'     X:c  n>^ce  than  15  or  16  volts  between  seg- 
znsrrs:  icr  a  j:w^er  ciffereGce  of  potential  is  rather  better. 


i'18ST»  Laisiraied  pole-pieces  are  used  in  order  to  pre- 
i::*  ^'gjerataott  of  eddr  currents  in  those  parts.  (Art. 
7«2.> 


(ISSSi  Tbe  rise  in  temperature  of  an  armature  is  equal 
t:>  9^  tizi5is  ibc  waits  knst,  divided  by  the  exposed  surface  in 
sq::.ir\*  ircrscs  multqibed  by  1  plus  0.00018  times  the  velocity 
in  f-irt  per  secood.     (See  also  Art.  3540.) 

(1689)  At  the  pole  tips,  at  nearly  diametrically  oppo- 
ste  pLxnrsL     (Art.  3553.) 

(1690I  A  high  density  is  used  to  counteract  the  effect 
o€  self-induction  of  the  armature  coils,  as  there  is  only  a 
slighi  change  in  the  total  number  of  lines  of  force  in  the 
c:re  when  th^^se  due  to  the  armature  current  collapse. 
(.\r:.  3567.) 

tl691)     (J)  Sm^>:>th-core  machines. 

{r\  Because  this  style  of  machine  has  low  self-induction, 
which  is  an  important  requirement  when  heavy  currents 
are  carried.     (.\rt.  3594.) 

(1692)  In  order  to  make  provision  for  changing  within 
certain  limits  the  ara'>unt  of  current  passing  through  the 
series  coils,  and  thereby  regulating  the  amount  of  com- 
pounding.    (.\rt.  3654.) 

(1693)  It  would  not  be  possible  to  remove  a  brush 
while  the  machine  was  running,  if  there  were  no  other 
brush  provided  to  collect  the  current  in  the  meantime. 
(Art.  3727.) 
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(1694)  {a)  It  is  usually  necessary  to  consider  the  back 
ampere-turns,  {d)  because  a  lead  must  be  given  to  the 
brushes  in  order  to  bring  the  armature  coils  under  the  pole 
tip  for  commutation  of  the  current.     (Art.  3S60.) 

(1695)  {a)  100,000  lines  of  force  per  square  inch,  and 
sometimes  as  high  as  120,000. 

(6)  For  drum  armatures,  85,000  to  90,000  lines  of  force, 
and  for  ring  armatures  100,000  to  110,000  or  more  lines  of 
force,  per  square  inch. 

[c)  Cast-iron  yokes,  about  30,000;  for  cast  steel,  about 
75,000;  and  for  wrought  iron,  about  85,000  lines  of  force 
per  square  inch. 

((f)  Cast  iron,  about  40,000  to  50,000;  and  cast-steel  or 
wrought-iron  forgings,  95,000  to  105,000  lines  of  force  per 
square  inch.     (Arts.  3598  to  3601.) 

(1696)  The  energy  loss,  in  watts,  of  the  shunt  and 
series  windings  of  a  compound  dynamo  should  be  propor- 
tioned to  the  respective  ampere-turns  carried  by  each  coil. 
(Art.  3646.) 

(1697)  A  leakage   coefficient    of   1.25   indicates   that 

:^-^  =  20  per  cent,  of  the  magnetizing  force  is  wasted.     The 

magnetizing  force  is  3  per  cent,  of  the  total  output;  there- 
fore 20  per  cent,  of  3  per  cent.,  or  .6  of  1  per  cent.,  of  the 
total  output  is  lost  in  leakage.     (Art.  3693.) 

(1698)  The  maximum  number  of  ampere-turns  which 
an  armature  may  carry  is  equal  to  the  volume  of  current 
flowing  through  the  conductors  divided  by  the  number  of 
field-magnet  poles.     (Art.  3579.) 

(1699)  Copper-gauze  brushes  collect  heavy  currents 
without  much  heating  and  interpose  but  little  resistance  in 
the  circuit,  which  is  desirable  iii  the  case  of  low-potential 
lighting  dynamos.  Since  the  load  comes  on  gradually,  an 
attendant  is  always  able  to  shift  the  brushes  by  hand  to  the 
point  of  least  sparking.     (Art.  3727.) 
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ira» 


"*  rif-t   :c  fc«:»:il  ir  5t|T^ec5  Fahrenheit; 

/  =  t^rriiiL*   ic  fcoi^j*    vir*   icjji  ir.  squ^ire  inches. 

(Atl  3550.) 

1701  ~^iM*^  'Litt  LzZ'ZiZ  25^  j'-c^  as  ozipared  with  the 
-»*ii-Li  x  -lit  -ii.c,  iirt:  Irits  :c  f  icDt  szr-eiac  oni,  and  the  den- 
KT.T  i.:  iijt  y.^jt  i.ik\^  :•!•::• 'iirts  z^ice  inif  :rm  than  would  be 
lilt  -jiivt  V.-:-  i  ii-.rL-tT  p^T.     <An.  35SS.JI 

\  1 702  "Wirt!::  zl*t  rirrtcii  2od  E.  M.  F.  on  a  character- 
ifc:-:  :-rr-  -t  irt  lijf  :-rt  i:-  •rrt  SxLZ^-e  scaile  <as  is  usual  |,  and  a 
':iz.'t  i§  ±rx."w^  frici  lit  criiri:!  t:  anv  >:'ii:t  c*n  the  curve,  the 
*L2Lr_;:t:i':  :■:  'b*  iiirJ:  of  «C':-:>e  will  indicate  the  value  of  the 
enrrr-kl  rtri-^L^tii:  :*.  Tbt  c-nrrent  is  eaua]  to  the  E.  M.  F. 
c;v:fri  IT  lit  r**^d>ta=: :^ :  tht  venical  dimension  on  the 
c-ric  r*::trt  rt'-rrr-trits  the  E.  M.  F..  and  the  horizontal 
c].-r:rrr.^:- .c  rrpffs^tr.ts  the  current-  Bnt  the  former  divided 
\  y  tht  li:ttr  if  ^q-^  t  >  the  tangfent  of  the  angle  of  slope, 
«-.  thit  t.iis  tiir.^ent  always  represents  the  value  of  the 
rtsirtar.t.     «An.'3»60.j 

(1703»     In   :he  inverted    lirHnlar  form  of  dvnamo  the 

r*'/^-:. ir :es  ai^zr  aih  cj.'^e  to  the  iron  bed-plate,  and  the  zinc 
h!''.k  is  :':tr>;:u:td  :n  «  rder  to  preserve  suincient  distance 
h'.VA-ren  to  prevent  undue  3rakag:e.     (Art.  3759«) 

( 1 704 )     ^7 1  The  back  ampere-turns  must  be  neutralized 

i'V  an  '^r^i'iai  n\jm!/er  <^'f  am[>ere-turns  on  the  field-magnets. 

Crc 

('')   1  :j:  bci'.k  ampere-turns  are  equal  to    ^ ,    .  where  C  = 
^  ^  ^  30U' 

t'  *a!  armature  r'jrrent ;  r  =  angle  of  lead  of  brushes;  r=  total 
nuinr.'rr  of  con^luctors.     (Arts.  3560  and  3561.) 

fI705j  ('onsi^lerable  self-induction  results  at  commu- 
tati'/ii  on  arconnt  of  ih<;  cojls  being  wound  over  iron  teeth, 
and  sparkin;(  results.      (Art.  3593.) 

(\  7m\)  If,  on  the  rlynamo  characteristic,  the  resistance 
of  1  })*•  rxicrnal  rir^nit  when  laid  out  should  be  of  such  a  value 
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as  to  correspond  with  the  initial  portion  of  the  character- 
istic, this  constitutes  the  critical  resistance  of  the  circuit, 
and  the  instability  of  operation  is  extreme.     (Art.  3661.) 

(1707)  Ring  armatures  possess  greater  self-induction 
than  drum  armatures,  so  that  a  greater  angle  of  lead  is  re- 
quired to  overcome  it,  as  well  as  a  more  powerful  field  for 
reversal.  In  order  to  obtain  this  condition,  the  field  ampere- 
turns  must  be  relatively  stronger  in  the  case  of  a  ring 
armature  than  of  a  drum  armature,  for  the  same  cross 
ampere-turns.     (Art.  3567.) 

(1708)  The  following  current  densities  per  square  inch 
may  be  used:  (a)  for  copper,  150  amperes;  (6)  for  brass, 
100  amperes;  (r)  for  carbon,  30  amperes.     (Art.  3727.) 

(1709)  (^)  and  (6)  The  change  in  magnetic  density  at 
points  close  together  becomes  abrupt,  so  that  if  there  is  any 
uneven  spacing  of  the  conductors,  they  will  be  short-circuited 
at  different  points  relative  to  the  pole-piece,  and  thus  cause 
sparking.     (Art.  3565.) 

(1710)  Due  to  drop  of  potential  through  the  armature, 
and  to  weakening  and  demagnetizing  action  of  the  armature 
current.     (Art.  3662.) 

(1711)  We  may  begin  by  selecting  the  armature  di- 
ameter, and,  if  necessary,  change  the  figure  subsequently. 
We  will  take  a  diameter  of  8  inches.  Then,  since  the 
peripheral  velocity  is  2,600  feet  per  minute,  the  speed  will 

be  3      3^/^  =  1»240  R.  P.  M.     The  density  in  the  air-gap 

may  be  about  35,000  lines  of  force  per  square  inch.  In 
determining  the  size  of  armature  conductor  we  must  allow 
600  circ.  mils  per  ampere.     5  H.  P.  =  5  X  746  =  3,730  watts, 

and    *        =  16.22  amperes  output.     The  shunt  current  will 

be  about  .48  ampere;  total  armature  current  =16.7  am- 
peres.    The  cross-sectional  area  of  the  conductor  is  then 

— —  =  5,010  circ.  mils.    No.  13  wire  =  5,178  circ.  mils, 

and  will  therefore  be  suitable. 
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If  we  allow  for  an  air-gap  of  i  in.  each  side,  the  bore  of 

the  fields  will  be  8^^  in.     We  will  suppose  that  each  pole 

face   covers   125°;    then   the   length   of   pole   face   will  be 

8.25X3.1410X125       ^.         ^.  ^.         ...       .     -  ,     . 
--: =  9  ni.     If  the  width  of   the   pole  face 

(length  of  armature)  is  6  inches,  the  area  of  the  pole  face  at 
the  air-gap  will  be  54  sq.  in.     At  35,000  lines  per  square 
inch,  this  will  give  1,890,000  lines  of  force  in  the  air-gap. 
By  modification  of  formula  480  we  have 

_  jg  X  00  X  10"  _     230  X  60  X  10'    __ 
^  ""  iV^'  ■"  1,890,000  X  1,240  ""  ^^' 

By  selecting  32  slots  and  18  conductors  per  slot  we  obtain 
c  =  570.     With  this  number  of  conductors  the  lines  of  force 

iVmust  be  ^''1^.,^  '^^^'^Jf^  1,932,000.     The  density  in  the 

air-gap  will  then  be    '  \l =  35,780  lines  per  square  inch. 

The  diameter  of  No.  13  wire,  double  cotton  covered,  is 
.081  in.     We  must  allow  for  2  coils  per  slot,  as  this  will  allow 
us  32  bars  in  the  commutator.     Each  coil  will  be  wound, 
then,  in  9  turns,  forming  a  square  in  cross-section,   being 
shaped  to  the  armature,  bound  over  with  tape,  and  shellaced. 
The  thickness  of  the  coil  when  wound  will  be  about  .081  X 
3  +  2  X  .03  =  .303,  allowing  .03  for  tape  each  side  and  for 
irregularilics.     If,  then,  we  insert  .04  in.  mica  insulation  on 
each  side  of  the  coil  in  the  slot,  the  width  of  slot  will  be 
.383  in.     Between  two  coils  in  a  slot  we  will  place  a  strip  of 
ril)er  .1  in.  thick,  .04  in.  of  mica  at  the  bottom  of  the  slot 
ihe  same  above  the  upper  coil,  and  a  piece  of  hard   wood 
.1.")  in.  thick  over  this.     The  depth  of  the  slot  will  then  be 
2  X  .303  +  .1  +  2  X  .04  +  .15  =  .030  in.,  or,  say,  +§-  in. 

As  there  are  32  slots  and  2  coils  per  slot,  the  number  of 
windint^    spares    7t'  =  (U.       I^y    formula   483,  Tt'  =  2  )'  i  2 

r»4  ±  2 
whence  the  pitch   r  —     -    —  =  31  or  33.     We  will  adopt  the 

smaller  number  31. 
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The  armature  being  8  in.  in  diameter,  the  circumference 

25  13 
is  25.13  in.,  and  the  pitch  of  the  teeth  is  — ^^  =  .785  in.  at 

the  top.     The  slots  are  W  in.  deep,  and  the  diameter  at  the 

root  of  the  teeth  is  therefore  8  —  1|-  =  6J  in.,  which  gives  a 

circumference  of  19.24  in.     The  pitch  at  the  root  of  the 

19  24 
teeth  is,  then,  — '-—-  =  .601  in.     The  average  pitch  =  (.785  + 

.GOl)  -T-  2  =  .093  in.  The  width  of  slot  =  .383  in. ;  therefore 
the  average  thickness  of  tooth  =  .693  —  .383  =  .31  in. 

The  angle  embraced  by  one  pole-piece  is  125°.  -Jf  J-  X 
32  =  11  teeth  under  the  pole.  The  effective  area  =  11  X 
.31  X  length  of  armature.  The  effective  length  of  the  ar* 
mature  is  .88  X  6  =  5.28  in.  Therefore  the  effective  area  of 
teeth  under  the  pole  =  11  X  .31  X  5.28  =  18  square  inches. 

The  density  in  the  teeth  will  be  li?^^=  107,300.     The 

18 

leakage  coefficient  is  1.25;  then  the  induction  in  the  mag- 
net core  will  be  1.25  X  1,932,000  =  2,415,000  lines  of  force. 
If  we  take  a  diameter  for  the  core  of  5|  in.  corresponding 

2  415  000 
to  24.85  sq.  in.  area,  the  density  will  be    *    /  '  — =  97,250 

lines  per  square  inch. 

The  diameter  of  the  armature  core  at  root  of  the  teeth  is  6^ 
in.     Allowing  for  a  shaft  1|  in.  in  diameter,  the  radial  depth 

of  the  core  is  21-  in.     Then  the  density  will  be  ^  ,^  *      ^,,  = 

*  ^  2.25  X  5.28 

81,400  lines  per  sq.  in. 

The  current  in  the  armature  at  full  load  is  16.7  amperes 

16  7 
and  the  back  ampere-turns  =  (16  —  11)  X  18  X  — ^  =  751. 

The  yoke  may  be  cast  iron,  say  10  in.  average  length, 
with  a  density  of  30,000  lines  of  force  per  sq.  in.  For  the 
pole-pieces  we  will  allow  4  inches  each,  or  a  total  of  8  in., 
with  a  density  of  50,000. 

For  the  magnet  cores  we  may. allow  a  length  of  4  inches 
each,  or  8  inches  total.    Then  the  total  ampere-turns  will  be: 
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Length.  Amp. -turns  Ampere- 

In.  per  In.  turns. 

Air-gap i  35,780  2,800 

Magnet  core 10  97,250  110  1,100 

Cast-iron  yoke,  flanged.   10  30,000  43  430 

Pole-pieces 8  50,000  10  80 

Armature  core 5  81,400  30  150 

Armature  teeth IJ  107,300  100  187 

Back  ampere-turns 751 

5,498 
The  total  ampere- turns  we  may  call  5,500. 

The  diameter  inside  of  magnet  spool  =  5|-  in.,  and  depth  of 
winding  may  be,  say,  1 J  in.  The  mean  diameter  will  be  7  inch- 
es, corresponding  to  a  circumference  of  21.99  in.,  or  1.83  feet. 

■D     r          1     «rr^o  .u                c  ^u       '      '   12x1.83x5,500 
By  formula  592  the  area  of  the  wire  is — = 

525  circ.  mils.  The  nearest  size  of  wire  is  No.  23,  B.  &  S., 
having  a  cross-sectional  area  of  509.5  circ.  mils.  Winding 
volumc  =  4x  1.125  X  2  =  9  sq.  in.  Turns  per  sq.  in.=  1,307, 
making  a  total  of  11,7(53  turns.  Total  length  in  feet  = 
1.83  X  11,7^)3  =  21,520,  and  the  resistance  will  be,  cold,  about 
20.37  X  21.52  =  438  ohms.  Allowing  for  a  temperature  rise 
of  about  40°  F.,  the  resistance,  hot,  will  be  about  477  ohms. 
The  shunt  current  =|^}4=  •'^^'^  ampere.    Watts  loss  =  CE^ 

.483  X  230  =  111,  and  the  loss  in  the  shunt  =  — ,,  ^,^^^      = 

0,730 

2.08  ])cr  cent. 

The  cylindrical- surface  of  the  armature  =  8  X  'f  X  6  = 
150.78  s(i.  in.,  and  at  the  ends  about  50  sq.  in.  additional,  for 
radiiition  of  heat.  There  are  288  complete  turns  of  wire, 
each  turn  being  about  3  feet  long.  Total  length  =  288  X 
3  =  804  feet. 

No.  13  wire  has  a  resistance  per  1,000  feet  of  2  ohms; 
then  two  lengths  in  parallel,  each  432  ft.,  have  a.resistance  of 
.432  ohm.  Allowing  for  heating  and  effect  of  joints,  we 
may  cail  this  resistance  .5  ohm.     The  C  R  loss  will  then  be 
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10.7"  X.o  =  139.45  watts.     The  temperature  rise,  by  formula 

569,  is 

=  Q^  X  130.45  ^  13,805  ^ 

200.78  X  (1  +  .00018  X  45)        202.4  * 

Outside  diameter  of  field  spools  =  8J  in.  Length  of 
each  =  4  in.  Total  surface  =  8J  X  "  X  8  =  204  sq.  in. 
Watts  lost  (as  already  found)  =  111.  The  temperature  rise 
of  the  spools  is,  by  formula  560, 

_  80  X  111  _  . ^o  -R. 
^  -      204      -  ^^    ^- 
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(CONTINUOUS-CURRENT.) 

(QUESTIONS  1712-1747.) 


(1712)  {a)  The  counter  E.  M.  F.  is  the  E.  M.  F.  gen- 
crated  by  the  armature  conductors  cutting  across  the  mag- 
netic field  when  the  motor  is  in  motion.     (Art.  3782.) 

(6)  The  counter  E.  M.  F.  may  be  calculated  from  the 
expression 

which  in  this  case  gives 

^  1.000  X  400  X  3  000,000  ^  ^^  ^^^^^      ^^^ 
**  60  X  10' 

(Art.  3787.) 

(1713)  A  shunt  motor  runs  at  nearly  constant  speed 
because  the  field  strength  is  nearly  constant,  and  also  because 
the  counter  E.  M.  F.  which  the  machine  has  to  generate 
drops  only  a  slight  amount  when  the  motor  is  loaded. 
(Arts.  3792  and  3793.) 

(1714)  [a)  We  have  the  relation  between  the  line 
E.  M.  F.  and  the  counter  E.  M.  F.  given  in  formula  601. 
Hence  we  have 

220  =  if„  +  100x  .05. 
E^  =  215  volts.     Ans.     (Art.  3783.) 
{b)     If  the  armature  were  held  from  turning,  the  counter 
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'/ .  i 


E.  ir  F..  ^,^  would  be  zero,  the  current  would  be  limited 
hiiny.y  by  the  ^LrmsLlvrc  resistance,  and  we  would  have 

C  =  -rr  =  —rr  =  -t oOO  amperes.     Ans. 
A.       .05  '^ 

(1715)  Series  motors  are  better  adapted  for  street- 
railway  work  because  they  can  hz  made  to  give  a  very 
fctronj^  effort  for  short  intervals;  also  because  they  are  less 
expensive  and  their  field  windings  are  less  easily  damaged. 
(Art.  3799.) 

(1716)  (a)  If  the  balance  gives  a  reading  of  10  lb.  at  a 
radius  of  2  feet,  the  useful  torque  is  20  ft. -lb.,  and  the  torque 
acting  on  the  armature  is  this  plus  the  1  ft. -lb.  necessary 
to  make  up  for  friction.  The  total  torque  acting  on  the 
armature  is,  therefore,  21  ft. -lb.  From  formula  605  we 
have 

r^  =  .ooii7^y", 

where  N  is  the  magnetic  flux,  C  the  number  of  armature 
conductors,  and  C^  the  current  flowing  through  the  armature. 

iV  X  300  X  25 


Ilcncc,       21  =  .00117  X 


10" 


21  X  10* 

or     iV  =  —r-mii :t7t^ rr?  =  2,393,100  lines,  nearly.     Ans. 

.00117  X  300  X  25         *       '  '  ^ 

(/>)  The  total  torque  acting  on  the  armature  is  21  foot- 
pounds, aiul  since  the  diameter  of  the  armature  is  12  in.,  or 
1  fool,  the  pull  at  the  circumference  of  the  armature  must 
bo  Vl  11).  This  pull  will  be  exerted  upon  the  conductors 
undor  the  polos,  so  that  the  average  pull  for  conductor  will  be 

^**'^^^^^    :  ,n  lb.     Ans.     (Arts.  3787  and  3788.) 

(1717)  (if)  The  commercial  efficiency  is  the  ratio  of 
tho  loial  useful  power  delivered  at  the  pulley  to  the  total 
power  supplied  from  the  mains. 
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(d)  10  H.  P.  =  7,460  watts  delivered;  hence,  input  must 
be    '        =  8,776  watts,  and  the  current  supplied  must  be 

.oO 

*        =  17.55  amperes.     Ans.     (Art.  3785.) 

0\)\) 

(1718)  (a)  The  speed  decreases  as  the  load  is  increased, 
because  the  motor,  being  operated  from  constant-potential 
mains,  has  to  generate  a  nearly  constant  E.  M.  F.  As  the 
load  increases  the  field  strength  increases,  hence  the  speed 
must  diminish. 

(b)  It  is  not  safe  to  throw  the  load  entirely  off  the  motor 
because  the  speed  would  become  so  high  that  the  armature 
would  be  liable  to  injury.     (Arts.  3798  and  3799.) 

(1719)  Strengthening  the  field  lowers  the  speed  of  the 
motor,  because  the  stronger  the  field  the  less  the  speed  at 
which  the  armature  has  to  turn  to  generate  the  required 
counter  E.  M.  F.     (Art.  3794.) 

(1720)  The  efficiency  of  conversion  of  a  motor  of  this 

capacity  should  be  about  .904  and  the  electrical  efficiency 

about   .916    (see    Fig.    1428).      The   commercial   efficiency 

would   therefore   be  .904  X  .916  =  .828.     If   the   output  at 

the  pulley  is  20x746  =  14,920  watts,  the  input  must  be 

•14  920 

— ^^r^  =  18,020  watts,  nearly.     The  total  current  input  will 
.828 

18  020 
then  be     '        =  81. 9  amperes ;  3^  of  this  current, or  2. 46  amp. , 

will  flow  through   the  field,  so  that  the  armature  should 

be   designed   to   carry  about   81.9  —  2.46  =  79.44  amperes. 

The  efficiency  of  conversion  is  .904;  hence,  the  total  electri- 

14  920 
cal  energy  active  in  the  armature  is  — *        =  16,500  watts, 

.  904 

nearly.      The   current    flowing    through    the   armature   is 

79.44    amperes;     hence,  the    counter    E.  M.  F.    must    be 

-    '        =  208   volts,   nearly.      We   must   then   design   as  a 

dynamo  a   machine   capable  of  generating  208  volts  at  a 
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speed  of  800  R.  P.  M.,  and  have  a  current-carrying  capacity 
of  79.44  amperes  in  the  armature  and  2.4G  amperes  in  the 
field.     Ans. 

(1721)  (a)  One  method  for  regulating  the  speed  is  the 
cutting  down  of  the  E.  M.  F.  across  the  armature  terminals 
by  the  insertion  of  a  resistance  in  the  armature  circuit. 
Another  method  is  by  strengthening  or  weakening  the  field 
by  means  of  a  field  rheostat. 

{b)  The  latter  method  is  the  more  economical.  (Arts. 
3794  and  3795.) 

(1 722)  (a)  A  resistance  is  necessary  at  starting  because 
the  counter  E.  M.  F.  is  then  zero;  and  since  the  armature 
resistance  is  very  low,  a  very  large  current  would  flow  if 
the  armature  were  connected  directly  across  the  mains. 

{b)  A  burned-out  armature  would  result,  unless  the  cir- 
cuit was  at  once  broken  by  some  safety  device,  such  as 
fuses  or  a  circuit-breaker;  in  any  event,  the  commutator 
is  quite  liable  to  be  burned.     (Art.  3805.) 

(1723)  (a)  The  total  torque  7^' can  at  once  be  calcu- 
lated from  formula  605 : 

I    -.uuii/      ^^.     -.uuii/x  1,000,000 

29.25  foot-pounds.     Ans. 

{^b)     If  the  diameter  of  the  armature  is  9  in.,  the  radius  is 

f  ft.     Consequently  the  pull  at  the  circumference  of   the 

29  25  X  8 

armature  must  be  — '—- =  78  pounds;  60^  of  the  con- 

6 

ductors  are  under  the  poles,  so  that  the  pull  per  conductor 
must  be   ^^  ^^^^.^^  =  .26  lb.     (Art.  3787.) 

(1724)  {(i)  The  connection  from  field  terminal  2  to  the 
line  is  wrong.  This  connection  should  be  made  to  the  line 
on  the  switch  side  of  the  rheostat,  as  shown  in  Fig.  1422. 

{b)  If  the  connections  were  as  shown  and  the  main  switch 
thrown,  the  field  would  not  be  excited,  because  no  connec- 
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tion  would  be  made  to  the  field  until  the  rheostat  arm  was 
moved  from  the  dead  point  to  the  first  resistance  point. 
Current  would  then  flow  through  both  armature  and  field, 
but  the  magnets  would  be  but  very  slightly  energized,  so 
that  very  little  starting  torque  would  be  produced.  There 
would  be  no  danger  of  short  circuit,  as  the  rheostat  is  prop- 
erly connected  in  series  with  the  armature. 

(1725)  (a)  The  efficiency  of  conversion  of  a  motor  is 
the  ratio  of  the  total  energy  delivered  at  the  pulley  to  the 
active  electrical  energy  in  the  armature,  i.  e.,  to  the  arma- 
ture current  multiplied  by  the  counter  E.  M.  F.  The 
greater  the  core  losses  and  friction  losses,  the  lower  will  be 
the  efficiency  of  conversion. 

{b)  The  total  energy  active  in  the  armature  is  100  x  10  = 
1,000  watts.  Total  energy  delivered  is  1  H.  P.  =  746  watts. 
Efficiency  of  conversion  =  •j'oVV  =  •  "^^^j  ^^  '^^'  6^- 

(Art.  3785.) 

( 1 726)  The  speed  of  a  series  motor  may  be  regulated  by 
the  same  methods  already  given  for  a  shunt  motor,  namely, 
by  cutting  down  the  applied  E.  M.  F.  by  means  of  a  resist- 
ance in  series  with  the  motor,  or  by  varying  the  field 
strength.  The  field  strength,  in  thQ  case  of  a  series  motor, 
may  be  varied  by  cutting  in  or  out  a  number  of  the  field 
turns  or  by  shunting  a  portion  of  the  current  around  the 
field.     (Art.  3800.) 

(1727)  By  reversing  the  direction  of  the  current  either 
through  the  armature  or  through  the  field.  Care  must  be 
taken  not  to  reverse  both  when  changing  the  connections, 
otherwise  the  direction  of  rotation  will  remain  unaltered. 
(Arts.  3813  and  3814.) 

(1728)  A  motor  may  be  made  to  give  constant  speed 
regulation  by  providing  the  field  with  a  number  of  series 
turns  which  are  connected  so  as  to  oppose  the  shunt  turns. 
This  secures  constant  speed,  because  the  field  is  weakened 
slightly  as  the  load  is  applied,  thus  making  the  armature 
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keep  up  its  speed  instead  of  falling  off  in  proportion  to  the 
lowering  of  the  counter  E.  M.  F.     (Art.  3804.) 

(1729)  {a)  The  cross-magnetization  distorts  the  field, 
shifting  it  backwards  as  regards  the  direction  of  rotation. 
(See  Fig.  1412.) 

(d)  The  shifting  of  the  field  has  a  tendency  to  move  the 
non-sparking  point  of  the  brushes  backwards  instead  of  for- 
wards, as  in  the  case  of  a  dynamo.     (Art.  3789.) 

(1730)  (a)  The  armature  back  ampere-turns  tend  to 
demagnetize  the  field,  as  shown  in  Fig.  1413. 

(/?)  In  order  to  keep  the  speed  constant,  the  field  must  be 
weakened  slightly  as  the  load  is  increased.  The  back 
ampere-turns  help  to  bring  about  the  necessary  reduction 
in  field  strength,  and  consequently  aid  in  keeping  the  speed 
constant.     (Art.  3790.) 

(1731)  By  referring  to  Fig.  1428,  we  find  that  the 
electrical  efficiency  of  a  30  H.  P.  motor  should  be  about  .925, 
and  the  efficiency  of  conversion  about  .92.  The  commercial 
efficiency  will  therefore  be  about  .92  X  .925  =  .851.    The  total 

input  at  full  load  will  therefore  be  — ^-- —  =  26,300  watts, 

nearly.   The  total  current  input  will  be      *        =  52. 6  amperes. 

Since  the  field  and  armature  are  connected  in  series, 
both    must    be    designed    for    52.6    amperes.       The    total 

,        .     ,  .•        •      ^i.  ^  .     30  X  746 

electrical    energy   active    m    the   armature    is  — = 

^^  .92 

24,320  watts.     The  E.  M.  F.  which  the  armature  must  gen- 

24  320 

erate  at  full  load  must  then  be  '^  [  ^-  =  462.5  volts,  nearly. 

The  37.0  volts  difference  between  this  E.  M.  F.  and  that  of 
the  mains  represents  the  drop  through  the  series  field  and 
the  armature.  The  dynamo  must  then  have  a  current 
output  of  52. G  amperes  and  generate  462.5  volts  when 
running  at  a  speed  of  800  R.  P.  M.  (Arts.  3817  and 
3818.) 
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(1732)  Cast  steel  is  used  on  account  of  its  good  mag- 
netic qualities  and  mechanical  strength.  These  qualities 
enable  a  motor  to  be  made  light  compared  with  its  output, 
which  is  an  important  consideration  in  street-railway  work. 
(Art.  3830.) 

( 1 733)  (^)  If  no  regulating  device  were  used,  the  torque 
acting  on  the  armature  would  be  the  same  for  all  loads, 
because  the  current  is  automatically  kept  constant  by  the 
dynamo.  The  result  is  that  the  motor  slows  down  when 
loaded  and  races  if  the  load  is  thrown  off. 

{d)  The  voltage  across  the  terminals  rises  as  the  load  is 
increased.  As  the  output  increases  the  input  must  also 
increase,  and  since  the  current  is  constant,  it  follows  that 
the  potential  across  the  terminals  must  increase.  (Arts. 
3802  and  3803.) 

(1 734)  Railway  motors  are  usually  of  the  four-pole  type, 
and  by  using  a  two-circuit  winding  two  brushes  only  are 
needed.  This  does  away  with  the  necessity  of  having  two 
brushes  on  the  under  side  of  the  commutator,  where  they 
would  be  hard  to  get  at.  Two-circuit  windings  do  not 
become  unbalanced  electrically  like  multiple-circuit  wind- 
ings in  case  the  field  should  become  stronger  on  one  side 
than  the  other,  due  to  the  air-gap  becoming  shorter  on  that 
side.     (Art.  3833.) 

(1735)  By  reversing  the  connections  between  the 
armature  and  field  so  as  to  reverse  the  direction  of  the  cur- 
rent through  either  the  armature  or  field,  but  not  through 
both.  Reversing  the  line  connections  would  not  reverse 
the  direction  of  rotation.     (Art.  3815.) 

(1736)  To  keep  down  the  bad  effects  of  armature  reac- 
tion and  make  the  motor  give  good  speed  regulation.  If 
the  field  is  very  strong  compared  with  the  armature,  the 
shifting  of  the  brushes  from  no  load  to  full  load  will  be  very 
slight,  and  if  fairly  thick  carbon  brushes  are  used,  the  motor 
may  be  operated  at  all  loads,  with  its  brushes  fixed  in  posi- 
tion and  without  sparking.     (Art.  3789.) 
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(1737)  This  will  be  seen  by  referring  to  Fig.  1410.  As 
the  conductor  moves  down  in  the  direction  of  the  arrow,  it  is 
readily  seen  that  the  E.  M.F.  induced  in  it  must  be  directed 
up  tJirough  the  paper.  The  current  which  is  causing  the 
wire  to  move  is  flowing  down  through  the  paper  ;  in  other 
words,  the  E.  M.  F.  is  opposed  to  the  current.     (Art.  3782.) 

(1738)  If  the  field  circuit  were  broken  while  the  motor 
was  running,  the  counter  E.  M.  F.  would  at  once  become 
nearly  zero,  and  a  very  large  current  would  flow  through 
the  armature,  the  effect  being  much  the  same  as  if  the 
armature  were  thrown  across  the  mains  without  any  resist- 
ance at  starting.  If  the  field  circuit  were  broken  in  this 
way,  the  armature  would  be  burned  out  unless  protected  by 
fuses,  and  in  any  event  it  is  probable  that  the  commutator 
would  be  more  or  less  burned.     (Art.  3795.) 

(1739)  Because  when  run  as  motors  these  machines 
have  their  fields  excited  from  the  mains,  and  their  field 
magnetization  is  therefore  practically  constant,  no  matter 
what  the  load  may  be.  When  they  are  run  as  dynamos, 
they  excite  their  own  fields,  and  every  falling  off  in  voltage 
generated  causes  a  corresponding  falling  off  in  the  field  exci- 
tation, thus  causing  poor  regulation  for  constant  potential. 
(Art.   3816.) 

( 1 740)  In  order  to  secure  a  good  starting  effort.  If 
the  current  is  supplied  to  both  at  the  same  instant,  a  large 
current  will  flow  through  the  armature  and  only  a  very 
small  current  through  the  high-resistance  field,  the  con- 
sequence being  that  there  is  no  field  present  for  the  armature 
current  to  react  on  and  the  starting  torque  is  very  small. 
(Art.  3807.) 

(1741)  By  short-circuiting  it.  Breaking  the  circuit 
would  cut  off  the  current  from  the  whole  circuit,  and 
besides  would  be  a  dangerous  operation  with  such  high-tension 
dynamos  as  arc  used  to  operate  arc  circuits.     (Art.  381 1.) 

( 1  742)  Because  starting  rheostats  are  designed  to  carry 
the  current  only  for  a  short  time,  and  if  the  current  is  allowed. 
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to  flow  through  them  continuously  they  will  be  burned  out. 
(Art.  38O60 

(1743)  {a)  The  electrical  efficiency  of  a  motor  is  the 
ratio  of  the  total  electrical  power  developed  in  the  armature 
to  the  total  electrical  power  supplied  from  the  mains. 

{d)  If  the  armature  resistance  is  high,  the  loss  in  the 
armature  will  be  large  and  the  electrical  efficiency  correspond- 
ingly low.  A  high-resistance  armature  causes  bad  speed 
regulation,  as  the  higher  the  armature  resistance  the 
more  the  counter  E.  M.  F.  and  speed  must  drop  when 
the  motor  is  loaded.     (Art.  3785.) 

(1744)  The  commercial  efficiency  is  equal  to  the  prod- 
uct of  the  electrical  efficiency  and  the  efficiency  of  conver- 
sion ;  hence,  if  the  electrical  efficiency  is  .90  and  the 
efficiency  of  conversion  .85,  the  commercial  efficiency  must 
be  .765,  or  76.5^.     (Art.  3785.) 

(1745)  {a)  The  torque  is  the  turning  moment  or 
twisting  effort  exerted  on  the  armature  by  the  reaction  of 
the  current  in  the  armature  conductors  on  the  field. 

(i)  This  is  shown  by  formula  605.  The  field  exci- 
tation iV  is  independent  of  the  speed ;  hence,  for  a  given 
current  C',,,,  the  torque  is  given  by  formula  605,  and  the 
speed  does  not  enter  into  the  equation.     (Art.  3787.) 

(1746)  (a)  The  principal  sources  of  loss  are  the  same 
as  those  in  a  dynamo;  namely,  C'R  losses  in  field  and 
armature,  hysteresis  and  eddy-current  losses  in  the  arma- 
ture core,  and  frictional  losses. 

(d)  The  output  is  limited  by  the  same  factors  which 
limit  the  output  of  a  dynamo,  the  heating  effect  in  the  arma- 
ture being  the  principal  limiting  factor. 

(1747)  If  the  motor  were  short-circuited  after  being 
disconnected  from  the  mains,  it  would  be  brought  to  a  sud- 
den standstill,  because  it  would  act  as  a  dynamo  and  send 
current  through  the  switch  7J,  The  energy  stored  up  by 
the  momentum  of  the  armature  would  be  rapidly  used  up> 
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and  the  machine  would  soon  stop.  It  will  easily  be  seen 
that  the  motor  will  act  as  a  dynamo  if  it  is  remembered  that 
all  the  time  the  motor  is  working,  its  E.  M.  F.  is  opposed 
to  that  of  the  mains  or  trying  to  send  a  current  opposite  to 
that  from  the  mains.  The  result  is  that  as  soon  as  the  main 
E.  M.  F.  is  removed  and  the  switch  B  closed,  the  motor 
E.  M.  F.  is  able  to  set  up  a  current,  thus  making  the  motor 
act  as  a  dynamo. 


THEORY  OF  ALTERNATING 
CURRENT  APPARATUS. 

(QUESTIONS  1748-1840.) 


(1748)  (a)  The  essential  difference  between  an  alter- 
nating  current  and  a  direct  current  is  that  the  former  is 
constantly  reversing  the  direction  of  its  flow,  whereas  the 
latter  flows  uniformly  in  the  same  direction.  The  alterna- 
ting current  passes  through  a  number  of  positive  and  nega- 
tive values  during  each  complete  cycle,  and  this  process  is 
repeated  over  and  over.     (Arts.  3838  to  3840.) 

{d)  The  frequency  is  the  number  of  complete  cycles  which 
the  current  passes  through  in  1  second.     (Art.  3842*) 

(1749)  {a)  Two  alternating  currents  differ  in  phase,  or 
are  out  of  phase,  when  both  do  not  pass  through  similar 
values  at  the  same  instant.  If,  for  instance,  one  current 
did  not  rise  to  its  maximum  value  till,  say,  a  fraction  of  a 
second  after  the  other  had  reached  its  maximum,  the  two 
currents  would  be  out  of  phase.     (Art.  3854«) 

(6)  Two  currents  are  in  quadrature  when  one  lags  behind 
the  other  by  just  J  of  a  period;  that  is,  when  one  current  is 
at  its  maximum  value,  the  other  is  just  passing  through  zero. 
In  this  case  the  angle  of  lag  is  90°.     (Art.  3860.) 

(c)  When  two  currents  are  in  opposition  they  are  directly 
opposed  to  each  other;  i.  e.,  when  one  is  at  a  positive  max- 
imum, the  other  is  at  a  negative  maximum.  It  follows, 
therefore,  that  when  two  currents  are  in  opposition,  the 
angle  of  phase  difference  must  be  180°.     (Art.  3860.) 

(1750)  {a)  The  inductance  of  a  coil  or  circuit  is  that 
quantity  which  multiplied  by  the  current  and  10"  and  divided 
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by  the  number  of  turns  in  the  circuit  will  ^ve  the  total 
number  of  magnetic  lines  threading  the  circuit  when  the 
given  current  is  flowing.  The  inductance  Z,  or  coefficient 
of  self-induction,  is  a  measure  of  the  ability  which  a  coil  has 
of  setting  up  lines  through  itself  and,  hence,  of  the  ability 
of  the  coil  to  produce  a  counter  E.  M.  F.  of  self-induction. 

(b)  Anything  which  makes  it  easier  for  a  coil  to  set  up 
lines  around  itself  increases  the  inductance  L.  Surrounding 
a  coil  with  iron  provides  a  very  good  path  for  the  magnetic 
lines,  hence  the  number  of  lines  which  the  coil  sets  up  is 
greatly  increased,  thus  making  L  large.  (Arts.  3874  to 
3876.) 

(1751)  {a)  A  transformer  is  a  device  for  changing  an 
alternating  current  at  one  voltage  to  a  current  at  another 
voltage.  They  are  used  extensively  in  connection  with 
lighting  and  power  transmission  plants  for  transforming 
down  from  high  voltages  used  on  the  line.  They  are  also 
used  in  connection  with  some  |K)wer  plants  for  increasing 
the  pressure  supplied  by  the  alternators  to  that  desired  for 
transmission.     (Art.  4000*) 

(i)  No ;  a  transformer  can  not  be  used  in  a  direct-current 
circuit.  The  E.  M.  F.  induced  in  the  secondary  of  a  trans- 
former is  produced  by  the  alternating  magnetic  flux  which 
passes  through  it.  In  order  to. produce  an  alternating  mag- 
netic flux  it  is  necessary  to  have  an  alternating  current  in 
the  primary,  consequently  an  ordinary  static  transformer 
would  not  operate  on  a  direct-current  circuit. 

(c)  A  transformer  always  consists  of  three  essential 
parts,  primary  coil,  secondary  coil,  and  laminated  iron  core, 
the  arranj^ement  of  these  parts  being  shown  in  Figs.  1548  to 
1551.     (Art.  4019.) 

(1752)  A  three-phase  alternating-current  system  is 
one  in  which  three  alternating  currents  are  employed  which 
differ  in  phase  by  ^  of  a  complete  period,  or  120^.  A  three- 
phase  circuit  is  simply  three  single-phase  circuits,  the  cur- 
rents in  which  differ  in  phase  as  described.     (Art.  3862.) 
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(1753)  (a)  A  rotary  transformer  is  a  machine  for 
changing  alternating  current  to  direct  or  the  reverse. 

{i)  The  principle  of  such  machines  is  explained  in 
Arts.  4050  and  4051,  and  the  connections  for  a  two-pole 
two-phase  machine  would  be  as  shown  in  Fig.  1577. 

(1754)  No.  In  a  single-phase  rotary  transformer  with 
a  single  armature  winding,  the  ratio  of  transformation  is 
fixed,  the  relation  being 

^=.707  F, 

where  V  is  the  direct-current  voltage  and  £  the  alternating 

—  50 

voltage.     If  £  were  50  volts,  V  would  be  -z-r^  =  70. 7  volts 

instead  of  100.     (Art.  4051.) 

(1755)  (a)  By  the  capacity  of  a  line  or  circuit  is  meant 
that  property  which  enables  it  to  hold  a  certain  charge  or 
quantity  of  electricity.     (See  Art.  3894.) 

{b)  The  unit  of  capacity  is  the  farad,  and  it  may  be 
defined  as  that  capacity  which  will  take  up  a  charge  of 
1  coulomb  (1  ampere  for  1  second)  with  a  rise  of  pressure  of 
1  volt.  (Art.  3899*)  The  microfarad  is  the  unit  usually 
employed  for  expressing  capacities. 

(c)  If  the  two  capacities  are  connected  in  parallel,  the 
combined  capacity  is  simply  the  sum  of  the  two,  or  30  micro- 
farads.    (Art.  38960 

(1756)  Since  the  alternator  has  12  poles,  the  angular 
distance  from  the  center  of  one  pole-piece  to  the  center  of 

the  next  will  be  ^-r-  =  30°.     The  distance  from  the  center 

of  one  pole  to  the  center  of  the  next  of  the  same  polarity 
corresponds  to  360°,  and  since  the  coils  are  to  be  displaced 
120°,  the  actual  angular  displacement  will  be  one-third  of 
the  angular  distance  between  the  centers  of  two  poles  of  the 
same  polarity.  The  coils  must  then  be  displaced  ^  X  30  X  2 
or  20°,  since  30  X  2  =  60°  is  the  distance  from  the  center  of 
one  pole  to  the  center  of  the  next  of  the  same  polarity. 
(Art.  395O0 
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rent   in   the   circuit.      The   impedance  is   always  equal  to 

y^resistance'  +  reactance*.  In  other  words,  the  impedance 
is  the  apparent  resistance  which  the  circuit  offers  to  the 
flow  of  the  current.     (Arts.  3889  and  3890.) 

(^)  Ohm's  law  for  alternating-current  circuits  takes  the 
form : 

Current  =  electromotive   force  ^^ 

impedance  ^  ' 

(1761)  The  resistance  of  the  circuit  is  negligible, 
hence  all  the  pressure  supplied  must  be  used  up  in  over- 
coming the  reactance.  The  reactance  is  equal  to  2  r  «  Z  = 
2  X  3.14  X  60  X  .5  =  188.4  ohms,  and  the  E.  M.  F.  necessary 
to  overcome  the  reactance  is  equal  to  the  product  of  the 
reactance  and  the  current.  The  E.  M.  F.  E^  therefore, 
which  must  be  supplied  by  the  alternator  is 

-e  =  27r;/ZC=188.4x5  =  942.0  volts.  (Art.  3886.) 

(1762)  (a)  In  the  Y  winding,  one  end  of  each  of  the 
windings  is  brought  to  a  common  connection,  and  the  other 
ends  are  carried  to  the  three  collector  rings.  In  the  A 
method,  the  three  windings  are  connected  up  into  a  closed 
circuit  and  the  collector  rings  are  attached  to  the  points 
where  the  different  phases  join.     (Arts.  3986  and  3987.) 

{b)  No;  the  output  is  not  affected  by  changing  from  one 
scheme  of  connection  to  the  other,  because  if  the  current 
output  is  increased  by  changing  from  Y  to  A,  the  voltage  is 
decreased  in  the  same  ratio,  and,  hence,  the  watts  output  is 
not  altered.     (Art.  3995.) 

(1763)  {a)  Theeffective  value  of  an  alternating  current 
is  the  expression  for  that  value  of  the  current  which  would 
produce  the  same  power  or  heating  effect  in  a  circuit  as  a 
continuous  current  of  the  same  amount.     (Art.  3866.) 

{b)  The  effective  value  is  equal  to  .707  times  the  maxi- 
mum value,  or  is  equal  to  the  maximum  vahie  divided  by 
^\  hence,  if  150  amperes  is  the  maximum  which  the  cur- 
rent reaches,  the  effective  value  of  the  same  current  would 
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150 
be  — -=  =  106  amperes.     It  follows,  therefore,  that  if  a  con- 

tinuous  current  of  106  amperes  were  sent  through  the 
resistance,  the  same  amount  of  heat  would  be  produced  as 
by  an  alternating  current  having  a  maximum  value  of 
150  amperes.     (Art.  3867.) 

(1 764)  Each  transformer  has  400  turns  on  its  primary 
and  50  on  its  secondary,  therefore  the  ratio  of  transforma- 
tion  is  8.  Since  the  coils  are  connected  up  A  to  the  pri- 
mary, the  pressure  across  each  primary  coil  must  be  1,000 
volts ;  consequently,  the  pressure  induced  in  each  secondary 
will  be  ^Y-ft=  125  volts.  In  other  words,  the  voltage  per 
phase  in  the  secondary  is  125,  and  since  the  three  phases  are 
connected  up  Y,  the  voltage  between  the  secondary  lines 
will  be  125  X  /3  =  125  X  1.732  =  216.5  volts.     Ans. 

(Art.  4026.) 

(1765)  (a)  The  efficiency  of  a  transformer  is  the  ratio 
of  the  useful  watts  obtained   from   the  secondarv  to  the 

watts  supplied  to  the  primary;  or,  efficiency  =  — — - — .    The 

efficiency  is  always  less  than  1. 

(6)     2.2  H.  P.  =  2.2  X  746  =  1,641  watts  =  useful  output. 

Input  =  1,80<J  watts:  hence,  efficiencv  =  -^— -  =  .912,  or  the 

transformer  gives  out  91.2^  of  the  energy  supplied  to  it, 
(Art.  4000.) 

(1766)  In  order  to  induce  an  E.  M.  F.  such  as  that  in 

the  secondary  of  a  transformer,  all  that  it  is  necessary  to 
have  is  a  coil  so  arranged  as  to  thread  a  varying  magnetic 
flux.  If  the  flu.x  were  fixed,  as  it  is  in  dynamos,  it  would  be 
necessary  to  move  the  coils  in  order  to  set  up  an  E.  M.  F. 
In  a  transformer,  however,  the  flux  is  made  to  vary  by  the 
alternating  current  in  the  primary,  hence  it  is  not  necessary 
to  move  the  secondarv  in  order  to  make  it  cut  lines  of  force. 
In  other  words,  the  magnetic  flux  is  constantly  changing, 
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and  for  this  reason  it  is  not  necessary  that  any  of  the  trans- 
former coils  should  move. 

(1767)  {a)  If  an  alternating-current  circuit  contains 
inductance,  the  current  flowing  will  not  vary,  or  rise  up  and 
down,  in  unison  with  the  E.  M.  F.,  but  will  lag  behind  by  a 
certain  fraction  of  a  period.  The  part  of  a  complete  cycle 
by  which  the  current  lags  is  usually  denoted  by  an  angle 
which  represents  the  amount  of  lag.  For  example,  one 
complete  cycle  is  equivalent  to  360°;  hence,  if  the  angle  of 
lag  were  said  to  be  90*^,  it  would  mean  that  the  current  came 
to  its  maximum  just  ^  of  a  period  behind  the  E.  M.  F.  If 
the  angle  of  lag  were  60^,  the  current  would  be  behind  the 
E.  M.  F.  by  I  of  a  period.     (Arts.  3854  and  3855.) 

{d)  The  angle  of  lag  may  be  obtained  from  the  expression 

2i:nL 


tan  0  = 


R 


as  explained  in  Art.  3892,  so  that  if  the  frequency,  induct- 
ance, and  resistance  for  any  given  circuit  are  known,  the 
angle  of  lag  can  at  once  be  estimated.  No  commercial 
instrument  has  yet  been  made  which  will  measure  the  angle 
of  lag,  so  it  always  has  to  be  calculated. 

(1768)  {a)  If  the  frequency  is  60  and  the  inductance 
is  .2  henry,  the  reactance  =  2?r«j?:  =  2x  3.14  X  60  X. 2  = 
75.36  ohms. 

The  resistance  =  12  ohms  ;  hence. 


impedance  =  \^R^  +  (2  ;r  n  Ly  =  i/144+ 5,679  =  76.3  ohms. 

Current  =  ; — '—^ — '—  =  jr-rn  =  6.55  amperes.     Ans. 
impedance      76.3  ^ 

{b)    Tangent  of  angle  of  lag  =  — -p — . 

Tan  <P  =  i^  =  6.28  and  *  =  80^  57'.     Ans.  • 

* 

(1769)     {a)  If  the  resistance   had  been  negligible,  we 
would  have 
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E.  M.  F.  .  500 

current  =    /^,  .    .^        r\i  or  current  =  ^,  -^,  =  6. 63  amperes. 

/rx     m       ^       2nnL       75.3 

(*)     Tan  4>  =       ^       =  -^  =  oo; 

hence,  4^  =  angle  of  lag  =  90®.     Ans. 

In  this  problem  and  the  preceding  one  the  reactance  is 
large  compared  with  the  resistance;  hence,  removing  the 
resistance  does  not  affect  the  value  of  the  current  very 
much. 

(1 770)  (a)  An  alternator  may  be  compounded  by  wind- 
ing the  field  spools  with  a  second  set  of  coils  which  are  con- 
nected in  series  with  the  line.  The  current  in  these  coils 
therefore  increases  with  the  load  and  thus  strengthens  the 
field-magnets.  The  initial  magnetization  is  supplied  by 
means  of  a  set  of  coils  excited  from  a  separate  direct-current 
dynamo.     (Art.  3966.) 

(d)  The  use  and  action  of  the  rectifier  is  explained  in 
Art.  3968.  Its  action  is  to  keep  changing  the  connections 
between  the  compound  field  winding  and  the  circuit  so  that 
the  current  in  the  field  coils  will  always  be  in  the  same 
direction. 

{c)  The  number  of  sections  in  the  rectifier  must  be  the 
same  as  the  number  of  poles  on  the  alternator. 

(1771)  (a)  A  non-inductive  resistance  is  one  which  is 
incapable  of  setting  up  lines  of  force  around  itself,  and  hence 
has  no  inductance. 

(d)  No;  the  current  is  in  phase  with  the  E.  M.  F.  when 
flowing  in  a  non-inductive  resistance.  A  non-inductive 
resistance  simply  retards  the  flow  of  the  current  in  the  same 
way  that  a  resistance  prevents  the  flow  of  a  continuous 
current.  If  the  resistance  has  no  self-induction,  there  can 
be  no  induced  E.  M.  F.  set  up  to  prevent  the  current  rising 
and  falling  in  step  with  the  E.  M.  F. ;  hence,  in  such  a  resist- 
ance the  current  does  not  lag  behind  the  E.  M.  F. 
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{c)  Water  resistances  and  incandescent  lamps  are  prac- 
tically non-inductive.     (Art.  3872.) 

(1772)  {a)  Iron  cores  are  always  used  in  transformers 
to  provide  a  path  of  low  magnetic  resistance  for  the  lines 
threading  the  primary  and  secondary  coils. 

{6)  If  no  core  were  used,  the  lines  would  have  to  be  set 
up  through  the  air,  which  offers  a  high  resistance  to  the 
flow  of  .the  lines;  consequently  it  would  require  a  very  large 
magnetizing  current  to  set  up  the  flux.  The  magnetizing 
current  would,  therefore,  be  enormously  increased  by 
removing  the  core  and  the  transformer  would  be  practically 
inoperative.     (Art.  4003.) 

(1773)  Every  time  the  armature  of  an  alternator  turns 
through  an  angle  equal  to  that  from  one  pole  to  the  next  of 
the  same  polarity,  the  E.  M.  F.  passes  through  one  complete 
cycle.  Hence,  in  one  revolution  the  E.  M.  F.  will  pass 
through  as  many  cycles  as  there  are  pairs  of  poles,  and  if 
s  =  rev.  per  second  and  P=z  number  of  poles,  we  have 

P 
frequency  =  —5.     (Art.  3950.) 

(1774)  The  current  coil  of  a  wattmeter  is  of  very  low 
resistance,  and  if  connected  across  the  mains  instead  of  in 
series  with  them,  a  very  large  current  would  result,  which 
would  be  almost  certain  to  burn  out  the  instrument  unless 
protected  by  fuses.     (Art.  3945.) 

(1775)  In  such  a  winding  the  E.  M.  F.*s  induced  in 
the  coils  under  the  iV  poles  will  be  opposite  in  direction  to 
the  E.  M.  F.'s  in  the  coils  under  the  5  poles.  In  order,  then, 
that  the  E.  M.  F.'s  may  add  up  properly,  the  connections  of 
every  other  coil  must  be  reversed,  as  shown  in  Figs.  1512 
and  1513.  The  student  should  read  Art.  3954  in  con- 
nection with  this  question.  Fig.  1513  is  the  winding  diagram 
for  an  armature  of  this  type,  and  by  following  the  arrow- 
heads it  will  easily  be  seen  that  the  connections  of  every 
other  coil  must  be  reversed. 
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(1776)     The  capacity/  =  10  microfarads  =.000010 farad. 

Frequency  =125;  resistance  =  100 ohms;  capacity  reactance 

1  1,000,000 


2r«/      2  X  3.UX  125  X  10 


=  127.4  ohms,  nearly. 


Impedance  =  yK'  +  U^—X  =  ./lOO' +  (127.4)'  = 


i/26,230  =  162,  nearly. 


C  = 


_  1,000  __ 


impedance        102 


=  6.17  amperes.     Ans. 


In  substituting  in  the  expression 


care    must   be 


2  r  ;//' 

taken  to  have  /  expressed  in  farads,  not  microfarads. 

(1777)  (a)  If  the  transformers  were  connected  in  the 
manner  indicated,  they  would  be  burned  out,  unless  protected 
by  fuses.  The  figure  shows  the  two  secondaries  connected 
up  in  series  into  a  closed  circuit,  so  that  the  combined 
E.  M.  F.  of  the  two  secondaries  would  set  up  a  large  current 
and  thus  burn  out  the  coils. 

(b)  The  trouble  could  be  remedied  by  connecting  the 
transformers  as  shown  in  Fig.  107,  a  being  connected  to  a\ 
and  ^  to  ^'. 

MBtin 


JUStiSL 


ii)Q.QOCQOQQQQQQ, 


IWOQ.Q&QQOOQQOJ 


Fig.  107. 


(1 778)     (a)  It  has  been  shown  in  Art.  3862,  and  it  can 
also  be  seen  by  referring  to  Fig.  1448, that,  in  a  three-phase 
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system,  when  the  current  in  one  line  is  at  its  maximum  value, 
the  currents  in  the  other  two  lines  are  one-half  as  great  and 
in  the  opposite  direction.  Hence,  if  the  current  in  one 
line  is  at  its  maximum  value  of  150  amperes,  the  currents 
in  the  other  two  lines  at  the  same  instant  must  each  be 
75  amperes. 

{d)  The  current  of  75  amperes  in  these  two  lines  will  be 
flowing  in  a  direction  opposite  to  that  of  the  current  in  the 
first-mentioned  line. 

(1779)  (n)  If  the  alternator  runs  at  a  speed  of 
300  R.  P.  M.,  the  rev.  per  second  =  5.  There  are  20  poles, 
or  10  pairs  of  poles;  hence,  by  formula  646, 

frequency  =/XJ=10x5=50  cycles  per  second. 

{b)  Since  the  frequency  is  50,  it  follows  that  the  current 
from  such  a  machine  will  pass  through  one  complete  cycle 
of  values  in  -^  second. 

(1780)  If  the  inductance  is  very  large  as  compared 
with  the  resistance,  nearly  all  the  E.  M.  F.  required  to  set 
up  the  current  through  the  circuit  will  be  used  up  in  over- 
coming the  inductance,  and  will,  therefore,  be  almost  90° 
ahead  of  the  current  in  phase.  Consequently,  in  such  a  cir- 
cuit the  current  will  lag  very  nearly  90°  behind  the  E.  M.  F. 
(Art.  3922.) 

(1781)  If  the  armature  of  an  alternator  has  high  self- 
induction,  a  large  part  of  the  E.  M.  F.  generated  may  be 
used  up  in  forcing  the  current  through  the  armature  itself, 
leaving  only  a  small  terminal  E.  M.  F.  available  at  the  col- 
lector rings.  If  the  inductance  were  very  high,  there  might 
be  such  a  falling  off  in  terminal  pressure  that  the  maximum 
output  which  could  be  taken  from  the  machine  might  be 
less  than  that  which  the  armature  could  safely  deliver  with- 
out overheating,  and  the  machine  would  not  deliver  the 
power  which  it  was  really  capable  of  supplying.  (Art. 
3930.) 
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(1782)     (a)  The  resistance  of  the  circuit  is  considered 
to  be  zero:  hence  the  impedance  y  ^-p  (sT — 7)    becomes 

5 7.  and 

-  E  - 

C  = ; =  2  r  11/^. 


2  r«y 

Frequency  =  «  =  125  cycles  j>er  sec. 

Current  =  C  =  2  amperes. 

,  C      .       .  2  X  1,000,000  .       .       - 

/  = —  farads  = microfarads  = 

l-rnE  2X3.14X125X1,000 

2.54  microfarads.     Ans. 

{b)  Since  there  is  no  resistance  in  the  circuit,  all  the 
E.  M.  F.  is  used  in  overcoming  that  of  the  condenser,  and 
the  current  is  at  right  angles  to  the  E.  M.  F.  and  90^  ahead 
of  it.  The  current  is  therefore  wattless,  and  no  energy  is 
being  expended  in  the  circuit.  The  number  of  watts 
expended  is  therefore  zero. 

(1783)  {(t)  A  synchronous  motor  is  one  which  runs  in 
step  or  synchronism  with  the  alternator  driving  it.  (Art. 
4033.) 

(b)  A  single-phase  synchronous  motor  will  not  start  up 
of  its  own  accord  because,  when  it  is  standing  still  and  a 
rapidly  reversing  current  is  sent  through  its  armature, 
there  is  an  effort  exerted  tending  to  make  it  turn  first  in 
one  direction  and  then  in  the  other,  the  consequence  being 
that  the  armature  does  not  start  up. 

{c)  If  the  motor  be  run  up  to  speed,  the  coils  move  past 
the  poles  just  as  the  current  in  the  coils  reverses;  conse- 
quently the  torque  acting  on  the  armature  is  always  in  the 
same  direction  and  the  motor  continues  running.  (Art. 
4034.) 
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(1784)  The  counter  E.  M.  F.  set  up  in  a  coil  through 
which  a  flux  N  is  made  to  vary  is  given  by  formula  617, 
Art.  3882. 


E  = 


10* 


The  magnetic  flux  N  is  in  this  case  200,000  lines;  the 
frequency  n  =  125 ;  the  required  counter  E.  M.  F.  is  = 
50  volts. 

Hence  we  have 

^      ^XlO'  50  X  10'  ,.^  . 

-*  =  T'^rs — \T  =  T~7i — '"TTTT ^^..  ^^^  =  4o  turns.     Ans. 

4.44;iiV      4.44  X  125  X  200,000 

(1785)  {a)  The  effect  of  resistance  in  the  primary  and 
secondary  coils  of  a  transformer  is  to  cause  a  loss  in  them 
due  to  the  heating,  thus  making  the  efficiency  lower  than  it 
would  otherwise  be. 

{b)  The  resistance  in  the  coils  also  causes  a  falling  off  in 
the  secondary  voltage  when  the  transformer  is  loaded, 
thereby  making  the  regulation  poor.     (Art.  4014.) 

(1786)  {a)  The  henry  is  the  unit  of  self-induction,  and 

a  coil  of  T  turns  would  have  an  inductance  of  1  henry  if  it 

10" 
set  up  a  flux  of  ryr  lines  through  itself  when  the  current  in 

it  was  1  ampere.  Or  it  might  be  defined  as  that  quantity 
which  multiplied  by  the  current  and  10*  gives  the  product  of 
the  flux  and  the  number  of  turns. 

(b)  For  example,  if  a  coil  of  50  turns  had  an  inductance 
of  5  henrys  it  would  mean  that,  with  a  current  of  1  ampere 
flowing  through  the  coil,  there  would  be  10,000,000  lines 
passing  through  the  center  of  the  coil,  since 

flux  X  50  =  5  X  current  X  10', 

^           5  X  1  X  100,000,000      ^^^  _ _.  __ .  .. 
or  flux  = — p =  10,000,000  Imes. 

(Art.  3875.) 

(1787)  If  the  armature  has  a  high  inductance,  the 
greater  part  of  the  E.  M.  F.  generated  will  be  used  up  in 
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5:r:Lnc  '^'^  iwirrent  through  the  armature  itself.  The  result 
is  iJLii  zz't  E.  IL  F.  is  not  able  to  set  up  a  very  large  cur- 
niz  -r-rt-  ih.e  machine  is  short-circuited,  and,  consequently, 
z.«:  t.iTT.ixe  rss;ilis»  as  would  be  the  case  with  a  direct- 
.ichine.     .  Art.  3963.) 


V.  ^_  .  T.  .  - 


'  irSS»  Tlie  great  advantage  of  polyphase  over  single- 
phase  "jj-'iiirjaoas  motors  is  that  the  former  will  start  of 
tiieLr  -ir:!  accord  and  run  up  to  synchronism,  whereas  the 
laiier  iiaTe  ro  be  started  up  from  some  outside  source  of 
p.:w-r.     iArL-U»4.) 

\  1  rSS)  The  chief  advantage  which  induction  motors 
p^rssisess  •:  ver  $vnchr'>noas  motors  is  that  they  will  start  with 
a  stroc;^  torcne,  and  will  therefore  start  up  under  load, 
whereas  synchronous  motors  will  not  start  on  anything  but 
a  lijcht  I'?ad.  Induction  motors  also  have  the  advantage  of 
not  reviuiring.  under  ordinary  circumstances,  any  brushes  or 
collector  ringSw     (Art.  4038.) 

(1790)  The  essential  parts  of  a  polyphase  induction 
motor  are  the  field,  or  primary,  into  which  currents  from 
the  lin^  are  led^  and  the  armature,  or  secondary,  in  which 
currents  are  induced  by  the  moving  field  set  up  by  the 
primary.  (Art.  4039.)  The  method  of  constructing  and 
winding  the  field  and  armature  is  such  as  that  described  in 
Arts.  41VIO  to  4042- 

(1791)  (if)  Line  pressure  or  impressed  E.  M.  F.  = 
l,iK>«>  vv>lts.  Frequency  =  00  cycles  per  sec.  Self-induc- 
tion r=.:Uienry.  Resistance  =  150  ohms.  Capacity= 15  micro- 
farads r=.0iHXa5  farad. 

In  such  a  circuit  as  this  the  current  will  of  course  be 

,        impressed  E.  M.  F.       ^,  . 

equal  to    — '-. , .     This  circuit  contains  resist- 

^  impedance 

ance,  self-induction,  and  capacity;  hence,  the 


impedance  =  V  A''  +  ( 2  r ;/  Z  — j)  .      See  Art.  391 0. 
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The  reactance  due  to  self-induction  =  27r«Z  =  27rX  60  X 
.3  =  113  ohms. 


The  reactance  due  to  capacity  = 
1  1,000,000 


=  176.9  ohms. 


27r»/      2  X  3.14  X  60  X  15 
UitnL—  ,   ^    \  =  113  -  176.9  =  -  63.9  ohms. 
Then,  the  impedance  = 


-/l50"+(— 63.9)'  =  >/22,500  +  4,083  =  1^26,583  =  163  ohms. 

Hence,       current  =    *  ,.^    =  6.13  amperes.     Ans. 

loo 

{b)  Since  the  capacity  reactance  is  greater  than  the 
reactance  due  to  self-induction,  it  follows  that  the  com- 
ponent of  the  E.  M.  F.  at  right  angles  to  the  current  is  90° 
behind  the  current,  as  shown  in  Fig.  108.     The  impressed 


B=150 


•*r- -^^  CurtMkt 


Fig.  106. 

E.  M.  F.  is  therefore  in  the  direction  of  O  c,  and  the  angle 
by  which  the  current  leads  the  E.  M.  F.  is  such  that 

1 


tan  ^  = 


and 


2nn/_e3,9_ 
R  ""  150  ^  -^"^ 

0  =  23°  5'.     Ans. 


{c)  The  watts  expended  ^  C  E  cos  ^  =  1,000  X  6.13  X 
.  919  =  5, 633  watts.     Ans. 

(1792)  [a)  The  power  factor  is  that  quantity  by  which 
the  apparent  watts  expended  in  an  alternating-current 
circuit  must  be  multiplied  to  give  the  true  watts.  It  is 
equal  numerically  to  the  cosine  of  the  angle  of  lag  between 
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the  current  and  E.  M.  F.,  and  the  more  nearly  the  current 
and  E.  M.  F.  are  in  phase  with  each  other  the  larger  is  the 
value  of  the  power  factor.     (Art.  3926.) 

(d)  When  the  current  and  E.  M.  F.  are  exactly  in  phase, 
the  power  factor  has  its  greatest  value,  #  =  0  and  cos  ^  =  1. 
In  this  case  the  apparent  watts,  or  volts  X  amperes,  are 
equal  to  the  true  watts.     (Art.  3927.) 

(1793)  (a)  The  best  method  of  measuring  power  in  an 
alternating-current  circuit  is  by  the  use  of  a  wattmeter, 
the  most  reliable  type  of  which  is  the  Siemens  dynamometer. 

(6)  A  description  of  this  instrument  will  be  found  by 
referring  to  Art.  3944. 

(c)  A  wattmeter  should  be  connected  with  its  current 
coil  in  series  with  the  circuit  in  which  the  power  is  to  be 
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Fig.  100. 

measured.     The  fine  wire  coil  should  be  connected   across 
the  terminals  of  the  circuit  a  /;,  as  shown  in  Fig.  109. 

(1794)  If  a  transformer  were  connected  with  its  pri- 
mary across  continuous-current  mains,  no  counter  E.  M.  F. 
wouKl  be  set  up  in  the  primary,  because  the  current  would 
not  be  changinj^.  The  primary  would,  therefore,  not  be 
able  to  choke  back  the  current,  and  a  rush  of  current  would 
take  ])lace  which  would  be  limited  only  by  the  resistance  of 
the  i)rimary  coil;  conseciuently  a  current  would  flow  which 
would  probably  be  great  enough  to  burn  out  the  coil  unless 
it  were  protected  by  fuses. 

(1795)  The  armature  of  an  induction  motor  does  not 
revolve  quite  so  fast  as  the  magnetic  field  set  up  by  the 
currents  in  the  field  winding;  consequently  there  is  a  cutting 
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of  magnetic  lines  by  the  armature  conductors,  which  sets 
up  an  electromotive  force  in  them.  Since  the  armature 
coils,  or  conductors,  are  connected  up  into  closed  circuits, 
this  induced  E.  M.  F.  sets  up  currents  which  react  on  the 
field  and  so  produce  the  motion.     (Art.  4042.) 

( 1 796)  If  the  secondary  were  to  become  short-circuited, 
it  would  be  equivalent  to  connecting  it  to  a  circuit  of  very 
low  resistance.  The  consequence  would  be  a  heavy  rush  of 
current  through  the  secondary  coil,  which  would  allow  a 
correspondingly  large  current  to  flow  in  the  primary. 

(1797)  The  speed  of  an  induction  motor  may  be 
regulated  by  inserting  an  adjustable  resistance  in  series  with 
the  secondary  winding.  The  resistance  limits  the  amount 
of  current  which  flows  in  the  secondary  coils,  and  the  torque 
may  be  increased  or  diminished,  as  desired.  This  arrange- 
ment necessitates  the  use  of  collector  rings  and  brushes,  as 
a  resistance  for  regulating  purposes  to  be  used  continually 
could  not  very  well  be  placed  within  the  armature  itself  on 
account  of  the  heat  which  it  would  develop.     (Art.  4044.) 

(1798)  (a)  Magnetic  leakage  is  caused  by  the  flux 
which  the  secondary  tends  to  set  up  being  opposed  to  that 
set  up  by  the  primary.  The  two  opposing  magnetic  fluxes 
cause  lines  to  leak  between  the  coils,  as  shown  in  Art. 
4015^  and  this  leakage  effect  increases  as  the  load  on  the 
secondary  increases. 

{d)  The  effect  of  magnetic  leakage  is  to  cause  a  drop  in 
the  secondary  voltage,  because  all  the  magnetic  lines  do 
not  get  through  the  secondary. 

(c)  The  effect  of  magnetic  leakage  may  be  largely 
reduced  by  so  arranging  the  coils  that  there  is  little  chance 
for  magnetic  lines  to  leak  between  them.  This  may  be 
accomplished  by  placing  the  coils  one  over  the  other,  or  by 
winding  the  primary  and  secondary  in  sections  and  inter- 
leaving them.     (Art.  4016.) 

(1799)  (^)  The  current  in  the  armature  increases  as 
the  load  is  applied  in  very  much  the  same  way  that  the 
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current  in  the  armature  of  an  ordinary  shunt-wound  dynamo 
increases  with  increase  of  load. 

{b)  The  change  in  the  secondary  current  is  brought 
about  by  t*he  slight  slowing  down  in  speed  of  the  arma- 
ture. This  slowing  down  causes  the  relative  motion  between 
the  revolving  armature  and  field  to  become  g^reater,  thus 
making  the  conductors  cut  more  lines  of  force  per  second 
and  increasing  the  voltage  induced  in  them.  The  increase 
of  voltage  is  accompanied  by  a  corresponding  increase  of 
current,  which  causes  the  motor  to  develop  a  greater  torque 
and  thus  adjust  itself  to  the  new  condition  of  load.  (Art. 
4042.) 

(1800)  The  winding  suitable  for  the  field  of  a  three- 
phase  induction  motor  would  be  similar  to  that  used  on  a 
three-phase  alternator  armature.  The  windings  used  on 
polyphase  induction-motor  fields  are  usually  distributed 
windings  consisting  of  2  or  3  coils  per  pole  per  phase. 
(Art.  4045.) 

(1801 )  If  the  motor  be  loaded  too  heavily,  the  armature 
will  be  retarded  through  so  great  an  angle  that  the  motor 
will  slip  out  of  step  with  the  alternator  driving  it,  and  will 
rapidly  come  to  a  standstill.     (Art.  4035.) 

(1802)  (^)  If  25  amperes  is  the  effective  value,  the 
maximum  value  will  be  2oj/2,  because  the   effective  value 

max.  value 

2o\^  =  35.30  amperes.     Ans. 

(l?)     Effective  value  =  1.11  average  value;  hence,  average 

25 
value  =  YT7  =  22.52  amperes.     (Art.  3867.) 

(1803)  If  the  effective  voltage  of  the  machine  is  2  000 
the  maximum  pressure  which  the  insulation  of  the  armature 
is  subjected  to  will  be  the  maximum  pressure  correspondinf^ 
to  2,000  effective  volts;  that  is,  2,000  |/2  or  2,000  X  1.414  = 

^  2,828  volts.     (Art.  3867.) 
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(1804)  {a)  If  the  alternator  has  10  poles,  or  5  pairs  of 
poles,  and  runs  at  the  rate  of  1,500  R.  P.  M.,  its  frequency 
will  be,  by  formula  646,  ;/  =  5  X  -^|^  =  125  cycles  per 
second.     (Art.  3956.)     Ans. 

{d)  The  voltage  between  the  collector  rings  at  no  load  is 
given  by  formula  617, 

^      LUNTn 
^  10'       • 

Nis  the  magnetic  flux  from  one  pole  and  equals  900,000; 
7"  is  the  number  of  turns  connected  in  series  and  is  equal  to 
^^  =  400.     Hence, 

t;      4.44  X  900,000  X  125  X  400      .  ^^^       . 

^ = mmm =^'f -^^,  ^„^ 

(1805)  If  an  E.  M.  F.  E  be  applied  to  a  condenser  of 
y  farads,  the  quantity  of  charge  which  the  condenser  will 
take  up  will  be  Q=/ £  coulombs.  This  follows  from  the 
definition  of  a  farad.  In  this  case,  since  /  =  20  microfarads, 
and  £=1,000  volts,  0= -000020  X  1,000  =  .020  coulomb. 
But  coulombs  =  amperes  x  seconds,  or  Q=  C  t,  where  C  is 
the  average  current. 

Then         (2  =  .1  X  A  and  /  =  '——-  =  .2  second. 

.1 

The  current  of  -^j^  of  an  ampere  would,  therefore,  have  to 
flow  for  -J-  second  to  charge  the  condenser. up  to  a  potential 
of  1,000  volts.     (Arts.  3900  and  3905.) 

(1806)  If  the  motor  has  6  poles,  or  3  pairs  of  poles,  we 

must  have,  by  formula   647,  the   relation    s  =  -  =  —-  = 

P       ^ 
20  rev.  per  second.      The  speed  is  therefore  20  revolutions 

per  second,  or  1,200  rev.  per  minute,  when  the  machine  is 

not  loaded,  because  at  no  load  an  induction  motor  should 

run   almost   exactly   in    synchronism   with   the    alternator 

driving  it 
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(1807)  The  current  flowing  through  a  synchronous 
motor  armature  varies  in  proportion  to  the  load  which  the 
machine  is  carrying  by  virtue  of  the  change  in  phase  rela- 
tion between  the  counter  E.  M.  F.  of  the  motor  and  the 
E.  M.  F.  supplied  by  the  alternator  driving  it.  When  a 
load  is  thrown  on  the  machine,  the  angular  position  of  the 
motor  armature  is  displaced  a  little  from  the  angular  posi- 
tion occupied  at  the  same  instant  by  the  armature  of  the 
alternator.  The  E.  M.  F.  of  the  motor,  therefore,  lags  a 
little  behind  that  of  the  alternator  and  thus  allows  a  current 
to  pass  between  the  two  machines.     (Art.  403S.) 

(1808)  The  general  effect  of  inductance  is  to  increase 
the  size  of  wire  necessary  to  transmit  a  given  amount  of 
power  beyond  what  would  be  required  if  no  inductance  were 
present.  In  other  words,  it  requires  some  E.  M.  F.  to  over- 
come the  inductance  as  well  as  the  resistance,  and  if  the 
total  amount  of  drop  in  the  line  is  fixed,  it  is  evident  that 
the  wire  has  to  be  made  just  so  much  larger  to  keep  the 
total  drop  within  the  specified  limits.  If  the  load  on  the 
line  is  inductive,  the  current  for  a  given  amount  of  power  is 
also  increased,  and  if  the  drop  were  to  be  kept  the  same,  the 
wire  would  have  to  be  larger  than  would  be  necessary  if  the 
load  were  non-inductive.     (Art.  3934.) 

(1809)  {(7)  The  reactance  due  to  self-induction  is 
greater  than  that  due  to  capacity;  hence  the  effect  of  the 
self-induction  will  predominate  and  the  current  will  lag 
behind  the  E.  M.  F. 

(d)  The  resultant  reactance  is  20  —  15  =  5  ohms,  and 
the  resistance  being  10  ohms,  the  tangent  of  the  angle  of 
lag  is  -jV=  -5; 

or,  tan  ^  =  .5, 

and  the  angle  of  lag  ^  =  2G°  34'. 

(1810)  The  field  of  an  alternator  which  is  not  provided 
with  compound  coils  may  be  adjusted  by  having  an  adjust- 
able rheostat  either  in  the  field  circuit  of  the  alternator  or 
in  the  shunt  field  circuit  of  the  exciter,  or  in  both,  as  shown 
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in  Fig.  1521.  It  is  customary  to  have  both  rheostats, 
because  a  number  of  alternators  can  then  be  excited  from 
one  exciter  and  their  field  currents  adjusted  independently. 
This  could  not  be  done  if  the  rheostat  in  the  alternator  field 
circuit  were  not  used.  By  varying  these  two  rheostats  the 
strength  of  field  and,  hence,  the  voltage  of  the  alternator 
may  be  easily  adjusted.     (Art.  3966«) 

(1811)  If  the  secondary  of  the  motor  were  of  high 
resistance,  there  would  have  to  be  a  considerable  E.  M.  F. 
induced  in  the  conductors  to  set  up  the  current  to  produce 
the  required  torque.  This  means  that  a  motor  with  such 
an  armature  would  require  a  large  slip,  and  there  would 
consequently  be  a  considerable  falling  off  in  speed  from  no 
load  to  full  load.  Such  a  motor,  therefore,  would  give  poor 
speed  regulation.     (Art.  4043.) 

(1812)  (a)  The  machine  generates  1,100  volts  with  a 
Y-connected  winding;  hence  the  voltage  generated  in  each 
phase  must  be,  by  formula  650, 

7=li?^=G35  volts. 

Consequently,  if  the  armature  be  connected  up  A,  the  line 
voltage  will  be  635,  because  in  this  case  the  line  voltage 
is  the  same  as  the  voltage  per  phase.  (Arts.  3992  and 
3993.)     Ans. 

{d)  If  the  current  output  were  50  amperes  with  the  Y 
winding,  it  means  that  the  wire  on  the  armature  must  be 
capable  of  carrying  50  amperes,  because  the  current  per 
phase  is  the  same  as  the  line  current  in  such  a  winding. 
(Art.  3990.)  If  the  winding  were  connected  A,  the  allow- 
able line  current  would  therefore  be,  by  formula  654, 

C=  50  X  i^=  86.6  amp.      Ans. 

(1813)  {a)  Eddy-current  losses  act  in  the  same  way  as 
an  additional  current  in  the  secondary ;  that  is,  they  simply 
increase  the  primary  current  over  and  above  what  it  should 
be  for  the  given  secondary  current.  This  means  that  the 
eddy-current  loss  has  to  be  made  up  for  by  taking  additional 
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current  from  the  line,  thus  lowering  the  efficicncj  of  the 
transformer, 

(If)  J>idy-current  losses  may  be  reduced  by  laminating 
the  core  or  building  it  up  out  of  thin  sheets  of  iron  lightly 
insulal<td  from  each  other.  This  breaks  up  the  circuits  in 
which  ifje  eddy  currents  tend  to  flow,  and  so  prevents  their 
generation.     (Art.  4017*) 

(1814)  The  automatic  adjustment  of  a  transformer  to 
different  conditions  of  load  is  brought  about  by  the  reaction 
of  the  primary  and  secondary  coils.  The  magnetism  pro- 
du<:e<l  l)y  the  secondary  is  opposed  to  that  of  the  primary, 
and,  consequently,  the  resulting  magnetizing  effect  is  zero. 
The  result  is  that  the  magnetic  flux  remains  practically 
constant  at  the  value  which  is  set  up  by  the  magnetizing 
current.  (Art.  4009*)  Since  the  flux  remains  constant, 
the  K.  M.  V,  induced  in  the  secondary  must  also  be  con- 
stant.    (Art.  4010.) 

(181  ft)  The  current  which  a  transformer  takes  from 
the  line  on  of)en  circuits  has  to  set  up  the  magnetic  flux  ^V 
and  supply  the  energy  necessary  to  make  up  for  the  core 
losses.  The  no-load  current  consists,  therefore,  of  two  com- 
pon<*nts,  one  of  which  rci)resents  the  magnetizing  current 
(i.  c,  ili<!  current  which  is  necessary  to  set  up  the  flux  jV 
against  the  rehictance  of  the  magnetic  circuit)  at  right 
an^l<*s  \i)  the  K.  M.  F.,  and  therefore  wattless,  while  the 
otlitM*  con)|)onent  represents  the  current  necessary  to  make 
up  lor  th<?  core  losses,  and  is  in  phase  with  the  E.  M.  F. 
The  uo-Ioad  current  is  the  resultant  of  these  components. 
If  the  magnet i('  relu("tance  and  core  losses  are  large,  the  no- 
load  enn'ent  will  Ixi  larj^e,  and  if  the  transformer  is  so 
(Ie^iJ^^e(l  as  lo  make  these  (juantities  as  small  as  possible 
without  interferinvc  with  the  design  in  other  respects,  the 
no-load  current  will  be  reduced  to  the  smallest  practical 
amount  for  any  given  case.      (Art.  4011  and  following.) 

( 1  81  H)  It  is  necessary  that  an  induction  motor  should 
exert  a  strong  torcpie  when  starting  up  under  load,  and  in 
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order  to  do  this,  the  reaction  bet\¥een  the  armature  currents 
and  the  magnetic  field  must  be  strong.  If  no  resistance 
were  inserted  in  the  secondary  circuit,  the  armature  currents 
would  be  very  heavy  and  a  strong  torque  would  result,  were 
it  not  for  the  fact  that  these  strong  secondary  currents 
react  on  the  primary  so  as  to  greatly  weaken  the  field.  In 
order,  then,  to  have  a  strong  starting  torque,  these  second- 
ary currents  must  be  limited  to  a  certain  extent,  and  this 
is  done  by  inserting  a  starting  resistance.  It  would  not  do 
to  leave  this  resistance  in  while  the  motor  was  running,  as 
it  would  make  the  speed  regulation  bad  and  also  lower  the 
efficiency.  The  resistance  is  therefore  arranged  so  that  it 
may  be  cut  out  when  the  motor  gets  up  to  speed.  (Art. 
4043.) 

(1817)  {a)  The  slip  of  an  induction  motor  is  the  differ- 
ence in  speed  between  the  revolving  armature  and  the 
revolving  field  set  up  by  the  primary  windings.  It  is  usually 
expressed  in  per  cent,  of  the  synchronous  speed.    (Art.  4042*) 

{d)  If  the  armature  were  standing  still,  the  slip  would  be 
the  same  as  the  speed  of  the  revolving  field  or  lOO^i^. 

(1818)  If  A'  be  the  effective  alternating  voltage  and 
V  the  direct-current  voltage,  we  have,  for  a  three-phase 
rotary  transformer, 

£=.(yl2  V; 

hence,     5=  .612  X  220  =  134.6  volts.  (Art.  4053.) 

(1819)  The  E.  M.  F.  to  overcome  self-induction  is  the 
equal  and  opposite  of  the  E.  M.  F.  of  self-induction.  The 
E.  M.  F.  of  self-induction  is  at  right  angles  to  the  magnet- 
ization because  it  is  equal  to  the  rate  of  change  of  the 
magnetization.  The  magnetism  is  changing  most  rapidly 
when  it  is  passing  through  its  zero  value;  hence  the  induced 
E.  M.  F.  is  a  maximum  when  the  magnetization  and  current 
are  zero.  When  the  current  is  flowing  into  the  coil^  or  in 
the  positive  direction^  the  induced  E.  M.  F.  is  opposed  to  the 
current,  or  is  in  the  negative  direction ;  hence,  the  curves 
representing  current  and  induced  E.  M.  F.  are  as  shown  in 
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Tig.  l-t'M'.  The  E.  M.  F.  to  overcome  self-induction  is  the 
ccual  and  opposite  of  the  induced  E.  M.  F.,  and  is  therefore 
&»>'  ahead  of  the  current  in  phase.  (Arts.  3879  and 
3880.) 

( 1 S20)  (a)  The  hjrsteresis  loss,  like  the  eddy-current  loss, 
causers  an.  increase  in  the  primary  current  over  and  above 
what  would  be  called  for  bv  the  current  which  the  second- 
ary  is  delivering.  The  hysteresis  loss  therefore  lowers  the 
efficiency,  and  ais*3  causes  an  increase  in  the  power  which  the 
transformer  consumes  both  on  open  circuit  and  when  loaded. 

(d)  The  hysteresis  loss  is  caused  by  a  kind  of  molecular 
friction  in  the  iron,  which  causes  a  resistance  to  changes 
of  magnetism.  This  resistance  i>er  unit  volume  of  iron 
depends  upon  the  quality  of  the  iron  and  the  density  at 
which  it  is  worked.  It  follows,  therefore,  that  in  order  to 
keep  down  the  hysteresis  loss,  iron  of  very  good  quality 
should  be  used  and  the  core  should  be  worked  at  a  low 
magnetic  density. 

(r)  In  most  lighting  systems  the  line  pressure  is  main- 
tained all  dav,  so  that  the  iron  losses  are  continual,  whereas 
the  copper  loss  is  limited  to  the  time  that  current  is  used. 
On  this  account  iron  losses  should  be  kept  very  small. 
(Arts.  4017  and  -4018.) 

(1821)  {a)  The  two 
transformers  would  be 
connected  up  as  shown  in 
Fig.  110. 

(d)  The  primaries  of 
the  two  transformers  are 
t  each  wound  with  GOO  turns 
of  wire,  and  are  connected 
across  the  two-phase  mains 
A  and  B^  as  shown.  The 
secondary  of  A'  must  fur- 
nish 200  volts,  and  since 
the  primary  voltage  is  1 ,000, 
the  secondary  turns  must 
be  ^A  X  600  =  120. 


Phase  1 


P=5 


Phase  2 

f 


A' 


«  • 


OOO  Turns. 

LQ.Q.Q.Q-Q.(IQQQQ.Q.W>I 


'^1000  v^ 


600  Turns. 

LQ.QQQQQQOQ0QQOQ 


120 


Turns, 


/\j 


-200  r- 


rummy) 

—104  Turns— 


-200  Fr 


200  r. 


Pig.  110. 
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4/3 
The  secondary  turns  on  B*  are  — -  times  as  many  as  on  A\ 

as  shown  in  Art.  4027 ;  hence,  the  turns  on  the  secondary 

4/3 
of  ^'  =  ■'^  X  120  =  104  turns,  nearly. 

(1822)  Open  slots  are  used  because  they  do  not  give 
rise  to  such  a  high  inductance  in  the  armature  and  field. 
(Art.  4046.) 

(1823)  {ci)  The  secondary  of   the  transformer  has  to 

generate  30  volts  when  the  primary  pressure  is  2,000  volts. 

There  are  800  turns  on  the  primary;  hence  there  must  be 

30 
~— —  X  800  =  12  turns  on  the  secondary.  ^ 

/«,000 

{b)  The  cross-section  of  the  wire  must  be  20  X  1,000,  or 
20,000  circular  mils,  which  is  about  the  cross-section  of  a 
No.  r  B.  &  S.  wire. 

{c)  The  output  of  the  transformer  would  be  20  amperes 
at  30  volts  =  GOO  watts.     (Art.  4028.) 

(1824)  The  pressure  between  each  of  the  pairs  of  alter- 
nating-current mains  is  400  volts.  Hence  the  direct-cur- 
rent pressure  will  be  F=  — -;;  =  565.7  volts.     (Art.  4052.) 

(1825)  (^)  The  pressure  furnished  by  the  main  wind- 
ing will  be,  by  formula  617, 

W       ' 
450  R.  P.  M.  =  ^^-  rev.  per  sec.      There  are  8  pairs  of 
poles;  hence,  by  formula  646, the  frequency  ;/  =  8  X  Vo*  = 
60  cycles  per  sec.     There  are  800  conductors,  or  400  turns, 
on  the  armature,  and  7V=  1,250,000. 

-,,  J.      4.44  X  1,250,000  X  400  X  GO       ,  ^^^^       . 

Then,^= ^^^^—- =  ^^^^^^^'^^^    ^ 

(Art.  3960.)    Ans. 

{b)  The  voltage  generated  in  the  teazer  winding  will  be 
\  of  that  in  the  main  winding,  since  the  winding  has  \  the 
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number  of  turns  on  the  main  winding.  The  teazer  voltage 
will  therefore  be  ^^:^^  =  333  volts.  The  pressure  between  the 
middle  and  outer  rings  will  be  the  resultant  of  J-^"^  volts 
and  333  volts  at  right  angles  to  the  main  voltage.  Hence, 
the  voltage  between  outer  and  middle  rings  is 


4"^ (^^4^)'+  333'  =  745  volts,  nearly.     (Art.  3998.) 

(1826.)     {(7)  The  primary  coil   must  generate  a  back 
pressure  of  2,000  volts ;  hence  we  have 

£  =  — 


2,000  = 


10"       ' 

4.44X500,000  X  Tx  125 
10"  ' 


^  10*  X  2,000  ^.^^  ^  ,         . 

or    y  =  -J— 71 >,,,, ,,,,,, z-ri:  =  720  turns,  nearly.    Ans. 

4.44  X  000,000  X  12o  '  ^ 

(b)  If  the  secondary  voltage  is  to  be  100,  the  ratio  of 
transformation  is  20,  and  the  secondary  turns,  ^-  =  36. 
(Art.  4003.)     Ans. 

(1827)     {^)  20  H.  P.  delivered  at  the  pulley  is  equal  to 

20  X  740  watts.    The  watts  delivered  are,  then,  14,920.    The 

commercial  efficiency  is  .8;   hence  the  actual  watts  which 

14  920 
must   be   delivered   to  the   motor  will   be  — ^^=  18,050. 

.8 

The  power  factor  is  .%h\  hence  the  apparent  watts  which 

will    be    delivered  will   be  — '-—-  =21,941.      This  motor  is 

.oo 

supplied  from  three-phase  mains  at  a  voltage  of  220;  hence, 
since  watts  =  C E  \^  (Art.  3994),  we  have 

21,941  =  r220  X  4/3, 

—         21  941 
or  6"= ---'--,-  =  57.0  amp.     Ans. 

2*^0  X  43 
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(d)  If  the  field  windings  are  connected  up  A,  the  current 
in  them  will  be,  by  formula  655, 

line  current      5?.  6      „^  ^  . 
— =  —-=r  =  33.2  amp.     Ans. 

>/3  >/3 

(1828)  In  order  to  obtain  a  pressure  of  10,000  volts 
at  the  end  of  the  line,  the  pressure  at  the  station  would 
have  to  be  11,000  volts  when  the  full  load  was  being  trans- 
mitted.    200  H.  P.  =  200  X  746  =  149,200  watts. 

Hence,  current  =        '        =  14.92  amperes. 

Current  X  impedance  =  1,000  volts, 

1,000 


or  impedance  = 


14.92' 


The  line  is  25  miles  long,  and  the  total  length  of  wire  is 
50  miles;  then, 

T         J  -1         1»000       1        ,  o.     1. 

Impedance  per  mile  =    '  ^^  X  tt  =  1-34  ohms. 

14.92      50 

The  wires  are  strung  18  inches  apart,  and  the  frequency 
is  60.  By  referring  to  Table  114  (Art.  3934)  it  is  seen  that 
the  impedance  per  mile  of  No.  3  B.  &  S.,  18  in.  apart,  fre- 
quency 60,  is  1.223  ohms  per  mile,  while  that  of  No.  4  is  1.467. 
No.  3  wire  would,  therefore,  probably  be  used.   Ans. 

(1829)  (^)  No;  the  magnetic  flux  remains  practically 
constant,  no  matter  what  the  load  is,  because  the  total  mag- 
netizing effect  of  the  coils  does  not  change  with  the  load. 
(Art.  4OO90 

{b)  The  core  losses  also  remain  practically  constant,  as 
these  depend  upon  the  intensity  of  the  magnetic  flux,  and 
must  be  constant  as  long  as  the  flux  remains  the  same. 
(Art.  4017.) 

(1830)  If  the  current  in  the  system  is  lagging,  the 
power  factor  is  less  than  1,  and  the  volt-amperes,  or  appar- 
ent watts,  are  greater  than  the  true  watts.  For  a  given 
amount  of  power  supplied  and  a  fixed  line  voltage,  it  follows 
that  the  current  required  will  be  greater  than  if  the  power 
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factor  were  1.  The  alternator  current  output  is  therefore 
reached  before  the  machine  is  delivering  the  actual  ^£?arr  or 
watts  which  it  is  capable  of,  and  the  useful  output  is  thereby 
limited.     (Art.  3930.) 

(1831)  The  Cardew  voltmeter,  or,  in  fact,  any  alter- 
nating-current voltmeter,  may  be  used  to  measure  the 
current  in  a  circuit  by  causing  the  current  to  flow  through 
a  known  non-inductive  resistance  and  measuring  the  drop 
through  the  resistance  by  means  of  the  voltmeter.  Since 
the  current  and  E.  M.  F.  in  the  non-inductive  resistance  are 

in  phase,  C  =  -^,  where  C  is  the  current,  and  E  is  the  drop 

through  the  resistance  R,     That- is,  E  is  the  reading  given  ' 
by  the  voltmeter.     (Art.  3937.) 

(1832)  Draw  a  line  O  b^  Fig.  Ill,  to  scale,  representing 
the  current  of  60  amperes.     Since  this  is  to  be  resolved  into 

two  equal  currents  differing 
60°  in  phase,  draw  from  0 
the  lines  O  c  and  O  </,  making 
angles  of  30°  with  O  b.  From 
b  draw  the  lines  b  e  and  b  f 
:^h  parallel  to  6^^/and  Oc  respect- 
ively. Then  will  O  e  and 
O  f  represent  the  two  re- 
quired currents  to  scale.  By 
scaling  off  the  figure,  it  is 
found  that  (9  ^=(9/=  28.8 
^*^'-  ^^^-  amp.     The  value  oi  O  e  may 

also  be  found  by  trigonometry  as  follows:  Drop  the  per- 
pendicular eg.     Then,  Og=-^^  =  25;   cos  30°  =  -^; 

U  e 

(1833)  [a)  Frequency  =  GO,  number  of  pairs  of  poles  =  5. 
By  formula  647,  rev.  per  second  =  -fi^  =  12,  or  rev.  per 

minute  at  no  load  =  720.     Ans. 
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(6)  The  slip  is  5^;  therefore  the  armature  runs  720  X 
,05  =  36  rev.  per  minute  less  than  the  revolving  field.  The 
speed  at  full  load  will,  then,  be  720  —  36  =  684  rev.  per 
minute. 

(1834)  (a)  The  method  of  constructing  a  sine  curve  is 
explained  in  Art.  3846  and  is  illustrated  in  Fig.  1438. 

(b)  A  sine  curve  is  changing  most  rapidly  at  the  points 
where  it  crosses  the  horizontal,  that  is,  when  it  is  passing 
through  zero.  The  slant  of  the  curve  is  greatest  where  the 
curve  crosses  the  axis,  hence  the  change  in  the  ordinate  cor- 
responding to  a  change  in  time  is  greater  at  this  point  than 
anywhere  else. 

(1835)  (a)  The  output  is  150  K.  W.  Then;  by  formula 
652, 

150,000=  C£i^; 

r                   ^  r         150,000  __  ^.  . 

or,         Ime  current  6  = ;=  =  86.0  amperes.     Ans. 

1,000  X  >/3 

{d)  The  current  in  the  armature  winding  will  be,  by 
formula  655, 

_  Lit*     I* 

c  =  —j='  =  50  amperes.     Ans.     (Art.  3993*) 

(1836)  A  non-inductive  resistance  of  known  value  is 
connected  in  series  with  the  circuit,  the  power  in  which  is 
to  be  measured.  The  drop  across  the  non-inductive  resist- 
ance, across  the  circuit  in  which  the  power  is  expended, 
and  also  the  drop  across  both  combined,  is  measured,  thus 
giving  three  voltmeter  readings.  If  is,  is  the  drop  across 
the  resistance,  is,  the  drop  across  the  circuit  in  which  the 
power  is  being  measured,  and  E  the  drop  across  both  com- 
bined, then,  by  formula  641, 

where    W  is  the  watts  expended   and  R  the  value  of  the 
non-inductive  resistance.     (Art.  3948.) 
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( 1 837 )  {n)  Open-circuit  windings  are  preferred  because 
they  are  better  adapted  for  the  production  of  high  voltages 
than  closed-circuit  windings.  They  allow  more  conductors 
to  be  connected  up  in  series,  thus  giving  the  high  voltage 
which  is  usually  required  for  alternating-current  work. 
(Art.  3954.) 

(b)  The  kind  of  winding  used  does  not  affect  the  fre- 
quency. The  only  quantities  which  affect  the  frequency  of 
an  alternator  are  the  number  of  poles  and  the  speed.  The 
type  of  winding  affects  only  the  voltage  and  current  output 
of  the  machine.     (Art.  3951.) 

(1838)  {a)  The  load  on  the  secondary  is  100  X  50  = 
5,000  watts. 

The  apparent  input  in  watts  is  1,000  X  C.5  =  6,500  watts. 

Hence,  the  apparent  efficiency  is    '        =  .709  or  76. 9j^. 

Ans. 

{b)  The  real  watts  supplied  to  the  primary  =  6,500  X 
.85  =  5,525.     Ans. 

(^r)     The  true  efficiency  is,  therefore,  -r^-r-r?  =  90.5^. 
.  5,o25  . 

Ans. 

(1839)  Three-phase  Y-connected  windings  can  not  be 
used  for  rotary  transformers  because  the  winding  of  a 
rotary  transformer  has  to  be  at  the  same  time  both  a  direct- 
current  and  an  alternating-current  winding.  Windings  for 
continuous-current  machines  are  of  the  closed-circuit  type, 
hence  the  alternating-current  winding  must  also  form  a 
Closed  circuit.  This  means  that  the  A  winding  has  to  be 
used  in  such  machines.     (Art.  4053.) 

(1840)  If  the  opening  in  the  coil  is  much  narrower 
than  the  pole-piece,  there  is  danger  of  some  of  the  E.  M.  F.'s 
in  the  different  turns  opposing  each  other,  because  they 
will  be  cutting  lines  in  the  same  direction  at  once.  The 
result  of  this  would  be  to  diminish  the  total  E.  M.  F.  gener- 
ated by  the  alternator.     (Art.  3959*) 


DESIGN  OF  ALTERNATING- 
CURRENT  APPARATUS. 


(QUESTIONS  1841-1918.) 


(1841)  It  has  been  shown  that,  other  things  being 
equal,  the  hysteresis  loss  is  proportional  to  the  frequency. 
The  eddy-current  loss  is  proportional  to  the  square  of  the 
frequency.  It  follows,  therefore,  that  a  machine  of  given 
size  and  output  which  runs  at  a  high  frequency  will  usually 
have  a  larger  core  loss  than  one  running  at  a  low  frequency. 
The  number  of  poles  on  continuous-current  machines  is 
usually  small  compared  with  the  number  on  alternators, 
hence  the  frequency  of  the  magnetic  cycles  in  direct-current 
armature  cores  is  not  generally  as  high  as  it  is  in  the  cores 
of  alternator  armatures.  For  this  reason  alternators  are 
liable  to  have  larger  core  losses  than  continuous-current 
machines  of  corresponding  speed  and  output.  (Arts.  40599 
4068  to  4070.) 

(1842)  If  the  inductance  of  an  armature  is  very  high 
and  the  current  sufficiently  large,  all  the  E.  M.  F.  generated 
may  be  used  to  drive  the  current  through  the  armature 
against  this  inductance,  and  the  useful  terminal  E.  M.  F. 
will  therefore  fall  off  to  zero.  If  the  inductance  were  very 
high  and  the  field  excitation  not  raised  as  the  machine  was 
being  loaded,  this  limiting  current  might  be  less  than  the 
rated  full-load  current  of  the  machine.     (Art.  40t50.) 

(1843)  If  an  armature  is  well  ventilated,  it  should  be 
capable  of  radiating  from  .04:  to  .()<>  watt  per  square  inch  per 
degree  rise,  which,  with  4i(.f  C.  rise,  would  mean  a  total  radia- 
tion of  from  1.6  to  2.4  watts.     The  student  will  understand 
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that  these  are  only  average  values,  because  this  quantity 
depends  very  largely  on  the  construction  of  the  armature 
and  the  peripheral  speed  at  which  it  runs.  The  radiation 
constant  in  individual  cases  might,  therefore,  vary  consid- 
erably from  the  above  values.     (Art.  407 1  •) 

(1844)  It  has  been  shown  that  when  the  armature 
has  self-induction,  as  is  nearly  always  the  case,  the  effect  of 
the  armature  reaction  is  both  to  distort  and  to  weaken  the 
field.  It  follows,  then,  that  if  the  field  is  not  correspond- 
ingly strengthened  by  increasing  the  exciting  current,  the 
voltage  at  the  terminals  of  the  machine  will  fall  off. 
(Arts.  4073,  4074.) 

(1845)  If  the  armature  reaction  is  made  excessive,  the 
field  may  be  so  weakened  as  the  load  is  applied  that  the 
E.  M.  F.  will  decrease  when  the  current  tends  to  increase, 
thus  keeping  the  current  constant.     (Art.  4081.) 

(1846)  If  the  alternator  runs  at  a  speed  of  450  R.  R  M. 
and  has  16  poles,  the  frequency  will  be  ^^  x  8  =  60  cycles 
per  second. 

(a)  In  this  case  there  are  16  slots,  and  since  there  are 
16  poles,  we  have  only  one  group  of  conductors  per  pole; 
consequently  we  may  use  formula  617, 

""        10^       ' 

because  all  the  conductors  will  be  active  at  the  same  instant. 
There  are  16  slots,  with  30  conductors  in  each,  making  in 
all  4:80  conductors,  or  2-40  turns.     We  have,  then, 

P      4.4-4  X  3,000,000  X  240  X  60      ,  ^,^       .  . 

ii  = —^ =  1,918  volts.     Ans. 

(Art.  4086.) 
{d)  If  we  used  32  slots,  with  15  conductors  per  slot,  we 
would  have  the  same  total  number  of  conductors  as  before, 
but  only  half  of  them  would  be  active  at  the  same  instant. 
The  E.  M.  F.  in  this  case  would  therefore  be  .707  times 
that  which  was  obtained  with  the  16-slot  arrangement,  or, 
by  formula  664, 

£=  1,918  X  .707  =  1,356  volts.     Ans.     (Art.  4087.) 
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(^r)  If  48  slots  with  10  conductors  per  slot  are  used,  the 
E.  M.  F.'s  in  the  three  sets  will  be  displaced,  as  shown  in 
Fig.  1591,  and  the  E.  M.  F.  obtained  would  be  .667  times 
that  given  by  the  concentrated  winding.  We  would  have, 
then,  by  formula  666, 

£"=  1,918  X  .667  =  1,279  volts.     Ans.     (Art.  4088.) 

(1847)  {a)  Bars  are  generally  used  for  the  windings  of 
machines  of  which  the  current  output  is  large,  or,  in  general, 
in  any  armature  where  a  very  large  wire  or  a  large  number 
of  wires  in  multiple  would  be  required  to  carry  the  current. 
Low-voltage  machines  are  usually  bar-wound,  because  the 
lower  the  voltage  the  greater  is  the  current  for  a  given 
output. 

(b)  Wire  conductors  are  preferred  for  machines  where 
the  current  output  is  comparatively  small  and  the  voltage 
high.  A  conductor  made  up  of  a  number  of  wires  in  multi- 
ple is  often  used  where  it  is  desired  to  make  the-  conductor 
flexible.     (Arts.  41 03  to  41 05.) 

(1848)  Two-layer  windings  are  largely  used  because 
they  enable  the  ends  of  the  coils  to  pass  each  other  without 
interfering,  and  utilize  all  the  available  space  at  the  end  of 
the  armature.  They  also  have  the  advantage  of  accommo- 
dating one  coil  for  each  slot;  for  with  such  windings  there 
are  as  many  slots  as  coils,  whereas  with  a  single-layer  wind- 
ing there  would  have  to  be  twice  as  many  slots  as  coils  (one 
slot  for  each  side  of  each  coil).     (Art.  4093.) 

(1849)  {a)  If  the  alternator  runs  at  the  rate  of  300 
R.  P.  M.  and  has  12  poles,  the  frequency  will  be  ^^  X  6  =- 
30  cycles  per  second.  If  the  armature  has  12  slots,  there  will 
be  only  one  group  of  conductors  per  pole,  and  we  may  write 

Ex  10" 


T  = 


4.44  X  Nx  n' 


or  J  :=  -T—n o  /^/v/^  /^/vrv TTTT  =  375  turns.     Ans. 

4.44X3,000,000X30  (Art.  4086.) 
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(i)  If  the  winding  is  placed  in  24  slots,  one  half  the  con- 
ductors will  be  idle  while  the  other  half  is  active,  so  that  we 
will  have  the  relation 

Ex  10' 


T  = 


4.44  XWX  n  X  .707' 


and  since  £  is  to  be  1,500  volts  in  both  cases,  the  value  of  T 
must  be 

^  1,500  X  10" 

-«  =  ~r~rz ..  ...^.^  /^^^ ;s~^  =  5o0  turns. 

4.44  X  3,000,000  X  «  X  .707 

In  order,  then,  to  obtain  the  same  voltage,  155  turns  more 
have  to  be  used  with  the  subdivided  winding  than  with  the 
concentrated  winding.     Ans.     (Art.  4087.) 

(1850)  (a)  A  wire  having  a  diameter  of  .001  inch 
would  have  a  cross-sectional  area  of  1  circular  mil.  One 
foot  of  copper  wire  having  this  cross-section  has  a  resistance 
at  ordinary  temperatures  of  about  10.4  ohms. 

(d)  At  the  temperatures  usually  met  with  in  well-designed 
electrical  machinery  the  resistance  per  mil-foot  is  about 
11.5  ohms.     (Art.  4139.) 

(1851)  When  the  coils  are  heavy,  they  generally  con- 
tain a  large  number  of  turns,  thus  causing  the  voltage 
between  adjacent  layers  to  be  considerable,  and  making  it 
necessary  to  provide  insulation  between  the  layers,  as 
explained  in  Arts.  41  lO  and  4214. 

(1852)  If  the  winding  is  to  be  arranged  in  two  layers, 
there  will  he  as  many  slots  as  there  are  coils.  In  this  case 
we  are  to  provide  for  a  two-coil  winding,  i.  e.,  two  coils  per 
pole  per  phase.  The  machine  has  16  poles  and  is  to  be 
woiiiul  for  three  phases;  hence  there  will  be  16x3x2  = 
90  slots  and  iMj  coils.     (Arts.  4087,  4088.) 

( 1 853)  When  the  field  is  excited  by  a  separately 
excited  winding  only,  the  coils  are  subjected  to  no  higher 
pressure  than  that  generated  by  the  exciter.  In  case  the 
machine  is  ])rovide(l  with  compound  coils  which  are  in  con- 
nection with  the  armature  winding,  the  full  pressure  of  the 
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machine  is  tending  to  break  down  the  insulation  and  set  up 
a  short  circuit  through  the  frame  and  armature  core.  When 
this  method  of  field  excitation  is  used,  it  follows  that  the 
compound  coils  should  be  thoroughly  insulated  from  the 
separately  excited  coils,  and  from  the  frame  of  the  machine 
as  well.     (Arts.  4161,  4162.) 

(1854)  In  large  machines  it  is  not  necessary  to  rectify 
all  the  current  in  order  to  supply  the  compound  coils.  A 
shunt  across  the  rectifier  terminals  is  therefore  mounted  on 
the  armature,  which  revolves  with  it.  By  this  means  a 
considerable  portion  of  the  current  is  allowed  to  flow  around 
the  rectifier,  which  cuts  down  the  amount  of  current  to  be 
handled  by  the  rectifier  brushes  and  reduces  the  sparking. 
(Arts.  4182  and  4202.) 

(1855)  The  principal  factor  limiting  the  output  of  an 
alternator  is  the  heating  effect  due  to  the  core  losses  and 
copper  losses,  as  explained  in  Arts.  4059  to  4062.  The 
output  of  an  alternator  is  not  usually  a  strictly  definite 
quantity,  because  the  same  machine  may  be  capable  of  a 
greater  output  under  one  set  of  conditions  than  it  would 
under  another.  For  example,  a  machine  could  give  a  larger 
output  without  overheating  in  a  large  airy  dynamo  room 
than  it  could  if  it  were  placed  in  the  hold  of  a  ship  where  the 
ventilation  was  poor  and  the  temperature  high. 

(1856)  The  effects  of  armature  reaction  in  alternators 
are  not  of  such  importance  as  in  direct-current  machines 
because  the  reaction  does  not  give  rise  to  any  sparking. 
The  only  bad  effect  it  can  have  is  to  cause  a  falling  off  in  the 
terminal  voltage,  and  this  can  be  compensated  for  by 
strengthening  the  field.     (Art.  4061«) 

(1857)  (a)  Eddy  currents  may  be  avoided  to  a' large 
extent  by  laminating  the  core  and  insulating  the  lamina- 
tions from  each  other  sufficiently  to  prevent  the  currents 
from  flowing  between  the  disks. 

{d)  The  eddy-current  losses  in  alternators  are  apt  to  be 
high  if  the  core  is  not  carefully  built  up,  because  of  the  high 
frequency. 
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(c)  The  eddy-current  loss  increases  with  the  square  of 
the  frequency;  thus,  doubling  the  frequency  makes  this 
loss  four  times  as  great.     (Art.  4070.) 

(1858)  Armatures  may  be  wound  to  have  low  induct- 
ance by  using  a  small  number  of  turns  per  coil  or  using  a 
large  number  of  slots  with  few  conductors  in  each  slot. 
(Art.  4079.) 

(1859)  The  machine  has  8  poles  and  runs  at  a  speed  of 
900  R.  P.  M. ;  its  frequency  is  therefore  ^^x4:=  60  cycles 
per  second. 

{a)  The  armature  has  a  total  of  24  slots,  hence  there 
must  be  8  slots  per  phase,  or  1  slot  per  pole-piece  per  phase. 
There  will  then  be  480  conductors,  or  240  turns  in  each  phase 
connected  in  series,  and  since  there  is  only  one  group  per 
phase,  we  may  write  as  the  E.  M.  F.  generated  in  each  phase 

£  =  — — -— =  (See  formula  61 7.) 


10 
4.44  X  2,500,000  X  240  X  60 


=  1,598  volts.     Ans. 


10" 

(Art.  4086.) 

(6)  If  48  slots  are  used,  with  30  conductors  in  each  slot, 
we  shall  have  the  same  total  number  of  conductors  as  before, 
but  we  shall  have  10  slots  to  each  phase,  or  two  groups  of 
conductors  per  pole-piece.     Then,  by  formula  669, 

£= —, X.965  = 

1,598  X  .965  =  1,542  volts.     Ans.     (Art.  4090.) 

{c)  If  the  whole  1,440  conductors  were  evenly  distrib- 
uted, we  would  have 

rL  —  ——^  X  .95  — 

1,598  X  .95  =  1,518  volts.     Ans.     (Art.  4090.) 

(I860)  About  4,500  feet  per  minute  would  be  a  fair 
value  for  a  machine  of  this  size  and  output.  (Arts.  4082, 
4083.) 
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(1861)  (a)  From  14  to  18  mils,  the  thicker  iron  being 
used  for  low-frequency  machines. 

(6)  The  cores  are  usually  light,  because  of  the  small  mag- 
netic flux  which  they  have  to  carry  as  compared  with  direct- 
current  machines.  This  is  a  consequence  of  the  use  of  a 
large  number  of  poles,  the  flux  being  so  split  up  that  the 
cross-section  of  iron  in  the  core  does  not  need  to  be  very 
large  to  carry  it.     (Arts.  4095,  4096.) 

(1862)  A  distributed  winding  generally  results  in  a 
large  number  of  crossings  of  the  coils  at  the  ends  of  the 
armature,  thus  making  them  difficult  to  insulate  for  high 
voltages.  If  high  pressure  is  needed  from  such  a  machine,  it 
can  be  generated  at  a  low  pressure  and  stepped  up  by  means 
of  transformers.     (Art.  4089.) 

(1863)  {a)  If  the  output  is  200  K.  W.  and  the  full- 
load  voltage  2,300,  the  full-load  current  will  be  -—4 = 

^       '       '  2,300 

86.9  amperes.  If  we  allow  500  circular  mils  per  ampere, 
we  would  then  require  a  cross-section  of  86.9  X  500  = 
43,450  circular  mils.     Ans.     (Art.  4125.) 

{b)  Two  No.  7  wires  in  multiple  would  give  41, 640  circular 
mils,  or  four  No.  10  wires  would  give  41,520  circular  mils. 
One  No.  4  wire  would  give  41,740  circular  mils,  but  this 
would  be  too  stiff  to  wind  up  easily  into  coils. 

(1864)  {(j)  If  >^  represents  the  resistance  of  1  foot  of 
the  wire  1  mil  in  diameter  or  1  circular  mil  in  area,  then 
L  X  ^  would  be  the  resistance  of  the  given  length  of  wire  (f 
it  had  a  cross-section  of  only  1  circular  viil^  L  being  the 
length  expressed  in  feet.  The  resistance  of  any  wire  of 
given  length  is  inversely  proportional  to  the  area  of  its 
cross-section ;  for  example,  doubling  the  cross-section  halves 
the  resistance,  etc.  It  follows,  then,  that  if  the  conductor 
has  a  cross-section  of ;;/  circular  mils,  its  resistance  will  be 

Lv^  k 
R  =  -— ^.     (See  formula  680,  Art.  4139.) 

{b)     The  hot  resistance  of  1  mil-foot  of  copper  is  about 
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11.5  ohms,  hence  we  have  for  the  given  length  and  cross- 
section,  by  formula  682, 

,,      1,600X11.5      -^    ,  A  /A   ..    ^-ioc^\ 

^  =       ..,  ^^^ —  =  1.0  ohms.     Ans.     (Art.  41 39.) 

11,500 

(1865)  The  output  would  not  be  changed,  because,  in 
changing  from  a  Y  to  a  A  winding,  the  voltage  is  reduced  by 
the  same  ratio  that  the  current  output  is  increased.  The 
size  of  slot  required  will  be  about  the  same  in  either  case, 
and  the  size  of  the  armature  required  will  be  the  same. 
(Art.  4151.) 

(1 866)  Shafts  for  induction  motors  should  be  specially 
stiff  on  account  of  the  short  air-gap  used.     (Art.  <4269«) 

(1867)  (^)  The  density  in  the  core  of  a  12o-cycle  trans- 
former may  be  taken  as  20,000  lines  per  square  inch  for  a 
fair  average  value.  This  would  make  the  value  of  the  flux 
N=  200,000  lines.     (Art.  4211.) 

(6)     We  have,  by  formula  697, 


or  1,000  = 


4.44  X  200,000  X  T^  X  125 
10" 


hence,  T=  i;,,-^^^)  Wo  =  ''^  '"'^''  .T^'^^.ooo'; 

(Art.  42'^2*) 

(r)  If  the  secondary  voltage  is  to  be  50,  the  number  of 
secondary  turns  required  will  be,  by  formula  698, 

T,  =  7],  X  -^y  =  OOO  X  ^  '^^^  ~  =  45  turns.    Ans.    (Art.  4223.) 

(1 868)  Alternators  with  armatures  having  high  induct- 
ance will  show  a  considerable  falling  off  in  terminal  pres- 
sure from  no  load  to  full  load,  on  account  of  the  armature 
reaction  and  the  induction  drop  in  the  armature.  In  order 
to  keep  the  voltage  constant,  an  additional  field  excitation 
must  be  supplied,  and  the  greater  the  armature  reaction  and 
inductance  the  larger  must  be   the   additional  excitation. 
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This  additional  excitation  is  supplied  by  means  of  the  series 
coils;  hence  they  must  be  more  powerful  for  armatures  with 
high  inductance  than  for  those  with  low  inductance.  (Art. 
4184.) 

(1869)  30,000  lines  per  square  inch  may  be  taken  as  an 
average  value  of  the  density  in  cast-iron  yokes.  In  some 
machines  the  density  is  lower  than  this,  in  order  to  make  the 
yoke  have  enough  cross-section  to  give  sufficient  mechanical 
strength.  The  density  may  be  run  somewhat  higher  than 
30,000  without  danger  of  saturation,  but  the  above  may  be 
taken  as  an  average  value.     (Art.  4169.) 

(1870)  If  the  magnetic  circuit  of  a  transformer  is 
broken  by  an  air-gap,  the  magnetic  reluctance  is  greatly 
increased.  A  large  magnetic  reluctance  requires  a  large 
magnetizing  current  to  set  up  the  flux  necessary  to  produce 
the  counter  E.  M.  F.  The  effect  of  an  air-gap  would  then  be 
to  considerably  increase  the  no-load  current.     (Art.  4213.) 

(1871)  The  series  coils  may  be  supplied  with  a  current 
which  varies  in  proportion  to  the  load  by  connecting  them 
to  the  secondary  coil  of  a  transformer,  the  primary  of  which 
is  in  series  with  the  armature.  This  transformer  revolves 
with  the  armature,  and  as  the  primary  and  secondary  wind- 
ings are  not  electrically  connected  in  any  way,  the  insula- 
tion of  the  series  coils  is  not  subjected  to  a  high  potential. 
(Art.  4201.) 

(1872)  If  the  motor  is  to  run  at  1,500  revolutions  per 
minute,  we  must  have  (see  formula  646)  n  =  /^  x  s,  or 
125  =  /  X  ^ii^y  whence  /  =  5,  and  the  number  of  poles 
will  therefore  be  10.  The  coils  used  in  winding  the  field 
will  bridge  over  -^V  of  the  tircumference,  thus  giving  rise 
to  a  lO-pole  field  when  current  is  sent  through  them. 
(Art.  4253.) 

(1873)  When  an  armature  is  run  on  open  circuit  in  a 
fully  excited  field,  there  will  be  a  rise  in  temperature  due  to 
the  losses  which  occur  in  the  core.     We  have  a  mass  of  iron 
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in  which  the  magn^elism  is  being  constantly  changed,  hence 
the  ooiu:iiions  necessary-  for  setting  up  hysteresis  and  eddy- 
en  rreni  Kisses  are  present,  and  these  core  losses  will  occur 
whether  the  armature  is  delivering  current  or  not.     (Art, 


(lSr4>  (*i)  The  safe  working  temperature  of  an  arma- 
ture is  v:e:ermined  by  the  temperature  which  the  insulating 
ma:er:al>  are  capable  of  standing  continuously  without 
doieriv^raiiv^n. 

t^>     AK^ut  4i>'  C,     (Arts.  4004,  4065.) 

(ISTS^  A  K^w-resistance  armature  requires  a  small 
a:v.v^;::::  ^ :  sl::\  ov^nsequenily  the  falling  off  in  speed  from 
r,.^  *v\ui  iv^  :;:r.  Ivvad  is  small  c\^mixired  with  what  it  would  be 
i:  :he  ,*::r,a:::rc  resistance  were  high  and  the  slip  corre- 
s;\  ".;."c*v  *arce,     lAr:.  4247.) 

V I  STtt^  When  :he  armature  has  no  self-induction,  the 
o;:::r'':  .n  :he  am^atnre  co:!s  is  in  phase  with  the  E.  M.  F. 
Ir.  >.;v  ".  .\  .\;>e  :he  am:a:nre  exerts  no  demagnetizing  action 
on  ;  /x*  ;■  X  v*,,  V;;:  :en.:>  v>nly  :o  d:s:on  it,  crowding  the  lines  of 
c  >:.•>  V :  :he  :v>-p:eces.     (Art.  -1073.) 


\  *  •  N   »       •       » 


ISrr'      Arv-,v:,:rcs   w::h   concentrated    windings   con- 
N  V,     ;;,;,;  s:v,-.  !  ::,,:"/:\:r  .:  hej.vy  vViIs  genera"y  have  high 

0.    >  >...•.*:  as  are  tise^i  en  armatures  of  this 
^>   .X,..    -.  "",-..•    .;  "a'j:^  ::un*':>fr  c:   turns,  and  the  self- 
•.   >  c/xcc :"::•»  >.;^h.     «Ar:.  -107&^ 


•      ^    *  ■  %   « 


*  \ 


,ISTS'      V        ".  ".v.""  ":r    .:   th:>  sire  we  may  take  5,iXX> 

'     '.,,.>.-.  :„  '  *.  :,..:t^  :\  r  the  r^It  sr«ee>i.     This  will 


«.    V     -»     II 


% 


1%     '%■% 

A  ..^^^    \;  \     •,  "  >  ,,:  .'.  -,\  -  :  ;,,.",  >.  i^  ;:  the  hrit  wculd  give 
;<:  ./.■  '-..'x  ,i>  -,.-.'  %  .,:,_-.  , ,-  :r  r  ,  _   -v  :ic?.    Ana;.    (An.  4200l) 
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(1879)  The  secondary-core  losses  are  small  because 
the  frequency  in  the  secondary  is  very  low.  The  hysteresis 
loss  is  proportional  to  the  frequency,  and  the  eddy-current 
loss  to  the  square  of  the  frequency ;  hence  a  low  frequency 
will  result  in  small  core  losses.     (Art.  4241.) 

(1880)  If  the  current  in  the  armature  lags  behind  the 
E.  M.  F.,  a  current  is  flowing  in  the  coils  when  they  are 
directly  under  the  poles,  and  this  current  tends  to  demag- 
netize the  field.  The  current  in  the  conductors  also  tends  to 
distort  the  field,  so  that  when  the  current  lags  behind  the 
E.  M.  F.,  the  effect  is  not  only  to  distort  the  field,  but  also  to> 
demagnetize  it.     (Arts.  4074,  4075.) 

(1881)  {a)  Inductances  in  series  are  added  like  resist- 
ances; hence,  if  we  have  10  coils,  each  having  an  inductance 
of  .01  henry,  the  total  inductance  will  be  .1  henry. 

(d)  If  each  coil  consists  of  one-half  the  number  of  turns^ 
its  inductance  will  be  one-quarter  of  what  it  was  before, 
because  the  inductance  is  proportional  to  the  square  of  the 
number  of  turns.  The  inductance  of  each  coil  in  the  second 
case  will  therefore  be  ^J^  x  .01  =  .0025  henry.  There  are 
20  coils  connected  in  series,  hence  the  total  inductance  in 
the  second  case  will  be  20  X  .0025  =  .05  henry.  The  total 
number  of  turns  has  not  been  changed,  but  the  inductance 
has  been  reduced  to  one-half  of  what  it  was  in  the  former 
case.     (Art.  4079.) 

(1882)  {a)  Windings  for  induction-motor  fields  are 
usually  almost  identical  with  the  winding  which  would  be 
used  for  the  corresponding  polyphase  armature.  Each 
phase  consists  of  a  number  of  coils  grouped  together  and 
spaced  around  the  periphery  of  the  field  in  the  same  way 
that  they  would  be  arranged  on  a  polyphase  armature. 

(d)  Windings  placed  in  slots  give  rise  to  less  magnetic 
leakage,  thus  making  the  inductance  of  the  motor  less  when 
loaded,  and  thereby  increasing  the  power  factor.  (Art. 
4244.) 
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(1883)  The  C^R  loss  in  small  alternators  is  a  consider- 
ably larger  percentage  of  the  output  than  in  the  case  of 
large  machines.  The  percentage  rapidly  decreases,  how- 
ever, until  a  point  is  soon  reached  beyond  which  it  decreases 
very  little.  To  decrease  the  C^R  loss  much  below  1.5  or 
2^  requires  too  large  an  expenditure  in  the  shape  of  copper. 
(Art.  4066.) 

(1884)  [a)  It  was  pointed  out  in  Art.  4068  that  the 
hysteresis  loss  in  a  given  mass  of  iron  depends  upon  the 
quality  of  the  iron,  and  is  proportional  to  the  volume,  to 
the  frequency,  and  to  the  1.6  power  of  the  magnetic 
density.  The  loss  then  in  a  given  mass  of  iron  worked  at  a 
given  frequency  and  density  is  a  quantity  which  can  at  once 
be  calculated  when  the  magnetic  quality  of  the  iron  is  known. 

{b)  Laminating  the  core  will  have  no  effect  upon  the 
core,  provided  the  volume  and  quality  of  the  iron  are  not 
changed  in  any  way.  Usually,  laminating  the  core  will 
decrease  the  actual  cross-section  of  iron,  and  this  might 
cause  a  slight  increase  in  the  hysteresis  loss  due  to  the 
increased  density.  The  object  in  laminating  a  core  is  to 
keep  down  the  eddy-current  loss,  and  it  has  little  or  no  effect 
on  the  hysteresis  loss,  which  is  a  loss  in  the  iron  itself,  not  a 
loss  due  to  currents  eddying  around  in  the  iron. 

(1885)  (rt)  The  core  loss  in  the  first  transformer  is 
120  watts;  hence,  watt-hours  lost  per  day  =  120  X  24=2,880, 
or  2.88  kilowatt-hours.  The  cost  of  this  per  year  will  then 
be  2.88  X  .10  X  305  =  *105.12.  The  first  cost  of  the  trans- 
former  is  *30,  so  that  the  cost  of  the  core  losses  plus  interest 
and  depreciation  will  be  *105.12-|-$3  =  $108.12. 

The  core  loss  in  the  second  transformer  is  90  watts.  The 
loss  in  watt-hours  for  1  day  will  be  90  X  24  =  2,160.  This 
core  loss  will  cost  per  year  2,100  X  .10  X  365  =  $78.84.  The 
transformer  costs  «50,  so  that  the  interest  and  depreciation 
will  amount  to  $?5  per  year,  making  the  total  cost  $83.84. 

{h)  The  second  transformer;  for,  although  the  first  cost 
of  this  transformer  is  greater  than  that  of  the  other,  it  will 
be  much  the  cheaper  to  operate,  the  first  cost  being  less  in 
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either  case  than  the  expense  of  operating.     (Arts.  4230 
to  4232.) 

(1886)  The  speed  is  900  revolutions  per  minute  and 
the  field  has  8  poles;  consequently  the  frequency  will  be 
60  cycles  per  second.  (See  formula  646.)  Taking  curve  B^ 
Fig.  1584,  we  find  the  watts  lost  per  cubic  inch  per  100  cycles 
at  a  density  of  25,000  to  be  about  .275.  The  total  loss  will 
therefore  be 

,,,      2,200  X  .275  X  60       _^_        ^^         a  /a  ^    ^^.oo  \ 

fr  =  — -TT^r =  363  watts.      Ans.     (Art.  4068.) 

(1887)  The  higher  the  peripheral  speed  the  greater  will 
be  the  amount  of  heat  which  can  be  radiated  with  a  given 
rise  in  temperature.     (Art.  4071.) 

(1888)  The  strength  of  the  series  coils  may  be  varied 
by  placing  a  non-inductive  resistance  or  shunt  across  their 
terminals.  By  adjusting  this  resistance,  the  proportion  of 
the  total  current  which  passes  through  the  coils  may  be 
varied  as  desired.  For  example,  if  the  shunt  had  a  resistance 
equal  to  that  of  the  coils,  the  current  would  divide  about 
equally  between  the  two.     (Art.  4182.) 

(1889)  The  eddy-current  loss  increases  as  the  square  of 
the  frequency;  doubling  the  speed  would  double  the  fre- 
quency; hence  the  eddy-current  loss  would  be  made  four 
times  as  great.  It  might  also  be  noted  here  that  the  hys- 
teresis loss  would  be  made  only  twice  as  large,  as  this  loss 
increases  directly  with  the  frequency.     (Art.  4070-) 

(1890)  If  the  resistance  is  inserted  in  the  field,  the  field 
current  is  cut  down  and  the  field  strength  thereby  reduced. 
The  strong  armature  currents  react  on  this  weak  field,  making 
it  still  weaker,  and  resulting  in  a  small  starting  torque. 
When  the  resistance  is  inserted  in  the  armature,  the  whole 
line  voltage  is  applied  to  the  field  and  is  effective  in  setting 
up  a  strong  magnetic  flux.  The  resistance  in  the  armature 
circuit  limits  the  secondary  currents  and  prevents  them 
from  weakening  the  field  set  up  by  the  primary,  so  that  a 
good  starting  torque  is  the  result.     (Arts.  4246,  4247.) 
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(1891)  {a)  The  quantities  which  determine  the  size  of 
wire  to  be  used  for  the  field  winding  are :  the  ampere-turns 
to  be  set  up,  the  mean  length  of  a  turn  in  feet,  the  resist- 
ance of  a  mil-foot  of  the  wire;  and  the  voltage  applied  to  the 
coils. 

(b)  Let  /„  be  the  mean  length  of  a  turn,  /  the  number  of 
pairs  of  poles  on  the  machine,  £  the  exciter  voltage,  e  the 
drop  in  the  regulating  rheostat,  C/the  ampere-turns  sup- 
plied by  one  pair  of  coils,  and  11.5  the  resistance  of  1  mil- 
foot  of  copper  at  the  working  temperature  of  the  field.    Then, 

Circular  mils  cross-section  of  field  wire  = '^^ — . 

/s  —  ^ 

(Arts.  4176,4177.) 

(1892)  (^)  The  angular  distance  between  the  arms  of 
the  rocker  depends  upon  the  number  of  poles  on  the  machine. 
The  arms  must  be  so  arranged  that  when  one  brush  presses 
on  one  segment  of  the  rectifier,  the  other  presses  on  the 
other  segment.  There  are  as  many  segments  as  poles,  so 
that  the  angular  distance  between  the  arms  and  brushes 
will  depend  upon  the  angular  distance  between  the  poles. 

(/;)  If  the  machine  has  IG  poles,  there  will  be  16  segments 
in  the  rectifier,  and  the  angular  distance  from  center  to  cen- 
ter (^f  segments  will  be  22.V''.  The  brushes  would  be  set  so 
as  to  bring  them  as  far  apart  as  possible,  and  still  have 
them  in  contact  with  the  two  different  segments.  This 
would  make  the  angle  between  the  tips  7  X  22.5  =  157.5^. 
(Art.  4197.) 

(1893)  {(i)  The  air-gap  should  be  made  small  in  order 
to  keep  down  the  magnetizing  current  and  increase  the 
power  factor  of  the  machine  by  decreasing  the  cross-section 
of  the  leakage  path.  A  small  increase  in  the  length  of  the 
air-^ap  would  make  quite  a  large  increase  in  the  current 
necessary  to  set  up  the  magnetic  flux  in  the  field. 

(/>)  The  air-gap  density  should  generally  be  low,  other- 
wise a  large  magnetizing  current  will  be  required.  It  will 
usually  be  found  to  lie  somewhere  between  20,000  and 
30,000  lines  per  square  inch.     (Art.  4249.) 
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(1894)  (a)  The  flux  through  the  yoke  is  one-half  that 
through  the  pole-pieces  in  the  case  of  a  multipolar  field  with 
circular  yoke  and  radial  pole-pieces. 

(^)  The  flux  through  the  pole-pieces  is  equal  to  the  flux 
through  the  air-gap  multiplied  by  the  coefficient  of  mag- 
netic leakage ;  that  is,  the  flux  through  the  poles  has  to  be 
greater  than  that  through  the  air-gap  by  an  amount  suffi- 
cient to  make  up  for  the  lines  which  leak  across  without 
going  through  the  air-gap.     (Arts.  4167  to  4169.) 

(1895)  The  yoke  is  usually  made  of  cast  iron  rather 
than  steel  in  the  case  of  alternators  because  there  is  no  need 
for  making  special  efforts  to  make  the  yoke  cross-section 
small.  The  required  cross-section  is  usually  small  anyway, 
on  account  of  the  small  magnetic  flux,  so  that  a  steel  yoke 
is  not  necessary,  besides  being  more  expensive  and  difficult 
to  cast.     (Art.  4156.) 

(1896)  (rt)  There  are  72  slots,  with  12  conductors  per 
slot,  in  the  primary  winding,  making  a  total  of  8G4  conductors, 
or  288  conductors  per  phase.  In  the  secondary  winding  there 
are  48  slots,  with  2  bars  per  slot,  making  a  total  of  96  bars, 
or  32  bars  per  phase.  In  the  primary  we  have  288  con- 
ductors per  phase  connected  in  series,  while  in  the  secondary 
there  are  32  connected  in  series.  If  the  primary  current  in 
each  phase  is  50  amperes  and  the  power  factor  of  the  second- 
ary is  1,  the  secondary  current  will  be 

V/  X  50  =  450  amperes.     Ans. 

{d)  If  we  allow  800  circular  mils  per  ampere,  the  cross- 
section  of  the  secondary  winding  bar  in  circular  mils  will  be 

•      450  X  800  =  300,000. 

To  reduce  this  to  square  mils,  we  must  multiply  by  -  ;  hence 

4 

the  cross-section  in  square  mils  will  be 
360,000  X  .785  =  282,600  sq.  mils.     Ans.     (Art.  4261.) 

(1897)  {a)  A  unicoil  or  concentrated  winding  is  one  in 
which  there  is  only  one  group  of  conductors  per  pole,  so 
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that  all  the  conductors  in  a  given  phase  are  active  at  the 
same  instant. 

(d)  The  chief  advantages  of  this  style  of  winding  are: 
(1)  Ease  of  arrangement  on  the  armature.  (2)  Ease  with 
which  high  insulation  can  be  secured.  (3)  A  high  E.  M.  F. 
generated  for  a  given  length  of  active  conductor. 

(f)  The  disadvantages  of  concentrated  windings  are: 
(1)  High  armature  reaction.  (2)  High  armature  self- 
induction.  Both  these  tend  to  produce  bad  regulation  for 
constant  pressure.  Concentrated  windings  also  localize  the 
heat  generated  in  the  coils,  so  that  the  coils  are  more  apt 
to  get  hot  than  in  armatures  where  they  are  spread  out 
more.     (Arts.  4085,  4086.) 

(1898)     For  a  density  of  40,000  lines  per  square  inch, 

we  find  the  loss  per  cubic  inch  per  100  cycles  to  be  .60  watt. 

(See  curve  B,  Fig.  1584.)     The  total  loss  in  the  teeth  will 

then  be 

200  X. 60X125       ,^. 

100 =  ^^  ^^"^- 

The  density  in  the  core  under  the  teeth  is  20,000,  and  the 
K>ss  per  cubic  inch  per  100  cycles  corresponding  to  this  den- 
sity i$  about  .19  watt.  The  total  loss  in  the  core  proper 
will  therefore  be 

oOOx^lOjO^  =  118.75  watts. 

1(H) 

The  iv^t.il  l^s*i  would  then  be 

i:>0  -  ii^.::»  =  J'.S.To  watts.     Ans.     (Art.  40©8.) 

( I  vS99^  {•:  \  Since  the  alternator  runs  at  600  revolutions 
\\  ■  v..:.;i:o  a:;.:  r.a>  1*2  poles,  its  frequency  will  be  60,  There 
..  ,  :;  ^\  i^  i:i  .ill.  or  r2  tor  each  phase:  Cv^nsequently,  there 
:s  \  '..o  ;::' 'V.p  .  f  v^^:^..:uo:ors  per  jxMe-piece  per  phase. 
T  ..:\    ..  \^  1\:  \  "^'^       '  X    :uii:otors,  or  3«X>  turns  in  each 


■  .   -x  ■  * 
k     . .V     ... 


'  '^  X  r n 


.X 


=  ^,*x'>,4  volts.     Ans. 

(Art.  4087.) 
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(d)  If  the  winding  were  spread  evenly  over  the  surface, 
the  voltage  obtained  would  be  reduced  lOj^,  or  we  would  have 
to  multiply  the  expression  above  by  .90.     Hence  we  have 

E  =  1,598.4  X  .9  =  1,438.56  volts.     Ans.     (Art.  4090.) 

(1900)  Bolts  passing  through  the  cores  of  armatures  or 
transformers  are  liable  to  give  rise  to  eddy  currents  by 
short-circuiting  the  disks.  Whenever  it  is  necessary  to  pass 
bolts  through  such  cores,  they  should  be  insulated  lightly  by 
means  of  a  paper  tube,  but  it  is  best  when  possible  to  make 
the  construction  such  that  the  bolts  do  not  need  to  pass 
through  the  core.     (Art.  4070.) 

(1901)  Stationary  armatures  are  best  adapted  for  high 
voltages  because  there  is  usually  more  room  on  them  for 
insulation,  and,  not  being  subjected  to  vibration  of  any 
kind,  the  insulation  is  not  liable  to  be  injured.  The  use  of 
the  stationary  armature  also  does  away  with  the  necessity  of 
insulating  collector  rings,  brush-holders,  etc.,  for  high 
potentials.     (Art.  41 II.) 

(1902)  {a)  The  useful  output  at  full  load  will  be  5,000 
watts.     The  input  will  be  5, 000  +  60  +  50  +  95  =  5, 205  watts. 

The  full-load  efficiency  will  therefore  be  ,\,  ^  =  OO.OGj^.    Ans. 

o,2Uo 

(d)  At  ^  load  the  core  loss  will  be  the  same  as  before, 
but  the  copper  losses  will  be  only  -J  as  great,  because  the 
current  will  be  one-half  as  great  in  the  primary  and  second- 
ary (loss  varies  with  the  square  of  the  current).  The 
copper  loss  in  the  primary  at  ^  load  will  therefore  be 
15  watts,  and  in  the  secondary  12.5  watts.  The  total 
losses  at  |  load  will  then  be  122.5  watts.     The  useful  out- 

2  500 
put  will  be  2,500  watts,  so  that  the  efficiency  is  -— ^— -— = 
^  "^         2,622.5 

95.3^.     Ans. 

{c)  The  total  useful  output  during  the  day  is  5,000  X  6  = 
30,000  watt-hours. 
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The  total  hysteresis  loss  during  the  day  is  95  X  24  =  2,280  watt-hours. 
The  total  C^R  loss  during  the  day  is  (60  +  50)  X  6  =     660  watt-hours. 

Total  loss  in  24  hours  2,d40  watt>hours. 

Hence, 

All-day  efficiency  =      '        =  91.07j^.     Ans. 

(Arts.  4230  to  4232.) 

( 1 903)  No ;  there  can  be  no  hysteresis  loss  when  the 
magnetism  is  steady.  If  the  field  exciting  current  were 
fluctuating  there  might  be  some  loss,  but  as  soon  as  the  cur- 
rent becomes  steady  the  frequency  is  0;  consequently  the 
hysteresis  loss  is  0.     (Art.  4068.) 

(1904)  {a)  Oiled  linen  tape  and  mica.  Coils  should 
also  be  well  treated  with  insulating  varnish  after  all  mois- 
ture has  been  driven  off  by  baking.  Tape  is  usually  suf- 
ficient by  itself,  except  for  coils  intended  to  stand  high 
pressures,  in  which  case  it  is  best  to  use  mica  in  addition  to 
the  tape. 

{b)  Slots  are  usually  lined  with  a  trough  made  up  of 
alternate  layers  of  paper  and  mica.  Other  materials,  such 
as  micanite  and  leatheroid,  are  also  used.  (Arts.  41 10  to 
4117.) 

(19()5)  Plighly  saturated  teeth  in  a  direct-current 
machine  tend  to  keep  the  armature  from  reacting  strongly 
on  the  field,  and  thus  reduce  sparking.  In  the  case  of  an 
alternator  or  induction  motor,  the  highly  saturated  teeth 
could  do  no  good  in  this  respect,  and  would  only  tend  to 
make  the  hysteresis  and  eddy-current  loss  large.  (Art. 
4119.) 

(1 906)  {(i)  The  use  of  oil  ensures  largely  against  break- 
downs in  insulation,  because  if  the  insulation  is  punctured 
at  any  point  the  oil  at  once  fills  up  the  gap.  Oil  also  serves 
to  conduct  the  heat  away  from  the  coils  to  the  case  of  the 
transformer  and  thus  get  rid  of  it  to  the  surrounding  air. 
(Art.  42  lO.) 
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{d)  It  is  important  that  the  insulation  between  the  pri- 
mary and  secondary  coils  should  be  high  because  there  is 
always  a  tendency  for  the  high-tension  primary  current  to 
jump  across,  especially  if  there  should  happen  to  be  a  ground 
on  the  secondary  circuit.  Any  connection  between  the 
primary  and  secondary  would  bring  the  high  primary  pres- 
sure into  connection  with  it  and  be  liable  to  injure  the  appa- 
ratus connected  to  the  circuit.     (Art.  4214.) 

(1907)  About  30,000  lines  per  square  inch.  The  value 
might  vary  slightly  either  side  of  this  amount  without  making 
any  appreciable  change  in  the  armature-core  loss  or  in  the 
ampere-turns  required  for  the  magnetic  circuit.  (Art. 
41 20.) 

(1908)  If  the  total  output  is  75  K.  W.  at  1,100  volts,  the 
current  in  each  phase  will  be 

37.5  X  1,000      -.  .^ 

■* —  =  34.09  amperes. 

Each  phase  has  a  resistance  of  .75  ohm. ;  hence  the  C*  R 
loss  in  each  phase  at  full  load  will  be 

(34.09)*  X  .75  =  871.6  watts. 

The  total  loss  in  the  armature  will  therefore  be 

871.G  X  2  =  1,743.2  watts.     Ans.     (Art.  4145.) 

(1909)  («)  For  cast-iron  pole-pieces  the  air-gap  density 
should  not  run  much  over  30,000  lines  per  square  inch,  as 
this  will  bring  the  density  in  the  cast-iron  pole-pieces  quite 
high  enough  when  allowance  is  made  for  magnetic  leakage. 

{d)  With  wrought-iron  pole-pieces  the  density  in  the  air- 
gap  may  be  as  high  as  40,000  or  45,000  lines  per  square 
inch.     (Art.  4121.) 

(1910)  The  method  of  obtaining  the  length  of  the  face 
of  iron  parallel  to  the  shaft,  in  order  to  limit  the  density  to 
the  desired  amount,  has  been  explained  in  Art.  4257.  This 
assumes  that  the  intensity  of  the  magnetization  decreases  as 
we  move  either  side  of  the  center  of  the  pole  face  according 
to  the  sine  law.     This  is  nearly  the  case  in  motors  with 
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distributed  wound  fields.      The  formula  giving  the  required 
relation  then  is 

2xdfXB' 

(1911)  (a)  A  distributed  winding  is  one  which  is  split 
up  into  a  large  number  of  coils  and  spaced  around  the  arma- 
ture, as  distinguished  from  one  which  is  provided  with  a  few 
heavy  coils  only. 

{d)  These  windings  have  the  advantages  of  low  self- 
induction  and  consequent  good  regulation  for  constant 
potential.  They  also  radiate  the  heat  generated  in  the 
windings  more  easily  than  armatures  having  heavy  coils. 
They  have  the  disadvantages  that  they  give  a  lower  E.  M.  F. 
for  a  given  length  of  active  conductor  and  are  more  difficult 
to  insulate  and  construct.     (Arts.  4084  to  4086*) 

(1912)  (a)  If  the  line  voltage  is  500  and  the  winding 
is  A-connected,  the  pressure  generated  in  each  phase  must 
be  500;  hence  we  have 

^  = jQi X.95. 

__       4.44  X  500,000  X  T  X  GO  X  .95 
500  =  • —, . 

^  500  X  10"  _^.  ^  ,  . 

T=  ■— — -,7—,7- 777;^ 777  —  396  turns,  nearly.     Ans. 

4.44  X  o(...,0U0  X  00  X  .1.5  (Art   4257.) 

{b)     If  the  power  factor  is  .85  when  10,000  true  watts  are 

being  delivered,  the  apparent  watts  will  be  — Vt-  =  11,705, 

.bo 

nearlv. 

We  have  ]V=CE^, 

or  11,705=  C  500  |/3. 

C  =  --^'-.-  =  13.59  amp.     Ans.     (Art.  4251.) 
5(Mm';5 

(t)     y.'dch  j)hase  would  take  J  the  input,  or  — ^— —  apparent 
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watts.     The  voltage  per  phase  is  500 ;  hence  the  current  per 
phase  will  be 

11,765 


3  X500 


=  7.84  amp.     Ans. 


The  same  result  might  also  be  obtained  by  dividing 
the  line  current  by  |/3,  because  in  a  A-connected  arma- 
ture the  current  in  each  phase  is  equal  to  the  line  current 
divided  by  |/3. 

(1913)  {a)  If  the  flux  from  one  pole  is  2,500,000  lines, 
the  flux  through  a  section  of  the  armature  under  the  slots 
will  be  iJV,  or  1,250,000  lines.  The  density  is  to  be  30,000 
lines  per  square  inch ;  hence  the  area  of  cross-section  of  the 

iron  will  be 

1,250,000 

-^^^^^^=  41.06  sq.m.     Ans. 

(d)     Since  the  length  of  the  iron  part  of  the  core  parallel 

to  the  shaft  is  15  in.,  the  depth  of  iron  under  the  slots  must 

be 

41.66 


15 


=  2.77  in.,  say  2i  in. 


The  inside  diameter  will  be  28  —  (4  +  5^)  =  18^  in.     Ans. 
(Art.  4136.) 

(1914)  {a)  Magnetic  leakage  may,  to  a  large  extent, 
be  prevented  by  splitting  the  coils  up  into  a  number  of 
sections  and  sandwiching  the  primary  and  secondary  sec- 
tions between  each  other.  This  reduces  the  magneto- 
motive force  of  any  one  coil,  and  thus  reduces  the  tendency 
to  leakage.  If  the  coils  are  arranged  one  over  the  other, 
with  very  little  space  between  them,  and  made  such  that  the 
leakage  path  will  be  long  and  of  small  cross-section,  the 
magnetic  reluctance  of  the  leakage  path  will  be  high,  and  the 
leakage  consequently  small.     (Art.  4213.) 

(d)  If  the  secondary  current  is  50  amperes  and  the  resist- 
ance of  the  secondary  .02  ohm,  the  drop  due  to  the  secondary 
resistance  will  be  50 X. 02  =  1  volt. 
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The  current  in  the  primary  corresponding  to  50  amperes 

in  the  secondary  will  be  fj  =  2. 5  amperes,  neglecting  the 

magnetizing  current.     The  drop  in  the  primary  at  full  load 

will  then  be  2.5  X  5  =  12.5  volts.     This  12.5  volts  drop  in 

12  5 
the  primary  will  cause  a  drop  in  the  secondary  of  -^  = 

.625  volt,  and  the  total  drop  due  to  the  resistance  of  both 
coils  will  be  1.625  volts.     Ans. 

(1915)  The  mean  length  of  a  turn  is  40  inches,  or 
44  feet.  The  ampere-turns  supplied  by  1  pair  of  coils  is 
4,000.  The  voltage  of  the  exciter  is  220  volts  and  the  drop 
in  the  regulator  25  volts,  so  that  the  voltage  actually  applied 
to  the  field  is  195.     Applying  formula  690,  we  have 

4X4^X4,000X11.5      oi.^    •         -1 
m  = ^— -^- =  3,145  cir.  mils. 

No.  15  B.  &  S.  has  a  cross-section  of  3,257  circular  mils,  so 
that  this  size  would  be  suitable.     (Art.  41 11.) 

(1916)  {a)  The  machine  has  to  deliver  a  total  of 
50  K.W.  or^  K.W.  in  each  phase.  The  voltage  generated 
per  phase  will  be  1,100,  because  the  armature  is  to  be 
A  wound.  The  full-load  current  in  each  phase  will  there- 
fore be 

50,000         ^^_ 
3^^3^=15.15  amp. 

The  loss  in  each  phase  will  then  be 

(15.15)*Xl.5  =  344.4  watts. 

The  total  C'i?  loss  will  be  344.4x3  =  1,033.2  watts.    Ans. 

{b)  The  drop  in  each  phase  will  be  CR=  15.15x1.5  = 
22.7  volts,  and  since  the  phases  in  a  A  winding  are  con- 
nected directly  across  the  line,  the  drop  in  the  line  pressure 
due  to  the  armature  resistance  will  also  be  22.7  volts.  (Art. 
4151.) 

(1917)  If  the  poles  are  not  laminated,  eddy  currents 
will  be  set  up  in  them  by  the  teeth  of  the  armature  sweep- 
ing past  the  faces.     The  coarse  armature  teeth  set  up  tufts 
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of  magnetism  which  sweep  across  the  pole-pieces,  and  thus 
set  up  eddy  currents  if  the  pole  tip  is  not  laminated  or 
broken  up  in  some  way  by  grooves  or  wrought-iron  pieces 
cast  in,  as  explained  in  Art.  4155* 

(1918)     See  Art.  4143.    The  total  output  is  175  K.W. ; 
hence  the  output  in  each  phase  will  be ^ —  watts.     The 

At 

voltage  is  3,000;  hence  the  current  in  each  phase  is 

175,000        ^^_ 
^3^^^  =  29.16  amp. 

Allowing  500  circular  mils  per  ampere,  we  get  the  cross- 
section  necessary : 

29.16X500=  14,580  cir.  mils. 

This  is  between  a  No.  8  and  No.  9  B.  &  S.  The  former 
would  probably  be  used,  as  it  gives  a  little  over  the  required 
section  rather  than  under  it. 
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